
Intel - 10AS066N1F40E1HG Datasheet

Welcome to E-XFL.COM

Embedded - System On Chip (SoC): The
Heart of Modern Embedded Systems

Embedded - System On Chip (SoC) refers to an
integrated circuit that consolidates all the essential
components of a computer system into a single chip. This
includes a microprocessor, memory, and other peripherals,
all packed into one compact and efficient package. SoCs
are designed to provide a complete computing solution,
optimizing both space and power consumption, making
them ideal for a wide range of embedded applications.

What are Embedded - System On Chip (SoC)?

System On Chip (SoC) integrates multiple functions of a
computer or electronic system onto a single chip. Unlike
traditional multi-chip solutions, SoCs combine a central
processing unit (CPU), memory, input/output (I/O)
interfaces, and other essential components into a single
silicon die. This integration enhances performance,
reduces power consumption, and minimizes the physical
footprint of the system. SoCs are fundamental in
embedded systems where space, efficiency, and cost are
critical.

Applications of Embedded - System On Chip
(SoC)

SoCs are pivotal in a variety of applications due to their
compact design and high integration. In consumer
electronics, SoCs power smartphones, tablets, and
smartwatches, offering robust performance and extended
battery life. Automotive industries leverage SoCs for
advanced driver-assistance systems (ADAS), infotainment,
and vehicle-to-everything (V2X) communication. In
industrial automation, SoCs drive sophisticated
machinery control systems, data acquisition, and real-time
monitoring. Additionally, medical devices use SoCs for
portable diagnostic tools, imaging systems, and patient
monitoring equipment, where space and power efficiency
are crucial.

Common Subcategories of Embedded -
System On Chip (SoC)

System On Chip (SoC) products can be categorized into
several subtypes based on their applications and
functionalities. General-purpose SoCs are designed for a
wide range of applications, offering versatile processing
capabilities. Application-specific SoCs are tailored for
particular uses, such as multimedia processing or
automotive control, incorporating specialized features to
meet the demands of specific tasks. Real-time SoCs focus
on handling tasks with stringent timing requirements,
suitable for applications like robotics and industrial control.

Types of Embedded - System On Chip (SoC)

Details

Product Status Active

Architecture MCU, FPGA

Core Processor Dual ARM® Cortex®-A9 MPCore™ with CoreSight™

Flash Size -

RAM Size 256KB

Peripherals DMA, POR, WDT

Connectivity EBI/EMI, Ethernet, I²C, MMC/SD/SDIO, SPI, UART/USART, USB OTG

Speed 1.5GHz

Primary Attributes FPGA - 660K Logic Elements

Operating Temperature 0°C ~ 100°C (TJ)

Package / Case 1517-BBGA, FCBGA

Supplier Device Package 1517-FCBGA (40x40)
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Key Advantages of Intel Arria 10 Devices

Table 2. Key Advantages of the Intel Arria 10 Device Family

Advantage Supporting Feature

Enhanced core architecture • Built on TSMC's 20 nm process technology
• 60% higher performance than the previous generation of mid-range FPGAs
• 15% higher performance than the fastest previous-generation FPGA

High-bandwidth integrated
transceivers

• Short-reach rates up to 25.8 Gigabits per second (Gbps)
• Backplane capability up to 12.5 Gbps
• Integrated 10GBASE-KR and 40GBASE-KR4 Forward Error Correction (FEC)

Improved logic integration and
hard IP blocks

• 8-input adaptive logic module (ALM)
• Up to 65.6 megabits (Mb) of embedded memory
• Variable-precision digital signal processing (DSP) blocks
• Fractional synthesis phase-locked loops (PLLs)
• Hard PCI Express Gen3 IP blocks
• Hard memory controllers and PHY up to 2,400 Megabits per second (Mbps)

Second generation hard
processor system (HPS) with
integrated ARM* Cortex*-A9*
MPCore* processor

• Tight integration of a dual-core ARM Cortex-A9 MPCore processor, hard IP, and an
FPGA in a single Intel Arria 10 system-on-a-chip (SoC)

• Supports over 128 Gbps peak bandwidth with integrated data coherency between
the processor and the FPGA fabric

Advanced power savings • Comprehensive set of advanced power saving features
• Power-optimized MultiTrack routing and core architecture
• Up to 40% lower power compared to previous generation of mid-range FPGAs
• Up to 60% lower power compared to previous generation of high-end FPGAs

Summary of Intel Arria 10 Features

Table 3. Summary of Features for Intel Arria 10 Devices

Feature Description

Technology • TSMC's 20-nm SoC process technology
• Allows operation at a lower VCC level of 0.82 V instead of the 0.9 V standard VCC core voltage

Packaging • 1.0 mm ball-pitch Fineline BGA packaging
• 0.8 mm ball-pitch Ultra Fineline BGA packaging
• Multiple devices with identical package footprints for seamless migration between different

FPGA densities
• Devices with compatible package footprints allow migration to next generation high-end

Stratix® 10 devices
• RoHS, leaded(1), and lead-free (Pb-free) options

High-performance
FPGA fabric

• Enhanced 8-input ALM with four registers
• Improved multi-track routing architecture to reduce congestion and improve compilation time
• Hierarchical core clocking architecture
• Fine-grained partial reconfiguration

Internal memory
blocks

• M20K—20-Kb memory blocks with hard error correction code (ECC)
• Memory logic array block (MLAB)—640-bit memory

continued...   

(1) Contact Intel for availability.
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Feature Description

• Dynamic reconfiguration of the transceivers and PLLs
• Fine-grained partial reconfiguration of the core fabric
• Active Serial x4 Interface

Power management • SmartVID
• Low static power device options
• Programmable Power Technology
• Intel Quartus Prime integrated power analysis

Software and tools • Intel Quartus Prime design suite
• Transceiver toolkit
• Platform Designer system integration tool
• DSP Builder for Intel FPGAs
• OpenCL™ support
• Intel SoC FPGA Embedded Design Suite (EDS)

Related Information

Intel Arria 10 Transceiver PHY Overview
Provides details on Intel Arria 10 transceivers.

Intel Arria 10 Device Variants and Packages

Table 4. Device Variants for the Intel Arria 10 Device Family

Variant Description

Intel Arria 10 GX FPGA featuring 17.4 Gbps transceivers for short reach applications with 12.5 backplane driving
capability.

Intel Arria 10 GT FPGA featuring:
• 17.4 Gbps transceivers for short reach applications with 12.5 backplane driving capability.
• 25.8 Gbps transceivers for supporting CAUI-4 and CEI-25G applications with CFP2 and CFP4

modules.

Intel Arria 10 SX SoC integrating ARM-based HPS and FPGA featuring 17.4 Gbps transceivers for short reach
applications with 12.5 backplane driving capability.

Intel Arria 10 GX

This section provides the available options, maximum resource counts, and package
plan for the Intel Arria 10 GX devices.

The information in this section is correct at the time of publication. For the latest
information and to get more details, refer to the Intel FPGA Product Selector.

Related Information

Intel FPGA Product Selector
Provides the latest information on Intel products.
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Available Options

Figure 2. Sample Ordering Code and Available Options for Intel Arria 10 GT Devices

Family Signature

Transceiver Count

Transceiver
Speed Grade

Package Type

Package Code

Operating Temperature

FPGA Fabric 
Speed Grade

Optional Suffix
Indicates specific device 
options or shipment method

T : GT variant
  25.8 Gbps transceivers

10A : Intel Arria 10

090 : 900K logic elements
115 : 1,150K logic elements 

S  : 72

1 (fastest) 
2

F : FineLine BGA (FBGA), 1.0 mm pitch

  45
 

: 1,932 pins, 45 mm x 45 mm

E
 

: 

 

1 (fastest)
2
3

Power Option
S  : Standard

  

RoHS
G : RoHS6
N : RoHS5
P : Leaded

ES  : Engineering sample

10A T F115 S 2 S40 I 2 ESG

Logic Density

Family Variant

}Contact Intel
for availability

Extended (TJ  = 0° C to 100° C)
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Maximum Resources

Table 10. Maximum Resource Counts for Intel Arria 10 GT Devices

Resource Product Line

GT 900 GT 1150

Logic Elements (LE) (K) 900 1,150

ALM 339,620 427,200

Register 1,358,480 1,708,800

Memory (Kb) M20K 48,460 54,260

MLAB 9,386 12,984

Variable-precision DSP Block 1,518 1,518

18 x 19 Multiplier 3,036 3,036

PLL Fractional Synthesis 32 32

I/O 16 16

Transceiver 17.4 Gbps 72 (5) 72 (5)

25.8 Gbps 6 6

GPIO(6) 624 624

LVDS Pair(7) 312 312

PCIe Hard IP Block 4 4

Hard Memory Controller 16 16

Related Information

Intel Arria 10 GT Channel Usage
Configuring GT/GX channels in Intel Arria 10 GT devices.

Package Plan

Table 11. Package Plan for Intel Arria 10 GT Devices
Refer to I/O and High Speed I/O in Intel Arria 10 Devices chapter for the number of 3 V I/O, LVDS I/O, and
LVDS channels in each device package.

Product Line

SF45
(45 mm × 45 mm, 1932-pin FBGA)

3 V I/O LVDS I/O XCVR

GT 900 — 624 72

GT 1150 — 624 72

(5) If all 6 GT channels are in use, 12 of the GX channels are not usable.

(6) The number of GPIOs does not include transceiver I/Os. In the Intel Quartus Prime software,
the number of user I/Os includes transceiver I/Os.

(7) Each LVDS I/O pair can be used as differential input or output.
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Related Information

I/O and High-Speed Differential I/O Interfaces in Intel Arria 10 Devices chapter, Intel
Arria 10 Device Handbook

Provides the number of 3 V and LVDS I/Os, and LVDS channels for each Intel Arria
10 device package.

Intel Arria 10 SX

This section provides the available options, maximum resource counts, and package
plan for the Intel Arria 10 SX devices.

The information in this section is correct at the time of publication. For the latest
information and to get more details, refer to the Intel FPGA Product Selector.

Related Information

Intel FPGA Product Selector
Provides the latest information on Intel products.

Available Options

Figure 3. Sample Ordering Code and Available Options for Intel Arria 10 SX Devices

Family Signature

Transceiver Count

Transceiver
Speed Grade

Package Type

Package Code

Operating Temperature

FPGA Fabric 
Speed Grade

Optional Suffix
Indicates specific device 
options or shipment method

S : SX variant
  (SoC with 17.4 Gbps transceivers)

10A : Intel Arria 10

016 : 160K logic elements
022 : 220K logic elements
027 : 270K logic elements
032 : 320K logic elements
048 : 480K logic elements
057 : 570K logic elements
066 : 660K logic elements

K : 36
N : 48

C  : 6
E  : 12
H : 24

 

1 (fastest) 
2
3
4

F : FineLine BGA (FBGA), 1.0 mm pitch
U : Ultra FineLine BGA (UBGA), 0.8 mm pitch

FBGA Package Type
27 : 672 pins, 27 mm x 27 mm
29 : 780 pins, 29 mm x 29 mm
34 : 1,152 pins, 35 mm x 35 mm
35 : 1,152 pins, 35 mm x 35 mm
40 : 1,517 pins, 40 mm x 40 mm

  
UBGA Package Type
19 : 484 pins, 19 mm x 19 mm

I : 
E  : 
M : 

1 (fastest)
2
3

Power Option
S : Standard
L : Low

  

RoHS
G : RoHS6
N : RoHS5
P : Leaded

ES  : Engineering sample

10A S F066 K 2 S35 I 2 ESG

Logic Density

Family Variant

}Contact Intel
for availability

Industrial (TJ  = -40° C to 100° C)
Extended (TJ  = 0° C to 100° C)
Military (TJ = -55° C to 125° C)

V
 

:
 

SmartVID (Speed Grade -2 and -3 only)
 

Related Information

Transceiver Performance for Intel Arria 10 GX/SX Devices
Provides more information about the transceiver speed grade.
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Product Line U19
(19 mm × 19 mm,

484-pin UBGA)

F27
(27 mm × 27 mm,

672-pin FBGA)

F29
(29 mm × 29 mm,

780-pin FBGA)

F34
(35 mm × 35 mm,
1152-pin FBGA)

3 V
I/O

LVDS
I/O

XCVR 3 V
I/O

LVDS
I/O

XCVR 3 V
I/O

LVDS
I/O

XCVR 3 V
I/O

LVDS
I/O

XCVR

SX 480 — — — — — — 48 312 12 48 444 24

SX 570 — — — — — — — — — 48 444 24

SX 660 — — — — — — — — — 48 444 24

https://www.altera.com/documentation/sam1403482614086.html#sam1403482030321
https://www.altera.com/documentation/sam1403482614086.html#sam1403482030321


Features for floating-point arithmetic:

• A completely hardened architecture that supports multiplication, addition,
subtraction, multiply-add, and multiply-subtract

• Multiplication with accumulation capability and a dynamic accumulator reset
control

• Multiplication with cascade summation capability

• Multiplication with cascade subtraction capability

• Complex multiplication

• Direct vector dot product

• Systolic FIR filter

Table 15. Variable-Precision DSP Block Configurations for Intel Arria 10 Devices

Usage Example Multiplier Size (Bit) DSP Block Resources

Medium precision fixed point Two 18 x 19 1

High precision fixed or Single precision
floating point

One 27 x 27 1

Fixed point FFTs One 19 x 36 with external adder 1

Very high precision fixed point One 36 x 36 with external adder 2

Double precision floating point One 54 x 54 with external adder 4

Table 16. Resources for Fixed-Point Arithmetic in Intel Arria 10 Devices
The table lists the variable-precision DSP resources by bit precision for each Intel Arria 10 device.

Variant Product Line Variable-
precision
DSP Block

Independent Input and Output
Multiplications Operator

18 x 19
Multiplier

Adder Sum
Mode

18 x 18
Multiplier

Adder
Summed with
36 bit Input

18 x 19
Multiplier

27 x 27
Multiplier

AIntel Arria 10
GX

GX 160 156 312 156 156 156

GX 220 192 384 192 192 192

GX 270 830 1,660 830 830 830

GX 320 984 1,968 984 984 984

GX 480 1,368 2,736 1,368 1,368 1,368

GX 570 1,523 3,046 1,523 1,523 1,523

GX 660 1,687 3,374 1,687 1,687 1,687

GX 900 1,518 3,036 1,518 1,518 1,518

GX 1150 1,518 3,036 1,518 1,518 1,518

Intel Arria 10
GT

GT 900 1,518 3,036 1,518 1,518 1,518

GT 1150 1,518 3,036 1,518 1,518 1,518

Intel Arria 10
SX

SX 160 156 312 156 156 156

SX 220 192 384 192 192 192

SX 270 830 1,660 830 830 830

continued...   
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Types of Embedded Memory

The Intel Arria 10 devices contain two types of memory blocks:

• 20 Kb M20K blocks—blocks of dedicated memory resources. The M20K blocks are
ideal for larger memory arrays while still providing a large number of independent
ports.

• 640 bit memory logic array blocks (MLABs)—enhanced memory blocks that are
configured from dual-purpose logic array blocks (LABs). The MLABs are ideal for
wide and shallow memory arrays. The MLABs are optimized for implementation of
shift registers for digital signal processing (DSP) applications, wide and shallow
FIFO buffers, and filter delay lines. Each MLAB is made up of ten adaptive logic
modules (ALMs). In the Intel Arria 10 devices, you can configure these ALMs as
ten 32 x 2 blocks, giving you one 32 x 20 simple dual-port SRAM block per MLAB.

Embedded Memory Capacity in Intel Arria 10 Devices

Table 18. Embedded Memory Capacity and Distribution in Intel Arria 10 Devices

Variant
Product

Line

M20K MLAB
Total RAM Bit

(Kb)Block RAM Bit (Kb) Block RAM Bit (Kb)

Intel Arria 10 GX GX 160 440 8,800 1,680 1,050 9,850

GX 220 587 11,740 2,703 1,690 13,430

GX 270 750 15,000 3,922 2,452 17,452

GX 320 891 17,820 4,363 2,727 20,547

GX 480 1,431 28,620 6,662 4,164 32,784

GX 570 1,800 36,000 8,153 5,096 41,096

GX 660 2,131 42,620 9,260 5,788 48,408

GX 900 2,423 48,460 15,017 9,386 57,846

GX 1150 2,713 54,260 20,774 12,984 67,244

Intel Arria 10 GT GT 900 2,423 48,460 15,017 9,386 57,846

GT 1150 2,713 54,260 20,774 12,984 67,244

Intel Arria 10 SX SX 160 440 8,800 1,680 1,050 9,850

SX 220 587 11,740 2,703 1,690 13,430

SX 270 750 15,000 3,922 2,452 17,452

SX 320 891 17,820 4,363 2,727 20,547

SX 480 1,431 28,620 6,662 4,164 32,784

SX 570 1,800 36,000 8,153 5,096 41,096

SX 660 2,131 42,620 9,260 5,788 48,408






















