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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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Core Processor ARM® Cortex®-M0

Core Size 32-Bit Single-Core

Speed 50MHz

Connectivity I²C, IrDA, SPI, UART/USART, USB

Peripherals Brown-out Detect/Reset, DMA, I²S, LVD, POR, PS2, PWM, WDT

Number of I/O 31

Program Memory Size 32KB (32K x 8)

Program Memory Type FLASH

EEPROM Size -

RAM Size 8K x 8

Voltage - Supply (Vcc/Vdd) 2.5V ~ 5.5V

Data Converters A/D 7x12b

Oscillator Type Internal

Operating Temperature -40°C ~ 85°C (TA)

Mounting Type Surface Mount

Package / Case 48-LQFP

Supplier Device Package -
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1 GENERAL DESCRIPTION 
The NuMicro NUC200 Series 32-bit microcontrollers is embedded with the newest ARM® 
Cortex™-M0 core with a cost equivalent to traditional 8-bit MCU for industrial control and 
applications requiring rich communication interfaces. The NuMicro NUC200 Series includes 
NUC200 and NUC220 product lines. 

The NuMicro NUC200 Advanced Line is embedded with the Cortex™-M0 core running up to 50 
MHz and features 32K/64K/128K bytes flash, 8K/16K bytes embedded SRAM, and 4 Kbytes 
loader ROM for the ISP. It is also equipped with plenty of peripheral devices, such as Timers, 
Watchdog Timer, Window Watchdog Timer, RTC, PDMA with CRC calculation unit, UART, SPI, 
I2C, I2S, PWM Timer, GPIO, PS/2, Smart Card Host, 12-bit ADC, Analog Comparator, Low 
Voltage Reset Controller and Brown-out Detector. 

The NuMicro NUC220 USB Line with USB 2.0 full-speed function is embedded with the 
Cortex™-M0 core running up to 50 MHz and features 32K/64K/128K bytes flash, 8K/16K bytes 
embedded SRAM, and 4 Kbytes loader ROM for the ISP. It is also equipped with plenty of 
peripheral devices, such as Timers, Watchdog Timer, Window Watchdog Timer, RTC, PDMA with 
CRC calculation unit, UART, SPI, I2C, I2S, PWM Timer, GPIO, PS/2, USB 2.0 FS Device, Smart 
Card Host, 12-bit ADC, Analog Comparator, Low Voltage Reset Controller and Brown-out 
Detector. 

 

Product Line UART SPI I2C USB LIN CAN PS/2 I2S SC 

NUC200 ● ● ●    ● ● ● 

NUC220 ● ● ● ●   ● ● ● 

Table 1-1 Connectivity Support Table 
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3 PARTS INFORMATION LIST AND PIN CONFIGURATION 

3.1 NuMicro NUC200/220xxxAN Selection Guide 

3.1.1 NuMicro NUC200 Advanced Line Selection Guide 

Part number APROM RAM Data 
Flash 

ISP 
Loader 
ROM 

I/O Timer 

Connectivity 

I2S SC Comp. PWM ADC RTC ISP 
ICP 
IAP 

Package 
UART SPI I2C USB LIN CAN 

NUC200LC2AN 32 KB 8 KB 4 KB 4 KB up to 35 4x32-bit 2 1 2 - - - 1 2 1 6 7x12-bit v v LQFP48 

NUC200LD2AN 64 KB 8 KB 4KB 4 KB up to 35 4x32-bit 2 1 2 - - - 1 2 1 6 7x12-bit v v LQFP48 

NUC200LE3AN 128 KB 16 KB Definable 4 KB up to 35 4x32-bit 2 1 2 - - - 1 2 1 6 7x12-bit v v LQFP48 

NUC200SC2AN 32 KB 8 KB 4 KB 4 KB up to 49 4x32-bit 3 2 2 - - - 1 2 2 6 7x12-bit v v LQFP64 

NUC200SD2AN 64 KB 8 KB 4KB 4 KB up to 49 4x32-bit 3 2 2 - - - 1 2 2 6 7x12-bit v v LQFP64 

NUC200SE3AN 128 KB 16 KB Definable 4 KB up to 49 4x32-bit 3 2 2 - - - 1 2 2 6 7x12-bit v v LQFP64 

NUC200VE3AN 128 KB 16 KB Definable 4 KB up to 83 4x32-bit 3 4 2 - - - 1 3 2 8 8x12-bit v v LQFP100 

 

3.1.2 NuMicro NUC220 USB Line Selection Guide 

Part number APROM RAM Data 
Flash 

ISP 
Loader 
ROM 

I/O Timer 
Connectivity 

I2S SC Comp. PWM ADC RTC 
ISP 
ICP 
IAP 

Package 
UART SPI I2C USB LIN CAN 

NUC220LC2AN 32 KB 8 KB 4 KB 4 KB up to 31 4x32-bit 2 1 2 1 - - 1 2 1 4 7x12-bit v v LQFP48 

NUC220LD2AN 64 KB 8 KB 4 KB 4 KB up to 31 4x32-bit 2 1 2 1 - - 1 2 1 4 7x12-bit v v LQFP48 

NUC220LE3AN 128 KB 16 KB Definable 4 KB up to 31 4x32-bit 2 1 2 1 - - 1 2 1 4 7x12-bit v v LQFP48 

NUC220SC2AN 32 KB 8 KB 4 KB 4 KB up to 45 4x32-bit 2 2 2 1 - - 1 2 2 6 7x12-bit v v LQFP64 

NUC220SD2AN 64 KB 8 KB 8 KB 4 KB up to 45 4x32-bit 2 2 2 1 - - 1 2 2 6 7x12-bit v v LQFP64 

NUC220SE3AN 128 KB 16 KB Definable 4 KB up to 45 4x32-bit 2 2 2 1 - - 1 2 2 6 7x12-bit v v LQFP64 

NUC220VE3AN 128 KB 16 KB Definable 4 KB up to 79 4x32-bit 3 4 2 1 - - 1 3 2 8 8x12-bit v v LQFP100 
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3.2 Pin Configuration 

3.2.1 NuMicro NUC200 Pin Diagram 
3.2.1.1 NuMicro NUC200VxxAN LQFP 100-pin 
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Figure 3-2 NuMicro NUC200VxxAN LQFP 100-pin Diagram 
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3.2.2 NuMicro NUC220 Pin Diagram 
3.2.2.1 NuMicro NUC220VxxAN LQFP 100-pin 
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Figure 3-5 NuMicro NUC220VxxAN LQFP 100-pin Diagram 
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3.3 Pin Description 

3.3.1 NuMicro NUC200 Pin Description 
Pin No. 

Pin Name Pin 
Type Description LQFP 

100-pin 
LQFP 
64-pin 

LQFP 
48-pin 

1   PE.15 I/O General purpose digital I/O pin. 

2   PE.14 I/O General purpose digital I/O pin. 

3   PE.13 I/O General purpose digital I/O pin. 

4 
1 

 

PB.14 I/O General purpose digital I/O pin. 

INT0 I External interrupt0 input pin. 

 SPI3_SS1 I/O 2nd SPI3 slave select pin. 

5 2  
PB.13 I/O General purpose digital I/O pin. 

CMP1_O O Comparator1 output pin. 

6 3 1 VBAT P Power supply by batteries for RTC. 

7 4 2 X32_OUT O External 32.768 kHz (low speed) crystal output pin. 

8 5 3 X32_IN I External 32.768 kHz (low speed) crystal input pin. 

9 6 4 
PA.11 I/O General purpose digital I/O pin. 

I2C1_SCL I/O I2C1 clock pin. 

10 7 5 
PA.10 I/O General purpose digital I/O pin. 

I2C1_SDA I/O I2C1 data input/output pin. 

11 8 6 
PA.9 I/O General purpose digital I/O pin. 

I2C0_SCL I/O I2C0 clock pin. 

12 9 7 
PA.8 I/O General purpose digital I/O pin. 

I2C0_SDA I/O I2C0 data input/output pin. 

13   
PD.8 I/O General purpose digital I/O pin. 

SPI3_SS0 I/O 1st SPI3 slave select pin. 

14   
PD.9 I/O General purpose digital I/O pin. 

SPI3_CLK I/O SPI3 serial clock pin. 

15   
PD.10 I/O General purpose digital I/O pin. 

SPI3_MISO0 I/O 1st SPI3 MISO (Master In, Slave Out) pin. 

16   PD.11 I/O General purpose digital I/O pin. 
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Pin No. 

Pin Name Pin 
Type Description LQFP 

100-pin 
LQFP 
64-pin 

LQFP 
48-pin 

SPI3_MOSI0 I/O 1st SPI3 MOSI (Master Out, Slave In) pin. 

17   
PD.12 I/O General purpose digital I/O pin. 

SPI3_MISO1 I/O 2nd SPI3 MISO (Master In, Slave Out) pin. 

18   
PD.13 I/O General purpose digital I/O pin. 

SPI3_MOSI1 I/O 2nd SPI3 MOSI (Master Out, Slave In) pin. 

19 10 8 
PB.4 I/O General purpose digital I/O pin. 

UART1_RXD I Data receiver input pin for UART1. 

20 11 9 
PB.5 I/O General purpose digital I/O pin. 

UART1_TXD O Data transmitter output pin for UART1. 

21 12  
PB.6 I/O General purpose digital I/O pin. 

UART1_nRTS O Request to Send output pin for UART1. 

22 13  
PB.7 I/O General purpose digital I/O pin. 

UART1_nCTS I Clear to Send input pin for UART1. 

23 14 10 LDO_CAP P LDO output pin. 

24 15 11 VDD P Power supply for I/O ports and LDO source for internal 
PLL and digital circuit. 

25 16 12 VSS  P Ground pin for digital circuit. 

26   PE.12 I/O General purpose digital I/O pin. 

27   PE.11 I/O General purpose digital I/O pin. 

28   PE.10 I/O General purpose digital I/O pin. 

29   PE.9 I/O General purpose digital I/O pin. 

30   PE.8 I/O General purpose digital I/O pin. 

31   PE.7 I/O General purpose digital I/O pin. 

32 17 13 
PB.0 I/O General purpose digital I/O pin. 

UART0_RXD I Data receiver input pin for UART0. 

33 18 14 
PB.1 I/O General purpose digital I/O pin. 

UART0_TXD O Data transmitter output pin for UART0. 

34 19 15 

PB.2 I/O General purpose digital I/O pin. 

UART0_nRTS O Request to Send output pin for UART0. 

TM2_EXT I Timer2 external capture input pin. 

CMP0_O O Comparator0 output pin. 
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Pin No. 

Pin Name Pin 
Type Description LQFP 

100-pin 
LQFP 
64-pin 

LQFP 
48-pin 

35 20 16 

PB.3 I/O General purpose digital I/O pin. 

UART0_nCTS I Clear to Send input pin for UART0. 

TM3_EXT I Timer3 external capture input pin. 

SC2_CD I SmartCard2 card detect pin. 

36 21  PD.6 I/O General purpose digital I/O pin. 

37 22  PD.7 I/O General purpose digital I/O pin. 

38 23  
PD.14 I/O General purpose digital I/O pin. 

UART2_RXD I Data receiver input pin for UART2. 

39 24  
PD.15 I/O General purpose digital I/O pin. 

UART2_TXD O Data transmitter output pin for UART2. 

40   
PC.5 I/O General purpose digital I/O pin. 

SPI0_MOSI1 I/O 2nd SPI0 MOSI (Master Out, Slave In) pin. 

41   
PC.4 I/O General purpose digital I/O pin. 

SPI0_MISO1 I/O 2nd SPI0 MISO (Master In, Slave Out) pin. 

42 25 17 

PC.3 I/O General purpose digital I/O pin. 

SPI0_MOSI0 I/O 1st SPI0 MOSI (Master Out, Slave In) pin. 

I2S_DO O I2S data output. 

43 26 18 

PC.2 I/O General purpose digital I/O pin. 

SPI0_MISO0 I/O 1st SPI0 MISO (Master In, Slave Out) pin. 

I2S_DI I I2S data input. 

44 27 19 

PC.1 I/O General purpose digital I/O pin. 

SPI0_CLK I/O SPI0 serial clock pin. 

I2S_BCLK I/O I2S bit clock pin. 

45 28 20 

PC.0 I/O General purpose digital I/O pin. 

SPI0_SS0 I/O 1st SPI0 slave select pin. 

I2S_LRCK I/O I2S left right channel clock. 

46   PE.6 I/O General purpose digital I/O pin. 

47 29 21 

PE.5 I/O General purpose digital I/O pin. 

PWM5 I/O PWM5 output/Capture input. 

TM1_EXT I Timer1 external capture input pin. 
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Pin No. 

Pin Name Pin 
Type Description LQFP 

100-pin 
LQFP 
64-pin 

LQFP 
48-pin 

  SC1_PWR O SmartCard1 power pin. 

76 
49 37 

PA.5 I/O General purpose digital I/O pin. 

ADC5 AI ADC5 analog input. 

  SC1_RST O SmartCard1 reset pin. 

77 
50 38 

PA.6 I/O General purpose digital I/O pin. 

ADC6 AI ADC6 analog input. 

  SC1_CLK I/O SmartCard1 clock pin. 

78   

PA.7 I/O General purpose digital I/O pin. 

ADC7 AI ADC7 analog input. 

SC1_DAT O SmartCard1 data pin. 

SPI2_SS1 I/O 2nd SPI2 slave select pin. 

79 51 39 VREF AP Voltage reference input for ADC. 

80 52 40 AVDD AP Power supply for internal analog circuit. 

81   
PD.0 I/O General purpose digital I/O pin. 

SPI2_SS0 I/O 1st SPI2 slave select pin. 

82   
PD.1 I/O General purpose digital I/O pin. 

SPI2_CLK I/O SPI2 serial clock pin. 

83   
PD.2 I/O General purpose digital I/O pin. 

SPI2_MISO0 I/O 1st SPI2 MISO (Master In, Slave Out) pin. 

84   
PD.3 I/O General purpose digital I/O pin. 

SPI2_MOSI0 I/O 1st SPI2 MOSI (Master Out, Slave In) pin. 

85   
PD.4 I/O General purpose digital I/O pin. 

SPI2_MISO1 I/O 2nd SPI2 MISO (Master In, Slave Out) pin. 

86   
PD.5 I/O General purpose digital I/O pin. 

SPI2_MOSI1 I/O 2nd SPI2 MOSI (Master Out, Slave In) pin. 

87 
53 41 

PC.7 I/O General purpose digital I/O pin. 

CMP0_N AI Comparator0 negative input pin. 

  SC1_CD I SmartCard1 card detect pin. 

88 54 42 
PC.6 I/O General purpose digital I/O pin. 

CMP0_P AI Comparator0 positive input pin. 
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Pin No. 

Pin Name Pin 
Type Description LQFP 

100-pin 
LQFP 
64-pin 

LQFP 
48-pin 

SC0_CD I SmartCard0 card detect pin. 

89 55  
PC.15 I/O General purpose digital I/O pin. 

CMP1_N AI Comparator1 negative input pin. 

90 56  
PC.14 I/O General purpose digital I/O pin. 

CMP1_P AI Comparator1 positive input pin. 

91 57 43 

PB.15 I/O General purpose digital I/O pin. 

INT1 I External interrupt1 input pin. 

TM0_EXT I Timer0 external capture input pin. 

92 58 44 
PF.0 I/O General purpose digital I/O pin. 

XT1_OUT O External 4~24 MHz (high speed) crystal output pin. 

93 59 45 
PF.1 I/O General purpose digital I/O pin. 

XT1_IN I External 4~24 MHz (high speed) crystal input pin. 

94 60 46 nRESET I External reset input: active LOW, with an internal pull-up. 
Set this pin low reset chip to initial state. 

95 61  VSS P Ground pin for digital circuit. 

96 62  VDD P Power supply for I/O ports and LDO source for internal 
PLL and digital circuit. 

97   
PF.2 I/O General purpose digital I/O pin. 

PS2_DAT I/O PS2 data pin. 

98   
PF.3 I/O General purpose digital I/O pin. 

PS2_CLK I/O PS2 clock pin. 

99 63 47 PVSS P PLL ground. 

100 64 48 

PB.8 I/O General purpose digital I/O pin. 

STADC I ADC external trigger input. 

TM0 I/O Timer0 event counter input / toggle output. 

CLKO O Frequency divider clock output pin. 

Note: Pin Type I = Digital Input, O = Digital Output; AI = Analog Input; P = Power Pin; AP = Analog Power. 
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Pin No. 

Pin Name Pin 
Type Description LQFP 

100-pin 
LQFP 
64-pin 

LQFP 
48-pin 

18   
PD.13 I/O General purpose digital I/O pin. 

SPI3_MOSI1 I/O 2nd SPI3 MOSI (Master Out, Slave In) pin. 

19 10 8 
PB.4 I/O General purpose digital I/O pin. 

UART1_RXD I Data receiver input pin for UART1. 

20 11 9 
PB.5 I/O General purpose digital I/O pin. 

UART1_TXD O Data transmitter output pin for UART1. 

21 12  
PB.6 I/O General purpose digital I/O pin. 

UART1_nRTS O Request to Send output pin for UART1. 

22 13  
PB.7 I/O General purpose digital I/O pin. 

UART1_nCTS I Clear to Send input pin for UART1. 

23 14 10 LDO_CAP P LDO output pin. 

24 15 11 VDD P Power supply for I/O ports and LDO source for internal 
PLL and digital circuit. 

25 16 12 VSS P Ground pin for digital circuit. 

26   PE.8 I/O General purpose digital I/O pin. 

27   PE.7 I/O General purpose digital I/O pin. 

28 17 13 USB_VBUS USB Power supply from USB host or HUB. 

29 18 14 USB_VDD33_
CAP USB Internal power regulator output 3.3V decoupling pin. 

30 19 15 USB_D- USB USB differential signal D-. 

31 20 16 USB_D+ USB USB differential signal D+. 

32 21 17 
PB.0 I/O General purpose digital I/O pin. 

UART0_RXD I Data receiver input pin for UART0. 

33 22 18 
PB.1 I/O General purpose digital I/O pin. 

UART0_TXD O Data transmitter output pin for UART0. 

34 23 19 

PB.2 I/O General purpose digital I/O pin. 

UART0_nRTS O Request to Send output pin for UART0. 

TM2_EXT I Timer2 external capture input pin. 

CMP0_O O Comparator0 output pin. 

35 24 20 
PB.3 I/O General purpose digital I/O pin. 

UART0_nCTS I Clear to Send input pin for UART0. 
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5.2.5 System Timer (SysTick) 
The Cortex™-M0 includes an integrated system timer, SysTick, which provides a simple, 24-bit 
clear-on-write, decrementing, wrap-on-zero counter with a flexible control mechanism. The 
counter can be used as a Real Time Operating System (RTOS) tick timer or as a simple counter. 

When system timer is enabled, it will count down from the value in the SysTick Current Value 
Register (SYST_CVR) to 0, and reload (wrap) to the value in the SysTick Reload Value Register 
(SYST_RVR) on the next clock cycle, then decrement on subsequent clocks. When the counter 
transitions to 0, the COUNTFLAG status bit is set. The COUNTFLAG bit clears on reads. 

The SYST_CVR value is UNKNOWN on reset. Software should write to the register to clear it to 0 
before enabling the feature. This ensures the timer will count from the SYST_RVR value rather 
than an arbitrary value when it is enabled. 

 If the SYST_RVR is 0, the timer will be maintained with a current value of 0 after it is reloaded 
with this value. This mechanism can be used to disable the feature independently from the timer 
enable bit. 

For more detailed information, please refer to the “ARM® Cortex™-M0 Technical Reference 
Manual” and “ARM® v6-M Architecture Reference Manual”. 
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27 11 TMR3_INT TMR3 Timer 3 interrupt 

28 12 UART02_INT UART0/2 UART0 and UART2 interrupt 

29 13 UART1_INT UART1 UART1 interrupt 

30 14 SPI0_INT SPI0 SPI0 interrupt 

31 15 SPI1_INT SPI1 SPI1 interrupt 

32 16 SPI2_INT SPI2 SPI2 interrupt 

33 17 SPI3_INT SPI3 SPI3 interrupt 

34 18 I2C0_INT I2C0 I2C0 interrupt 

35 19 I2C1_INT I2C1 I2C1 interrupt 

36 20 Reserved - - 

37 21 Reserved - - 

38 22 SC012_INT SC0/1/2 SC0, SC1 and SC2 interrupt 

39 23 USB_INT USBD USB 2.0 FS Device interrupt 

40 24 PS2_INT PS/2 PS/2 interrupt 

41 25 ACMP_INT ACMP Analog Comparator-0 or Comaprator-1 interrupt 

42 26 PDMA_INT PDMA PDMA interrupt 

43 27 I2S_INT I2S I2S interrupt 

44 28 PWRWU_INT CLKC Clock controller interrupt for chip wake-up from 
power-down state 

45 29 ADC_INT ADC ADC interrupt 

46 30 IRCT_INT IRC IRC TRIM interrupt 

47 31 RTC_INT RTC Real time clock interrupt 

Table 5-3 System Interrupt Map 
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example: 

HCLK = 50 MHz, PWM_CLK = 25 MHz, Interrupt latency is 900 ns 

So the maximum capture frequency will be 1/900ns ≈ 1000 kHz 

 

5.7.2 Features 
5.7.2.1 PWM function: 

 Up to 2 PWM groups (PWMA/PWMB) to support 8 PWM channels or 4 
complementary PWM paired channels 

 Each PWM group has two PWM generators with each PWM generator supporting 
one 8-bit prescaler, two clock divider, two PWM-timers, one Dead-zone generator 
and two PWM outputs. 

 Up to 16-bit resolution 

 PWM Interrupt request synchronized with PWM period 

 One-shot or Auto-reload mode PWM 

 Edge-aligned type or Center-aligned type option 

 

5.7.2.2 Capture Function: 

 Timing control logic shared with PWM generators 

 Supports 8 Capture input channels shared with 8 PWM output channels 

 Each channel supports one rising latch register (CRLR), one falling latch register 
(CFLR) and Capture interrupt flag (CAPIFx) 
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5.10 Timer Controller (TMR) 

5.10.1 Overview 
The timer controller includes four 32-bit timers, TIMER0~TIMER3, allowing user to easily 
implement a timer control for applications. The timer can perform functions, such as frequency 
measurement, event counting, interval measurement, clock generation, and delay timing. The 
timer can generate an interrupt signal upon time-out, or provide the current value during 
operation. 

 

5.10.2 Features 
 Four sets of 32-bit timers with 24-bit up counter and one 8-bit prescale counter 

 Independent clock source for each timer 

 Provides one-shot, periodic, toggle and continuous counting operation modes 

 Time-out period = (Period of timer clock input) * (8-bit prescale counter + 1) * (24-bit TCMP) 

 Maximum counting cycle time = (1 / T MHz) * (28) * (224), T is the period of timer clock 

 24-bit up counter value is readable through TDR (Timer Data Register) 

 Supports event counting function to count the event from external pin 

 Supports external pin capture function for interval measurement 

 Supports external pin capture function for reset timer counter 

 Supports chip wake-up from Idle/Power-down mode if a timer interrupt signal is generated 
(TIF set to 1) 
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5.14 PS/2 Device Controller (PS2D) 

5.14.1 Overview 
PS/2 device controller provides a basic timing control for PS/2 communication. All communication 
between the device and the host is managed through the PS2_CLK and PS2_DAT pins. Unlike 
PS/2 keyboard or mouse device controller, the receive/transmit code needs to be translated as 
meaningful code by firmware. The device controller generates the PS2_CLK signal after receiving 
a “Request to Send” state, but host has ultimate control over communication. Data of PS2_DAT 
line sent from the host to the device is read on the rising edge and sent from the device to the 
host is change after rising edge. A 16 bytes FIFO is used to reduce CPU intervention. Software 
can select 1 to 16 bytes for a continuous transmission. 

 

5.14.2 Features 
 Host communication inhibit and Request to Send state detection 

 Reception frame error detection 

 Programmable 1 to 16 bytes transmit buffer to reduce CPU intervention 

 Double buffer for data reception 

 Software override bus 
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PARAMETER SYM. 
SPECIFICATION 

TEST CONDITIONS 
MIN. TYP. MAX. UNIT 

IIDLE10  1.7  mA 

VDD = 5.5V 

All IP and PLL disabled, 

XTAL = 4 MHz 

IIDLE11  2.4  mA 

VDD = 3.3V, 

All IP enabled and PLL disabled, 

XTAL = 4 MHz 

IIDLE12  0.8  mA 

VDD = 3.3V, 

All IP and PLL disabled, 

XTAL = 4 MHz 

Operating Current 

Idle Mode 

at 32.768 kHz 

IIDLE13  133  µA 

VDD = 5.5V, 

All IP enabled and PLL disabled, 

XTAL = 32.768 kHz 

IIDLE14  120  µA 

VDD = 5.5V, 

All IP and PLL disabled, 

XTAL = 32.768 kHz 

IIDLE15  133  µA 

VDD = 3.3V, 

All IP enabled and PLL disabled, 

XTAL = 32.768 kHz 

IIDLE16  120  µA 

VDD = 3.3V, 

All IP and PLL disabled, 

XTAL = 32.768 kHz 

Operating Current 

Idle Mode 

at 10 kHz 

IIDLE13  122  µA 

VDD = 5.5V, 

All IP enabled and PLL disabled, 

LIRC10 kHz enabled 

IIDLE14  118  µA 

VDD = 5.5V, 

All IP and PLL disabled, 

LIRC10 kHz enabled 

IIDLE15  122  µA 

VDD = 3.3V, 

All IP enabled and PLL disabled, 

LIRC10 kHz enabled 

IIDLE16  118  µA 

VDD = 3.3V 

All IP and PLL disabled, 

LIRC10 kHz enabled 

Standby Current IPWD1  15  µA 
VDD = 5.5V, RTC disabled, 
When BOD function disabled 
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6.4.8.4 USB LDO Specification 

SYMBOL PARAMETER CONDITION MIN. TYP. MAX. UNIT 

USB_VBUS USB_VBUS Pin Input Voltage  4.0 5.0 5.5 V 

USB_VDD33
_CAP LDO Output Voltage   3.0 3.3 3.6 V 

Cbp External Bypass Capacitor   1.0 - uF 
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6.5 Flash DC Electrical Characteristics 
SYMBOL PARAMETER CONDITION MIN. TYP. MAX. UNIT 

VDD Supply Voltage  1.62 1.8 1.98 V[2] 

NENDUR Endurance  100000   cycles[1] 

TRET Data Retention At 85℃ 10   year 

TERASE Page Erase Time   2  ms 

TMER Mass Erase Time   10  ms 

TPROG Program Time   20  μs 

IDD1 Read Current  - 0.15 0.5 mA/MH
z 

IDD2 Program/Erase Current    7 mA 

IPD Power Down Current  - 1 20 μA 

1. Number of program/erase cycles. 

2. VDD is source from chip LDO output voltage. 

3. This table is guaranteed by design, not test in production. 
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7 PACKAGE DIMENSIONS 

7.1 100-pin LQFP (14x14x1.4 mm footprint 2.0 mm) 
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7.3 48-pin LQFP (7x7x1.4 mm footprint 2.0 mm) 

Y
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