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What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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Field Description Values

FFF Program flash memory size • 32 = 32 KB
• 64 = 64 KB
• 128 = 128 KB
• 256 = 256 KB
• 512 = 512 KB
• 1M0 = 1 MB

R Silicon revision • Z = Initial
• (Blank) = Main
• A = Revision after main

T Temperature range (°C) • V = –40 to 105
• C = –40 to 85

PP Package identifier • FM = 32 QFN (5 mm x 5 mm)
• FT = 48 QFN (7 mm x 7 mm)
• LF = 48 LQFP (7 mm x 7 mm)
• LH = 64 LQFP (10 mm x 10 mm)
• MP = 64 MAPBGA (5 mm x 5 mm)
• LK = 80 LQFP (12 mm x 12 mm)
• LL = 100 LQFP (14 mm x 14 mm)
• MC = 121 MAPBGA (8 mm x 8 mm)
• LQ = 144 LQFP (20 mm x 20 mm)
• MD = 144 MAPBGA (13 mm x 13 mm)
• MJ = 256 MAPBGA (17 mm x 17 mm)

CC Maximum CPU frequency (MHz) • 5 = 50 MHz
• 7 = 72 MHz
• 10 = 100 MHz
• 12 = 120 MHz
• 15 = 150 MHz

N Packaging type • R = Tape and reel
• (Blank) = Trays

2.4 Example

This is an example part number:

MK10DN512ZVMD10

3 Terminology and guidelines

3.1 Definition: Operating requirement

An operating requirement is a specified value or range of values for a technical
characteristic that you must guarantee during operation to avoid incorrect operation and
possibly decreasing the useful life of the chip.

Terminology and guidelines
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Table 5. Power mode transition operating behaviors

Symbol Description Min. Max. Unit Notes

tPOR After a POR event, amount of time from the point VDD
reaches 1.71 V to execution of the first instruction
across the operating temperature range of the chip.

— 300 μs 1

• VLLS1 → RUN
— 112 μs

• VLLS2 → RUN
— 74 μs

• VLLS3 → RUN
— 73 μs

• LLS → RUN
— 5.9 μs

• VLPS → RUN
— 5.8 μs

• STOP → RUN
— 4.2 μs

1. Normal boot (FTFL_OPT[LPBOOT]=1)

5.2.5 Power consumption operating behaviors
Table 6. Power consumption operating behaviors

Symbol Description Min. Typ. Max. Unit Notes

IDDA Analog supply current — — See note mA 1

IDD_RUN Run mode current — all peripheral clocks
disabled, code executing from flash

• @ 1.8V

• @ 3.0V

 

 

—

—

 

 

21.5

21.5

 

 

25

30

 

 

mA

mA

2

IDD_RUN Run mode current — all peripheral clocks
enabled, code executing from flash

• @ 1.8V

• @ 3.0V

• @ 25°C

• @ 125°C

 

 

—

 

—

—

 

 

31

 

31

32

 

 

34

 

34

39

 

 

mA

 

mA

mA

3, 4

IDD_WAIT Wait mode high frequency current at 3.0 V — all
peripheral clocks disabled

— 12.5 — mA 2

IDD_WAIT Wait mode reduced frequency current at 3.0 V —
all peripheral clocks disabled

— 7.2 — mA 5

IDD_VLPR Very-low-power run mode current at 3.0 V — all
peripheral clocks disabled

— 0.996 — mA 6

IDD_VLPR Very-low-power run mode current at 3.0 V — all
peripheral clocks enabled

— 1.46 — mA 7

Table continues on the next page...

General
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Figure 2. Run mode supply current vs. core frequency

General
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5.3 Switching specifications

5.3.1 Device clock specifications
Table 8. Device clock specifications

Symbol Description Min. Max. Unit Notes

Normal run mode

fSYS System and core clock — 72 MHz

fBUS Bus clock — 50 MHz

FB_CLK FlexBus clock — 50 MHz

fFLASH Flash clock — 25 MHz

fLPTMR LPTMR clock — 25 MHz

VLPR mode1

fSYS System and core clock — 4 MHz

fBUS Bus clock — 4 MHz

FB_CLK FlexBus clock — 4 MHz

fFLASH Flash clock — 0.5 MHz

fERCLK External reference clock — 16 MHz

fLPTMR_pin LPTMR clock — 25 MHz

fLPTMR_ERCLK LPTMR external reference clock — 16 MHz

fFlexCAN_ERCLK FlexCAN external reference clock — 8 MHz

fI2S_MCLK I2S master clock — 12.5 MHz

fI2S_BCLK I2S bit clock — 4 MHz

1. The frequency limitations in VLPR mode here override any frequency specification listed in the timing specification for any
other module.

5.3.2 General switching specifications

These general purpose specifications apply to all signals configured for GPIO, UART,
CAN, CMT, and I2C signals.

Table 9. General switching specifications

Symbol Description Min. Max. Unit Notes

GPIO pin interrupt pulse width (digital glitch filter
disabled) — Synchronous path

1.5 — Bus clock
cycles

1, 2

GPIO pin interrupt pulse width (digital glitch filter
disabled, analog filter enabled) — Asynchronous path

100 — ns 3

Table continues on the next page...

General
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6.1 Core modules

6.1.1 Debug trace timing specifications
Table 11. Debug trace operating behaviors

Symbol Description Min. Max. Unit

Tcyc Clock period Frequency dependent MHz

Twl Low pulse width 2 — ns

Twh High pulse width 2 — ns

Tr Clock and data rise time — 3 ns

Tf Clock and data fall time — 3 ns

Ts Data setup 3 — ns

Th Data hold 2 — ns

Figure 4. TRACE_CLKOUT specifications

ThTs Ts Th

TRACE_CLKOUT

TRACE_D[3:0]

Figure 5. Trace data specifications

6.1.2 JTAG electricals
Table 12. JTAG limited voltage range electricals

Symbol Description Min. Max. Unit

Operating voltage 2.7 3.6 V

Table continues on the next page...

Peripheral operating requirements and behaviors

K10 Sub-Family Data Sheet, Rev. 3, 11/2012.

22 Freescale Semiconductor, Inc.



Table 12. JTAG limited voltage range electricals (continued)

Symbol Description Min. Max. Unit

J1 TCLK frequency of operation

• Boundary Scan

• JTAG and CJTAG

• Serial Wire Debug

 

0

0

0

 

10

25

50

MHz

J2 TCLK cycle period 1/J1 — ns

J3 TCLK clock pulse width

• Boundary Scan

• JTAG and CJTAG

• Serial Wire Debug

 

50

20

10

 

—

—

—

 

ns

ns

ns

J4 TCLK rise and fall times — 3 ns

J5 Boundary scan input data setup time to TCLK rise 20 — ns

J6 Boundary scan input data hold time after TCLK rise 0 — ns

J7 TCLK low to boundary scan output data valid — 25 ns

J8 TCLK low to boundary scan output high-Z — 25 ns

J9 TMS, TDI input data setup time to TCLK rise 8 — ns

J10 TMS, TDI input data hold time after TCLK rise 1 — ns

J11 TCLK low to TDO data valid — 17 ns

J12 TCLK low to TDO high-Z — 17 ns

J13 TRST assert time 100 — ns

J14 TRST setup time (negation) to TCLK high 8 — ns

Table 13. JTAG full voltage range electricals

Symbol Description Min. Max. Unit

Operating voltage 1.71 3.6 V

J1 TCLK frequency of operation

• Boundary Scan

• JTAG and CJTAG

• Serial Wire Debug

 

0

0

0

 

10

20

40

MHz

J2 TCLK cycle period 1/J1 — ns

J3 TCLK clock pulse width

• Boundary Scan

• JTAG and CJTAG

• Serial Wire Debug

 

50

25

12.5

 

—

—

—

 

ns

ns

ns

J4 TCLK rise and fall times — 3 ns

J5 Boundary scan input data setup time to TCLK rise 20 — ns

J6 Boundary scan input data hold time after TCLK rise 0 — ns

Table continues on the next page...
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J11

J12

J11

J9 J10

Input data valid

Output data valid

Output data valid

TCLK

TDI/TMS

TDO

TDO

TDO

Figure 8. Test Access Port timing

J14

J13

TCLK

TRST

Figure 9. TRST timing

6.2 System modules

There are no specifications necessary for the device's system modules.

6.3 Clock modules

Peripheral operating requirements and behaviors
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6.4.1.3 Flash high voltage current behaviors
Table 21. Flash high voltage current behaviors

Symbol Description Min. Typ. Max. Unit

IDD_PGM Average current adder during high voltage
flash programming operation

— 2.5 6.0 mA

IDD_ERS Average current adder during high voltage
flash erase operation

— 1.5 4.0 mA

6.4.1.4 Reliability specifications
Table 22. NVM reliability specifications

Symbol Description Min. Typ.1 Max. Unit Notes

Program Flash

tnvmretp10k Data retention after up to 10 K cycles 5 50 — years

tnvmretp1k Data retention after up to 1 K cycles 20 100 — years

nnvmcycp Cycling endurance 10 K 50 K — cycles 2

Data Flash

tnvmretd10k Data retention after up to 10 K cycles 5 50 — years

tnvmretd1k Data retention after up to 1 K cycles 20 100 — years

nnvmcycd Cycling endurance 10 K 50 K — cycles 2

FlexRAM as EEPROM

tnvmretee100 Data retention up to 100% of write endurance 5 50 — years

tnvmretee10 Data retention up to 10% of write endurance 20 100 — years

 

nnvmwree16

nnvmwree128

nnvmwree512

nnvmwree4k

nnvmwree8k

Write endurance

• EEPROM backup to FlexRAM ratio = 16

• EEPROM backup to FlexRAM ratio = 128

• EEPROM backup to FlexRAM ratio = 512

• EEPROM backup to FlexRAM ratio = 4096

• EEPROM backup to FlexRAM ratio = 8192

 

35 K

315 K

1.27 M

10 M

20 M

 

175 K

1.6 M

6.4 M

50 M

100 M

 

—

—

—

—

—

 

writes

writes

writes

writes

writes

3

1. Typical data retention values are based on measured response accelerated at high temperature and derated to a constant
25°C use profile. Engineering Bulletin EB618 does not apply to this technology. Typical endurance defined in Engineering
Bulletin EB619.

2. Cycling endurance represents number of program/erase cycles at -40°C ≤ Tj ≤ 125°C.
3. Write endurance represents the number of writes to each FlexRAM location at -40°C ≤Tj ≤ 125°C influenced by the cycling

endurance of the FlexNVM (same value as data flash) and the allocated EEPROM backup per subsystem. Minimum and
typical values assume all byte-writes to FlexRAM.

6.4.1.5 Write endurance to FlexRAM for EEPROM

When the FlexNVM partition code is not set to full data flash, the EEPROM data set size
can be set to any of several non-zero values.

Peripheral operating requirements and behaviors
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The bytes not assigned to data flash via the FlexNVM partition code are used by the flash
memory module to obtain an effective endurance increase for the EEPROM data. The
built-in EEPROM record management system raises the number of program/erase cycles
that can be attained prior to device wear-out by cycling the EEPROM data through a
larger EEPROM NVM storage space.

While different partitions of the FlexNVM are available, the intention is that a single
choice for the FlexNVM partition code and EEPROM data set size is used throughout the
entire lifetime of a given application. The EEPROM endurance equation and graph
shown below assume that only one configuration is ever used.

Writes_subsystem = × Write_efficiency × n
EEPROM – 2 × EEESPLIT × EEESIZE

EEESPLIT × EEESIZE
nvmcycd

where

• Writes_subsystem — minimum number of writes to each FlexRAM location for
subsystem (each subsystem can have different endurance)

• EEPROM — allocated FlexNVM for each EEPROM subsystem based on DEPART;
entered with the Program Partition command

• EEESPLIT — FlexRAM split factor for subsystem; entered with the Program
Partition command

• EEESIZE — allocated FlexRAM based on DEPART; entered with the Program
Partition command

• Write_efficiency —
• 0.25 for 8-bit writes to FlexRAM
• 0.50 for 16-bit or 32-bit writes to FlexRAM

• nnvmcycd — data flash cycling endurance (the following graph assumes 10,000
cycles)

Peripheral operating requirements and behaviors
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EP2EP3 EP4

EP5 EP6

EP7
EP8

EP9

EZP_CK

EZP_CS

EZP_Q (output)

EZP_D (input)

Figure 11. EzPort Timing Diagram

6.4.3 Flexbus Switching Specifications

All processor bus timings are synchronous; input setup/hold and output delay are given in
respect to the rising edge of a reference clock, FB_CLK. The FB_CLK frequency may be
the same as the internal system bus frequency or an integer divider of that frequency.

The following timing numbers indicate when data is latched or driven onto the external
bus, relative to the Flexbus output clock (FB_CLK). All other timing relationships can be
derived from these values.

Table 24. Flexbus limited voltage range switching specifications

Num Description Min. Max. Unit Notes

Operating voltage 2.7 3.6 V

Frequency of operation — FB_CLK MHz

FB1 Clock period 20 — ns

FB2 Address, data, and control output valid — 11.5 ns 1

FB3 Address, data, and control output hold 0.5 — ns 1

FB4 Data and FB_TA input setup 8.5 — ns 2

FB5 Data and FB_TA input hold 0.5 — ns 2

1. Specification is valid for all FB_AD[31:0], FB_BE/BWEn, FB_CSn, FB_OE, FB_R/W,FB_TBST, FB_TSIZ[1:0], FB_ALE,
and FB_TS.

Peripheral operating requirements and behaviors
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6.6.1 ADC electrical specifications

The 16-bit accuracy specifications listed in Table 26 and Table 27 are achievable on the
differential pins ADCx_DP0, ADCx_DM0.

The ADCx_DP2 and ADCx_DM2 ADC inputs are connected to the PGA outputs and are
not direct device pins. Accuracy specifications for these pins are defined in Table 28 and
Table 29.

All other ADC channels meet the 13-bit differential/12-bit single-ended accuracy
specifications.

6.6.1.1 16-bit ADC operating conditions
Table 26. 16-bit ADC operating conditions

Symbol Description Conditions Min. Typ.1 Max. Unit Notes

VDDA Supply voltage Absolute 1.71 — 3.6 V

ΔVDDA Supply voltage Delta to VDD (VDD - VDDA) -100 0 +100 mV 2

ΔVSSA Ground voltage Delta to VSS (VSS - VSSA) -100 0 +100 mV 2

VREFH ADC reference
voltage high

1.13 VDDA VDDA V

VREFL ADC reference
voltage low

VSSA VSSA VSSA V

VADIN Input voltage • 16-bit differential mode

• All other modes

VREFL

VREFL

—

—

31/32 *
VREFH

VREFH

V

CADIN Input capacitance • 16-bit mode

• 8-/10-/12-bit modes

—

—

8

4

10

5

pF

RADIN Input resistance — 2 5 kΩ

RAS Analog source
resistance

13-/12-bit modes

fADCK < 4 MHz

  

—

 

—

 

 

5

 

  

kΩ

3

fADCK ADC conversion
clock frequency

≤ 13-bit mode 1.0 — 18.0 MHz 4

fADCK ADC conversion
clock frequency

16-bit mode 2.0 — 12.0 MHz 4

Crate ADC conversion
rate

≤ 13 bit modes

No ADC hardware averaging

Continuous conversions
enabled, subsequent
conversion time

 

20.000

 

—

 

818.330

 

Ksps

5

Table continues on the next page...
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Table 27. 16-bit ADC characteristics (VREFH = VDDA, VREFL = VSSA) (continued)

Symbol Description Conditions1 Min. Typ.2 Max. Unit Notes

fADACK

ADC
asynchronous
clock source

• ADLPC = 1, ADHSC = 0

• ADLPC = 1, ADHSC = 1

• ADLPC = 0, ADHSC = 0

• ADLPC = 0, ADHSC = 1

1.2

2.4

3.0

4.4

2.4

4.0

5.2

6.2

3.9

6.1

7.3

9.5

MHz

MHz

MHz

MHz

tADACK = 1/
fADACK

Sample Time See Reference Manual chapter for sample times

TUE Total unadjusted
error

• 12-bit modes

• <12-bit modes

—

—

±4

±1.4

±6.8

±2.1

LSB4 5

DNL Differential non-
linearity

• 12-bit modes

 

• <12-bit modes

—

 

—

±0.7

 

±0.2

-1.1 to +1.9

-0.3 to 0.5

LSB4 5

INL Integral non-
linearity

• 12-bit modes

 

• <12-bit modes

—

 

—

±1.0

 

±0.5

-2.7 to +1.9

-0.7 to +0.5

LSB4 5

EFS Full-scale error • 12-bit modes

• <12-bit modes

—

—

-4

-1.4

-5.4

-1.8

LSB4 VADIN =
VDDA

5

EQ Quantization
error

• 16-bit modes

• ≤13-bit modes

—

—

-1 to 0

—

—

±0.5

LSB4

ENOB Effective number
of bits

16-bit differential mode

• Avg = 32

• Avg = 4

16-bit single-ended mode

• Avg = 32

• Avg = 4

 

12.8

11.9

 

 

12.2

11.4

 

14.5

13.8

 

 

13.9

13.1

 

—

—

 

 

—

—

 

bits

bits

 

 

bits

bits

6

SINAD
Signal-to-noise
plus distortion

See ENOB
6.02 × ENOB + 1.76 dB

THD Total harmonic
distortion

16-bit differential mode

• Avg = 32

16-bit single-ended mode

• Avg = 32

 

—

 

—

 

–94

 

-85

 

—

 

—

 

dB

 

dB

7

SFDR Spurious free
dynamic range

16-bit differential mode

• Avg = 32

16-bit single-ended mode

• Avg = 32

 

82

 

78

 

95

 

90

 

—

 

—

 

dB

 

dB

7

Table continues on the next page...
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Table 27. 16-bit ADC characteristics (VREFH = VDDA, VREFL = VSSA) (continued)

Symbol Description Conditions1 Min. Typ.2 Max. Unit Notes

EIL Input leakage
error

IIn × RAS mV IIn =
leakage
current

(refer to
the MCU's

voltage
and current
operating
ratings)

 Temp sensor
slope

Across the full temperature
range of the device

— 1.715 — mV/°C

VTEMP25 Temp sensor
voltage

25 °C — 719 — mV

1. All accuracy numbers assume the ADC is calibrated with VREFH = VDDA
2. Typical values assume VDDA = 3.0 V, Temp = 25°C, fADCK = 2.0 MHz unless otherwise stated. Typical values are for

reference only and are not tested in production.
3. The ADC supply current depends on the ADC conversion clock speed, conversion rate and the ADLPC bit (low power).

For lowest power operation the ADLPC bit must be set, the HSC bit must be clear with 1 MHz ADC conversion clock
speed.

4. 1 LSB = (VREFH - VREFL)/2N

5. ADC conversion clock < 16 MHz, Max hardware averaging (AVGE = %1, AVGS = %11)
6. Input data is 100 Hz sine wave. ADC conversion clock < 12 MHz.
7. Input data is 1 kHz sine wave. ADC conversion clock < 12 MHz.

Figure 15. Typical ENOB vs. ADC_CLK for 16-bit differential mode

Peripheral operating requirements and behaviors
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Table 29. 16-bit ADC with PGA characteristics (continued)

Symbol Description Conditions Min. Typ.1 Max. Unit Notes

G Gain4 • PGAG=0

• PGAG=1

• PGAG=2

• PGAG=3

• PGAG=4

• PGAG=5

• PGAG=6

0.95

1.9

3.8

7.6

15.2

30.0

58.8

1

2

4

8

16

31.6

63.3

1.05

2.1

4.2

8.4

16.6

33.2

67.8

RAS < 100Ω

BW Input signal
bandwidth

• 16-bit modes
• < 16-bit modes

—

—

—

—

4

40

kHz

kHz

PSRR Power supply
rejection ratio

Gain=1 — -84 — dB VDDA= 3V
±100mV,

fVDDA= 50Hz,
60Hz

CMRR Common mode
rejection ratio

• Gain=1

• Gain=64

—

—

-84

-85

—

—

dB

dB

VCM=
500mVpp,

fVCM= 50Hz,
100Hz

VOFS Input offset
voltage

— 0.2 — mV Output offset =
VOFS*(Gain+1)

TGSW Gain switching
settling time

— — 10 µs 5

dG/dT Gain drift over full
temperature range

• Gain=1
• Gain=64

—

—

6

31

10

42

ppm/°C

ppm/°C

dG/dVDDA Gain drift over
supply voltage

• Gain=1
• Gain=64

—

—

0.07

0.14

0.21

0.31

%/V

%/V

VDDA from 1.71
to 3.6V

EIL Input leakage
error

All modes IIn × RAS mV IIn = leakage
current

(refer to the
MCU's voltage

and current
operating
ratings)

VPP,DIFF Maximum
differential input
signal swing

where VX = VREFPGA × 0.583

V 6

SNR Signal-to-noise
ratio

• Gain=1

• Gain=64

80

52

90

66

—

—

dB

dB

16-bit
differential

mode,
Average=32

THD Total harmonic
distortion

• Gain=1

• Gain=64

85

49

100

95

—

—

dB

dB

16-bit
differential

mode,
Average=32,

fin=100Hz

Table continues on the next page...

Peripheral operating requirements and behaviors

K10 Sub-Family Data Sheet, Rev. 3, 11/2012.

46 Freescale Semiconductor, Inc.



0 08

0.1 

0.12 

0.14 

0.16 

0.18
P 

H
ys

te
re

ri
s 

(V
)

00

01

10

HYSTCTR 
Setting

0 

0.02 

0.04 

0.06

0.08

0.1 0.4 0.7 1 1.3 1.6 1.9 2.2 2.5 2.8 3.1

CM
P 10

11

Vin level (V)

Figure 18. Typical hysteresis vs. Vin level (VDD=3.3V, PMODE=1)

6.6.3 12-bit DAC electrical characteristics

6.6.3.1 12-bit DAC operating requirements
Table 31. 12-bit DAC operating requirements

Symbol Desciption Min. Max. Unit Notes

VDDA Supply voltage 1.71 3.6 V

VDACR Reference voltage 1.13 3.6 V 1

TA Temperature Operating temperature
range of the device

°C

CL Output load capacitance — 100 pF 2

IL Output load current — 1 mA

1. The DAC reference can be selected to be VDDA or the voltage output of the VREF module (VREF_OUT)
2. A small load capacitance (47 pF) can improve the bandwidth performance of the DAC

Peripheral operating requirements and behaviors
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Figure 20. Offset at half scale vs. temperature

6.6.4 Voltage reference electrical specifications

Table 33. VREF full-range operating requirements

Symbol Description Min. Max. Unit Notes

VDDA Supply voltage 1.71 3.6 V

TA Temperature Operating temperature
range of the device

°C

CL Output load capacitance 100 nF 1, 2

1. CL must be connected to VREF_OUT if the VREF_OUT functionality is being used for either an internal or external
reference.

2. The load capacitance should not exceed +/-25% of the nominal specified CL value over the operating temperature range of
the device.

Peripheral operating requirements and behaviors
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Table 42. I2S/SAI slave mode timing in Normal Run, Wait and Stop modes (full voltage
range) (continued)

Num. Characteristic Min. Max. Unit

S13 I2S_TX_FS/I2S_RX_FS input setup before
I2S_TX_BCLK/I2S_RX_BCLK

5.8 — ns

S14 I2S_TX_FS/I2S_RX_FS input hold after
I2S_TX_BCLK/I2S_RX_BCLK

2 — ns

S16 I2S_TX_BCLK to I2S_TXD/I2S_TX_FS output invalid 0 — ns

S17 I2S_RXD setup before I2S_RX_BCLK 5.8 — ns

S18 I2S_RXD hold after I2S_RX_BCLK 2 — ns

S19 I2S_TX_FS input assertion to I2S_TXD output valid1 — 25 ns

1. Applies to first bit in each frame and only if the TCR4[FSE] bit is clear

S15

S13

S15

S17 S18

S15

S16

S16

S14

S16

S11

S12

S12

I2S_TX_BCLK/ 
I2S_RX_BCLK (input)

I2S_TX_FS/ 
I2S_RX_FS (output)

I2S_TXD

I2S_RXD

I2S_TX_FS/ 
I2S_RX_FS (input) S19

Figure 26. I2S/SAI timing — slave modes

6.8.6.2 VLPR, VLPW, and VLPS mode performance over the full operating
voltage range

This section provides the operating performance over the full operating voltage for the
device in VLPR, VLPW, and VLPS modes.

Table 43. I2S/SAI master mode timing in VLPR, VLPW, and VLPS modes
(full voltage range)

Num. Characteristic Min. Max. Unit

Operating voltage 1.71 3.6 V

S1 I2S_MCLK cycle time 62.5 — ns

S2 I2S_MCLK pulse width high/low 45% 55% MCLK period

S3 I2S_TX_BCLK/I2S_RX_BCLK cycle time (output) 250 — ns

S4 I2S_TX_BCLK/I2S_RX_BCLK pulse width high/low 45% 55% BCLK period

Table continues on the next page...
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Table 44. I2S/SAI slave mode timing in VLPR, VLPW, and VLPS modes (full voltage range)
(continued)

Num. Characteristic Min. Max. Unit

S17 I2S_RXD setup before I2S_RX_BCLK 30 — ns

S18 I2S_RXD hold after I2S_RX_BCLK 6.5 — ns

S19 I2S_TX_FS input assertion to I2S_TXD output valid1 — 72 ns

1. Applies to first bit in each frame and only if the TCR4[FSE] bit is clear

S15

S13

S15

S17 S18

S15

S16

S16

S14

S16

S11

S12

S12

I2S_TX_BCLK/ 
I2S_RX_BCLK (input)

I2S_TX_FS/ 
I2S_RX_FS (output)

I2S_TXD

I2S_RXD

I2S_TX_FS/ 
I2S_RX_FS (input) S19

Figure 28. I2S/SAI timing — slave modes

6.9 Human-machine interfaces (HMI)

6.9.1 TSI electrical specifications
Table 45. TSI electrical specifications

Symbol Description Min. Typ. Max. Unit Notes

VDDTSI Operating voltage 1.71 — 3.6 V

CELE Target electrode capacitance range 1 20 500 pF 1

fREFmax Reference oscillator frequency — 8 15 MHz 2, 3

fELEmax Electrode oscillator frequency — 1 1.8 MHz 2, 4

CREF Internal reference capacitor — 1 — pF

VDELTA Oscillator delta voltage — 500 — mV 2, 5

IREF Reference oscillator current source base current
• 2 μA setting (REFCHRG = 0)
• 32 μA setting (REFCHRG = 15)

—

—

2

36

3

50

μA 2, 6

Table continues on the next page...
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80
LQFP

Pin Name Default ALT0 ALT1 ALT2 ALT3 ALT4 ALT5 ALT6 ALT7 EzPort

46 PTB3 ADC0_SE13/
TSI0_CH8

ADC0_SE13/
TSI0_CH8

PTB3 I2C0_SDA UART0_CTS_
b/
UART0_COL_b

FTM0_FLT0

47 PTB10 ADC1_SE14 ADC1_SE14 PTB10 SPI1_PCS0 UART3_RX FB_AD19 FTM0_FLT1

48 PTB11 ADC1_SE15 ADC1_SE15 PTB11 SPI1_SCK UART3_TX FB_AD18 FTM0_FLT2

49 VSS VSS VSS

50 VDD VDD VDD

51 PTB16 TSI0_CH9 TSI0_CH9 PTB16 SPI1_SOUT UART0_RX FB_AD17 EWM_IN

52 PTB17 TSI0_CH10 TSI0_CH10 PTB17 SPI1_SIN UART0_TX FB_AD16 EWM_OUT_b

53 PTB18 TSI0_CH11 TSI0_CH11 PTB18 CAN0_TX FTM2_CH0 I2S0_TX_BCLK FB_AD15 FTM2_QD_
PHA

54 PTB19 TSI0_CH12 TSI0_CH12 PTB19 CAN0_RX FTM2_CH1 I2S0_TX_FS FB_OE_b FTM2_QD_
PHB

55 PTC0 ADC0_SE14/
TSI0_CH13

ADC0_SE14/
TSI0_CH13

PTC0 SPI0_PCS4 PDB0_EXTRG FB_AD14 I2S0_TXD1

56 PTC1/
LLWU_P6

ADC0_SE15/
TSI0_CH14

ADC0_SE15/
TSI0_CH14

PTC1/
LLWU_P6

SPI0_PCS3 UART1_RTS_b FTM0_CH0 FB_AD13 I2S0_TXD0

57 PTC2 ADC0_SE4b/
CMP1_IN0/
TSI0_CH15

ADC0_SE4b/
CMP1_IN0/
TSI0_CH15

PTC2 SPI0_PCS2 UART1_CTS_b FTM0_CH1 FB_AD12 I2S0_TX_FS

58 PTC3/
LLWU_P7

CMP1_IN1 CMP1_IN1 PTC3/
LLWU_P7

SPI0_PCS1 UART1_RX FTM0_CH2 CLKOUT I2S0_TX_BCLK

59 VSS VSS VSS

60 VDD VDD VDD

61 PTC4/
LLWU_P8

DISABLED PTC4/
LLWU_P8

SPI0_PCS0 UART1_TX FTM0_CH3 FB_AD11 CMP1_OUT

62 PTC5/
LLWU_P9

DISABLED PTC5/
LLWU_P9

SPI0_SCK LPTMR0_ALT2 I2S0_RXD0 FB_AD10 CMP0_OUT

63 PTC6/
LLWU_P10

CMP0_IN0 CMP0_IN0 PTC6/
LLWU_P10

SPI0_SOUT PDB0_EXTRG I2S0_RX_BCLK FB_AD9 I2S0_MCLK

64 PTC7 CMP0_IN1 CMP0_IN1 PTC7 SPI0_SIN I2S0_RX_FS FB_AD8

65 PTC8 ADC1_SE4b/
CMP0_IN2

ADC1_SE4b/
CMP0_IN2

PTC8 I2S0_MCLK FB_AD7

66 PTC9 ADC1_SE5b/
CMP0_IN3

ADC1_SE5b/
CMP0_IN3

PTC9 I2S0_RX_BCLK FB_AD6 FTM2_FLT0

67 PTC10 ADC1_SE6b ADC1_SE6b PTC10 I2C1_SCL I2S0_RX_FS FB_AD5

68 PTC11/
LLWU_P11

ADC1_SE7b ADC1_SE7b PTC11/
LLWU_P11

I2C1_SDA I2S0_RXD1 FB_RW_b

69 VSS VSS VSS

70 VDD VDD VDD

71 PTC16 DISABLED PTC16 UART3_RX FB_CS5_b/
FB_TSIZ1/
FB_BE23_16_b

72 PTC17 DISABLED PTC17 UART3_TX FB_CS4_b/
FB_TSIZ0/
FB_BE31_24_b

Pinout
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