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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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PIC16(L)F722/3/4/6/7
FIGURE 2-6: PIC16F726/LF726 AND PIC16F727/LF727 SPECIAL FUNCTION REGISTERS    
  

Legend: = Unimplemented data memory locations, read as ‘0’, 
* = Not a physical register

Note 1: PORTD, TRISD, ANSELD and ANSELE are not implemented on the PIC16F726/LF726, read as ‘0’

File Address

Indirect addr.(*) 00h Indirect addr.(*) 80h Indirect addr.(*) 100h Indirect addr.(*) 180h

TMR0 01h OPTION 81h TMR0 101h OPTION 181h

PCL 02h PCL 82h PCL 102h PCL 182h

STATUS 03h STATUS 83h STATUS 103h STATUS 183h

FSR 04h FSR 84h FSR 104h FSR 184h

PORTA 05h TRISA 85h 105h ANSELA 185h

PORTB 06h TRISB 86h 106h ANSELB 186h

PORTC 07h TRISC 87h 107h 187h

PORTD(1) 08h TRISD(1) 88h CPSCON0 108h ANSELD(1)
188h

PORTE 09h TRISE 89h CPSCON1 109h ANSELE(1)
189h

PCLATH 0Ah PCLATH 8Ah PCLATH 10Ah PCLATH 18Ah

INTCON 0Bh INTCON 8Bh INTCON 10Bh INTCON 18Bh

PIR1 0Ch PIE1 8Ch PMDATL 10Ch PMCON1 18Ch

PIR2 0Dh PIE2 8Dh PMADRL 10Dh Reserved 18Dh

TMR1L 0Eh PCON 8Eh PMDATH 10Eh Reserved 18Eh

TMR1H 0Fh T1GCON 8Fh PMADRH 10Fh Reserved 18Fh

T1CON 10h OSCCON 90h

General
Purpose
Register
16 Bytes

110h

General
Purpose
Register
16 Bytes

190h

TMR2 11h OSCTUNE 91h 111h 191h

T2CON 12h PR2 92h 112h 192h

SSPBUF 13h SSPADD/SSPMSK 93h 113h 193h

SSPCON 14h SSPSTAT 94h 114h 194h

CCPR1L 15h WPUB 95h 115h 195h

CCPR1H 16h IOCB 96h 116h 196h

CCP1CON 17h 97h 117h 197h

RCSTA 18h TXSTA 98h 118h 198h

TXREG 19h SPBRG 99h 119h 199h

RCREG 1Ah 9Ah 11Ah 19Ah

CCPR2L 1Bh 9Bh 11Bh 19Bh

CCPR2H 1Ch APFCON 9Ch 11Ch 19Ch

CCP2CON 1Dh FVRCON 9Dh 11Dh 19Dh

ADRES 1Eh 9Eh 11Eh 19Eh

ADCON0 1Fh ADCON1 9Fh 11Fh 19Fh

General
Purpose
Register
96 Bytes

20h

7Fh

General
Purpose
Register
80 Bytes

A0h

EFh

General
Purpose
Register
80 Bytes

120h

16Fh

General
Purpose
Register
80 Bytes

1A0h

1EFh

Accesses
70h-7Fh

F0h

FFh

Accesses
70h-7Fh

170h

17Fh

Accesses
70h-7Fh

1F0h

1FFh

Bank 0 Bank 1 Bank 2 Bank 3
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PIC16(L)F722/3/4/6/7
TABLE 2-1: PIC16(L)F722/3/4/6/7 SPECIAL FUNCTION REGISTER SUMMARY

Address Name Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0
Value on:
POR, BOR

Page

   Bank 0

00h(2) INDF Addressing this location uses contents of FSR to address data memory (not a physical register) xxxx xxxx 29,37

01h TMR0 Timer0 Module Register xxxx xxxx 105,37

02h(2) PCL Program Counter (PC) Least Significant Byte 0000 0000 28,37

03h(2) STATUS IRP RP1 RP0 TO PD Z DC C 0001 1xxx 25,37

04h(2) FSR Indirect Data Memory Address Pointer xxxx xxxx 29,37

05h PORTA RA7 RA6 RA5 RA4 RA3 RA2 RA1 RA0 xxxx xxxx 51,37

06h PORTB RB7 RB6 RB5 RB4 RB3 RB2 RB1 RB0 xxxx xxxx 60,37

07h PORTC RC7 RC6 RC5 RC4 RC3 RC2 RC1 RC0 xxxx xxxx 70,37

08h(3) PORTD RD7 RD6 RD5 RD4 RD3 RD2 RD1 RD0 xxxx xxxx 77,37

09h PORTE — — — — RE3 RE2(3) RE1(3) RE0(3) ---- xxxx 81,37

0Ah(1, 2) PCLATH — — — Write Buffer for the upper 5 bits of the Program Counter ---0 0000 28,37

0Bh(2) INTCON GIE PEIE T0IE INTE RBIE T0IF INTF RBIF 0000 000x 44,37

0Ch PIR1 TMR1GIF ADIF RCIF TXIF SSPIF CCP1IF TMR2IF TMR1IF 0000 0000 47,37

0Dh PIR2 — — — — — — — CCP2IF ---- ---0 48,37

0Eh TMR1L Holding Register for the Least Significant Byte of the 16-bit TMR1 Register xxxx xxxx 113,37

0Fh TMR1H Holding Register for the Most Significant Byte of the 16-bit TMR1 Register xxxx xxxx 113,37

10h T1CON TMR1CS1 TMR1CS0 T1CKPS1 T1CKPS0 T1OSCEN T1SYNC — TMR1ON 0000 00-0 117,37

11h TMR2 Timer2 Module Register 0000 0000 120,37

12h T2CON — TOUTPS3 TOUTPS2 TOUTPS1 TOUTPS0 TMR2ON T2CKPS1 T2CKPS0 -000 0000 121,37

13h SSPBUF Synchronous Serial Port Receive Buffer/Transmit Register xxxx xxxx 161,37

14h SSPCON WCOL SSPOV SSPEN CKP SSPM3 SSPM2 SSPM1 SSPM0 0000 0000 178,37

15h CCPR1L Capture/Compare/PWM Register  (LSB) xxxx xxxx 130,37

16h CCPR1H Capture/Compare/PWM Register (MSB) xxxx xxxx 130,37

17h CCP1CON — — DC1B1 DC1B0 CCP1M3 CCP1M2 CCP1M1 CCP1M0 --00 0000 129,37

18h RCSTA SPEN RX9 SREN CREN ADDEN FERR OERR RX9D 0000 000x 148,37

19h TXREG USART Transmit Data Register 0000 0000 147,37

1Ah RCREG USART Receive Data Register 0000 0000 145,37

1Bh CCPR2L Capture/Compare/PWM Register 2 (LSB) xxxx xxxx 130,37

1Ch CCPR2H Capture/Compare/PWM Register 2 (MSB) xxxx xxxx 130,37

1Dh CCP2CON — — DC2B1 DC2B0 CCP2M3 CCP2M2 CCP2M1 CCP2M0 --00 0000 129,37

1Eh ADRES A/D Result Register xxxx xxxx 100,37

1Fh ADCON0 — — CHS3 CHS2 CHS1 CHS0 GO/DONE ADON --00 0000 99,37

Legend: x = unknown, u = unchanged, q = value depends on condition, - = unimplemented, read as ‘0’, r = reserved. 
Shaded locations are unimplemented, read as ‘0’.

Note 1: The upper byte of the program counter is not directly accessible. PCLATH is a holding register for the PC<12:8>, whose contents are 
transferred to the upper byte of the program counter.

2: These registers can be addressed from any bank.
3: These registers/bits are not implemented on PIC16F722/723/726/PIC16LF722/723/726 devices, read as ‘0’.
4: Accessible only when SSPM<3:0> = 1001.
5: Accessible only when SSPM<3:0>  1001.
6: This bit is always ‘1’ as RE3 is input-only.
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PIC16(L)F722/3/4/6/7
   Bank 2

100h(2) INDF Addressing this location uses contents of FSR to address data memory (not a physical register) xxxx xxxx 29,37

101h TMR0 Timer0 Module Register xxxx xxxx 105,37

102h(2) PCL Program Counter’s (PC) Least Significant Byte 0000 0000 28,37

103h(2) STATUS IRP RP1 RP0 TO PD Z DC C 0001 1xxx 25,37

104h(2) FSR Indirect Data Memory Address Pointer xxxx xxxx 29,37

105h — Unimplemented — —

106h — Unimplemented — —

107h — Unimplemented — —

108h CPSCON0 CPSON — — — CPSRNG1 CPSRNG0 CPSOUT T0XCS 0--- 0000 126,38

109h CPSCON1 — — — — CPSCH3 CPSCH2 CPSCH1 CPSCH0 ---- 0000 127,38

10Ah(1, 2) PCLATH — — — Write Buffer for the upper 5 bits of the Program Counter ---0 0000 28,37

10Bh(2) INTCON GIE PEIE T0IE INTE RBIE T0IF INTF RBIF 0000 000x 44,37

10Ch PMDATL Program Memory Read Data Register Low Byte xxxx xxxx 181,38

10Dh PMADRL Program Memory Read Address Register Low Byte xxxx xxxx 181,38

10Eh PMDATH — — Program Memory Read Data Register High Byte --xx xxxx 181,38

10Fh PMADRH — — — Program Memory Read Address Register High Byte ---x xxxx 181,38

   Bank 3

180h(2) INDF Addressing this location uses contents of FSR to address data memory (not a physical register) xxxx xxxx 29,37

181h OPTION_REG RBPU INTEDG T0CS T0SE PSA PS2 PS1 PS0 1111 1111 26,37

182h(2) PCL Program Counter (PC) Least Significant Byte 0000 0000 28,37

183h(2) STATUS IRP RP1 RP0 TO PD Z DC C 0001 1xxx 25,37

184h(2) FSR Indirect Data Memory Address Pointer xxxx xxxx 29,37

185h ANSELA — — ANSA5 ANSA4 ANSA3 ANSA2 ANSA1 ANSA0 --11 1111 52,38

186h ANSELB — — ANSB5 ANSB4 ANSB3 ANSB2 ANSB1 ANSB0 --11 1111 61,38

187h — Unimplemented — —

188h ANSELD ANSD7 ANSD6 ANSD5 ANSD4 ANSD3 ANSD2 ANSD1 ANSD0 1111 1111 78,38

189h(3) ANSELE — — — — — ANSE2 ANSE1 ANSE0 ---- -111 82,38

18Ah(1, 2) PCLATH — — — Write Buffer for the upper 5 bits of the Program Counter ---0 0000 28,37

18Bh(2) INTCON GIE PEIE T0IE INTE RBIE T0IF INTF RBIF 0000 000x 44,37

18Ch PMCON1 Reserved — — — — — — RD 1--- ---0 182,38

18Dh — Unimplemented — —

18Eh — Unimplemented — —

18Fh — Unimplemented — —

TABLE 2-1: PIC16(L)F722/3/4/6/7 SPECIAL FUNCTION REGISTER SUMMARY (CONTINUED)

Address Name Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0
Value on:
POR, BOR

Page

Legend: x = unknown, u = unchanged, q = value depends on condition, - = unimplemented, read as ‘0’, r = reserved. 
Shaded locations are unimplemented, read as ‘0’.

Note 1: The upper byte of the program counter is not directly accessible. PCLATH is a holding register for the PC<12:8>, whose contents are 
transferred to the upper byte of the program counter.

2: These registers can be addressed from any bank.
3: These registers/bits are not implemented on PIC16F722/723/726/PIC16LF722/723/726 devices, read as ‘0’.
4: Accessible only when SSPM<3:0> = 1001.
5: Accessible only when SSPM<3:0>  1001.
6: This bit is always ‘1’ as RE3 is input-only.
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PIC16(L)F722/3/4/6/7
4.5.4 PIR1 REGISTER

The PIR1 register contains the interrupt flag bits, as
shown in Register 4-4.

             

Note: Interrupt flag bits are set when an interrupt
condition occurs, regardless of the state of
its corresponding enable bit or the Global
Enable bit, GIE of the INTCON register.
User software should ensure the
appropriate interrupt flag bits are clear prior
to enabling an interrupt.

REGISTER 4-4: PIR1: PERIPHERAL INTERRUPT REQUEST REGISTER 1

R/W-0 R/W-0 R-0 R-0 R/W-0 R/W-0 R/W-0 R/W-0

TMR1GIF ADIF RCIF TXIF SSPIF CCP1IF TMR2IF TMR1IF

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 7 TMR1GIF: Timer1 Gate Interrupt Flag bit

1 = Timer1 Gate is inactive
0 = Timer1 Gate is active

bit 6 ADIF: A/D Converter Interrupt Flag bit

1 = A/D conversion complete (must be cleared in software)
0 = A/D conversion has not completed or has not been started

bit 5 RCIF: USART Receive Interrupt Flag bit

1 = The USART receive buffer is full (cleared by reading RCREG)
0 = The USART receive buffer is not full

bit 4 TXIF: USART Transmit Interrupt Flag bit

1 = The USART transmit buffer is empty (cleared by writing to TXREG)
0 = The USART transmit buffer is full

bit 3 SSPIF: Synchronous Serial Port (SSP) Interrupt Flag bit

1 = The Transmission/Reception is complete (must be cleared in software)
0 = Waiting to Transmit/Receive

bit 2 CCP1IF: CCP1 Interrupt Flag bit

Capture mode:

1 = A TMR1 register capture occurred (must be cleared in software)
0 = No TMR1 register capture occurred

Compare mode:

1 = A TMR1 register compare match occurred (must be cleared in software)
0 = No TMR1 register compare match occurred

PWM mode:
Unused in this mode

bit 1 TMR2IF: Timer2 to PR2 Interrupt Flag bit

1 = A Timer2 to PR2 match occurred (must be cleared in software)
0 = No Timer2 to PR2 match occurred

bit 0 TMR1IF: Timer1 Overflow Interrupt Flag bit

1 = The TMR1 register overflowed (must be cleared in software)
0 = The TMR1 register did not overflow
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PIC16(L)F722/3/4/6/7
6.2.1 ANSELA REGISTER

The ANSELA register (Register 6-4) is used to
configure the Input mode of an I/O pin to analog.
Setting the appropriate ANSELA bit high will cause all
digital reads on the pin to be read as ‘0’ and allow
analog functions on the pin to operate correctly.

The state of the ANSELA bits has no affect on digital
output functions. A pin with TRIS clear and ANSEL set
will still operate as a digital output, but the Input mode
will be analog. This can cause unexpected behavior
when executing read-modify-write instructions on the
affected port.

 

REGISTER 6-4: ANSELA: PORTA ANALOG SELECT REGISTER

U-0 U-0 R/W-1 R/W-1 R/W-1 R/W-1 R/W-1 R/W-1

— — ANSA5 ANSA4 ANSA3 ANSA2 ANSA1 ANSA0

bit 7 bit 0

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

-n = Value at POR ‘1’ = Bit is set ‘0’ = Bit is cleared x = Bit is unknown

bit 7-6 Unimplemented: Read as ‘0’

bit 5-0 ANSA<5:0>: Analog Select between Analog or Digital Function on pins RA<5:0>, respectively

0 = Digital I/O. Pin is assigned to port or Digital special function.
1 = Analog input. Pin is assigned as analog input(1). Digital Input buffer disabled.

Note 1: When setting a pin to an analog input, the corresponding TRIS bit must be set to Input mode in order to 
allow external control of the voltage on the pin.
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PIC16(L)F722/3/4/6/7
FIGURE 6-19: BLOCK DIAGRAM OF RC6 

FIGURE 6-20: BLOCK DIAGRAM OF RC7 
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PIC16(L)F722/3/4/6/7
9.3 A/D Acquisition Requirements

For the ADC to meet its specified accuracy, the charge
holding capacitor (CHOLD) must be allowed to fully
charge to the input channel voltage level. The Analog
Input model is shown in Figure 9-3. The source imped-
ance (RS) and the internal sampling switch (RSS)
impedance directly affect the time required to charge
the capacitor CHOLD. The sampling switch (RSS)
impedance varies over the device voltage (VDD), refer
to Figure 9-3. The maximum recommended imped-
ance for analog sources is 10 k. As the source

impedance is decreased, the acquisition time may be
decreased. After the analog input channel is selected
(or changed), an A/D acquisition must be done before
the conversion can be started. To calculate the mini-
mum acquisition time, Equation 9-1 may be used. This
equation assumes that 1/2 LSb error is used (256 steps
for the ADC). The 1/2 LSb error is the maximum error
allowed for the ADC to meet its specified resolution.

EQUATION 9-1: ACQUISITION TIME EXAMPLE     

Note 1: The reference voltage (VREF) has no effect on the equation, since it cancels itself out.

2: The charge holding capacitor (CHOLD) is not discharged after each conversion.

3: The maximum recommended impedance for analog sources is 10 k. This is required to meet the pin 
leakage specification.

TACQ Amplifier Settling Time Hold Capacitor Charging Time Temperature Coefficient+ +=

  TAMP TC TCOFF+ +=

  2µs TC Temperature - 25°C  0.05µs/°C  + +=

TC CHOLD RIC RSS RS+ +  ln(1/511)–=

  10pF 1k 7k 10k+ + –  ln(0.001957)=

1.12= µs

TACQ 2ΜS 1.12ΜS 50°C- 25°C  0.05ΜS/°C  + +=

  4.42ΜS=

VAPPLIED 1 e

Tc–
RC
---------

–
 
 
 

VAPPLIED 1
1

2
n 1+  1–

--------------------------– 
 =

VAPPLIED 1
1

2
n 1+  1–

--------------------------– 
  VCHOLD=

VAPPLIED 1 e

TC–
RC
----------

–
 
 
 

VCHOLD=

;[1] VCHOLD charged to within 1/2 lsb

;[2] VCHOLD charge response to VAPPLIED

;combining [1] and [2]

The value for TC can be approximated with the following equations:

Solving for TC:

Therefore:

Temperature  50°C and external impedance of 10k 5.0V VDD=Assumptions:

Note: Where n = number of bits of the ADC.
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PIC16(L)F722/3/4/6/7
11.1.3 SOFTWARE PROGRAMMABLE 
PRESCALER

A single software programmable prescaler is available
for use with either Timer0 or the Watchdog Timer
(WDT), but not both simultaneously. The prescaler
assignment is controlled by the PSA bit of the OPTION
register. To assign the prescaler to Timer0, the PSA bit
must be cleared to a ‘0’.

There are eight prescaler options for the Timer0 mod-
ule ranging from 1:2 to 1:256. The prescale values are
selectable via the PS<2:0> bits of the OPTION register.
In order to have a 1:1 prescaler value for the Timer0
module, the prescaler must be assigned to the WDT
module.

The prescaler is not readable or writable. When
assigned to the Timer0 module, all instructions writing to
the TMR0 register will clear the prescaler.

11.1.4 TIMER0 INTERRUPT

Timer0 will generate an interrupt when the TMR0
register overflows from FFh to 00h. The T0IF interrupt
flag bit of the INTCON register is set every time the
TMR0 register overflows, regardless of whether or not
the Timer0 interrupt is enabled. The T0IF bit can only
be cleared in software. The Timer0 interrupt enable is
the T0IE bit of the INTCON register.

11.1.5 8-BIT COUNTER MODE 
SYNCHRONIZATION

When in 8-Bit Counter mode, the incrementing edge on
the T0CKI pin must be synchronized to the instruction
clock. Synchronization can be accomplished by
sampling the prescaler output on the Q2 and Q4 cycles
of the instruction clock. The high and low periods of the
external clocking source must meet the timing
requirements as shown in Section 23.0 “Electrical
Specifications”.

Note: When the prescaler is assigned to WDT, a
CLRWDT instruction will clear the prescaler
along with the WDT.

Note: The Timer0 interrupt cannot wake the
processor from Sleep since the timer is
frozen during Sleep.
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TABLE 12-5: WDT/TIMER1 GATE INTERACTION 

12.6.3 TIMER1 GATE TOGGLE MODE

When Timer1 Gate Toggle mode is enabled, it is
possible to measure the full-cycle length of a Timer1
gate signal, as opposed to the duration of a single level
pulse.

The Timer1 Gate source is routed through a flip-flop
that changes state on every incrementing edge of the
signal. See Figure 12-4 for timing details.

Timer1 Gate Toggle mode is enabled by setting the
T1GTM bit of the T1GCON register. When the T1GTM
bit is cleared, the flip-flop is cleared and held clear. This
is necessary in order to control which edge is
measured.

12.6.4 TIMER1 GATE SINGLE-PULSE 
MODE

When Timer1 Gate Single-Pulse mode is enabled, it is
possible to capture a single pulse gate event. Timer1
Gate Single-Pulse mode is first enabled by setting the
T1GSPM bit in the T1GCON register. Next, the
T1GGO/DONE bit in the T1GCON register must be set.
The Timer1 will be fully enabled on the next
incrementing edge. On the next trailing edge of the
pulse, the T1GGO/DONE bit will automatically be
cleared. No other gate events will be allowed to
increment Timer1 until the T1GGO/DONE bit is once
again set in software.

Clearing the T1GSPM bit of the T1GCON register will
also clear the T1GGO/DONE bit. See Figure 12-5 for
timing details.

Enabling the Toggle mode and the Single-Pulse mode
simultaneously will permit both sections to work
together. This allows the cycle times on the Timer1
Gate source to be measured. See Figure 12-6 for
timing details.

12.6.5 TIMER1 GATE VALUE STATUS

When Timer1 Gate Value Status is utilized, it is possible
to read the most current level of the gate control value.
The value is stored in the T1GVAL bit in the T1GCON
register. The T1GVAL bit is valid even when the Timer1
Gate is not enabled (TMR1GE bit is cleared).

12.6.6 TIMER1 GATE EVENT INTERRUPT

When Timer1 Gate Event Interrupt is enabled, it is
possible to generate an interrupt upon the completion
of a gate event. When the falling edge of T1GVAL
occurs, the TMR1GIF flag bit in the PIR1 register will be
set. If the TMR1GIE bit in the PIE1 register is set, then
an interrupt will be recognized.

The TMR1GIF flag bit operates even when the Timer1
Gate is not enabled (TMR1GE bit is cleared).

WDTE
TMR1GE = 1

and
T1GSS = 11

WDT Oscillator 
Enable

WDT Reset Wake-up
WDT Available for 

T1G Source

1 N Y Y Y N

1 Y Y Y Y Y

0 Y Y N N Y

0 N N N N N

Note: Enabling Toggle mode at the same time
as changing the gate polarity may result in
indeterminate operation.
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PIC16(L)F722/3/4/6/7
TABLE 15-4: SUMMARY OF REGISTERS ASSOCIATED WITH COMPARE  

Name Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0
Value on

POR, BOR

Value on
all other
Resets

ADCON0 — — CHS3 CHS2 CHS1 CHS0 GO/DONE ADON --00 0000 --00 0000

ANSELB — — ANSB5 ANSB4 ANSB3 ANSB2 ANSB1 ANSB0 --11 1111 --11 1111

APFCON — — — — — — SSSEL CCP2SEL ---- --00 ---- --00

CCP1CON — — DC1B1 DC1B0 CCP1M3 CCP1M2 CCP1M1 CCP1M0 --00 0000 --00 0000

CCP2CON — — DC2B1 DC2B0 CCP2M3 CCP2M2 CCP2M1 CCP2M0 --00 0000 --00 0000

CCPRxL Capture/Compare/PWM Register X Low Byte xxxx xxxx uuuu uuuu

CCPRxH Capture/Compare/PWM Register X High Byte xxxx xxxx uuuu uuuu

INTCON GIE PEIE T0IE INTE RBIE T0IF INTF RBIF 0000 000x 0000 000x

PIE1 TMR1GIE ADIE RCIE TXIE SSPIE CCP1IE TMR2IE TMR1IE 0000 0000 0000 0000

PIE2 — — — — — — — CCP2IE ---- ---0 ---- ---0

PIR1 TMR1GIF ADIF RCIF TXIF SSPIF CCP1IF TMR2IF TMR1IF 0000 0000 0000 0000

PIR2 — — — — — — — CCP2IF ---- ---0 ---- ---0

T1CON TMR1CS1 TMR1CS0 T1CKPS1 T1CKPS0 T1OSCEN T1SYNC — TMR1ON 0000 00-0 uuuu uu-u

T1GCON TMR1GE T1GPOL T1GTM T1GSPM T1GGO/
DONE

T1GVAL T1GSS1 T1GSS0 0000 0x00 0000 0x00

TMR1L Holding Register for the Least Significant Byte of the 16-bit TMR1 Register xxxx xxxx uuuu uuuu

TMR1H Holding Register for the Most Significant Byte of the 16-bit TMR1 Register xxxx xxxx uuuu uuuu

TRISB TRISB7 TRISB6 TRISB5 TRISB4 TRISB3 TRISB2 TRISB1 TRISB0 1111 1111 1111 1111

TRISC TRISC7 TRISC6 TRISC5 TRISC4 TRISC3 TRISC2 TRISC1 TRISC0 1111 1111 1111 1111

Legend:  - = Unimplemented locations, read as ‘0’, u = unchanged, x = unknown. Shaded cells are not used by the Compare.
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TABLE 16-2: REGISTERS ASSOCIATED WITH ASYNCHRONOUS RECEPTION 

Name Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0
Value on 

POR, BOR

Value on 
all other 
Resets

INTCON GIE PEIE T0IE INTE RBIE T0IF INTF RBIF 0000 000x 0000 000x

PIE1 TMR1GIE ADIE RCIE TXIE SSPIE CCP1IE TMR2IE TMR1IE 0000 0000 0000 0000

PIR1 TMR1GIF ADIF RCIF TXIF SSPIF CCP1IF TMR2IF TMR1IF 0000 0000 0000 0000

RCREG AUSART Receive Data Register 0000 0000 0000 0000

RCSTA SPEN RX9 SREN CREN ADDEN FERR OERR RX9D 0000 000x 0000 000x

SPBRG BRG7 BRG6 BRG5 BRG4 BRG3 BRG2 BRG1 BRG0 0000 0000 0000 0000

TRISC TRISC7 TRISC6 TRISC5 TRISC4 TRISC3 TRISC2 TRISC1 TRISC0 1111 1111 1111 1111

TXSTA CSRC TX9 TXEN SYNC — BRGH TRMT TX9D 0000 -010 0000 -010

Legend: x = unknown, - = unimplemented read as ‘0’. Shaded cells are not used for Asynchronous Reception.
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FIGURE 17-2: SPI MODE BLOCK 
DIAGRAM 

Read Write

Internal
Data Bus

SDI

SDO

RA5/SS

SCK

SSPSR Reg

SSPBUF Reg

SSPM<3:0>

bit 0 Shift
Clock

SS
Control
Enable

Edge
Select

Clock Select

TMR2

FOSCPrescaler
4, 16, 64

TRISx

2

4

RA0/SS SSSEL

Output
2

Edge
Select

bit 7
DS40001341F-page 160  2007-2015 Microchip Technology Inc.



PIC16(L)F722/3/4/6/7
17.2 I2C Mode

The SSP module, in I2C mode, implements all slave
functions, except general call support. It provides
interrupts on Start and Stop bits in hardware to facilitate
firmware implementations of the master functions. The
SSP module implements the I2C Standard mode
specifications:

• I2C Slave mode (7-bit address)

• I2C Slave mode (10-bit address)

• Start and Stop bit interrupts enabled to support 
firmware Master mode

• Address masking

Two pins are used for data transfer; the SCL pin (clock
line) and the SDA pin (data line). The user must
configure the two pin’s data direction bits as inputs in
the appropriate TRIS register. Upon enabling I2C
mode, the I2C slew rate limiters in the I/O pads are
controlled by the SMP bit of SSPSTAT register. The
SSP module functions are enabled by setting the
SSPEN bit of SSPCON register.

Data is sampled on the rising edge and shifted out on
the falling edge of the clock. This ensures that the SDA
signal is valid during the SCL high time. The SCL clock
input must have minimum high and low times for proper
operation. Refer to Section 23.0 “Electrical
Specifications”.

FIGURE 17-7: I2C MODE BLOCK 
DIAGRAM

FIGURE 17-8: TYPICAL I2C 
CONNECTIONS

The SSP module has six registers for I2C operation.
They are:

• SSP Control (SSPCON) register

• SSP Status (SSPSTAT) register

• Serial Receive/Transmit Buffer (SSPBUF) register

• SSP Shift Register (SSPSR), not directly 
accessible

• SSP Address (SSPADD) register

• SSP Address Mask (SSPMSK) register

17.2.1 HARDWARE SETUP

Selection of I2C mode, with the SSPEN bit of the
SSPCON register set, forces the SCL and SDA pins to
be open drain, provided these pins are programmed as
inputs by setting the appropriate TRISC bits. The SSP
module will override the input state with the output data,
when required, such as for Acknowledge and
slave-transmitter sequences.
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17.2.4 ADDRESSING

Once the SSP module has been enabled, it waits for a
Start condition to occur. Following the Start condition,
the eight bits are shifted into the SSPSR register. All
incoming bits are sampled with the rising edge of the
clock line (SCL).

17.2.4.1 7-bit Addressing

In 7-bit Addressing mode (Figure 17-10), the value of
register SSPSR<7:1> is compared to the value of
register SSPADD<7:1>. The address is compared on
the falling edge of the eighth clock (SCL) pulse. If the
addresses match, and the BF and SSPOV bits are
clear, the following events occur:

• The SSPSR register value is loaded into the 
SSPBUF register.

• The BF bit is set.

• An ACK pulse is generated.

• SSP interrupt flag bit, SSPIF of the PIR1 register, 
is set (interrupt is generated if enabled) on the 
falling edge of the ninth SCL pulse.

17.2.4.2 10-bit Addressing

In 10-bit Address mode, two address bytes need to be
received by the slave (Figure 17-11). The five Most
Significant bits (MSbs) of the first address byte specify
if it is a 10-bit address. The R/W bit of the SSPSTAT
register must specify a write so the slave device will
receive the second address byte. For a 10-bit address,
the first byte would equal ‘1111 0 A9 A8 0’, where
A9 and A8 are the two MSbs of the address. 

The sequence of events for 10-bit address is as follows
for reception:

1. Load SSPADD register with high byte of address.

2. Receive first (high) byte of address (bits SSPIF,
BF and UA of the SSPSTAT register are set). 

3. Read the SSPBUF register (clears bit BF).

4. Clear the SSPIF flag bit.

5. Update the SSPADD register with second (low)
byte of address (clears UA bit and releases the
SCL line).

6. Receive low byte of address (bits SSPIF, BF and
UA are set).

7. Update the SSPADD register with the high byte
of address. If match releases SCL line, this will
clear bit UA.

8. Read the SSPBUF register (clears bit BF).

9. Clear flag bit SSPIF.

If data is requested by the master, once the slave has
been addressed:

1. Receive repeated Start condition.

2. Receive repeat of high byte address with
R/W = 1, indicating a read.

3. BF bit is set and the CKP bit is cleared, stopping
SCL and indicating a read request.

4. SSPBUF is written, setting BF, with the data to
send to the master device.

5. CKP is set in software, releasing the SCL line.

17.2.4.3 Address Masking

The Address Masking register (SSPMSK) is only
accessible while the SSPM bits of the SSPCON
register are set to ‘1001’. In this register, the user can
select which bits of a received address the hardware
will compare when determining an address match. Any
bit that is set to a zero in the SSPMSK register, the
corresponding bit in the received address byte and
SSPADD register are ignored when determining an
address match. By default, the register is set to all
ones, requiring a complete match of a 7-bit address or
the lower eight bits of a 10-bit address.
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19.2 Wake-up Using Interrupts

When global interrupts are disabled (GIE cleared) and
any interrupt source has both its interrupt enable bit
and interrupt flag bit set, one of the following will occur:

• If the interrupt occurs before the execution of a 
SLEEP instruction, the SLEEP instruction will 
complete as a NOP. Therefore, the WDT and WDT 
prescaler and postscaler (if enabled) will not be 
cleared, the TO bit will not be set and the PD bit 
will not be cleared.

• If the interrupt occurs during or after the 
execution of a SLEEP instruction, the device will 
immediately wake-up from Sleep. The SLEEP 
instruction will be completely executed before the 
wake-up. Therefore, the WDT and WDT prescaler 
and postscaler (if enabled) will be cleared, the TO 
bit will be set and the PD bit will be cleared.

Even if the flag bits were checked before executing a
SLEEP instruction, it may be possible for flag bits to
become set before the SLEEP instruction completes. To
determine whether a SLEEP instruction executed, test
the PD bit. If the PD bit is set, the SLEEP instruction
was executed as a NOP.

To ensure that the WDT is cleared, a CLRWDT instruction
should be executed before a SLEEP instruction.

FIGURE 19-1: WAKE-UP FROM SLEEP THROUGH INTERRUPT

TABLE 19-1: SUMMARY OF REGISTERS ASSOCIATED WITH POWER-DOWN MODE

Name Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0
Value on 

POR, BOR
Value on all 
other Resets

IOCB IOCB7 IOCB6 IOCB5 IOCB4 IOCB3 IOCB2 IOCB1 IOCB0 0000 0000 0000 0000

INTCON GIE PEIE T0IE INTE RBIE T0IF INTF RBIF 0000 0000 0000 0000

PIE1 TMR1GIE ADIE RCIE TXIE SSPIE CCP1IE TMR2IE TMR1IE 0000 0000 0000 0000

PIE2 — — — — — — — CCP2IE ---- ---0 ---- ---0

PIR1 TMR1GIF ADIF RCIF TXIF SSPIF CCP1IF TMR2IF TMR1IF 0000 0000 0000 0000

PIR2 — — — — — — — CCP2IF ---- ---0 ---- ---0

Legend: x = unknown, u = unchanged, – = unimplemented, read as ‘0’. Shaded cells are not used in Power-Down mode.

Q1 Q2 Q3 Q4 Q1 Q2 Q3 Q4 Q1 Q1 Q2 Q3 Q4 Q1 Q2 Q3 Q4 Q1 Q2 Q3 Q4 Q1 Q2 Q3 Q4

OSC1(1)

CLKOUT(4)

INT pin

INTF flag
(INTCON reg.)

GIE bit
(INTCON reg.)

Instruction Flow
PC

Instruction
Fetched

Instruction
Executed

PC PC + 1 PC + 2

Inst(PC) = Sleep

Inst(PC - 1)

Inst(PC + 1)

Sleep

Processor in
Sleep

Interrupt Latency(3)

Inst(PC + 2)

Inst(PC + 1)

Inst(0004h) Inst(0005h)

Inst(0004h)Dummy Cycle

PC + 2 0004h 0005h

Dummy Cycle

TOST(2)

PC + 2

Note 1: XT, HS or LP Oscillator mode assumed.
2: TOST = 1024 TOSC (drawing not to scale). This delay does not apply to EC and RC Oscillator modes.
3: GIE = 1 assumed. In this case after wake-up, the processor jumps to 0004h. If GIE = 0, execution will continue in-line.
4: CLKOUT is not available in XT, HS, LP or EC Oscillator modes, but shown here for timing reference.
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MOVF Move f

Syntax: [ label ]    MOVF   f,d

Operands: 0  f  127
d  [0,1]

Operation: (f)  (dest)

Status Affected: Z

Description: The contents of register f is 
moved to a destination dependent 
upon the status of d. If d = 0,
destination is W register. If d = 1, 
the destination is file register f 
itself. d = 1 is useful to test a file 
register since status flag Z is 
affected.

Words: 1

Cycles: 1

Example: MOVF FSR, 0

After Instruction
W =  value in FSR 
register
Z = 1

MOVLW Move literal to W

Syntax: [ label ]    MOVLW   k

Operands: 0  k  255

Operation: k  (W)

Status Affected: None

Description: The 8-bit literal ‘k’ is loaded into W 
register. The “don’t cares” will 
assemble as ‘0’s.

Words: 1

Cycles: 1

Example: MOVLW 0x5A

After Instruction
W = 0x5A

MOVWF Move W to f

Syntax: [ label ]    MOVWF     f

Operands: 0  f  127

Operation: (W)  (f)

Status Affected: None

Description: Move data from W register to
register ‘f’.

Words: 1

Cycles: 1

Example: MOVW
F

OPTION

Before Instruction
OPTION = 0xFF
W = 0x4F

After Instruction
OPTION = 0x4F
W = 0x4F

NOP No Operation

Syntax: [ label ]    NOP

Operands: None

Operation: No operation

Status Affected: None

Description: No operation.

Words: 1

Cycles: 1

Example: NOP
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23.4 DC Characteristics: PIC16(L)F722/3/4/6/7-I/E

DC CHARACTERISTICS
Standard Operating Conditions (unless otherwise stated)
Operating temperature -40°C  TA  +85°C for industrial

-40°C  TA  +125°C for extended

Param
No.

Sym. Characteristic Min. Typ† Max. Units Conditions

VIL Input Low Voltage

I/O PORT:

D030 with TTL buffer — — 0.8 V 4.5V  VDD  5.5V

D030A — — 0.15 VDD V 1.8V  VDD  4.5V

D031 with Schmitt Trigger buffer — — 0.2 VDD V 2.0V  VDD  5.5V

with I2C levels — — 0.3 VDD V

D032 MCLR, OSC1 (RC mode)(1) — — 0.2 VDD V

D033A OSC1 (HS mode) — — 0.3 VDD V

VIH Input High Voltage

I/O ports: — —

D040 with TTL buffer 2.0 — — V 4.5V  VDD 5.5V

D040A 0.25 VDD + 
0.8

— — V 1.8V  VDD  4.5V

D041 with Schmitt Trigger buffer 0.8 VDD — — V 2.0V  VDD  5.5V

with I2C levels 0.7 VDD — — V

D042 MCLR 0.8 VDD — — V

D043A OSC1 (HS mode) 0.7 VDD — — V

D043B OSC1 (RC mode) 0.9 VDD — — V (Note 1)

IIL Input Leakage Current(2)

D060 I/O ports — ± 5

± 5

± 125

± 1000

nA

nA

VSS  VPIN  VDD, Pin at high-
impedance, 85°C
125°C

D061 MCLR(3) — ± 50 ± 200 nA VSS  VPIN  VDD, 85°C 

IPUR PORTB Weak Pull-up Current

D070* 25
25

100
140

200
300 A

VDD = 3.3V, VPIN = VSS

VDD = 5.0V, VPIN = VSS

VOL Output Low Voltage(4)

D080 I/O ports
— — 0.6 V

IOL = 8mA, VDD = 5V
IOL = 6mA, VDD = 3.3V
IOL = 1.8mA, VDD = 1.8V

VOH Output High Voltage(4)

D090 I/O ports
VDD - 0.7 — — V

IOH = 3.5mA, VDD = 5V
IOH = 3mA, VDD = 3.3V
IOH = 1mA, VDD = 1.8V

Capacitive Loading Specs on Output Pins

D101* COSC2 OSC2 pin — — 15 pF In XT, HS and LP modes when 
external clock is used to drive 
OSC1

D101A* CIO All I/O pins — — 50 pF

Program Flash Memory

Legend: TBD = To Be Determined
* These parameters are characterized but not tested.
† Data in “Typ” column is at 3.0V, 25°C unless otherwise stated. These parameters are for design guidance only and are 

not tested.
Note 1: In RC oscillator configuration, the OSC1/CLKIN pin is a Schmitt Trigger input. It is not recommended to use an external 

clock in RC mode.
2: Negative current is defined as current sourced by the pin.
3: The leakage current on the MCLR pin is strongly dependent on the applied voltage level. The specified levels represent 

normal operating conditions. Higher leakage current may be measured at different input voltages.
4: Including OSC2 in CLKOUT mode.
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TABLE 23-12: I2C BUS START/STOP BITS REQUIREMENTS

FIGURE 23-21: I2C BUS DATA TIMING

Param
No.

Symbol Characteristic Min. Typ Max. Units Conditions

SP90* TSU:STA Start condition 100 kHz mode 4700 — — ns Only relevant for Repeated 
Start conditionSetup time 400 kHz mode 600 — —

SP91* THD:STA Start condition 100 kHz mode 4000 — — ns After this period, the first 
clock pulse is generatedHold time 400 kHz mode 600 — —

SP92* TSU:STO Stop condition 100 kHz mode 4700 — — ns

Setup time 400 kHz mode 600 — —

SP93 THD:STO Stop condition 100 kHz mode 4000 — — ns

Hold time 400 kHz mode 600 — —

* These parameters are characterized but not tested.

Note: Refer to Figure 23-2 for load conditions.
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FIGURE 24-15: PIC16F722/3/4/6/7 TYPICAL IDD vs. VDD OVER FOSC, XT MODE, VCAP = 0.1 µF

FIGURE 24-16: PIC16LF722/3/4/6/7 TYPICAL IDD vs. VDD OVER FOSC, XT MODE
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FIGURE 24-69: TYPICAL FVR CHANGE VS. TEMPERATURE NORMALIZED AT 25°C
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