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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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Product Status Discontinued at Digi-Key

Core Processor RL78

Core Size 16-Bit

Speed 32MHz

Connectivity CSI, I²C, LINbus, UART/USART

Peripherals DMA, LVD, POR, PWM, WDT

Number of I/O 82

Program Memory Size 96KB (96K x 8)

Program Memory Type FLASH

EEPROM Size -

RAM Size 8K x 8

Voltage - Supply (Vcc/Vdd) 1.6V ~ 5.5V

Data Converters A/D 20x8/10b

Oscillator Type Internal

Operating Temperature -40°C ~ 85°C (TA)

Mounting Type Surface Mount

Package / Case 100-LQFP

Supplier Device Package 100-LQFP (14x14)
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1.3.3  25-pin products 

 

 25-pin plastic WFLGA (3 × 3 mm, 0.50 mm pitch) 
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Caution Connect the REGC pin to Vss via a capacitor (0.47 to 1 F). 

 

Remark For pin identification, see 1.4  Pin Identification. 
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 64-pin plastic VFBGA (4 × 4 mm, 0.4 mm pitch) 
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Pin No. Name Pin No. Name Pin No. Name Pin No. Name 
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1.4  Pin Identification 

 

ANI0 to ANI14, 

ANI16 to ANI26:  Analog input 

AVREFM: A/D converter reference 

potential ( side) input 

AVREFP: A/D converter reference 

potential (+ side) input 

EVDD0, EVDD1:  Power supply for port 

EVSS0, EVSS1: Ground for port 

EXCLK: External clock input (Main 

system clock) 

EXCLKS: External clock input 

(Subsystem clock) 

INTP0 to INTP11: Interrupt request from 

peripheral 

KR0 to KR7: Key return 

P00 to P07: Port 0 

P10 to P17: Port 1 

P20 to P27: Port 2 

P30 to P37: Port 3 

P40 to P47: Port 4 

P50 to P57: Port 5 

P60 to P67: Port 6 

P70 to P77: Port 7 

P80 to P87: Port 8 

P90 to P97: Port 9 

P100 to P106: Port 10 

P110 to P117: Port 11 

P120 to P127: Port 12 

P130, P137: Port 13 

P140 to P147: Port 14 

P150 to P156: Port 15 

PCLBUZ0, PCLBUZ1: Programmable clock 

output/buzzer output 

 

REGC: Regulator capacitance 

RESET: Reset 

RTC1HZ: Real-time clock correction clock  

(1 Hz) output 

RxD0 to RxD3: Receive data 

SCK00, SCK01, SCK10, 

SCK11, SCK20, SCK21, 

SCLA0, SCLA1: Serial clock input/output 

SCLA0, SCLA1, SCL00,  

SCL01, SCL10, SCL11,  

SCL20,SCL21, SCL30, 

SCL31: Serial clock output 

SDAA0, SDAA1, SDA00,  

SDA01,SDA10, SDA11,  

SDA20,SDA21, SDA30, 

SDA31: Serial data input/output 

SI00, SI01, SI10, SI11, 

SI20, SI21, SI30, SI31: Serial data input 

SO00, SO01, SO10, 

SO11, SO20, SO21, 

SO30, SO31: Serial data output 

TI00 to TI07,  

TI10 to TI17: Timer input 

TO00 to TO07, 

TO10 to TO17: Timer output 

TOOL0: Data input/output for tool 

TOOLRxD, TOOLTxD: Data input/output for external device 

TxD0 to TxD3: Transmit data 

VDD: Power supply 

VSS: Ground 

X1, X2: Crystal oscillator (main system clock) 

XT1, XT2: Crystal oscillator (subsystem clock) 
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(2) During communication at same potential (CSI mode) (master mode, SCKp... internal clock output) 

 (TA = 40 to +105C, 2.4 V  EVDD0 = EVDD1  VDD  5.5 V, VSS = EVSS0 = EVSS1 = 0 V) 

 

Notes 1. When DAPmn = 0 and CKPmn = 0, or DAPmn = 1 and CKPmn = 1.  The SIp setup time becomes “to 

SCKp” when DAPmn = 0 and CKPmn = 1, or DAPmn = 1 and CKPmn = 0. 

 2. When DAPmn = 0 and CKPmn = 0, or DAPmn = 1 and CKPmn = 1.  The SIp hold time becomes “from 

SCKp” when DAPmn = 0 and CKPmn = 1, or DAPmn = 1 and CKPmn = 0. 

 3. When DAPmn = 0 and CKPmn = 0, or DAPmn = 1 and CKPmn = 1.  The delay time to SOp output 

becomes “from SCKp” when DAPmn = 0 and CKPmn = 1, or DAPmn = 1 and CKPmn = 0. 

4. C is the load capacitance of the SCKp and SOp output lines. 

 

Caution Select the normal input buffer for the SIp pin and the normal output mode for the SOp pin and 

SCKp pin by using port input mode register g (PIMg) and port output mode register g (POMg). 

 

Remarks 1. p: CSI number (p = 00, 01, 10, 11, 20, 21, 30, 31), m: Unit number (m = 0, 1), n: Channel number (n = 0 

to 3),  

g: PIM and POM numbers (g = 0, 1, 4, 5, 8, 14) 

 2. fMCK: Serial array unit operation clock frequency  

(Operation clock to be set by the CKSmn bit of serial mode register mn (SMRmn).  m: Unit number,  

n: Channel number (mn = 00 to 03, 10 to 13)) 

 

 

HS (high-speed main) Mode Parameter Symbol Conditions 

MIN. MAX. 

Unit 

2.7 V  EVDD0  5.5 V 250  ns SCKp cycle time tKCY1 tKCY1  4/fCLK

2.4 V  EVDD0  5.5 V 500  ns 

4.0 V  EVDD0  5.5 V tKCY1/2  24  ns 

2.7 V  EVDD0  5.5 V tKCY1/2  36  ns 

SCKp high-/low-level width tKH1, 

tKL1 

2.4 V  EVDD0  5.5 V tKCY1/2  76  ns 

4.0 V  EVDD0  5.5 V 66  ns 

2.7 V  EVDD0  5.5 V 66  ns 

SIp setup time (to SCKp) Note 1 tSIK1 

2.4 V  EVDD0  5.5 V 113  ns 

SIp hold time (from SCKp) Note 2 tKSI1  38  ns 

Delay time from SCKp to  

SOp output Note 3 

tKSO1 C = 30 pF Note 4  50 ns 
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(7) Communication at different potential (1.8 V, 2.5 V, 3 V)  (CSI mode) (slave mode, SCKp... external clock 

input) 

 (TA = 40 to +105C, 2.4 V  EVDD0 = EVDD1  VDD  5.5 V, VSS = EVSS0 = EVSS1 = 0 V) 

HS (high-speed main) Mode Parameter Symbol Conditions 

MIN. MAX. 

Unit 

24 MHz < fMCK 28/fMCK  ns 

20 MHz < fMCK   24 MHz 24/fMCK  ns 

8 MHz < fMCK   20 MHz 20/fMCK  ns 

4 MHz < fMCK   8 MHz 16/fMCK  ns 

4.0 V  EVDD0  5.5 

V, 

2.7 V  Vb  4.0 V 

fMCK   4 MHz 12/fMCK  ns 

24 MHz < fMCK 40/fMCK  ns 

20 MHz < fMCK   24 MHz 32/fMCK  ns 

16 MHz < fMCK   20 MHz 28/fMCK  ns 

8 MHz < fMCK   16 MHz 24/fMCK  ns 

4 MHz < fMCK   8 MHz 16/fMCK  ns 

2.7 V  EVDD0 < 4.0 

V, 

2.3 V  Vb  2.7 V 

fMCK   4 MHz 12/fMCK  ns 

24 MHz < fMCK 96/fMCK  ns 

20 MHz < fMCK   24 MHz 72/fMCK  ns 

16 MHz < fMCK   20 MHz 64/fMCK  ns 

8 MHz < fMCK   16 MHz 52/fMCK  ns 

4 MHz < fMCK   8 MHz 32/fMCK  ns 

SCKp cycle time Note 1 tKCY2 

2.4 V  EVDD0 < 3.3 

V, 

1.6 V  Vb  2.0 V 

fMCK   4 MHz 20/fMCK  ns 

4.0 V  EVDD0  5.5 V,  

2.7 V  Vb  4.0 V 

tKCY2/2  24  ns 

2.7 V  EVDD0 < 4.0 V,  

2.3 V  Vb  2.7 V 

tKCY2/2  36  ns 

SCKp high-/low-level 

width 

tKH2, 

tKL2 

2.4 V  EVDD0 < 3.3 V,  

1.6 V  Vb  2.0 V Note 2 

tKCY2/2  100  ns 

4.0 V  EVDD0  5.5 V,  

2.7 V  Vb  4.0 V 

1/fMCK + 40  ns 

2.7 V  EVDD0 < 4.0 V,  

2.3 V  Vb  2.7 V  

1/fMCK + 40  ns 

SIp setup time 

(to SCKp) Note2 

tSIK2 

2.4 V  EVDD0 < 3.3 V,  

1.6 V  Vb  2.0 V 

1/fMCK + 60  ns 

SIp hold time 

(from SCKp) Note 3 

tKSI2  1/fMCK + 62  ns 

4.0 V  EVDD0  5.5 V, 2.7 V  Vb  4.0 V, 

Cb = 30 pF, Rb = 1.4 k 

 2/fMCK + 240 ns 

2.7 V  EVDD0 < 4.0 V, 2.3 V  Vb  2.7 V, 

Cb = 30 pF, Rb = 2.7 k 

 2/fMCK + 428 ns 

Delay time from SCKp 

to SOp output Note 4 

tKSO2 

2.4 V  EVDD0 < 3.3 V, 1.6 V  Vb  2.0 V 

Cb = 30 pF, Rb = 5.5 k 

 2/fMCK + 1146 ns 

(Notes, Caution and Remarks are listed on the next page.) 
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4.2  24-pin Products  
 

R5F1007AANA, R5F1007CANA, R5F1007DANA, R5F1007EANA 

R5F1017AANA, R5F1017CANA, R5F1017DANA, R5F1017EANA 

R5F1007ADNA, R5F1007CDNA, R5F1007DDNA, R5F1007EDNA 

R5F1017ADNA, R5F1017CDNA, R5F1017DDNA, R5F1017EDNA 

R5F1007AGNA, R5F1007CGNA, R5F1007DGNA, R5F1007EGNA 
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R5F100GAANA, R5F100GCANA, R5F100GDANA, R5F100GEANA, R5F100GFANA, R5F100GGANA,  

R5F100GHANA, R5F100GJANA, R5F100GKANA, R5F100GLANA 

R5F101GAANA, R5F101GCANA, R5F101GDANA, R5F101GEANA, R5F101GFANA, R5F101GGANA,  

R5F101GHANA, R5F101GJANA, R5F101GKANA, R5F101GLANA 

R5F100GADNA, R5F100GCDNA, R5F100GDDNA, R5F100GEDNA, R5F100GFDNA, R5F100GGDNA,  

R5F100GHDNA, R5F100GJDNA, R5F100GKDNA, R5F100GLDNA 

R5F101GADNA, R5F101GCDNA, R5F101GDDNA, R5F101GEDNA, R5F101GFDNA, R5F101GGDNA,  

R5F101GHDNA, R5F101GJDNA, R5F101GKDNA, R5F101GLDNA 

R5F100GAGNA, R5F100GCGNA, R5F100GDGNA, R5F100GEGNA, R5F100GFGNA, R5F100GGGNA,  

R5F100GHGNA, R5F100GJGNA 

 

2013 Renesas Electronics Corporation. All rights reserved.
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R5F100MFAFB, R5F100MGAFB, R5F100MHAFB, R5F100MJAFB, R5F100MKAFB, R5F100MLAFB 

R5F101MFAFB, R5F101MGAFB, R5F101MHAFB, R5F101MJAFB, R5F101MKAFB, R5F101MLAFB 

R5F100MFDFB, R5F100MGDFB, R5F100MHDFB, R5F100MJDFB, R5F100MKDFB, R5F100MLDFB 

R5F101MFDFB, R5F101MGDFB, R5F101MHDFB, R5F101MJDFB, R5F101MKDFB, R5F101MLDFB 

R5F100MFGFB, R5F100MGGFB, R5F100MHGFB, R5F100MJGFB 

 

JEITA Package Code RENESAS Code Previous Code MASS (TYP.) [g]

P-LFQFP80-12x12-0.50 PLQP0080KE-A P80GK-50-8EU-2 0.53
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