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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade

Details

Product Status Obsolete

Core Processor eZ8

Core Size 8-Bit

Speed 5MHz

Connectivity IrDA, UART/USART

Peripherals Brown-out Detect/Reset, LED, POR, PWM, WDT

Number of I/O 24

Program Memory Size 8KB (8K x 8)

Program Memory Type FLASH

EEPROM Size -

RAM Size 1K x 8

Voltage - Supply (Vcc/Vdd) 2.7V ~ 3.6V

Data Converters -

Oscillator Type Internal

Operating Temperature -40°C ~ 105°C (TA)

Mounting Type Surface Mount

Package / Case 28-SOIC (0.295", 7.50mm Width)

Supplier Device Package -
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Table 125. Analog-to-Digital Converter Electrical Characteristics and Timing

Symbol Parameter

VDD = 3.0 V to 3.6 V
TA = 0 °C to +70 °C

(unless otherwise stated)

Units ConditionsMinimum Typical Maximum

Resolution 10 – bits

Differential Nonlinearity 
(DNL)

-1.0 – 1.0 LSB3 External VREF = 2.0 V; 
RS ← 3.0 kΩ

Integral Nonlinearity (INL) -3.0 – 3.0 LSB3 External VREF = 2.0 V; 
RS ← 3.0 kΩ

Offset Error with Calibration +1 LSB3

Absolute Accuracy with 
Calibration

+3 LSB3

VREF Internal Reference Voltage 1.0
2.0

1.1
2.2

1.2
2.4

V REFSEL=01
REFSEL=10

VREF Internal Reference 
Variation with Temperature

+1.0 % Temperature variation 
with VDD = 3.0

VREF Internal Reference Voltage 
Variation with VDD

+0.5 % Supply voltage variation 
with TA = 30 °C

RREFOUT Reference Buffer Output 
Impedance

850 Ω When the internal 
reference is buffered and 
driven out to the VREF 
pin (REFOUT = 1)

Single-Shot Conversion 
Time

– 5129 – System 
clock 
cycles

All measurements but 
temperature sensor

10258 Temperature sensor 
measurement

Continuous Conversion 
Time

– 256 – System 
clock 
cycles

All measurements but 
temperature sensor

512 Temperature sensor 
measurement

Signal Input Bandwidth – 10 kHz As defined by -3 dB point

RS Analog Source Impedance4 – – 10 kΩ In unbuffered mode
PS024314-0308 Electrical Characteristics
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Figure 36 displays the 8-pin Quad Flat No-Lead package (QFN)/MLF-S available for the 
Z8 Encore! XP F0823 Series devices. This package has a footprint identical to that of the 
8-pin SOIC, but with a lower profile.

Figure 36.  8-Pin Quad Flat No-Lead Package (QFN)/MLF-S

Figure 37 displays the 20-pin Plastic Dual Inline Package (PDIP) available for 
Z8 Encore! XP F0823 Series devices.

Figure 37. 20-Pin Plastic Dual Inline Package (PDIP)
PS024314-0308 Packaging
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Customer Support

For answers to technical questions about the product, documentation, or any 
other issues with Zilog�s offerings, please visit Zilog�s Knowledge 
Base at http://www.zilog.com/kb.

For any comments, detail technical questions, or reporting problems, please visit Zilog�s 
Technical Support at http://support.zilog.com.
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