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Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.
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Table 2-1. Slice Signal Descriptions

Modes of Operation
Each Slice is capable of four modes of operation: Logic, Ripple, RAM and ROM. The Slice in the PFF is capable of 
all modes except RAM. Table 2-2 lists the modes and the capability of the Slice blocks.

Table 2-2. Slice Modes

Logic Mode: In this mode, the LUTs in each Slice are configured as 4-input combinatorial lookup tables. A LUT4 
can have 16 possible input combinations. Any logic function with four inputs can be generated by programming this 
lookup table. Since there are two LUT4s per Slice, a LUT5 can be constructed within one Slice. Larger lookup 
tables such as LUT6, LUT7 and LUT8 can be constructed by concatenating other Slices.

Ripple Mode: Ripple mode allows the efficient implementation of small arithmetic functions. In ripple mode, the fol-
lowing functions can be implemented by each Slice:

• Addition 2-bit 
• Subtraction 2-bit 
• Add/Subtract 2-bit using dynamic control
• Up counter 2-bit 
• Down counter 2-bit 
• Ripple mode multiplier building block
• Comparator functions of A and B inputs

- A greater-than-or-equal-to B
- A not-equal-to B
- A less-than-or-equal-to B

Two additional signals: Carry Generate and Carry Propagate are generated per Slice in this mode, allowing fast 
arithmetic functions to be constructed by concatenating Slices.

RAM Mode: In this mode, distributed RAM can be constructed using each LUT block as a 16x1-bit memory. 
Through the combination of LUTs and Slices, a variety of different memories can be constructed. 

Function Type Signal Names Description

Input Data signal A0, B0, C0, D0 Inputs to LUT4

Input Data signal A1, B1, C1, D1 Inputs to LUT4

Input Multi-purpose M0 Multipurpose Input

Input Multi-purpose M1 Multipurpose Input

Input Control signal CE Clock Enable

Input Control signal LSR Local Set/Reset

Input Control signal CLK System Clock

Input Inter-PFU signal FCIN Fast Carry In1 

Output Data signals F0, F1 LUT4 output register bypass signals

Output Data signals Q0, Q1 Register Outputs

Output Data signals OFX0 Output of a LUT5 MUX

Output Data signals OFX1 Output of a LUT6, LUT7, LUT82 MUX depending on the slice

Output Inter-PFU signal FCO For the right most PFU the fast carry chain output1

1. See Figure 2-2 for connection details.
2. Requires two PFUs.

Logic Ripple RAM ROM

PFU Slice LUT 4x2 or LUT 5x1 2-bit Arithmetic Unit SP 16x2 ROM 16x1 x 2

PFF Slice LUT 4x2 or LUT 5x1 2-bit Arithmetic Unit N/A ROM 16x1 x 2
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Figure 2-14. sysMEM Memory Primitives

The EBR memory supports three forms of write behavior for single port or dual port operation:

1. Normal – data on the output appears only during read cycle. During a write cycle, the data (at the current 
address) does not appear on the output. This mode is supported for all data widths.

2. Write Through -þa copy of the input data appears at the output of the same port during a write cycle.þThis 
mode is supported for all data widths.

3. Read-Before-Write – when new data is being written, the old content of the address appears at the output. 
This mode is supported for x9, x18 and x36 data widths.

Memory Core Reset
The memory array in the EBR utilizes latches at the A and B output ports. These latches can be reset asynchro-
nously. RSTA and RSTB are local signals, which reset the output latches associated with Port A and Port B respec-
tively. The Global Reset (GSRN) signal resets both ports. The output data latches and associated resets for both 
ports are as shown in Figure 2-15.
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in selected blocks the input to the DQS delay block. If one of the bypass options is not chosen, the signal first 
passes through an optional delay block. This delay, if selected, ensures no positive input-register hold-time require-
ment when using a global clock. 

The input block allows two modes of operation. In the single data rate (SDR) the data is registered, by one of the 
registers in the single data rate sync register block, with the system clock. In the DDR Mode two registers are used 
to sample the data on the positive and negative edges of the DQS signal creating two data streams, D0 and D2. 
These two data streams are synchronized with the system clock before entering the core. Further discussion on 
this topic is in the DDR Memory section of this data sheet.

Figure 2-21 shows the input register waveforms for DDR operation and Figure 2-22 shows the design tool primi-
tives. The SDR/SYNC registers have reset and clock enable available. 

The signal DDRCLKPOL controls the polarity of the clock used in the synchronization registers. It ensures ade-
quate timing when data is transferred from the DQS to the system clock domain. For further discussion of this topic, 
see the DDR memory section of this data sheet.

Figure 2-20. Input Register Diagram
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Polarity Control Logic
In a typical DDR Memory interface design, the phase relation between the incoming delayed DQS strobe and the 
internal system Clock (during the READ cycle) is unknown.

The LatticeXP family contains dedicated circuits to transfer data between these domains. To prevent setup and 
hold violations at the domain transfer between DQS (delayed) and the system Clock a clock polarity selector is 
used. This changes the edge on which the data is registered in the synchronizing registers in the input register 
block. This requires evaluation at the start of the each READ cycle for the correct clock polarity. 

Prior to the READ operation in DDR memories DQS is in tristate (pulled by termination). The DDR memory device 
drives DQS low at the start of the preamble state. A dedicated circuit detects this transition. This signal is used to 
control the polarity of the clock to the synchronizing registers. 

sysIO Buffer
Each I/O is associated with a flexible buffer referred to as a sysIO buffer. These buffers are arranged around the 
periphery of the device in eight groups referred to as Banks. The sysIO buffers allow users to implement the wide 
variety of standards that are found in today’s systems including LVCMOS, SSTL, HSTL, LVDS and LVPECL. 

sysIO Buffer Banks
LatticeXP devices have eight sysIO buffer banks; each is capable of supporting multiple I/O standards. Each sysIO 
bank has its own I/O supply voltage (VCCIO), and two voltage references VREF1 and VREF2 resources allowing each 
bank to be completely independent from each other. Figure 2-28 shows the eight banks and their associated sup-
plies. 

In the LatticeXP devices, single-ended output buffers and ratioed input buffers (LVTTL, LVCMOS, PCI and PCI-X) are 
powered using VCCIO. LVTTL, LVCMOS33, LVCMOS25 and LVCMOS12 can also be set as a fixed threshold input 
independent of VCCIO. In addition to the bank VCCIO supplies, the LatticeXP devices have a VCC core logic power sup-
ply, and a VCCAUX supply that power all differential and referenced buffers. 

Each bank can support up to two separate VREF voltages, VREF1 and VREF2 that set the threshold for the refer-
enced input buffers. In the LatticeXP devices, a dedicated pin in a bank can be configured to be a reference voltage 
supply pin. Each I/O is individually configurable based on the bank’s supply and reference voltages.
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DC Electrical Characteristics
Over Recommended Operating Conditions

Supply Current (Sleep Mode)1, 2, 3

Symbol Parameter Condition Min. Typ. Max. Units

IIL, IIH
1, 2, 4 Input or I/O Leakage

0  VIN  (VCCIO - 0.2V) — — 10 µA

(VCCIO - 0.2V) < VIN  3.6V — — 40 µA

IPU I/O Active Pull-up Current 0  VIN  0.7 VCCIO -30 — -150 µA

IPD I/O Active Pull-down Current VIL (MAX)  VIN  VIH (MAX) 30 — 150 µA

IBHLS Bus Hold Low sustaining current VIN = VIL (MAX) 30 — — µA

IBHHS Bus Hold High sustaining current VIN = 0.7VCCIO -30 — — µA

IBHLO Bus Hold Low Overdrive current 0  VIN  VIH (MAX) — — 150 µA

IBHHO Bus Hold High Overdrive current 0  VIN  VIH (MAX) — — -150 µA

VBHT Bus Hold trip Points 0  VIN  VIH (MAX) VIL (MAX) — VIH (MIN) V

C1 I/O Capacitance3 VCCIO = 3.3V, 2.5V, 1.8V, 1.5V, 1.2V,
VCC = 1.2V, VIO = 0 to VIH (MAX) — 8 — pf

C2 Dedicated Input Capacitance3 VCCIO = 3.3V, 2.5V, 1.8V, 1.5V, 1.2V,
VCC = 1.2V, VIO = 0 to VIH (MAX) — 8 — pf

1. Input or I/O leakage current is measured with the pin configured as an input or as an I/O with the output driver tri-stated. It is not measured 
with the output driver active. Bus maintenance circuits are disabled.

2. Not applicable to SLEEPN/TOE pin.
3. TA 25°C, f = 1.0MHz
4. When VIH is higher than VCCIO, a transient current typically of 30ns in duration or less with a peak current of 6mA can be expected on the 

high-to-low transition.

Symbol Parameter Device Typ.4 Max Units

ICC Core Power Supply

LFXP3C 12 65 µA

LFXP6C 14 75 µA

LFXP10C 16 85 µA

LFXP15C 18 95 µA

LFXP20C 20 105 µA

ICCP PLL Power Supply (per PLL) All LFXP ‘C’ Devices 1 5 µA

ICCAUX Auxiliary Power Supply

LFXP3C 2 90 µA

LFXP6C 2 100 µA

LFXP10C 2 110 µA

LFXP15C 3 120 µA

LFXP20C 4 130 µA

ICCIO Bank Power Supply5

LFXP3C 2 20 µA

LFXP6C 2 22 µA

LFXP10C 2 24 µA

LFXP15C 3 27 µA

LFXP20C 4 30 µA

ICCJ VCCJ Power Supply All LFXP ‘C’ Devices 1 5 µA

1. Assumes all inputs are configured as LVCMOS and held at the VCCIO or GND.
2. Frequency 0MHz.
3. User pattern: blank.
4. TA=25°C, power supplies at nominal voltage.
5. Per bank.



3-8

DC and Switching Characteristics
Lattice Semiconductor LatticeXP Family Data Sheet

sysIO Single-Ended DC Electrical Characteristics

Input/Output
Standard

VIL VIH VOL Max. 
(V)

VOH Min. 
(V)

IOL
(mA)

IOH
(mA)Min. (V) Max. (V) Min. (V) Max. (V)

LVCMOS 3.3 -0.3 0.8 2.0 3.6
0.4 VCCIO - 0.4 20, 16, 12, 

8, 4
-20, -16, -12,

-8, -4

0.2 VCCIO - 0.2 0.1 -0.1

LVTTL -0.3 0.8 2.0 3.6
0.4 VCCIO - 0.4 20, 16, 12,

8, 4
-20, -16, -12,

-8, -4

0.2 VCCIO - 0.2 0.1 -0.1

LVCMOS 2.5 -0.3 0.7 1.7 3.6
0.4 VCCIO - 0.4 20, 16, 12,

 8, 4
-20, -16, -12, 

-8, -4

0.2 VCCIO - 0.2 0.1 -0.1

LVCMOS 1.8 -0.3 0.35VCCIO 0.65VCCIO 3.6
0.4 VCCIO - 0.4 16, 12, 8, 4 -16, -12, -8, -4

0.2 VCCIO - 0.2 0.1 -0.1

LVCMOS 1.5 -0.3 0.35VCCIO 0.65VCCIO 3.6
0.4 VCCIO - 0.4 8, 4 -8, -4

0.2 VCCIO - 0.2 0.1 -0.1

LVCMOS 1.2
(“C” Version) -0.3 0.42 0.78 3.6

0.4 VCCIO - 0.4 6, 2 -6, -2

0.2 VCCIO - 0.2 0.1 -0.1

LVCMOS 1.2
(“E” Version) -0.3 0.35VCC 0.65VCC 3.6

0.4 VCCIO - 0.4 6, 2 -6, -2

0.2 VCCIO - 0.2 0.1 -0.1

PCI -0.3 0.3VCCIO 0.5VCCIO 3.6 0.1VCCIO 0.9VCCIO 1.5 -0.5

SSTL3 class I -0.3 VREF - 0.2 VREF + 0.2 3.6 0.7 VCCIO - 1.1 8 -8

SSTL3 class II -0.3 VREF - 0.2 VREF + 0.2 3.6 0.5 VCCIO - 0.9 16 -16

SSTL2 class I -0.3 VREF - 0.18 VREF + 0.18 3.6 0.54 VCCIO - 0.62 7.6 -7.6

SSTL2 class II -0.3 VREF - 0.18 VREF + 0.18 3.6 0.35 VCCIO - 0.43 15.2 -15.2

SSTL18 class I -0.3 VREF - 0.125 VREF + 0.125 3.6 0.4 VCCIO - 0.4 6.7 -6.7

HSTL15 class I -0.3 VREF - 0.1 VREF + 0.1 3.6 0.4 VCCIO - 0.4 8 -8 

HSTL15 class III -0.3 VREF - 0.1 VREF + 0.1 3.6 0.4 VCCIO - 0.4 24 -8

HSTL18 class I -0.3 VREF - 0.1 VREF + 0.1 3.6 0.4 VCCIO - 0.4 9.6 -9.6 

HSTL18 class II -0.3 VREF - 0.1 VREF + 0.1 3.6 0.4 VCCIO - 0.4 16 -16

HSTL18 class III -0.3 VREF - 0.1 VREF + 0.1 3.6 0.4 VCCIO - 0.4 24 -8

1. The average DC current drawn by I/Os between GND connections, or between the last GND in an I/O bank and the end of an I/O bank, as 
shown in the logic signal connections table shall not exceed n * 8mA. Where n is the number of I/Os between bank GND connections or 
between the last GND in a bank and the end of a bank.
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Typical Building Block Function Performance1

Pin-to-Pin Performance (LVCMOS25 12 mA Drive)

Register to Register Performance

 Function -5 Timing Units

Basic Functions

16-bit decoder 6.1 ns

32-bit decoder 7.3 ns

64-bit decoder 8.2 ns

4:1 MUX 4.9 ns

8:1 MUX 5.3 ns

16:1 MUX 5.7 ns

32:1 MUX 6.3 ns

 Function -5 Timing Units

Basic Functions

16-bit decoder 351 MHz

32-bit decoder 248 MHz

64-bit decoder 237 MHz

4:1 MUX 590 MHz

8:1 MUX 523 MHz

16:1 MUX 434 MHz

32:1 MUX 355 MHz

8-bit adder 343 MHz

16-bit adder 292 MHz

64-bit adder 130 MHz

16-bit counter 388 MHz

32-bit counter 295 MHz

64-bit counter 200 MHz

64-bit accumulator 164 MHz

Embedded Memory Functions

Single Port RAM 256x36 bits 254 MHz

True-Dual Port RAM 512x18 bits 254 MHz

Distributed Memory Functions

16x2 SP RAM 434 MHz

64x2 SP RAM 332 MHz

128x4 SP RAM 235 MHz

32x2 PDP RAM 322 MHz

64x4 PDP RAM 291 MHz

1. These timing numbers were generated using the ispLEVER design tool. Exact performance may vary with design and tool version. The tool 
uses internal parameters that have been characterized but are not tested on every device.

Timing v.F0.11
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Timing Diagrams
PFU Timing Diagrams
Figure 3-6. Slice Single/Dual Port Write Cycle Timing

Figure 3-7. Slice Single /Dual Port Read Cycle Timing
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LatticeXP sysCONFIG Port Timing Specifications 
Over Recommended Operating Conditions

Parameter Description Min. Max. Units

sysCONFIG Byte Data Flow

tSUCBDI Byte D[0:7] Setup Time to CCLK 7 — ns

tHCBDI Byte D[0:7] Hold Time to CCLK 3 — ns

tCODO Clock to Dout in Flowthrough Mode — 12 ns

tSUCS CS[0:1] Setup Time to CCLK 7 — ns

tHCS CS[0:1] Hold Time to CCLK 2 — ns

tSUWD Write Signal Setup Time to CCLK 7 — ns

tHWD Write Signal Hold Time to CCLK 2 — ns

tDCB CCLK to BUSY Delay Time — 12 ns

tCORD Clock to Out for Read Data — 12 ns

sysCONFIG Byte Slave Clocking

tBSCH Byte Slave Clock Minimum High Pulse 6 — ns

tBSCL Byte Slave Clock Minimum Low Pulse 8 — ns

tBSCYC Byte Slave Clock Cycle Time 15 — ns

sysCONFIG Serial (Bit) Data Flow

tSUSCDI DI (Data In) Setup Time to CCLK 7 — ns

tHSCDI DI (Data In) Hold Time to CCLK 2 — ns

tCODO Clock to Dout in Flowthrough Mode — 12 ns

sysCONFIG Serial Slave Clocking

tSSCH Serial Slave Clock Minimum High Pulse 6 — ns

tSSCL Serial Slave Clock Minimum Low Pulse 6 — ns

sysCONFIG POR, Initialization and Wake Up

tICFG Minimum Vcc to INIT High — 50 ms

tVMC Time from tICFG to Valid Master Clock — 2 us

tPRGMRJ Program Pin Pulse Rejection — 7 ns

tPRGM
2 PROGRAMN Low Time to Start Configuration 25 — ns

tDINIT INIT Low Time — 1 ms

tDPPINIT Delay Time from PROGRAMN Low to INIT Low — 37 ns

tDINITD Delay Time from PROGRAMN Low to DONE Low — 37 ns

tIODISS User I/O Disable from PROGRAMN Low — 25 ns

tIOENSS User I/O Enabled Time from CCLK Edge During Wake-up Sequence — 25 ns

tMWC Additional Wake Master Clock Signals after Done Pin High 120 — cycles

Configuration Master Clock (CCLK)

Frequency1
Selected 
Value - 
30%

Selected 
Value + 

30%
MHz

Duty Cycle 40 60 %

1. See Table 2-10 for available CCLK frequencies.
2. The threshold level for PROGRAMN, as well as for CFG[1] and CFG[0], is determined by VCC, such that the threshold = VCC/2.
Timing v.F0.11
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Test and Programming (Dedicated pins. Pull-up is enabled on input pins during configuration.)

TMS I Test Mode Select input, used to control the 1149.1 state machine. 

TCK I Test Clock input pin, used to clock the 1149.1 state machine.

TDI I

Test Data in pin, used to load data into device using 1149.1 state machine. 
After power-up, this TAP port can be activated for configuration by sending 
appropriate command. (Note: once a configuration port is selected it is 
locked. Another configuration port cannot be selected until the power-up 
sequence).

TDO O Output pin -Test Data out pin used to shift data out of device using 1149.1.

VCCJ — VCCJ - The power supply pin for JTAG Test Access Port.

Configuration Pads (used during sysCONFIG)

CFG[1:0] I Mode pins used to specify configuration modes values latched on rising edge 
of INITN. During configuration, a pull-up is enabled. 

INITN I/O
Open Drain pin - Indicates the FPGA is ready to be configured. During con-
figuration, a pull-up is enabled. If CFG1 and CFG0 are high (SDM) then this 
pin is pulled low.

PROGRAMN I Initiates configuration sequence when asserted low. This pin always has an 
active pull-up.

DONE I/O Open Drain pin - Indicates that the configuration sequence is complete, and 
the startup sequence is in progress.

CCLK I/O Configuration Clock for configuring an FPGA in sysCONFIG mode.

BUSY I/O Generally not used. After configuration it is a user-programmable I/O pin.

CSN I sysCONFIG chip select (Active low). During configuration, a pull-up is 
enabled. After configuration it is user a programmable I/O pin.

CS1N I sysCONFIG chip select (Active Low). During configuration, a pull-up is 
enabled. After configuration it is user programmable I/O pin

WRITEN I Write Data on Parallel port (Active low). After configuration it is a user pro-
grammable I/O pin

D[7:0] I/O sysCONFIG Port Data I/O. After configuration these are user programmable
I/O pins.

DOUT, CSON O Output for serial configuration data (rising edge of CCLK) when using sys-
CONFIG port. After configuration, it is a user-programmable I/O pin.

DI I
Input for serial configuration data (clocked with CCLK) when using sysCON-
FIG port. During configuration, a pull-up is enabled. After configuration it is a 
user-programmable I/O pin. 

SLEEPN2 I

Sleep Mode pin - Active low sleep pin.þ When this pin is held high, the device 
operates normally.þ When driven low, the device moves into Sleep Mode 
after a specified time.This pin has a weak internal pull-up, but when not used 
an external pull-up to VCC is recommended.

TOE3 I
Test Output Enable tri-states all I/O pins when driven low. This pin has a 
weak internal pull-up, but when not used an external pull-up to VCC is recom-
mended.

1. Applies toþ LFXP10, LFXP15 and LFXP20 only.
2. Applies to LFXP “C” devices only. 
3. Applies to LFXP “E” devices only.

Signal Descriptions (Cont.)
Signal Name I/O Descriptions
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Power Supply and NC Connections
Signals 100 TQFP 144 TQFP 208 PQFP 256 fpBGA 388 fpBGA 484 fpBGA

VCC 28, 77 14, 39, 73, 112 19, 35, 53, 80, 107, 
151, 158, 182

D4, D13, E5, E12, 
M5, M12, N4, N13

H9, J8, J15, K8, 
K15, L8, L15, M8, 
M15, N8, N15, P8, 
P15, R9

F10, F13, G9, G10, 
G13, G14, H8, 
H15, J7, J16, K6, 
K7, K16, K17, N6, 
N7, N16, N17, P7, 
P16, R8, R15, T9, 
T10, T13, T14, 
U10, U13 

VCCIO0 94 133 189, 199 F7, F8 G8, G9, G10, G11, 
H8

F11, G11, H10, 
H11

VCCIO1 82 119 167, 177 F9, F10 G12, G13, G14, 
G15, H15

F12, G12, H12, 
H13

VCCIO2 65 98 140, 149 G11, H11 H16, J16, K16, L16 K15, L15, L16, L17

VCCIO3 58 88 115, 125 J11, K11 M16, N16, P16, 
R16

M15, M16, M17, 
N15

VCCIO4 47 61, 68 87, 97 L9, L10 R15, T12, T13, 
T14, T15

R12, R13, T12, 
U12

VCCIO5 38 49 64, 74 L7, L8 R8, T8, T9, T10, 
T11

R10, R11, T11, 
U11

VCCIO6 22 21 28, 41 J6, K6 M7, N7, P7, R7 M6, M7, M8, N8

VCCIO7 7 8 13, 23 G6, H6 H7, J7, K7, L7 K8, L6, L7, L8

VCCJ 73 108 154 D16 E20 E20

VCCP0 17 19 25 H4 M2 L5

VCCP1 60 91 128 J12 M21 L18

VCCAUX 25, 71 36, 106 50, 152 E4, E13, M4, M13 G7, G16, T7, T16 G7, G8, G15, G16, 
H7, H16, R7, R16, 
T7, T8, T15, T16

GND1 10, 18, 21, 33, 43, 
44, 52, 59, 68, 84, 
90, 99

3, 11, 20, 28, 44, 
54, 56, 64, 75, 85, 
90, 101, 121, 127, 
136

5, 7, 16, 26, 38, 47, 
49, 59, 69, 79, 82, 
92, 106, 109, 118, 
121, 127, 130, 135, 
143, 163, 172, 181, 
184, 194, 207

A1, A16, F6, F11, 
G7, G8, G9, G10, 
H5, H7, H8, H9, 
H10, J7, J8, J9, 
J10, J13, K7, K8, 
K9, K10, L6, L11, 
T1, T16

A1, A22, H10, H11, 
H12, H13, H14, J9, 
J10, J11, J12, J13, 
J14, K9, K10, K11, 
K12, K13, K14, L9, 
L10, L11, L12, L13, 
L14, M9, M10, 
M11, M12, M13, 
M14, N1, N9, N10, 
N11, N12, N13, 
N14, N22, P9, P10, 
P11, P12, P13, 
P14, R10, R11, 
R12, R13, R14, 
AB1, AB22

A1, A2, A21, A22, 
B1, B22, H9, H14, 
J8, J9, J10, J11, 
J12, J13, J14, J15, 
K9, K10, K11, K12, 
K13, K14, L9, L10, 
L11, L12, L13, L14, 
M9, M10, M11, 
M12, M13, M14, 
M20, N2, N9, N10, 
N11, N12, N13, 
N14, P8, P9, P10, 
P11, P12, P13, 
P14, P15, R9, R14, 
AA1, AA22, AB1, 
AB2, AB21, AB22 

NC2 — — XP3: 27, 33, 34, 
129, 133, 134

— XP10: C2, C15, 
C16, C17, D4, D5, 
D6, D7, D16, D17, 
E4, E19, W3, W4, 
W7, W17, W18, 
W19, W20, Y3, 
Y15, Y16, AA1, 
AA2

XP15: B21, C4, C5, 
C6, C18, C19, C20, 
C21, D6, D18, E4, 
E6, E18, F6, L1, 
L19, L20, M1, M2, 
M19, M21, N1, 
N21, N22, P1, P2, 
U5, U6, U17, U18, 
V5, V6, V17, V18, 
W17, W18, W19, 
Y3, Y4, Y5

1. All grounds must be electrically connected at the board level.
2. NC pins should not be connected to any active signals, VCC or GND.
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LFXP3 Logic Signal Connections: 100 TQFP 
Pin Number Pin Function Bank Differential Dual Function

1 CFG1 0 - -

2 DONE 0 - -

3 PROGRAMN 7 - -

4 CCLK 7 - -

5 PL3A 7 T LUM0_PLLT_FB_A

6 PL3B 7 C LUM0_PLLC_FB_A

7 VCCIO7 7 - -

8 PL5A 7 - VREF1_7

9 PL6B 7 - VREF2_7

10 GNDIO7 7 - -

11 PL7A 7 T3 DQS

12 PL7B 7 C3 -

13 PL8A 7 T LUM0_PLLT_IN_A

14 PL8B 7 C LUM0_PLLC_IN_A

15 PL9A 7 T3 -

16 PL9B 7 C3 -

17 VCCP0 - - -

18 GNDP0 - - -

19 PL12A 6 T PCLKT6_0

20 PL12B 6 C PCLKC6_0

21 GNDIO6 6 - -

22 VCCIO6 6 - -

23 PL18A 6 T3 -

24 PL18B 6 C3 -

25 VCCAUX - - -

26 SLEEPN1/TOE2 - - -

27 INITN 5 - -

28 VCC - - -

29 PB2B 5 - VREF1_5

30 PB5B 5 - VREF2_5

31 PB8A 5 T -

32 PB8B 5 C -

33 GNDIO5 5 - -

34 PB9A 5 - -

35 PB10B 5 - -

36 PB11A 5 T DQS

37 PB11B 5 C -

38 VCCIO5 5 - -

39 PB12A 5 T -

40 PB12B 5 C -

41 PB13A 5 T -

42 PB13B 5 C -

43 GND - - -
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LFXP3 & LFXP6 Logic Signal Connections: 144 TQFP 

Pin 
Number

LFXP3 LFXP6

Pin Function Bank Differential Dual Function Pin Function Bank Differential Dual Function

1 PROGRAMN 7 - - PROGRAMN 7 - -

2 CCLK 7 - - CCLK 7 - -

3 GND - - - GND - - -

4 PL2A 7 T3 - PL2A 7 T3 -

5 PL2B 7 C3 - PL2B 7 C3 -

6 PL3A 7 T LUM0_PLLT_FB_A PL3A 7 T LUM0_PLLT_FB_A

7 PL3B 7 C LUM0_PLLC_FB_A PL3B 7 C LUM0_PLLC_FB_A

8 VCCIO7 7 - - VCCIO7 7 - -

9 PL5A 7 - VREF1_7 PL5A 7 - VREF1_7

10 PL6B 7 - VREF2_7 PL6B 7 - VREF2_7

11 GNDIO7 7 - - GNDIO7 7 - -

12 PL7A 7 T3 DQS PL7A 7 T3 DQS

13 PL7B 7 C3 - PL7B 7 C3 -

14 VCC - - - VCC - - -

15 PL8A 7 T LUM0_PLLT_IN_A PL8A 7 T LUM0_PLLT_IN_A

16 PL8B 7 C LUM0_PLLC_IN_A PL8B 7 C LUM0_PLLC_IN_A

17 PL9A 7 T3 - PL9A 7 T3 -

18 PL9B 7 C3 - PL9B 7 C3 -

19 VCCP0 - - - VCCP0 - - -

20 GNDP0 - - - GNDP0 - - -

21 VCCIO6 6 - - VCCIO6 6 - -

22 PL11A 6 T3 - PL16A 6 T3 -

23 PL11B 6 C3 - PL16B 6 C3 -

24 PL12A 6 T PCLKT6_0 PL17A 6 T PCLKT6_0

25 PL12B 6 C PCLKC6_0 PL17B 6 C PCLKC6_0

26 PL13A 6 T3 - PL18A 6 T3 -

27 PL13B 6 C3 - PL18B 6 C3 -

28 GNDIO6 6 - - GNDIO6 6 - -

29 PL14A 6 - VREF1_6 PL22A 6 - VREF1_6

30 PL15B 6 - VREF2_6 PL23B 6 - VREF2_6

31 PL16A 6 T3 DQS PL24A 6 T3 DQS

32 PL16B 6 C3 - PL24B 6 C3 -

33 PL17A 6 - - PL25A 6 - -

34 PL18A 6 T3 - PL26A 6 T3 -

35 PL18B 6 C3 - PL26B 6 C3 -

36 VCCAUX - - - VCCAUX - - -

37 SLEEPN1/TOE2 - - - SLEEPN1/TOE2 - - -

38 INITN 5 - - INITN 5 - -

39 VCC - - - VCC - - -

40 PB2B 5 - VREF1_5 PB5B 5 - VREF1_5

41 PB5B 5 - VREF2_5 PB8B 5 - VREF2_5

42 PB7A 5 T - PB10A 5 T -

43 PB7B 5 C - PB10B 5 C -

44 GNDIO5 5 - - GNDIO5 5 - -

45 PB9A 5 - - PB12A 5 - -

46 PB10B 5 - - PB13B 5 - -
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E8 PT13B 0 - - PT17B 0 - -

D8 PT12A 0 - DOUT PT16A 0 - DOUT

A6 PT11B 0 C - PT15B 0 C -

- GNDIO0 0 - - GNDIO0 0 - -

C6 PT11A 0 T WRITEN PT15A 0 T WRITEN

E7 PT10B 0 C - PT14B 0 C -

D7 PT10A 0 T VREF1_0 PT14A 0 T VREF1_0

A5 PT9B 0 C - PT13B 0 C -

B5 PT9A 0 T DI PT13A 0 T DI

A4 PT8B 0 C - PT12B 0 C -

B6 PT8A 0 T CSN PT12A 0 T CSN

E6 PT7B 0 C - PT11B 0 C -

- GNDIO0 0 - - GNDIO0 0 - -

D6 PT7A 0 T - PT11A 0 T -

D5 PT6B 0 C VREF2_0 PT10B 0 C VREF2_0

A3 PT6A 0 T DQS PT10A 0 T DQS

B3 PT5B 0 - - PT9B 0 - -

B2 PT4A 0 - - PT8A 0 - -

A2 PT3B 0 C - PT7B 0 C -

B1 PT3A 0 T - PT7A 0 T -

F5 PT2B 0 C - PT6B 0 C -

- GNDIO0 0 - - GNDIO0 0 - -

C5 PT2A 0 T - PT6A 0 T -

C4 CFG0 0 - - CFG0 0 - -

B4 CFG1 0 - - CFG1 0 - -

C3 DONE 0 - - DONE 0 - -

A1 GND - - - GND - - -

A16 GND - - - GND - - -

F11 GND - - - GND - - -

F6 GND - - - GND - - -

G10 GND - - - GND - - -

G7 GND - - - GND - - -

G8 GND - - - GND - - -

G9 GND - - - GND - - -

H10 GND - - - GND - - -

H7 GND - - - GND - - -

H8 GND - - - GND - - -

H9 GND - - - GND - - -

J10 GND - - - GND - - -

J7 GND - - - GND - - -

J8 GND - - - GND - - -

J9 GND - - - GND - - -

LFXP6 & LFXP10 Logic Signal Connections: 256 fpBGA (Cont.)

Ball 
Number

LFXP6 LFXP10

Ball 
Function Bank Differential

Dual 
Function

Ball 
Function Bank Differential

Dual 
Function
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- GNDIO2 2 - - GNDIO2 2 - -

F15 PR10B 2 - - PR10B 2 - -

E15 PR9A 2 - VREF2_2 PR9A 2 - VREF2_2

F14 PR8B 2 C3 - PR8B 2 C3 -

E14 PR8A 2 T3 - PR8A 2 T3 -

D15 PR7B 2 C RUM0_PLLC_FB_A PR7B 2 C RUM0_PLLC_FB_A

C15 PR7A 2 T RUM0_PLLT_FB_A PR7A 2 T RUM0_PLLT_FB_A

- GNDIO2 2 - - GNDIO2 2 - -

E16 TDO - - - TDO - - -

D16 VCCJ - - - VCCJ - - -

D14 TDI - - - TDI - - -

C14 TMS - - - TMS - - -

B14 TCK - - - TCK - - -

- GNDIO1 1 - - GNDIO1 1 - -

- GNDIO1 1 - - GNDIO1 1 - -

- GNDIO1 1 - - GNDIO1 1 - -

A15 PT40B 1 C - PT44B 1 C -

B15 PT40A 1 T - PT44A 1 T -

D12 PT39B 1 C VREF1_1 PT43B 1 C VREF1_1

- GNDIO1 1 - - GNDIO1 1 - -

C11 PT39A 1 T DQS PT43A 1 T DQS

A14 PT38B 1 - - PT42B 1 - -

B13 PT37A 1 - - PT41A 1 - -

F12 PT36B 1 C - PT40B 1 C -

E11 PT36A 1 T - PT40A 1 T -

A13 PT35B 1 C - PT39B 1 C -

C13 PT35A 1 T D0 PT39A 1 T D0

C10 PT34B 1 C D1 PT38B 1 C D1

E10 PT34A 1 T VREF2_1 PT38A 1 T VREF2_1

A12 PT33B 1 C - PT37B 1 C -

B12 PT33A 1 T D2 PT37A 1 T D2

- GNDIO1 1 - - GNDIO1 1 - -

C12 PT32B 1 C D3 PT36B 1 C D3

A11 PT32A 1 T - PT36A 1 T -

B11 PT31B 1 C - PT35B 1 C -

D11 PT31A 1 T DQS PT35A 1 T DQS

B9 PT30B 1 - - PT34B 1 - -

D9 PT29A 1 - D4 PT33A 1 - D4

A10 PT28B 1 C - PT32B 1 C -

B10 PT28A 1 T D5 PT32A 1 T D5

- GNDIO1 1 - - GNDIO1 1 - -

D10 PT27B 1 C D6 PT31B 1 C D6

LFXP15 & LFXP20 Logic Signal Connections: 256 fpBGA (Cont.)

Ball 
Number

LFXP15 LFXP20

Ball 
Function Bank Differential

Dual 
Function

Ball 
Function Bank Differential

Dual 
Function
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C20 PT38A 1 T - PT43A 1 T - PT47A 1 T -

C21 PT37B 1 C - PT42B 1 C - PT46B 1 C -

C22 PT37A 1 T - PT42A 1 T - PT46A 1 T -

B22 PT36B 1 C - PT41B 1 C - PT45B 1 C -

A21 PT36A 1 T - PT41A 1 T - PT45A 1 T -

D15 PT35B 1 C - PT40B 1 C - PT44B 1 C -

D14 PT35A 1 T - PT40A 1 T - PT44A 1 T -

B21 PT34B 1 C VREF1_1 PT39B 1 C VREF1_1 PT43B 1 C VREF1_1

- GNDIO1 1 - - GNDIO1 1 - - GNDIO1 1 - -

A20 PT34A 1 T DQS PT39A 1 T DQS PT43A 1 T DQS

B20 PT33B 1 - - PT38B 1 - - PT42B 1 - -

A19 PT32A 1 - - PT37A 1 - - PT41A 1 - -

B19 PT31B 1 C - PT36B 1 C - PT40B 1 C -

A18 PT31A 1 T - PT36A 1 T - PT40A 1 T -

C14 PT30B 1 C - PT35B 1 C - PT39B 1 C -

C13 PT30A 1 T D0 PT35A 1 T D0 PT39A 1 T D0

B18 PT29B 1 C D1 PT34B 1 C D1 PT38B 1 C D1

A17 PT29A 1 T VREF2_1 PT34A 1 T VREF2_1 PT38A 1 T VREF2_1

B17 PT28B 1 C - PT33B 1 C - PT37B 1 C -

A16 PT28A 1 T D2 PT33A 1 T D2 PT37A 1 T D2

- GNDIO1 1 - - GNDIO1 1 - - GNDIO1 1 - -

B16 PT27B 1 C D3 PT32B 1 C D3 PT36B 1 C D3

A15 PT27A 1 T - PT32A 1 T - PT36A 1 T -

B15 PT26B 1 C - PT31B 1 C - PT35B 1 C -

A14 PT26A 1 T DQS PT31A 1 T DQS PT35A 1 T DQS

D13 PT25B 1 - - PT30B 1 - - PT34B 1 - -

D12 PT24A 1 - D4 PT29A 1 - D4 PT33A 1 - D4

B14 PT23B 1 C - PT28B 1 C - PT32B 1 C -

A13 PT23A 1 T D5 PT28A 1 T D5 PT32A 1 T D5

- GNDIO1 1 - - GNDIO1 1 - - GNDIO1 1 - -

B13 PT22B 1 C D6 PT27B 1 C D6 PT31B 1 C D6

A12 PT22A 1 T - PT27A 1 T - PT31A 1 T -

B12 PT21B 1 C D7 PT26B 1 C D7 PT30B 1 C D7

C12 PT21A 1 T - PT26A 1 T - PT30A 1 T -

C11 PT20B 0 C BUSY PT25B 0 C BUSY PT29B 0 C BUSY

- GNDIO0 0 - - GNDIO0 0 - - GNDIO0 0 - -

B11 PT20A 0 T CS1N PT25A 0 T CS1N PT29A 0 T CS1N

A11 PT19B 0 C PCLKC0_0 PT24B 0 C PCLKC0_0 PT28B 0 C PCLKC0_0

A10 PT19A 0 T PCLKT0_0 PT24A 0 T PCLKT0_0 PT28A 0 T PCLKT0_0

B10 PT18B 0 C - PT23B 0 C - PT27B 0 C -

B9 PT18A 0 T DQS PT23A 0 T DQS PT27A 0 T DQS

D11 PT17B 0 - - PT22B 0 - - PT26B 0 - -

D10 PT16A 0 - DOUT PT21A 0 - DOUT PT25A 0 - DOUT

A9 PT15B 0 C - PT20B 0 C - PT24B 0 C -

- GNDIO0 0 - - GNDIO0 0 - - GNDIO0 0 - -

C8 PT15A 0 T WRITEN PT20A 0 T WRITEN PT24A 0 T WRITEN

B8 PT14B 0 C - PT19B 0 C - PT23B 0 C -

A8 PT14A 0 T VREF1_0 PT19A 0 T VREF1_0 PT23A 0 T VREF1_0

C7 PT13B 0 C - PT18B 0 C - PT22B 0 C -

LFXP10, LFXP15 & LFXP20 Logic Signal Connections: 388 fpBGA (Cont.)

Ball 
Number

LFXP10 LFXP15 LFXP20

Ball 
Function Bank Diff. Dual Function

Ball 
Function Bank Diff. Dual Function

Ball 
Function Bank Diff. Dual Function
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B3 PT8B 0 C - PT12B 0 C -

A3 PT8A 0 T - PT12A 0 T -

- GNDIO0 0 - - GNDIO0 0 - -

D7 PT7B 0 C - PT11B 0 C -

C7 PT7A 0 T DQS PT11A 0 T DQS

B2 PT6B 0 - - PT10B 0 - -

C2 PT5A 0 - - PT9A 0 - -

C3 PT4B 0 C - PT8B 0 C -

D3 PT4A 0 T - PT8A 0 T -

F7 PT3B 0 C - PT7B 0 C -

E7 PT3A 0 T - PT7A 0 T -

- GNDIO0 0 - - GNDIO0 0 - -

C6 - - - - PT6B 0 C -

D6 - - - - PT6A 0 T -

C5 - - - - PT5B 0 C -

C4 - - - - PT5A 0 T -

F6 - - - - PT4B 0 C -

E6 - - - - PT4A 0 T -

- GNDIO0 0 - - GNDIO0 0 - -

E4 - - - - PT3B 0 - -

E5 CFG0 0 - - CFG0 0 - -

D4 CFG1 0 - - CFG1 0 - -

D5 DONE 0 - - DONE 0 - -

A1 GND - - - GND - - -

A2 GND - - - GND - - -

A21 GND - - - GND - - -

A22 GND - - - GND - - -

AA1 GND - - - GND - - -

AA22 GND - - - GND - - -

AB1 GND - - - GND - - -

AB2 GND - - - GND - - -

AB21 GND - - - GND - - -

AB22 GND - - - GND - - -

B1 GND - - - GND - - -

B22 GND - - - GND - - -

H14 GND - - - GND - - -

H9 GND - - - GND - - -

J10 GND - - - GND - - -

J11 GND - - - GND - - -

J12 GND - - - GND - - -

J13 GND - - - GND - - -

J14 GND - - - GND - - -

LFXP15 & LFXP20 Logic Signal Connections: 484 fpBGA (Cont.)

Ball 
Number

LFXP15 LFXP20

Ball 
Function Bank Differential

Dual 
Function

Ball 
Function Bank Differential

Dual 
Function
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Conventional Packaging
Commercial

Part Number I/Os Voltage Grade Package Pins Temp. LUTs

LFXP3C-3Q208C 136 1.8/2.5/3.3V -3 PQFP 208 COM 3.1K

LFXP3C-4Q208C 136 1.8/2.5/3.3V -4 PQFP 208 COM 3.1K

LFXP3C-5Q208C 136 1.8/2.5/3.3V -5 PQFP 208 COM 3.1K

LFXP3C-3T144C 100 1.8/2.5/3.3V -3 TQFP 144 COM 3.1K

LFXP3C-4T144C 100 1.8/2.5/3.3V -4 TQFP 144 COM 3.1K

LFXP3C-5T144C 100 1.8/2.5/3.3V -5 TQFP 144 COM 3.1K

LFXP3C-3T100C 62 1.8/2.5/3.3V -3 TQFP 100 COM 3.1K

LFXP3C-4T100C 62 1.8/2.5/3.3V -4 TQFP 100 COM 3.1K

LFXP3C-5T100C 62 1.8/2.5/3.3V -5 TQFP 100 COM 3.1K

Part Number I/Os Voltage Grade Package Pins Temp. LUTs

LFXP6C-3F256C 188 1.8/2.5/3.3V -3 fpBGA 256 COM 5.8K

LFXP6C-4F256C 188 1.8/2.5/3.3V -4 fpBGA 256 COM 5.8K

LFXP6C-5F256C 188 1.8/2.5/3.3V -5 fpBGA 256 COM 5.8K

LFXP6C-3Q208C 142 1.8/2.5/3.3V -3 PQFP 208 COM 5.8K

LFXP6C-4Q208C 142 1.8/2.5/3.3V -4 PQFP 208 COM 5.8K

LFXP6C-5Q208C 142 1.8/2.5/3.3V -5 PQFP 208 COM 5.8K

LFXP6C-3T144C 100 1.8/2.5/3.3V -3 TQFP 144 COM 5.8K

LFXP6C-4T144C 100 1.8/2.5/3.3V -4 TQFP 144 COM 5.8K

LFXP6C-5T144C 100 1.8/2.5/3.3V -5 TQFP 144 COM 5.8K

Part Number I/Os Voltage Grade Package Pins Temp. LUTs

LFXP10C-3F388C 244 1.8/2.5/3.3V -3 fpBGA 388 COM 9.7K

LFXP10C-4F388C 244 1.8/2.5/3.3V -4 fpBGA 388 COM 9.7K

LFXP10C-5F388C 244 1.8/2.5/3.3V -5 fpBGA 388 COM 9.7K

LFXP10C-3F256C 188 1.8/2.5/3.3V -3 fpBGA 256 COM 9.7K

LFXP10C-4F256C 188 1.8/2.5/3.3V -4 fpBGA 256 COM 9.7K

LFXP10C-5F256C 188 1.8/2.5/3.3V -5 fpBGA 256 COM 9.7K
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Commercial (Cont.)

Part Number I/Os Voltage Grade Package Pins Temp. LUTs

LFXP6E-3F256C 188 1.2V -3 fpBGA 256 COM 5.8K

LFXP6E-4F256C 188 1.2V -4 fpBGA 256 COM 5.8K

LFXP6E-5F256C 188 1.2V -5 fpBGA 256 COM 5.8K

LFXP6E-3Q208C 142 1.2V -3 PQFP 208 COM 5.8K

LFXP6E-4Q208C 142 1.2V -4 PQFP 208 COM 5.8K

LFXP6E-5Q208C 142 1.2V -5 PQFP 208 COM 5.8K

LFXP6E-3T144C 100 1.2V -3 TQFP 144 COM 5.8K

LFXP6E-4T144C 100 1.2V -4 TQFP 144 COM 5.8K

LFXP6E-5T144C 100 1.2V -5 TQFP 144 COM 5.8K

Part Number I/Os Voltage Grade Package Pins Temp. LUTs

LFXP10E-3F388C 244 1.2V -3 fpBGA 388 COM 9.7K

LFXP10E-4F388C 244 1.2V -4 fpBGA 388 COM 9.7K

LFXP10E-5F388C 244 1.2V -5 fpBGA 388 COM 9.7K

LFXP10E-3F256C 188 1.2V -3 fpBGA 256 COM 9.7K

LFXP10E-4F256C 188 1.2V -4 fpBGA 256 COM 9.7K

LFXP10E-5F256C 188 1.2V -5 fpBGA 256 COM 9.7K

Part Number I/Os Voltage Grade Package Pins Temp. LUTs

LFXP15E-3F484C 300 1.2V -3 fpBGA 484 COM 15.5K

LFXP15E-4F484C 300 1.2V -4 fpBGA 484 COM 15.5K

LFXP15E-5F484C 300 1.2V -5 fpBGA 484 COM 15.5K

LFXP15E-3F388C 268 1.2V -3 fpBGA 388 COM 15.5K

LFXP15E-4F388C 268 1.2V -4 fpBGA 388 COM 15.5K

LFXP15E-5F388C 268 1.2V -5 fpBGA 388 COM 15.5K

LFXP15E-3F256C 188 1.2V -3 fpBGA 256 COM 15.5K

LFXP15E-4F256C 188 1.2V -4 fpBGA 256 COM 15.5K

LFXP15E-5F256C 188 1.2V -5 fpBGA 256 COM 15.5K
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Industrial (Cont.)

Part Number I/Os Voltage Grade Package Pins Temp. LUTs

LFXP15C-3F484I 300 1.8/2.5/3.3V -3 fpBGA 484 IND 15.5K

LFXP15C-4F484I 300 1.8/2.5/3.3V -4 fpBGA 484 IND 15.5K

LFXP15C-3F388I 268 1.8/2.5/3.3V -3 fpBGA 388 IND 15.5K

LFXP15C-4F388I 268 1.8/2.5/3.3V -4 fpBGA 388 IND 15.5K

LFXP15C-3F256I 188 1.8/2.5/3.3V -3 fpBGA 256 IND 15.5K

LFXP15C-4F256I 188 1.8/2.5/3.3V -4 fpBGA 256 IND 15.5K

Part Number I/Os Voltage Grade Package Pins Temp. LUTs

LFXP20C-3F484I 340 1.8/2.5/3.3V -3 fpBGA 484 IND 19.7K

LFXP20C-4F484I 340 1.8/2.5/3.3V -4 fpBGA 484 IND 19.7K

LFXP20C-3F388I 268 1.8/2.5/3.3V -3 fpBGA 388 IND 19.7K

LFXP20C-4F388I 268 1.8/2.5/3.3V -4 fpBGA 388 IND 19.7K

LFXP20C-3F256I 188 1.8/2.5/3.3V -3 fpBGA 256 IND 19.7K

LFXP20C-4F256I 188 1.8/2.5/3.3V -4 fpBGA 256 IND 19.7K

Part Number I/Os Voltage Grade Package Pins Temp. LUTs

LFXP3E-3Q208I 136 1.2V -3 PQFP 208 IND 3.1K

LFXP3E-4Q208I 136 1.2V -4 PQFP 208 IND 3.1K

LFXP3E-3T144I 100 1.2V -3 TQFP 144 IND 3.1K

LFXP3E-4T144I 100 1.2V -4 TQFP 144 IND 3.1K

LFXP3E-3T100I 62 1.2V -3 TQFP 100 IND 3.1K

LFXP3E-4T100I 62 1.2V -4 TQFP 100 IND 3.1K

Part Number I/Os Voltage Grade Package Pins Temp. LUTs

LFXP6E-3F256I 188 1.2V -3 fpBGA 256 IND 5.8K

LFXP6E-4F256I 188 1.2V -4 fpBGA 256 IND 5.8K

LFXP6E-3Q208I 142 1.2V -3 PQFP 208 IND 5.8K

LFXP6E-4Q208I 142 1.2V -4 PQFP 208 IND 5.8K

LFXP6E-3T144I 100 1.2V -3 TQFP 144 IND 5.8K

LFXP6E-4T144I 100 1.2V -4 TQFP 144 IND 5.8K

Part Number I/Os Voltage Grade Package Pins Temp. LUTs

LFXP10E-3F388I 244 1.2V -3 fpBGA 388 IND 9.7K

LFXP10E-4F388I 244 1.2V -4 fpBGA 388 IND 9.7K

LFXP10E-3F256I 188 1.2V -3 fpBGA 256 IND 9.7K

LFXP10E-4F256I 188 1.2V -4 fpBGA 256 IND 9.7K


