
Lattice Semiconductor Corporation - LFXP10E-4F388I Datasheet

Welcome to E-XFL.COM

Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.
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Number of LABs/CLBs -

Number of Logic Elements/Cells 10000

Total RAM Bits 221184

Number of I/O 244

Number of Gates -

Voltage - Supply 1.14V ~ 1.26V

Mounting Type Surface Mount

Operating Temperature -40°C ~ 100°C (TJ)

Package / Case 388-BBGA

Supplier Device Package 388-FPBGA (23x23)
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Figure 2-6. Secondary Clock Sources

Clock Routing
The clock routing structure in LatticeXP devices consists of four Primary Clock lines and a Secondary Clock net-
work per quadrant. The primary clocks are generated from MUXs located in each quadrant. Figure 2-7 shows this 
clock routing. The four secondary clocks are generated from MUXs located in each quadrant as shown in Figure 2-
8. Each slice derives its clock from the primary clock lines, secondary clock lines and routing as shown in Figure 2-
9.

Figure 2-7. Per Quadrant Primary Clock Selection
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1. Smaller devices have fewer PLL related lines.
2. Dynamic clock select.  
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Figure 2-8. Per Quadrant Secondary Clock Selection

Figure 2-9. Slice Clock Selection

sysCLOCK Phase Locked Loops (PLLs)
The PLL clock input, from pin or routing, feeds into an input clock divider. There are three sources of feedback sig-
nals to the feedback divider: from CLKOP (PLL internal), from clock net (CLKOP or CLKOS) or from a user clock 
(PIN or logic). There is a PLL_LOCK signal to indicate that VCO has locked on to the input clock signal. Figure 2-
10 shows the sysCLOCK PLL diagram.

The setup and hold times of the device can be improved by programming a delay in the feedback or input path of 
the PLL which will advance or delay the output clock with reference to the input clock. This delay can be either pro-
grammed during configuration or can be adjusted dynamically. In dynamic mode, the PLL may lose lock after 
adjustment and not relock until the tLOCK parameter has been satisfied. Additionally, the phase and duty cycle block 
allows the user to adjust the phase and duty cycle of the CLKOS output.

The sysCLOCK PLLs provide the ability to synthesize clock frequencies. Each PLL has four dividers associated 
with it: input clock divider, feedback divider, post scalar divider and secondary clock divider. The input clock divider 
is used to divide the input clock signal, while the feedback divider is used to multiply the input clock signal. The post 
scalar divider allows the VCO to operate at higher frequencies than the clock output, thereby increasing the fre-
quency range. The secondary divider is used to derive lower frequency outputs.

4 Secondary Clocks per Quadrant

20 Secondary Clock Feedlines : 4 Clock Input Pads + 16 Routing Signals

Primary Clock

Secondary Clock

Routing
Clock to Each Slice

GND
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Polarity Control Logic
In a typical DDR Memory interface design, the phase relation between the incoming delayed DQS strobe and the 
internal system Clock (during the READ cycle) is unknown.

The LatticeXP family contains dedicated circuits to transfer data between these domains. To prevent setup and 
hold violations at the domain transfer between DQS (delayed) and the system Clock a clock polarity selector is 
used. This changes the edge on which the data is registered in the synchronizing registers in the input register 
block. This requires evaluation at the start of the each READ cycle for the correct clock polarity. 

Prior to the READ operation in DDR memories DQS is in tristate (pulled by termination). The DDR memory device 
drives DQS low at the start of the preamble state. A dedicated circuit detects this transition. This signal is used to 
control the polarity of the clock to the synchronizing registers. 

sysIO Buffer
Each I/O is associated with a flexible buffer referred to as a sysIO buffer. These buffers are arranged around the 
periphery of the device in eight groups referred to as Banks. The sysIO buffers allow users to implement the wide 
variety of standards that are found in today’s systems including LVCMOS, SSTL, HSTL, LVDS and LVPECL. 

sysIO Buffer Banks
LatticeXP devices have eight sysIO buffer banks; each is capable of supporting multiple I/O standards. Each sysIO 
bank has its own I/O supply voltage (VCCIO), and two voltage references VREF1 and VREF2 resources allowing each 
bank to be completely independent from each other. Figure 2-28 shows the eight banks and their associated sup-
plies. 

In the LatticeXP devices, single-ended output buffers and ratioed input buffers (LVTTL, LVCMOS, PCI and PCI-X) are 
powered using VCCIO. LVTTL, LVCMOS33, LVCMOS25 and LVCMOS12 can also be set as a fixed threshold input 
independent of VCCIO. In addition to the bank VCCIO supplies, the LatticeXP devices have a VCC core logic power sup-
ply, and a VCCAUX supply that power all differential and referenced buffers. 

Each bank can support up to two separate VREF voltages, VREF1 and VREF2 that set the threshold for the refer-
enced input buffers. In the LatticeXP devices, a dedicated pin in a bank can be configured to be a reference voltage 
supply pin. Each I/O is individually configurable based on the bank’s supply and reference voltages.
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Figure 2-28. LatticeXP Banks

LatticeXP devices contain two types of sysIO buffer pairs. 

1. Top and Bottom sysIO Buffer Pair (Single-Ended Outputs Only)
The sysIO buffer pairs in the top and bottom banks of the device consist of two single-ended output drivers and 
two sets of single-ended input buffers (both ratioed and referenced). The referenced input buffer can also be 
configured as a differential input.

The two pads in the pair are described as “true” and “comp”, where the true pad is associated with the positive 
side of the differential input buffer and the comp (complementary) pad is associated with the negative side of 
the differential input buffer.

Only the I/Os on the top and bottom banks have PCI clamps. Note that the PCI clamp is enabled after VCC, 
VCCAUX and VCCIO are at valid operating levels and the device has been configured.

2. Left and Right sysIO Buffer Pair (Differential and Single-Ended Outputs)
The sysIO buffer pairs in the left and right banks of the device consist of two single-ended output drivers, two 
sets of single-ended input buffers (both ratioed and referenced) and one differential output driver. The refer-
enced input buffer can also be configured as a differential input. In these banks the two pads in the pair are 
described as “true” and “comp”, where the true pad is associated with the positive side of the differential I/O, 
and the comp (complementary) pad is associated with the negative side of the differential I/O.

Select I/Os in the left and right banks have LVDS differential output drivers. Refer to the Logic Signal Connec-
tions tables for more information.
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Typical I/O Behavior During Power-up 
The internal power-on-reset (POR) signal is deactivated when VCC and VCCAUX have reached satisfactory levels. 
After the POR signal is deactivated, the FPGA core logic becomes active. It is the user’s responsibility to ensure 
that all other VCCIO banks are active with valid input logic levels to properly control the output logic states of all the 
I/O banks that are critical to the application. The default configuration of the I/O pins in a blank device is tri-state 
with a weak pull-up to VCCIO. The I/O pins will not take on the user configuration until VCC, VCCAUX and VCCIO 
have reached satisfactory levels at which time the I/Os will take on the user-configured settings. 

The VCC and VCCAUX supply the power to the FPGA core fabric, whereas the VCCIO supplies power to the I/O buf-
fers. In order to simplify system design while providing consistent and predictable I/O behavior, it is recommended 
that the I/O buffers be powered-up prior to the FPGA core fabric. VCCIO supplies should be powered up before or 
together with the VCC and VCCAUX supplies.

Supported Standards
The LatticeXP sysIO buffer supports both single-ended and differential standards. Single-ended standards can be 
further subdivided into LVCMOS, LVTTL and other standards. The buffers support the LVTTL, LVCMOS 1.2, 1.5, 
1.8, 2.5 and 3.3V standards. In the LVCMOS and LVTTL modes, the buffer has individually configurable options for 
drive strength, bus maintenance (weak pull-up, weak pull-down, or a bus-keeper latch) and open drain. Other sin-
gle-ended standards supported include SSTL and HSTL. Differential standards supported include LVDS, BLVDS, 
LVPECL, differential SSTL and differential HSTL. Tables 2-7 and 2-8 show the I/O standards (together with their 
supply and reference voltages) supported by the LatticeXP devices. For further information on utilizing the sysIO 
buffer to support a variety of standards please see the details of additional technical documentation at the end of 
this data sheet.

Table 2-7. Supported Input Standards

Input Standard VREF (Nom.) VCCIO
1 (Nom.)

Single Ended Interfaces

LVTTL — —

LVCMOS332 — —

LVCMOS252 — —

LVCMOS18 — 1.8

LVCMOS15 — 1.5

LVCMOS122 — —

PCI — 3.3

HSTL18 Class I, II 0.9 —

HSTL18 Class III 1.08 —

HSTL15 Class I 0.75 —

HSTL15 Class III 0.9 —

SSTL3 Class I, II 1.5 —

SSTL2 Class I, II 1.25 —

SSTL18 Class I  0.9 —

Differential Interfaces

Differential SSTL18 Class I — —

Differential SSTL2 Class I, II — —

Differential SSTL3 Class I, II — —

Differential HSTL15 Class I, III — —

Differential HSTL18 Class I, II, III — —

LVDS, LVPECL — —

BLVDS — —

1. When not specified VCCIO can be set anywhere in the valid operating range.
2. JTAG inputs do not have a fixed threshold option and always follow VCCJ.



November 2007 Data Sheet DS1001

© 2007 Lattice Semiconductor Corp. All Lattice trademarks, registered trademarks, patents, and disclaimers are as listed at www.latticesemi.com/legal. All other brand 
or product names are trademarks or registered trademarks of their respective holders. The specifications and information herein are subject to change without notice.

www.latticesemi.com 3-1 DS1001 DC and Switching_02.7

Recommended Operating Conditions3

Absolute Maximum Ratings1, 2, 3, 4

1. Stress above those listed under the “Absolute Maximum Ratings” may cause permanent damage to the device. Functional operation of the 
device at these or any other conditions outside of those indicated in the operational sections of this specification is not implied.

2. Compliance with the Lattice Thermal Management document is required.
3. All voltages referenced to GND.
4. All chip grounds are connected together to a common package GND plane.

XPE (1.2V) XPC (1.8V/2.5V/3.3V)
Supply Voltage VCC . . . . . . . . . . . . . . . . . . . . . . . . -0.5 to 1.32V . . . . . . . . . . . . . . . -0.5 to 3.75V

Supply Voltage VCCP . . . . . . . . . . . . . . . . . . . . . . . -0.5 to 1.32V . . . . . . . . . . . . . . . -0.5 to 3.75V

Supply Voltage VCCAUX . . . . . . . . . . . . . . . . . . . . . -0.5 to 3.75V . . . . . . . . . . . . . . . -0.5 to 3.75V

Supply Voltage VCCJ . . . . . . . . . . . . . . . . . . . . . . . -0.5 to 3.75V . . . . . . . . . . . . . . . -0.5 to 3.75V

Output Supply Voltage VCCIO . . . . . . . . . . . . . . . . -0.5 to 3.75V . . . . . . . . . . . . . . . -0.5 to 3.75V

I/O Tristate Voltage Applied5  . . . . . . . . . . . . . . . . . -0.5 to 3.75V . . . . . . . . . . . . . . . -0.5 to 3.75V

Dedicated Input Voltage Applied 5 . . . . . . . . . . . . . -0.5 to 3.75V . . . . . . . . . . . . . . . -0.5 to 4.25V

Storage Temperature (Ambient)  . . . . . . . . . . . . . . -65 to 150°C . . . . . . . . . . . . . . . -65 to 150°C

Junction Temp. (Tj) . . . . . . . . . . . . . . . . . . . . . . . . . . +125°C . . . . . . . . . . . . . . . . . . . +125°C

5. Overshoot and undershoot of -2V to (VIHMAX + 2) volts is permitted for a duration of <20ns.

Symbol Parameter Min. Max. Units

VCC
Core Supply Voltage for 1.2V Devices 1.14 1.26 V

Core Supply Voltage for 1.8V/2.5V/3.3V Devices 1.71 3.465 V

VCCP
Supply Voltage for PLL for 1.2V Devices 1.14 1.26 V

Supply Voltage for PLL for 1.8V/2.5V/3.3V Devices 1.71 3.465 V

VCCAUX
4 Auxiliary Supply Voltage 3.135 3.465 V

VCCIO
1, 2 I/O Driver Supply Voltage 1.14 3.465 V

VCCJ
1 Supply Voltage for IEEE 1149.1 Test Access Port 1.14 3.465 V

tJCOM Junction Temperature, Commercial Operation 0 85 C

tJIND Junction Temperature, Industrial Operation -40 100 C

tJFLASHCOM Junction Temperature, Flash Programming, Commercial 0 85 C

tJFLASHIND Junction Temperature, Flash Programming, Industrial 0 85 C

1. If VCCIO or VCCJ is set to 3.3V, they must be connected to the same power supply as VCCAUX. For the XPE devices (1.2V VCC), if VCCIO or 
VCCJ is set to 1.2V, they must be connected to the same power supply as VCC. 

2. See recommended voltages by I/O standard in subsequent table.
3. The system designer must ensure that the FPGA design stays within the specified junction temperature and package thermal capabilities of 

the device based on the expected operating frequency, activity factor and environment conditions of the system.
4. VCCAUX ramp rate must not exceed 30mV/µs during power up when transitioning between 0V and 3.3V. 

LatticeXP Family Data Sheet
DC and Switching Characteristics
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DC Electrical Characteristics
Over Recommended Operating Conditions

Supply Current (Sleep Mode)1, 2, 3

Symbol Parameter Condition Min. Typ. Max. Units

IIL, IIH
1, 2, 4 Input or I/O Leakage

0  VIN  (VCCIO - 0.2V) — — 10 µA

(VCCIO - 0.2V) < VIN  3.6V — — 40 µA

IPU I/O Active Pull-up Current 0  VIN  0.7 VCCIO -30 — -150 µA

IPD I/O Active Pull-down Current VIL (MAX)  VIN  VIH (MAX) 30 — 150 µA

IBHLS Bus Hold Low sustaining current VIN = VIL (MAX) 30 — — µA

IBHHS Bus Hold High sustaining current VIN = 0.7VCCIO -30 — — µA

IBHLO Bus Hold Low Overdrive current 0  VIN  VIH (MAX) — — 150 µA

IBHHO Bus Hold High Overdrive current 0  VIN  VIH (MAX) — — -150 µA

VBHT Bus Hold trip Points 0  VIN  VIH (MAX) VIL (MAX) — VIH (MIN) V

C1 I/O Capacitance3 VCCIO = 3.3V, 2.5V, 1.8V, 1.5V, 1.2V,
VCC = 1.2V, VIO = 0 to VIH (MAX) — 8 — pf

C2 Dedicated Input Capacitance3 VCCIO = 3.3V, 2.5V, 1.8V, 1.5V, 1.2V,
VCC = 1.2V, VIO = 0 to VIH (MAX) — 8 — pf

1. Input or I/O leakage current is measured with the pin configured as an input or as an I/O with the output driver tri-stated. It is not measured 
with the output driver active. Bus maintenance circuits are disabled.

2. Not applicable to SLEEPN/TOE pin.
3. TA 25°C, f = 1.0MHz
4. When VIH is higher than VCCIO, a transient current typically of 30ns in duration or less with a peak current of 6mA can be expected on the 

high-to-low transition.

Symbol Parameter Device Typ.4 Max Units

ICC Core Power Supply

LFXP3C 12 65 µA

LFXP6C 14 75 µA

LFXP10C 16 85 µA

LFXP15C 18 95 µA

LFXP20C 20 105 µA

ICCP PLL Power Supply (per PLL) All LFXP ‘C’ Devices 1 5 µA

ICCAUX Auxiliary Power Supply

LFXP3C 2 90 µA

LFXP6C 2 100 µA

LFXP10C 2 110 µA

LFXP15C 3 120 µA

LFXP20C 4 130 µA

ICCIO Bank Power Supply5

LFXP3C 2 20 µA

LFXP6C 2 22 µA

LFXP10C 2 24 µA

LFXP15C 3 27 µA

LFXP20C 4 30 µA

ICCJ VCCJ Power Supply All LFXP ‘C’ Devices 1 5 µA

1. Assumes all inputs are configured as LVCMOS and held at the VCCIO or GND.
2. Frequency 0MHz.
3. User pattern: blank.
4. TA=25°C, power supplies at nominal voltage.
5. Per bank.
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Programming and Erase Flash Supply Current1, 2, 3, 4, 5

Symbol Parameter Device Typ.6 Units

ICC Core Power Supply

LFXP3E 30 mA

LFXP6E 40 mA

LFXP10E 50 mA

LFXP15E 60 mA

LFXP20E 70 mA

LFXP3C 50 mA

LFXP6C 60 mA

LFXP10C 90 mA

LFXP15C 100 mA

LFXP20C 110 mA

ICCAUX
Auxiliary Power Supply 
VCCAUX = 3.3V

LFXP3E/C 50 mA

LFXP6E/C 60 mA

LFXP10E/C 90 mA

LFXP15E/C 110 mA

LFXP20E/C 130 mA

ICCJ VCCJ Power Supply7 All 2 mA

1. For further information on supply current, please see details of additional technical documentation at the end of this data sheet.
2. Assumes all outputs are tristated, all inputs are configured as LVCMOS and held at the VCCIO or GND.
3. Blank user pattern; typical Flash pattern.
4. Bypass or decoupling capacitor across the supply.
5. JTAG programming is at 1MHz.
6. TA=25°C, power supplies at nominal voltage.
7. When programming via JTAG.
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sysIO Single-Ended DC Electrical Characteristics

Input/Output
Standard

VIL VIH VOL Max. 
(V)

VOH Min. 
(V)

IOL
(mA)

IOH
(mA)Min. (V) Max. (V) Min. (V) Max. (V)

LVCMOS 3.3 -0.3 0.8 2.0 3.6
0.4 VCCIO - 0.4 20, 16, 12, 

8, 4
-20, -16, -12,

-8, -4

0.2 VCCIO - 0.2 0.1 -0.1

LVTTL -0.3 0.8 2.0 3.6
0.4 VCCIO - 0.4 20, 16, 12,

8, 4
-20, -16, -12,

-8, -4

0.2 VCCIO - 0.2 0.1 -0.1

LVCMOS 2.5 -0.3 0.7 1.7 3.6
0.4 VCCIO - 0.4 20, 16, 12,

 8, 4
-20, -16, -12, 

-8, -4

0.2 VCCIO - 0.2 0.1 -0.1

LVCMOS 1.8 -0.3 0.35VCCIO 0.65VCCIO 3.6
0.4 VCCIO - 0.4 16, 12, 8, 4 -16, -12, -8, -4

0.2 VCCIO - 0.2 0.1 -0.1

LVCMOS 1.5 -0.3 0.35VCCIO 0.65VCCIO 3.6
0.4 VCCIO - 0.4 8, 4 -8, -4

0.2 VCCIO - 0.2 0.1 -0.1

LVCMOS 1.2
(“C” Version) -0.3 0.42 0.78 3.6

0.4 VCCIO - 0.4 6, 2 -6, -2

0.2 VCCIO - 0.2 0.1 -0.1

LVCMOS 1.2
(“E” Version) -0.3 0.35VCC 0.65VCC 3.6

0.4 VCCIO - 0.4 6, 2 -6, -2

0.2 VCCIO - 0.2 0.1 -0.1

PCI -0.3 0.3VCCIO 0.5VCCIO 3.6 0.1VCCIO 0.9VCCIO 1.5 -0.5

SSTL3 class I -0.3 VREF - 0.2 VREF + 0.2 3.6 0.7 VCCIO - 1.1 8 -8

SSTL3 class II -0.3 VREF - 0.2 VREF + 0.2 3.6 0.5 VCCIO - 0.9 16 -16

SSTL2 class I -0.3 VREF - 0.18 VREF + 0.18 3.6 0.54 VCCIO - 0.62 7.6 -7.6

SSTL2 class II -0.3 VREF - 0.18 VREF + 0.18 3.6 0.35 VCCIO - 0.43 15.2 -15.2

SSTL18 class I -0.3 VREF - 0.125 VREF + 0.125 3.6 0.4 VCCIO - 0.4 6.7 -6.7

HSTL15 class I -0.3 VREF - 0.1 VREF + 0.1 3.6 0.4 VCCIO - 0.4 8 -8 

HSTL15 class III -0.3 VREF - 0.1 VREF + 0.1 3.6 0.4 VCCIO - 0.4 24 -8

HSTL18 class I -0.3 VREF - 0.1 VREF + 0.1 3.6 0.4 VCCIO - 0.4 9.6 -9.6 

HSTL18 class II -0.3 VREF - 0.1 VREF + 0.1 3.6 0.4 VCCIO - 0.4 16 -16

HSTL18 class III -0.3 VREF - 0.1 VREF + 0.1 3.6 0.4 VCCIO - 0.4 24 -8

1. The average DC current drawn by I/Os between GND connections, or between the last GND in an I/O bank and the end of an I/O bank, as 
shown in the logic signal connections table shall not exceed n * 8mA. Where n is the number of I/Os between bank GND connections or 
between the last GND in a bank and the end of a bank.
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Figure 3-4. RSDS (Reduced Swing Differential Standard)

Table 3-4. RSDS DC Conditions

Parameter Description Typical Units

ZOUT Output impedance 20 ohms

RS Driver series resistor 300 ohms

RP Driver parallel resistor 121 ohms

RT Receiver termination 100 ohms

VOH Output high voltage 1.35 V

VOL Output low voltage 1.15 V

VOD Output differential voltage 0.20 V

VCM Output common mode voltage 1.25 V

ZBACK Back impedance 101.5 ohms

IDC DC output current 3.66 mA

RS

RS

RP RT

On-chip

Emulated
RSDS Buffer

VCCIO = 2.5V

VCCIO = 2.5V

Zo = 100

+

-

Off-chip
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Figure 3-5. DDR Timings
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Figure 3-10. Read Before Write (SP Read/Write on Port A, Input Registers Only)

Note: Input data and address are registered at the positive edge of the clock and output data appears after the positive of the clock.

Figure 3-11. Write Through (SP Read/Write On Port A, Input Registers Only)

Note: Input data and address are registered at the positive edge of the clock and output data appears after the positive of the clock.
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LatticeXP Family Timing Adders1 
Over Recommended Operating Conditions

Buffer Type Description -5 -4 -3 Units

Input Adjusters

LVDS25E LVDS 2.5 Emulated 0.5 0.5 0.5 ns

LVDS25 LVDS 0.4 0.4 0.4 ns

BLVDS25 BLVDS 0.5 0.5 0.5 ns

LVPECL33 LVPECL 0.6 0.6 0.6 ns

HSTL18_I HSTL_18 class I 0.4 0.4 0.4 ns

HSTL18_II HSTL_18 class II 0.4 0.4 0.4 ns

HSTL18_III HSTL_18 class III 0.4 0.4 0.4 ns

HSTL18D_I Differential HSTL 18 class I 0.4 0.4 0.4 ns

HSTL18D_II Differential HSTL 18 class II 0.4 0.4 0.4 ns

HSTL18D_III Differential HSTL 18 class III 0.4 0.4 0.4 ns

HSTL15_I HSTL_15 class I 0.5 0.5 0.5 ns

HSTL15_III HSTL_15 class III 0.5 0.5 0.5 ns

HSTL15D_I Differential HSTL 15 class I 0.5 0.5 0.5 ns

HSTL15D_III Differential HSTL 15 class III 0.5 0.5 0.5 ns

SSTL33_I SSTL_3 class I 0.6 0.6 0.6 ns

SSTL33_II SSTL_3 class II 0.6 0.6 0.6 ns

SSTL33D_I Differential SSTL_3 class I 0.6 0.6 0.6 ns

SSTL33D_II Differential SSTL_3 class II 0.6 0.6 0.6 ns

SSTL25_I SSTL_2 class I 0.5 0.5 0.5 ns

SSTL25_II SSTL_2 class II 0.5 0.5 0.5 ns

SSTL25D_I Differential SSTL_2 class I 0.5 0.5 0.5 ns

SSTL25D_II Differential SSTL_2 class II 0.5 0.5 0.5 ns

SSTL18_I SSTL_18 class I 0.5 0.5 0.5 ns

SSTL18D_I Differential SSTL_18 class I 0.5 0.5 0.5 ns

LVTTL33 LVTTL 0.2 0.2 0.2 ns

LVCMOS33 LVCMOS 3.3 0.2 0.2 0.2 ns

LVCMOS25 LVCMOS 2.5 0.0 0.0 0.0 ns

LVCMOS18 LVCMOS 1.8 0.1 0.1 0.1 ns

LVCMOS15 LVCMOS 1.5 0.1 0.1 0.1 ns

LVCMOS12 LVCMOS 1.2 0.1 0.1 0.1 ns

PCI33 PCI 0.2 0.2 0.2 ns

Output Adjusters

LVDS25E LVDS 2.5 Emulated 0.3 0.3 0.3 ns

LVDS25 LVDS 2.5 0.3 0.3 0.3 ns

BLVDS25 BLVDS 2.5 0.3 0.3 0.3 ns

LVPECL33 LVPECL 3.3 0.1 0.1 0.1 ns

HSTL18_I HSTL_18 class I 0.1 0.1 0.1 ns

HSTL18_II HSTL_18 class II 0.1 0.1 0.1 ns

HSTL18_III HSTL_18 class III 0.2 0.2 0.2 ns

HSTL18D_I Differential HSTL 18 class I 0.1 0.1 0.1 ns

HSTL18D_II Differential HSTL 18 class II -0.1 -0.1 -0.1 ns

HSTL18D_III Differential HSTL 18 class III 0.2 0.2 0.2 ns
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LFXP6 & LFXP10 Logic Signal Connections: 256 fpBGA 

Ball 
Number

LFXP6 LFXP10

Ball 
Function Bank Differential

Dual 
Function

Ball 
Function Bank Differential

Dual 
Function

C2 PROGRAMN 7 - - PROGRAMN 7 - -

C1 CCLK 7 - - CCLK 7 - -

- GNDIO7 7 - - GNDIO7 7 - -

D2 PL3A 7 T LUM0_PLLT_FB_A PL3A 7 T LUM0_PLLT_FB_A

D3 PL3B 7 C LUM0_PLLC_FB_A PL3B 7 C LUM0_PLLC_FB_A

D1 PL2A 7 T3 - PL5A 7 - -

E2 PL5A 7 - VREF1_7 PL6B 7 - VREF1_7

- GNDIO7 7 - - GNDIO7 7 - -

E1 PL7A 7 T3 DQS PL7A 7 T3 DQS

F1 PL7B 7 C3 - PL7B 7 C3 -

E3 PL12A 7 T - PL8A 7 T -

F4 PL12B 7 C - PL8B 7 C -

F3 PL4A 7 T3 - PL9A 7 T3 -

F2 PL4B 7 C3 - PL9B 7 C3 -

- GNDIO7 7 - - GNDIO7 7 - -

G1 PL2B 7 C3 - PL11B 7 - -

G3 PL8A 7 T LUM0_PLLT_IN_A PL12A 7 T LUM0_PLLT_IN_A

G2 PL8B 7 C LUM0_PLLC_IN_A PL12B 7 C LUM0_PLLC_IN_A

H1 PL9A 7 T3 - PL13A 7 T3 -

H2 PL9B 7 C3 - PL13B 7 C3 -

G4 PL6B 7 - VREF2_7 PL14A 7 - VREF2_7

G5 PL14A 7 - - PL15B 7 - -

- GNDIO7 7 - - GNDIO7 7 - -

J1 PL11A 7 T3 - PL16A 7 T3 DQS

J2 PL11B 7 C3 - PL16B 7 C3 -

H3 PL13A 7 T3 - PL18A 7 T3 -

J3 PL13B 7 C3 - PL18B 7 C3 -

H4 VCCP0 - - - VCCP0 - - -

H5 GNDP0 - - - GNDP0 - - -

K1 PL17A 6 T PCLKT6_0 PL20A 6 T PCLKT6_0

K2 PL17B 6 C PCLKC6_0 PL20B 6 C PCLKC6_0

- GNDIO6 6 - - GNDIO6 6 - -

J4 PL15B 6 - - PL22A 6 - -

J5 PL22A 6 - VREF1_6 PL23B 6 - VREF1_6

L1 PL16A 6 T3 - PL24A 6 T3 DQS

L2 PL16B 6 C3 - PL24B 6 C3 -

M1 PL18A 6 T3 - PL25A 6 T LLM0_PLLT_IN_A

M2 PL18B 6 C3 - PL25B 6 C LLM0_PLLC_IN_A

K3 PL19A 6 T3 - PL26A 6 T3 -

- GNDIO6 6 - - GNDIO6 6 - -

L3 PL19B 6 C3 - PL26B 6 C3 -

L4 PL21A 6 T3 - PL28A 6 - -
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K4 PL20A 6 T - PL29A 6 T -

K5 PL20B 6 C - PL29B 6 C -

- GNDIO6 6 - - GNDIO6 6 - -

N1 PL23B 6 - VREF2_6 PL31A 6 - VREF2_6

N2 PL21B 6 C3 - PL32B 6 - -

P1 PL24A 6 T3 DQS PL33A 6 T3 DQS

P2 PL24B 6 C3 - PL33B 6 C3 -

L5 PL25A 6 T - PL34A 6 T LLM0_PLLT_FB_A

M6 PL25B 6 C - PL34B 6 C LLM0_PLLC_FB_A

M3 PL26A 6 T3 - PL35A 6 T3 -

- GNDIO6 6 - - GNDIO6 6 - -

N3 PL26B 6 C3 - PL35B 6 C3 -

P4 SLEEPN1/TOE2 - - - SLEEPN1/TOE2 - - -

P3 INITN 5 - - INITN 5 - -

- GNDIO5 5 - - GNDIO5 5 - -

R4 PB2A 5 T - PB6A 5 T -

N5 PB2B 5 C - PB6B 5 C -

- GNDIO5 5 - - GNDIO5 5 - -

P5 PB5B 5 - VREF1_5 PB7A 5 T VREF1_5

R1 PB3B 5 C - PB7B 5 C -

N6 PB4A 5 - - PB8A 5 - -

M7 PB3A 5 T - PB9B 5 - -

R2 PB6A 5 T DQS PB10A 5 T DQS

T2 PB6B 5 C - PB10B 5 C -

R3 PB7A 5 T - PB11A 5 T -

T3 PB7B 5 C - PB11B 5 C -

- GNDIO5 5 - - GNDIO5 5 - -

T4 PB8A 5 T - PB12A 5 T -

R5 PB8B 5 C VREF2_5 PB12B 5 C VREF2_5

N7 PB9A 5 T - PB13A 5 T -

M8 PB9B 5 C - PB13B 5 C -

T5 PB10A 5 T - PB14A 5 T -

P6 PB10B 5 C - PB14B 5 C -

T6 PB11A 5 T - PB15A 5 T -

R6 PB11B 5 C - PB15B 5 C -

- GNDIO5 5 - - GNDIO5 5 - -

P7 PB12A 5 - - PB16A 5 - -

N8 PB13B 5 - - PB17B 5 - -

R7 PB14A 5 T DQS PB18A 5 T DQS

T7 PB14B 5 C - PB18B 5 C -

P8 PB15A 5 T - PB19A 5 T -

T8 PB15B 5 C - PB19B 5 C -

LFXP6 & LFXP10 Logic Signal Connections: 256 fpBGA (Cont.)

Ball 
Number

LFXP6 LFXP10

Ball 
Function Bank Differential

Dual 
Function

Ball 
Function Bank Differential

Dual 
Function
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E16 TDO - - - TDO - - -

D16 VCCJ - - - VCCJ - - -

D14 TDI - - - TDI - - -

C14 TMS - - - TMS - - -

B14 TCK - - - TCK - - -

- GNDIO1 1 - - GNDIO1 1 - -

A15 PT31B 1 C - PT35B 1 C -

B15 PT31A 1 T - PT35A 1 T -

- GNDIO1 1 - - GNDIO1 1 - -

D12 PT28A 1 - VREF1_1 PT34B 1 C VREF1_1

C11 PT30A 1 T DQS PT34A 1 T DQS

A14 PT29B 1 - - PT33B 1 - -

B13 PT30B 1 C - PT32A 1 - -

F12 PT27B 1 C - PT31B 1 C -

E11 PT27A 1 T - PT31A 1 T -

A13 PT26B 1 C - PT30B 1 C -

C13 PT26A 1 T D0 PT30A 1 T D0

- GNDIO1 1 - - GNDIO1 1 - -

C10 PT25B 1 C D1 PT29B 1 C D1

E10 PT25A 1 T VREF2_1 PT29A 1 T VREF2_1

A12 PT24B 1 C - PT28B 1 C -

B12 PT24A 1 T D2 PT28A 1 T D2

C12 PT23B 1 C D3 PT27B 1 C D3

A11 PT23A 1 T - PT27A 1 T -

B11 PT22B 1 C - PT26B 1 C -

D11 PT22A 1 T DQS PT26A 1 T DQS

- GNDIO1 1 - - GNDIO1 1 - -

B9 PT21B 1 - - PT25B 1 - -

D9 PT20A 1 - D4 PT24A 1 - D4

A10 PT19B 1 C - PT23B 1 C -

B10 PT19A 1 T D5 PT23A 1 T D5

D10 PT18B 1 C D6 PT22B 1 C D6

A9 PT18A 1 T - PT22A 1 T -

C9 PT17B 1 C D7 PT21B 1 C D7

C8 PT17A 1 T - PT21A 1 T -

E9 PT16B 0 C BUSY PT20B 0 C BUSY

- GNDIO0 0 - - GNDIO0 0 - -

B8 PT16A 0 T CS1N PT20A 0 T CS1N

A8 PT15B 0 C PCLKC0_0 PT19B 0 C PCLKC0_0

A7 PT15A 0 T PCLKT0_0 PT19A 0 T PCLKT0_0

B7 PT14B 0 C - PT18B 0 C -

C7 PT14A 0 T DQS PT18A 0 T DQS

LFXP6 & LFXP10 Logic Signal Connections: 256 fpBGA (Cont.)

Ball 
Number

LFXP6 LFXP10

Ball 
Function Bank Differential

Dual 
Function

Ball 
Function Bank Differential

Dual 
Function
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K10 GND - - - GND - - -

K7 GND - - - GND - - -

K8 GND - - - GND - - -

K9 GND - - - GND - - -

L11 GND - - - GND - - -

L6 GND - - - GND - - -

T1 GND - - - GND - - -

T16 GND - - - GND - - -

D13 VCC - - - VCC - - -

D4 VCC - - - VCC - - -

E12 VCC - - - VCC - - -

E5 VCC - - - VCC - - -

M12 VCC - - - VCC - - -

M5 VCC - - - VCC - - -

N13 VCC - - - VCC - - -

N4 VCC - - - VCC - - -

E13 VCCAUX - - - VCCAUX - - -

E4 VCCAUX - - - VCCAUX - - -

M13 VCCAUX - - - VCCAUX - - -

M4 VCCAUX - - - VCCAUX - - -

F7 VCCIO0 0 - - VCCIO0 0 - -

F8 VCCIO0 0 - - VCCIO0 0 - -

F10 VCCIO1 1 - - VCCIO1 1 - -

F9 VCCIO1 1 - - VCCIO1 1 - -

G11 VCCIO2 2 - - VCCIO2 2 - -

H11 VCCIO2 2 - - VCCIO2 2 - -

J11 VCCIO3 3 - - VCCIO3 3 - -

K11 VCCIO3 3 - - VCCIO3 3 - -

L10 VCCIO4 4 - - VCCIO4 4 - -

L9 VCCIO4 4 - - VCCIO4 4 - -

L7 VCCIO5 5 - - VCCIO5 5 - -

L8 VCCIO5 5 - - VCCIO5 5 - -

J6 VCCIO6 6 - - VCCIO6 6 - -

K6 VCCIO6 6 - - VCCIO6 6 - -

G6 VCCIO7 7 - - VCCIO7 7 - -

H6 VCCIO7 7 - - VCCIO7 7 - -

1. Applies to LFXP “C” only.
2. Applies to LFXP “E” only.
3. Supports dedicated LVDS outputs.

LFXP6 & LFXP10 Logic Signal Connections: 256 fpBGA (Cont.)

Ball 
Number

LFXP6 LFXP10

Ball 
Function Bank Differential

Dual 
Function

Ball 
Function Bank Differential

Dual 
Function
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P16 PR37B 3 C3 - PR41B 3 C3 -

R16 PR37A 3 T3 DQS PR41A 3 T3 DQS

M15 PR36B 3 - - PR40B 3 - -

N14 PR35A 3 - VREF1_3 PR39A 3 - VREF1_3

- GNDIO3 3 - - GNDIO3 3 - -

M14 PR33B 3 C - PR37B 3 C -

L13 PR33A 3 T - PR37A 3 T -

L15 PR32B 3 C3 - PR36B 3 C3 -

L14 PR32A 3 T3 - PR36A 3 T3 -

L12 PR30A 3 - - PR34A 3 - -

M16 PR29B 3 C RLM0_PLLC_IN_A PR33B 3 C RLM0_PLLC_IN_A

N16 PR29A 3 T RLM0_PLLT_IN_A PR33A 3 T RLM0_PLLT_IN_A

- GNDIO3 3 - - GNDIO3 3 - -

K14 PR28B 3 C3 - PR32B 3 C3 -

K15 PR28A 3 T3 DQS PR32A 3 T3 DQS

K12 PR27B 3 - - PR31B 3 - -

K13 PR26A 3 - VREF2_3 PR30A 3 - VREF2_3

L16 PR25B 3 C3 - PR29B 3 C3 -

K16 PR25A 3 T3 - PR29A 3 T3 -

- GNDIO3 3 - - GNDIO3 3 - -

J15 PR23B 3 C3 - PR27B 3 C3 -

J14 PR23A 3 T3 - PR27A 3 T3 -

J13 GNDP1 - - - GNDP1 - - -

J12 VCCP1 - - - VCCP1 - - -

- GNDIO2 2 - - GNDIO2 2 - -

J16 PR21B 2 C PCLKC2_0 PR21B 2 C PCLKC2_0

H16 PR21A 2 T PCLKT2_0 PR21A 2 T PCLKT2_0

H13 PR20B 2 C3 - PR20B 2 C3 -

H12 PR20A 2 T3 DQS PR20A 2 T3 DQS

H15 PR19B 2 - - PR19B 2 - -

H14 PR18A 2 - VREF1_2 PR18A 2 - VREF1_2

- GNDIO2 2 - - GNDIO2 2 - -

G15 PR17B 2  C3 - PR17B 2 C3 -

G14 PR17A 2 T3 - PR17A 2 T3 -

G16 PR16B 2 C RUM0_PLLC_IN_A PR16B 2 C RUM0_PLLC_IN_A

F16 PR16A 2 T RUM0_PLLT_IN_A PR16A 2 T RUM0_PLLT_IN_A

G13 PR15B 2 - - PR15B 2 - -

- GNDIO2 2 - - GNDIO2 2 - -

G12 PR12B 2 C - PR12B 2 C -

F13 PR12A 2 T - PR12A 2 T -

B16 PR11B 2 C3 - PR11B 2 C3 -

C16 PR11A 2 T3 DQS PR11A 2 T3 DQS

LFXP15 & LFXP20 Logic Signal Connections: 256 fpBGA (Cont.)

Ball 
Number

LFXP15 LFXP20

Ball 
Function Bank Differential

Dual 
Function

Ball 
Function Bank Differential

Dual 
Function



4-53

Pinout Information
Lattice Semiconductor LatticeXP Family Data Sheet

J15 GND - - - GND - - -

J8 GND - - - GND - - -

J9 GND - - - GND - - -

K10 GND - - - GND - - -

K11 GND - - - GND - - -

K12 GND - - - GND - - -

K13 GND - - - GND - - -

K14 GND - - - GND - - -

K9 GND - - - GND - - -

L10 GND - - - GND - - -

L11 GND - - - GND - - -

L12 GND - - - GND - - -

L13 GND - - - GND - - -

L14 GND - - - GND - - -

L9 GND - - - GND - - -

M10 GND - - - GND - - -

M11 GND - - - GND - - -

M12 GND - - - GND - - -

M13 GND - - - GND - - -

M14 GND - - - GND - - -

M9 GND - - - GND - - -

N10 GND - - - GND - - -

N11 GND - - - GND - - -

N12 GND - - - GND - - -

N13 GND - - - GND - - -

N14 GND - - - GND - - -

N9 GND - - - GND - - -

P10 GND - - - GND - - -

P11 GND - - - GND - - -

P12 GND - - - GND - - -

P13 GND - - - GND - - -

P14 GND - - - GND - - -

P15 GND - - - GND - - -

P8 GND - - - GND - - -

P9 GND - - - GND - - -

R14 GND - - - GND - - -

R9 GND - - - GND - - -

F10 VCC - - - VCC - - -

F13 VCC - - - VCC - - -

G10 VCC - - - VCC - - -

G13 VCC - - - VCC - - -

G14 VCC - - - VCC - - -

LFXP15 & LFXP20 Logic Signal Connections: 484 fpBGA (Cont.)

Ball 
Number

LFXP15 LFXP20

Ball 
Function Bank Differential

Dual 
Function

Ball 
Function Bank Differential

Dual 
Function
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H13 VCCIO1 1 - - VCCIO1 1 - -

K15 VCCIO2 2 - - VCCIO2 2 - -

L15 VCCIO2 2 - - VCCIO2 2 - -

L16 VCCIO2 2 - - VCCIO2 2 - -

L17 VCCIO2 2 - - VCCIO2 2 - -

M15 VCCIO3 3 - - VCCIO3 3 - -

M16 VCCIO3 3 - - VCCIO3 3 - -

M17 VCCIO3 3 - - VCCIO3 3 - -

N15 VCCIO3 3 - - VCCIO3 3 - -

R12 VCCIO4 4 - - VCCIO4 4 - -

R13 VCCIO4 4 - - VCCIO4 4 - -

T12 VCCIO4 4 - - VCCIO4 4 - -

U12 VCCIO4 4 - - VCCIO4 4 - -

R10 VCCIO5 5 - - VCCIO5 5 - -

R11 VCCIO5 5 - - VCCIO5 5 - -

T11 VCCIO5 5 - - VCCIO5 5 - -

U11 VCCIO5 5 - - VCCIO5 5 - -

M6 VCCIO6 6 - - VCCIO6 6 - -

M7 VCCIO6 6 - - VCCIO6 6 - -

M8 VCCIO6 6 - - VCCIO6 6 - -

N8 VCCIO6 6 - - VCCIO6 6 - -

K8 VCCIO7 7 - - VCCIO7 7 - -

L6 VCCIO7 7 - - VCCIO7 7 - -

L7 VCCIO7 7 - - VCCIO7 7 - -

L8 VCCIO7 7 - - VCCIO7 7 - -

1. Applies to LFXP “C” only.
2. Applies to LFXP “E” only.
3. Supports dedicated LVDS outputs.

LFXP15 & LFXP20 Logic Signal Connections: 484 fpBGA (Cont.)

Ball 
Number

LFXP15 LFXP20

Ball 
Function Bank Differential

Dual 
Function

Ball 
Function Bank Differential

Dual 
Function


