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Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.
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Table 2-4. PFU Modes of Operation

Routing
There are many resources provided in the LatticeXP devices to route signals individually or as buses with related 
control signals. The routing resources consist of switching circuitry, buffers and metal interconnect (routing) seg-
ments. 

The inter-PFU connections are made with x1 (spans two PFU), x2 (spans three PFU) and x6 (spans seven PFU). 
The x1 and x2 connections provide fast and efficient connections in horizontal, vertical and diagonal directions. The 
x2 and x6 resources are buffered allowing both short and long connections routing between PFUs. 

The ispLEVER design tool takes the output of the synthesis tool and places and routes the design. Generally, the 
place and route tool is completely automatic, although an interactive routing editor is available to optimize the 
design.

Clock Distribution Network
The clock inputs are selected from external I/O, the sysCLOCK™ PLLs or routing. These clock inputs are fed 
through the chip via a clock distribution system. 

Primary Clock Sources
LatticeXP devices derive clocks from three primary sources: PLL outputs, dedicated clock inputs and routing. Lat-
ticeXP devices have two to four sysCLOCK PLLs, located on the left and right sides of the device. There are four 
dedicated clock inputs, one on each side of the device. Figure 2-5 shows the 20 primary clock sources.

Logic Ripple RAM1 ROM

LUT 4x8 or
MUX 2x1 x 8 2-bit Add x 4 SPR16x2 x 4

DPR16x2 x 2 ROM16x1 x 8

LUT 5x4 or
MUX 4x1 x 4 2-bit Sub x 4 SPR16x4 x 2

DPR16x4 x 1 ROM16x2 x 4

LUT 6x 2 or
MUX 8x1 x 2 2-bit Counter x 4 SPR16x8 x 1 ROM16x4 x 2

LUT 7x1 or
MUX 16x1 x 1 2-bit Comp x 4 ROM16x8 x 1

1. These modes are not available in PFF blocks
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Figure 2-5. Primary Clock Sources

Secondary Clock Sources
LatticeXP devices have four secondary clock resources per quadrant. The secondary clock branches are tapped at 
every PFU. These secondary clock networks can also be used for controls and high fanout data. These secondary 
clocks are derived from four clock input pads and 16 routing signals as shown in Figure 2-6.

From Routing Clock Input From Routing

PLL Input

Clock Input

PLL Input

PLL Input

Clock Input

PLL Input

From Routing Clock Input From Routing

PLL

PLL

PLL

PLL

20 Primary Clock Sources
To Quadrant Clock Selection

Note: Smaller devices have two PLLs.
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Figure 2-10. PLL Diagram

Figure 2-11 shows the available macros for the PLL. Table 2-11 provides signal description of the PLL Block.

Figure 2-11. PLL Primitive

Table 2-5. PLL Signal Descriptions

Signal I/O Description

CLKI I Clock input from external pin or routing

CLKFB I PLL feedback input from CLKOP (PLL internal), from clock net (CLKOP) or from a user clock 
(PIN or logic)

RST I “1” to reset input clock divider

CLKOS O PLL output clock to clock tree (phase shifted/duty cycle changed)

CLKOP O PLL output clock to clock tree (No phase shift)

CLKOK O PLL output to clock tree through secondary clock divider

LOCK O “1” indicates PLL LOCK to CLKI

DDAMODE I Dynamic Delay Enable. “1” Pin control (dynamic), “0”: Fuse Control (static) 

DDAIZR I Dynamic Delay Zero. “1”: delay = 0, “0”: delay = on

DDAILAG I Dynamic Delay Lag/Lead. “1”: Lag, “0”: Lead

DDAIDEL[2:0] I Dynamic Delay Input

DDAOZR O Dynamic Delay Zero Output

DDAOLAG O Dynamic Delay Lag/Lead Output

DDAODEL[2:0] O Dynamic Delay Output

VCO
CLKOS

CLKOK

LOCK

RST

CLKFB
from CLKOP
(PLL internal),
from clock net
(CLKOP) or
from a user
clock (PIN or logic)

Dynamic Delay Adjustment

Input Clock
Divider
(CLKI)

Feedback
Divider

(CLKFB)

Post Scalar
Divider

(CLKOP)

Phase/Duty
Select

Secondary
Clock

Divider
(CLKOK)

Delay
Adjust

Voltage
Controlled
OscillatorCLKI

(from routing or
external pin)

CLKOP

EPLLB
CLKOPCLKI

CLKFB LOCK

EHXPLLB

CLKOSCLKI

CLKFB CLKOK

LOCK

RST CLKOP

DDAIZR

DDAILAG

DDA MODE

DDAIDEL[2:0]

DDAOZR

DDAOLAG

DDAODEL[2:0]
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Figure 2-17. PIC Diagram

In the LatticeXP family, seven PIOs or four (3.5) PICs are grouped together to provide two LVDS differential pairs, 
one PIC pair and one single I/O, as shown in Figure 2-18. 

Two adjacent PIOs can be joined to provide a differential I/O pair (labeled as “T” and “C”). The PAD Labels “T” and 
“C” distinguish the two PIOs. Only the PIO pairs on the left and right edges of the device can be configured as 
LVDS transmit/receive pairs.

One of every 14 PIOs (a group of 8 PICs) contains a delay element to facilitate the generation of DQS signals as 
shown in Figure 2-19. The DQS signal feeds the DQS bus which spans the set of 13 PIOs (8 PICs). The DQS sig-
nal from the bus is used to strobe the DDR data from the memory into input register blocks. This interface is 
designed for memories that support one DQS strobe per eight bits of data.

The exact DQS pins are shown in a dual function in the Logic Signal Connections table in this data sheet. Addi-
tional detail is provided in the Signal Descriptions table in this data sheet.
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Figure 2-18. Group of Seven PIOs

Figure 2-19. DQS Routing

PIO
The PIO contains four blocks: an input register block, output register block, tristate register block and a control logic 
block. These blocks contain registers for both single data rate (SDR) and double data rate (DDR) operation along 
with the necessary clock and selection logic. Programmable delay lines used to shift incoming clock and data sig-
nals are also included in these blocks.

Input Register Block
The input register block contains delay elements and registers that can be used to condition signals before they are 
passed to the device core. Figure 2-20 shows the diagram of the input register block. 

Input signals are fed from the sysIO buffer to the input register block (as signal DI). If desired the input signal can 
bypass the register and delay elements and be used directly as a combinatorial signal (INDD), a clock (INCK) and 
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Figure 2-25. Tristate Register Block

Control Logic Block
The control logic block allows the selection and modification of control signals for use in the PIO block. A clock is 
selected from one of the clock signals provided from the general purpose routing and a DQS signal provided from 
the programmable DQS pin. The clock can optionally be inverted. 

The clock enable and local reset signals are selected from the routing and optionally inverted. The global tristate 
signal is passed through this block.

DDR Memory Support
Implementing high performance DDR memory interfaces requires dedicated DDR register structures in the input 
(for read operations) and in the output (for write operations). As indicated in the PIO Logic section, the LatticeXP 
devices provide this capability. In addition to these registers, the LatticeXP devices contain two elements to simplify 
the design of input structures for read operations: the DQS delay block and polarity control logic.

DLL Calibrated DQS Delay Block
Source Synchronous interfaces generally require the input clock to be adjusted in order to correctly capture data at 
the input register. For most interfaces a PLL is used for this adjustment, however in DDR memories the clock 
(referred to as DQS) is not free running so this approach cannot be used. The DQS Delay block provides the 
required clock alignment for DDR memory interfaces.

The DQS signal (selected PIOs only) feeds from the PAD through a DQS delay element to a dedicated DQS routing 
resource. The DQS signal also feeds the polarity control logic which controls the polarity of the clock to the sync 
registers in the input register blocks. Figures 2-26 and 2-27 show how the polarity control logic are routed to the 
PIOs.

The temperature, voltage and process variations of the DQS delay block are compensated by a set of calibration 
(6-bit bus) signals from two DLLs on opposite sides of the device. Each DLL compensates DQS Delays in its half of 
the device as shown in Figure 2-27. The DLL loop is compensated for temperature, voltage and process variations 
by the system clock and feedback loop.
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sysIO Single-Ended DC Electrical Characteristics

Input/Output
Standard

VIL VIH VOL Max. 
(V)

VOH Min. 
(V)

IOL
(mA)

IOH
(mA)Min. (V) Max. (V) Min. (V) Max. (V)

LVCMOS 3.3 -0.3 0.8 2.0 3.6
0.4 VCCIO - 0.4 20, 16, 12, 

8, 4
-20, -16, -12,

-8, -4

0.2 VCCIO - 0.2 0.1 -0.1

LVTTL -0.3 0.8 2.0 3.6
0.4 VCCIO - 0.4 20, 16, 12,

8, 4
-20, -16, -12,

-8, -4

0.2 VCCIO - 0.2 0.1 -0.1

LVCMOS 2.5 -0.3 0.7 1.7 3.6
0.4 VCCIO - 0.4 20, 16, 12,

 8, 4
-20, -16, -12, 

-8, -4

0.2 VCCIO - 0.2 0.1 -0.1

LVCMOS 1.8 -0.3 0.35VCCIO 0.65VCCIO 3.6
0.4 VCCIO - 0.4 16, 12, 8, 4 -16, -12, -8, -4

0.2 VCCIO - 0.2 0.1 -0.1

LVCMOS 1.5 -0.3 0.35VCCIO 0.65VCCIO 3.6
0.4 VCCIO - 0.4 8, 4 -8, -4

0.2 VCCIO - 0.2 0.1 -0.1

LVCMOS 1.2
(“C” Version) -0.3 0.42 0.78 3.6

0.4 VCCIO - 0.4 6, 2 -6, -2

0.2 VCCIO - 0.2 0.1 -0.1

LVCMOS 1.2
(“E” Version) -0.3 0.35VCC 0.65VCC 3.6

0.4 VCCIO - 0.4 6, 2 -6, -2

0.2 VCCIO - 0.2 0.1 -0.1

PCI -0.3 0.3VCCIO 0.5VCCIO 3.6 0.1VCCIO 0.9VCCIO 1.5 -0.5

SSTL3 class I -0.3 VREF - 0.2 VREF + 0.2 3.6 0.7 VCCIO - 1.1 8 -8

SSTL3 class II -0.3 VREF - 0.2 VREF + 0.2 3.6 0.5 VCCIO - 0.9 16 -16

SSTL2 class I -0.3 VREF - 0.18 VREF + 0.18 3.6 0.54 VCCIO - 0.62 7.6 -7.6

SSTL2 class II -0.3 VREF - 0.18 VREF + 0.18 3.6 0.35 VCCIO - 0.43 15.2 -15.2

SSTL18 class I -0.3 VREF - 0.125 VREF + 0.125 3.6 0.4 VCCIO - 0.4 6.7 -6.7

HSTL15 class I -0.3 VREF - 0.1 VREF + 0.1 3.6 0.4 VCCIO - 0.4 8 -8 

HSTL15 class III -0.3 VREF - 0.1 VREF + 0.1 3.6 0.4 VCCIO - 0.4 24 -8

HSTL18 class I -0.3 VREF - 0.1 VREF + 0.1 3.6 0.4 VCCIO - 0.4 9.6 -9.6 

HSTL18 class II -0.3 VREF - 0.1 VREF + 0.1 3.6 0.4 VCCIO - 0.4 16 -16

HSTL18 class III -0.3 VREF - 0.1 VREF + 0.1 3.6 0.4 VCCIO - 0.4 24 -8

1. The average DC current drawn by I/Os between GND connections, or between the last GND in an I/O bank and the end of an I/O bank, as 
shown in the logic signal connections table shall not exceed n * 8mA. Where n is the number of I/Os between bank GND connections or 
between the last GND in a bank and the end of a bank.
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LVPECL
The LatticeXP devices support differential LVPECL standard. This standard is emulated using complementary 
LVCMOS outputs in conjunction with a parallel resistor across the driver outputs. The LVPECL input standard is 
supported by the LVDS differential input buffer. The scheme shown in Figure 3-3 is one possible solution for point-
to-point signals.

Figure 3-3. Differential LVPECL

Table 3-3. LVPECL DC Conditions1

Over Recommended Operating Conditions

For further information on LVPECL, BLVDS and other differential interfaces please see details of additional techni-
cal documentation at the end of the data sheet. 

RSDS
The LatticeXP devices support differential RSDS standard. This standard is emulated using complementary LVC-
MOS outputs in conjunction with a parallel resistor across the driver outputs. The RSDS input standard is sup-
ported by the LVDS differential input buffer. The scheme shown in Figure 3-4 is one possible solution for RSDS 
standard implementation. Use LVDS25E mode with suggested resistors for RSDS operation. Resistor values in 
Figure 3-4 are industry standard values for 1% resistors.

Symbol Description Typical Units

ZOUT Output impedance 100 ohms

RP Driver parallel resistor 187 ohms

RS Driver series resistor 100 ohms

RT Receiver termination 100 ohms

VOH Output high voltage 2.03 V

VOL Output low voltage 1.27 V

VOD Output differential voltage 0.76 V

VCM Output common mode voltage 1.65 V

ZBACK Back impedance 85.7 ohms

IDC DC output current 12.7 mA

1. For input buffer, see LVDS table.

Transmission line, Zo = 100 ohm differential 

RS = 100 ohms

= 100 ohms= 187 ohms

= 100 ohmsRS

RP RT

Off-chip

3.3V

3.3V

+

-
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Timing Diagrams
PFU Timing Diagrams
Figure 3-6. Slice Single/Dual Port Write Cycle Timing

Figure 3-7. Slice Single /Dual Port Read Cycle Timing
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E8 PT13B 0 - - PT17B 0 - -

D8 PT12A 0 - DOUT PT16A 0 - DOUT

A6 PT11B 0 C - PT15B 0 C -

- GNDIO0 0 - - GNDIO0 0 - -

C6 PT11A 0 T WRITEN PT15A 0 T WRITEN

E7 PT10B 0 C - PT14B 0 C -

D7 PT10A 0 T VREF1_0 PT14A 0 T VREF1_0

A5 PT9B 0 C - PT13B 0 C -

B5 PT9A 0 T DI PT13A 0 T DI

A4 PT8B 0 C - PT12B 0 C -

B6 PT8A 0 T CSN PT12A 0 T CSN

E6 PT7B 0 C - PT11B 0 C -

- GNDIO0 0 - - GNDIO0 0 - -

D6 PT7A 0 T - PT11A 0 T -

D5 PT6B 0 C VREF2_0 PT10B 0 C VREF2_0

A3 PT6A 0 T DQS PT10A 0 T DQS

B3 PT5B 0 - - PT9B 0 - -

B2 PT4A 0 - - PT8A 0 - -

A2 PT3B 0 C - PT7B 0 C -

B1 PT3A 0 T - PT7A 0 T -

F5 PT2B 0 C - PT6B 0 C -

- GNDIO0 0 - - GNDIO0 0 - -

C5 PT2A 0 T - PT6A 0 T -

C4 CFG0 0 - - CFG0 0 - -

B4 CFG1 0 - - CFG1 0 - -

C3 DONE 0 - - DONE 0 - -

A1 GND - - - GND - - -

A16 GND - - - GND - - -

F11 GND - - - GND - - -

F6 GND - - - GND - - -

G10 GND - - - GND - - -

G7 GND - - - GND - - -

G8 GND - - - GND - - -

G9 GND - - - GND - - -

H10 GND - - - GND - - -

H7 GND - - - GND - - -

H8 GND - - - GND - - -

H9 GND - - - GND - - -

J10 GND - - - GND - - -

J7 GND - - - GND - - -

J8 GND - - - GND - - -

J9 GND - - - GND - - -

LFXP6 & LFXP10 Logic Signal Connections: 256 fpBGA (Cont.)

Ball 
Number

LFXP6 LFXP10

Ball 
Function Bank Differential

Dual 
Function

Ball 
Function Bank Differential

Dual 
Function
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A9 PT27A 1 T - PT31A 1 T -

C9 PT26B 1 C D7 PT30B 1 C D7

C8 PT26A 1 T - PT30A 1 T -

E9 PT25B 0 C BUSY PT29B 0 C BUSY

- GNDIO0 0 - - GNDIO0 0 - -

B8 PT25A 0 T CS1N PT29A 0 T CS1N

A8 PT24B 0 C PCLKC0_0 PT28B 0 C PCLKC0_0

A7 PT24A 0 T PCLKT0_0 PT28A 0 T PCLKT0_0

B7 PT23B 0 C - PT27B 0 C -

C7 PT23A 0 T DQS PT27A 0 T DQS

E8 PT22B 0 - - PT26B 0 - -

D8 PT21A 0 - DOUT PT25A 0 - DOUT

A6 PT20B 0 C - PT24B 0 C -

- GNDIO0 0 - - GNDIO0 0 - -

C6 PT20A 0 T WRITEN PT24A 0 T WRITEN

E7 PT19B 0 C - PT23B 0 C -

D7 PT19A 0 T VREF1_0 PT23A 0 T VREF1_0

A5 PT18B 0 C - PT22B 0 C -

B5 PT18A 0 T DI PT22A 0 T DI

A4 PT17B 0 C - PT21B 0 C -

B6 PT17A 0 T CSN PT21A 0 T CSN

E6 PT16B 0 C - PT20B 0 C -

D6 PT16A 0 T - PT20A 0 T -

D5 PT15B 0 C VREF2_0 PT19B 0 C VREF2_0

A3 PT15A 0 T DQS PT19A 0 T DQS

B3 PT14B 0 - - PT18B 0 - -

B2 PT13A 0 - - PT17A 0 - -

- GNDIO0 0 - - GNDIO0 0 - -

A2 PT12B 0 C - PT16B 0 C -

B1 PT12A 0 T - PT16A 0 T -

F5 PT11B 0 C - PT15B 0 C -

C5 PT11A 0 T - PT15A 0 T -

- GNDIO0 0 - - GNDIO0 0 - -

- GNDIO0 0 - - GNDIO0 0 - -

- GNDIO0 0 - - GNDIO0 0 - -

C4 CFG0 0 - - CFG0 0 - -

B4 CFG1 0 - - CFG1 0 - -

C3 DONE 0 - - DONE 0 - -

A1 GND - - - GND - - -

A16 GND - - - GND - - -

F11 GND - - - GND - - -

F6 GND - - - GND - - -

LFXP15 & LFXP20 Logic Signal Connections: 256 fpBGA (Cont.)

Ball 
Number

LFXP15 LFXP20

Ball 
Function Bank Differential

Dual 
Function

Ball 
Function Bank Differential

Dual 
Function
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Y10 PB11B 5 C - PB16B 5 C - PB20B 5 C -

AA7 PB12A 5 T - PB17A 5 T - PB21A 5 T -

AB7 PB12B 5 C VREF2_5 PB17B 5 C VREF2_5 PB21B 5 C VREF2_5

Y7 PB13A 5 T - PB18A 5 T - PB22A 5 T -

- GNDIO5 5 - - GNDIO5 5 - - GNDIO5 5 - -

AA8 PB13B 5 C - PB18B 5 C - PB22B 5 C -

AB8 PB14A 5 T - PB19A 5 T - PB23A 5 T -

Y8 PB14B 5 C - PB19B 5 C - PB23B 5 C -

AB9 PB15A 5 T - PB20A 5 T - PB24A 5 T -

AA9 PB15B 5 C - PB20B 5 C - PB24B 5 C -

W10 PB16A 5 - - PB21A 5 - - PB25A 5 - -

W11 PB17B 5 - - PB22B 5 - - PB26B 5 - -

AB10 PB18A 5 T DQS PB23A 5 T DQS PB27A 5 T DQS

AA10 PB18B 5 C - PB23B 5 C - PB27B 5 C -

- GNDIO5 5 - - GNDIO5 5 - - GNDIO5 5 - -

AA11 PB19A 5 T - PB24A 5 T - PB28A 5 T -

AB11 PB19B 5 C - PB24B 5 C - PB28B 5 C -

Y11 PB20A 5 T - PB25A 5 T - PB29A 5 T -

Y12 PB20B 5 C - PB25B 5 C - PB29B 5 C -

AB12 PB21A 4 T - PB26A 4 T - PB30A 4 T -

AA12 PB21B 4 C - PB26B 4 C - PB30B 4 C -

AB13 PB22A 4 T PCLKT4_0 PB27A 4 T PCLKT4_0 PB31A 4 T PCLKT4_0

AA13 PB22B 4 C PCLKC4_0 PB27B 4 C PCLKC4_0 PB31B 4 C PCLKC4_0

- GNDIO4 4 - - GNDIO4 4 - - GNDIO4 4 - -

AA14 PB23A 4 T - PB28A 4 T - PB32A 4 T -

AB14 PB23B 4 C - PB28B 4 C - PB32B 4 C -

W12 PB24A 4 - - PB29A 4 - - PB33A 4 - -

W13 PB25B 4 - - PB30B 4 - - PB34B 4 - -

AA15 PB26A 4 T DQS PB31A 4 T DQS PB35A 4 T DQS

AB15 PB26B 4 C VREF1_4 PB31B 4 C VREF1_4 PB35B 4 C VREF1_4

AA16 PB27A 4 T - PB32A 4 T - PB36A 4 T -

AB16 PB27B 4 C - PB32B 4 C - PB36B 4 C -

Y17 PB28A 4 T - PB33A 4 T - PB37A 4 T -

- GNDIO4 4 - - GNDIO4 4 - - GNDIO4 4 - -

AA17 PB28B 4 C - PB33B 4 C - PB37B 4 C -

Y13 PB29A 4 T - PB34A 4 T - PB38A 4 T -

Y14 PB29B 4 C - PB34B 4 C - PB38B 4 C -

AB17 PB30A 4 T - PB35A 4 T - PB39A 4 T -

Y18 PB30B 4 C - PB35B 4 C - PB39B 4 C -

AA18 PB31A 4 T VREF2_4 PB36A 4 T VREF2_4 PB40A 4 T VREF2_4

AB18 PB31B 4 C - PB36B 4 C - PB40B 4 C -

Y19 PB32A 4 - - PB37A 4 - - PB41A 4 - -

AB19 PB33B 4 - - PB38B 4 - - PB42B 4 - -

- GNDIO4 4 - - GNDIO4 4 - - GNDIO4 4 - -

AA19 PB34A 4 T DQS PB39A 4 T DQS PB43A 4 T DQS

Y20 PB34B 4 C - PB39B 4 C - PB43B 4 C -

W14 PB35A 4 T - PB40A 4 T - PB44A 4 T -

W15 PB35B 4 C - PB40B 4 C - PB44B 4 C -

AB20 PB36A 4 T - PB41A 4 T - PB45A 4 T -
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AA20 PB36B 4 C - PB41B 4 C - PB45B 4 C -

AB21 PB37A 4 T - PB42A 4 T - PB46A 4 T -

AA21 PB37B 4 C - PB42B 4 C - PB46B 4 C -

AA22 PB38A 4 T - PB43A 4 T - PB47A 4 T -

Y21 PB38B 4 C - PB43B 4 C - PB47B 4 C -

- GNDIO4 4 - - GNDIO4 4 - - GNDIO4 4 - -

W16 PB39A 4 - - PB44A 4 T - PB48A 4 T -

W17 - - - - PB44B 4 C - PB48B 4 C -

Y15 - - - - PB45A 4 - - PB49A 4 - -

Y16 - - - - PB46B 4 - - PB50B 4 - -

W19 - - - - PB47A 4 T DQS PB51A 4 T DQS

W18 - - - - PB47B 4 C - PB51B 4 C -

W20 - - - - PB48A 4 - - PB52A 4 - -

- GNDIO4 4 - - GNDIO4 4 - - GNDIO4 4 - -

- GNDIO4 4 - - GNDIO4 4 - - GNDIO4 4 - -

- GNDIO3 3 - - GNDIO3 3 - - GNDIO3 3 - -

T20 PR35B 3 C3 - PR39B 3 C3 - PR43B 3 C3 -

T19 PR35A 3 T3 - PR39A 3 T3 - PR43A 3 T3 -

- GNDIO3 3 - - GNDIO3 3 - - GNDIO3 3 - -

U19 PR34B 3 C RLM0_PLLC_FB_A PR38B 3 C RLM0_PLLC_FB_A PR42B 3 C RLM0_PLLC_FB_A

U20 PR34A 3 T RLM0_PLLT_FB_A PR38A 3 T RLM0_PLLT_FB_A PR42A 3 T RLM0_PLLT_FB_A

V19 PR33B 3 C3 - PR37B 3 C3 - PR41B 3 C3 -

V20 PR33A 3 T3 DQS PR37A 3 T3 DQS PR41A 3 T3 DQS

R19 PR32B 3 - - PR36B 3 - - PR40B 3 - -

R20 PR31A 3 - VREF1_3 PR35A 3 - VREF1_3 PR39A 3 - VREF1_3

W21 PR30B 3 C3 - PR34B 3 C3 - PR38B 3 C3 -

Y22 PR30A 3 T3 - PR34A 3 T3 - PR38A 3 T3 -

- GNDIO3 3 - - GNDIO3 3 - - GNDIO3 3 - -

P19 PR29B 3 C - PR33B 3 C - PR37B 3 C -

P20 PR29A 3 T - PR33A 3 T - PR37A 3 T -

V21 PR28B 3 C3 - PR32B 3 C3 - PR36B 3 C3 -

W22 PR28A 3 T3 - PR32A 3 T3 - PR36A 3 T3 -

U21 PR26B 3 C3 - PR30B 3 C3 - PR34B 3 C3 -

V22 PR26A 3 T3 - PR30A 3 T3 - PR34A 3 T3 -

T21 PR25B 3 C RLM0_PLLC_IN_A PR29B 3 C RLM0_PLLC_IN_A PR33B 3 C RLM0_PLLC_IN_A

U22 PR25A 3 T RLM0_PLLT_IN_A PR29A 3 T RLM0_PLLT_IN_A PR33A 3 T RLM0_PLLT_IN_A

- GNDIO3 3 - - GNDIO3 3 - - GNDIO3 3 - -

R21 PR24B 3 C3 - PR28B 3 C3 - PR32B 3 C3 -

T22 PR24A 3 T3 DQS PR28A 3 T3 DQS PR32A 3 T3 DQS

N19 PR23B 3 - - PR27B 3 - - PR31B 3 - -

N20 PR22A 3 - VREF2_3 PR26A 3 - VREF2_3 PR30A 3 - VREF2_3

R22 PR21B 3 C3 - PR25B 3 C3 - PR29B 3 C3 -

P22 PR21A 3 T3 - PR25A 3 T3 - PR29A 3 T3 -

P21 PR20B 3 C - PR24B 3 C - PR28B 3 C -

N21 PR20A 3 T - PR24A 3 T - PR28A 3 T -

- GNDIO3 3 - - GNDIO3 3 - - GNDIO3 3 - -

M20 PR19B 3 C3 - PR23B 3 C3 - PR27B 3 C3 -

M19 PR19A 3 T3 - PR23A 3 T3 - PR27A 3 T3 -

N22 GNDP1 - - - GNDP1 - - - GNDP1 - - -
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M21 VCCP1 - - - VCCP1 - - - VCCP1 - - -

- GNDIO2 2 - - GNDIO2 2 - - GNDIO2 2 - -

M22 PR18B 2 C3 - PR22B 2 C3 - PR22B 2 C3 -

L22 PR18A 2 T3 - PR22A 2 T3 - PR22A 2 T3 -

K22 PR17B 2 C PCLKC2_0 PR21B 2 C PCLKC2_0 PR21B 2 C PCLKC2_0

K21 PR17A 2 T PCLKT2_0 PR21A 2 T PCLKT2_0 PR21A 2 T PCLKT2_0

L19 PR16B 2 C3 - PR20B 2 C3 - PR20B 2 C3 -

K20 PR16A 2 T3 DQS PR20A 2 T3 DQS PR20A 2 T3 DQS

L20 PR15B 2 - - PR19B 2 - - PR19B 2 - -

L21 PR14A 2 - VREF1_2 PR18A 2 - VREF1_2 PR18A 2 - VREF1_2

- GNDIO2 2 - - GNDIO2 2 - - GNDIO2 2 - -

J22 PR13B 2 C3 - PR17B 2 C3 - PR17B 2 C3 -

J21 PR13A 2 T3 - PR17A 2 T3 - PR17A 2 T3 -

H22 PR12B 2 C RUM0_PLLC_IN_A PR16B 2 C RUM0_PLLC_IN_A PR16B 2 C RUM0_PLLC_IN_A

H21 PR12A 2 T RUM0_PLLT_IN_A PR16A 2 T RUM0_PLLT_IN_A PR16A 2 T RUM0_PLLT_IN_A

K19 PR11B 2 C3 - PR15B 2 C3 - PR15B 2 C3 -

J19 PR11A 2 T3 - PR15A 2 T3 - PR15A 2 T3 -

- GNDIO2 2 - - GNDIO2 2 - - GNDIO2 2 - -

J20 PR9B 2 C3 - PR13B 2 C3 - PR13B 2 C3 -

H20 PR9A 2 T3 - PR13A 2 T3 - PR13A 2 T3 -

H19 PR8B 2 C - PR12B 2 C - PR12B 2 C -

G19 PR8A 2 T - PR12A 2 T - PR12A 2 T -

G22 PR7B 2 C3 - PR11B 2 C3 - PR11B 2 C3 -

G21 PR7A 2 T3 DQS PR11A 2 T3 DQS PR11A 2 T3 DQS

- GNDIO2 2 - - GNDIO2 2 - - GNDIO2 2 - -

F20 PR6B 2 - - PR10B 2 - - PR10B 2 - -

G20 PR5A 2 - VREF2_2 PR9A 2 - VREF2_2 PR9A 2 - VREF2_2

F22 PR4B 2 C3 - PR8B 2 C3 - PR8B 2 C3 -

F21 PR4A 2 T3 - PR8A 2 T3 - PR8A 2 T3 -

E22 PR3B 2 C RUM0_PLLC_FB_A PR7B 2 C RUM0_PLLC_FB_A PR7B 2 C RUM0_PLLC_FB_A

E21 PR3A 2 T RUM0_PLLT_FB_A PR7A 2 T RUM0_PLLT_FB_A PR7A 2 T RUM0_PLLT_FB_A

D22 PR2B 2 C3 - PR6B 2 C3 - PR6B 2 C3 -

D21 PR2A 2 T3 - PR6A 2 T3 - PR6A 2 T3 -

- GNDIO2 2 - - GNDIO2 2 - - GNDIO2 2 - -

F19 TDO - - - TDO - - - TDO - - -

E20 VCCJ - - - VCCJ - - - VCCJ - - -

D20 TDI - - - TDI - - - TDI - - -

D19 TMS - - - TMS - - - TMS - - -

D18 TCK - - - TCK - - - TCK - - -

- GNDIO1 1 - - GNDIO1 1 - - GNDIO1 1 - -

E19 - - - - PT48A 1 - - PT52A 1 - -

D17 - - - - PT47B 1 C - PT51B 1 C -

D16 - - - - PT47A 1 T DQS PT51A 1 T DQS

C16 - - - - PT46B 1 - - PT50B 1 - -

C15 - - - - PT45A 1 - - PT49A 1 - -

C17 - - - - PT44B 1 C - PT48B 1 C -

C18 PT39A 1 - - PT44A 1 T - PT48A 1 T -

C19 PT38B 1 C - PT43B 1 C - PT47B 1 C -

- GNDIO1 1 - - GNDIO1 1 - - GNDIO1 1 - -

LFXP10, LFXP15 & LFXP20 Logic Signal Connections: 388 fpBGA (Cont.)

Ball 
Number

LFXP10 LFXP15 LFXP20

Ball 
Function Bank Diff. Dual Function

Ball 
Function Bank Diff. Dual Function

Ball 
Function Bank Diff. Dual Function



4-39

Pinout Information
Lattice Semiconductor LatticeXP Family Data Sheet

C20 PT38A 1 T - PT43A 1 T - PT47A 1 T -

C21 PT37B 1 C - PT42B 1 C - PT46B 1 C -

C22 PT37A 1 T - PT42A 1 T - PT46A 1 T -

B22 PT36B 1 C - PT41B 1 C - PT45B 1 C -

A21 PT36A 1 T - PT41A 1 T - PT45A 1 T -

D15 PT35B 1 C - PT40B 1 C - PT44B 1 C -

D14 PT35A 1 T - PT40A 1 T - PT44A 1 T -

B21 PT34B 1 C VREF1_1 PT39B 1 C VREF1_1 PT43B 1 C VREF1_1

- GNDIO1 1 - - GNDIO1 1 - - GNDIO1 1 - -

A20 PT34A 1 T DQS PT39A 1 T DQS PT43A 1 T DQS

B20 PT33B 1 - - PT38B 1 - - PT42B 1 - -

A19 PT32A 1 - - PT37A 1 - - PT41A 1 - -

B19 PT31B 1 C - PT36B 1 C - PT40B 1 C -

A18 PT31A 1 T - PT36A 1 T - PT40A 1 T -

C14 PT30B 1 C - PT35B 1 C - PT39B 1 C -

C13 PT30A 1 T D0 PT35A 1 T D0 PT39A 1 T D0

B18 PT29B 1 C D1 PT34B 1 C D1 PT38B 1 C D1

A17 PT29A 1 T VREF2_1 PT34A 1 T VREF2_1 PT38A 1 T VREF2_1

B17 PT28B 1 C - PT33B 1 C - PT37B 1 C -

A16 PT28A 1 T D2 PT33A 1 T D2 PT37A 1 T D2

- GNDIO1 1 - - GNDIO1 1 - - GNDIO1 1 - -

B16 PT27B 1 C D3 PT32B 1 C D3 PT36B 1 C D3

A15 PT27A 1 T - PT32A 1 T - PT36A 1 T -

B15 PT26B 1 C - PT31B 1 C - PT35B 1 C -

A14 PT26A 1 T DQS PT31A 1 T DQS PT35A 1 T DQS

D13 PT25B 1 - - PT30B 1 - - PT34B 1 - -

D12 PT24A 1 - D4 PT29A 1 - D4 PT33A 1 - D4

B14 PT23B 1 C - PT28B 1 C - PT32B 1 C -

A13 PT23A 1 T D5 PT28A 1 T D5 PT32A 1 T D5

- GNDIO1 1 - - GNDIO1 1 - - GNDIO1 1 - -

B13 PT22B 1 C D6 PT27B 1 C D6 PT31B 1 C D6

A12 PT22A 1 T - PT27A 1 T - PT31A 1 T -

B12 PT21B 1 C D7 PT26B 1 C D7 PT30B 1 C D7

C12 PT21A 1 T - PT26A 1 T - PT30A 1 T -

C11 PT20B 0 C BUSY PT25B 0 C BUSY PT29B 0 C BUSY

- GNDIO0 0 - - GNDIO0 0 - - GNDIO0 0 - -

B11 PT20A 0 T CS1N PT25A 0 T CS1N PT29A 0 T CS1N

A11 PT19B 0 C PCLKC0_0 PT24B 0 C PCLKC0_0 PT28B 0 C PCLKC0_0

A10 PT19A 0 T PCLKT0_0 PT24A 0 T PCLKT0_0 PT28A 0 T PCLKT0_0

B10 PT18B 0 C - PT23B 0 C - PT27B 0 C -

B9 PT18A 0 T DQS PT23A 0 T DQS PT27A 0 T DQS

D11 PT17B 0 - - PT22B 0 - - PT26B 0 - -

D10 PT16A 0 - DOUT PT21A 0 - DOUT PT25A 0 - DOUT

A9 PT15B 0 C - PT20B 0 C - PT24B 0 C -

- GNDIO0 0 - - GNDIO0 0 - - GNDIO0 0 - -

C8 PT15A 0 T WRITEN PT20A 0 T WRITEN PT24A 0 T WRITEN

B8 PT14B 0 C - PT19B 0 C - PT23B 0 C -

A8 PT14A 0 T VREF1_0 PT19A 0 T VREF1_0 PT23A 0 T VREF1_0

C7 PT13B 0 C - PT18B 0 C - PT22B 0 C -
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K11 GND - - - GND - - - GND - - -

K12 GND - - - GND - - - GND - - -

K13 GND - - - GND - - - GND - - -

K14 GND - - - GND - - - GND - - -

K9 GND - - - GND - - - GND - - -

L10 GND - - - GND - - - GND - - -

L11 GND - - - GND - - - GND - - -

L12 GND - - - GND - - - GND - - -

L13 GND - - - GND - - - GND - - -

L14 GND - - - GND - - - GND - - -

L9 GND - - - GND - - - GND - - -

M10 GND - - - GND - - - GND - - -

M11 GND - - - GND - - - GND - - -

M12 GND - - - GND - - - GND - - -

M13 GND - - - GND - - - GND - - -

M14 GND - - - GND - - - GND - - -

M9 GND - - - GND - - - GND - - -

N10 GND - - - GND - - - GND - - -

N11 GND - - - GND - - - GND - - -

N12 GND - - - GND - - - GND - - -

N13 GND - - - GND - - - GND - - -

N14 GND - - - GND - - - GND - - -

N9 GND - - - GND - - - GND - - -

P10 GND - - - GND - - - GND - - -

P11 GND - - - GND - - - GND - - -

P12 GND - - - GND - - - GND - - -

P13 GND - - - GND - - - GND - - -

P14 GND - - - GND - - - GND - - -

P9 GND - - - GND - - - GND - - -

R10 GND - - - GND - - - GND - - -

R11 GND - - - GND - - - GND - - -

R12 GND - - - GND - - - GND - - -

R13 GND - - - GND - - - GND - - -

R14 GND - - - GND - - - GND - - -

H9 VCC - - - VCC - - - VCC - - -

J15 VCC - - - VCC - - - VCC - - -

J8 VCC - - - VCC - - - VCC - - -

K15 VCC - - - VCC - - - VCC - - -

K8 VCC - - - VCC - - - VCC - - -

L15 VCC - - - VCC - - - VCC - - -

L8 VCC - - - VCC - - - VCC - - -

M15 VCC - - - VCC - - - VCC - - -

M8 VCC - - - VCC - - - VCC - - -

N15 VCC - - - VCC - - - VCC - - -

N8 VCC - - - VCC - - - VCC - - -

P15 VCC - - - VCC - - - VCC - - -

P8 VCC - - - VCC - - - VCC - - -

R9 VCC - - - VCC - - - VCC - - -

G16 VCCAUX - - - VCCAUX - - - VCCAUX - - -
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D18 - - - - PT55B 1 C -

E18 - - - - PT55A 1 T -

C19 - - - - PT54B 1 C -

C18 - - - - PT54A 1 T -

C21 - - - - PT53B 1 C -

- GNDIO1 1 - - GNDIO1 1 - -

B21 - - - - PT53A 1 T -

E17 PT48B 1 C - PT52B 1 C -

E16 PT48A 1 T - PT52A 1 T -

C17 PT47B 1 C - PT51B 1 C -

D17 PT47A 1 T DQS PT51A 1 T DQS

F17 PT46B 1 - - PT50B 1 - -

F16 PT45A 1 - - PT49A 1 - -

C16 PT44B 1 C - PT48B 1 C -

D16 PT44A 1 T - PT48A 1 T -

A20 PT43B 1 C - PT47B 1 C -

- GNDIO1 1 - - GNDIO1 1 - -

B20 PT43A 1 T - PT47A 1 T -

A19 PT42B 1 C - PT46B 1 C -

B19 PT42A 1 T - PT46A 1 T -

C15 PT41B 1 C - PT45B 1 C -

D15 PT41A 1 T - PT45A 1 T -

A18 PT40B 1 C - PT44B 1 C -

B18 PT40A 1 T - PT44A 1 T -

F15 PT39B 1 C VREF1_1 PT43B 1 C VREF1_1

- GNDIO1 1 - - GNDIO1 1 - -

E15 PT39A 1 T DQS PT43A 1 T DQS

A17 PT38B 1 - - PT42B 1 - -

B17 PT37A 1 - - PT41A 1 - -

E14 PT36B 1 C - PT40B 1 C -

F14 PT36A 1 T - PT40A 1 T -

D14 PT35B 1 C - PT39B 1 C -

C14 PT35A 1 T D0 PT39A 1 T D0

A16 PT34B 1 C D1 PT38B 1 C D1

B16 PT34A 1 T VREF2_1 PT38A 1 T VREF2_1

A15 PT33B 1 C - PT37B 1 C -

B15 PT33A 1 T D2 PT37A 1 T D2

- GNDIO1 1 - - GNDIO1 1 - -

E13 PT32B 1 C D3 PT36B 1 C D3

D13 PT32A 1 T - PT36A 1 T -

C13 PT31B 1 C - PT35B 1 C -

B13 PT31A 1 T DQS PT35A 1 T DQS
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Conventional Packaging
Commercial

Part Number I/Os Voltage Grade Package Pins Temp. LUTs

LFXP3C-3Q208C 136 1.8/2.5/3.3V -3 PQFP 208 COM 3.1K

LFXP3C-4Q208C 136 1.8/2.5/3.3V -4 PQFP 208 COM 3.1K

LFXP3C-5Q208C 136 1.8/2.5/3.3V -5 PQFP 208 COM 3.1K

LFXP3C-3T144C 100 1.8/2.5/3.3V -3 TQFP 144 COM 3.1K

LFXP3C-4T144C 100 1.8/2.5/3.3V -4 TQFP 144 COM 3.1K

LFXP3C-5T144C 100 1.8/2.5/3.3V -5 TQFP 144 COM 3.1K

LFXP3C-3T100C 62 1.8/2.5/3.3V -3 TQFP 100 COM 3.1K

LFXP3C-4T100C 62 1.8/2.5/3.3V -4 TQFP 100 COM 3.1K

LFXP3C-5T100C 62 1.8/2.5/3.3V -5 TQFP 100 COM 3.1K

Part Number I/Os Voltage Grade Package Pins Temp. LUTs

LFXP6C-3F256C 188 1.8/2.5/3.3V -3 fpBGA 256 COM 5.8K

LFXP6C-4F256C 188 1.8/2.5/3.3V -4 fpBGA 256 COM 5.8K

LFXP6C-5F256C 188 1.8/2.5/3.3V -5 fpBGA 256 COM 5.8K

LFXP6C-3Q208C 142 1.8/2.5/3.3V -3 PQFP 208 COM 5.8K

LFXP6C-4Q208C 142 1.8/2.5/3.3V -4 PQFP 208 COM 5.8K

LFXP6C-5Q208C 142 1.8/2.5/3.3V -5 PQFP 208 COM 5.8K

LFXP6C-3T144C 100 1.8/2.5/3.3V -3 TQFP 144 COM 5.8K

LFXP6C-4T144C 100 1.8/2.5/3.3V -4 TQFP 144 COM 5.8K

LFXP6C-5T144C 100 1.8/2.5/3.3V -5 TQFP 144 COM 5.8K

Part Number I/Os Voltage Grade Package Pins Temp. LUTs

LFXP10C-3F388C 244 1.8/2.5/3.3V -3 fpBGA 388 COM 9.7K

LFXP10C-4F388C 244 1.8/2.5/3.3V -4 fpBGA 388 COM 9.7K

LFXP10C-5F388C 244 1.8/2.5/3.3V -5 fpBGA 388 COM 9.7K

LFXP10C-3F256C 188 1.8/2.5/3.3V -3 fpBGA 256 COM 9.7K

LFXP10C-4F256C 188 1.8/2.5/3.3V -4 fpBGA 256 COM 9.7K

LFXP10C-5F256C 188 1.8/2.5/3.3V -5 fpBGA 256 COM 9.7K
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Commercial (Cont.)

Industrial

Part Number I/Os Voltage Grade Package Pins Temp. LUTs

LFXP20E-3F484C 340 1.2V -3 fpBGA 484 COM 19.7K

LFXP20E-4F484C 340 1.2V -4 fpBGA 484 COM 19.7K

LFXP20E-5F484C 340 1.2V -5 fpBGA 484 COM 19.7K

LFXP20E-3F388C 268 1.2V -3 fpBGA 388 COM 19.7K

LFXP20E-4F388C 268 1.2V -4 fpBGA 388 COM 19.7K

LFXP20E-5F388C 268 1.2V -5 fpBGA 388 COM 19.7K

LFXP20E-3F256C 188 1.2V -3 fpBGA 256 COM 19.7K

LFXP20E-4F256C 188 1.2V -4 fpBGA 256 COM 19.7K

LFXP20E-5F256C 188 1.2V -5 fpBGA 256 COM 19.7K

Part Number I/Os Voltage Grade Package Pins Temp. LUTs

LFXP3C-3Q208I 136 1.8/2.5/3.3V -3 PQFP 208 IND 3.1K

LFXP3C-4Q208I 136 1.8/2.5/3.3V -4 PQFP 208 IND 3.1K

LFXP3C-3T144I 100 1.8/2.5/3.3V -3 TQFP 144 IND 3.1K

LFXP3C-4T144I 100 1.8/2.5/3.3V -4 TQFP 144 IND 3.1K

LFXP3C-3T100I 62 1.8/2.5/3.3V -3 TQFP 100 IND 3.1K

LFXP3C-4T100I 62 1.8/2.5/3.3V -4 TQFP 100 IND 3.1K

Part Number I/Os Voltage Grade Package Pins Temp. LUTs

LFXP6C-3F256I 188 1.8/2.5/3.3V -3 fpBGA 256 IND 5.8K

LFXP6C-4F256I 188 1.8/2.5/3.3V -4 fpBGA 256 IND 5.8K

LFXP6C-3Q208I 142 1.8/2.5/3.3V -3 PQFP 208 IND 5.8K

LFXP6C-4Q208I 142 1.8/2.5/3.3V -4 PQFP 208 IND 5.8K

LFXP6C-3T144I 100 1.8/2.5/3.3V -3 TQFP 144 IND 5.8K

LFXP6C-4T144I 100 1.8/2.5/3.3V -4 TQFP 144 IND 5.8K

Part Number I/Os Voltage Grade Package Pins Temp. LUTs

LFXP10C-3F388I 244 1.8/2.5/3.3V -3 fpBGA 388 IND 9.7K

LFXP10C-4F388I 244 1.8/2.5/3.3V -4 fpBGA 388 IND 9.7K

LFXP10C-3F256I 188 1.8/2.5/3.3V -3 fpBGA 256 IND 9.7K

LFXP10C-4F256I 188 1.8/2.5/3.3V -4 fpBGA 256 IND 9.7K
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Industrial (Cont.)

Part Number I/Os Voltage Grade Package Pins Temp. LUTs

LFXP15E-3F484I 300 1.2V -3 fpBGA 484 IND 15.5K

LFXP15E-4F484I 300 1.2V -4 fpBGA 484 IND 15.5K

LFXP15E-3F388I 268 1.2V -3 fpBGA 388 IND 15.5K

LFXP15E-4F388I 268 1.2V -4 fpBGA 388 IND 15.5K

LFXP15E-3F256I 188 1.2V -3 fpBGA 256 IND 15.5K

LFXP15E-4F256I 188 1.2V -4 fpBGA 256 IND 15.5K

Part Number I/Os Voltage Grade Package Pins Temp. LUTs

LFXP20E-3F484I 340 1.2V -3 fpBGA 484 IND 19.7K

LFXP20E-4F484I 340 1.2V -4 fpBGA 484 IND 19.7K

LFXP20E-3F388I 268 1.2V -3 fpBGA 388 IND 19.7K

LFXP20E-4F388I 268 1.2V -4 fpBGA 388 IND 19.7K

LFXP20E-3F256I 188 1.2V -3 fpBGA 256 IND 19.7K

LFXP20E-4F256I 188 1.2V -4 fpBGA 256 IND 19.7K


