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Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.

Details

Product Status Obsolete

Number of LABs/CLBs -

Number of Logic Elements/Cells 15000

Total RAM Bits 331776

Number of I/O 268

Number of Gates -

Voltage - Supply 1.14V ~ 1.26V

Mounting Type Surface Mount

Operating Temperature 0°C ~ 85°C (TJ)

Package / Case 388-BBGA

Supplier Device Package 388-FPBGA (23x23)
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Table 2-1. Slice Signal Descriptions

Modes of Operation
Each Slice is capable of four modes of operation: Logic, Ripple, RAM and ROM. The Slice in the PFF is capable of 
all modes except RAM. Table 2-2 lists the modes and the capability of the Slice blocks.

Table 2-2. Slice Modes

Logic Mode: In this mode, the LUTs in each Slice are configured as 4-input combinatorial lookup tables. A LUT4 
can have 16 possible input combinations. Any logic function with four inputs can be generated by programming this 
lookup table. Since there are two LUT4s per Slice, a LUT5 can be constructed within one Slice. Larger lookup 
tables such as LUT6, LUT7 and LUT8 can be constructed by concatenating other Slices.

Ripple Mode: Ripple mode allows the efficient implementation of small arithmetic functions. In ripple mode, the fol-
lowing functions can be implemented by each Slice:

• Addition 2-bit 
• Subtraction 2-bit 
• Add/Subtract 2-bit using dynamic control
• Up counter 2-bit 
• Down counter 2-bit 
• Ripple mode multiplier building block
• Comparator functions of A and B inputs

- A greater-than-or-equal-to B
- A not-equal-to B
- A less-than-or-equal-to B

Two additional signals: Carry Generate and Carry Propagate are generated per Slice in this mode, allowing fast 
arithmetic functions to be constructed by concatenating Slices.

RAM Mode: In this mode, distributed RAM can be constructed using each LUT block as a 16x1-bit memory. 
Through the combination of LUTs and Slices, a variety of different memories can be constructed. 

Function Type Signal Names Description

Input Data signal A0, B0, C0, D0 Inputs to LUT4

Input Data signal A1, B1, C1, D1 Inputs to LUT4

Input Multi-purpose M0 Multipurpose Input

Input Multi-purpose M1 Multipurpose Input

Input Control signal CE Clock Enable

Input Control signal LSR Local Set/Reset

Input Control signal CLK System Clock

Input Inter-PFU signal FCIN Fast Carry In1 

Output Data signals F0, F1 LUT4 output register bypass signals

Output Data signals Q0, Q1 Register Outputs

Output Data signals OFX0 Output of a LUT5 MUX

Output Data signals OFX1 Output of a LUT6, LUT7, LUT82 MUX depending on the slice

Output Inter-PFU signal FCO For the right most PFU the fast carry chain output1

1. See Figure 2-2 for connection details.
2. Requires two PFUs.

Logic Ripple RAM ROM

PFU Slice LUT 4x2 or LUT 5x1 2-bit Arithmetic Unit SP 16x2 ROM 16x1 x 2

PFF Slice LUT 4x2 or LUT 5x1 2-bit Arithmetic Unit N/A ROM 16x1 x 2
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Figure 2-15. Memory Core Reset

For further information on sysMEM EBR block, see the details of additional technical documentation at the end of 
this data sheet.

EBR Asynchronous Reset 
EBR asynchronous reset or GSR (if used) can only be applied if all clock enables are low for a clock cycle before the 
reset is applied and released a clock cycle after the reset is released, as shown in Figure 2-16.  The GSR input to the 
EBR is always asynchronous.

Figure 2-16. EBR Asynchronous Reset (Including GSR) Timing Diagram

If all clock enables remain enabled, the EBR asynchronous reset or GSR may only be applied and released after 
the EBR read and write clock inputs are in a steady state condition for a minimum of 1/fMAX (EBR clock).  The reset 
release must adhere to the EBR synchronous reset setup time before the next active read or write clock edge.

If an EBR is pre-loaded during configuration, the GSR input must be disabled or the release of the GSR during 
device Wake Up must occur before the release of the device I/Os becoming active.

These instructions apply to all EBR RAM and ROM implementations. 

Note that there are no reset restrictions if the EBR synchronous reset is used and the EBR GSR input is disabled.

Programmable I/O Cells (PICs)
Each PIC contains two PIOs connected to their respective sysIO Buffers which are then connected to the PADs as 
shown in Figure 2-17. The PIO Block supplies the output data (DO) and the Tri-state control signal (TO) to sysIO 
buffer, and receives input from the buffer. 

QSET
D

LCLR

Output Data
 Latches

Memory Core Port A[17:0]

QSET
D Port B[17:0]

RSTB

GSRN

Programmable Disable

RSTA
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Clock 
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Polarity Control Logic
In a typical DDR Memory interface design, the phase relation between the incoming delayed DQS strobe and the 
internal system Clock (during the READ cycle) is unknown.

The LatticeXP family contains dedicated circuits to transfer data between these domains. To prevent setup and 
hold violations at the domain transfer between DQS (delayed) and the system Clock a clock polarity selector is 
used. This changes the edge on which the data is registered in the synchronizing registers in the input register 
block. This requires evaluation at the start of the each READ cycle for the correct clock polarity. 

Prior to the READ operation in DDR memories DQS is in tristate (pulled by termination). The DDR memory device 
drives DQS low at the start of the preamble state. A dedicated circuit detects this transition. This signal is used to 
control the polarity of the clock to the synchronizing registers. 

sysIO Buffer
Each I/O is associated with a flexible buffer referred to as a sysIO buffer. These buffers are arranged around the 
periphery of the device in eight groups referred to as Banks. The sysIO buffers allow users to implement the wide 
variety of standards that are found in today’s systems including LVCMOS, SSTL, HSTL, LVDS and LVPECL. 

sysIO Buffer Banks
LatticeXP devices have eight sysIO buffer banks; each is capable of supporting multiple I/O standards. Each sysIO 
bank has its own I/O supply voltage (VCCIO), and two voltage references VREF1 and VREF2 resources allowing each 
bank to be completely independent from each other. Figure 2-28 shows the eight banks and their associated sup-
plies. 

In the LatticeXP devices, single-ended output buffers and ratioed input buffers (LVTTL, LVCMOS, PCI and PCI-X) are 
powered using VCCIO. LVTTL, LVCMOS33, LVCMOS25 and LVCMOS12 can also be set as a fixed threshold input 
independent of VCCIO. In addition to the bank VCCIO supplies, the LatticeXP devices have a VCC core logic power sup-
ply, and a VCCAUX supply that power all differential and referenced buffers. 

Each bank can support up to two separate VREF voltages, VREF1 and VREF2 that set the threshold for the refer-
enced input buffers. In the LatticeXP devices, a dedicated pin in a bank can be configured to be a reference voltage 
supply pin. Each I/O is individually configurable based on the bank’s supply and reference voltages.
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master serial clock is 2.5MHz. Table 2-10 lists all the available Master Serial Clock frequencies. When a different 
Master Serial Clock is selected during the design process, the following sequence takes place:

1. User selects a different Master Serial Clock frequency for configuration.

2. During configuration the device starts with the default (2.5MHz) Master Serial Clock frequency. 

3. The clock configuration settings are contained in the early configuration bit stream.

4. The Master Serial Clock frequency changes to the selected frequency once the clock configuration bits are 
received.

For further information on the use of this oscillator for configuration, please see details of additional technical docu-
mentation at the end of this data sheet. 

Table 2-10. Selectable Master Serial Clock (CCLK) Frequencies During Configuration 

Density Shifting
The LatticeXP family has been designed to ensure that different density devices in the same package have the 
same pin-out. Furthermore, the architecture ensures a high success rate when performing design migration from 
lower density parts to higher density parts. In many cases, it is also possible to shift a lower utilization design tar-
geted for a high-density device to a lower density device. However, the exact details of the final resource utilization 
will impact the likely success in each case.

CCLK (MHz) CCLK (MHz) CCLK (MHz)

2.51 13 45

4.3 15 51

5.4 20 55

6.9 26 60

8.1 30 130

9.2 34 —

10.0 41 —

1. Default
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Supply Current (Standby)1, 2, 3, 4

Over Recommended Operating Conditions

Symbol Parameter Device Typ.5 Units

ICC Core Power Supply

LFXP3E 15 mA

LFXP6E 20 mA

LFXP10E 35 mA

LFXP15E 45 mA

LFXP20E 55 mA

LFXP3C 35 mA

LFXP6C 40 mA

LFXP10C 70 mA

LFXP15C  80 mA

LFXP20C  90 mA

ICCP
PLL Power Supply 
(per PLL) All 8 mA

ICCAUX
Auxiliary Power Supply 
VCCAUX = 3.3V

LFXP3E/C 22 mA 

LFXP6E/C 22 mA

LFXP10E/C 30 mA

LFXP15E/C 30 mA

LFXP20E/C 30 mA

ICCIO Bank Power Supply6 All 2 mA

ICCJ VCCJ Power Supply All 1 mA

1. For further information on supply current, please see details of additional technical documentation at the end of this data sheet.
2. Assumes all outputs are tristated, all inputs are configured as LVCMOS and held at the VCCIO or GND.
3. Frequency 0MHz.
4. User pattern: blank.
5. TA=25°C, power supplies at nominal voltage.
6. Per bank.
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sysIO Recommended Operating Conditions
VCCIO VREF (V)

Standard Min. Typ. Max. Min. Typ. Max.

LVCMOS 3.3 3.135 3.3 3.465 — — —

LVCMOS 2.5 2.375 2.5 2.625 — — —

LVCMOS 1.8 1.71 1.8 1.89 — — —

LVCMOS 1.5 1.425 1.5 1.575 — — —

LVCMOS 1.2 1.14 1.2 1.26 — — —

LVTTL 3.135 3.3 3.465 — — —

PCI33 3.135 3.3 3.465 — — —

SSTL18 Class I 1.71 1.8 1.89 0.833 0.9 0.969

SSTL2 Class I, II 2.375 2.5 2.625 1.15 1.25 1.35

SSTL3 Class I, II 3.135 3.3 3.465 1.3 1.5 1.7

HSTL15 Class I 1.425 1.5 1.575 0.68 0.75 0.9

HSTL15 Class III 1.425 1.5 1.575 — 0.9 —

HSTL 18 Class I, II 1.71 1.8 1.89 — 0.9 —

HSTL 18 Class III 1.71 1.8 1.89 — 1.08 —

LVDS 2.375 2.5 2.625 — — —

LVPECL1 3.135 3.3 3.465 — — —

BLVDS1 2.375 2.5 2.625 — — —

1. Inputs on chip. Outputs are implemented with the addition of external resistors.
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Derating Logic Timing
Logic timing provided in the following sections of this data sheet and in the ispLEVER design tools are worst case 
numbers in the operating range. Actual delays at nominal temperature and voltage for best-case process can be 
much better than the values given in the tables. The ispLEVER design tool from Lattice can provide logic timing 
numbers at a particular temperature and voltage.



3-27

DC and Switching Characteristics
Lattice Semiconductor LatticeXP Family Data Sheet

Flash Download Time

JTAG Port Timing Specifications
Over Recommended Operating Conditions

Figure 3-12. JTAG Port Timing Waveforms

Symbol Parameter Min. Typ. Max. Units

tREFRESH

PROGRAMN Low-to-
High. Transition to Done 
High.

LFXP3 — 1.1 1.7 ms

LFXP6 — 1.4 2.0 ms

LFXP10 — 0.9 1.5 ms

LFXP15 — 1.1 1.7 ms

LFXP20 — 1.3 1.9 ms

Symbol Parameter Min. Max. Units

fMAX  — 25 MHz

tBTCP TCK [BSCAN] clock pulse width 40 — ns

tBTCPH TCK [BSCAN] clock pulse width high 20 — ns

tBTCPL TCK [BSCAN] clock pulse width low 20 — ns

tBTS TCK [BSCAN] setup time 10 — ns

tBTH TCK [BSCAN] hold time 8 — ns

tBTRF TCK [BSCAN] rise/fall time 50 — ns

tBTCO TAP controller falling edge of clock to valid output — 10 ns

tBTCODIS TAP controller falling edge of clock to valid disable — 10 ns

tBTCOEN TAP controller falling edge of clock to valid enable — 10 ns

tBTCRS BSCAN test capture register setup time 8 — ns

tBTCRH BSCAN test capture register hold time 25 — ns

tBUTCO BSCAN test update register, falling edge of clock to valid output — 25 ns

tBTUODIS BSCAN test update register, falling edge of clock to valid disable — 25 ns

tBTUPOEN BSCAN test update register, falling edge of clock to valid enable — 25 ns

Timing v.F0.11

TMS

TDI

TCK

TDO

Data to be
captured
from I/O

Data to be
driven out

to I/O

ataD dilaVataD dilaV

ataD dilaVataD dilaV

Data Captured

tBTCPH tBTCPL

tBTCOEN

tBTCRS

tBTUPOEN tBUTCO tBTUODIS

tBTCRH

tBTCO tBTCODIS

tBTS tBTH

tBTCP
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Switching Test Conditions
Figure 3-13 shows the output test load that is used for AC testing. The specific values for resistance, capacitance, 
voltage, and other test conditions are shown in Figure 3-5.

Figure 3-13. Output Test Load, LVTTL and LVCMOS Standards

Table 3-5. Test Fixture Required Components, Non-Terminated Interfaces

Test Condition R1 CL Timing Ref. VT

LVTTL and other LVCMOS settings (L -> H, H -> L)  0pF

LVCMOS 3.3 = 1.5V —

LVCMOS 2.5 = VCCIO/2 —

LVCMOS 1.8 = VCCIO/2 —

LVCMOS 1.5 = VCCIO/2 —

LVCMOS 1.2 = VCCIO/2 —

LVCMOS 2.5 I/O (Z -> H)

188 0pF

VCCIO/2 VOL

LVCMOS 2.5 I/O (Z -> L) VCCIO/2 VOH

LVCMOS 2.5 I/O (H -> Z) VOH - 0.15 VOL

LVCMOS 2.5 I/O (L -> Z) VOL + 0.15 VOH

Note: Output test conditions for all other interfaces are determined by the respective standards.

DUT 

VT

R1 

CL  

Test Point
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Signal Descriptions 
Signal Name I/O Descriptions

General Purpose

P[Edge] [Row/Column Number*]_[A/B] I/O

[Edge] indicates the edge of the device on which the pad is located. Valid 
edge designations are L (Left), B (Bottom), R (Right), T (Top). 

[Row/Column Number] indicates the PFU row or the column of the device on 
which the PIC exists. When Edge is T (Top) or (Bottom), only need to specify 
Row Number. When Edge is L (Left) or R (Right), only need to specify Col-
umn Number. 

[A/B] indicates the PIO within the PIC to which the pad is connected. 

Some of these user programmable pins are shared with special function pins. 
These pin when not used as special purpose pins can be programmed as I/
Os for user logic. 

During configuration, the user-programmable I/Os are tri-stated with an inter-
nal pull-up resistor enabled. If any pin is not used (or not bonded to a pack-
age pin), it is also tri-stated with an internal pull-up resistor enabled after 
configuration.

GSRN I Global RESET signal. (Active low). Any I/O pin can be configured to be 
GSRN.

NC — No connect.

GND — GND - Ground. Dedicated Pins.

VCC — VCC - The power supply pins for core logic. Dedicated Pins.

VCCAUX — VCCAUX - The Auxiliary power supply pin. It powers all the differential and ref-
erenced input buffers. Dedicated Pins.

VCCP0 — Voltage supply pins for ULM0PLL (and LLM1PLL1).

VCCP1 — Voltage supply pins for URM0PLL (and LRM1PLL1).

GNDP0 — Ground pins for ULM0PLL (and LLM1PLL1).

GNDP1 — Ground pins for URM0PLL (and LRM1PLL1).

VCCIOx — VCCIO - The power supply pins for I/O bank x. Dedicated Pins.

VREF1(x), VREF2(x) — Reference supply pins for I/O bank x. Pre-determined pins in each bank are 
assigned as VREF inputs. When not used, they may be used as I/O pins.

PLL and Clock Functions (Used as user programmable I/O pins when not in use for PLL or clock pins)

[LOC][num]_PLL[T, C]_IN_A — Reference clock (PLL) input Pads: ULM, LLM, URM, LRM, num = row from 
center, T = true and C = complement, index A, B, C...at each side.

[LOC][num]_PLL[T, C]_FB_A — Optional feedback (PLL) input Pads: ULM, LLM, URM, LRM, num = row from 
center, T = true and C = complement, index A, B, C...at each side.

PCLK[T, C]_[n:0]_[3:0] — Primary Clock Pads, T = true and C = complement, n per side, indexed by 
bank and 0,1, 2, 3 within bank.

[LOC]DQS[num] — DQS input Pads: T (Top), R (Right), B (Bottom), L (Left), DQS, num = Ball 
function number. Any pad can be configured to be DQS output.

LatticeXP Family Data Sheet
Pinout Information
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Test and Programming (Dedicated pins. Pull-up is enabled on input pins during configuration.)

TMS I Test Mode Select input, used to control the 1149.1 state machine. 

TCK I Test Clock input pin, used to clock the 1149.1 state machine.

TDI I

Test Data in pin, used to load data into device using 1149.1 state machine. 
After power-up, this TAP port can be activated for configuration by sending 
appropriate command. (Note: once a configuration port is selected it is 
locked. Another configuration port cannot be selected until the power-up 
sequence).

TDO O Output pin -Test Data out pin used to shift data out of device using 1149.1.

VCCJ — VCCJ - The power supply pin for JTAG Test Access Port.

Configuration Pads (used during sysCONFIG)

CFG[1:0] I Mode pins used to specify configuration modes values latched on rising edge 
of INITN. During configuration, a pull-up is enabled. 

INITN I/O
Open Drain pin - Indicates the FPGA is ready to be configured. During con-
figuration, a pull-up is enabled. If CFG1 and CFG0 are high (SDM) then this 
pin is pulled low.

PROGRAMN I Initiates configuration sequence when asserted low. This pin always has an 
active pull-up.

DONE I/O Open Drain pin - Indicates that the configuration sequence is complete, and 
the startup sequence is in progress.

CCLK I/O Configuration Clock for configuring an FPGA in sysCONFIG mode.

BUSY I/O Generally not used. After configuration it is a user-programmable I/O pin.

CSN I sysCONFIG chip select (Active low). During configuration, a pull-up is 
enabled. After configuration it is user a programmable I/O pin.

CS1N I sysCONFIG chip select (Active Low). During configuration, a pull-up is 
enabled. After configuration it is user programmable I/O pin

WRITEN I Write Data on Parallel port (Active low). After configuration it is a user pro-
grammable I/O pin

D[7:0] I/O sysCONFIG Port Data I/O. After configuration these are user programmable
I/O pins.

DOUT, CSON O Output for serial configuration data (rising edge of CCLK) when using sys-
CONFIG port. After configuration, it is a user-programmable I/O pin.

DI I
Input for serial configuration data (clocked with CCLK) when using sysCON-
FIG port. During configuration, a pull-up is enabled. After configuration it is a 
user-programmable I/O pin. 

SLEEPN2 I

Sleep Mode pin - Active low sleep pin.þ When this pin is held high, the device 
operates normally.þ When driven low, the device moves into Sleep Mode 
after a specified time.This pin has a weak internal pull-up, but when not used 
an external pull-up to VCC is recommended.

TOE3 I
Test Output Enable tri-states all I/O pins when driven low. This pin has a 
weak internal pull-up, but when not used an external pull-up to VCC is recom-
mended.

1. Applies toþ LFXP10, LFXP15 and LFXP20 only.
2. Applies to LFXP “C” devices only. 
3. Applies to LFXP “E” devices only.

Signal Descriptions (Cont.)
Signal Name I/O Descriptions
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Pin Information Summary1 (Cont.)

XP10 XP15 XP20

Pin Type 256 fpBGA 388 fpBGA 256 fpBGA 388 fpBGA 484 fpBGA 256 fpBGA 388 fpBGA 484 fpBGA

Single Ended User I/O 188 244 188 268 300 188 268 340

Differential Pair User I/O2 76 104 76 112 128 76 112 144

Configuration
Dedicated 11 11 11 11 11 11 11 11

Muxed 14 14 14 14 14 14 14 14

TAP 5 5 5 5 5 5 5 5

Dedicated 
(total without supplies) 6 6 6 6 6 6 6 6

VCC 8 14 8 14 28 8 14 28

VCCAUX 4 4 4 4 12 4 4 12

VCCPLL 2 2 2 2 2 2 2 2

VCCIO

Bank0 2 5 2 5 4 2 5 4

Bank1 2 5 2 5 4 2 5 4

Bank2 2 4 2 4 4 2 4 4

Bank3 2 4 2 4 4 2 4 4

Bank4 2 5 2 5 4 2 5 4

Bank5 2 5 2 5 4 2 5 4

Bank6 2 4 2 4 4 2 4 4

Bank7 2 4 2 4 4 2 4 4

GND 24 50 24 50 56 24 50 56

GNDPLL 2 2 2 2 2 2 2 2

NC 0 24 0 0 40 0 0 0

Single Ended/
Differential I/O 
per Bank2

Bank0 26/11 33/14 26/11 39/16 40/17 26/11 39/16 47/20

Bank1 26/11 33/14 26/11 39/16 40/17 26/11 39/16 47/20

Bank2 21/8 28/12 21/8 28/12 35/15 21/8 28/12 38/16

Bank3 21/8 28/12 21/8 28/12 35/15 21/8 28/12 38/16

Bank4 26/11 33/14 26/11 39/16 40/17 26/11 39/16 47/20

Bank5 26/11 33/14 26/11 39/16 40/17 26/11 39/16 47/20

Bank6 21/8 28/12 21/8 28/12 35/15 21/8 28/12 38/16

Bank7 21/8 28/12 21/8 28/12 35/15 21/8 28/12 38/16

VCCJ 1 1 1 1 1 1 1 1

1. During configuration the user-programmable I/Os are tri-stated with an internal pull-up resistor enabled. If any pin is not used (or not bonded 
to a package pin), it is also tri-stated with an internal pull-up resistor enabled after configuration.

2. The differential I/O per bank includes both dedicated LVDS and emulated LVDS pin pairs. Please see the Logic Signal Connections table for 
more information.
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LFXP6 & LFXP10 Logic Signal Connections: 256 fpBGA 

Ball 
Number

LFXP6 LFXP10

Ball 
Function Bank Differential

Dual 
Function

Ball 
Function Bank Differential

Dual 
Function

C2 PROGRAMN 7 - - PROGRAMN 7 - -

C1 CCLK 7 - - CCLK 7 - -

- GNDIO7 7 - - GNDIO7 7 - -

D2 PL3A 7 T LUM0_PLLT_FB_A PL3A 7 T LUM0_PLLT_FB_A

D3 PL3B 7 C LUM0_PLLC_FB_A PL3B 7 C LUM0_PLLC_FB_A

D1 PL2A 7 T3 - PL5A 7 - -

E2 PL5A 7 - VREF1_7 PL6B 7 - VREF1_7

- GNDIO7 7 - - GNDIO7 7 - -

E1 PL7A 7 T3 DQS PL7A 7 T3 DQS

F1 PL7B 7 C3 - PL7B 7 C3 -

E3 PL12A 7 T - PL8A 7 T -

F4 PL12B 7 C - PL8B 7 C -

F3 PL4A 7 T3 - PL9A 7 T3 -

F2 PL4B 7 C3 - PL9B 7 C3 -

- GNDIO7 7 - - GNDIO7 7 - -

G1 PL2B 7 C3 - PL11B 7 - -

G3 PL8A 7 T LUM0_PLLT_IN_A PL12A 7 T LUM0_PLLT_IN_A

G2 PL8B 7 C LUM0_PLLC_IN_A PL12B 7 C LUM0_PLLC_IN_A

H1 PL9A 7 T3 - PL13A 7 T3 -

H2 PL9B 7 C3 - PL13B 7 C3 -

G4 PL6B 7 - VREF2_7 PL14A 7 - VREF2_7

G5 PL14A 7 - - PL15B 7 - -

- GNDIO7 7 - - GNDIO7 7 - -

J1 PL11A 7 T3 - PL16A 7 T3 DQS

J2 PL11B 7 C3 - PL16B 7 C3 -

H3 PL13A 7 T3 - PL18A 7 T3 -

J3 PL13B 7 C3 - PL18B 7 C3 -

H4 VCCP0 - - - VCCP0 - - -

H5 GNDP0 - - - GNDP0 - - -

K1 PL17A 6 T PCLKT6_0 PL20A 6 T PCLKT6_0

K2 PL17B 6 C PCLKC6_0 PL20B 6 C PCLKC6_0

- GNDIO6 6 - - GNDIO6 6 - -

J4 PL15B 6 - - PL22A 6 - -

J5 PL22A 6 - VREF1_6 PL23B 6 - VREF1_6

L1 PL16A 6 T3 - PL24A 6 T3 DQS

L2 PL16B 6 C3 - PL24B 6 C3 -

M1 PL18A 6 T3 - PL25A 6 T LLM0_PLLT_IN_A

M2 PL18B 6 C3 - PL25B 6 C LLM0_PLLC_IN_A

K3 PL19A 6 T3 - PL26A 6 T3 -

- GNDIO6 6 - - GNDIO6 6 - -

L3 PL19B 6 C3 - PL26B 6 C3 -

L4 PL21A 6 T3 - PL28A 6 - -
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K4 PL20A 6 T - PL29A 6 T -

K5 PL20B 6 C - PL29B 6 C -

- GNDIO6 6 - - GNDIO6 6 - -

N1 PL23B 6 - VREF2_6 PL31A 6 - VREF2_6

N2 PL21B 6 C3 - PL32B 6 - -

P1 PL24A 6 T3 DQS PL33A 6 T3 DQS

P2 PL24B 6 C3 - PL33B 6 C3 -

L5 PL25A 6 T - PL34A 6 T LLM0_PLLT_FB_A

M6 PL25B 6 C - PL34B 6 C LLM0_PLLC_FB_A

M3 PL26A 6 T3 - PL35A 6 T3 -

- GNDIO6 6 - - GNDIO6 6 - -

N3 PL26B 6 C3 - PL35B 6 C3 -

P4 SLEEPN1/TOE2 - - - SLEEPN1/TOE2 - - -

P3 INITN 5 - - INITN 5 - -

- GNDIO5 5 - - GNDIO5 5 - -

R4 PB2A 5 T - PB6A 5 T -

N5 PB2B 5 C - PB6B 5 C -

- GNDIO5 5 - - GNDIO5 5 - -

P5 PB5B 5 - VREF1_5 PB7A 5 T VREF1_5

R1 PB3B 5 C - PB7B 5 C -

N6 PB4A 5 - - PB8A 5 - -

M7 PB3A 5 T - PB9B 5 - -

R2 PB6A 5 T DQS PB10A 5 T DQS

T2 PB6B 5 C - PB10B 5 C -

R3 PB7A 5 T - PB11A 5 T -

T3 PB7B 5 C - PB11B 5 C -

- GNDIO5 5 - - GNDIO5 5 - -

T4 PB8A 5 T - PB12A 5 T -

R5 PB8B 5 C VREF2_5 PB12B 5 C VREF2_5

N7 PB9A 5 T - PB13A 5 T -

M8 PB9B 5 C - PB13B 5 C -

T5 PB10A 5 T - PB14A 5 T -

P6 PB10B 5 C - PB14B 5 C -

T6 PB11A 5 T - PB15A 5 T -

R6 PB11B 5 C - PB15B 5 C -

- GNDIO5 5 - - GNDIO5 5 - -

P7 PB12A 5 - - PB16A 5 - -

N8 PB13B 5 - - PB17B 5 - -

R7 PB14A 5 T DQS PB18A 5 T DQS

T7 PB14B 5 C - PB18B 5 C -

P8 PB15A 5 T - PB19A 5 T -

T8 PB15B 5 C - PB19B 5 C -

LFXP6 & LFXP10 Logic Signal Connections: 256 fpBGA (Cont.)

Ball 
Number

LFXP6 LFXP10

Ball 
Function Bank Differential

Dual 
Function

Ball 
Function Bank Differential

Dual 
Function
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LFXP15 & LFXP20 Logic Signal Connections: 256 fpBGA 

Ball 
Number

LFXP15 LFXP20

Ball 
Function Bank Differential

Dual 
Function

Ball 
Function Bank Differential

Dual 
Function

C2 PROGRAMN 7 - - PROGRAMN 7 - -

C1 CCLK 7 - - CCLK 7 - -

- GNDIO7 7 - - GNDIO7 7 - -

- GNDIO7 7 - - GNDIO7 7 - -

D2 PL7A 7 T LUM0_PLLT_FB_A PL7A 7 T LUM0_PLLT_FB_A

D3 PL7B 7 C LUM0_PLLC_FB_A PL7B 7 C LUM0_PLLC_FB_A

D1 PL9A 7 - - PL9A 7 - -

E2 PL10B 7 - VREF1_7 PL10B 7 - VREF1_7

E1 PL11A 7 T3 DQS PL11A 7 T3 DQS

F1 PL11B 7 C3 - PL11B 7 C3 -

- GNDIO7 7 - - GNDIO7 7 - -

E3 PL12A 7 T - PL12A 7 T -

F4 PL12B 7 C - PL12B 7 C -

F3 PL13A 7 T3 - PL13A 7 T3 -

F2 PL13B 7 C3 - PL13B 7 C3 -

G1 PL15B 7 - - PL15B 7 - -

- GNDIO7 7 - - GNDIO7 7 - -

G3 PL16A 7 T LUM0_PLLT_IN_A PL16A 7 T LUM0_PLLT_IN_A

G2 PL16B 7 C LUM0_PLLC_IN_A PL16B 7 C LUM0_PLLC_IN_A

H1 PL17A 7 T3 - PL17A 7 T3 -

H2 PL17B 7 C3 - PL17B 7 C3 -

G4 PL18A 7 - VREF2_7 PL18A 7 - VREF2_7

G5 PL19B 7 - - PL19B 7 - -

J1 PL20A 7 T3 DQS PL20A 7 T3 DQS

- GNDIO7 7 - - GNDIO7 7 - -

J2 PL20B 7 C3 - PL20B 7 C3 -

H3 PL22A 7 T3 - PL22A 7 T3 -

J3 PL22B 7 C3 - PL22B 7 C3 -

H4 VCCP0 - - - VCCP0 - - -

H5 GNDP0 - - - GNDP0 - - -

K1 PL24A 6 T PCLKT6_0 PL28A 6 T PCLKT6_0

- GNDIO6 6 - - GNDIO6 6 - -

K2 PL24B 6 C PCLKC6_0 PL28B 6 C PCLKC6_0

J4 PL26A 6 - - PL30A 6 - -

J5 PL27B 6 - VREF1_6 PL31B 6 - VREF1_6

L1 PL28A 6 T3 DQS PL32A 6 T3 DQS

L2 PL28B 6 C3 - PL32B 6 C3 -

- GNDIO6 6 - - GNDIO6 6 - -

M1 PL29A 6 T LLM0_PLLT_IN_A PL33A 6 T LLM0_PLLT_IN_A

M2 PL29B 6 C LLM0_PLLC_IN_A PL33B 6 C LLM0_PLLC_IN_A

K3 PL30A 6 T3 - PL34A 6 T3 -

L3 PL30B 6 C3 - PL34B 6 C3 -
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P16 PR37B 3 C3 - PR41B 3 C3 -

R16 PR37A 3 T3 DQS PR41A 3 T3 DQS

M15 PR36B 3 - - PR40B 3 - -

N14 PR35A 3 - VREF1_3 PR39A 3 - VREF1_3

- GNDIO3 3 - - GNDIO3 3 - -

M14 PR33B 3 C - PR37B 3 C -

L13 PR33A 3 T - PR37A 3 T -

L15 PR32B 3 C3 - PR36B 3 C3 -

L14 PR32A 3 T3 - PR36A 3 T3 -

L12 PR30A 3 - - PR34A 3 - -

M16 PR29B 3 C RLM0_PLLC_IN_A PR33B 3 C RLM0_PLLC_IN_A

N16 PR29A 3 T RLM0_PLLT_IN_A PR33A 3 T RLM0_PLLT_IN_A

- GNDIO3 3 - - GNDIO3 3 - -

K14 PR28B 3 C3 - PR32B 3 C3 -

K15 PR28A 3 T3 DQS PR32A 3 T3 DQS

K12 PR27B 3 - - PR31B 3 - -

K13 PR26A 3 - VREF2_3 PR30A 3 - VREF2_3

L16 PR25B 3 C3 - PR29B 3 C3 -

K16 PR25A 3 T3 - PR29A 3 T3 -

- GNDIO3 3 - - GNDIO3 3 - -

J15 PR23B 3 C3 - PR27B 3 C3 -

J14 PR23A 3 T3 - PR27A 3 T3 -

J13 GNDP1 - - - GNDP1 - - -

J12 VCCP1 - - - VCCP1 - - -

- GNDIO2 2 - - GNDIO2 2 - -

J16 PR21B 2 C PCLKC2_0 PR21B 2 C PCLKC2_0

H16 PR21A 2 T PCLKT2_0 PR21A 2 T PCLKT2_0

H13 PR20B 2 C3 - PR20B 2 C3 -

H12 PR20A 2 T3 DQS PR20A 2 T3 DQS

H15 PR19B 2 - - PR19B 2 - -

H14 PR18A 2 - VREF1_2 PR18A 2 - VREF1_2

- GNDIO2 2 - - GNDIO2 2 - -

G15 PR17B 2  C3 - PR17B 2 C3 -

G14 PR17A 2 T3 - PR17A 2 T3 -

G16 PR16B 2 C RUM0_PLLC_IN_A PR16B 2 C RUM0_PLLC_IN_A

F16 PR16A 2 T RUM0_PLLT_IN_A PR16A 2 T RUM0_PLLT_IN_A

G13 PR15B 2 - - PR15B 2 - -

- GNDIO2 2 - - GNDIO2 2 - -

G12 PR12B 2 C - PR12B 2 C -

F13 PR12A 2 T - PR12A 2 T -

B16 PR11B 2 C3 - PR11B 2 C3 -

C16 PR11A 2 T3 DQS PR11A 2 T3 DQS

LFXP15 & LFXP20 Logic Signal Connections: 256 fpBGA (Cont.)

Ball 
Number

LFXP15 LFXP20

Ball 
Function Bank Differential

Dual 
Function

Ball 
Function Bank Differential

Dual 
Function
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G10 GND - - - GND - - -

G7 GND - - - GND - - -

G8 GND - - - GND - - -

G9 GND - - - GND - - -

H10 GND - - - GND - - -

H7 GND - - - GND - - -

H8 GND - - - GND - - -

H9 GND - - - GND - - -

J10 GND - - - GND - - -

J7 GND - - - GND - - -

J8 GND - - - GND - - -

J9 GND - - - GND - - -

K10 GND - - - GND - - -

K7 GND - - - GND - - -

K8 GND - - - GND - - -

K9 GND - - - GND - - -

L11 GND - - - GND - - -

L6 GND - - - GND - - -

T1 GND - - - GND - - -

T16 GND - - - GND - - -

D13 VCC - - - VCC - - -

D4 VCC - - - VCC - - -

E12 VCC - - - VCC - - -

E5 VCC - - - VCC - - -

M12 VCC - - - VCC - - -

M5 VCC - - - VCC - - -

N13 VCC - - - VCC - - -

N4 VCC - - - VCC - - -

E13 VCCAUX - - - VCCAUX - - -

E4 VCCAUX - - - VCCAUX - - -

M13 VCCAUX - - - VCCAUX - - -

M4 VCCAUX - - - VCCAUX - - -

F7 VCCIO0 0 - - VCCIO0 0 - -

F8 VCCIO0 0 - - VCCIO0 0 - -

F10 VCCIO1 1 - - VCCIO1 1 - -

F9 VCCIO1 1 - - VCCIO1 1 - -

G11 VCCIO2 2 - - VCCIO2 2 - -

H11 VCCIO2 2 - - VCCIO2 2 - -

J11 VCCIO3 3 - - VCCIO3 3 - -

K11 VCCIO3 3 - - VCCIO3 3 - -

L10 VCCIO4 4 - - VCCIO4 4 - -

L9 VCCIO4 4 - - VCCIO4 4 - -

LFXP15 & LFXP20 Logic Signal Connections: 256 fpBGA (Cont.)

Ball 
Number

LFXP15 LFXP20

Ball 
Function Bank Differential

Dual 
Function

Ball 
Function Bank Differential

Dual 
Function
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K11 GND - - - GND - - - GND - - -

K12 GND - - - GND - - - GND - - -

K13 GND - - - GND - - - GND - - -

K14 GND - - - GND - - - GND - - -

K9 GND - - - GND - - - GND - - -

L10 GND - - - GND - - - GND - - -

L11 GND - - - GND - - - GND - - -

L12 GND - - - GND - - - GND - - -

L13 GND - - - GND - - - GND - - -

L14 GND - - - GND - - - GND - - -

L9 GND - - - GND - - - GND - - -

M10 GND - - - GND - - - GND - - -

M11 GND - - - GND - - - GND - - -

M12 GND - - - GND - - - GND - - -

M13 GND - - - GND - - - GND - - -

M14 GND - - - GND - - - GND - - -

M9 GND - - - GND - - - GND - - -

N10 GND - - - GND - - - GND - - -

N11 GND - - - GND - - - GND - - -

N12 GND - - - GND - - - GND - - -

N13 GND - - - GND - - - GND - - -

N14 GND - - - GND - - - GND - - -

N9 GND - - - GND - - - GND - - -

P10 GND - - - GND - - - GND - - -

P11 GND - - - GND - - - GND - - -

P12 GND - - - GND - - - GND - - -

P13 GND - - - GND - - - GND - - -

P14 GND - - - GND - - - GND - - -

P9 GND - - - GND - - - GND - - -

R10 GND - - - GND - - - GND - - -

R11 GND - - - GND - - - GND - - -

R12 GND - - - GND - - - GND - - -

R13 GND - - - GND - - - GND - - -

R14 GND - - - GND - - - GND - - -

H9 VCC - - - VCC - - - VCC - - -

J15 VCC - - - VCC - - - VCC - - -

J8 VCC - - - VCC - - - VCC - - -

K15 VCC - - - VCC - - - VCC - - -

K8 VCC - - - VCC - - - VCC - - -

L15 VCC - - - VCC - - - VCC - - -

L8 VCC - - - VCC - - - VCC - - -

M15 VCC - - - VCC - - - VCC - - -

M8 VCC - - - VCC - - - VCC - - -

N15 VCC - - - VCC - - - VCC - - -

N8 VCC - - - VCC - - - VCC - - -

P15 VCC - - - VCC - - - VCC - - -

P8 VCC - - - VCC - - - VCC - - -

R9 VCC - - - VCC - - - VCC - - -

G16 VCCAUX - - - VCCAUX - - - VCCAUX - - -

LFXP10, LFXP15 & LFXP20 Logic Signal Connections: 388 fpBGA (Cont.)

Ball 
Number

LFXP10 LFXP15 LFXP20

Ball 
Function Bank Diff. Dual Function

Ball 
Function Bank Diff. Dual Function

Ball 
Function Bank Diff. Dual Function



4-44

Pinout Information
Lattice Semiconductor LatticeXP Family Data Sheet

L1 - - - - PL23A 7 T3 -

M1 - - - - PL23B 7 C3 -

M2 - - - - PL24A 7 - -

L5 VCCP0 - - - VCCP0 - - -

N2 GNDP0 - - - GNDP0 - - -

N1 - - - - PL25B 6 - -

P2 - - - - PL26A 6 T3 -

P1 - - - - PL26B 6 C3 -

M4 PL23A 6 T3 - PL27A 6 T3 -

M3 PL23B 6 C3 - PL27B 6 C3 -

R2 PL24A 6 T PCLKT6_0 PL28A 6 T PCLKT6_0

- GNDIO6 6 - - GNDIO6 6 - -

R1 PL24B 6 C PCLKC6_0 PL28B 6 C PCLKC6_0

N3 PL25A 6 T3 - PL29A 6 T3 -

N4 PL25B 6 C3 - PL29B 6 C3 -

M5 PL26A 6 - - PL30A 6 - -

N5 PL27B 6 - VREF1_6 PL31B 6 - VREF1_6

T2 PL28A 6 T3 DQS PL32A 6 T3 DQS

T1 PL28B 6 C3 - PL32B 6 C3 -

- GNDIO6 6 - - GNDIO6 6 - -

U2 PL29A 6 T LLM0_PLLT_IN_A PL33A 6 T LLM0_PLLT_IN_A

U1 PL29B 6 C LLM0_PLLC_IN_A PL33B 6 C LLM0_PLLC_IN_A

P3 PL30A 6 T3 - PL34A 6 T3 -

P4 PL30B 6 C3 - PL34B 6 C3 -

P6 PL32A 6 T3 - PL36A 6 T3 -

P5 PL32B 6 C3 - PL36B 6 C3 -

- GNDIO6 6 - - GNDIO6 6 - -

V2 PL33A 6 T - PL37A 6 T -

V1 PL33B 6 C - PL37B 6 C -

W2 PL34A 6 T3 - PL38A 6 T3 -

W1 PL34B 6 C3 - PL38B 6 C3 -

R3 PL35A 6 - VREF2_6 PL39A 6 - VREF2_6

R4 PL36B 6 - - PL40B 6 - -

R6 PL37A 6 T3 DQS PL41A 6 T3 DQS

R5 PL37B 6 C3 - PL41B 6 C3 -

- GNDIO6 6 - - GNDIO6 6 - -

Y2 PL38A 6 T LLM0_PLLT_FB_A PL42A 6 T LLM0_PLLT_FB_A

Y1 PL38B 6 C LLM0_PLLC_FB_A PL42B 6 C LLM0_PLLC_FB_A

T3 PL39A 6 T3 - PL43A 6 T3 -

T4 PL39B 6 C3 - PL43B 6 C3 -

W3 PL40A 6 T3 - PL44A 6 T3 -

V3 PL40B 6 C3 - PL44B 6 C3 -

LFXP15 & LFXP20 Logic Signal Connections: 484 fpBGA (Cont.)

Ball 
Number

LFXP15 LFXP20

Ball 
Function Bank Differential

Dual 
Function

Ball 
Function Bank Differential

Dual 
Function
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J21 PR20B 2 C3 - PR20B 2 C3 -

J22 PR20A 2 T3 DQS PR20A 2 T3 DQS

K18 PR19B 2 - - PR19B 2 - -

K19 PR18A 2 - VREF1_2 PR18A 2 - VREF1_2

- GNDIO2 2 - - GNDIO2 2 - -

K21 PR17B 2 C3 - PR17B 2 C3 -

K20 PR17A 2 T3 - PR17A 2 T3 -

H21 PR16B 2 C RUM0_PLLC_IN_A PR16B 2 C RUM0_PLLC_IN_A

H22 PR16A 2 T RUM0_PLLT_IN_A PR16A 2 T RUM0_PLLT_IN_A

J20 PR15B 2 C3 - PR15B 2 C3 -

J19 PR15A 2 T3 - PR15A 2 T3 -

- GNDIO2 2 - - GNDIO2 2 - -

J17 PR13B 2 C3 - PR13B 2 C3 -

J18 PR13A 2 T3 - PR13A 2 T3 -

G21 PR12B 2 C - PR12B 2 C -

G22 PR12A 2 T - PR12A 2 T -

F21 PR11B 2 C3 - PR11B 2 C3 -

F22 PR11A 2 T3 DQS PR11A 2 T3 DQS

- GNDIO2 2 - - GNDIO2 2 - -

H20 PR10B 2 - - PR10B 2 - -

H19 PR9A 2 - VREF2_2 PR9A 2 - VREF2_2

H17 PR8B 2 C3 - PR8B 2 C3 -

H18 PR8A 2 T3 - PR8A 2 T3 -

E21 PR7B 2 C RUM0_PLLC_FB_A PR7B 2 C RUM0_PLLC_FB_A

E22 PR7A 2 T RUM0_PLLT_FB_A PR7A 2 T RUM0_PLLT_FB_A

D21 PR6B 2 C3 - PR6B 2 C3 -

D22 PR6A 2 T3 - PR6A 2 T3 -

G20 PR5B 2 C3 - PR5B 2 C3 -

G19 PR5A 2 T3 - PR5A 2 T3 -

G17 PR4B 2 C - PR4B 2 C -

G18 PR4A 2 T - PR4A 2 T -

- GNDIO2 2 - - GNDIO2 2 - -

F18 PR3B 2 C3 - PR3B 2 C3 -

F19 PR3A 2 T3 - PR3A 2 T3 -

C22 PR2B 2 - - PR2B 2 - -

F20 TDO - - - TDO - - -

E20 VCCJ - - - VCCJ - - -

D19 TDI - - - TDI - - -

E19 TMS - - - TMS - - -

D20 TCK - - - TCK - - -

C20 - - - - PT56A 1 - -

- GNDIO1 1 - - GNDIO1 1 - -

LFXP15 & LFXP20 Logic Signal Connections: 484 fpBGA (Cont.)

Ball 
Number

LFXP15 LFXP20

Ball 
Function Bank Differential

Dual 
Function

Ball 
Function Bank Differential

Dual 
Function


