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Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.
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Architecture Overview
The LatticeXP architecture contains an array of logic blocks surrounded by Programmable I/O Cells (PIC). Inter-
spersed between the rows of logic blocks are rows of sysMEM Embedded Block RAM (EBR) as shown in Figure 2-
1.

On the left and right sides of the PFU array, there are Non-volatile Memory Blocks. In configuration mode this non-
volatile memory is programmed via the IEEE 1149.1 TAP port or the sysCONFIG™ peripheral port. On power up, 
the configuration data is transferred from the Non-volatile Memory Blocks to the configuration SRAM. With this 
technology, expensive external configuration memories are not required and designs are secured from unauthor-
ized read-back. This transfer of data from non-volatile memory to configuration SRAM via wide busses happens in 
microseconds, providing an “instant-on” capability that allows easy interfacing in many applications.

There are two kinds of logic blocks, the Programmable Functional Unit (PFU) and Programmable Functional unit 
without RAM/ROM (PFF). The PFU contains the building blocks for logic, arithmetic, RAM, ROM and register func-
tions. The PFF block contains building blocks for logic, arithmetic and ROM functions. Both PFU and PFF blocks 
are optimized for flexibility, allowing complex designs to be implemented quickly and efficiently. Logic Blocks are 
arranged in a two-dimensional array. Only one type of block is used per row. The PFU blocks are used on the out-
side rows. The rest of the core consists of rows of PFF blocks interspersed with rows of PFU blocks. For every 
three rows of PFF blocks there is a row of PFU blocks. 

Each PIC block encompasses two PIOs (PIO pairs) with their respective sysIO interfaces. PIO pairs on the left and 
right edges of the device can be configured as LVDS transmit/receive pairs. sysMEM EBRs are large dedicated fast 
memory blocks. They can be configured as RAM or ROM. 

The PFU, PFF, PIC and EBR Blocks are arranged in a two-dimensional grid with rows and columns as shown in 
Figure 2-1. The blocks are connected with many vertical and horizontal routing channel resources. The place and 
route software tool automatically allocates these routing resources.

At the end of the rows containing the sysMEM Blocks are the sysCLOCK Phase Locked Loop (PLL) Blocks. These 
PLLs have multiply, divide and phase shifting capability; they are used to manage the phase relationship of the 
clocks. The LatticeXP architecture provides up to four PLLs per device.

Every device in the family has a JTAG Port with internal Logic Analyzer (ispTRACY) capability. The sysCONFIG 
port which allows for serial or parallel device configuration. The LatticeXP devices are available for operation from 
3.3V, 2.5V, 1.8V and 1.2V power supplies, providing easy integration into the overall system. 

LatticeXP Family Data Sheet
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The Lattice design tools support the creation of a variety of different size memories. Where appropriate, the soft-
ware will construct these using distributed memory primitives that represent the capabilities of the PFU. Table 2-3 
shows the number of Slices required to implement different distributed RAM primitives. Figure 2-4 shows the dis-
tributed memory primitive block diagrams. Dual port memories involve the pairing of two Slices, one Slice functions 
as the read-write port. The other companion Slice supports the read-only port. For more information on RAM mode 
in LatticeXP devices, please see details of additional technical documentation at the end of this data sheet.

Table 2-3. Number of Slices Required for Implementing Distributed RAM

Figure 2-4. Distributed Memory Primitives

ROM Mode: The ROM mode uses the same principal as the RAM modes, but without the Write port. Pre-loading is 
accomplished through the programming interface during configuration.

PFU Modes of Operation
Slices can be combined within a PFU to form larger functions. Table 2-4 tabulates these modes and documents the 
functionality possible at the PFU level.

SPR16x2 DPR16x2

Number of Slices 1 2

Note: SPR = Single Port RAM, DPR = Dual Port RAM
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Table 2-4. PFU Modes of Operation

Routing
There are many resources provided in the LatticeXP devices to route signals individually or as buses with related 
control signals. The routing resources consist of switching circuitry, buffers and metal interconnect (routing) seg-
ments. 

The inter-PFU connections are made with x1 (spans two PFU), x2 (spans three PFU) and x6 (spans seven PFU). 
The x1 and x2 connections provide fast and efficient connections in horizontal, vertical and diagonal directions. The 
x2 and x6 resources are buffered allowing both short and long connections routing between PFUs. 

The ispLEVER design tool takes the output of the synthesis tool and places and routes the design. Generally, the 
place and route tool is completely automatic, although an interactive routing editor is available to optimize the 
design.

Clock Distribution Network
The clock inputs are selected from external I/O, the sysCLOCK™ PLLs or routing. These clock inputs are fed 
through the chip via a clock distribution system. 

Primary Clock Sources
LatticeXP devices derive clocks from three primary sources: PLL outputs, dedicated clock inputs and routing. Lat-
ticeXP devices have two to four sysCLOCK PLLs, located on the left and right sides of the device. There are four 
dedicated clock inputs, one on each side of the device. Figure 2-5 shows the 20 primary clock sources.

Logic Ripple RAM1 ROM

LUT 4x8 or
MUX 2x1 x 8 2-bit Add x 4 SPR16x2 x 4

DPR16x2 x 2 ROM16x1 x 8

LUT 5x4 or
MUX 4x1 x 4 2-bit Sub x 4 SPR16x4 x 2

DPR16x4 x 1 ROM16x2 x 4

LUT 6x 2 or
MUX 8x1 x 2 2-bit Counter x 4 SPR16x8 x 1 ROM16x4 x 2

LUT 7x1 or
MUX 16x1 x 1 2-bit Comp x 4 ROM16x8 x 1

1. These modes are not available in PFF blocks
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Figure 2-14. sysMEM Memory Primitives

The EBR memory supports three forms of write behavior for single port or dual port operation:

1. Normal – data on the output appears only during read cycle. During a write cycle, the data (at the current 
address) does not appear on the output. This mode is supported for all data widths.

2. Write Through -þa copy of the input data appears at the output of the same port during a write cycle.þThis 
mode is supported for all data widths.

3. Read-Before-Write – when new data is being written, the old content of the address appears at the output. 
This mode is supported for x9, x18 and x36 data widths.

Memory Core Reset
The memory array in the EBR utilizes latches at the A and B output ports. These latches can be reset asynchro-
nously. RSTA and RSTB are local signals, which reset the output latches associated with Port A and Port B respec-
tively. The Global Reset (GSRN) signal resets both ports. The output data latches and associated resets for both 
ports are as shown in Figure 2-15.
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Figure 2-17. PIC Diagram

In the LatticeXP family, seven PIOs or four (3.5) PICs are grouped together to provide two LVDS differential pairs, 
one PIC pair and one single I/O, as shown in Figure 2-18. 

Two adjacent PIOs can be joined to provide a differential I/O pair (labeled as “T” and “C”). The PAD Labels “T” and 
“C” distinguish the two PIOs. Only the PIO pairs on the left and right edges of the device can be configured as 
LVDS transmit/receive pairs.

One of every 14 PIOs (a group of 8 PICs) contains a delay element to facilitate the generation of DQS signals as 
shown in Figure 2-19. The DQS signal feeds the DQS bus which spans the set of 13 PIOs (8 PICs). The DQS sig-
nal from the bus is used to strobe the DDR data from the memory into input register blocks. This interface is 
designed for memories that support one DQS strobe per eight bits of data.

The exact DQS pins are shown in a dual function in the Logic Signal Connections table in this data sheet. Addi-
tional detail is provided in the Signal Descriptions table in this data sheet.
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Figure 2-29 provides a pictorial representation of the different programming ports and modes available in the Lattic-
eXP devices.

On power-up, the FPGA SRAM is ready to be configured with the sysCONFIG port active. The IEEE 1149.1 serial 
mode can be activated any time after power-up by sending the appropriate command through the TAP port. 

Leave Alone I/O
When using 1532 mode for non-volatile memory programming, users may specify I/Os as high, low, tristated or 
held at current value. This provides excellent flexibility for implementing systems where reprogramming occurs on-
the-fly.

TransFR (Transparent Field Reconfiguration)
TransFR (TFR) is a unique Lattice technology that allows users to update their logic in the field without interrupting 
system operation using a single ispVM command. See Lattice technical note #TN1087, Minimizing System Inter-
ruption During Configuration Using TransFR Technology, for details.

Security
The LatticeXP devices contain security bits that, when set, prevent the readback of the SRAM configuration and 
non-volatile memory spaces. Once set, the only way to clear security bits is to erase the memory space.

For more information on device configuration, please see details of additional technical documentation at the end 
of this data sheet.

Figure 2-29. ispXP Block Diagram

Internal Logic Analyzer Capability (ispTRACY) 
All LatticeXP devices support an internal logic analyzer diagnostic feature. The diagnostic features provide capabil-
ities similar to an external logic analyzer, such as programmable event and trigger condition and deep trace mem-
ory. This feature is enabled by Lattice’s ispTRACY. The ispTRACY utility is added into the user design at compile 
time. 

For more information on ispTRACY, please see information regarding additional technical documentation at the 
end of this data sheet.

Oscillator
Every LatticeXP device has an internal CMOS oscillator which is used to derive a master serial clock for configura-
tion. The oscillator and the master serial clock run continuously in the configuration mode. The default value of the 

ISP 1149.1 TAP Port sysCONFIG Peripherial Port

BACKGND 1532 sysCONFIG

SRAM
Memory SpaceMemory Space

Configure in millisecondsProgram in seconds

Download in microseconds

Power-up

Refresh

Port

Mode

Memory Space
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Initialization Supply Current1, 2, 3, 4, 5, 6

Over Recommended Operating Conditions

Symbol Parameter Device Typ.7 Units

ICC Core Power Supply

LFXP3E 40 mA

LFXP6E 50 mA

LFXP10E 110 mA

LFXP15E 140 mA

LFXP20E 250 mA

LFXP3C 60 mA

LFXP6C 70 mA

LFXP10C 150 mA

LFXP15C 180 mA

LFXP20C 290 mA

ICCAUX
Auxiliary Power Supply 
VCCAUX = 3.3V

LFXP3E/C 50 mA

LFXP6E/C 60 mA 

LFXP10E/C 90 mA

LFXP15 /C 110 mA

LFXP20E/C 130 mA

ICCJ VCCJ Power Supply All  2 mA

1. Until DONE signal is active.
2. For further information on supply current, please see details of additional technical documentation at the end of this data sheet.
3. Assumes all outputs are tristated, all inputs are configured as LVCMOS and held at the VCCIO or GND.
4. Frequency 0MHz.
5. Typical user pattern.
6. Assume normal bypass capacitor/decoupling capacitor across the supply.
7. TA=25°C, power supplies at nominal voltage.



3-24

DC and Switching Characteristics
Lattice Semiconductor LatticeXP Family Data Sheet

HSTL15_I HSTL_15 class I 0.2 0.2 0.2 ns

HSTL15_III HSTL_15 class III 0.2 0.2 0.2 ns

HSTL15D_I Differential HSTL 15 class I 0.2 0.2 0.2 ns

HSTL15D_III Differential HSTL 15 class III 0.2 0.2 0.2 ns

SSTL33_I SSTL_3 class I 0.1 0.1 0.1 ns

SSTL33_II SSTL_3 class II 0.3 0.3 0.3 ns

SSTL33D_I Differential SSTL_3 class I 0.1 0.1 0.1 ns

SSTL33D_II Differential SSTL_3 class II 0.3 0.3 0.3 ns

SSTL25_I SSTL_2 class I -0.1 -0.1 -0.1 ns

SSTL25_II SSTL_2 class II 0.3 0.3 0.3 ns

SSTL25D_I Differential SSTL_2 class I -0.1 -0.1 -0.1 ns

SSTL25D_II Differential SSTL_2 class II 0.3 0.3 0.3 ns

SSTL18_I SSTL_1.8 class I 0.1 0.1 0.1 ns

SSTL18D_I Differential SSTL_1.8 class I 0.1 0.1 0.1 ns

LVTTL33_4mA LVTTL 4mA drive 0.8 0.8 0.8 ns

LVTTL33_8mA LVTTL 8mA drive 0.5 0.5 0.5 ns

LVTTL33_12mA LVTTL 12mA drive 0.3 0.3 0.3 ns

LVTTL33_16mA LVTTL 16mA drive 0.4 0.4 0.4 ns

LVTTL33_20mA LVTTL 20mA drive 0.3 0.3 0.3 ns

LVCMOS33_2mA LVCMOS 3.3 2mA drive 0.8 0.8 0.8 ns

LVCMOS33_4mA LVCMOS 3.3 4mA drive 0.8 0.8 0.8 ns

LVCMOS33_8mA LVCMOS 3.3 8mA drive 0.5 0.5 0.5 ns

LVCMOS33_12mA LVCMOS 3.3 12mA drive 0.3 0.3 0.3 ns

LVCMOS33_16mA LVCMOS 3.3 16mA drive 0.4 0.4 0.4 ns

LVCMOS33_20mA LVCMOS 3.3 20mA drive 0.3 0.3 0.3 ns

LVCMOS25_2mA LVCMOS 2.5 2mA drive   0.7 0.7 0.7 ns

LVCMOS25_4mA LVCMOS 2.5 4mA drive    0.7 0.7 0.7 ns

LVCMOS25_8mA LVCMOS 2.5 8mA drive    0.4 0.4 0.4 ns

LVCMOS25_12mA LVCMOS 2.5 12mA drive 0.0 0.0 0.0 ns

LVCMOS25_16mA LVCMOS 2.5 16mA drive   0.2 0.2 0.2 ns

LVCMOS25_20mA LVCMOS 2.5 20mA drive   0.4 0.4 0.4 ns

LVCMOS18_2mA LVCMOS 1.8 2mA drive 0.6 0.6 0.6 ns

LVCMOS18_4mA LVCMOS 1.8 4mA drive 0.6 0.6 0.6 ns

LVCMOS18_8mA LVCMOS 1.8 8mA drive 0.4 0.4 0.4 ns

LVCMOS18_12mA LVCMOS 1.8 12mA drive 0.2 0.2 0.2 ns

LVCMOS18_16mA LVCMOS 1.8 16mA drive 0.2 0.2 0.2 ns

LVCMOS15_2mA LVCMOS 1.5 2mA drive 0.6 0.6 0.6 ns

LVCMOS15_4mA LVCMOS 1.5 4mA drive 0.6 0.6 0.6 ns

LVCMOS15_8mA LVCMOS 1.5 8mA drive 0.2 0.2 0.2 ns

LVCMOS12_2mA LVCMOS 1.2 2mA drive 0.4 0.4 0.4 ns

LVCMOS12_6mA LVCMOS 1.2 6mA drive 0.4 0.4 0.4 ns

PCI33 PCI33 0.3 0.3 0.3 ns

1. General timing numbers based on LVCMOS 2.5, 12mA.
Timing v.F0.11

LatticeXP Family Timing Adders1 (Continued)
Over Recommended Operating Conditions

Buffer Type Description -5 -4 -3 Units
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Switching Test Conditions
Figure 3-13 shows the output test load that is used for AC testing. The specific values for resistance, capacitance, 
voltage, and other test conditions are shown in Figure 3-5.

Figure 3-13. Output Test Load, LVTTL and LVCMOS Standards

Table 3-5. Test Fixture Required Components, Non-Terminated Interfaces

Test Condition R1 CL Timing Ref. VT

LVTTL and other LVCMOS settings (L -> H, H -> L)  0pF

LVCMOS 3.3 = 1.5V —

LVCMOS 2.5 = VCCIO/2 —

LVCMOS 1.8 = VCCIO/2 —

LVCMOS 1.5 = VCCIO/2 —

LVCMOS 1.2 = VCCIO/2 —

LVCMOS 2.5 I/O (Z -> H)

188 0pF

VCCIO/2 VOL

LVCMOS 2.5 I/O (Z -> L) VCCIO/2 VOH

LVCMOS 2.5 I/O (H -> Z) VOH - 0.15 VOL

LVCMOS 2.5 I/O (L -> Z) VOL + 0.15 VOH

Note: Output test conditions for all other interfaces are determined by the respective standards.

DUT 

VT

R1 

CL  

Test Point
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93 PR9A 2 T PCLKT2_0 PR12A 2 T PCLKT2_0

94 PR8B 2 C RUM0_PLLC_IN_A PR8B 2 C RUM0_PLLC_IN_A

95 PR8A 2 T RUM0_PLLT_IN_A PR8A 2 T RUM0_PLLT_IN_A

96 PR7B 2 C3 - PR7B 2 C3 -

97 PR7A 2 T3 DQS PR7A 2 T3 DQS

98 VCCIO2 2 - - VCCIO2 2 - -

99 PR6B 2 - VREF1_2 PR6B 2 - VREF1_2

100 PR5A 2 - VREF2_2 PR5A 2 - VREF2_2

101 GNDIO2 2 - - GNDIO2 2 - -

102 PR3B 2 C RUM0_PLLC_FB_A PR3B 2 C RUM0_PLLC_FB_A

103 PR3A 2 T RUM0_PLLT_FB_A PR3A 2 T RUM0_PLLT_FB_A

104 PR2B 2 C3 - PR2B 2 C3 -

105 PR2A 2 T3 - PR2A 2 T3 -

106 VCCAUX - - - VCCAUX - - -

107 TDO - - - TDO - - -

108 VCCJ - - - VCCJ - - -

109 TDI - - - TDI - - -

110 TMS - - - TMS - - -

111 TCK - - - TCK - - -

112 VCC - - - VCC - - -

113 PT25A 1 - VREF1_1 PT28A 1 - VREF1_1

114 PT24A 1 - - PT27A 1 - -

115 PT23A 1 - D0 PT26A 1 - D0

116 PT22B 1 C D1 PT25B 1 C D1

117 PT22A 1 T VREF2_1 PT25A 1 T VREF2_1

118 PT21A 1 - D2 PT24A 1 - D2

119 VCCIO1 1 - - VCCIO1 1 - -

120 PT20B 1 - D3 PT23B 1 - D3

121 GNDIO1 1 - - GNDIO1 1 - -

122 PT17A 1 - D4 PT20A 1 - D4

123 PT16A 1 - D5 PT19A 1 - D5

124 PT15B 1 C D6 PT18B 1 C D6

125 PT15A 1 T - PT18A 1 T -

126 PT14B 1 - D7 PT17B 1 - D7

127 GND - - - GND - - -

128 PT13B 0 C BUSY PT16B 0 C BUSY

129 PT13A 0 T CS1N PT16A 0 T CS1N

130 PT12B 0 C PCLKC0_0 PT15B 0 C PCLKC0_0

131 PT12A 0 T PCLKT0_0 PT15A 0 T PCLKT0_0

132 PT11B 0 C - PT14B 0 C -

133 VCCIO0 0 - - VCCIO0 0 - -

134 PT11A 0 T DQS PT14A 0 T DQS

135 PT9A 0 - DOUT PT12A 0 - DOUT

136 GNDIO0 0 - - GNDIO0 0 - -

137 PT8A 0 - WRITEN PT11A 0 - WRITEN

138 PT7A 0  - VREF1_0 PT10A 0 - VREF1_0

LFXP3 & LFXP6 Logic Signal Connections: 144 TQFP (Cont.)

Pin 
Number

LFXP3 LFXP6

Pin Function Bank Differential Dual Function Pin Function Bank Differential Dual Function




