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Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.

Details

Product Status Obsolete

Number of LABs/CLBs -

Number of Logic Elements/Cells 20000

Total RAM Bits 405504

Number of I/O 340

Number of Gates -

Voltage - Supply 1.71V ~ 3.465V

Mounting Type Surface Mount

Operating Temperature 0°C ~ 85°C (TJ)

Package / Case 484-BBGA

Supplier Device Package 484-FPBGA (23x23)

Purchase URL https://www.e-xfl.com/product-detail/lattice-semiconductor/lfxp20c-4f484c

Email: info@E-XFL.COM Address: Room A, 16/F, Full Win Commercial Centre, 573 Nathan Road, Mongkok, Hong Kong
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Table 2-6. sysMEM Block Configurations

Bus Size Matching
All of the multi-port memory modes support different widths on each of the ports. The RAM bits are mapped LSB 
word 0 to MSB word 0, LSB word 1 to MSB word 1 and so on. Although the word size and number of words for 
each port varies, this mapping scheme applies to each port.

RAM Initialization and ROM Operation
If desired, the contents of the RAM can be pre-loaded during device configuration. By preloading the RAM block 
during the chip configuration cycle and disabling the write controls, the sysMEM block can also be utilized as a 
ROM. 

Memory Cascading
Larger and deeper blocks of RAMs can be created using EBR sysMEM Blocks. Typically, the Lattice design tools 
cascade memory transparently, based on specific design inputs.

Single, Dual and Pseudo-Dual Port Modes
Figure 2-14 shows the four basic memory configurations and their input/output names. In all the sysMEM RAM 
modes the input data and address for the ports are registered at the input of the memory array. The output data of 
the memory is optionally registered at the output.

Memory Mode Configurations

Single Port

 8,192 x 1
 4,096 x 2
 2,048 x 4
 1,024 x 9
 512 x 18
256 x 36

True Dual Port

 8,192 x 1
 4,096 x 2
 2,048 x 4
 1,024 x 9
512 x 18

Pseudo Dual Port

 8,192 x 1
 4,096 x 2
 2,048 x 4
 1,024 x 9
512 x 18
256 x 36
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Figure 2-14. sysMEM Memory Primitives

The EBR memory supports three forms of write behavior for single port or dual port operation:

1. Normal – data on the output appears only during read cycle. During a write cycle, the data (at the current 
address) does not appear on the output. This mode is supported for all data widths.

2. Write Through -þa copy of the input data appears at the output of the same port during a write cycle.þThis 
mode is supported for all data widths.

3. Read-Before-Write – when new data is being written, the old content of the address appears at the output. 
This mode is supported for x9, x18 and x36 data widths.

Memory Core Reset
The memory array in the EBR utilizes latches at the A and B output ports. These latches can be reset asynchro-
nously. RSTA and RSTB are local signals, which reset the output latches associated with Port A and Port B respec-
tively. The Global Reset (GSRN) signal resets both ports. The output data latches and associated resets for both 
ports are as shown in Figure 2-15.
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Figure 2-25. Tristate Register Block

Control Logic Block
The control logic block allows the selection and modification of control signals for use in the PIO block. A clock is 
selected from one of the clock signals provided from the general purpose routing and a DQS signal provided from 
the programmable DQS pin. The clock can optionally be inverted. 

The clock enable and local reset signals are selected from the routing and optionally inverted. The global tristate 
signal is passed through this block.

DDR Memory Support
Implementing high performance DDR memory interfaces requires dedicated DDR register structures in the input 
(for read operations) and in the output (for write operations). As indicated in the PIO Logic section, the LatticeXP 
devices provide this capability. In addition to these registers, the LatticeXP devices contain two elements to simplify 
the design of input structures for read operations: the DQS delay block and polarity control logic.

DLL Calibrated DQS Delay Block
Source Synchronous interfaces generally require the input clock to be adjusted in order to correctly capture data at 
the input register. For most interfaces a PLL is used for this adjustment, however in DDR memories the clock 
(referred to as DQS) is not free running so this approach cannot be used. The DQS Delay block provides the 
required clock alignment for DDR memory interfaces.

The DQS signal (selected PIOs only) feeds from the PAD through a DQS delay element to a dedicated DQS routing 
resource. The DQS signal also feeds the polarity control logic which controls the polarity of the clock to the sync 
registers in the input register blocks. Figures 2-26 and 2-27 show how the polarity control logic are routed to the 
PIOs.

The temperature, voltage and process variations of the DQS delay block are compensated by a set of calibration 
(6-bit bus) signals from two DLLs on opposite sides of the device. Each DLL compensates DQS Delays in its half of 
the device as shown in Figure 2-27. The DLL loop is compensated for temperature, voltage and process variations 
by the system clock and feedback loop.
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Derating Logic Timing
Logic timing provided in the following sections of this data sheet and in the ispLEVER design tools are worst case 
numbers in the operating range. Actual delays at nominal temperature and voltage for best-case process can be 
much better than the values given in the tables. The ispLEVER design tool from Lattice can provide logic timing 
numbers at a particular temperature and voltage.
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Test and Programming (Dedicated pins. Pull-up is enabled on input pins during configuration.)

TMS I Test Mode Select input, used to control the 1149.1 state machine. 

TCK I Test Clock input pin, used to clock the 1149.1 state machine.

TDI I

Test Data in pin, used to load data into device using 1149.1 state machine. 
After power-up, this TAP port can be activated for configuration by sending 
appropriate command. (Note: once a configuration port is selected it is 
locked. Another configuration port cannot be selected until the power-up 
sequence).

TDO O Output pin -Test Data out pin used to shift data out of device using 1149.1.

VCCJ — VCCJ - The power supply pin for JTAG Test Access Port.

Configuration Pads (used during sysCONFIG)

CFG[1:0] I Mode pins used to specify configuration modes values latched on rising edge 
of INITN. During configuration, a pull-up is enabled. 

INITN I/O
Open Drain pin - Indicates the FPGA is ready to be configured. During con-
figuration, a pull-up is enabled. If CFG1 and CFG0 are high (SDM) then this 
pin is pulled low.

PROGRAMN I Initiates configuration sequence when asserted low. This pin always has an 
active pull-up.

DONE I/O Open Drain pin - Indicates that the configuration sequence is complete, and 
the startup sequence is in progress.

CCLK I/O Configuration Clock for configuring an FPGA in sysCONFIG mode.

BUSY I/O Generally not used. After configuration it is a user-programmable I/O pin.

CSN I sysCONFIG chip select (Active low). During configuration, a pull-up is 
enabled. After configuration it is user a programmable I/O pin.

CS1N I sysCONFIG chip select (Active Low). During configuration, a pull-up is 
enabled. After configuration it is user programmable I/O pin

WRITEN I Write Data on Parallel port (Active low). After configuration it is a user pro-
grammable I/O pin

D[7:0] I/O sysCONFIG Port Data I/O. After configuration these are user programmable
I/O pins.

DOUT, CSON O Output for serial configuration data (rising edge of CCLK) when using sys-
CONFIG port. After configuration, it is a user-programmable I/O pin.

DI I
Input for serial configuration data (clocked with CCLK) when using sysCON-
FIG port. During configuration, a pull-up is enabled. After configuration it is a 
user-programmable I/O pin. 

SLEEPN2 I

Sleep Mode pin - Active low sleep pin.þ When this pin is held high, the device 
operates normally.þ When driven low, the device moves into Sleep Mode 
after a specified time.This pin has a weak internal pull-up, but when not used 
an external pull-up to VCC is recommended.

TOE3 I
Test Output Enable tri-states all I/O pins when driven low. This pin has a 
weak internal pull-up, but when not used an external pull-up to VCC is recom-
mended.

1. Applies toþ LFXP10, LFXP15 and LFXP20 only.
2. Applies to LFXP “C” devices only. 
3. Applies to LFXP “E” devices only.

Signal Descriptions (Cont.)
Signal Name I/O Descriptions
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PICs and DDR Data (DQ) Pins Associated with the DDR Strobe (DQS) Pin
PICs Associated 
with DQS Strobe PIO within PIC Polarity

DDR Strobe (DQS) 
and Data (DQ) Pins

P[Edge] [n-4] 
A True DQ

B Complement DQ

P[Edge] [n-3] 
A True DQ

B Complement DQ

P[Edge] [n-2] 
A True DQ

B Complement DQ

P[Edge] [n-1] 
A True DQ

P[Edge] [n] 
B Complement DQ

P[Edge] [n+1] 
A True [Edge]DQSn 

B Complement DQ

P[Edge] [n+2] 
A True DQ

B Complement DQ

P[Edge] [n+3] 
A True DQ

B Complement DQ

Notes:
1. “n” is a row/column PIC number.
2. The DDR interface is designed for memories that support one DQS strobe per eight bits of data. In some packages, all the potential DDR 

data (DQ) pins may not be available.
3. The definition of the PIC numbering is provided in the Signal Names column of the Signal Descriptions table in this data sheet.
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LFXP3 Logic Signal Connections: 100 TQFP 
Pin Number Pin Function Bank Differential Dual Function

1 CFG1 0 - -

2 DONE 0 - -

3 PROGRAMN 7 - -

4 CCLK 7 - -

5 PL3A 7 T LUM0_PLLT_FB_A

6 PL3B 7 C LUM0_PLLC_FB_A

7 VCCIO7 7 - -

8 PL5A 7 - VREF1_7

9 PL6B 7 - VREF2_7

10 GNDIO7 7 - -

11 PL7A 7 T3 DQS

12 PL7B 7 C3 -

13 PL8A 7 T LUM0_PLLT_IN_A

14 PL8B 7 C LUM0_PLLC_IN_A

15 PL9A 7 T3 -

16 PL9B 7 C3 -

17 VCCP0 - - -

18 GNDP0 - - -

19 PL12A 6 T PCLKT6_0

20 PL12B 6 C PCLKC6_0

21 GNDIO6 6 - -

22 VCCIO6 6 - -

23 PL18A 6 T3 -

24 PL18B 6 C3 -

25 VCCAUX - - -

26 SLEEPN1/TOE2 - - -

27 INITN 5 - -

28 VCC - - -

29 PB2B 5 - VREF1_5

30 PB5B 5 - VREF2_5

31 PB8A 5 T -

32 PB8B 5 C -

33 GNDIO5 5 - -

34 PB9A 5 - -

35 PB10B 5 - -

36 PB11A 5 T DQS

37 PB11B 5 C -

38 VCCIO5 5 - -

39 PB12A 5 T -

40 PB12B 5 C -

41 PB13A 5 T -

42 PB13B 5 C -

43 GND - - -
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139 PT6A 0 - DI PT9A 0 - DI

140 PT5A 0  - CSN PT8A 0 - CSN

141 PT3B 0 - VREF2_0 PT6B 0 - VREF2_0

142 CFG0 0 - - CFG0 0 - -

143 CFG1 0 - - CFG1 0 - -

144 DONE 0 - - DONE 0 - -

1. Applies to LFXP “C” only.
2. Applies to LFXP “E” only.
3. Supports dedicated LVDS outputs.

LFXP3 & LFXP6 Logic Signal Connections: 144 TQFP (Cont.)

Pin 
Number

LFXP3 LFXP6

Pin Function Bank Differential Dual Function Pin Function Bank Differential Dual Function
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185 PT13A 0 T CS1N PT16A 0 T CS1N

186 PT12B 0 C PCLKC0_0 PT15B 0 C PCLKC0_0

187 PT12A 0 T PCLKT0_0 PT15A 0 T PCLKT0_0

188 PT11B 0 C - PT14B 0 C -

189 VCCIO0 0 - - VCCIO0 0 - -

190 PT11A 0 T DQS PT14A 0 T DQS

191 PT10B 0 - - PT13B 0 - -

192 PT9A 0 - DOUT PT12A 0 - DOUT

193 PT8B 0 C - PT11B 0 C -

194 GNDIO0 0 - - GNDIO0 0 - -

195 PT8A 0 T WRITEN PT11A 0 T WRITEN

196 PT7B 0 C - PT10B 0 C -

197 PT7A 0 T VREF1_0 PT10A 0 T VREF1_0

198 PT6B 0 C - PT9B 0 C -

199 VCCIO0 0 - - VCCIO0 0 - -

200 PT6A 0 T DI PT9A 0 T DI

201 PT5B 0 C - PT8B 0 C -

202 PT5A 0 T CSN PT8A 0 T CSN

203 PT4B 0 C - PT7B 0 C -

204 PT4A 0 T - PT7A 0 T -

205 PT3B 0 - VREF2_0 PT6B 0 - VREF2_0

206 PT2B 0 - - PT5B 0 - -

207 GND - - - GND - - -

208 CFG0 0 - - CFG0 0 - -

1. Applies to LFXP “C” only.
2. Applies to LFXP “E” only.
3. Supports dedicated LVDS outputs.

LFXP3 & LFXP6 Logic Signal Connections: 208 PQFP (Cont.)

Pin 
Number

LFXP3 LFXP6

Pin Function Bank Differential Dual Function Pin Function Bank Differential Dual Function
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R8 PB16A 5 T - PB20A 5 T -

T9 PB16B 5 C - PB20B 5 C -

R9 PB17A 4 T - PB21A 4 T -

- GNDIO4 4 - - GNDIO4 4 - -

P9 PB17B 4 C - PB21B 4 C -

T10 PB18A 4 T PCLKT4_0 PB22A 4 T PCLKT4_0

T11 PB18B 4 C PCLKC4_0 PB22B 4 C PCLKC4_0

R10 PB19A 4 T - PB23A 4 T -

P10 PB19B 4 C - PB23B 4 C -

N9 PB20A 4 - - PB24A 4 - -

M9 PB21B 4 - - PB25B 4 - -

R12 PB22A 4 T DQS PB26A 4 T DQS

- GNDIO4 4 - - GNDIO4 4 - -

T12 PB22B 4 C VREF1_4 PB26B 4 C VREF1_4

P13 PB23A 4 T - PB27A 4 T -

R13 PB23B 4 C - PB27B 4 C -

M11 PB24A 4 T - PB28A 4 T -

N11 PB24B 4 C - PB28B 4 C -

N10 PB25A 4 T - PB29A 4 T -

M10 PB25B 4 C - PB29B 4 C -

T13 PB26A 4 T - PB30A 4 T -

- GNDIO4 4 - - GNDIO4 4 - -

P14 PB26B 4 C - PB30B 4 C -

R11 PB27A 4 T VREF2_4 PB31A 4 T VREF2_4

P12 PB27B 4 C - PB31B 4 C -

T14 PB28A 4 - - PB32A 4 - -

R14 PB29B 4 - - PB33B 4 - -

P11 PB30A 4 T DQS PB34A 4 T DQS

N12 PB30B 4 C - PB34B 4 C -

T15 PB31A 4 T - PB35A 4 T -

- GNDIO4 4 - - GNDIO4 4 - -

R15 PB31B 4 C - PB35B 4 C -

- GNDIO3 3 - - GNDIO3 3 - -

P15 PR26B 3 C3 - PR34B 3 C RLM0_PLLC_FB_A

N15 PR26A 3 T3 - PR34A 3 T RLM0_PLLT_FB_A

P16 PR24B 3 C3 - PR33B 3 C3 -

R16 PR24A 3 T3 DQS PR33A 3 T3 DQS

M15 PR15B 3 - - PR32B 3 - -

N14 PR23B 3 - VREF1_3 PR31A 3 - VREF1_3

- GNDIO3 3 - - GNDIO3 3 - -

M14 PR25B 3 C - PR29B 3 C -

L13 PR25A 3 T - PR29A 3 T -

LFXP6 & LFXP10 Logic Signal Connections: 256 fpBGA (Cont.)

Ball 
Number

LFXP6 LFXP10

Ball 
Function Bank Differential

Dual 
Function

Ball 
Function Bank Differential

Dual 
Function
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G10 GND - - - GND - - -

G7 GND - - - GND - - -

G8 GND - - - GND - - -

G9 GND - - - GND - - -

H10 GND - - - GND - - -

H7 GND - - - GND - - -

H8 GND - - - GND - - -

H9 GND - - - GND - - -

J10 GND - - - GND - - -

J7 GND - - - GND - - -

J8 GND - - - GND - - -

J9 GND - - - GND - - -

K10 GND - - - GND - - -

K7 GND - - - GND - - -

K8 GND - - - GND - - -

K9 GND - - - GND - - -

L11 GND - - - GND - - -

L6 GND - - - GND - - -

T1 GND - - - GND - - -

T16 GND - - - GND - - -

D13 VCC - - - VCC - - -

D4 VCC - - - VCC - - -

E12 VCC - - - VCC - - -

E5 VCC - - - VCC - - -

M12 VCC - - - VCC - - -

M5 VCC - - - VCC - - -

N13 VCC - - - VCC - - -

N4 VCC - - - VCC - - -

E13 VCCAUX - - - VCCAUX - - -

E4 VCCAUX - - - VCCAUX - - -

M13 VCCAUX - - - VCCAUX - - -

M4 VCCAUX - - - VCCAUX - - -

F7 VCCIO0 0 - - VCCIO0 0 - -

F8 VCCIO0 0 - - VCCIO0 0 - -

F10 VCCIO1 1 - - VCCIO1 1 - -

F9 VCCIO1 1 - - VCCIO1 1 - -

G11 VCCIO2 2 - - VCCIO2 2 - -

H11 VCCIO2 2 - - VCCIO2 2 - -

J11 VCCIO3 3 - - VCCIO3 3 - -

K11 VCCIO3 3 - - VCCIO3 3 - -

L10 VCCIO4 4 - - VCCIO4 4 - -

L9 VCCIO4 4 - - VCCIO4 4 - -

LFXP15 & LFXP20 Logic Signal Connections: 256 fpBGA (Cont.)

Ball 
Number

LFXP15 LFXP20

Ball 
Function Bank Differential

Dual 
Function

Ball 
Function Bank Differential

Dual 
Function
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M21 VCCP1 - - - VCCP1 - - - VCCP1 - - -

- GNDIO2 2 - - GNDIO2 2 - - GNDIO2 2 - -

M22 PR18B 2 C3 - PR22B 2 C3 - PR22B 2 C3 -

L22 PR18A 2 T3 - PR22A 2 T3 - PR22A 2 T3 -

K22 PR17B 2 C PCLKC2_0 PR21B 2 C PCLKC2_0 PR21B 2 C PCLKC2_0

K21 PR17A 2 T PCLKT2_0 PR21A 2 T PCLKT2_0 PR21A 2 T PCLKT2_0

L19 PR16B 2 C3 - PR20B 2 C3 - PR20B 2 C3 -

K20 PR16A 2 T3 DQS PR20A 2 T3 DQS PR20A 2 T3 DQS

L20 PR15B 2 - - PR19B 2 - - PR19B 2 - -

L21 PR14A 2 - VREF1_2 PR18A 2 - VREF1_2 PR18A 2 - VREF1_2

- GNDIO2 2 - - GNDIO2 2 - - GNDIO2 2 - -

J22 PR13B 2 C3 - PR17B 2 C3 - PR17B 2 C3 -

J21 PR13A 2 T3 - PR17A 2 T3 - PR17A 2 T3 -

H22 PR12B 2 C RUM0_PLLC_IN_A PR16B 2 C RUM0_PLLC_IN_A PR16B 2 C RUM0_PLLC_IN_A

H21 PR12A 2 T RUM0_PLLT_IN_A PR16A 2 T RUM0_PLLT_IN_A PR16A 2 T RUM0_PLLT_IN_A

K19 PR11B 2 C3 - PR15B 2 C3 - PR15B 2 C3 -

J19 PR11A 2 T3 - PR15A 2 T3 - PR15A 2 T3 -

- GNDIO2 2 - - GNDIO2 2 - - GNDIO2 2 - -

J20 PR9B 2 C3 - PR13B 2 C3 - PR13B 2 C3 -

H20 PR9A 2 T3 - PR13A 2 T3 - PR13A 2 T3 -

H19 PR8B 2 C - PR12B 2 C - PR12B 2 C -

G19 PR8A 2 T - PR12A 2 T - PR12A 2 T -

G22 PR7B 2 C3 - PR11B 2 C3 - PR11B 2 C3 -

G21 PR7A 2 T3 DQS PR11A 2 T3 DQS PR11A 2 T3 DQS

- GNDIO2 2 - - GNDIO2 2 - - GNDIO2 2 - -

F20 PR6B 2 - - PR10B 2 - - PR10B 2 - -

G20 PR5A 2 - VREF2_2 PR9A 2 - VREF2_2 PR9A 2 - VREF2_2

F22 PR4B 2 C3 - PR8B 2 C3 - PR8B 2 C3 -

F21 PR4A 2 T3 - PR8A 2 T3 - PR8A 2 T3 -

E22 PR3B 2 C RUM0_PLLC_FB_A PR7B 2 C RUM0_PLLC_FB_A PR7B 2 C RUM0_PLLC_FB_A

E21 PR3A 2 T RUM0_PLLT_FB_A PR7A 2 T RUM0_PLLT_FB_A PR7A 2 T RUM0_PLLT_FB_A

D22 PR2B 2 C3 - PR6B 2 C3 - PR6B 2 C3 -

D21 PR2A 2 T3 - PR6A 2 T3 - PR6A 2 T3 -

- GNDIO2 2 - - GNDIO2 2 - - GNDIO2 2 - -

F19 TDO - - - TDO - - - TDO - - -

E20 VCCJ - - - VCCJ - - - VCCJ - - -

D20 TDI - - - TDI - - - TDI - - -

D19 TMS - - - TMS - - - TMS - - -

D18 TCK - - - TCK - - - TCK - - -

- GNDIO1 1 - - GNDIO1 1 - - GNDIO1 1 - -

E19 - - - - PT48A 1 - - PT52A 1 - -

D17 - - - - PT47B 1 C - PT51B 1 C -

D16 - - - - PT47A 1 T DQS PT51A 1 T DQS

C16 - - - - PT46B 1 - - PT50B 1 - -

C15 - - - - PT45A 1 - - PT49A 1 - -

C17 - - - - PT44B 1 C - PT48B 1 C -

C18 PT39A 1 - - PT44A 1 T - PT48A 1 T -

C19 PT38B 1 C - PT43B 1 C - PT47B 1 C -

- GNDIO1 1 - - GNDIO1 1 - - GNDIO1 1 - -

LFXP10, LFXP15 & LFXP20 Logic Signal Connections: 388 fpBGA (Cont.)

Ball 
Number

LFXP10 LFXP15 LFXP20

Ball 
Function Bank Diff. Dual Function

Ball 
Function Bank Diff. Dual Function

Ball 
Function Bank Diff. Dual Function
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C20 PT38A 1 T - PT43A 1 T - PT47A 1 T -

C21 PT37B 1 C - PT42B 1 C - PT46B 1 C -

C22 PT37A 1 T - PT42A 1 T - PT46A 1 T -

B22 PT36B 1 C - PT41B 1 C - PT45B 1 C -

A21 PT36A 1 T - PT41A 1 T - PT45A 1 T -

D15 PT35B 1 C - PT40B 1 C - PT44B 1 C -

D14 PT35A 1 T - PT40A 1 T - PT44A 1 T -

B21 PT34B 1 C VREF1_1 PT39B 1 C VREF1_1 PT43B 1 C VREF1_1

- GNDIO1 1 - - GNDIO1 1 - - GNDIO1 1 - -

A20 PT34A 1 T DQS PT39A 1 T DQS PT43A 1 T DQS

B20 PT33B 1 - - PT38B 1 - - PT42B 1 - -

A19 PT32A 1 - - PT37A 1 - - PT41A 1 - -

B19 PT31B 1 C - PT36B 1 C - PT40B 1 C -

A18 PT31A 1 T - PT36A 1 T - PT40A 1 T -

C14 PT30B 1 C - PT35B 1 C - PT39B 1 C -

C13 PT30A 1 T D0 PT35A 1 T D0 PT39A 1 T D0

B18 PT29B 1 C D1 PT34B 1 C D1 PT38B 1 C D1

A17 PT29A 1 T VREF2_1 PT34A 1 T VREF2_1 PT38A 1 T VREF2_1

B17 PT28B 1 C - PT33B 1 C - PT37B 1 C -

A16 PT28A 1 T D2 PT33A 1 T D2 PT37A 1 T D2

- GNDIO1 1 - - GNDIO1 1 - - GNDIO1 1 - -

B16 PT27B 1 C D3 PT32B 1 C D3 PT36B 1 C D3

A15 PT27A 1 T - PT32A 1 T - PT36A 1 T -

B15 PT26B 1 C - PT31B 1 C - PT35B 1 C -

A14 PT26A 1 T DQS PT31A 1 T DQS PT35A 1 T DQS

D13 PT25B 1 - - PT30B 1 - - PT34B 1 - -

D12 PT24A 1 - D4 PT29A 1 - D4 PT33A 1 - D4

B14 PT23B 1 C - PT28B 1 C - PT32B 1 C -

A13 PT23A 1 T D5 PT28A 1 T D5 PT32A 1 T D5

- GNDIO1 1 - - GNDIO1 1 - - GNDIO1 1 - -

B13 PT22B 1 C D6 PT27B 1 C D6 PT31B 1 C D6

A12 PT22A 1 T - PT27A 1 T - PT31A 1 T -

B12 PT21B 1 C D7 PT26B 1 C D7 PT30B 1 C D7

C12 PT21A 1 T - PT26A 1 T - PT30A 1 T -

C11 PT20B 0 C BUSY PT25B 0 C BUSY PT29B 0 C BUSY

- GNDIO0 0 - - GNDIO0 0 - - GNDIO0 0 - -

B11 PT20A 0 T CS1N PT25A 0 T CS1N PT29A 0 T CS1N

A11 PT19B 0 C PCLKC0_0 PT24B 0 C PCLKC0_0 PT28B 0 C PCLKC0_0

A10 PT19A 0 T PCLKT0_0 PT24A 0 T PCLKT0_0 PT28A 0 T PCLKT0_0

B10 PT18B 0 C - PT23B 0 C - PT27B 0 C -

B9 PT18A 0 T DQS PT23A 0 T DQS PT27A 0 T DQS

D11 PT17B 0 - - PT22B 0 - - PT26B 0 - -

D10 PT16A 0 - DOUT PT21A 0 - DOUT PT25A 0 - DOUT

A9 PT15B 0 C - PT20B 0 C - PT24B 0 C -

- GNDIO0 0 - - GNDIO0 0 - - GNDIO0 0 - -

C8 PT15A 0 T WRITEN PT20A 0 T WRITEN PT24A 0 T WRITEN

B8 PT14B 0 C - PT19B 0 C - PT23B 0 C -

A8 PT14A 0 T VREF1_0 PT19A 0 T VREF1_0 PT23A 0 T VREF1_0

C7 PT13B 0 C - PT18B 0 C - PT22B 0 C -

LFXP10, LFXP15 & LFXP20 Logic Signal Connections: 388 fpBGA (Cont.)
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Function Bank Diff. Dual Function
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A7 PT13A 0 T DI PT18A 0 T DI PT22A 0 T DI

B7 PT12B 0 C - PT17B 0 C - PT21B 0 C -

C6 PT12A 0 T CSN PT17A 0 T CSN PT21A 0 T CSN

C10 PT11B 0 C - PT16B 0 C - PT20B 0 C -

C9 PT11A 0 T - PT16A 0 T - PT20A 0 T -

A6 PT10B 0 C VREF2_0 PT15B 0 C VREF2_0 PT19B 0 C VREF2_0

B6 PT10A 0 T DQS PT15A 0 T DQS PT19A 0 T DQS

A5 PT9B 0 - - PT14B 0 - - PT18B 0 - -

B5 PT8A 0 - - PT13A 0 - - PT17A 0 - -

- GNDIO0 0 - - GNDIO0 0 - - GNDIO0 0 - -

C5 PT7B 0 C - PT12B 0 C - PT16B 0 C -

A4 PT7A 0 T - PT12A 0 T - PT16A 0 T -

D9 PT6B 0 C - PT11B 0 C - PT15B 0 C -

D8 PT6A 0 T - PT11A 0 T - PT15A 0 T -

B4 PT5B 0 C - PT10B 0 C - PT14B 0 C -

A2 PT5A 0 T - PT10A 0 T - PT14A 0 T -

A3 PT4B 0 C - PT9B 0 C - PT13B 0 C -

B3 PT4A 0 T - PT9A 0 T - PT13A 0 T -

C4 PT3B 0 C - PT8B 0 C - PT12B 0 C -

C3 PT3A 0 T - PT8A 0 T - PT12A 0 T -

- GNDIO0 0 - - GNDIO0 0 - - GNDIO0 0 - -

C2 - - - - PT7B 0 C - PT11B 0 C -

D3 PT2A 0 - - PT7A 0 T DQS PT11A 0 T DQS

D7 - - - - PT6B 0 - - PT10B 0 - -

D6 - - - - PT5A 0 - - PT9A 0 - -

E4 - - - - PT4B 0 C - PT8B 0 C -

D4 - - - - PT4A 0 T - PT8A 0 T -

D5 - - - - PT3B 0 - - PT7B 0 - -

- GNDIO0 0 - - GNDIO0 0 - - GNDIO0 0 - -

- GNDIO0 0 - - GNDIO0 0 - - GNDIO0 0 - -

C1 CFG0 0 - - CFG0 0 - - CFG0 0 - -

B2 CFG1 0 - - CFG1 0 - - CFG1 0 - -

B1 DONE 0 - - DONE 0 - - DONE 0 - -

A1 GND - - - GND - - - GND - - -

A22 GND - - - GND - - - GND - - -

AB1 GND - - - GND - - - GND - - -

AB22 GND - - - GND - - - GND - - -

H10 GND - - - GND - - - GND - - -

H11 GND - - - GND - - - GND - - -

H12 GND - - - GND - - - GND - - -

H13 GND - - - GND - - - GND - - -

H14 GND - - - GND - - - GND - - -

J10 GND - - - GND - - - GND - - -

J11 GND - - - GND - - - GND - - -

J12 GND - - - GND - - - GND - - -

J13 GND - - - GND - - - GND - - -

J14 GND - - - GND - - - GND - - -

J9 GND - - - GND - - - GND - - -

K10 GND - - - GND - - - GND - - -

LFXP10, LFXP15 & LFXP20 Logic Signal Connections: 388 fpBGA (Cont.)
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D18 - - - - PT55B 1 C -

E18 - - - - PT55A 1 T -

C19 - - - - PT54B 1 C -

C18 - - - - PT54A 1 T -

C21 - - - - PT53B 1 C -

- GNDIO1 1 - - GNDIO1 1 - -

B21 - - - - PT53A 1 T -

E17 PT48B 1 C - PT52B 1 C -

E16 PT48A 1 T - PT52A 1 T -

C17 PT47B 1 C - PT51B 1 C -

D17 PT47A 1 T DQS PT51A 1 T DQS

F17 PT46B 1 - - PT50B 1 - -

F16 PT45A 1 - - PT49A 1 - -

C16 PT44B 1 C - PT48B 1 C -

D16 PT44A 1 T - PT48A 1 T -

A20 PT43B 1 C - PT47B 1 C -

- GNDIO1 1 - - GNDIO1 1 - -

B20 PT43A 1 T - PT47A 1 T -

A19 PT42B 1 C - PT46B 1 C -

B19 PT42A 1 T - PT46A 1 T -

C15 PT41B 1 C - PT45B 1 C -

D15 PT41A 1 T - PT45A 1 T -

A18 PT40B 1 C - PT44B 1 C -

B18 PT40A 1 T - PT44A 1 T -

F15 PT39B 1 C VREF1_1 PT43B 1 C VREF1_1

- GNDIO1 1 - - GNDIO1 1 - -

E15 PT39A 1 T DQS PT43A 1 T DQS

A17 PT38B 1 - - PT42B 1 - -

B17 PT37A 1 - - PT41A 1 - -

E14 PT36B 1 C - PT40B 1 C -

F14 PT36A 1 T - PT40A 1 T -

D14 PT35B 1 C - PT39B 1 C -

C14 PT35A 1 T D0 PT39A 1 T D0

A16 PT34B 1 C D1 PT38B 1 C D1

B16 PT34A 1 T VREF2_1 PT38A 1 T VREF2_1

A15 PT33B 1 C - PT37B 1 C -

B15 PT33A 1 T D2 PT37A 1 T D2

- GNDIO1 1 - - GNDIO1 1 - -

E13 PT32B 1 C D3 PT36B 1 C D3

D13 PT32A 1 T - PT36A 1 T -

C13 PT31B 1 C - PT35B 1 C -

B13 PT31A 1 T DQS PT35A 1 T DQS

LFXP15 & LFXP20 Logic Signal Connections: 484 fpBGA (Cont.)
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G9 VCC - - - VCC - - -

H15 VCC - - - VCC - - -

H8 VCC - - - VCC - - -

J16 VCC - - - VCC - - -

J7 VCC - - - VCC - - -

K16 VCC - - - VCC - - -

K17 VCC - - - VCC - - -

K6 VCC - - - VCC - - -

K7 VCC - - - VCC - - -

N16 VCC - - - VCC - - -

N17 VCC - - - VCC - - -

N6 VCC - - - VCC - - -

N7 VCC - - - VCC - - -

P16 VCC - - - VCC - - -

P7 VCC - - - VCC - - -

R15 VCC - - - VCC - - -

R8 VCC - - - VCC - - -

T10 VCC - - - VCC - - -

T13 VCC - - - VCC - - -

T14 VCC - - - VCC - - -

T9 VCC - - - VCC - - -

U10 VCC - - - VCC - - -

U13 VCC - - - VCC - - -

G15 VCCAUX - - - VCCAUX - - -

G16 VCCAUX - - - VCCAUX - - -

G7 VCCAUX - - - VCCAUX - - -

G8 VCCAUX - - - VCCAUX - - -

H16 VCCAUX - - - VCCAUX - - -

H7 VCCAUX - - - VCCAUX - - -

R16 VCCAUX - - - VCCAUX - - -

R7 VCCAUX - - - VCCAUX - - -

T15 VCCAUX - - - VCCAUX - - -

T16 VCCAUX - - - VCCAUX - - -

T7 VCCAUX - - - VCCAUX - - -

T8 VCCAUX - - - VCCAUX - - -

F11 VCCIO0 0 - - VCCIO0 0 - -

G11 VCCIO0 0 - - VCCIO0 0 - -

H10 VCCIO0 0 - - VCCIO0 0 - -

H11 VCCIO0 0 - - VCCIO0 0 - -

F12 VCCIO1 1 - - VCCIO1 1 - -

G12 VCCIO1 1 - - VCCIO1 1 - -

H12 VCCIO1 1 - - VCCIO1 1 - -

LFXP15 & LFXP20 Logic Signal Connections: 484 fpBGA (Cont.)
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Thermal Management 
Thermal management is recommended as part of any sound FPGA design methodology.  To assess the thermal 
characteristics of a system, Lattice specifies a maximum allowable junction temperature in all device data sheets. 
Designers must complete a thermal analysis of their specific design to ensure that the device and package do not 
exceed the junction temperature limits. Refer to the Thermal Management document to find the device/package 
specific thermal values.

For Further Information
For further information regarding Thermal Management, refer to the following located on the Lattice website at 
www.latticesemi.com.

• Thermal Management document

• Technical Note TN1052 - Power Estimation and Management for LatticeECP/EC and LatticeXP Devices

• Power Calculator tool included with Lattice’s ispLEVER design tool, or as a standalone download from 
www.latticesemi.com/software



5-2

Ordering Information
Lattice Semiconductor LatticeXP Family Data Sheet

Conventional Packaging
Commercial

Part Number I/Os Voltage Grade Package Pins Temp. LUTs

LFXP3C-3Q208C 136 1.8/2.5/3.3V -3 PQFP 208 COM 3.1K

LFXP3C-4Q208C 136 1.8/2.5/3.3V -4 PQFP 208 COM 3.1K

LFXP3C-5Q208C 136 1.8/2.5/3.3V -5 PQFP 208 COM 3.1K

LFXP3C-3T144C 100 1.8/2.5/3.3V -3 TQFP 144 COM 3.1K

LFXP3C-4T144C 100 1.8/2.5/3.3V -4 TQFP 144 COM 3.1K

LFXP3C-5T144C 100 1.8/2.5/3.3V -5 TQFP 144 COM 3.1K

LFXP3C-3T100C 62 1.8/2.5/3.3V -3 TQFP 100 COM 3.1K

LFXP3C-4T100C 62 1.8/2.5/3.3V -4 TQFP 100 COM 3.1K

LFXP3C-5T100C 62 1.8/2.5/3.3V -5 TQFP 100 COM 3.1K

Part Number I/Os Voltage Grade Package Pins Temp. LUTs

LFXP6C-3F256C 188 1.8/2.5/3.3V -3 fpBGA 256 COM 5.8K

LFXP6C-4F256C 188 1.8/2.5/3.3V -4 fpBGA 256 COM 5.8K

LFXP6C-5F256C 188 1.8/2.5/3.3V -5 fpBGA 256 COM 5.8K

LFXP6C-3Q208C 142 1.8/2.5/3.3V -3 PQFP 208 COM 5.8K

LFXP6C-4Q208C 142 1.8/2.5/3.3V -4 PQFP 208 COM 5.8K

LFXP6C-5Q208C 142 1.8/2.5/3.3V -5 PQFP 208 COM 5.8K

LFXP6C-3T144C 100 1.8/2.5/3.3V -3 TQFP 144 COM 5.8K

LFXP6C-4T144C 100 1.8/2.5/3.3V -4 TQFP 144 COM 5.8K

LFXP6C-5T144C 100 1.8/2.5/3.3V -5 TQFP 144 COM 5.8K

Part Number I/Os Voltage Grade Package Pins Temp. LUTs

LFXP10C-3F388C 244 1.8/2.5/3.3V -3 fpBGA 388 COM 9.7K

LFXP10C-4F388C 244 1.8/2.5/3.3V -4 fpBGA 388 COM 9.7K

LFXP10C-5F388C 244 1.8/2.5/3.3V -5 fpBGA 388 COM 9.7K

LFXP10C-3F256C 188 1.8/2.5/3.3V -3 fpBGA 256 COM 9.7K

LFXP10C-4F256C 188 1.8/2.5/3.3V -4 fpBGA 256 COM 9.7K

LFXP10C-5F256C 188 1.8/2.5/3.3V -5 fpBGA 256 COM 9.7K
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Commercial (Cont.)

Industrial

Part Number I/Os Voltage Grade Package Pins Temp. LUTs

LFXP20E-3F484C 340 1.2V -3 fpBGA 484 COM 19.7K

LFXP20E-4F484C 340 1.2V -4 fpBGA 484 COM 19.7K

LFXP20E-5F484C 340 1.2V -5 fpBGA 484 COM 19.7K

LFXP20E-3F388C 268 1.2V -3 fpBGA 388 COM 19.7K

LFXP20E-4F388C 268 1.2V -4 fpBGA 388 COM 19.7K

LFXP20E-5F388C 268 1.2V -5 fpBGA 388 COM 19.7K

LFXP20E-3F256C 188 1.2V -3 fpBGA 256 COM 19.7K

LFXP20E-4F256C 188 1.2V -4 fpBGA 256 COM 19.7K

LFXP20E-5F256C 188 1.2V -5 fpBGA 256 COM 19.7K

Part Number I/Os Voltage Grade Package Pins Temp. LUTs

LFXP3C-3Q208I 136 1.8/2.5/3.3V -3 PQFP 208 IND 3.1K

LFXP3C-4Q208I 136 1.8/2.5/3.3V -4 PQFP 208 IND 3.1K

LFXP3C-3T144I 100 1.8/2.5/3.3V -3 TQFP 144 IND 3.1K

LFXP3C-4T144I 100 1.8/2.5/3.3V -4 TQFP 144 IND 3.1K

LFXP3C-3T100I 62 1.8/2.5/3.3V -3 TQFP 100 IND 3.1K

LFXP3C-4T100I 62 1.8/2.5/3.3V -4 TQFP 100 IND 3.1K

Part Number I/Os Voltage Grade Package Pins Temp. LUTs

LFXP6C-3F256I 188 1.8/2.5/3.3V -3 fpBGA 256 IND 5.8K

LFXP6C-4F256I 188 1.8/2.5/3.3V -4 fpBGA 256 IND 5.8K

LFXP6C-3Q208I 142 1.8/2.5/3.3V -3 PQFP 208 IND 5.8K

LFXP6C-4Q208I 142 1.8/2.5/3.3V -4 PQFP 208 IND 5.8K

LFXP6C-3T144I 100 1.8/2.5/3.3V -3 TQFP 144 IND 5.8K

LFXP6C-4T144I 100 1.8/2.5/3.3V -4 TQFP 144 IND 5.8K

Part Number I/Os Voltage Grade Package Pins Temp. LUTs

LFXP10C-3F388I 244 1.8/2.5/3.3V -3 fpBGA 388 IND 9.7K

LFXP10C-4F388I 244 1.8/2.5/3.3V -4 fpBGA 388 IND 9.7K

LFXP10C-3F256I 188 1.8/2.5/3.3V -3 fpBGA 256 IND 9.7K

LFXP10C-4F256I 188 1.8/2.5/3.3V -4 fpBGA 256 IND 9.7K
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Commercial (Cont.)

Industrial

Part Number I/Os Voltage Grade Package Pins Temp. LUTs

LFXP15E-3FN484C 300 1.2V -3 fpBGA 484 COM 15.5K

LFXP15E-4FN484C 300 1.2V -4 fpBGA 484 COM 15.5K

LFXP15E-5FN484C 300 1.2V -5 fpBGA 484 COM 15.5K

LFXP15E-3FN388C 268 1.2V -3 fpBGA 388 COM 15.5K

LFXP15E-4FN388C 268 1.2V -4 fpBGA 388 COM 15.5K

LFXP15E-5FN388C 268 1.2V -5 fpBGA 388 COM 15.5K

LFXP15E-3FN256C 188 1.2V -3 fpBGA 256 COM 15.5K

LFXP15E-4FN256C 188 1.2V -4 fpBGA 256 COM 15.5K

LFXP15E-5FN256C 188 1.2V -5 fpBGA 256 COM 15.5K

Part Number I/Os Voltage Grade Package Pins Temp. LUTs

LFXP20E-3FN484C 340 1.2V -3 fpBGA 484 COM 19.7K

LFXP20E-4FN484C 340 1.2V -4 fpBGA 484 COM 19.7K

LFXP20E-5FN484C 340 1.2V -5 fpBGA 484 COM 19.7K

LFXP20E-3FN388C 268 1.2V -3 fpBGA 388 COM 19.7K

LFXP20E-4FN388C 268 1.2V -4 fpBGA 388 COM 19.7K

LFXP20E-5FN388C 268 1.2V -5 fpBGA 388 COM 19.7K

LFXP20E-3FN256C 188 1.2V -3 fpBGA 256 COM 19.7K

LFXP20E-4FN256C 188 1.2V -4 fpBGA 256 COM 19.7K

LFXP20E-5FN256C 188 1.2V -5 fpBGA 256 COM 19.7K

Part Number I/Os Voltage Grade Package Pins Temp. LUTs

LFXP3C-3QN208I 136 1.8/2.5/3.3V -3 PQFP 208 IND 3.1K

LFXP3C-4QN208I 136 1.8/2.5/3.3V -4 PQFP 208 IND 3.1K

LFXP3C-3TN144I 100 1.8/2.5/3.3V -3 TQFP 144 IND 3.1K

LFXP3C-4TN144I 100 1.8/2.5/3.3V -4 TQFP 144 IND 3.1K

LFXP3C-3TN100I 62 1.8/2.5/3.3V -3 TQFP 100 IND 3.1K

LFXP3C-4TN100I 62 1.8/2.5/3.3V -4 TQFP 100 IND 3.1K

Part Number I/Os Voltage Grade Package Pins Temp. LUTs

LFXP6C-3FN256I 188 1.8/2.5/3.3V -3 fpBGA 256 IND 5.8K

LFXP6C-4FN256I 188 1.8/2.5/3.3V -4 fpBGA 256 IND 5.8K

LFXP6C-3QN208I 142 1.8/2.5/3.3V -3 PQFP 208 IND 5.8K

LFXP6C-4QN208I 142 1.8/2.5/3.3V -4 PQFP 208 IND 5.8K

LFXP6C-3TN144I 100 1.8/2.5/3.3V -3 TQFP 144 IND 5.8K

LFXP6C-4TN144I 100 1.8/2.5/3.3V -4 TQFP 144 IND 5.8K


