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What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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PIC16F7X
FIGURE 2-2: PIC16F77/76 REGISTER FILE MAP 

Indirect addr.(*)

TMR0
PCL

STATUS
FSR

PORTA
PORTB
PORTC

PCLATH
INTCON

PIR1

TMR1L
TMR1H
T1CON
TMR2

T2CON
SSPBUF
SSPCON
CCPR1L
CCPR1H

CCP1CON

OPTION_REG
PCL

STATUS
FSR

TRISA
TRISB
TRISC

PCLATH
INTCON

PIE1

PCON

PR2

SSPSTAT

00h
01h
02h
03h
04h
05h
06h
07h
08h
09h
0Ah
0Bh
0Ch
0Dh
0Eh
0Fh
10h
11h
12h
13h
14h
15h
16h
17h
18h
19h
1Ah
1Bh
1Ch
1Dh
1Eh
1Fh

80h
81h
82h
83h
84h
85h
86h
87h
88h
89h
8Ah
8Bh
8Ch
8Dh
8Eh
8Fh
90h
91h
92h
93h
94h
95h
96h
97h
98h
99h
9Ah
9Bh
9Ch
9Dh
9Eh
9Fh

20h A0h

7Fh FFh
Bank 0 Bank 1

 Unimplemented data memory locations, read as ’0’.
 * Not a physical register.

Note 1: These registers are not implemented on 28-pin devices.

File
Address

Indirect addr.(*) Indirect addr.(*)

PCL
STATUS

FSR

PCLATH
INTCON

PCL
STATUS

FSR

PCLATH
INTCON

100h
101h
102h
103h
104h
105h
106h
107h
108h
109h
10Ah
10Bh
10Ch
10Dh
10Eh
10Fh
110h
111h
112h
113h
114h
115h
116h
117h
118h
119h
11Ah
11Bh
11Ch
11Dh
11Eh
11Fh

180h
181h
182h
183h
184h
185h
186h
187h
188h
189h
18Ah
18Bh
18Ch
18Dh
18Eh
18Fh
190h
191h
192h
193h
194h
195h
196h
197h
198h
199h
19Ah
19Bh
19Ch
19Dh
19Eh
19Fh

120h 1A0h

17Fh 1FFh
Bank 2 Bank 3

Indirect addr.(*)

PORTD(1)

PORTE(1)
TRISD(1)

TRISE(1)

TMR0 OPTION_REG

PIR2 PIE2

RCSTA
TXREG
RCREG
CCPR2L
CCPR2H

CCP2CON
ADRES

ADCON0

TXSTA
SPBRG

ADCON1

General
Purpose
Register

General
Purpose
Register

General
Purpose
Register

General
Purpose
Register

1EFh
1F0haccesses

70h - 7Fh

EFh
F0haccesses

70h-7Fh

16Fh
170haccesses

70h-7Fh

General
Purpose
Register

General
Purpose
Register

TRISBPORTB

96 Bytes
80 Bytes 80 Bytes 80 Bytes

16 Bytes 16 Bytes

PMDATA
PMADR

PMCON1

PMDATH
PMADRH

File
Address

File
Address

File
Address

SSPADD
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PIC16F7X
FIGURE 2-3: PIC16F74/73 REGISTER FILE MAP  

Indirect addr.(*)

TMR0
PCL

STATUS
FSR

PORTA
PORTB
PORTC

PCLATH
INTCON

PIR1

TMR1L
TMR1H
T1CON
TMR2

T2CON
SSPBUF
SSPCON
CCPR1L
CCPR1H

CCP1CON

OPTION_REG
PCL

STATUS
FSR

TRISA
TRISB
TRISC

PCLATH
INTCON

PIE1

PCON

PR2

SSPSTAT

00h
01h
02h
03h
04h
05h
06h
07h
08h
09h
0Ah
0Bh
0Ch
0Dh
0Eh
0Fh
10h
11h
12h
13h
14h
15h
16h
17h
18h
19h
1Ah
1Bh
1Ch
1Dh
1Eh
1Fh

80h
81h
82h
83h
84h
85h
86h
87h
88h
89h
8Ah
8Bh
8Ch
8Dh
8Eh
8Fh
90h
91h
92h
93h
94h
95h
96h
97h
98h
99h
9Ah
9Bh
9Ch
9Dh
9Eh
9Fh

20h A0h

7Fh FFh
Bank 0 Bank 1

File
Address

Indirect addr.(*) Indirect addr.(*)

PCL
STATUS

FSR

PCLATH
INTCON

PCL
STATUS

FSR

PCLATH
INTCON

100h
101h
102h
103h
104h
105h
106h
107h
108h
109h
10Ah
10Bh

180h
181h
182h
183h
184h
185h
186h
187h
188h
189h
18Ah
18Bh

17Fh 1FFh
Bank 2 Bank 3

Indirect addr.(*)

PORTD(1)

PORTE(1)
TRISD(1)

TRISE(1)

TMR0 OPTION_REG

PIR2 PIE2

RCSTA
TXREG
RCREG
CCPR2L
CCPR2H

CCP2CON
ADRES

ADCON0

TXSTA
SPBRG

ADCON1

General
Purpose
Register

General
Purpose
Register

1EFh
1F0h

accesses
A0h - FFh

16Fh
170h

accesses
20h-7Fh

TRISBPORTB

96 Bytes 96 Bytes

10Ch
10Dh
10Eh
10Fh
110h

18Ch
18Dh
18Eh
18Fh
190h

PMDATA
PMADR

PMCON1

PMDATH
PMADRH

 Unimplemented data memory locations, read as ’0’.
 * Not a physical register.

Note 1: These registers are not implemented on 28-pin devices.

120h 1A0h

File
Address

File
Address

File
Address

SSPADD
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PIC16F7X
4.6 Parallel Slave Port

The Parallel Slave Port (PSP) is not implemented on
the PIC16F73 or PIC16F76.

PORTD operates as an 8-bit wide Parallel Slave Port,
or Microprocessor Port, when control bit PSPMODE
(TRISE<4>) is set. In Slave mode, it is asynchronously
readable and writable by an external system using the
read control input pin RE0/RD, the write control input
pin RE1/WR, and the chip select control input pin
RE2/CS.

The PSP can directly interface to an 8-bit micro-
processor data bus. The external microprocessor can
read or write the PORTD latch as an 8-bit latch. Setting
bit PSPMODE enables port pin RE0/RD to be the RD
input, RE1/WR to be the WR input and RE2/CS to be
the CS (chip select) input. For this functionality, the cor-
responding data direction bits of the TRISE register
(TRISE<2:0>) must be configured as inputs (i.e., set).
The A/D port configuration bits PCFG3:PCFG0
(ADCON1<3:0>) must be set to configure pins
RE2:RE0 as digital I/O.

There are actually two 8-bit latches, one for data output
(external reads) and one for data input (external
writes). The firmware writes 8-bit data to the PORTD
output data latch and reads data from the PORTD input
data latch (note that they have the same address). In
this mode, the TRISD register is ignored, since the
external device is controlling the direction of data flow.

An external write to the PSP occurs when the CS and
WR lines are both detected low. Firmware can read the
actual data on the PORTD pins during this time. When
either the CS or WR lines become high (level trig-
gered), the data on the PORTD pins is latched, and the
Input Buffer Full (IBF) status flag bit (TRISE<7>) and
interrupt flag bit PSPIF (PIR1<7>) are set on the Q4
clock cycle, following the next Q2 cycle to signal the
write is complete (Figure 4-9). Firmware clears the IBF
flag by reading the latched PORTD data, and clears the
PSPIF bit.

The Input Buffer Overflow (IBOV) status flag bit
(TRISE<5>) is set if an external write to the PSP occurs
while the IBF flag is set from a previous external write.
The previous PORTD data is overwritten with the new
data. IBOV is cleared by reading PORTD and clearing
IBOV.

A read from the PSP occurs when both the CS and RD
lines are detected low. The data in the PORTD output
latch is output to the PORTD pins. The Output Buffer
Full (OBF) status flag bit (TRISE<6>) is cleared imme-
diately (Figure 4-10), indicating that the PORTD latch is
being read, or has been read by the external bus. If
firmware writes new data to the output latch during this
time, it is immediately output to the PORTD pins, but
OBF will remain cleared.

When either the CS or RD pins are detected high, the
PORTD outputs are disabled, and the interrupt flag bit
PSPIF is set on the Q4 clock cycle following the next
Q2 cycle, indicating that the read is complete. OBF
remains low until firmware writes new data to PORTD.

When not in PSP mode, the IBF and OBF bits are held
clear. Flag bit IBOV remains unchanged. The PSPIF bit
must be cleared by the user in firmware; the interrupt
can be disabled by clearing the interrupt enable bit
PSPIE (PIE1<7>).

FIGURE 4-8: PORTD AND PORTE 
BLOCK DIAGRAM 
(PARALLEL SLAVE PORT) 

Data Bus

WR
Port

RD

RDx

QD

CK

EN

Q D

EN
Port

pin

One bit of PORTD

Set Interrupt Flag

PSPIF (PIR1<7>)

Read

Chip Select

Write

RD

CS

WR

Note: I/O pin has protection diodes to VDD and VSS.

TTL

TTL

TTL

TTL
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PIC16F7X
7.0 TIMER2 MODULE

Timer2 is an 8-bit timer with a prescaler and a
postscaler. It can be used as the PWM time-base for
the PWM mode of the CCP module(s). The TMR2 reg-
ister is readable and writable, and is cleared on any
device RESET.

The input clock (FOSC/4) has a prescale option of 1:1,
1:4 or 1:16, selected by control bits
T2CKPS1:T2CKPS0 (T2CON<1:0>).

The Timer2 module has an 8-bit period register, PR2.
Timer2 increments from 00h until it matches PR2 and
then resets to 00h on the next increment cycle. PR2 is
a readable and writable register. The PR2 register is
initialized to FFh upon RESET.

The match output of TMR2 goes through a 4-bit
postscaler (which gives a 1:1 to 1:16 scaling inclusive)
to generate a TMR2 interrupt (latched in flag bit
TMR2IF, (PIR1<1>)).

Timer2 can be shut-off by clearing control bit TMR2ON
(T2CON<2>) to minimize power consumption.

Register 7-1 shows the Timer2 control register.

Additional information on timer modules is available in
the PICmicro™ Mid-Range MCU Family Reference
Manual (DS33023).

7.1 Timer2 Prescaler and Postscaler

The prescaler and postscaler counters are cleared
when any of the following occurs: 

• a write to the TMR2 register

• a write to the T2CON register
• any device RESET (POR, MCLR Reset, WDT 

Reset or BOR)

TMR2 is not cleared when T2CON is written.

7.2 Output of TMR2

The output of TMR2 (before the postscaler) is fed to the
SSP module, which optionally uses it to generate shift
clock.

FIGURE 7-1: TIMER2 BLOCK DIAGRAM

Comparator

TMR2
Sets Flag

TMR2 reg

Output(1)

Reset

Postscaler

Prescaler

PR2 reg

2

FOSC/4
1:1, 1:4, 1:16

EQ

4

bit TMR2IF

Note 1: TMR2 register output can be software selected by the 
SSP module as a baud clock.

1:1 to 1:16

T2OUTPS3:
T2OUTPS0

T2CKPS1:
T2CKPS0
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PIC16F7X
9.3 SSP I2     C Operation

The SSP module in I2C mode, fully implements all slave
functions, except general call support, and provides
interrupts on START and STOP bits in hardware to facil-
itate firmware implementations of the master functions.
The SSP module implements the standard mode speci-
fications as well as 7-bit and 10-bit addressing. 

Two pins are used for data transfer. These are the RC3/
SCK/SCL pin, which is the clock (SCL), and the RC4/
SDI/SDA pin, which is the data (SDA). The user must
configure these pins as inputs or outputs through the
TRISC<4:3> bits. 

The SSP module functions are enabled by setting SSP
enable bit SSPEN (SSPCON<5>).

FIGURE 9-5: SSP BLOCK DIAGRAM 
(I2C MODE)

The SSP module has five registers for I2C operation.
These are the: 

• SSP Control Register (SSPCON)
• SSP Status Register (SSPSTAT)

• Serial Receive/Transmit Buffer (SSPBUF)
• SSP Shift Register (SSPSR) - Not directly accessible
• SSP Address Register (SSPADD)

The SSPCON register allows control of the I2C opera-
tion. Four mode selection bits (SSPCON<3:0>) allow
one of the following I2C modes to be selected:

• I2C Slave mode (7-bit address)

• I2C Slave mode (10-bit address)
• I2C Slave mode (7-bit address), with START and 

STOP bit interrupts enabled to support Firmware 
Master mode

• I2C Slave mode (10-bit address), with START and 
STOP bit interrupts enabled to support Firmware 
Master mode

• I2C START and STOP bit interrupts enabled to 
support Firmware Master mode, Slave is IDLE

Selection of any I2C mode with the SSPEN bit set,
forces the SCL and SDA pins to be open drain, pro-
vided these pins are programmed to inputs by setting
the appropriate TRISC bits. Pull-up resistors must be
provided externally to the SCL and SDA pins for proper
operation of the I2C module.

Additional information on SSP I2C operation can be
found in the PICmicro™ Mid-Range MCU Family Ref-
erence Manual (DS33023A).

9.3.1 SLAVE MODE

In Slave mode, the SCL and SDA pins must be config-
ured as inputs (TRISC<4:3> set). The SSP module will
override the input state with the output data when
required (slave-transmitter).

When an address is matched, or the data transfer after
an address match is received, the hardware automati-
cally will generate the Acknowledge (ACK) pulse, and
then load the SSPBUF register with the received value
currently in the SSPSR register.

There are certain conditions that will cause the SSP
module not to give this ACK pulse. They include (either
or both):

a) The buffer full bit BF (SSPSTAT<0>) was set
before the transfer was received.

b) The overflow bit SSPOV (SSPCON<6>) was set
before the transfer was received.

In this case, the SSPSR register value is not loaded
into the SSPBUF, but bit SSPIF (PIR1<3>) is set.
Table 9-2 shows what happens when a data transfer
byte is received, given the status of bits BF and
SSPOV. The shaded cells show the condition where
user software did not properly clear the overflow condi-
tion. Flag bit BF is cleared by reading the SSPBUF reg-
ister, while bit SSPOV is cleared through software.

The SCL clock input must have a minimum high and
low for proper operation. The high and low times of the
I2C specification, as well as the requirements of the
SSP module, are shown in timing parameter #100 and
parameter #101.

Read Write

SSPSR reg

Match Detect

SSPADD reg

START and 
STOP bit Detect

SSPBUF reg

Internal
Data Bus

Addr Match

Set, RESET
S, P bits

(SSPSTAT reg)

RC3/SCK/SCL

RC4/

Shift
Clock

MSb
SDI/

LSb

SDA
 2002 Microchip Technology Inc. DS30325B-page 65



PIC16F7X
9.3.1.1 Addressing

Once the SSP module has been enabled, it waits for a
START condition to occur. Following the START condi-
tion, the 8-bits are shifted into the SSPSR register. All
incoming bits are sampled with the rising edge of the
clock (SCL) line. The value of register SSPSR<7:1> is
compared to the value of the SSPADD register. The
address is compared on the falling edge of the eighth
clock (SCL) pulse. If the addresses match, and the BF
and SSPOV bits are clear, the following events occur:

a) The SSPSR register value is loaded into the
SSPBUF register.

b) The buffer full bit, BF is set.
c) An ACK pulse is generated.
d) SSP interrupt flag bit, SSPIF (PIR1<3>) is set

(interrupt is generated if enabled) - on the falling
edge of the ninth SCL pulse.

In 10-bit Address mode, two address bytes need to be
received by the slave (Figure 9-7). The five Most Sig-
nificant bits (MSbs) of the first address byte specify if
this is a 10-bit address. Bit R/W (SSPSTAT<2>) must
specify a write so the slave device will receive the sec-
ond address byte. For a 10-bit address, the first byte
would equal ‘1111 0 A9 A8 0’, where A9 and A8 are
the two MSbs of the address. 

The sequence of events for 10-bit address is as fol-
lows, with steps 7 - 9 for slave-transmitter:

1. Receive first (high) byte of address (bits SSPIF,
BF, and bit UA (SSPSTAT<1>) are set).

2. Update the SSPADD register with second (low)
byte of address (clears bit UA and releases the
SCL line).

3. Read the SSPBUF register (clears bit BF) and
clear flag bit SSPIF.

4. Receive second (low) byte of address (bits
SSPIF, BF, and UA are set).

5. Update the SSPADD register with the first (high)
byte of address, if match releases SCL line, this
will clear bit UA.

6. Read the SSPBUF register (clears bit BF) and
clear flag bit SSPIF.

7. Receive Repeated START condition.
8. Receive first (high) byte of address (bits SSPIF

and BF are set).
9. Read the SSPBUF register (clears bit BF) and

clear flag bit SSPIF.

TABLE 9-2: DATA TRANSFER RECEIVED BYTE ACTIONS

9.3.1.2 Reception

When the R/W bit of the address byte is clear and an
address match occurs, the R/W bit of the SSPSTAT
register is cleared. The received address is loaded into
the SSPBUF register. 

When the address byte overflow condition exists, then
no Acknowledge (ACK) pulse is given. An overflow
condition is defined as either bit BF (SSPSTAT<0>) is
set, or bit SSPOV (SSPCON<6>) is set. This is an error
condition due to the user’s firmware. 

An SSP interrupt is generated for each data transfer
byte. Flag bit SSPIF (PIR1<3>) must be cleared in soft-
ware. The SSPSTAT register is used to determine the
status of the byte.

Status Bits as Data
Transfer is Received SSPSR →  SSPBUF

Generate ACK
Pulse

Set bit SSPIF
(SSP Interrupt occurs

if enabled)BF SSPOV

0 0 Yes Yes Yes

1 0 No No Yes

1 1 No No Yes

0 1 No No Yes
Note: Shaded cells show the conditions where the user software did not properly clear the overflow condition.
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PIC16F7X
9.3.2 MASTER MODE

Master mode of operation is supported in firmware
using interrupt generation on the detection of the
START and STOP conditions. The STOP (P) and
START (S) bits are cleared from a RESET or when the
SSP module is disabled. The STOP (P) and START (S)
bits will toggle based on the START and STOP condi-
tions. Control of the I2C bus may be taken when the P
bit is set, or the bus is IDLE and both the S and P bits
are clear.

In Master mode, the SCL and SDA lines are manipu-
lated by clearing the corresponding TRISC<4:3> bit(s).
The output level is always low, irrespective of the
value(s) in PORTC<4:3>. So when transmitting data, a
’1’ data bit must have the TRISC<4> bit set (input) and
a ’0’ data bit must have the TRISC<4> bit cleared (out-
put). The same scenario is true for the SCL line with the
TRISC<3> bit. Pull-up resistors must be provided
externally to the SCL and SDA pins for proper opera-
tion of the I2C module.

The following events will cause SSP Interrupt Flag bit,
SSPIF, to be set (SSP Interrupt will occur if enabled):

• START condition
• STOP condition

• Data transfer byte transmitted/received

Master mode of operation can be done with either the
Slave mode IDLE (SSPM3:SSPM0 = 1011), or with the
Slave active. When both Master and Slave modes are
enabled, the software needs to differentiate the
source(s) of the interrupt.

9.3.3 MULTI-MASTER MODE

In Multi-Master mode, the interrupt generation on the
detection of the START and STOP conditions, allows
the determination of when the bus is free. The STOP
(P) and START (S) bits are cleared from a RESET or
when the SSP module is disabled. The STOP (P) and
START (S) bits will toggle based on the START and
STOP conditions. Control of the I2C bus may be taken
when bit P (SSPSTAT<4>) is set, or the bus is IDLE
and both the S and P bits clear. When the bus is busy,
enabling the SSP Interrupt will generate the interrupt
when the STOP condition occurs.

In Multi-Master operation, the SDA line must be moni-
tored to see if the signal level is the expected output
level. This check only needs to be done when a high
level is output. If a high level is expected and a low level
is present, the device needs to release the SDA and
SCL lines (set TRISC<4:3>). There are two stages
where this arbitration can be lost, these are:

• Address Transfer
• Data Transfer

When the slave logic is enabled, the slave continues to
receive. If arbitration was lost during the address trans-
fer stage, communication to the device may be in
progress. If addressed, an ACK pulse will be gener-
ated. If arbitration was lost during the data transfer
stage, the device will need to retransfer the data at a
later time.

TABLE 9-3: REGISTERS ASSOCIATED WITH I2C OPERATION

Address Name Bit 7 Bit 6 Bit 5 Bit 4 Bit 3 Bit 2 Bit 1 Bit 0
Value on:

POR,
BOR

Value on 
all other 
RESETS

0Bh, 8Bh,
10Bh,18Bh

INTCON GIE PEIE TMR0IE INTE RBIE TMR0IF INTF RBIF 0000 000x 0000 000u

0Ch PIR1 PSPIF(1) ADIF RCIF TXIF SSPIF CCP1IF TMR2IF TMR1IF 0000 0000 0000 0000

8Ch PIE1 PSPIE(1) ADIE RCIE TXIE SSPIE CCP1IE TMR2IE TMR1IE 0000 0000 0000 0000

13h SSPBUF Synchronous Serial Port Receive Buffer/Transmit Register xxxx xxxx uuuu uuuu

93h SSPADD Synchronous Serial Port (I2C mode) Address Register 0000 0000 0000 0000

14h SSPCON WCOL SSPOV SSPEN CKP SSPM3 SSPM2 SSPM1 SSPM0 0000 0000 0000 0000

94h SSPSTAT SMP(2) CKE(2) D/A P S R/W UA BF 0000 0000 0000 0000

87h TRISC PORTC Data Direction Register 1111 1111 1111 1111

Legend: x = unknown, u = unchanged, - = unimplemented locations read as ’0’. Shaded cells are not used by SSP module in I2C mode.
Note 1: PSPIF and PSPIE are reserved on the PIC16F73/76; always maintain these bits clear.

2: Maintain these bits clear in I2C mode.
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PIC16F7X
REGISTER 10-2: RCSTA: RECEIVE STATUS AND CONTROL REGISTER (ADDRESS 18h)             

R/W-0 R/W-0 R/W-0 R/W-0 U-0 R-0 R-0 R-x

SPEN RX9 SREN CREN — FERR OERR RX9D

bit 7 bit 0

bit 7 SPEN: Serial Port Enable bit
1 = Serial port enabled (configures RC7/RX/DT and RC6/TX/CK pins as serial port pins)
0 = Serial port disabled

bit 6 RX9: 9-bit Receive Enable bit
1 = Selects 9-bit reception
0 = Selects 8-bit reception

bit 5 SREN: Single Receive Enable bit
Asynchronous mode:
Don’t care
Synchronous mode - Master:
1 = Enables single receive
0 = Disables single receive
This bit is cleared after reception is complete.

Synchronous mode - Slave:
Don’t care

bit 4 CREN: Continuous Receive Enable bit
Asynchronous mode:
1 = Enables continuous receive
0 = Disables continuous receive
Synchronous mode:
1 = Enables continuous receive until enable bit CREN is cleared (CREN overrides SREN)
0 = Disables continuous receive

bit 3 Unimplemented: Read as '0'

bit 2 FERR: Framing Error bit
1 = Framing error (can be updated by reading RCREG register and receive next valid byte)
0 = No framing error

bit 1 OERR: Overrun Error bit
1 = Overrun error (can be cleared by clearing bit CREN)
0 = No overrun error

bit 0 RX9D: 9th bit of Received Data
Can be parity bit (parity to be calculated by firmware)

Legend:

R = Readable bit W = Writable bit U = Unimplemented bit, read as ‘0’

- n = Value at POR reset ’1’ = Bit is set ’0’ = Bit is cleared x = Bit is unknown
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11.1 A/D Acquisition Requirements

For the A/D converter to meet its specified accuracy,
the charge holding capacitor (CHOLD) must be allowed
to fully charge to the input channel voltage level. The
analog input model is shown in Figure 11-2. The source
impedance (RS) and the internal sampling switch (RSS)
impedance directly affect the time required to charge
the capacitor CHOLD. The sampling switch (RSS)
impedance varies over the device voltage (VDD), see
Figure 11-2. The source impedance affects the offset
voltage at the analog input (due to pin leakage current). 

The maximum recommended impedance for ana-
log sources is 10 kΩ. After the analog input channel is
selected (changed), the acquisition period must pass
before the conversion can be started.

To calculate the minimum acquisition time, TACQ, see
the PICmicro™ Mid-Range MCU Family Reference
Manual (DS33023). In general, however, given a max-
imum source impedance of 10 kΩ and at a temperature
of 100°C, TACQ will be no more than 16 µsec. 

FIGURE 11-2: ANALOG INPUT MODEL

TABLE 11-1: TAD vs. MAXIMUM DEVICE OPERATING FREQUENCIES (STANDARD DEVICES (C))     

CPINVA

RS ANx

5 pF

VDD

VT = 0.6V

VT = 0.6V I leakage

RIC ≤ 1k

Sampling
Switch

SS RSS

CHOLD
= DAC Capacitance

VSS

6V

Sampling Switch

5V
4V
3V
2V

5 6 7 8 9 10 11

(kΩ)

VDD

= 51.2 pF± 500 nA

Legend CPIN

VT

I leakage

RIC

SS
CHOLD

= input capacitance

= threshold voltage

= leakage current at the pin due to

= interconnect resistance

= sampling switch

= sample/hold capacitance (from DAC)

various junctions

AD Clock Source (TAD) Maximum Device Frequency

Operation ADCS1:ADCS0 Max.

2TOSC 00 1.25 MHz

8TOSC 01 5 MHz

32TOSC 10 20 MHz

RC(1, 2, 3) 11 (Note 1)

Note 1: The RC source has a typical TAD time of 4 µs but can vary between 2-6 µs.
2: When the device frequencies are greater than 1 MHz, the RC A/D conversion clock source is only 

recommended for SLEEP operation. 
3: For extended voltage devices (LC), please refer to the Electrical Specifications section.
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14.8 MPLAB ICD In-Circuit Debugger

Microchip’s In-Circuit Debugger, MPLAB ICD, is a pow-
erful, low cost, run-time development tool. This tool is
based on the FLASH PICmicro MCUs and can be used
to develop for this and other PICmicro microcontrollers.
The MPLAB ICD utilizes the in-circuit debugging capa-
bility built into the FLASH devices. This feature, along
with Microchip’s In-Circuit Serial ProgrammingTM proto-
col, offers cost-effective in-circuit FLASH debugging
from the graphical user interface of the MPLAB
Integrated Development Environment. This enables a
designer to develop and debug source code by watch-
ing variables, single-stepping and setting break points.
Running at full speed enables testing hardware in real-
time.

14.9 PRO MATE II Universal Device 
Programmer

The PRO MATE II universal device programmer is a
full-featured programmer, capable of operating in
stand-alone mode, as well as PC-hosted mode. The
PRO MATE II device programmer is CE compliant.

The PRO MATE II device programmer has program-
mable VDD and VPP supplies, which allow it to verify
programmed memory at VDD min and VDD max for max-
imum reliability. It has an LCD display for instructions
and error messages, keys to enter commands and a
modular detachable socket assembly to support various
package types. In stand-alone mode, the PRO MATE II
device programmer can read, verify, or program
PICmicro devices. It can also set code protection in this
mode.

14.10 PICSTART Plus Entry Level 
Development Programmer

The PICSTART Plus development programmer is an
easy-to-use, low cost, prototype programmer. It con-
nects to the PC via a COM (RS-232) port. MPLAB
Integrated Development Environment software makes
using the programmer simple and efficient.

The PICSTART Plus development programmer sup-
ports all PICmicro devices with up to 40 pins. Larger pin
count devices, such as the PIC16C92X and
PIC17C76X, may be supported with an adapter socket.
The PICSTART Plus development programmer is CE
compliant.

14.11 PICDEM 1 Low Cost PICmicro
Demonstration Board

The PICDEM 1 demonstration board is a simple board
which demonstrates the capabilities of several of
Microchip’s microcontrollers. The microcontrollers sup-
ported are: PIC16C5X (PIC16C54 to PIC16C58A),
PIC16C61, PIC16C62X, PIC16C71, PIC16C8X,
PIC17C42, PIC17C43 and PIC17C44. All necessary
hardware and software is included to run basic demo
programs. The user can program the sample microcon-
trollers provided with the PICDEM 1 demonstration
board on a PRO MATE II device programmer, or a
PICSTART Plus development programmer, and easily
test firmware. The user can also connect the
PICDEM 1 demonstration board to the MPLAB ICE in-
circuit emulator and download the firmware to the emu-
lator for testing. A prototype area is available for the
user to build some additional hardware and connect it
to the microcontroller socket(s). Some of the features
include an RS-232 interface, a potentiometer for simu-
lated analog input, push button switches and eight
LEDs connected to PORTB.

14.12 PICDEM 2 Low Cost PIC16CXX 
Demonstration Board

The PICDEM 2 demonstration board is a simple dem-
onstration board that supports the PIC16C62,
PIC16C64, PIC16C65, PIC16C73 and PIC16C74
microcontrollers. All the necessary hardware and soft-
ware is included to run the basic demonstration pro-
grams. The user can program the sample
microcontrollers provided with the PICDEM 2 demon-
stration board on a PRO MATE II device programmer,
or a PICSTART Plus development programmer, and
easily test firmware. The MPLAB ICE in-circuit emula-
tor may also be used with the PICDEM 2 demonstration
board to test firmware. A prototype area has been pro-
vided to the user for adding additional hardware and
connecting it to the microcontroller socket(s). Some of
the features include a RS-232 interface, push button
switches, a potentiometer for simulated analog input, a
serial EEPROM to demonstrate usage of the I2CTM bus
and separate headers for connection to an LCD
module and a keypad.
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15.0 ELECTRICAL CHARACTERISTICS 

Absolute Maximum Ratings † 

Ambient temperature under bias................................................................................................................ .-55 to +125°C

Storage temperature ..............................................................................................................................  -65°C to +150°C

Voltage on any pin with respect to VSS (except VDD, MCLR. and RA4) ......................................... -0.3V to (VDD + 0.3V)

Voltage on VDD with respect to VSS ............................................................................................................ -0.3 to +6.5V

Voltage on MCLR with respect to VSS (Note 2) ..............................................................................................0 to +13.5V

Voltage on RA4 with respect to Vss ...................................................................................................................0 to +12V

Total power dissipation (Note 1) ...............................................................................................................................1.0W

Maximum current out of VSS pin ...........................................................................................................................300 mA

Maximum current into VDD pin ..............................................................................................................................250 mA

Input clamp current, IIK (VI < 0 or VI > VDD)..................................................................................................................... ± 20 mA

Output clamp current, IOK (VO < 0 or VO > VDD) ............................................................................................................. ± 20 mA

Maximum output current sunk by any I/O pin..........................................................................................................25 mA

Maximum output current sourced by any I/O pin ....................................................................................................25 mA

Maximum current sunk by PORTA, PORTB, and PORTE (combined) (Note 3) ...................................................200 mA

Maximum current sourced by PORTA, PORTB, and PORTE (combined) (Note 3)..............................................200 mA

Maximum current sunk by PORTC and PORTD (combined) (Note 3) .................................................................200 mA

Maximum current sourced by PORTC and PORTD (combined) (Note 3) ............................................................200 mA

Note 1: Power dissipation is calculated as follows: Pdis = VDD x {IDD - ∑ IOH} + ∑ {(VDD - VOH) x IOH} + ∑(VOl x IOL)

2: Voltage spikes at the MCLR pin may cause latchup. A series resistor of greater than 1 kΩ should be used
to pull MCLR to VDD, rather than tying the pin directly to VDD.

3: PORTD and PORTE are not implemented on the PIC16F73/76 devices.

† NOTICE: Stresses above those listed under “Absolute Maximum Ratings” may cause permanent damage to the 
device. This is a stress rating only and functional operation of the device at those or any other conditions above those 
indicated in the operation listings of this specification is not implied. Exposure to maximum rating conditions for 
extended periods may affect device reliability.
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17.2 Package Details

The following sections give the technical details of the packages.

28-Lead Skinny Plastic Dual In-line (SP) – 300 mil (PDIP) 

1510515105βMold Draft Angle Bottom

1510515105αMold Draft Angle Top

10.928.898.13.430.350.320eBOverall Row Spacing §

0.560.480.41.022.019.016BLower Lead Width

1.651.331.02.065.053.040B1Upper Lead Width

0.380.290.20.015.012.008cLead Thickness

3.433.303.18.135.130.125LTip to Seating Plane

35.1834.6734.161.3851.3651.345DOverall Length

7.497.246.99.295.285.275E1Molded Package Width

8.267.877.62.325.310.300EShoulder to Shoulder Width

0.38.015A1Base to Seating Plane

3.433.303.18.135.130.125A2Molded Package Thickness

4.063.813.56.160.150.140ATop to Seating Plane

2.54.100pPitch

2828nNumber of Pins

MAXNOMMINMAXNOMMINDimension Limits

MILLIMETERSINCHES*Units

2

1

D

n

E1

c

eB

β

E

α

p

L
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Code Protection ........................................................ 89, 103
Computed GOTO ............................................................... 26
Configuration Bits .............................................................. 89
Continuous Receive Enable (CREN Bit) ............................ 70
Conversion Considerations .............................................. 162

D
D/A bit ................................................................................ 60
Data Memory ..................................................................... 13

Bank Select (RP1:RP0 bits) ....................................... 13
General Purpose Registers ....................................... 13
Register File Map, PIC16F74/73 ............................... 15
Register File Map, PIC16F77/76 ............................... 14
Special Function Registers ........................................ 16

Data/Address bit (D/A) ....................................................... 60
DC and AC Characteristics

Graphs and Tables .................................................. 141
DC Characteristics ........................................................... 121
Development Support ...................................................... 113
Device Differences ........................................................... 161
Device Overview .................................................................. 5

Features ....................................................................... 5
Direct Addressing .............................................................. 27

E
Electrical Characteristics ................................................. 119
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External Clock Input (RA4/T0CKI). See Timer0
External Interrupt Input (RB0/INT). See Interrupt Sources

F
Firmware Instructions ...................................................... 105
FSR Register ..................................................................... 27

I
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I2C Mode

Addressing ................................................................. 66
Associated Registers ................................................. 68
Master Mode .............................................................. 68
Mode Selection .......................................................... 65
Multi-Master Mode ..................................................... 68
Operation ................................................................... 65
Reception ................................................................... 66
Slave Mode

SCL and SDA pins ............................................. 65
Transmission ............................................................. 67

ICEPIC In-Circuit Emulator .............................................. 114
ID Locations ..................................................................... 103
In-Circuit Serial Programming (ICSP) .............................. 103
INDF Register .................................................................... 27
Indirect Addressing ............................................................ 27

FSR Register ............................................................. 13
Instruction Format ............................................................ 105
Instruction Set .................................................................. 105

ADDLW .................................................................... 107
ADDWF .................................................................... 107
ANDLW .................................................................... 107
ANDWF .................................................................... 107
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BSF .......................................................................... 107
BTFSC ..................................................................... 107
BTFSS ..................................................................... 107
CALL ........................................................................ 108
CLRF ....................................................................... 108
CLRW ...................................................................... 108

CLRWDT ................................................................. 108
COMF ...................................................................... 108
DECF ....................................................................... 108
DECFSZ .................................................................. 109
GOTO ...................................................................... 109
INCF ........................................................................ 109
INCFSZ ................................................................... 109
IORLW ..................................................................... 109
IORWF .................................................................... 109
MOVF ...................................................................... 110
MOVLW ................................................................... 110
MOVWF ................................................................... 110
NOP ......................................................................... 110
RETFIE .................................................................... 110
RETLW .................................................................... 110
RETURN ................................................................. 111
RLF .......................................................................... 111
RRF ......................................................................... 111
SLEEP ..................................................................... 111
SUBLW .................................................................... 111
SUBWF ................................................................... 111
SWAPF .................................................................... 112
XORLW ................................................................... 112
XORWF ................................................................... 112
Summary Table ....................................................... 106

INT Interrupt (RB0/INT). See Interrupt Sources
INTCON Register .............................................................. 21

GIE bit ....................................................................... 21
INTE bit ..................................................................... 21
INTF bit ...................................................................... 21
RBIF bit ...............................................................21, 33
TMR0IE bit ................................................................ 21

Inter-Integrated Circuit (I2C). See I2C Mode
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Interrupt-on-Change (RB7:RB4) ................................ 33
RB0/INT Pin, External .................................. 9, 11, 100
TMR0 Overflow ....................................................... 100
USART Receive/Transmit Complete ......................... 69

Interrupts
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Interrupts, Enable bits

Global Interrupt Enable (GIE bit) .........................21, 99
Interrupt-on-Change (RB7:RB4) Enable (RBIE bit) . 100
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