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Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.
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Spartan-II Product Availability
Table 2 shows the maximum user I/Os available on the device and the number of user I/Os available for each
device/package combination. The four global clock pins are usable as additional user I/Os when not used as a global clock
pin. These pins are not included in user I/O counts.

Table  2:  Spartan-II FPGA User I/O Chart(1)

Device
Maximum 
User I/O

Available User I/O According to Package Type

VQ100
VQG100

TQ144
TQG144

CS144
CSG144

PQ208
PQG208

FG256
FGG256

FG456
FGG456

XC2S15 86 60 86 (Note 2) - - -

XC2S30 92 60 92 92 (Note 2) - -

XC2S50 176 - 92 - 140 176 -

XC2S100 176 - 92 - 140 176 (Note 2)

XC2S150 260 - - - 140 176 260

XC2S200 284 - - - 140 176 284

Notes: 
1. All user I/O counts do not include the four global clock/user input pins.
2. Discontinued by PDN2004-01.

http://www.xilinx.com/support/documentation/customer_notices/pdn2004-01.pdf
http://www.xilinx.com
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Ordering Information
Spartan-II devices are available in both standard and Pb-free packaging options for all device/package combinations. The
Pb-free packages include a special "G" character in the ordering code.

Standard Packaging

Pb-Free Packaging

 

Device Part Marking

XC2S50 -6 PQ 208 C

Device Type

Speed Grade

Temperature Range

Package Type

Number of Pins

Example:

DS077-1_01a_072204

XC2S50 -6 PQ 208 C

Device Type

Speed Grade

Temperature Range

Package Type

Number of Pins

Pb-free

GExample:

DS077-1_01b_072204

Device Ordering Options  

Device Speed Grade Number of Pins / Package Type Temperature Range (TJ)

XC2S15 -5 Standard Performance VQ(G)100 100-pin Plastic Very Thin QFP C = Commercial 0°C to +85°C

XC2S30 -6 Higher Performance(1) CS(G)144 144-ball Chip-Scale BGA I = Industrial –40°C to +100°C

XC2S50 TQ(G)144 144-pin Plastic Thin QFP

XC2S100 PQ(G)208 208-pin Plastic QFP

XC2S150 FG(G)256 256-ball Fine Pitch BGA

XC2S200 FG(G)456 456-ball Fine Pitch BGA

Notes: 
1. The -6 speed grade is exclusively available in the Commercial temperature range.

Lot Code

Date Code

Sample package with part marking
for XC2S50-6PQ208C.

XC2S50TM

PQ208AFP0025
A1134280A
6C

SPARTAN

Device Type

Package

Speed

Operating Range

R

R

ds001-1_02_090303

http://www.xilinx.com
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Local Routing

The local routing resources, as shown in Figure 6, provide 
the following three types of connections:

• Interconnections among the LUTs, flip-flops, and
General Routing Matrix (GRM)

• Internal CLB feedback paths that provide high-speed
connections to LUTs within the same CLB, chaining
them together with minimal routing delay

• Direct paths that provide high-speed connections
between horizontally adjacent CLBs, eliminating the
delay of the GRM  

General Purpose Routing

Most Spartan-II FPGA signals are routed on the general 
purpose routing, and consequently, the majority of 
interconnect resources are associated with this level of the 
routing hierarchy. The general routing resources are 
located in horizontal and vertical routing channels 
associated with the rows and columns CLBs. The 
general-purpose routing resources are listed below.

• Adjacent to each CLB is a General Routing Matrix 
(GRM). The GRM is the switch matrix through which 
horizontal and vertical routing resources connect, and 
is also the means by which the CLB gains access to 
the general purpose routing.

• 24 single-length lines route GRM signals to adjacent 
GRMs in each of the four directions.

• 96 buffered Hex lines route GRM signals to other 
GRMs six blocks away in each one of the four 
directions. Organized in a staggered pattern, Hex lines 
may be driven only at their endpoints. Hex-line signals 
can be accessed either at the endpoints or at the 
midpoint (three blocks from the source). One third of 
the Hex lines are bidirectional, while the remaining 
ones are unidirectional.

• 12 Longlines are buffered, bidirectional wires that 
distribute signals across the device quickly and 

efficiently. Vertical Longlines span the full height of the 
device, and horizontal ones span the full width of the 
device.

I/O Routing

Spartan-II devices have additional routing resources 
around their periphery that form an interface between the 
CLB array and the IOBs. This additional routing, called the 
VersaRing, facilitates pin-swapping and pin-locking, such 
that logic redesigns can adapt to existing PCB layouts. 
Time-to-market is reduced, since PCBs and other system 
components can be manufactured while the logic design is 
still in progress.

Dedicated Routing

Some classes of signal require dedicated routing resources 
to maximize performance. In the Spartan-II architecture, 
dedicated routing resources are provided for two classes of 
signal.

• Horizontal routing resources are provided for on-chip 
3-state busses. Four partitionable bus lines are 
provided per CLB row, permitting multiple busses 
within a row, as shown in Figure 7.

• Two dedicated nets per CLB propagate carry signals 
vertically to the adjacent CLB.

Global Routing

Global Routing resources distribute clocks and other 
signals with very high fanout throughout the device. 
Spartan-II devices include two tiers of global routing 
resources referred to as primary and secondary global 
routing resources.

• The primary global routing resources are four
dedicated global nets with dedicated input pins that are
designed to distribute high-fanout clock signals with
minimal skew. Each global clock net can drive all CLB,
IOB, and block RAM clock pins. The primary global
nets may only be driven by global buffers. There are
four global buffers, one for each global net.

• The secondary global routing resources consist of 24
backbone lines, 12 across the top of the chip and 12
across bottom. From these lines, up to 12 unique
signals per column can be distributed via the 12
longlines in the column. These secondary resources
are more flexible than the primary resources since they
are not restricted to routing only to clock pins.

Figure 6:  Spartan-II Local Routing
DS001_06_032300
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Clearing Configuration Memory

The device indicates that clearing the configuration memory 
is in progress by driving INIT Low. At this time, the user can 
delay configuration by holding either PROGRAM or INIT 
Low, which causes the device to remain in the memory 
clearing phase. Note that the bidirectional INIT line is 
driving a Low logic level during memory clearing. To avoid 
contention, use an open-drain driver to keep INIT Low. 

With no delay in force, the device indicates that the memory 
is completely clear by driving INIT High. The FPGA samples 
its mode pins on this Low-to-High transition.

Loading Configuration Data

Once INIT is High, the user can begin loading configuration 
data frames into the device. The details of loading the 
configuration data are discussed in the sections treating the 
configuration modes individually. The sequence of 
operations necessary to load configuration data using the 
serial modes is shown in Figure 14. Loading data using the 
Slave Parallel mode is shown in Figure 19, page 25. 

CRC Error Checking

During the loading of configuration data, a CRC value 
embedded in the configuration file is checked against a 
CRC value calculated within the FPGA. If the CRC values 

do not match, the FPGA drives INIT Low to indicate that a 
frame error has occurred and configuration is aborted.

To reconfigure the device, the PROGRAM pin should be 
asserted to reset the configuration logic. Recycling power 
also resets the FPGA for configuration. See "Clearing 
Configuration Memory".

Start-up

The start-up sequence oversees the transition of the FPGA 
from the configuration state to full user operation. A match 
of CRC values, indicating a successful loading of the 
configuration data, initiates the sequence.

During start-up, the device performs four operations: 

1. The assertion of DONE. The failure of DONE to go High 
may indicate the unsuccessful loading of configuration 
data.

2. The release of the Global Three State net. This 
activates I/Os to which signals are assigned. The 
remaining I/Os stay in a high-impedance state with 
internal weak pull-down resistors present.

3. Negates Global Set Reset (GSR). This allows all 
flip-flops to change state. 

4. The assertion of Global Write Enable (GWE). This 
allows all RAMs and flip-flops to change state.

Notes: (referring to waveform above:)
1. Before configuration can begin, VCCINT must be greater than 1.6V and VCCO Bank 2 must be greater than 1.0V.

Figure 12:  Configuration Timing on Power-Up

DS001_12_102301
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TICCK
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Symbol Description Min Max

TPOR Power-on reset - 2 ms

TPL Program latency - 100 μs

TICCK CCLK output delay (Master Serial mode only) 0.5 μs 4 μs

TPROGRAM Program pulse width 300 ns -

http://www.xilinx.com
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Figure 20:  Slave Parallel Write Timing

Figure 21:  Slave Parallel Write Abort Waveforms
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Symbol Description Units

TSMDCC

CCLK

D0-D7 setup/hold 5 ns, min

TSMCCD D0-D7 hold 0 ns, min

TSMCSCC CS setup 7 ns, min

TSMCCCS CS hold 0 ns, min

TSMCCW WRITE setup 7 ns, min

TSMWCC WRITE hold 0 ns, min

TSMCKBY BUSY propagation delay 12 ns, max

FCC Maximum frequency 66 MHz, max

FCCNH Maximum frequency with no handshake 50 MHz, max
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Useful Application Examples

The Spartan-II FPGA DLL can be used in a variety of 
creative and useful applications. The following examples 
show some of the more common applications. 

Standard Usage

The circuit shown in Figure 28 resembles the BUFGDLL 
macro implemented to provide access to the RST and 
LOCKED pins of the CLKDLL. 

Deskew of Clock and Its 2x Multiple

The circuit shown in Figure 29 implements a 2x clock 
multiplier and also uses the CLK0 clock output with zero ns 
skew between registers on the same chip. A clock divider 
circuit could alternatively be implemented using similar 
connections.

Because any single DLL can only access at most two 
BUFGs, any additional output clock signals must be routed 
from the DLL in this example on the high speed backbone 
routing.

Generating a 4x Clock

By connecting two DLL circuits each implementing a 2x 
clock multiplier in series as shown in Figure 30, a 4x clock 
multiply can be implemented with zero skew between 
registers in the same device. 

If other clock output is needed, the clock could access a 
BUFG only if the DLLs are constrained to exist on opposite 
edges (Top or Bottom) of the device.

When using this circuit it is vital to use the SRL16 cell to 
reset the second DLL after the initial chip reset. If this is not 
done, the second DLL may not recognize the change of 
frequencies from when the input changes from a 1x (25/75) 
waveform to a 2x (50/50) waveform. It is not recommended 
to cascade more than two DLLs.

For design examples and more information on using the 
DLL, see XAPP174, Using Delay-Locked Loops in Spartan-II 
FPGAs.

Figure 28:  Standard DLL Implementation

Figure 29:  DLL Deskew of Clock and 2x Multiple
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Figure 30:  DLL Generation of 4x Clock
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Using Block RAM Features
The Spartan-II FPGA family provides dedicated blocks of 
on-chip, true dual-read/write port synchronous RAM, with 
4096 memory cells. Each port of the block RAM memory 
can be independently configured as a read/write port, a 
read port, a write port, and can be configured to a specific 
data width. The block RAM memory offers new capabilities 
allowing the FPGA designer to simplify designs.

Operating Modes

Block RAM memory supports two operating modes.

• Read Through
• Write Back

Read Through (One Clock Edge)

The read address is registered on the read port clock edge 
and data appears on the output after the RAM access time. 
Some memories may place the latch/register at the outputs 
depending on the desire to have a faster clock-to-out versus 
setup time. This is generally considered to be an inferior 
solution since it changes the read operation to an 
asynchronous function with the possibility of missing an 
address/control line transition during the generation of the 
read pulse clock.

Write Back (One Clock Edge)

The write address is registered on the write port clock edge 
and the data input is written to the memory and mirrored on 
the write port input.

Block RAM Characteristics
1. All inputs are registered with the port clock and have a 

setup to clock timing specification.

2. All outputs have a read through or write back function 
depending on the state of the port WE pin. The outputs 
relative to the port clock are available after the 
clock-to-out timing specification.

3. The block RAM are true SRAM memories and do not 
have a combinatorial path from the address to the 
output. The LUT cells in the CLBs are still available with 
this function.

4. The ports are completely independent from each other 
(i.e., clocking, control, address, read/write function, and 
data width) without arbitration.

5. A write operation requires only one clock edge.

6. A read operation requires only one clock edge.

The output ports are latched with a self timed circuit to 
guarantee a glitch free read. The state of the output port will 
not change until the port executes another read or write 
operation.

Library Primitives

Figure 31 and Figure 32 show the two generic library block 
RAM primitives. Table 11 describes all of the available 
primitives for synthesis and simulation.

Figure 31:  Dual-Port Block RAM Memory

Figure 32:  Single-Port Block RAM Memory

Table  11:  Available Library Primitives

Primitive Port A Width Port B Width

RAMB4_S1
RAMB4_S1_S1
RAMB4_S1_S2
RAMB4_S1_S4
RAMB4_S1_S8
RAMB4_S1_S16

1 N/A
1
2
4
8
16

RAMB4_S2
RAMB4_S2_S2
RAMB4_S2_S4
RAMB4_S2_S8
RAMB4_S2_S16

2 N/A
2
4
8
16

WEB
ENB
RSTB
  CLKB
ADDRB[#:0]
DIB[#:0]

WEA
ENA
RSTA
  CLKA
ADDRA[#:0]
DIA[#:0]

DOA[#:0]

DOB[#:0]

RAMB4_S#_S#

DS001_31_061200

DS001_32_061200

DO[#:0]

WE

EN

RST

  CLK

ADDR[#:0]

DI[#:0]

RAMB4_S#
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support of a wide variety of applications, from general 
purpose standard applications to high-speed low-voltage 
memory busses.

Versatile I/O blocks also provide selectable output drive 
strengths and programmable slew rates for the LVTTL 
output buffers, as well as an optional, programmable weak 
pull-up, weak pull-down, or weak "keeper" circuit ideal for 
use in external bussing applications.

Each Input/Output Block (IOB) includes three registers, one 
each for the input, output, and 3-state signals within the 
IOB. These registers are optionally configurable as either a 
D-type flip-flop or as a level sensitive latch.

The input buffer has an optional delay element used to 
guarantee a zero hold time requirement for input signals 
registered within the IOB.

The Versatile I/O features also provide dedicated resources 
for input reference voltage (VREF) and output source 
voltage (VCCO), along with a convenient banking system 
that simplifies board design.

By taking advantage of the built-in features and wide variety 
of I/O standards supported by the Versatile I/O features, 
system-level design and board design can be greatly 
simplified and improved.

Fundamentals

Modern bus applications, pioneered by the largest and most 
influential companies in the digital electronics industry, are 
commonly introduced with a new I/O standard tailored 
specifically to the needs of that application. The bus I/O 
standards provide specifications to other vendors who 
create products designed to interface with these 
applications. Each standard often has its own specifications 
for current, voltage, I/O buffering, and termination 
techniques. 

The ability to provide the flexibility and time-to-market 
advantages of programmable logic is increasingly 
dependent on the capability of the programmable logic 
device to support an ever increasing variety of I/O 
standards

The Versatile I/O resources feature highly configurable 
input and output buffers which provide support for a wide 
variety of I/O standards. As shown in Table 15, each buffer 
type can support a variety of voltage requirements. 

Overview of Supported I/O Standards

This section provides a brief overview of the I/O standards 
supported by all Spartan-II devices. 

While most I/O standards specify a range of allowed 
voltages, this document records typical voltage values only. 
Detailed information on each specification may be found on 
the Electronic Industry Alliance JEDEC website at 
http://www.jedec.org. For more details on the I/O standards 
and termination application examples, see XAPP179, "Using 
SelectIO Interfaces in Spartan-II and Spartan-IIE FPGAs."

LVTTL — Low-Voltage TTL

The Low-Voltage TTL (LVTTL) standard is a general 
purpose EIA/JESDSA standard for 3.3V applications that 
uses an LVTTL input buffer and a Push-Pull output buffer. 
This standard requires a 3.3V output source voltage 
(VCCO), but does not require the use of a reference voltage 
(VREF) or a termination voltage (VTT). 

LVCMOS2 — Low-Voltage CMOS for 2.5V

The Low-Voltage CMOS for 2.5V or lower (LVCMOS2) 
standard is an extension of the LVCMOS standard (JESD 
8.5) used for general purpose 2.5V applications. This 
standard requires a 2.5V output source voltage (VCCO), but 
does not require the use of a reference voltage (VREF) or a 
board termination voltage (VTT). 

Table  15:   Versatile I/O Supported Standards (Typical 
Values)

I/O Standard

Input 
Reference 

Voltage 
(VREF)

Output 
Source 
Voltage 
(VCCO)

Board 
Termination 

Voltage 
(VTT)

LVTTL (2-24 mA) N/A 3.3 N/A

LVCMOS2 N/A 2.5 N/A

PCI (3V/5V, 
33 MHz/66 MHz)

N/A 3.3 N/A

GTL 0.8 N/A 1.2

GTL+ 1.0 N/A 1.5

HSTL Class I 0.75 1.5 0.75

HSTL Class III 0.9 1.5 1.5

HSTL Class IV 0.9 1.5 1.5

SSTL3 Class I 
and II

1.5 3.3 1.5

SSTL2 Class I 
and II

1.25 2.5 1.25

CTT 1.5 3.3 1.5

AGP-2X 1.32 3.3 N/A

http://www.xilinx.com
http://www.jedec.org
http://www.xilinx.com/support/documentation/application_notes/xapp179.pdf
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property. This property could have one of the following 
seven values.

DRIVE=2

DRIVE=4

DRIVE=6

DRIVE=8

DRIVE=12 (Default)

DRIVE=16

DRIVE=24

Design Considerations

Reference Voltage (VREF) Pins

Low-voltage I/O standards with a differential amplifier input 
buffer require an input reference voltage (VREF). Provide 
the VREF as an external signal to the device.

The voltage reference signal is "banked" within the device 
on a half-edge basis such that for all packages there are 
eight independent VREF banks internally. See Figure 36, 
page 39 for a representation of the I/O banks. Within each 
bank approximately one of every six I/O pins is 
automatically configured as a VREF input. 

Within each VREF bank, any input buffers that require a 
VREF signal must be of the same type. Output buffers of any 
type and input buffers can be placed without requiring a 
reference voltage within the same VREF bank.

Output Drive Source Voltage (VCCO) Pins

Many of the low voltage I/O standards supported by 
Versatile I/Os require a different output drive source voltage 
(VCCO). As a result each device can often have to support 
multiple output drive source voltages. 

The VCCO supplies are internally tied together for some 
packages. The VQ100 and the PQ208 provide one 
combined VCCO supply. The TQ144 and the CS144 
packages provide four independent VCCO supplies. The 
FG256 and the FG456 provide eight independent VCCO 
supplies.

Output buffers within a given VCCO bank must share the 
same output drive source voltage. Input buffers for LVTTL, 
LVCMOS2, PCI33_3, and PCI 66_3 use the VCCO voltage 
for Input VCCO voltage.

Transmission Line Effects

The delay of an electrical signal along a wire is dominated 
by the rise and fall times when the signal travels a short 
distance. Transmission line delays vary with inductance 
and capacitance, but a well-designed board can experience 
delays of approximately 180 ps per inch.

Transmission line effects, or reflections, typically start at 
1.5" for fast (1.5 ns) rise and fall times. Poor (or 
non-existent) termination or changes in the transmission 
line impedance cause these reflections and can cause 
additional delay in longer traces. As system speeds 
continue to increase, the effect of I/O delays can become a 
limiting factor and therefore transmission line termination 
becomes increasingly more important. 

Termination Techniques

A variety of termination techniques reduce the impact of 
transmission line effects.

The following lists output termination techniques:

None
Series
Parallel (Shunt)
Series and Parallel (Series-Shunt)

Input termination techniques include the following:

None
Parallel (Shunt)

These termination techniques can be applied in any 
combination. A generic example of each combination of 
termination methods appears in Figure 41.

Simultaneous Switching Guidelines

Ground bounce can occur with high-speed digital ICs when 
multiple outputs change states simultaneously, causing 
undesired transient behavior on an output, or in the internal 
logic. This problem is also referred to as the Simultaneous 
Switching Output (SSO) problem.

Ground bounce is primarily due to current changes in the 
combined inductance of ground pins, bond wires, and 

Figure 41:  Overview of Standard Input and Output 
Termination Methods
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HSTL Class III

A sample circuit illustrating a valid termination technique for 
HSTL_III appears in Figure 45. DC voltage specifications 
appear in Table 23 for the HSTL_III standard. See "DC 
Specifications" in Module 3 for the actual FPGA 
characteristics.

HSTL Class IV

A sample circuit illustrating a valid termination technique for 
HSTL_IV appears in Figure 46.DC voltage specifications 
appear in Table 23 for the HSTL_IV standard. See "DC 
Specifications" in Module 3 for the actual FPGA 
characteristics  

Figure 45:  Terminated HSTL Class III

Table  23:  HSTL Class III Voltage Specification

Parameter Min Typ Max

VCCO 1.40 1.50 1.60

VREF 
(1) - 0.90 -

VTT - VCCO -

VIH VREF + 0.1 - -

VIL - - VREF – 0.1

VOH VCCO – 0.4 - -

VOL - - 0.4

IOH at VOH (mA) –8 - -

IOL at VOL (mA) 24 - -

Notes: 
1. Per EIA/JESD8-6, "The value of VREF is to be selected by the 

user to provide optimum noise margin in the use conditions 
specified by the user."

VREF = 0.9V

VCCO = 1.5V

50Ω

Z = 50

HSTL Class III

DS001_45_061200

VTT = 1.5V

Figure 46:  Terminated HSTL Class IV

Table  24:  HSTL Class IV Voltage Specification

Parameter Min Typ Max

VCCO 1.40 1.50 1.60

VREF - 0.90 -

VTT - VCCO -

VIH VREF + 0.1 - -

VIL - - VREF – 0.1

VOH VCCO – 0.4 - -

VOL - - 0.4

IOH at VOH (mA) –8 - -

IOL at VOL (mA) 48 - -

Notes: 
1. Per EIA/JESD8-6, "The value of VREF is to be selected by the 

user to provide optimum noise margin in the use conditions 
specified by the user."

VREF = 0.9V

VCCO = 1.5V

50Ω

Z = 50

HSTL Class IV

DS001_46_061200

VTT = 1.5V

50Ω

VTT = 1.5V
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I/O 6 P46 P1 T4 404

I/O 6 - L5 W1 407

I/O 6 - - V2 410

I/O 6 - - U4 413

I/O 6 P47 N2 Y1 416

GND - - GND* GND* -

I/O 6 - M4 W2 419

I/O 6 - - V3 422

I/O 6 - - V4 425

I/O 6 P48 R1 Y2 428

I/O 6 P49 M3 W3 431

M1 - P50 P2 U5 434

GND - P51 GND* GND* -

M0 - P52 N3 AB2 435

VCCO 6 P53 VCCO 
Bank 6*

VCCO 
Bank 6*

-

VCCO 5 P53 VCCO 
Bank 5*

VCCO 
Bank 5*

-

M2 - P54 R3 Y4 436

I/O 5 - - W5 443

I/O 5 - - AB3 446

I/O 5 - N5 V7 449

GND - - GND* GND* -

I/O 5 P57 T2 Y6 452

I/O 5 - - AA4 455

I/O 5 - - AB4 458

I/O 5 - P5 W6 461

I/O 5 P58 T3 Y7 464

GND - - GND* GND* -

VCCO 5 - VCCO 
Bank 5*

VCCO 
Bank 5*

-

I/O, VREF 5 P59 T4 AA5 467

I/O 5 P60 M6 AB5 470

I/O 5 - - V8 473

I/O 5 - - AA6 476

I/O 5 - T5 AB6 479

I/O 5 P61 N6 AA7 482

I/O 5 - - W7 485

I/O, VREF 5 P62 R5 W8 488

I/O 5 P63 P6 Y8 491

GND - P64 GND* GND* -

XC2S150 Device Pinouts (Continued)
XC2S150 Pad Name

PQ208 FG256 FG456
Bndry 
ScanFunction Bank

VCCO 5 P65 VCCO 
Bank 5*

VCCO 
Bank 5*

-

VCCINT - P66 VCCINT* VCCINT* -

I/O 5 P67 R6 AA8 494

I/O 5 P68 M7 V9 497

I/O 5 - - W9 503

I/O 5 - - AB9 506

I/O 5 P69 N7 Y9 509

I/O 5 - - V10 512

I/O 5 P70 T6 W10 518

I/O 5 P71 P7 AB10 521

GND - P72 GND* GND* -

VCCO 5 - VCCO 
Bank 5*

VCCO 
Bank 5*

-

I/O, VREF 5 P73 P8 Y10 524

I/O 5 P74 R7 V11 527

I/O 5 - T7 W11 530

I/O 5 P75 T8 AB11 533

I/O 5 - - U11 536

VCCINT - P76 VCCINT* VCCINT* -

I, GCK1 5 P77 R8 Y11 545

VCCO 5 P78 VCCO 
Bank 5*

VCCO 
Bank 5*

 -

VCCO 4 P78 VCCO 
Bank 4*

VCCO 
Bank 4*

-

GND - P79 GND* GND* -

I, GCK0 4 P80 N8 W12 546

I/O 4 P81 N9 U12 550

I/O 4 - - V12 553

I/O 4 P82 R9 Y12 556

I/O 4 - N10 AA12 559

I/O 4 P83 T9 AB13 562

I/O, VREF 4 P84 P9 AA13 565

VCCO 4 - VCCO 
Bank 4*

VCCO 
Bank 4*

-

GND - P85 GND* GND* -

I/O 4 P86 M10 Y13 568

I/O 4 P87 R10 V13 571

I/O 4 - - W14 577

I/O 4 P88 P10 AA14 580

I/O 4 - - V14 583

I/O 4 - - Y14 586

I/O 4 P89 T10 AB15 592

XC2S150 Device Pinouts (Continued)
XC2S150 Pad Name

PQ208 FG256 FG456
Bndry 
ScanFunction Bank
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