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Note
1. CY7C63613C is not bonded out for all GPIO pins shown in Logic Block Diagram. Refer to pin configuration diagram for bonded out pins. See note on page 12 for 

firmware code needed for unused GPIO pins.

Logic Block Diagram
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Memory Organization

Program Memory Organization

Figure 1.  Program Memory Space with Interrupt Vector Table
after reset Address

 14-bit PC 0x0000 Program execution begins here after a reset

0x0002 USB Bus Reset interrupt vector

0x0004 128-s timer interrupt vector

0x0006 1.024-ms timer interrupt vector

0x0008 USB address A endpoint 0 interrupt vector

0x000A USB address A endpoint 1 interrupt vector

0x000C USB address A endpoint 2 interrupt vector

0x000E Reserved

0x0010 Reserved

0x0012 Reserved

0x0014 DAC interrupt vector

0x0016 GPIO interrupt vector

0x0018 Reserved

0x001A Program Memory begins here

(8K - 32 bytes)

0x1FDF 8-KB PROM ends here (CY7C63413C, CY7C63513C, CY7C63613C)
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Data Memory Organization

The CY7C63413C/513C/613C microcontrollers provide 256 bytes of data RAM. In normal usage, the SRAM is partitioned into four 
areas: program stack, data stack, user variables and USB endpoint FIFOs as shown below:

after reset Address

8-bit PSP 0x00 Program Stack begins here and grows upward

8-bit DSP user Data Stack begins here and grows downward

The user determines the amount of memory required

User Variables

0xE8

USB FIFO for Address A endpoint 2

0xF0

USB FIFO for Address A endpoint 1

0xF8

USB FIFO for Address A endpoint 0

Top of RAM Memory 0xFF
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General Purpose I/O Ports

Ports 0 to 2 provide 24 GPI/O pins that can be read or written. 
Each port (8 bits) can be configured as inputs with internal 
pull-ups, open drain outputs, or traditional CMOS outputs. 
Please note an open drain output is also a high-impedance (no 
pull-up) input. All of the I/O pins within a given port have the same 
configuration. Ports 0 to 2 are considered low current drive with 
typical current sink capability of 7 mA. 

The internal pull-up resistors are typically 7 k. Two factors 
govern the enabling and disabling of the internal pull-up 

resistors: the port configuration selected in the GPI/O 
Configuration register and the state of the output data bit. If the 
GPI/O Configuration selected is “Resistive” and the output data 
bit is “1,” then the internal pull-up resistor is enabled for that 
GPI/O pin. Otherwise, Q1 is turned off and the 7-k pull-up is 
disabled. Q2 is “ON” to sink current whenever the output data bit 
is written as a “0.” Q3 provides “HIGH” source current when the 
GPI/O port is configured for CMOS outputs and the output data 
bit is written as a “1”. Q2 and Q3 are sized to sink and source, 
respectively, roughly the same amount of current to support 
traditional CMOS outputs with symmetric drive.

Figure 3.  Block Diagram of a GPIO Line
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Table 2.  Port 0 Data 

Addr: 0x00 Port 0 Data  

P0[7] P0[6] P0[5] P0[4] P0[3] P0[2] P0[1] P0[0]

R/W R/W R/W R/W R/W R/W R/W R/W

Table 3.  Port 1 Data

Addr: 0x01 Port 1 Data  

P1[7] P1[6] P1[5] P1[4] P1[3] P1[2] P1[1] P1[0]

R/W R/W R/W R/W R/W R/W R/W R/W
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Figure 4.  Watch Dog Reset (WDR)

Port 3 has eight GPIO pins. Port 3 (8 bits) can be configured as 
inputs with internal pull-ups, open drain outputs, or traditional 
CMOS outputs. An open drain output is also a high-impedance 
input. Port 3 offers high current drive with a typical current sink 
capability of 12 mA. The internal pull-up resistors are typically 7 
k.

Note Special care should be exercised with any unused GPIO 
data bits. An unused GPIO data bit, either a pin on the chip or a 
port bit that is not bonded on a particular package, must not be 
left floating when the device enters the suspend state. If a GPIO 
data bit is left floating, the leakage current caused by the floating 
bit may violate the suspend current limitation specified by the 
USB Specification. If a ‘1’ is written to the unused data bit and 
the port is configured with open drain outputs, the unused data 
bit will be in an indeterminate state. Therefore, if an unused port 
bit is programmed in open-drain mode, it must be written with a 
‘0.’ Notice that the CY7C63613C will always require that data bits 
P1[7:4], P2[7:0], P3[3:0] and DAC[7:0] be written with a ‘0’.

During reset, all of the bits in the GPIO to a default configuration 
of Open Drain output, positive interrupt polarity for all GPIO 
ports. 

GPIO Interrupt Enable Ports

During a reset, GPIO interrupts are disabled by clearing all of the 
GPIO interrupt enable ports. Writing a “1” to a GPIO Interrupt 
Enable bit enables GPIO interrupts from the corresponding input 
pin.

GPIO Configuration Port

Every GPIO port can be programmed as inputs with internal
pull-ups, open drain outputs, and traditional CMOS outputs. In
addition, the interrupt polarity for each port can be programmed.
With positive interrupt polarity, a rising edge (“0” to “1”) on an in-
put pin causes an interrupt. With negative polarity, a falling edge
(“1” to “0”) on an input pin causes an interrupt. As shown in the
table below, when a GPIO port is configured with CMOS outputs,
interrupts from that port are disabled. The GPIO Configuration
Port register provides two bits per port to program these fea-
tures. The possible port configurations are as shown in Table 11.

At least 8.192 ms WDR goes high Execution begins at
Reset Vector 0X00

8.192 ms

2.048 ms

since last write to WDT for 2.048 ms

to 14.336 ms

Table 4.  Port 2 Data 

Addr: 0x02 Port 2 Data  

P2[7] P2[6] P2[5] P2[4] P2[3] P2[2] P2[1] P2[0]

R/W R/W R/W R/W R/W R/W R/W R/W

Table 5.  Port 3 Data 

Addr: 0x03 Port 3 Data  

P3[7] P3[6] P3[5] P3[4] P3[3] P3[2] P3[1] P3[0]

R/W R/W R/W R/W R/W R/W R/W R/W

Table 6.  DAC Port Data 

Addr: 0x30 DAC Port Data  

Low current outputs
0.2 mA to 1.0 mA typical

High current outputs
3.2 mA to 16 mA typical

DAC[7] DAC[6] DAC[5] DAC[4] DAC[3] DAC[2] DAC[1] DAC[0]

R/W R/W R/W R/W R/W R/W R/W R/W
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In “Resistive” mode, a 7-k pull-up resistor is conditionally 
enabled for all pins of a GPIO port. The resistor is enabled for 
any pin that has been written as a “1.” The resistor is disabled on 
any pin that has been written as a “0.” An I/O pin will be driven 
high through a 7-k pull-up resistor when a “1” has been written 
to the pin. Or the output pin will be driven LOW, with the pull-up 
disabled, when a “0” has been written to the pin. An I/O pin that 
has been written as a “1” can be used as an input pin with an 
integrated 7-k pull-up resistor. Resistive mode selects a 
negative (falling edge) interrupt polarity on all pins that have the 
GPIO interrupt enabled.

In “CMOS” mode, all pins of the GPIO port are outputs that are 
actively driven. The current source and sink capacity are roughly 
the same (symmetric output drive). A CMOS port is not a 
possible source for interrupts.

A port configured in CMOS mode has interrupt generation 
disabled, yet the interrupt mask bits serve to control port 

direction. If a port’s associated Interrupt Mask bits are cleared, 
those port bits are strictly outputs. If the Interrupt Mask bits are 
set then those bits will be open drain inputs. As open drain inputs, 
if their data output values are ‘1’ those port pins will be CMOS 
inputs (HIGH Z output).

In “Open Drain” mode the internal pull-up resistor and CMOS 
driver (HIGH) are both disabled. An I/O pin that has been written 
as a “1” can be used as either a high-impedance input or a 
three-state output. An I/O pin that has been written as a “0” will 
drive the output LOW. The interrupt polarity for an open drain 
GPIO port can be selected as either positive (rising edge) or 
negative (falling edge).

During reset, all of the bits in the GPIO Configuration Register 
are written with “0.” This selects the default configuration: Open 
Drain output, positive interrupt polarity for all GPIO ports.

Table 12.  GPIO Configuration Register

Table 7.  Port 0 Interrupt Enable

Addr: 0x04 Port 0 Interrupt Enable  

P0[7] P0[6] P0[5] P0[4] P0[3] P0[2] P0[1] P0[0]

W W W W W W W W

Table 8.  Port 1 Interrupt Enable

Addr: 0x05 Port 1 Interrupt Enable  

P1[7] P1[6] P1[5] P1[4] P1[3] P1[2] P1[1] P1[0]

W W W W W W W W

Table 9.  Port 2 Interrupt Enable

Addr: 0x06 Port 2 Interrupt Enable  

P2[7] P2[6] P2[5] P2[4] P2[3] P2[2] P2[1] P2[0]

W W W W W W W W

Table 10.  Port 3 Interrupt Enable

Addr: 0x07 Port 3 Interrupt Enable  

P3[7] P3[6] P3[5] P3[4] P3[3] P3[2] P3[1] P3[0]

W W W W W W W W

Table 11.  Possible Port Configurations

Port Configuration bits Pin Interrupt Bit Driver Mode Interrupt Polarity

11 X Resistive –

10 0 CMOS Output disabled

10 1 Open Drain disabled

01 X Open Drain –

00 X Open Drain + (default)

Addr: 0x08 GPIO Configuration Register  

7 6 5 4 3 2 1 0

Port 3
Config Bit 1

Port 3
Config Bit 0

Port 2
Config Bit 1

Port 2
Config Bit 0

Port 1
Config Bit 1

Port 1
Config Bit 0

Port 0
Config Bit 1

Port 0
Config Bit 0

W W W W W W W W



 

CY7C63413C
CY7C63513C
CY7C63613C

Document Number: 38-08027 Rev. *H Page 15 of 37

DAC Port

Figure 5.  Block Diagram of DAC Port

The DAC port provides the CY7C63513C with 8 programmable 
current sink I/O pins. Writing a “1” to a DAC I/O pin disables the 
output current sink (Isink DAC) and drives the I/O pin HIGH 
through an integrated 14 Kohm resistor. When a “0” is written to 
a DAC I/O pin, the Isink DAC is enabled and the pull-up resistor 
is disabled. A “0” output will cause the Isink DAC to sink current 
to drive the output LOW. The amount of sink current for the DAC 
I/O pin is programmable over 16 values based on the contents 
of the DAC Isink Register for that output pin. DAC[1:0] are the 
two high current outputs that are programmable from a minimum 
of 3.2 mA to a maximum of 16 mA (typical). DAC[7:2] are low 
current outputs that are programmable from a minimum of 0.2 
mA to a maximum of 1.0 mA (typical). 

When a DAC I/O bit is written as a “1,” the I/O pin is either an 
output pulled high through the 14 Kohm resistor or an input with 
an internal 14 Kohm pull-up resistor. All DAC port data bits are 
set to “1” during reset.

DAC Port Interrupts

A DAC port interrupt can be enabled/disabled for each pin 
individually. The DAC Port Interrupt Enable register provides this 
feature with an interrupt mask bit for each DAC I/O pin. Writing 

a “1” to a bit in this register enables interrupts from the 
corresponding bit position. Writing a “0” to a bit in the DAC Port 
Interrupt Enable register disables interrupts from the 
corresponding bit position. All of the DAC Port Interrupt Enable 
register bits are cleared to “0” during a reset.

As an additional benefit, the interrupt polarity for each DAC pin 
is programmable with the DAC Port Interrupt Polarity register. 
Writing a “0” to a bit selects negative polarity (falling edge) that 
will cause an interrupt (if enabled) if a falling edge transition 
occurs on the corresponding input pin. Writing a “1” to a bit in this 
register selects positive polarity (rising edge) that will cause an 
interrupt (if enabled) if a rising edge transition occurs on the 
corresponding input pin. All of the DAC Port Interrupt Polarity 
register bits are cleared during a reset.

DAC Isink Registers

Each DAC I/O pin has an associated DAC Isink register to 
program the output sink current when the output is driven LOW. 
The first Isink register (0x38) controls the current for DAC[0], the 
second (0x39) for DAC[1], and so on until the Isink register at 
0x3F controls the current to DAC[7].

VCC

14 K

ESD

Data
Out
Latch

Internal
Data Bus

DAC Read

DAC Write

Interrupt
Enable

In
te

rr
up

t 
L

og
ic

to Interrupt
Controller

Q1

Internal
Buffer

Interrupt
Polarity

Isink
DAC

Isink
Register

4 bits

DAC
I/O Pin

Table 13.  DAC Port Data

Addr: 0x30 DAC Port Data  

Low current outputs
0.2 mA to 1.0 mA typical

High current outputs
3.2 mA to 16 mA typical

DAC[7] DAC[6] DAC[5] DAC[4] DAC[3] DAC[2] DAC[1] DAC[0]

R/W R/W R/W R/W R/W R/W R/W R/W
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USB Serial Interface Engine (SIE)

The SIE allows the microcontroller to communicate with the USB 
host. The SIE simplifies the interface between the 
microcontroller and USB by incorporating hardware that handles 
the following USB bus activity independently of the 
microcontroller:

■ Bit stuffing/unstuffing

■ Checksum generation/checking

■ ACK/NAK

■ Token type identification

■ Address checking

Firmware is required to handle the rest of the USB interface with 
the following tasks:

■ Coordinate enumeration by responding to set-up packets

■ Fill and empty the FIFOs

■ Suspend/Resume coordination

■ Verify and select Data toggle values

USB Enumeration

The enumeration sequence is shown below:

1. The host computer sends a Setup packet followed by a Data 
packet to USB address 0 requesting the Device descriptor.

2. The USB Controller decodes the request and retrieves its 
Device descriptor from the program memory space.

3. The host computer performs a control read sequence and the 
USB Controller responds by sending the Device descriptor 
over the USB bus.

4. After receiving the descriptor, the host computer sends a 
Setup packet followed by a Data packet to address 0 
assigning a new USB address to the device.

5. The USB Controller stores the new address in its USB Device 
Address Register after the no-data control sequence is 
complete.

6. The host sends a request for the Device descriptor using the 
new USB address.

7. The USB Controller decodes the request and retrieves the 
Device descriptor from the program memory.

8. The host performs a control read sequence and the USB 
Controller responds by sending its Device descriptor over the 
USB bus.

9. The host generates control reads to the USB Controller to 
request the Configuration and Report descriptors.

10.The USB Controller retrieves the descriptors from its program 
space and returns the data to the host over the USB.

PS/2 Operation

PS/2 operation is possible with the CY7C63413C/513C/613C 
series through the use of firmware and several operating modes. 
The first enabling feature:

1. USB Bus reset on D+ and D is an interrupt that can be dis-
abled;

2. USB traffic can be disabled via bit 7 of the USB register;

3. D+ and D can be monitored and driven via firmware as 
independent port bits.

Bits 5 and 4 of the Upstream Status and Control register are 
directly connected to the D+ and D USB pins of the 
CY7C63413C/513C/613C. These pins constantly monitor the 
levels of these signals with CMOS input thresholds. Firmware 
can poll and decode these signals as PS/2 clock and data.

Bits [2:0] defaults to ‘000’ at reset which allows the USB SIE to 
control output on D+ and D. Firmware can override the SIE and 
directly control the state of these pins via these 3 control bits. 
Since PS/2 is an open drain signaling protocol, these modes 
allow all 4 PS/2 states to be generated on the D+ and D pins

USB Port Status and Control

USB status and control is regulated by the USB Status and 
Control Register located at I/O address 0x1F as shown in 
Figure 17. This is a read/write register. All reserved bits must be 
written to zero. All bits in the register are cleared during reset.

Table 17.  USB Status and Control Register

Addr:0x1F USB Status and Control Register  

7 6 5 4 3 2 1 0

Reserved Reserved D+ D– Bus Activity Control
Bit 2

Control 
Bit 1

Control
Bit 0

R R R/W R/W R/W R/W
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The Bus Activity bit is a “sticky” bit that indicates if any non-idle 
USB event has occurred on the USB bus. The user firmware 
should check and clear this bit periodically to detect any loss of 
bus activity. Writing a “0” to the Bus Activity bit clears it while 
writing a “1” preserves the current value. In other words, the 
firmware can clear the Bus Activity bit, but only the SIE can set 
it. The 1.024-ms timer interrupt service routine is normally used 
to check and clear the Bus Activity bit. The following table shows 
how the control bits are encoded for this register.

USB Device

USB Device Address A includes three endpoints: EPA0, EPA1, 
and EPA2. End Point 0 (EPA0) allows the USB host to recognize, 
set up, and control the device. In particular, EPA0 is used to 
receive and transmit control (including set-up) packets. 

USB Ports

The USB Controller provides one USB device address with three 
endpoints. The USB Device Address Register contents are 

cleared during a reset, setting the USB device address to zero 
and marking this address as disabled. Figure 18 shows the 
format of the USB Address Register.

Bit 7 (Device Address Enable) in the USB Device Address 
Register must be set by firmware before the serial interface 
engine (SIE) will respond to USB traffic to this address. The 
Device Address in bits [6:0] must be set by firmware during the 
USB enumeration process to an address assigned by the USB 
host that does not equal zero. This register is cleared by a 
hardware reset or the USB bus reset.

Device Endpoints (3)

The USB controller communicates with the host using dedicated 
FIFOs, one per endpoint. Each endpoint FIFO is implemented as 
8 bytes of dedicated SRAM. There are three endpoints defined 
for Device “A” that are labeled “EPA0,” “EPA1,” and EPA2.”

All USB devices are required to have an endpoint number 0 
(EPA0) that is used to initialize and control the USB device. End 
Point 0 provides access to the device configuration information 
and allows generic USB status and control accesses. End Point 
0 is bidirectional as the USB controller can both receive and 
transmit data. 

The endpoint mode registers are cleared during reset. The EPA0 
endpoint mode register uses the format shown in Table 19.

Bits[7:5] in the endpoint 0 mode registers (EPA0) are “sticky” 
status bits that are set by the SIE to report the type of token that 
was most recently received. The sticky bits must be cleared by 
firmware as part of the USB processing.

The endpoint mode registers for EPA1 and EPA2 do not use bits 
[7:5] as shown in Table 20.

Control 
Bits Control Action

000 Not forcing (SIE controls driver)

001 Force K (D+ HIGH, D– LOW)

010 Force J (D+ LOW, D– HIGH)

011 Force SE0 (D+ LOW, D– LOW)

100 Force SE0 (D LOW, D+ LOW)

101 Force D LOW, D+ HiZ

110 Force D HiZ, D+ LOW

111 Force D HiZ, D+ HiZ

Table 18.  USB Device Address Register

Addr:0x10 USB Device Address Register  

Device
Address 
Enable

Device
Address 

Bit 6

Device
Address 

Bit 5

Device
Address 

Bit 4

Device
Address 

Bit 3

Device
Address 

Bit 2

Device
Address 

Bit 1

Device
Address 

Bit 0

R/W R/W R/W R/W R/W R/W R/W R/W

Table 19.  USB Device EPA0, Mode Register

Addr:0x12 USB Device EPA0, Mode Register  

Endpoint 0
Set-up

Received

Endpoint 0
In

Received

Endpoint 0
Out

Received

Acknowledge Mode
Bit 3

Mode
Bit 2

Mode
Bit 1

Mode
Bit 0

R/W R/W R/W R/W R/W R/W R/W R/W

Table 20.  USB Device Endpoint Mode Register

Addr: 0x14, 0x16 USB Device Endpoint Mode Register  

Reserved Reserved Reserved Acknowledge Mode
Bit 3

Mode
Bit 2

Mode
Bit 1

Mode
Bit 0

R/W R/W R/W R/W R/W R/W R/W R/W
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Processor Status and Control Register

The “Run” (bit 0) is manipulated by the HALT instruction. When 
Halt is executed, the processor clears the run bit and halts at the 
end of the current instruction. The processor remains halted until 
a reset (Power On or Watch Dog). Notice, when writing to the 
processor status and control register, the run bit should always 
be written as a “1.”

The “Single Step” (bit 1) is provided to support a hardware 
debugger. When single step is set, the processor will execute 
one instruction and halt (clear the run bit). This bit must be 
cleared for normal operation.

The “Interrupt Mask” (bit 2) shows whether interrupts are 
enabled or disabled. The firmware has no direct control over this 
bit as writing a zero or one to this bit position will have no effect 
on interrupts. Instructions DI, EI, and RETI manipulate the 
internal hardware that controls the state of the interrupt mask bit 
in the Processor Status and Control Register.

Writing a “1” to “Suspend, Wait for Interrupts” (bit 3) will halt the 
processor and cause the microcontroller to enter the “suspend” 
mode that significantly reduces power consumption. A pending 
interrupt or bus activity will cause the device to come out of 
suspend. After coming out of suspend, the device will resume 
firmware execution at the instruction following the IOWR which 
put the part into suspend. An IOWR that attempts to put the part 
into suspend will be ignored if either bus activity or an interrupt 
is pending.

The “Power-on Reset” (bit 4) is only set to “1” during a power on 
reset. The firmware can check bits 4 and 6 in the reset handler 
to determine whether a reset was caused by a Power On 
condition or a Watch Dog Timeout. PORS is used to determine 
suspend start-up timer value of 128 s or 96 ms.

The “USB Bus Reset” (bit 5) will occur when a USB bus reset is 
received. The USB Bus Reset is a singled-ended zero (SE0) that 
lasts more than 8 microseconds. An SE0 is defined as the 
condition in which both the D+ line and the D– line are LOW at 
the same time. When the SIE detects this condition, the USB Bus 
Reset bit is set in the Processor Status and Control register and 
an USB Bus Reset interrupt is generated. Please note this is an 
interrupt to the microcontroller and does not actually reset the 
processor.

The “Watch Dog Reset” (bit 6) is set during a reset initiated by 
the Watch Dog Timer. This indicates the Watch Dog Timer went 
for more than 8 ms between watch dog clears. 

The “IRQ Pending” (bit 7) indicates one or more of the interrupts 
has been recognized as active. The interrupt acknowledge 
sequence should clear this bit until the next interrupt is detected. 

During Power-on Reset, the Processor Status and Control 
Register is set to 00010001, which indicates a Power-on Reset 
(bit 4 set) has occurred and no interrupts are pending (bit 7 clear) 
yet.

During a Watch Dog Reset, the Processor Status and Control 
Register is set to 01000001, which indicates a Watch Dog Reset 
(bit 6 set) has occurred and no interrupts are pending (bit 7 clear) 
yet.

Interrupts

All interrupts are maskable by the Global Interrupt Enable 
Register and the USB End Point Interrupt Enable Register. 
Writing a “1” to a bit position enables the interrupt associated with 
that bit position. During a reset, the contents the Global Interrupt 
Enable Register and USB End Point Interrupt Enable Register 
are cleared, effectively disabling all interrupts.

Pending interrupt requests are recognized during the last clock 
cycle of the current instruction. When servicing an interrupt, the 
hardware will first disable all interrupts by clearing the Interrupt 
Enable bit in the Processor Status and Control Register. Next, 
the interrupt latch of the current interrupt is cleared. This is 
followed by a CALL instruction to the ROM address associated 
with the interrupt being serviced (i.e., the Interrupt Vector). The 
instruction in the interrupt table is typically a JMP instruction to 
the address of the Interrupt Service Routine (ISR). The user can 
re-enable interrupts in the interrupt service routine by executing 
an EI instruction. Interrupts can be nested to a level limited only 
by the available stack space.

The Program Counter value as well as the Carry and Zero flags 
(CF, ZF) are automatically stored onto the Program Stack by the 
CALL instruction as part of the interrupt acknowledge process. 
The user firmware is responsible for insuring that the processor 
state is preserved and restored during an interrupt. The PUSH A 
instruction should be used as the first command in the ISR to 
save the accumulator value and the POP A instruction should be 
used just before the RETI instruction to restore the accumulator 
value. The program counter CF and ZF are restored and 
interrupts are enabled when the RETI instruction is executed. 

Table 24.  Processor Status and Control Register

Addr: 0xFF Processor Status and Control Register POR Default: 0x0101
WDC Reset: 0x41

7 6 5 4 3 2 1 0

IRQ
Pending

Watch Dog 
Reset

USB Bus 
Reset

Power-on 
Reset

Suspend, Wait 
for Interrupt

Interrupt
Mask

Single Step Run

R R/W R/W R/W R/W R R/W R/W
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interrupt priority to different DAC pins and the DAC Interrupt 
Enable Register is not cleared during the interrupt acknowledge 
process. 

GPIO Interrupt

Each of the 32 GPIO pins can generate an interrupt, if enabled. 
The interrupt polarity can be programmed for each GPIO port as 
part of the GPIO configuration. All of the GPIO pins share a 
single interrupt vector, which means the firmware will need to 

read the GPIO ports with enabled interrupts to determine which 
pin or pins caused an interrupt.

Please note that if one port pin triggered an interrupt, no other 
port pins can cause a GPIO interrupt until that port pin has 
returned to its inactive (non-trigger) state or its corresponding 
port interrupt enable bit is cleared. The USB Controller does not 
assign interrupt priority to different port pins and the Port 
Interrupt Enable Registers are not cleared during the interrupt 
acknowledge process. 

Truth Tables

The ‘In’ column represents the SIE’s response to the token type.

A disabled endpoint will remain such until firmware changes it, 
and all endpoints reset to disabled.

Any Setup packet to an enabled and accepting endpoint will be 
changed by the SIE to 0001 (NAKing). Any mode which indicates 
the acceptance of a Setup will acknowledge it.

Most modes that control transactions involving an ending ACK 
will be changed by the SIE to a corresponding mode which NAKs 
follow on packets.

A Control endpoint has three extra status bits for PID (Setup, In 
and Out), but must be placed in the correct mode to function as 
such. Also a non-Control endpoint can be made to act as a 
Control endpoint if it is placed in a non appropriate mode.

A ‘check’ on an Out token during a Status transaction checks to 
see that the Out is of zero length and has a Data Toggle (DTOG) 
of 1.

Table 27.  USB Register Mode Encoding

Mode Encoding Setup In Out Comments

Disable 0000 ignore ignore ignore Ignore all USB traffic to this endpoint

Nak In/Out 0001 accept NAK NAK Forced from Set-up on Control endpoint, from modes other 
than 0000

Status Out Only 0010 accept stall check For Control endpoints

Stall In/Out     0011 accept stall stall For Control endpoints

Ignore In/Out    0100 accept ignore ignore For Control endpoints

Isochronous Out 0101 ignore ignore always Available to low speed devices, future USB spec 
enhancements

Status In Only 0110 accept TX 0 stall For Control Endpoints

Isochronous In 0111 ignore TX cnt ignore Available to low speed devices, future USB spec 
enhancements

Nak Out 1000 ignore ignore NAK An ACK from mode 1001 --> 1000

Ack Out 1001 ignore ignore ACK This mode is changed by SIE on issuance of ACK --> 1000

Nak Out - Status In 1010 accept TX 0 NAK An ACK from mode 1011 --> 1010

Ack Out - Status In 1011 accept TX 0 ACK This mode is changed by SIE on issuance of ACK --> 1010

Nak In 1100 ignore NAK ignore An ACK from mode 1101 --> 1100

Ack In 1101 ignore TX cnt ignore This mode is changed by SIE on issuance of ACK --> 1100

Nak In - Status Out 1110 accept NAK check An ACK from mode 1111 --> 1110 NAck In - Status Out

Ack In - Status Out 1111 accept TX cnt Check This mode is changed by SIE on issuance of ACK -->1110
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The response of the SIE can be summarized as follows:

1. the SIE will only respond to valid transactions, and will ignore 
non-valid ones;

2. the SIE will generate IRQ when a valid transaction is 
completed or when the DMA buffer is corrupted

3. an incoming Data packet is valid if the count is <= 10 (CRC 
inclusive) and passes all error checking;

4. a Setup will be ignored by all non-Control endpoints (in appro-
priate modes); 

5. an In will be ignored by an Out configured endpoint and vice 
versa.

The In and Out PID status is updated at the end of a transaction. 

The Setup PID status is updated at the beginning of the Data 
packet phase.

The entire EndPoint 0 mode and the Count register are locked 
to CPU writes at the end of any transaction in which an ACK is 
transferred. These registers are only unlocked upon a CPU read 
of these registers, and only if that read happens after the 
transaction completes. This represents about a 1-s window to 
which to the CPU is locked from register writes to these USB 
registers. Normally the firmware does a register read at the 
beginning of the ISR to unlock and get the mode register 
information. The interlock on the Mode and Count registers 
ensures that the firmware recognizes the changes that the SIE 
might have made during the previous transaction.

Figure 7.  Decode table forTable 28: “Details of Modes for Differing Traffic Conditions” 

Properties of incoming packet

Encoding Status bits What the SIE does to Mode bits

PID Status bits Interrupt? 

End Point 
Mode

End Point 
Mode

3
 2 1 0 Token count buffer dval DTOG DVAL COUNT

Set-
up In Out ACK 3 2 1 0

Re-
sponse

In
t

Setup

In

Out

The validity of the received data

The quality status of the DMA buffer

The number of received bytes Acknowledge phase completed

Legend: UC: unchanged TX: transmit TX0: transmit 0-length packet

x: don’t care RX: receive

available for Control endpoint only
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Table 28.  Details of Modes for Differing Traffic Conditions 

End Point Mode PID Set End Point Mode

3 2 1 0 token count buffer dval DTOG DVAL COUNT Setup In Out ACK 3 2 1 0 response int

Setup Packet (if accepting) 

See Table 27 Setup <= 10 data valid updates 1 updates 1 UC UC 1 0 0 0 1 ACK yes

See Table 27 Setup > 10 junk x updates updates updates 1 UC UC UC NoChange ignore yes

See Table 27 Setup x junk invalid updates 0 updates 1 UC UC UC NoChange ignore yes

Disabled

0 0 0 0 x x UC x UC UC UC UC UC UC UC NoChange ignore no

Nak In/Out

0 0 0 1 Out x UC x UC UC UC UC UC 1 UC NoChange NAK yes

0 0 0 1 In x UC x UC UC UC UC 1 UC UC NoChange NAK yes

Ignore In/Out

0 1 0 0 Out x UC x UC UC UC UC UC UC UC NoChange ignore no

0 1 0 0 In x UC x UC UC UC UC UC UC UC NoChange ignore no

Stall In/Out

0 0 1 1 Out x UC x UC UC UC UC UC 1 UC NoChange Stall yes

0 0 1 1 In x UC x UC UC UC UC 1 UC UC NoChange Stall yes

Control Write

Normal Out/premature status In

1 0 1 1 Out <= 10 data valid updates 1 updates UC UC 1 1 1 0 1 0 ACK yes

1 0 1 1 Out > 10 junk x updates updates updates UC UC 1 UC NoChange ignore yes

1 0 1 1 Out x junk invalid updates 0 updates UC UC 1 UC NoChange ignore yes

1 0 1 1 In x UC x UC UC UC UC 1 UC 1 NoChange TX 0 yes

NAK Out/premature status In

1 0 1 0 Out <= 10 UC valid UC UC UC UC UC 1 UC NoChange NAK yes

1 0 1 0 Out > 10 UC x UC UC UC UC UC UC UC NoChange ignore no

1 0 1 0 Out x UC invalid UC UC UC UC UC UC UC NoChange ignore no

1 0 1 0 In x UC x UC UC UC UC 1 UC 1 NoChange TX 0 yes

Status In/extra Out

0 1 1 0 Out <= 10 UC valid UC UC UC UC UC 1 UC 0 0 1 1 Stall yes

0 1 1 0 Out > 10 UC x UC UC UC UC UC UC UC NoChange ignore no

0 1 1 0 Out x UC invalid UC UC UC UC UC UC UC NoChange ignore no

0 1 1 0 In x UC x UC UC UC UC 1 UC 1 NoChange TX 0 yes

Control Read

Normal In/premature status Out

1 1 1 1 Out 2 UC valid 1 1 updates UC UC 1 1 NoChange ACK yes

1 1 1 1 Out 2 UC valid 0 1 updates UC UC 1 UC 0 0 1 1 Stall yes

1 1 1 1 Out !=2 UC valid updates 1 updates UC UC 1 UC 0 0 1 1 Stall yes

1 1 1 1 Out > 10 UC x UC UC UC UC UC UC UC NoChange ignore no

1 1 1 1 Out x UC invalid UC UC UC UC UC UC UC NoChange ignore no

1 1 1 1 In x UC x UC UC UC UC 1 UC 1 1 1 1 0 ACK (back) yes

Nak In/premature status Out

1 1 1 0 Out 2 UC valid 1 1 updates UC UC 1 1 NoChange ACK yes

1 1 1 0 Out 2 UC valid 0 1 updates UC UC 1 UC 0 0 1 1 Stall yes

1 1 1 0 Out !=2 UC valid updates 1 updates UC UC 1 UC 0 0 1 1 Stall yes

1 1 1 0 Out > 10 UC x UC UC UC UC UC UC UC NoChange ignore no

1 1 1 0 Out x UC invalid UC UC UC UC UC UC UC NoChange ignore no

1 1 1 0 In x UC x UC UC UC UC 1 UC UC NoChange NAK yes

Status Out/extra In

0 0 1 0 Out 2 UC valid 1 1 updates UC UC 1 1 NoChange ACK yes
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0 0 1 0 Out 2 UC valid 0 1 updates UC UC 1 UC 0 0 1 1 Stall yes

End Point Mode PID Set End Point Mode

3 2 1 0 token count buffer dval DTOG DVAL COUNT Setup In Out ACK 3 2 1 0 response int

0 0 1 0 Out !=2 UC valid updates 1 updates UC UC 1 UC 0 0 1 1 Stall yes

0 0 1 0 Out > 10 UC x UC UC UC UC UC UC UC UC UC UC UC ignore no

0 0 1 0 Out x UC invalid UC UC UC UC UC UC UC UC UC UC UC ignore no

0 0 1 0 In x UC x UC UC UC UC 1 UC UC 0 0 1 1 Stall yes

Out endpoint

Normal Out/erroneous In

1 0 0 1 Out <= 10 data valid updates 1 updates UC UC 1 1 1 0 0 0 ACK yes

1 0 0 1 Out > 10 junk x updates updates updates UC UC 1 UC NoChange ignore yes

1 0 0 1 Out x junk invalid updates 0 updates UC UC 1 UC NoChange ignore yes

1 0 0 1 In x UC x UC UC UC UC UC UC UC NoChange ignore no

NAK Out/erroneous In

1 0 0 0 Out <= 10 UC valid UC UC UC UC UC 1 UC NoChange NAK yes

1 0 0 0 Out > 10 UC x UC UC UC UC UC UC UC NoChange ignore no

1 0 0 0 Out x UC invalid UC UC UC UC UC UC UC NoChange ignore no

1 0 0 0 In x UC x UC UC UC UC UC UC UC NoChange ignore no

Isochronous endpoint (Out)

0 1 0 1 Out x updates updates updates updates updates UC UC 1 1 NoChange RX yes

0 1 0 1 In x UC x UC UC UC UC UC UC UC NoChange ignore no

In endpoint

Normal In/erroneous Out

1 1 0 1 Out x UC x UC UC UC UC UC UC UC NoChange ignore no

1 1 0 1 In x UC x UC UC UC UC 1 UC 1 1 1 0 0 ACK (back) yes

NAK In/erroneous Out

1 1 0 0 Out x UC x UC UC UC UC UC UC UC NoChange ignore no

1 1 0 0 In x UC x UC UC UC UC 1 UC UC NoChange NAK yes

Isochronous endpoint (In)

0 1 1 1 Out x UC x UC UC UC UC UC UC UC NoChange ignore no

0 1 1 1 In x UC x UC UC UC UC 1 UC UC NoChange TX yes

Table 28.  Details of Modes for Differing Traffic Conditions  (continued)
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Absolute Maximum Ratings

Storage temperature .................................–65 °C to +150 °C

Ambient temperature with power applied ..... –0 °C to +70 °C

Supply voltage on VCC relative to VSS..........–0.5 V to +7.0 V

DC input voltage .................................  –0.5 V to +VCC+0.5 V

DC voltage applied to outputs in High Z state –0.5 V to + VCC+0.5 V

Maximum output current into Port 0,1,2,3 and DAC[1:0] Pins60 mA

Maximum output current into DAC[7:2] Pins ..............  10 mA

Power dissipation ..................................................... 300 mW

Static discharge voltage ........................................> 2000V[3]

Latch-up current ...................................................  > 200 mA

DC Characteristics Fosc = 6 MHz; operating temperature = 0 to 70 °C

Parameter Min Max Unit Conditions

General

VCC (1) Operating voltage 4.0 5.5 V Non USB activity[4]

VCC (2) Operating voltage 4.35 5.25 V USB activity[5]

ICC1 VCC operating supply current – 40 mA VCC = 5.5 V

ICC2 VCC = 4.35 V – 15 mA –

ISB1 Supply current - suspend mode – 30 A Oscillator off, D– > Voh min

VPP Programming voltage (disabled) –0.4 0.4 V –

Tstart Resonator start-up interval – 256 s VCC = 5.0 V, ceramic resonator

tint1 Internal timer #1 interrupt period 128 128 s –

tint2 Internal timer #2 interrupt period 1.024 1.024 ms –

twatch Watch dog timer period 8.192 14.33 ms –

Iil Input leakage current – 1 A Any pin

Ism Max ISS I/O sink current – 60 mA Cumulative across all ports[6]

Power-On Reset

tvccs VCC reset slew 0.001 200 ms Linear ramp: 0 to 4.35 V[7, 8]

USB Interface

Voh Static output HIGH 2.8 3.6 V 15 k ± 5%  to Gnd [5]

Vol Static output LOW – 0.3 V –

Vdi Differential input sensitivity 0.2 V |(D+)–(D–)|

Vcm Differential input common mode range 0.8 2.5 V 9-1

Vse Single-ended receiver threshold 0.8 2.0 V –

Cin Transceiver capacitance – 20 pF –

Ilo Hi-Z state data line leakage –10 10 A 0 V < Vin<3.3 V

Rpu Bus pull-up resistance (VCC option) 7.35K 7.65  k 7.5 k ± 2% to VCC 

Rpu Bus pull-up resistance (Ext. 3.3 V option) 1.425 1.575 k 1.5 k ± 5% to 3.0–3.6 V 

Rpd Bus pull-down resistance 14.25 15.75  k 15 k± 5%

General Purpose I/O Interface

Rup Pull-up resistance 4.9 K 9.1 K Ohms –

Vith Input threshold voltage 45% 65% VCC All ports, LOW to HIGH edge

Notes
3. Qualified with JEDEC EIA/JESD22-A114-B test method.
4. Functionality is guaranteed of the VCC (1) range, except USB transmitter and DACs.
5. USB transmitter functionality is guaranteed over the VCC (2) range, as well as DAC outputs.
6. Total current cumulative across all Port pins flowing to VSS is limited to minimize Ground-Drop noise effects.
7. Port 3 bit 7 controls whether the parts goes into suspend after a POR event or waits 128 ms to begin running.
8. POR will re-occur whenever VCC drops to approximately 2.5 V.
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Notes
9. Functionality is guaranteed of the VCC (1) range, except USB transmitter and DACs.
10. USB transmitter functionality is guaranteed over the VCC (2) range, as well as DAC outputs.
11. Per Table 7-7 of revision 1.1 of USB specification, for CLOAD of 50–600 pF.
12. Measured as largest step size vs. nominal according to measured full scale and zero programmed values.
13. Tratio = Isink1[1:0](n)/Isink0[7:2](n) for the same n, programmed.
14. Irange: Isinkn(15)/ Isinkn(0) for the same pin.
15. Measured at crossover point of differential data signals.
16. Limits total bus capacitance loading (CLOAD) to 400 pF per section 7.1.5 of revision 1.1 of USB specification. 
17. DAC I/O Port not bonded out on CY7C63613C. See note on page 12 for firmware code needed for unused pins. 
18. Total current cumulative across all Port pins flowing to VSS is limited to minimize Ground-Drop noise effects.

VH Input hysteresis voltage 6% 12% VCC All ports, HIGH to LOW edge

Iol Sink current 7.2 16.5 mA Port 3, Vout = 1.0 V[9]

Iol Sink current 3.5 10.6 mA Port 0,1,2, Vout = 2.0 V [9]

Ioh Source current 1.4 7.5 mA Voh = 2.4 V (all ports 0,1,2,3)[9]

DAC Interface

Rup Pull-up resistance 8.0 K 20.0 K Ohms Note16

Isink0(0) DAC[7:2] sink current (0)[17] 0.1 0.3 mA Vout = 2.0 VDC[10]

Isink0(F) DAC[7:2] sink current (F)[17] 0.5 1.5 mA Vout = 2.0 DC[10]

Isink1(0) DAC[1:0] sink current (0)[17] 1.6 4.8 mA Vout = 2.0 VDC[10]

Isink1(F) DAC[1:0] sink current (F)[17] 8 24 mA Vout = 2.0 VDC[10]

Irange Programmed Isink ratio: max/min 4 6 – Vout = 2.0 VDC[10,14]

Ilin Differential nonlinearity – 0.5 lsb Any pin[12]

tsink Current sink response time – 0.8 s Full scale transition

Tratio Tracking ratio DAC[1:0] to DAC[7:2] 14 21 – Vout = 2.0 V[13]

Switching Characteristics

Parameter Description Min Max Unit Conditions

Clock

tCYC Input Clock Cycle Time 165.0 168.3 ns –

tCH Clock HIGH Time 0.45 
tCYC

– ns –

tCL Clock LOW Time 0.45 
tCYC

– ns –

USB Driver Characteristics

tr Transition Rise Time 75 – ns CLoad = 50 pF[10, 11]

tr Transition Rise Time – 300 ns CLoad = 600 pF [10, 11]

tf Transition Fall Time 75 – ns CLoad = 50 pF[10, 11]

tf Transition Fall Time – 300 ns CLoad = 600 pF[10, 11]

trfm Rise/Fall Time Matching 80 125 % tr/tf
[10, 11]

Vcrs Output Signal Crossover Voltage 1.3 2.0 V Notes 10 and 11

USB Data Timing

tdrate Low Speed Data Rate 1.4775 1.5225 Mbs Ave. Bit Rate (1.5 Mb/s ± 1.5%)

tdjr1 Receiver Data Jitter Tolerance –75 75 ns To Next Transition[15]

tdjr2 Receiver Data Jitter Tolerance –45 45 ns For Paired Transitions[15]

tdeop Differential to EOP Transition Skew –40 100 ns Note 18

teopr1 EOP Width at Receiver 330 – ns Rejects as EOP[15]

teopr2 EOP Width at Receiver 675 – ns Accepts as EOP[15]

teopt Source EOP Width 1.25 1.50 s –

tudj1 Differential Driver Jitter –95 95 ns To next transition, Figure 12 on page 30.

tudj2 Differential Driver Jitter –150 150 ns To paired transition, Figure 12 on page 30.

DC Characteristics Fosc = 6 MHz; operating temperature = 0 to 70 °C (continued)

Parameter Min Max Unit Conditions
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Die Pad Locations

Table 29.  DIe Pad Locations (in microns)

Pad # Pin Name X Y Pad # Pin Name X Y

1 D+ 1496.95 2995.00 48 VCC 1619.65 3023.60

2 D- 467.40 2995.00 47 VSS 1719.65 3023.60

3 Port3[7] 345.15 3023.60 46 Port3[6] 1823.10 3023.60

4 Port3[5] 242.15 3023.60 45 Port3[4] 1926.10 3023.60

5 Port3[3] 98.00 2661.25 44 Port3[2] 2066.30 2657.35

6 Port3[1] 98.00 2558.25 43 Port3[0] 2066.30 2554.35

7 Port2[7] 98.00 2455.25 42 Port2[6] 2066.30 2451.35

8 Port2[5] 98.00 2352.25 41 Port2[4] 2066.30 2348.35

9 Port2[3] 98.00 2249.25 40 Port2[2] 2066.30 2245.35

10 Port2[1] 98.00 2146.25 39 Port2[0] 2066.30 2142.35

11 Por1[7] 98.00 1134.25 38 Port1[6] 2066.30 1130.35

12 Por1[5] 98.00 1031.25 37 Port1[4] 2066.30 1027.35

13 Por1[3] 98.00 928.25 36 Port1[2] 2066.30 924.35

14 Por1[1] 98.00 825.25 35 Port1[0] 2066.30 821.35

15 DAC7 98.00 721.05 34 DAC6 2066.30 719.55

16 DAC5 98.00 618.05 33 DAC4 2066.30 616.55

17 Port0[7] 98.00 516.25 32 Port0[6] 2066.30 512.35

18 Port0[5] 98.00 413.25 31 Port0[4] 2066.30 409.35

19 Port0[3] 306.30 98.00 30 Port0[2] 1858.00 98.00

20 Port0[1] 442.15 98.00 29 Port0[0] 1718.30 98.00

21 DAC3 593.40 98.00 28 DAC2 1618.50 98.00

22 DAC1 696.40 98.00 27 DAC0 1513.50 98.00

23 VPP 824.25 98.00 26 XtalOut 1301.90 98.00

24 VSS 949.65 98.00 25 XtalIn 1160.50 98.00
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Acronyms

Document Conventions

Units of Measure

Acronym Description Acronym Description

AC Alternating current PC Program Counter

ADC Analog-to-Digital Converter PLL Phase-Locked Loop

API Application Programming Interface POR Power On Reset

CPU Central Processing Unit PPOR Precision Power On Reset

CT Continuous Time PSoC® Programmable System-on-Chip™

ECO External Crystal Oscillator PWM Pulse Width Modulator

EEPROM Electrically Erasable Programmable Read-Only 
Memory

SC Switched Capacitor

FSR Full Scale Range SRAM Static Random Access Memory

GPIO General Purpose I/O ICE In-Circuit Emulator

GUI Graphical User Interface ILO Internal Low Speed Oscillator

HBM Human Body Model IMO Internal Main Oscillator

LSb Least-Significant Bit I/O Input/Output

LVD Low Voltage Detect IPOR Imprecise Power On Reset

MSb Most-Significant Bit

Symbol Unit of Measure Symbol Unit of Measure

°C degree Celsius W microwatts

dB decibels mA milliampere

fF femto farad ms millisecond

Hz hertz mV millivolts

KB 1024 bytes nA nanoampere

Kbit 1024 bits ns nanosecond

kHz kilohertz nV nanovolts

k kilohm  ohm

MHz megahertz pA picoampere

M megaohm pF picofarad

A microampere pp peak-to-peak

F microfarad ppm parts per million

H microhenry ps picosecond

s microsecond sps samples per second

V microvolts s sigma: one standard deviation

Vrms microvolts root-mean-square V volts
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