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Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.
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Table 6 shows the minimum current, in addition to ICCQ, that is required by Artix-7 devices for proper power-on and 
configuration. If the current minimums shown in Table 5 and Table 6 are met, the device powers on after all four supplies 
have passed through their power-on reset threshold voltages. The FPGA must not be configured until after VCCINT is 
applied.

Once initialized and configured, use the Xilinx Power Estimator (XPE) tools to estimate current drain on these supplies.

Table  6: Power-On Current for Artix-7 Devices(1)

Device
ICCINTMIN ICCAUXMIN ICCOMIN ICCBRAMMIN

Units
Typ(2) Typ(2) Typ(2) Typ(2)

XC7A100T ICCINTQ + 170 ICCAUXQ + 40 ICCOQ + 40 mA per bank ICCBRAMQ + 60 mA

XC7A200T ICCINTQ + 340 ICCAUXQ + 50 ICCOQ + 40 mA per bank ICCBRAMQ + 80 mA

Notes: 
1. Use the Xilinx Power Estimator (XPE) spreadsheet tool (download at http://www.xilinx.com/power) to calculate maximum power-on currents.
2. Typical values are specified at nominal voltage, 25°C.

Table  7: Power Supply Ramp Time

Symbol Description Conditions Min Max Units

TVCCINT Ramp time from GND to 90% of VCCINT 0.2 50 ms

TVCCO Ramp time from GND to 90% of VCCO 0.2 50 ms

TVCCAUX Ramp time from GND to 90% of VCCAUX 0.2 50 ms

TVCCBRAM Ramp time from GND to 90% of VCCBRAM 0.2 50 ms

TVCCO2VCCAUX Allowed time per power cycle for VCCO – VCCAUX > 2.625V 
TJ = 100°C(1) – 500

ms
TJ = 85°C(1) – 800

TMGTAVCC Ramp time from GND to 90% of VMGTAVCC 0.2 50 ms

TMGTAVTT Ramp time from GND to 90% of VMGTAVTT 0.2 50 ms

Notes: 
1. Based on 240,000 power cycles with nominal VCCO of 3.3V or 36,500 power cycles with worst case VCCO of 3.465V.

http://www.xilinx.com
http://www.xilinx.com/power
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LVDS DC Specifications (LVDS_25)

See UG471: 7 Series FPGAs SelectIO Resources User Guide for more information on the LVDS_25 standard in the HR I/O 
banks.

AC Switching Characteristics
All values represented in this data sheet are based on the speed specifications in v1.07 from the 14.4/2012.4 device pack 
for ISE® Design Suite14.4 and Vivado® Design Suite 2012.4 for the -3, -2, -2L (1.0V), and -1 speed grades and v1.05 from 
the 14.4/2012.4 device pack for the -2L (0.9V) speed grade.

Switching characteristics are specified on a per-speed-grade basis and can be designated as Advance, Preliminary, or 
Production. Each designation is defined as follows:

Advance Product Specification

These specifications are based on simulations only and are typically available soon after device design specifications are 
frozen. Although speed grades with this designation are considered relatively stable and conservative, some under-
reporting might still occur.

Preliminary Product Specification

These specifications are based on complete ES (engineering sample) silicon characterization. Devices and speed grades 
with this designation are intended to give a better indication of the expected performance of production silicon. The 
probability of under-reporting delays is greatly reduced as compared to Advance data.

Production Product Specification

These specifications are released once enough production silicon of a particular device family member has been 
characterized to provide full correlation between specifications and devices over numerous production lots. There is no 
under-reporting of delays, and customers receive formal notification of any subsequent changes. Typically, the slowest 
speed grades transition to Production before faster speed grades.

Testing of AC Switching Characteristics

Internal timing parameters are derived from measuring internal test patterns. All AC switching characteristics are 
representative of worst-case supply voltage and junction temperature conditions.

For more specific, more precise, and worst-case guaranteed data, use the values reported by the static timing analyzer and 
back-annotate to the simulation net list. Unless otherwise noted, values apply to all Artix-7 FPGAs.

Table  11: LVDS_25 DC Specifications

Symbol DC Parameter Conditions Min Typ Max Units

VCCO Supply Voltage 2.375 2.500 2.625 V

VOH Output High Voltage for Q and Q RT = 100 Ω across Q and Q signals – – 1.675 V

VOL Output Low Voltage for Q and Q RT = 100 Ω across Q and Q signals 0.700 – – V

VODIFF Differential Output Voltage (Q – Q),
Q = High (Q – Q), Q = High

RT = 100 Ω across Q and Q signals 247 350 600 mV

VOCM Output Common-Mode Voltage RT = 100 Ω across Q and Q signals 1.000 1.250 1.425 V

VIDIFF Differential Input Voltage (Q – Q), Q = High (Q – Q), Q = High 100 350 600 mV

VICM Input Common-Mode Voltage 0.300 1.200 1.425 V

http://www.xilinx.com
http://www.xilinx.com/support/documentation/user_guides/ug471_7Series_SelectIO.pdf


Artix-7 FPGAs Data Sheet: DC and Switching Characteristics

DS181 (v1.5) February 1, 2013 www.xilinx.com
Preliminary Product Specification 12

IOB Pad Input/Output/3-State

Table 16 summarizes the values of standard-specific data input delay adjustments, output delays terminating at pads (based 
on standard) and 3-state delays.

• TIOPI is described as the delay from IOB pad through the input buffer to the I-pin of an IOB pad. The delay varies 
depending on the capability of the SelectIO input buffer.

• TIOOP is described as the delay from the O pin to the IOB pad through the output buffer of an IOB pad. The delay varies 
depending on the capability of the SelectIO output buffer. 

• TIOTP is described as the delay from the T pin to the IOB pad through the output buffer of an IOB pad, when 3-state is 
disabled. The delay varies depending on the SelectIO capability of the output buffer. In HR I/O banks, the IN_TERM 
termination turn-on time is always faster than TIOTP when the INTERMDISABLE pin is used.

 

Table  16: 3.3V IOB High Range (HR) Switching Characteristics

I/O Standard

TIOPI TIOOP TIOTP

Units
Speed Grade Speed Grade Speed Grade

1.0V 0.9V 1.0V 0.9V 1.0V 0.9V

-3 -2/-2L -1 -2L -3 -2/-2L -1 -2L -3 -2/-2L -1 -2L

LVTTL_S4 1.26 1.34 1.41 1.58 3.80 3.93 4.18 4.41 4.37 4.59 5.01 5.06 ns

LVTTL_S8 1.26 1.34 1.41 1.58 3.54 3.66 3.92 4.15 4.11 4.32 4.75 4.80 ns

LVTTL_S12 1.26 1.34 1.41 1.58 3.52 3.65 3.90 4.13 4.09 4.31 4.73 4.78 ns

LVTTL_S16 1.26 1.34 1.41 1.58 3.07 3.19 3.45 3.68 3.64 3.85 4.28 4.33 ns

LVTTL_S24 1.26 1.34 1.41 1.58 3.29 3.41 3.67 3.90 3.86 4.07 4.50 4.55 ns

LVTTL_F4 1.26 1.34 1.41 1.58 3.26 3.38 3.64 3.86 3.83 4.04 4.46 4.51 ns

LVTTL_F8 1.26 1.34 1.41 1.58 2.74 2.87 3.12 3.35 3.31 3.52 3.95 4.00 ns

LVTTL_F12 1.26 1.34 1.41 1.58 2.73 2.85 3.10 3.33 3.29 3.51 3.93 3.98 ns

LVTTL_F16 1.26 1.34 1.41 1.58 2.55 2.68 2.93 3.16 3.12 3.34 3.76 3.81 ns

LVTTL_F24 1.26 1.34 1.41 1.58 2.52 2.65 2.90 3.22 3.09 3.31 3.73 3.87 ns

LVDS_25 0.73 0.81 0.88 0.90 1.29 1.41 1.67 1.86 1.86 2.07 2.49 2.51 ns

MINI_LVDS_25 0.73 0.81 0.88 0.90 1.27 1.40 1.65 1.88 1.84 2.06 2.48 2.53 ns

BLVDS_25 0.73 0.81 0.88 0.90 1.84 1.96 2.21 2.44 2.40 2.62 3.04 3.09 ns

RSDS_25 (point to point) 0.73 0.81 0.88 0.90 1.27 1.40 1.65 1.88 1.84 2.06 2.48 2.53 ns

PPDS_25 0.73 0.81 0.88 0.90 1.29 1.41 1.67 1.88 1.86 2.07 2.49 2.53 ns

TMDS_33 0.73 0.81 0.88 0.90 1.41 1.54 1.79 1.99 1.98 2.20 2.62 2.64 ns

PCI33_3 1.24 1.32 1.39 1.57 3.10 3.22 3.48 3.71 3.67 3.88 4.31 4.36 ns

HSUL_12 0.67 0.75 0.82 0.87 1.80 1.93 2.18 2.41 2.37 2.59 3.01 3.06 ns

DIFF_HSUL_12 0.68 0.76 0.83 0.88 1.80 1.93 2.18 2.21 2.37 2.59 3.01 2.86 ns

HSTL_I_S 0.67 0.75 0.82 0.87 1.62 1.74 1.99 2.19 2.19 2.40 2.82 2.84 ns

HSTL_II_S 0.65 0.73 0.80 0.85 1.41 1.54 1.79 1.99 1.98 2.20 2.62 2.64 ns

HSTL_I_18_S 0.67 0.75 0.82 0.87 1.29 1.41 1.67 1.86 1.86 2.07 2.49 2.51 ns

HSTL_II_18_S 0.66 0.75 0.81 0.87 1.41 1.54 1.79 1.97 1.98 2.20 2.62 2.62 ns

DIFF_HSTL_I_S 0.68 0.76 0.83 0.85 1.59 1.71 1.96 2.13 2.15 2.37 2.79 2.78 ns

DIFF_HSTL_II_S 0.68 0.76 0.83 0.85 1.51 1.63 1.88 2.07 2.08 2.29 2.71 2.72 ns

DIFF_HSTL_I_18_S 0.71 0.79 0.86 0.87 1.38 1.51 1.76 1.96 1.95 2.17 2.59 2.61 ns

DIFF_HSTL_II_18_S 0.70 0.78 0.85 0.87 1.46 1.58 1.84 2.00 2.03 2.24 2.67 2.65 ns

HSTL_I_F 0.67 0.75 0.82 0.87 1.10 1.22 1.48 1.69 1.67 1.88 2.31 2.34 ns

http://www.xilinx.com
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Table 17 specifies the values of TIOTPHZ and TIOIBUFDISABLE. TIOTPHZ is described as the delay from the T pin to the IOB pad 
through the output buffer of an IOB pad, when 3-state is enabled (i.e., a high impedance state). TIOIBUFDISABLE is described 
as the IOB delay from IBUFDISABLE to O output. In HR I/O banks, the internal IN_TERM termination turn-off time is always 
faster than TIOTPHZ when the INTERMDISABLE pin is used.

LVCMOS15_F4 0.77 0.86 0.93 0.98 1.85 1.97 2.23 2.27 2.42 2.63 3.06 2.92 ns

LVCMOS15_F8 0.77 0.86 0.93 0.98 1.60 1.72 1.98 2.21 2.17 2.38 2.81 2.86 ns

LVCMOS15_F12 0.77 0.86 0.93 0.98 1.35 1.47 1.73 1.96 1.92 2.13 2.56 2.61 ns

LVCMOS15_F16 0.77 0.86 0.93 0.98 1.34 1.46 1.71 1.94 1.90 2.12 2.54 2.59 ns

LVCMOS12_S4 0.87 0.95 1.02 1.08 2.57 2.69 2.95 3.18 3.14 3.35 3.78 3.83 ns

LVCMOS12_S8 0.87 0.95 1.02 1.08 2.09 2.21 2.46 2.69 2.65 2.87 3.29 3.34 ns

LVCMOS12_S12 0.87 0.95 1.02 1.08 1.79 1.91 2.17 2.40 2.36 2.57 2.99 3.05 ns

LVCMOS12_F4 0.87 0.95 1.02 1.08 1.98 2.10 2.35 2.58 2.54 2.76 3.18 3.23 ns

LVCMOS12_F8 0.87 0.95 1.02 1.08 1.54 1.66 1.92 2.15 2.11 2.32 2.75 2.80 ns

LVCMOS12_F12 0.87 0.95 1.02 1.08 1.38 1.51 1.76 1.97 1.95 2.16 2.59 2.62 ns

SSTL135_S 0.67 0.75 0.82 0.87 1.35 1.47 1.73 1.93 1.92 2.13 2.56 2.58 ns

SSTL15_S 0.60 0.68 0.75 0.80 1.30 1.43 1.68 1.88 1.87 2.09 2.51 2.53 ns

SSTL18_I_S 0.67 0.75 0.82 0.87 1.67 1.79 2.04 2.24 2.23 2.45 2.87 2.89 ns

SSTL18_II_S 0.67 0.75 0.82 0.87 1.31 1.43 1.68 1.91 1.87 2.09 2.51 2.56 ns

DIFF_SSTL135_S 0.68 0.76 0.83 0.87 1.35 1.47 1.73 1.93 1.92 2.13 2.56 2.58 ns

DIFF_SSTL15_S 0.68 0.76 0.83 0.87 1.30 1.43 1.68 1.88 1.87 2.09 2.51 2.53 ns

DIFF_SSTL18_I_S 0.71 0.79 0.86 0.87 1.68 1.80 2.06 2.24 2.25 2.46 2.89 2.89 ns

DIFF_SSTL18_II_S 0.71 0.79 0.86 0.87 1.38 1.51 1.76 1.94 1.95 2.17 2.59 2.59 ns

SSTL135_F 0.67 0.75 0.82 0.87 1.12 1.24 1.49 1.71 1.69 1.90 2.32 2.36 ns

SSTL15_F 0.60 0.68 0.75 0.80 1.07 1.19 1.45 1.68 1.64 1.85 2.28 2.33 ns

SSTL18_I_F 0.67 0.75 0.82 0.87 1.12 1.24 1.49 1.72 1.69 1.90 2.32 2.37 ns

SSTL18_II_F 0.67 0.75 0.82 0.87 1.12 1.24 1.49 1.71 1.69 1.90 2.32 2.36 ns

DIFF_SSTL135_F 0.68 0.76 0.83 0.87 1.12 1.24 1.49 1.71 1.69 1.90 2.32 2.36 ns

DIFF_SSTL15_F 0.68 0.76 0.83 0.87 1.07 1.19 1.45 1.68 1.64 1.85 2.28 2.33 ns

DIFF_SSTL18_I_F 0.71 0.79 0.86 0.87 1.23 1.35 1.60 1.80 1.79 2.01 2.43 2.45 ns

DIFF_SSTL18_II_F 0.71 0.79 0.86 0.87 1.21 1.33 1.59 1.79 1.78 1.99 2.42 2.44 ns

Table  17: IOB 3-state Output Switching Characteristics

Symbol Description

Speed Grade

Units1.0V 0.9V

-3 -2/-2L -1 -2L

TIOTPHZ T input to pad high-impedance 2.06 2.19 2.37 2.19 ns

TIOIBUFDISABLE IBUF turn-on time from IBUFDISABLE to O 
output

2.11 2.30 2.60 2.30 ns

Table  16: 3.3V IOB High Range (HR) Switching Characteristics (Cont’d)

I/O Standard

TIOPI TIOOP TIOTP

Units
Speed Grade Speed Grade Speed Grade

1.0V 0.9V 1.0V 0.9V 1.0V 0.9V

-3 -2/-2L -1 -2L -3 -2/-2L -1 -2L -3 -2/-2L -1 -2L

http://www.xilinx.com
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Output Serializer/Deserializer Switching Characteristics

Table  21: OSERDES Switching Characteristics

Symbol Description

Speed Grade

Units1.0V 0.9V

-3 -2/-2L -1 -2L

Setup/Hold 

TOSDCK_D/TOSCKD_D D input setup/hold with respect to CLKDIV 0.42/0.03 0.45/0.03 0.63/0.03 0.44/–0.25 ns

TOSDCK_T/TOSCKD_T
(1) T input setup/hold with respect to CLK 0.69/–0.13 0.73/–0.13 0.88/–0.13 0.60/–0.25 ns

TOSDCK_T2/TOSCKD_T2
(1) T input setup/hold with respect to CLKDIV 0.31/–0.13 0.34/–0.13 0.39/–0.13 0.46/–0.25 ns

TOSCCK_OCE/TOSCKC_OCE OCE input setup/hold with respect to CLK 0.32/0.58 0.34/0.58 0.51/0.58 0.21/–0.15 ns

TOSCCK_S SR (reset) input setup with respect to 
CLKDIV

0.47 0.52 0.85 0.70 ns

TOSCCK_TCE/TOSCKC_TCE TCE input setup/hold with respect to CLK 0.32/0.01 0.34/0.01 0.51/0.01 0.22/–0.15 ns

Sequential Delays

TOSCKO_OQ Clock to out from CLK to OQ 0.40 0.42 0.48 0.54 ns

TOSCKO_TQ Clock to out from CLK to TQ 0.47 0.49 0.56 0.63 ns

Combinatorial

TOSDO_TTQ T input to TQ Out 0.83 0.92 1.11 1.18 ns

Notes: 
1. TOSDCK_T2 and TOSCKD_T2 are reported as TOSDCK_T/TOSCKD_T in TRACE report.

http://www.xilinx.com
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CLB Distributed RAM Switching Characteristics (SLICEM Only)

CLB Shift Register Switching Characteristics (SLICEM Only)

Table  25: CLB Distributed RAM Switching Characteristics

Symbol Description

Speed Grade

Units1.0V 0.9V

-3 -2/-2L -1 -2L

Sequential Delays

TSHCKO Clock to A – B outputs 0.98 1.09 1.32 1.54 ns, Max

TSHCKO_1 Clock to AMUX – BMUX outputs 1.37 1.53 1.86 2.18 ns, Max

Setup and Hold Times Before/After Clock CLK

TDS_LRAM/TDH_LRAM A – D inputs to CLK 0.54/0.28 0.60/0.30 0.72/0.35 0.96/0.40 ns, Min

TAS_LRAM/TAH_LRAM Address An inputs to clock 0.27/0.55 0.30/0.60 0.37/0.70 0.43/0.71 ns, Min

Address An inputs through MUXs and/or carry logic 
to clock

0.69/0.18 0.77/0.21 0.94/0.26 1.11/0.29 ns, Min

TWS_LRAM/TWH_LRAM WE input to clock 0.38/0.10 0.43/0.12 0.53/0.17 0.62/0.13 ns, Min

TCECK_LRAM/
TCKCE_LRAM

CE input to CLK 0.39/0.10 0.44/0.11 0.53/0.17 0.63/0.12 ns, Min

Clock CLK

TMPW_LRAM Minimum pulse width 1.05 1.13 1.25 0.82 ns, Min

TMCP Minimum clock period 2.10 2.26 2.50 1.64 ns, Min

Notes: 
1. A Zero “0” Hold Time listing indicates no hold time or a negative hold time. 
2. TSHCKO also represents the CLK to XMUX output. Refer to TRACE report for the CLK to XMUX path.

Table  26: CLB Shift Register Switching Characteristics

Symbol Description

Speed Grade

Units1.0V 0.9V

-3 -2/-2L -1 -2L

Sequential Delays

TREG Clock to A – D outputs 1.19 1.33 1.61 1.89 ns, Max

TREG_MUX Clock to AMUX – DMUX output 1.58 1.77 2.15 2.53 ns, Max

TREG_M31 Clock to DMUX output via M31 output 1.12 1.23 1.46 1.68 ns, Max

Setup and Hold Times Before/After Clock CLK

TWS_SHFREG/
TWH_SHFREG

WE input 0.37/0.10 0.41/0.12 0.51/0.17 0.59/0.13 ns, Min

TCECK_SHFREG/
TCKCE_SHFREG

CE input to CLK 0.37/0.10 0.42/0.11 0.52/0.17 0.60/0.12 ns, Min

TDS_SHFREG/
TDH_SHFREG

A – D inputs to CLK 0.33/0.34 0.37/0.37 0.44/0.43 0.54/0.47 ns, Min

Clock CLK

TMPW_SHFREG Minimum pulse width 0.77 0.86 0.98 1.04 ns, Min

Notes: 
1. A Zero “0” Hold Time listing indicates no hold time or a negative hold time.

http://www.xilinx.com
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Block RAM and FIFO Switching Characteristics

Table  27: Block RAM and FIFO Switching Characteristics

Symbol Description

Speed Grade

Units1.0V 0.9V

-3 -2/-2L -1 -2L

Block RAM and FIFO Clock-to-Out Delays

TRCKO_DO and 
TRCKO_DO_REG

(1)
Clock CLK to DOUT output (without 
output register)(2)(3)

1.85 2.13 2.46 2.87 ns, Max

Clock CLK to DOUT output (with output 
register)(4)(5)

0.64 0.74 0.89 1.02 ns, Max

TRCKO_DO_ECC and
TRCKO_DO_ECC_REG

Clock CLK to DOUT output with ECC 
(without output register)(2)(3)

2.77 3.04 3.84 5.30 ns, Max

Clock CLK to DOUT output with ECC 
(with output register)(4)(5)

0.73 0.81 0.94 1.11 ns, Max

TRCKO_DO_CASCOUT and
TRCKO_DO_CASCOUT_REG

Clock CLK to DOUT output with 
cascade (without output register)(2)

2.61 2.88 3.30 3.76 ns, Max

Clock CLK to DOUT output with 
cascade (with output register)(4)

1.16 1.28 1.46 1.56 ns, Max

TRCKO_FLAGS Clock CLK to FIFO flags outputs(6) 0.76 0.87 1.05 1.14 ns, Max

TRCKO_POINTERS Clock CLK to FIFO pointers outputs(7) 0.94 1.02 1.15 1.30 ns, Max

TRCKO_PARITY_ECC Clock CLK to ECCPARITY in ECC 
encode only mode

0.78 0.85 0.94 1.10 ns, Max

TRCKO_SDBIT_ECC and
TRCKO_SDBIT_ECC_REG

Clock CLK to BITERR (without output 
register)

2.56 2.81 3.55 4.90 ns, Max

Clock CLK to BITERR (with output 
register)

0.68 0.76 0.89 1.05 ns, Max

TRCKO_RDADDR_ECC and 
TRCKO_RDADDR_ECC_REG

Clock CLK to RDADDR output with 
ECC (without output register)

0.75 0.88 1.07 1.15 ns, Max

Clock CLK to RDADDR output with 
ECC (with output register)

0.84 0.93 1.08 1.29 ns, Max

Setup and Hold Times Before/After Clock CLK

TRCCK_ADDRA/TRCKC_ADDRA ADDR inputs(8) 0.45/0.31 0.49/0.33 0.57/0.36 0.77/0.45 ns, Min

TRDCK_DI_WF_NC/
TRCKD_DI_WF_NC

Data input setup/hold time when block 
RAM is configured in WRITE_FIRST or 
NO_CHANGE mode(9)

0.58/0.60 0.65/0.63 0.74/0.67 0.92/0.76 ns, Min

TRDCK_DI_RF/TRCKD_DI_RF Data input setup/hold time when block 
RAM is configured in READ_FIRST 
mode(9)

0.20/0.29 0.22/0.34 0.25/0.41 0.29/0.38 ns, Min

TRDCK_DI_ECC/TRCKD_DI_ECC DIN inputs with block RAM ECC in 
standard mode(9)

0.50/0.43 0.55/0.46 0.63/0.50 0.78/0.54 ns, Min

TRDCK_DI_ECCW/
TRCKD_DI_ECCW

DIN inputs with block RAM ECC 
encode only(9)

0.93/0.43 1.02/0.46 1.17/0.50 1.38/0.48 ns, Min

TRDCK_DI_ECC_FIFO/
TRCKD_DI_ECC_FIFO

DIN inputs with FIFO ECC in standard 
mode(9)

1.04/0.56 1.15/0.59 1.32/0.64 1.55/0.77 ns, Min

TRCCK_INJECTBITERR/
TRCKC_INJECTBITERR

Inject single/double bit error in ECC 
mode

0.58/0.35 0.64/0.37 0.74/0.40 0.92/0.48 ns, Min

TRCCK_EN/TRCKC_EN Block RAM enable (EN) input 0.35/0.20 0.39/0.21 0.45/0.23 0.57/0.26 ns, Min

TRCCK_REGCE/TRCKC_REGCE CE input of output register 0.24/0.15 0.29/0.15 0.36/0.16 0.40/0.19 ns, Min

TRCCK_RSTREG/TRCKC_RSTREG Synchronous RSTREG input 0.29/0.07 0.32/0.07 0.35/0.07 0.41/0.07 ns, Min
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TRCCK_RSTRAM/TRCKC_RSTRAM Synchronous RSTRAM input 0.32/0.42 0.34/0.43 0.36/0.46 0.40/0.47 ns, Min

TRCCK_WEA/TRCKC_WEA Write enable (WE) input (block RAM 
only)

0.44/0.18 0.48/0.19 0.54/0.20 0.64/0.23 ns, Min

TRCCK_WREN/TRCKC_WREN WREN FIFO inputs 0.46/0.30 0.46/0.35 0.47/0.43 0.77/0.44 ns, Min

TRCCK_RDEN/TRCKC_RDEN RDEN FIFO inputs 0.42/0.30 0.43/0.35 0.43/0.43 0.71/0.44 ns, Min

Reset Delays

TRCO_FLAGS Reset RST to FIFO flags/pointers(10) 0.90 0.98 1.10 1.25 ns, Max

TRREC_RST/TRREM_RST FIFO reset recovery and removal 
timing(11)

1.87/–0.81 2.07/–0.81 2.37/–0.81 2.44/–0.71 ns, Max

Maximum Frequency

FMAX_BRAM_WF_NC Block RAM (write first and no change 
modes) when not in SDP RF mode

509.68 460.83 388.20 315.66 MHz

FMAX_BRAM_RF_PERFORMANCE Block RAM (read first, performance 
mode) when in SDP RF mode but no 
address overlap between port A and 
port B

509.68 460.83 388.20 315.66 MHz

FMAX_BRAM_RF_DELAYED_WRITE Block RAM (read first, delayed write 
mode) when in SDP RF mode and 
there is possibility of overlap between 
port A and port B addresses

447.63 404.53 339.67 268.96 MHz

FMAX_CAS_WF_NC Block RAM cascade (write first, no 
change mode) when cascade but not in 
RF mode

467.07 418.59 345.78 273.30 MHz

FMAX_CAS_RF_PERFORMANCE Block RAM cascade (read first, 
performance mode) when in cascade 
with RF mode and no possibility of 
address overlap/one port is disabled

467.07 418.59 345.78 273.30 MHz

FMAX_CAS_RF_DELAYED_WRITE When in cascade RF mode and there is 
a possibility of address overlap 
between port A and port B

405.35 362.19 297.35 226.60 MHz

FMAX_FIFO FIFO in all modes without ECC 509.68 460.83 388.20 315.66 MHz

FMAX_ECC Block RAM and FIFO in ECC 
configuration

410.34 365.10 297.53 215.38 MHz

Notes:  
1. TRACE will report all of these parameters as TRCKO_DO. 
2. TRCKO_DOR includes TRCKO_DOW, TRCKO_DOPR, and TRCKO_DOPW as well as the B port equivalent timing parameters. 
3. These parameters also apply to synchronous FIFO with DO_REG = 0.
4. TRCKO_DO includes TRCKO_DOP as well as the B port equivalent timing parameters.
5. These parameters also apply to multirate (asynchronous) and synchronous FIFO with DO_REG = 1.
6. TRCKO_FLAGS includes the following parameters: TRCKO_AEMPTY, TRCKO_AFULL, TRCKO_EMPTY, TRCKO_FULL, TRCKO_RDERR, TRCKO_WRERR.
7. TRCKO_POINTERS includes both TRCKO_RDCOUNT and TRCKO_WRCOUNT.
8. The ADDR setup and hold must be met when EN is asserted (even when WE is deasserted). Otherwise, block RAM data corruption is 

possible.
9. These parameters include both A and B inputs as well as the parity inputs of A and B.
10. TRCO_FLAGS includes the following flags: AEMPTY, AFULL, EMPTY, FULL, RDERR, WRERR, RDCOUNT, and WRCOUNT.
11. RDEN and WREN must be held Low prior to and during reset. The FIFO reset must be asserted for at least five positive clock edges of the 

slowest clock (WRCLK or RDCLK). 

Table  27: Block RAM and FIFO Switching Characteristics (Cont’d)

Symbol Description

Speed Grade

Units1.0V 0.9V

-3 -2/-2L -1 -2L
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DSP48E1 Switching Characteristics

Table  28: DSP48E1 Switching Characteristics

Symbol Description

Speed Grade

Units1.0V 0.9V

-3 -2/-2L -1 -2L

Setup and Hold Times of Data/Control Pins to the Input Register Clock

TDSPDCK_A_AREG/ TDSPCKD_A_AREG A input to A register CLK 0.26/
0.12

0.30/
0.13

0.37/
0.14

0.45/
0.14

ns

TDSPDCK_B_BREG/TDSPCKD_B_BREG B input to B register CLK 0.33/
0.15

0.38/
0.16

0.45/
0.18

0.60/
0.19

ns

TDSPDCK_C_CREG/TDSPCKD_C_CREG C input to C register CLK 0.17/
0.17

0.20/
0.19

0.24/
0.21

0.34/
0.29

ns

TDSPDCK_D_DREG/TDSPCKD_D_DREG D input to D register CLK 0.25/
0.25

0.32/
0.27

0.42/
0.27

0.54/
0.23

ns

TDSPDCK_ACIN_AREG/TDSPCKD_ACIN_AREG ACIN input to A register CLK 0.23/
0.12

0.27/
0.13

0.32/
0.14

0.36/
0.14

ns

TDSPDCK_BCIN_BREG/TDSPCKD_BCIN_BREG BCIN input to B register CLK 0.25/
0.15

0.29/
0.16

0.36/
0.18

0.41/
0.19

ns

Setup and Hold Times of Data Pins to the Pipeline Register Clock

TDSPDCK_{A, B}_MREG_MULT/ 
TDSPCKD_B_MREG_MULT

{A, B} input to M register CLK using 
multiplier

2.40/
–0.01

2.76/
–0.01

3.29/
–0.01

4.31/
–0.07

ns

TDSPDCK_{A, B}_ADREG/ TDSPCKD_ D_ADREG {A, D} input to AD register CLK 1.29/
–0.02

1.48/
–0.02

1.76/
–0.02

2.29/
–0.27

ns

Setup and Hold Times of Data/Control Pins to the Output Register Clock

TDSPDCK_{A, B}_PREG_MULT/ 
TDSPCKD_{A, B} _PREG_MULT

{A, B} input to P register CLK using 
multiplier

4.02/
–0.28

4.60/
–0.28

5.48/
–0.28

6.95/
–0.48

ns

TDSPDCK_D_PREG_MULT/ 
TDSPCKD_D_PREG_MULT

D input to P register CLK using 
multiplier

3.93/
–0.73

4.50/
–0.73

5.35/
–0.73

6.73/
–1.68

ns

TDSPDCK_{A, B} _PREG/
TDSPCKD_{A, B} _PREG

A or B input to P register CLK not using 
multiplier

1.73/
–0.28

1.98/
–0.28

2.35/
–0.28

2.80/
–0.48

ns

TDSPDCK_C_PREG/ 
TDSPCKD_C_PREG

C input to P register CLK not using 
multiplier

1.54/
–0.26

1.76/
–0.26

2.10/
–0.26

2.54/
–0.45

ns

TDSPDCK_PCIN_PREG/ 
TDSPCKD_PCIN_PREG

PCIN input to P register CLK 1.32/
–0.15

1.51/
–0.15

1.80/
–0.15

2.13/
–0.25

ns

Setup and Hold Times of the CE Pins

TDSPDCK_{CEA;CEB}_{AREG;BREG}/ 
TDSPCKD_{CEA;CEB}_{AREG;BREG}

{CEA; CEB} input to {A; B} register CLK 0.35/
0.06

0.42/
0.08

0.52/
0.11

0.64/
0.11

ns

TDSPDCK_CEC_CREG/ TDSPCKD_CEC_CREG CEC input to C register CLK 0.28/
0.10

0.34/
0.11

0.42/
0.13

0.49/
0.16

ns

TDSPDCK_CED_DREG/ TDSPCKD_CED_DREG CED input to D register CLK 0.36/
–0.03

0.43/
–0.03

0.52/
–0.03

0.68/
0.14

ns

TDSPDCK_CEM_MREG/ TDSPCKD_CEM_MREG CEM input to M register CLK 0.17/
0.18

0.21/
0.20

0.27/
0.23

0.45/
0.29

ns

TDSPDCK_CEP_PREG/ TDSPCKD_CEP_PREG CEP input to P register CLK 0.36/
0.01

0.43/
0.01

0.53/
0.01

0.63/
0.00

ns
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Clock to Outs from Pipeline Register Clock to Output Pins

TDSPCKO_P_MREG CLK MREG to P output 1.68 1.93 2.31 2.73 ns

TDSPCKO_CARRYCASCOUT_MREG CLK MREG to CARRYCASCOUT 
output

1.92 2.21 2.64 3.12 ns

TDSPCKO_P_ADREG_MULT CLK ADREG to P output using 
multiplier

2.72 3.10 3.69 4.60 ns

TDSPCKO_CARRYCASCOUT_ADREG_MULT CLK ADREG to CARRYCASCOUT 
output using multiplier

2.96 3.38 4.02 4.99 ns

Clock to Outs from Input Register Clock to Output Pins

TDSPCKO_P_AREG_MULT CLK AREG to P output using multiplier 3.94 4.51 5.37 6.84 ns

TDSPCKO_P_BREG CLK BREG to P output not using 
multiplier

1.64 1.87 2.22 2.65 ns

TDSPCKO_P_CREG CLK CREG to P output not using 
multiplier

1.69 1.93 2.30 2.81 ns

TDSPCKO_P_DREG_MULT CLK DREG to P output using multiplier 3.91 4.48 5.32 6.77 ns

Clock to Outs from Input Register Clock to Cascading Output Pins

TDSPCKO_{ACOUT; BCOUT}_{AREG; BREG} CLK (ACOUT, BCOUT) to {A,B} register 
output

0.64 0.73 0.87 1.02 ns

TDSPCKO_CARRYCASCOUT_{AREG, BREG}_MULT CLK (AREG, BREG) to 
CARRYCASCOUT output using 
multiplier

4.19 4.79 5.70 7.24 ns

TDSPCKO_CARRYCASCOUT_ BREG CLK BREG to CARRYCASCOUT 
output not using multiplier

1.88 2.15 2.55 3.04 ns

TDSPCKO_CARRYCASCOUT_ DREG_MULT CLK DREG to CARRYCASCOUT 
output using multiplier

4.16 4.76 5.65 7.17 ns

TDSPCKO_CARRYCASCOUT_ CREG CLK CREG to CARRYCASCOUT 
output

1.94 2.21 2.63 3.20 ns

Maximum Frequency

FMAX With all registers used 628.93 550.66 464.25 363.77 MHz

FMAX_PATDET With pattern detector 531.63 465.77 392.93 310.08 MHz

FMAX_MULT_NOMREG Two register multiply without MREG 349.28 305.62 257.47 210.44 MHz

FMAX_MULT_NOMREG_PATDET Two register multiply without MREG 
with pattern detect

317.26 277.62 233.92 191.28 MHz

FMAX_PREADD_MULT_NOADREG Without ADREG 397.30 346.26 290.44 223.26 MHz

FMAX_PREADD_MULT_NOADREG_PATDET Without ADREG with pattern detect 397.30 346.26 290.44 223.26 MHz

FMAX_NOPIPELINEREG Without pipeline registers (MREG, 
ADREG)

260.01 227.01 190.69 150.13 MHz

FMAX_NOPIPELINEREG_PATDET Without pipeline registers (MREG, 
ADREG) with pattern detect

241.72 211.15 177.43 140.10 MHz

Table  28: DSP48E1 Switching Characteristics (Cont’d)

Symbol Description

Speed Grade

Units1.0V 0.9V

-3 -2/-2L -1 -2L
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Clock Buffers and Networks

Table  29: Global Clock Switching Characteristics (Including BUFGCTRL)

Symbol Description

Speed Grade

Units1.0V 0.9V

-3 -2/-2L -1 -2L

TBCCCK_CE/TBCCKC_CE
(1) CE pins setup/hold 0.12/0.39 0.13/0.40 0.16/0.41 0.31/0.17 ns

TBCCCK_S/TBCCKC_S
(1) S pins setup/hold 0.12/0.39 0.13/0.40 0.16/0.41 0.31/0.17 ns

TBCCKO_O
(2) BUFGCTRL delay from I0/I1 to O 0.08 0.09 0.10 0.14 ns

Maximum Frequency

FMAX_BUFG Global clock tree (BUFG) 628.00 628.00 464.00 394.00 MHz

Notes: 
1. TBCCCK_CE and TBCCKC_CE must be satisfied to assure glitch-free operation of the global clock when switching between clocks. These 

parameters do not apply to the BUFGMUX primitive that assures glitch-free operation. The other global clock setup and hold times are 
optional; only needing to be satisfied if device operation requires simulation matches on a cycle-for-cycle basis when switching between 
clocks.

2. TBGCKO_O (BUFG delay from I0 to O) values are the same as TBCCKO_O values.

Table  30: Input/Output Clock Switching Characteristics (BUFIO)

Symbol Description

Speed Grade

Units1.0V 0.9V

-3 -2/-2L -1 -2L

TBIOCKO_O Clock to out delay from I to O 1.11 1.26 1.54 1.56 ns

Maximum Frequency

FMAX_BUFIO I/O clock tree (BUFIO) 680.00 680.00 600.00 600.00 MHz

Table  31: Regional Clock Buffer Switching Characteristics (BUFR)

Symbol Description

Speed Grade

Units1.0V 0.9V

-3 -2/-2L -1 -2L

TBRCKO_O Clock to out delay from I to O 0.64 0.76 0.99 1.24 ns

TBRCKO_O_BYP
Clock to out delay from I to O with Divide Bypass 
attribute set

0.34 0.39 0.52 0.72 ns

TBRDO_O Propagation delay from CLR to O 0.81 0.85 1.09 0.96 ns

Maximum Frequency

FMAX_BUFR
(1) Regional clock tree (BUFR) 420.00 375.00 315.00 315.00 MHz

Notes: 
1. The maximum input frequency to the BUFR and BUFMR is the BUFIO FMAX frequency.
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MMCM_FBANDWIDTH Low MMCM bandwidth at typical(1) 1.00 1.00 1.00 1.00 MHz

High MMCM bandwidth at typical(1) 4.00 4.00 4.00 4.00 MHz

MMCM_TSTATPHAOFFSET Static phase offset of the MMCM outputs(2) 0.12 0.12 0.12 0.12 ns

MMCM_TOUTJITTER MMCM output jitter Note 3

MMCM_TOUTDUTY MMCM output clock duty-cycle precision(4) 0.20 0.20 0.20 0.25 ns

MMCM_TLOCKMAX MMCM maximum lock time 100.00 100.00 100.00 100.00 µs

MMCM_FOUTMAX MMCM maximum output frequency 800.00 800.00 800.00 800.00 MHz

MMCM_FOUTMIN MMCM minimum output frequency(5)(6) 4.69 4.69 4.69 4.69 MHz

MMCM_TEXTFDVAR External clock feedback variation < 20% of clock input period or 1 ns Max

MMCM_RSTMINPULSE Minimum reset pulse width 5.00 5.00 5.00 5.00 ns

MMCM_FPFDMAX Maximum frequency at the phase frequency 
detector

550.00 500.00 450.00 450.00 MHz

MMCM_FPFDMIN Minimum frequency at the phase frequency 
detector

10.00 10.00 10.00 10.00 MHz

MMCM_TFBDELAY Maximum delay in the feedback path 3 ns Max or one CLKIN cycle

MMCM Switching Characteristics Setup and Hold

TMMCMDCK_PSEN/
TMMCMCKD_PSEN

Setup and hold of phase-shift enable 1.04/0.00 1.04/0.00 1.04/0.00 1.04/0.00 ns

TMMCMDCK_PSINCDEC/
TMMCMCKD_PSINCDEC

Setup and hold of phase-shift increment/decrement 1.04/0.00 1.04/0.00 1.04/0.00 1.04/0.00 ns

TMMCMCKO_PSDONE Phase shift clock-to-out of PSDONE 0.59 0.68 0.81 0.78 ns

Dynamic Reconfiguration Port (DRP) for MMCM Before and After DCLK

TMMCMDCK_DADDR/
TMMCMCKD_DADDR

DADDR setup/hold 1.25/0.15 1.40/0.15 1.63/0.15 1.43/0.00 ns, Min

TMMCMDCK_DI/
TMMCMCKD_DI

DI setup/hold 1.25/0.15 1.40/0.15 1.63/0.15 1.43/0.00 ns, Min

TMMCMDCK_DEN/
TMMCMCKD_DEN

DEN setup/hold 1.76/0.00 1.97/0.00 2.29/0.00 2.40/0.00 ns, Min

TMMCMDCK_DWE/
TMMCMCKD_DWE

DWE setup/hold 1.25/0.15 1.40/0.15 1.63/0.15 1.43/0.00 ns, Min

TMMCMCKO_DRDY CLK to out of DRDY 0.65 0.72 0.99 0.70 ns, Max

FDCK DCLK frequency 200.00 200.00 200.00 100.00 MHz, Max

Notes: 
1. The MMCM does not filter typical spread-spectrum input clocks because they are usually far below the bandwidth filter frequencies.
2. The static offset is measured between any MMCM outputs with identical phase.
3. Values for this parameter are available in the Clocking Wizard.

See http://www.xilinx.com/products/intellectual-property/clocking_wizard.htm.
4. Includes global clock buffer.
5. Calculated as FVCO/128 assuming output duty cycle is 50%.
6. When CLKOUT4_CASCADE = TRUE, MMCM_FOUTMIN is 0.036 MHz.

Table  34: MMCM Specification (Cont’d)

Symbol Description

Speed Grade

Units1.0V 0.9V

-3 -2/-2L -1 -2L
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PLL Switching Characteristics

Table  35: PLL Specification

Symbol Description

Speed Grade

Units1.0V 0.9V

-3 -2/-2L -1 -2L

PLL_FINMAX Maximum input clock frequency 800.00 800.00 800.00 800.00 MHz

PLL_FINMIN Minimum input clock frequency 19.00 19.00 19.00 19.00 MHz

PLL_FINJITTER Maximum input clock period jitter < 20% of clock input period or 1 ns Max

PLL_FINDUTY Allowable input duty cycle: 19—49 MHz 25 25 25 25 %

Allowable input duty cycle: 50—199 MHz 30 30 30 30 %

Allowable input duty cycle: 200—399 MHz 35 35 35 35 %

Allowable input duty cycle: 400—499 MHz 40 40 40 40 %

Allowable input duty cycle: >500 MHz 45 45 45 45 %

PLL_FVCOMIN Minimum PLL VCO frequency 800.00 800.00 800.00 800.00 MHz

PLL_FVCOMAX Maximum PLL VCO frequency 2133.00 1866.00 1600.00 1600.00 MHz

PLL_FBANDWIDTH Low PLL bandwidth at typical(1) 1.00 1.00 1.00 1.00 MHz

High PLL bandwidth at typical(1) 4.00 4.00 4.00 4.00 MHz

PLL_TSTATPHAOFFSET Static phase offset of the PLL outputs(2) 0.12 0.12 0.12 0.12 ns

PLL_TOUTJITTER PLL output jitter Note 3

PLL_TOUTDUTY PLL output clock duty-cycle precision(4) 0.20 0.20 0.20 0.25 ns

PLL_TLOCKMAX PLL maximum lock time 100.00 100.00 100.00 100.00 µs

PLL_FOUTMAX PLL maximum output frequency 800.00 800.00 800.00 800.00 MHz

PLL_FOUTMIN PLL minimum output frequency(5) 6.25 6.25 6.25 6.25 MHz

PLL_TEXTFDVAR External clock feedback variation < 20% of clock input period or 1 ns Max

PLL_RSTMINPULSE Minimum reset pulse width 5.00 5.00 5.00 5.00 ns

PLL_FPFDMAX Maximum frequency at the phase frequency detector 550.00 500.00 450.00 450.00 MHz

PLL_FPFDMIN Minimum frequency at the phase frequency detector 19.00 19.00 19.00 19.00 MHz

PLL_TFBDELAY Maximum delay in the feedback path 3 ns Max or one CLKIN cycle

Dynamic Reconfiguration Port (DRP) for PLL Before and After DCLK

TPLLDCK_DADDR/
TPLLCKD_DADDR

Setup and hold of D address 1.25/0.15 1.40/0.15 1.63/0.15 1.43/0.00 ns, Min

TPLLDCK_DI/TPLLCKD_DI Setup and hold of D input 1.25/0.15 1.40/0.15 1.63/0.15 1.43/0.00 ns, Min

TPLLDCK_DEN/
TPLLCKD_DEN

Setup and hold of D enable 1.76/0.00 1.97/0.00 2.29/0.00 2.40/0.00 ns, Min

TPLLDCK_DWE/
TPLLCKD_DWE

Setup and hold of D write enable 1.25/0.15 1.40/0.15 1.63/0.15 1.43/0.00 ns, Min

TPLLCKO_DRDY CLK to out of DRDY 0.65 0.72 0.99 0.99 ns, Max

FDCK DCLK frequency 200.00 200.00 200.00 100.00 MHz, Max

Notes: 
1. The PLL does not filter typical spread-spectrum input clocks because they are usually far below the bandwidth filter frequencies.
2. The static offset is measured between any PLL outputs with identical phase.
3. Values for this parameter are available in the Clocking Wizard.

See http://www.xilinx.com/products/intellectual-property/clocking_wizard.htm.
4. Includes global clock buffer.
5. Calculated as FVCO/128 assuming output duty cycle is 50%.
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\

Table  39: Clock-Capable Clock Input to Output Delay With PLL

Symbol Description Device

Speed Grade

Units1.0V 0.9V

-3 -2/-2L -1 -2L

SSTL15 Clock-Capable Clock Input to Output Delay using Output Flip-Flop, Fast Slew Rate, with PLL.

TICKOFPLLCC Clock-capable clock input and OUTFF 
with PLL

XC7A100T 0.70 0.70 0.70 1.41 ns

XC7A200T 0.69 0.69 0.69 1.47 ns

Notes: 
1. Listed above are representative values where one global clock input drives one vertical clock line in each accessible column, and where all 

accessible IOB and CLB flip-flops are clocked by the global clock net.
2. PLL output jitter is already included in the timing calculation.

Table  40: Pin-to-Pin, Clock-to-Out using BUFIO

Symbol Description

Speed Grade

Units1.0V 0.9V

-3 -2/-2L -1 -2L

SSTL15 Clock-Capable Clock Input to Output Delay using Output Flip-Flop, Fast Slew Rate, with BUFIO.

TICKOFCS Clock to out of I/O clock 5.01 5.61 6.64 7.34 ns
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Device Pin-to-Pin Input Parameter Guidelines

All devices are 100% functionally tested. Values are expressed in nanoseconds unless otherwise noted.

Table  41: Global Clock Input Setup and Hold Without MMCM/PLL with ZHOLD_DELAY on HR I/O Banks

Symbol Description Device

Speed Grade

Units1.0V 0.9V

-3 -2/-2L -1 -2L

Input Setup and Hold Time Relative to Global Clock Input Signal for SSTL15 Standard.(1)

TPSFD/ TPHFD Full delay (legacy delay or default delay)
global clock input and IFF(2) without 
MMCM/PLL with ZHOLD_DELAY on 
HR I/O banks

XC7A100T 2.69/–0.46 2.89/–0.46 3.34/–0.46 5.66/–0.52 ns

XC7A200T 3.03/–0.50 3.27/–0.50 3.79/–0.50 6.66/–0.53 ns

Notes: 
1. Setup and hold times are measured over worst case conditions (process, voltage, temperature). Setup time is measured relative to the global 

clock input signal using the slowest process, highest temperature, and lowest voltage. Hold time is measured relative to the global clock input 
signal using the fastest process, lowest temperature, and highest voltage.

2. IFF = Input flip-flop or latch
3. A zero "0" hold time listing indicates no hold time or a negative hold time.

Table  42: Clock-Capable Clock Input Setup and Hold With MMCM

Symbol Description Device

Speed Grade

Units1.0V 0.9V

-3 -2/-2L -1 -2L

Input Setup and Hold Time Relative to Global Clock Input Signal for SSTL15 Standard.(1)

TPSMMCMCC/ 
TPHMMCMCC

No delay clock-capable clock input and 
IFF(2) with MMCM

XC7A100T 2.44/–0.62 2.80/–0.62 3.36/–0.62 2.15/–0.49 ns

XC7A200T 2.57/–0.63 2.94/–0.63 3.52/–0.63 2.32/–0.53 ns

Notes: 
1. Setup and hold times are measured over worst case conditions (process, voltage, temperature). Setup time is measured relative to the global 

clock input signal using the slowest process, highest temperature, and lowest voltage. Hold time is measured relative to the global clock input 
signal using the fastest process, lowest temperature, and highest voltage.

2. IFF = Input flip-flop or latch 
3. Use IBIS to determine any duty-cycle distortion incurred using various standards.

Table  43: Clock-Capable Clock Input Setup and Hold With PLL

Symbol Description Device

Speed Grade

Units1.0V 0.9V

-3 -2/-2L -1 -2L

Input Setup and Hold Time Relative to Clock-Capable Clock Input Signal for SSTL15 Standard.(1)

TPSPLLCC/ 
TPHPLLCC

No delay clock-capable clock input and 
IFF(2) with PLL

XC7A100T 2.78/–0.32 3.15/–0.32 3.78/–0.32 2.47/–0.60 ns

XC7A200T 2.91/–0.33 3.29/–0.33 3.94/–0.33 2.64/–0.63 ns

Notes: 
1. Setup and hold times are measured over worst case conditions (process, voltage, temperature). Setup time is measured relative to the global 

clock input signal using the slowest process, highest temperature, and lowest voltage. Hold time is measured relative to the global clock input 
signal using the fastest process, lowest temperature, and highest voltage.

2. IFF = Input flip-flop or latch 
3. Use IBIS to determine any duty-cycle distortion incurred using various standards.

http://www.xilinx.com


Artix-7 FPGAs Data Sheet: DC and Switching Characteristics

DS181 (v1.5) February 1, 2013 www.xilinx.com
Preliminary Product Specification 35

GTP Transceiver Specifications

GTP Transceiver DC Input and Output Levels

Table 47 summarizes the DC output specifications of the GTP transceivers in Artix-7 FPGAs. Consult UG482: 7 Series 
FPGAs GTP Transceiver User Guide for further details.

 

Table  47: GTP Transceiver DC Specifications

Symbol DC Parameter Conditions Min Typ Max Units

DVPPOUT
Differential peak-to-peak output 
voltage(1)

Transmitter output swing is set to 
maximum setting

– – 1000 mV

VCMOUTDC
DC common mode output 
voltage

Equation based VMGTAVTT – DVPPOUT/4 mV

ROUT Differential output resistance – 100 – Ω

VCMOUTAC Common mode output voltage: AC coupled 1/2 VMGTAVTT mV

TOSKEW

Transmitter output pair (TXP and TXN) intra-pair skew
(FFG, FBG, SBG packages)

– – 10 ps

Transmitter output pair (TXP and TXN) intra-pair skew
(FGG, FTG, CSG packages)

– – 12 ps

DVPPIN
Differential peak-to-peak input 
voltage

External AC coupled 150 – 2000 mV

VIN Absolute input voltage DC coupled VMGTAVTT = 1.2V –200 –  VMGTAVTT mV

VCMIN Common mode input voltage DC coupled VMGTAVTT = 1.2V – 2/3 VMGTAVTT – mV

RIN Differential input resistance – 100 – Ω

CEXT Recommended external AC coupling capacitor(2) – 100 – nF

Notes: 
1. The output swing and preemphasis levels are programmable using the attributes discussed in UG482: 7 Series FPGAs GTP Transceiver 

User Guide and can result in values lower than reported in this table.
2. Other values can be used as appropriate to conform to specific protocols and standards.

X-Ref Target - Figure 1

Figure 1: Single-Ended Peak-to-Peak Voltage

X-Ref Target - Figure 2

Figure 2: Differential Peak-to-Peak Voltage
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Table  54: GTP Transceiver Transmitter Switching Characteristics

Symbol Description Condition Min Typ Max Units

FGTPTX Serial data rate range 0.500 – FGTPMAX Gb/s

TRTX TX rise time 20%–80% – 50 – ps

TFTX TX fall time 20%–80% – 50 – ps

TLLSKEW TX lane-to-lane skew(1) – – 500 ps

VTXOOBVDPP Electrical idle amplitude – – 20 mV

TTXOOBTRANSITION Electrical idle transition time – – 140 ns

TJ6.6 Total Jitter(2)(3)
6.6 Gb/s

– – 0.30 UI

DJ6.6 Deterministic Jitter(2)(3) – – 0.15 UI

TJ5.0 Total Jitter(2)(3)
5.0 Gb/s

– – 0.30 UI

DJ5.0 Deterministic Jitter(2)(3) – – 0.15 UI

TJ4.25 Total Jitter(2)(3)
4.25 Gb/s

– – 0.30 UI

DJ4.25 Deterministic Jitter(2)(3) – – 0.15 UI

TJ3.75 Total Jitter(2)(3)
3.75 Gb/s

– – 0.30 UI

DJ3.75 Deterministic Jitter(2)(3) – – 0.15 UI

TJ3.2 Total Jitter(2)(3)
3.20 Gb/s(4)

– – 0.2 UI

DJ3.2 Deterministic Jitter(2)(3) – – 0.1 UI

TJ3.2L Total Jitter(2)(3)
3.20 Gb/s(5)

– – 0.32 UI

DJ3.2L Deterministic Jitter(2)(3) – – 0.16 UI

TJ2.5 Total Jitter(2)(3)
2.5 Gb/s(6)

– – 0.20 UI

DJ2.5 Deterministic Jitter(2)(3) – – 0.08 UI

TJ1.25 Total Jitter(2)(3)
1.25 Gb/s(7)

– – 0.15 UI

DJ1.25 Deterministic Jitter(2)(3) – – 0.06 UI

TJ500 Total Jitter(2)(3)
500 Mb/s

– – 0.1 UI

DJ500 Deterministic Jitter(2)(3) – – 0.03 UI

Notes: 
1. Using same REFCLK input with TX phase alignment enabled for up to four consecutive transmitters (one fully populated GTP Quad).
2. Using PLL[0/1]_FBDIV = 2, 20-bit internal data width. These values are NOT intended for protocol specific compliance determinations.
3. All jitter values are based on a bit-error ratio of 1e-12.
4. PLL frequency at 3.2 GHz and TXOUT_DIV = 2.
5. PLL frequency at 1.6 GHz and TXOUT_DIV = 1.
6. PLL frequency at 2.5 GHz and TXOUT_DIV = 2.
7. PLL frequency at 2.5 GHz and TXOUT_DIV = 4.
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Table  55: GTP Transceiver Receiver Switching Characteristics

Symbol Description Min Typ Max Units

FGTPRX Serial data rate RX oversampler not enabled 0.500 – FGTPMAX Gb/s

TRXELECIDLE Time for RXELECIDLE to respond to loss or restoration of data – 10 – ns

RXOOBVDPP OOB detect threshold peak-to-peak 60 – 150 mV

RXSST
Receiver spread-spectrum 
tracking(1) Modulated @ 33 KHz –5000 – 5000 ppm

RXRL Run length (CID) – – 512 UI

RXPPMTOL Data/REFCLK PPM offset tolerance –1250 – 1250 ppm

SJ Jitter Tolerance(2)

JT_SJ6.6 Sinusoidal Jitter(3) 6.6 Gb/s 0.44 – – UI

JT_SJ5.0 Sinusoidal Jitter(3) 5.0 Gb/s 0.44 – – UI

JT_SJ4.25 Sinusoidal Jitter(3) 4.25 Gb/s 0.44 – – UI

JT_SJ3.75 Sinusoidal Jitter(3) 3.75 Gb/s 0.44 – – UI

JT_SJ3.2 Sinusoidal Jitter(3) 3.2 Gb/s(4) 0.45 – – UI

JT_SJ3.2L Sinusoidal Jitter(3) 3.2 Gb/s(5) 0.45 – – UI

JT_SJ2.5 Sinusoidal Jitter(3) 2.5 Gb/s(6) 0.5 – – UI

JT_SJ1.25 Sinusoidal Jitter(3) 1.25 Gb/s(7) 0.5 – – UI

JT_SJ500 Sinusoidal Jitter(3) 500 Mb/s 0.4 – – UI

SJ Jitter Tolerance with Stressed Eye(2)

JT_TJSE3.2
Total Jitter with Stressed Eye(8)

3.2 Gb/s 0.70 – – UI

JT_TJSE6.6 6.6 Gb/s 0.70 – – UI

JT_SJSE3.2 Sinusoidal Jitter with Stressed 
Eye(8)

3.2 Gb/s 0.1 – – UI

JT_SJSE6.6 6.6 Gb/s 0.1 – – UI

Notes: 
1. Using RXOUT_DIV = 1, 2, and 4.
2. All jitter values are based on a bit error ratio of 1e–12.
3. The frequency of the injected sinusoidal jitter is 10 MHz.
4. PLL frequency at 3.2 GHz and RXOUT_DIV = 2.
5. PLL frequency at 1.6 GHz and RXOUT_DIV = 1.
6. PLL frequency at 2.5 GHz and RXOUT_DIV = 2.
7. PLL frequency at 2.5 GHz and RXOUT_DIV = 4.
8. Composite jitter.
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GTP Transceiver Protocol Jitter Characteristics

For Table 56 through Table 60, the UG482: 7 Series FPGAs GTP Transceiver User Guide contains recommended settings 
for optimal usage of protocol specific characteristics.

Table  56: Gigabit Ethernet Protocol Characteristics

Description Line Rate (Mb/s) Min Max Units

Gigabit Ethernet Transmitter Jitter Generation

Total transmitter jitter (T_TJ) 1250 – 0.24 UI

Gigabit Ethernet Receiver High Frequency Jitter Tolerance

Total receiver jitter tolerance 1250 0.749 – UI

Table  57: XAUI Protocol Characteristics

Description Line Rate (Mb/s) Min Max Units

XAUI Transmitter Jitter Generation

Total transmitter jitter (T_TJ) 3125 – 0.35 UI

XAUI Receiver High Frequency Jitter Tolerance

Total receiver jitter tolerance 3125 0.65 – UI

Table  58: PCI Express Protocol Characteristics(1)

Standard Description Line Rate (Mb/s) Min Max Units

PCI Express Transmitter Jitter Generation

PCI Express Gen 1 Total transmitter jitter 2500 – 0.25 UI

PCI Express Gen 2 Total transmitter jitter 5000 – 0.25 UI

PCI Express Receiver High Frequency Jitter Tolerance

PCI Express Gen 1 Total receiver jitter tolerance 2500 0.65 – UI

PCI Express Gen 2(2)
Receiver inherent timing error

5000
0.40 – UI

Receiver inherent deterministic timing error 0.30 – UI

Notes: 
1. Tested per card electromechanical (CEM) methodology.
2. Using common REFCLK.

Table  59: CEI-6G Protocol Characteristics

Description Line Rate (Mb/s) Interface Min Max Units

CEI-6G Transmitter Jitter Generation

Total transmitter jitter(1) 4976–6375 CEI-6G-SR – 0.3 UI

CEI-6G Receiver High Frequency Jitter Tolerance

Total receiver jitter tolerance(1) 4976–6375 CEI-6G-SR 0.6 – UI

Notes: 
1. Tested at most commonly used line rate of 6250 Mb/s using 390.625 MHz reference clock.

http://www.xilinx.com
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09/20/12 1.4 In Table 1, updated the descriptions, changed VIN and Note 2, and added Note 4. In Table 2, changed 
descriptions and notes. Updated parameters in Table 3. Added Table 4. Revised the Power-On/Off 
Power Supply Sequencing section. Updated standards and specifications in Table 8, Table 9, and 
Table 10. Removed the XC7A350T device from data sheet.
Updated the AC Switching Characteristics section to the ISE 14.2 speed specifications throughout the 
document. Updated the IOB Pad Input/Output/3-State discussion and changed Table 17 by adding 
TIOIBUFDISABLE. Removed many of the combinatorial delay specifications and TCINCK/TCKCIN from 
Table 24.Changed FPFDMAX conditions in Table 34 and Table 35. Updated the GTP Transceiver 
Specifications section, moved the GTP Transceiver DC characteristics section to the overall DC 
Characteristics section, and added the GTP Transceiver Protocol Jitter Characteristics section. In 
Table 62, updated Note 1. In Table 63, updated TPOR. 

02/01/13 1.5 Updated the AC Switching Characteristics based upon the 14.4/2012.4 device pack for ISE 14.4 and 
Vivado 2012.4, both at v1.07 for the -3, -2, -2L (1.0V), -1 speed specifications, and v1.05 for the -2L 
(0.9V) speed specifications throughout the document. Production changes to Table 12 and Table 13 
for -3, -2, -2L (1.0V), -1 speed specifications.
Revised IDCIN and IDCOUT and added Note 5 in Table 1. Added Note 2 to Table 2. Updated Table 5. 
Added minimum current specifications to Table 6. Removed SSTL12 and HSTL_I_12 from Table 8. 
Removed DIFF_SSTL12 from Table 10. Updated Table 12. Added a 2:1 memory controller section to 
Table 15. Updated Note 1 in Table 31. Revised Table 33. Updated Note 1 and Note 2 in Table 46.
Updated DVPPIN in Table 47. Updated VIDIFF in Table 48. Removed TLOCK and TPHASE and revised 
FGCLK in Table 51. Updated TDLOCK in Table 52. Updated Table 53. In Table 54, updated TRTX, TFTX, 
VTXOOBVDPP, and revised Note 1 through Note 7. In Table 55, updated RXSST and RXPPMTOL and 
revised Note 4 through Note 7. In Table 60, revised and added Note 1.
Revised the maximum external channel input ranges in Table 62. In Table 63, revised FMCCK and 
added the Internal Configuration Access Port section.
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