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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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1.2 List of Products

Table 1.3 is a list of products, and Figure 1.1 shows how to read the product part no.

Table 1.3 List of Products (1/8)

Group Part No. Package
ROM 
Capacity

RAM 
Capacity

E2 Data 
Flash

Operating 
Frequency (Max.)

Operating 
Temp. Range

RX63N
(D version)

R5F563NECDLC PTLG0177KA-A 2 Mbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NEDDLC PTLG0177KA-A 2 Mbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NDCDLC PTLG0177KA-A 1.5 Mbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NDDDLC PTLG0177KA-A 1.5 Mbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NBCDLC PTLG0177KA-A 1 Mbyte 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NBDDLC PTLG0177KA-A 1 Mbyte 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NACDLC PTLG0177KA-A 768 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NADDLC PTLG0177KA-A 768 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NECDBG PLBG0176GA-A 2 Mbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NEDDBG PLBG0176GA-A 2 Mbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NDCDBG PLBG0176GA-A 1.5 Mbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NDDDBG PLBG0176GA-A 1.5 Mbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NBCDBG PLBG0176GA-A 1 Mbyte 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NBDDBG PLBG0176GA-A 1 Mbyte 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NACDBG PLBG0176GA-A 768 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NADDBG PLBG0176GA-A 768 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NFHDFC PLQP0176KB-A 2 Mbytes 256 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NFDDFC PLQP0176KB-A 2 Mbytes 256 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NKHDFC PLQP0176KB-A*1 2 Mbytes 192 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NKDDFC PLQP0176KB-A 2 Mbytes 192 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NECDFC PLQP0176KB-A 2 Mbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NEDDFC PLQP0176KB-A 2 Mbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NJHDFC PLQP0176KB-A*1 1.5 Mbytes 256 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NJDDFC PLQP0176KB-A*1 1.5 Mbytes 256 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NGHDFC PLQP0176KB-A*1 1.5 Mbytes 192 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NGDDFC PLQP0176KB-A*1 1.5 Mbytes 192 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NDCDFC PLQP0176KB-A 1.5 Mbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NDDDFC PLQP0176KB-A 1.5 Mbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NYHDFC PLQP0176KB-A 1 Mbyte 256 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NYDDFC PLQP0176KB-A 1 Mbyte 256 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NWHDFC PLQP0176KB-A 1 Mbyte 192 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NWDDFC PLQP0176KB-A 1 Mbyte 192 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NWGDFC PLQP0176KB-A 1 Mbyte 192 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NWCDFC PLQP0176KB-A 1 Mbyte 192 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NBCDFC PLQP0176KB-A 1 Mbyte 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NBDDFC PLQP0176KB-A 1 Mbyte 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NACDFC PLQP0176KB-A 768 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NADDFC PLQP0176KB-A 768 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NECDLK PTLG0145KA-A 2 Mbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NEDDLK PTLG0145KA-A 2 Mbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F563NDCDLK PTLG0145KA-A 1.5 Mbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C
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RX631
(D version)

R5F5631NDDFM PLQP0064KB-A 384 Kbytes 64 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631MCDFM PLQP0064KB-A 256 Kbytes 64 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631MDDFM PLQP0064KB-A 256 Kbytes 64 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631PCDFL PLQP0048KB-A 512 Kbytes 64 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631PDDFL PLQP0048KB-A 512 Kbytes 64 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631NCDFL PLQP0048KB-A 384 Kbytes 64 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631NDDFL PLQP0048KB-A 384 Kbytes 64 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631MCDFL PLQP0048KB-A 256 Kbytes 64 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631MDDFL PLQP0048KB-A 256 Kbytes 64 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56318SDLC PTLG0177KA-A 512 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56317SDLC PTLG0177KA-A 384 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56316SDLC PTLG0177KA-A 256 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56318SDBG PLBG0176GA-A*1 512 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56317SDBG PLBG0176GA-A*1 384 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56316SDBG PLBG0176GA-A*1 256 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56318SDFC PLQP0176KB-A*1 512 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56317SDFC PLQP0176KB-A*1 384 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56316SDFC PLQP0176KB-A*1 256 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56318SDLK PTLG0145KA-A 512 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56317SDLK PTLG0145KA-A 384 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56316SDLK PTLG0145KA-A 256 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56318SDFB PLQP144KA-A*1 512 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56317SDFB PLQP144KA-A*1 384 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56316SDFB PLQP144KA-A*1 256 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631PFDLH PTLG0064JA-A 512 Kbytes 64 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631MFDLH PTLG0064JA-A*1 256 Kbytes 64 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5S56310CDFC PLQP0176KB-A 0 bytes 128 Kbytes 0 bytes 100 MHz -40 to +85°C

RX631
(G version)
*2

R5F5631FDGFC PLQP0176KB-A 2 Mbytes 256 Kbytes 32 Kbytes 100 MHz -40 to +105°C

R5F5631KDGFC PLQP0176KB-A 2 Mbytes 192 Kbytes 32 Kbytes 100 MHz -40 to +105°C

R5F5631EDGFC PLQP0176KB-A 2 Mbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +105°C

R5F5631DDGFC PLQP0176KB-A 1.5 Mbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +105°C

R5F5631YDGFC PLQP0176KB-A 1 Mbyte 256 Kbytes 32 Kbytes 100 MHz -40 to +105°C

R5F5631WDGFC PLQP0176KB-A 1 Mbyte 192 Kbytes 32 Kbytes 100 MHz -40 to +105°C

R5F5631BDGFC PLQP0176KB-A 1 Mbyte 128 Kbytes 32 Kbytes 100 MHz -40 to +105°C

R5F5631ADGFC PLQP0176KB-A 768 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +105°C

R5F56318SGFC PLQP0176KB-A 512 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +105°C

R5F56318DGFC PLQP0176KB-A 512 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +105°C

R5F56317SGFC PLQP0176KB-A 384 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +105°C

R5F56317DGFC PLQP0176KB-A 384 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +105°C

R5F56316SGFC PLQP0176KB-A 256 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +105°C

R5F56316DGFC PLQP0176KB-A 256 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +105°C

R5F5631FDGFB PLQP0144KA-A 2 Mbytes 256 Kbytes 32 Kbytes 100 MHz -40 to +105°C

R5F5631KDGFB PLQP0144KA-A 2 Mbytes 192 Kbytes 32 Kbytes 100 MHz -40 to +105°C

R5F5631EDGFB PLQP0144KA-A 2 Mbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +105°C

R5F5631JDGFB PLQP0144KA-A 1.5 Mbytes 256 Kbytes 32 Kbytes 100 MHz -40 to +105°C

Table 1.3 List of Products (7/8)

Group Part No. Package
ROM 
Capacity

RAM 
Capacity

E2 Data 
Flash

Operating 
Frequency (Max.)

Operating 
Temp. Range
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16-bit timer pulse unit TIOCA0, TIOCB0
TIOCC0, TIOCD0

I/O The TGRA0 to TGRD0 input capture input/output compare 
output/PWM output pins.

TIOCA1, TIOCB1 I/O The TGRA1 and TGRB1 input capture input/output compare 
output/PWM output pins.

TIOCA2, TIOCB2 I/O The TGRA2 and TGRB2 input capture input/output compare 
output/PWM output pins.

TIOCA3, TIOCB3
TIOCC3, TIOCD3

I/O The TGRA3 to TGRD3 input capture input/output compare 
output/PWM output pins.

TIOCA4, TIOCB4 I/O The TGRA4 and TGRB4 input capture input/output compare 
output/PWM output pins.

TIOCA5, TIOCB5 I/O The TGRA5 and TGRB5 input capture input/output compare 
output/PWM output pins.

TCLKA, TCLKB
TCLKC, TCLKD

Input Input pins for external clock signals.

TIOCA6, TIOCB6
TIOCC6, TIOCD6

I/O The TGRA6 to TGRD6 input capture input/output compare 
output/PWM output pins.

TIOCA7, TIOCB7 I/O The TGRA7 and TGRB7 input capture input/output compare 
output/PWM output pins.

TIOCA8, TIOCB8 I/O The TGRA8 and TGRB8 input capture input/output compare 
output/PWM output pins.

TIOCA9, TIOCB9
TIOCC9, TIOCD9

I/O The TGRA9 to TGRD9 input capture input/output compare 
output/PWM output pins.

TIOCA10, TIOCB10 I/O The TGRA10 and TGRB10 input capture input/output compare 
output/PWM output pins.

TIOCA11, TIOCB11 I/O The TGRA11 and TGRB11 input capture input/output compare 
output/PWM output pins.

TCLKE, TCLKF
TCLKG, TCLKH

Input Input pins for external clock signals.

Programmable pulse 
generator

PO0 to PO31 Output Output pins for the pulse signals.

8-bit timer TMO0 to TMO3 Output Output pins for the compare match signals.

TMCI0 to TMCI3 Input Input pins for the external clock signals that drive for the 
counters.

TMRI0 to TMRI3 Input Input pins for the counter-reset signals.

Serial communications 
interface (SCIc)

 Asynchronous mode/clock synchronous mode

SCK0 to SCK11 I/O Input/output pins for clock signals.

RXD0 to RXD11 Input Input pins for data reception.

TXD0 to TXD11 Output Output pins for data transmission.

CTS0# to CTS11# Input Transmit/receive start control input pins

RTS0# to RTS11# Output Transmit/receive start control output pins

 Simple I2C mode

SSCL0 to SSCL11 I/O Input/output pins for the I2C clock

SSDA0 to SSDA11 I/O Input/output pins for the I2C data

Serial communications 
interface (SCIc)

 Simple SPI mode

SCK0 to SCK11 I/O Input/output pins for the clock

SMISO0 to SMISO11 I/O Input/output pins for slave transmit data.

SMOSI0 to SMOSI11 I/O Input/output pins for master transmit data.

SS0# to SS11# Input Input pins for chip select signals

Table 1.4 Pin Functions (3/6)

Classifications Pin Name I/O Description
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Serial communications 
interface (SCId)

 Asynchronous mode/clock synchronous mode

SCK12 I/O Input/output pin for clock signals.

RXD12 Input Input pin for data reception.

TXD12 Output Output pin for data transmission.

CTS12# Input Transmit/receive start control input pins

RTS12# Output Transmit/receive start control output pins

 Simple I2C mode

SSCL12 I/O Input/output pins for the I2C clock

SSDA12 I/O Input/output pins for the I2C data

 Simple SPI mode

SCK12 I/O Input/output pins for the clock

SMISO12 I/O Input/output pins for slave transmit data.

SMOSI12 I/O Input/output pins for master transmit data.

SS12# Input Input pins for chip select signals

 Extended serial mode

RXDX12 Input Input pin for receive data

TXDX12 Output Output pin for transmit data

SIOX12 I/O Input/output pin for Transmit/receive data

I2C bus interface SCL0[FM+], 
SCL1 to SCL3

I/O Input/output pin for clocks. Bus can be directly driven by the 
N-channel open drain output.

SDA0[FM+], 
SDA1 to SDA3

I/O Input/output pin for data. Bus can be directly driven by the 
N-channel open drain output.

Ethernet controller REF50CK Input 50-MHz reference clock. This pin inputs reference signals for 
transmission/reception timings in RMII mode.

RMII_CRS_DV Input Indicates that there are carrier detection signals and valid 
receive data on RMII_RXD1 and RMII_RXD0 in RMII mode.

RMII_TXD0, RMII_TXD1 Output 2-bit transmit data in RMII mode.

RMII_RXD0, RMII_RXD1 Input 2-bit receive data in RMII mode.

RMII_TXD_EN Output Output pin for data transmit enable signals in RMII mode.

RMII_RX_ER Input Indicates an error has occurred during reception of data in RMII 
mode.

ET_CRS Input Carrier detection/data reception enable pin.

ET_RX_DV Input Indicates that there are valid receive data on ET_ERXD3 to 
ET_ERXD0.

ET_EXOUT Output General-purpose external output pin.

ET_LINKSTA Input Inputs link status from the PHY-LSI.

ET_ETXD0 to ET_ETXD3 Output 4 bits of MII transmit data.

ET_ERXD0 to ET_ERXD3 Input 4 bits of MII receive data.

ET_TX_EN Output Transmit enable pin. Indicates that transmit data is ready on 
ET_ETXD3 to ET_ETXD0.

ET_TX_ER Output Transmit error pin. Notifies the PHY_LSI of an error during 
transmission.

ET_RX_ER Input Receive error pin. Recognizes an error during reception.

ET_TX_CLK Input Transmit clock pin. This pin inputs reference signals for output 
timings from ET_TX_EN, ET_ETXD3 to ET_ETXD0, and 
ET_TX_ER.

ET_RX_CLK Input Receive clock pin. This pin inputs reference signals for input 
timings to ET_RX_DV, ET_ERXD3 to ET_ERXD0, and 
ET_RX_ER.

ET_COL Input Inputs collision detection signals.

ET_WOL Output Receives Magic packets.

ET_MDC Output Outputs reference clock signals for information transfer via 
ET_MDIO.

Table 1.4 Pin Functions (4/6)

Classifications Pin Name I/O Description
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41 VSS

42 P23 EDACK0 MTIOC3D/MTCLKD/
TIOCD3/PO3

TXD3/CTS0#/RTS0#/
SMOSI3/SS0#/SSDA3/
USB0_DPUPE/PIXD7

43 P22 EDREQ0 MTIOC3B/MTCLKC/
TIOCC3/TMO0/PO2

SCK0/USB0_DRPD/
PIXD6

44 P21 MTIOC1B/TIOCA3/
TMCI0/PO1

RXD0/SMISO0/SSCL0/
SCL1/USB0_EXICEN/
PIXD5

IRQ9

45 P20 MTIOC1A/TIOCB3/
TMRI0/PO0

TXD0/SMOSI0/SSDA0/
SDA1/USB0_ID/PIXD4

IRQ8

46 P17 MTIOC3A/MTIOC3B/
TIOCB0/TCLKD/TMO1/
PO15/POE8#

SCK1/TXD3/SMOSI3/
SSDA3/MISOA/SDA2-DS/
IETXD/USB1_VBUS/
PIXD3

IRQ7 ADTRG#

47 P87 TIOCA2 PIXD2

48 P16 MTIOC3C/MTIOC3D/
TIOCB1/TCLKC/TMO2/
PO14/RTCOUT

TXD1/RXD3/SMOSI1/
SMISO3/SSDA1/SSCL3/
MOSIA/SCL2-DS/IERXD/
USB0_VBUS/
USB0_VBUSEN/
USB0_OVRCURB

IRQ6 ADTRG0#

49 P86 TIOCA0 PIXD1

50 P15 MTIOC0B/MTCLKB/
TIOCB2/TCLKB/TMCI2/
PO13

RXD1/SCK3/SMISO1/
SSCL1/CRX1-DS/
USB1_DPUPE/PIXD0

IRQ5

51 P14 MTIOC3A/MTCLKA/
TIOCB5/TCLKA/TMRI2/
PO15

CTS1#/RTS1#/SS1#/
CTX1/USB0_DPUPE/
USB0_OVRCURA

IRQ4

52 P85

53 P13 MTIOC0B/TIOCA5/TMO3/
PO13

TXD2/SMOSI2/SSDA2/
SDA0[FM+]

IRQ3 ADTRG#

54 P12 MTIC5U/TMCI1 RXD2/SMISO2/SSCL2/
SCL0[FM+]

IRQ2

55 P11 MTIC5V/TMCI3 SCK2 IRQ1

56 P10 MTIC5W/TMRI3 IRQ0

57 VCC_USB

58 USB0_DM

59 USB0_DP

60 VSS_USB

61 P57 WAIT#/WR3#/
BC3#/EDREQ1

62 P56 WR2#/BC2#/
EDACK1

MTIOC3C/TIOCA1

63 USB1_DM

64 USB1_DP

65 VCC_USB

66 P55 WAIT#/
EDREQ0

MTIOC4D/TMO3 ET_EXOUT/CRX1 IRQ10

67 P54 ALE/EDACK0 MTIOC4B/TMCI1 ET_LINKSTA/CTS2#/
RTS2#/SS2#/CTX1

68 P53*1 BCLK

69 P84

70 P52 RD# RXD2/SMISO2/SSCL2/
SSLB3

71 P51 WR1#/BC1#/
WAIT#

SCK2/SSLB2

Table 1.6 List of Pin and Pin Functions (176-Pin LQFP)  (2/5)

Pin Number

Power Supply
Clock System 
Control I/O Port

Bus
EXDMAC
SDRAMC

Timer Communications

Interrupt
S12AD,
AD, DA

176-Pin 
LQFP

(MTU, TPU, TMR, PPG, 
RTC, POE)

(ETHERC, SCIc, SCId, 
RSPI, RIIC, CAN, IEB, 
USB, and PDC)
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H4 P15 MTIOC0B/
MTCLKB/
TIOCB2/
TCLKB/TMCI2/
PO13

RXD1/SCK3/
SMISO1/SSCL1/
CRX1-DS

IRQ5

H5 P55 WAIT#/
EDREQ0

MTIOC4D/
TMO3

CRX1/ET_EXOUT IRQ10

H6 P54 ALE/EDACK0 MTIOC4B/
TMCI1

CTS2#/RTS2#/
SS2#/CTX1/
ET_LINKSTA

H7 PC7 A23/CS0# MTIOC3A/
MTCLKB/
TMO2/PO31

TXD8/SMOSI8/
SSDA8/MISOA/
ET_COL

IRQ14

H8 PC6 A22/CS1# MTIOC3C/
MTCLKA/
TMCI2/PO30

RXD8/SMISO8/
SSCL8/MOSIA/
ET_ETXD3

IRQ13

H9 PB6 A14 MTIOC3D/
TIOCA5/PO30

RXD9/SMISO9/
SSCL9/ET_ETXD1/
RMII_TXD1

H10 PB7 A15 MTIOC3B/
TIOCB5/PO31

TXD9/SMOSI9/
SSDA9/ET_CRS/
RMII_CRS_DV

J1 P24 CS4#/
EDREQ1

MTIOC4A/
MTCLKA/
TIOCB4/
TMRI1/PO4

SCK3/
USB0_VBUSEN

J2 P21 MTIOC1B/
TIOCA3/
TMCI0/PO1

RXD0/SMISO0/
SSCL0/
USB0_EXICEN

IRQ9

J3 P17 MTIOC3A/
MTIOC3B/
TIOCB0/
TCLKD/TMO1/
PO15/POE8#

SCK1/TXD3/
SMOSI3/SSDA3/
MISOA/SDA2-DS/
IETXD

IRQ7 ADTRG#

J4 P13 MTIOC0B/
TIOCA5/TMO3/
PO13

TXD2/SMOSI2/
SSDA2/SDA0[FM+]

IRQ3 ADTRG#

J5 VSS_USB

J6 VCC_USB

J7 P50 WR0#/WR# TXD2/SMOSI2/
SSDA2/SSLB1

J8 PC4 A20/CS3# MTIOC3D/
MTCLKC/
TMCI1/PO25/
POE0#

SCK5/CTS8#/
RTS8#/SS8#/
SSLA0/ET_TX_CLK

J9 PC0 A16 MTIOC3C/
TCLKC/PO17

CTS5#/RTS5#/
SS5#/SSLA1/
ET_ERXD3

IRQ14

J10 PC1 A17 MTIOC3A/
TCLKD/PO18

SCK5/SSLA2/
ET_ERXD2

IRQ12

K1 P23 EDACK0 MTIOC3D/
MTCLKD/
TIOCD3/PO3

TXD3/CTS0#/
RTS0#/SMOSI3/
SS0#/SSDA3/
USB0_DPUPE

Table 1.9 List of Pins and Pin Functions (100-Pin TFLGA) (4/5)

Pin No. Power Supply 
Clock

System 
Control

I/O Port
Bus

EXDMAC

Timers Communications

Interrupt
S12AD

AD
DA

100-pin
TFLGA

(MTU, TPU, 
TMR, PPG, 
RTC, POE)

(ETHERC, SCIc, 
SCId, RSPI, RIIC, 
CAN, IEB, USB)
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Note 1. Enabled only for the ROM capacity of 768 Kbytes or more.
Note 2. The BCLK function is multiplexed with the I/O port function for pin P53, so the port function is not available if the external bus is 

enabled.

K2 P22 EDREQ0 MTIOC3B/
MTCLKC/
TIOCC3/TMO0/
PO2

SCK0/USB0_DRPD

K3 P20 MTIOC1A/
TIOCB3/
TMRI0/PO0

TXD0/SMOSI0/
SSDA0/USB0_ID

IRQ8

K4 P14 MTIOC3A/
MTCLKA/
TIOCB5/
TCLKA/TMRI2/
PO15

CTS1#/RTS1#/
SS1#/CTX1/
USB0_DPUPE/
USB0_OVRCURA

IRQ4

K5 USB0_DM

K6 USB0_DP

K7 P51 WR1#/BC1#/
WAIT#

SCK2/SSLB2

K8 PC5 A21/CS2#/
WAIT#

MTIOC3B/
MTCLKD/
TMRI2/PO29

SCK8/RSPCKA/
ET_ETXD2

K9 PC3 A19 MTIOC4D/
TCLKB/PO24

TXD5/SMOSI5/
SSDA5/IETXD/
ET_TX_ER

K10 PC2 A18 MTIOC4B/
TCLKA/PO21

RXD5/SMISO5/
SSCL5/SSLA3/
IERXD/ET_RX_DV

Table 1.9 List of Pins and Pin Functions (100-Pin TFLGA) (5/5)

Pin No. Power Supply 
Clock

System 
Control

I/O Port
Bus

EXDMAC

Timers Communications

Interrupt
S12AD

AD
DA

100-pin
TFLGA

(MTU, TPU, 
TMR, PPG, 
RTC, POE)

(ETHERC, SCIc, 
SCId, RSPI, RIIC, 
CAN, IEB, USB)
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Table 1.10 List of Pins and Pin Functions (100-Pin LQFP) (1/4)

Pin No.

Power Supply 
Clock
System Control I/O Port

Bus
EXDMAC

Timers Communications

Interrupt

S12AD
AD
DA

100-pin 
LQFP

(MTU, TPU, TMR, PPG, 
RTC, POE)

(ETHERC, SCIc, SCId, 
RSPI, RIIC, CAN, IEB, 
USB)

1 VREFH

2 EMLE

3 VREFL

4 PJ3 MTIOC3C CTS6#/RTS6#/CTS0#/
RTS0#/SS6#/SS0#

5 VCL

6 VBATT

7 MD/FINED

8 XCIN

9 XCOUT

10 RES#

11 XTAL P37

12 VSS

13 EXTAL P36

14 VCC

15 P35 NMI

16 TRST# P34 MTIOC0A/TMCI3/
PO12/POE2#

SCK6/SCK0/
USB0_DPRPD

IRQ4

17 P33 MTIOC0D/TIOCD0/
TMRI3/PO11/POE3#

RXD6/RXD0/SMISO6/
SMISO0/SSCL6/
SSCL0/CRX0*1

IRQ3-DS

18 P32 MTIOC0C/TIOCC0/
TMO3/PO10/RTCOUT/
RTCIC2

TXD6/TXD0/SMOSI6/
SMOSI0/SSDA6/
SSDA0/CTX0*1/
USB0_VBUSEN

IRQ2-DS

19 TMS P31 MTIOC4D/TMCI2/PO9/
RTCIC1

CTS1#/RTS1#/SS1#/
SSLB0/USB0_DPUPE

IRQ1-DS

20 TDI P30 MTIOC4B/TMRI3/PO8/
RTCIC0/POE8#

RXD1/SMISO1/SSCL1/
MISOB/USB0_DRPD

IRQ0-DS

21 TCK/FINEC P27 CS7# MTIOC2B/TMCI3/PO7 SCK1/RSPCKB

22 TDO P26 CS6# MTIOC2A/TMO1/PO6 TXD1/CTS3#/RTS3#/
SMOSI1/SS3#/SSDA1/
MOSIB

23 P25 CS5#/EDACK1 MTIOC4C/MTCLKB/
TIOCA4/PO5

RXD3/SMISO3/SSCL3/
USB0_DPRPD

ADTRG0#

24 P24 CS4#/EDREQ1 MTIOC4A/MTCLKA/
TIOCB4/TMRI1/PO4

SCK3/USB0_VBUSEN

25 P23 EDACK0 MTIOC3D/MTCLKD/
TIOCD3/PO3

TXD3/CTS0#/RTS0#/
SMOSI3/SS0#/SSDA3/
USB0_DPUPE

26 P22 EDREQ0 MTIOC3B/MTCLKC/
TIOCC3/TMO0/PO2

SCK0/USB0_DRPD

27 P21 MTIOC1B/TIOCA3/
TMCI0/PO1

RXD0/SMISO0/SSCL0/
USB0_EXICEN

IRQ9

28 P20 MTIOC1A/TIOCB3/
TMRI0/PO0

TXD0/SMOSI0/SSDA0/
USB0_ID

IRQ8

29 P17 MTIOC3A/MTIOC3B/
TIOCB0/TCLKD/TMO1/
PO15/POE8#

SCK1/TXD3/SMOSI3/
SSDA3/MISOA/SDA2-
DS/IETXD

IRQ7 ADTRG#

30 P16 MTIOC3C/MTIOC3D/
TIOCB1/TCLKC/TMO2/
PO14/RTCOUT

TXD1/RXD3/SMOSI1/
SMISO3/SSDA1/
SSCL3/MOSIA/SCL2-
DS/IERXD/
USB0_VBUS/
USB0_VBUSEN/
USB0_OVRCURB

IRQ6 ADTRG0#
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59 PB1 A9 MTIOC0C/MTIOC4C/
TIOCB3/TMCI0/PO25

TXD6/SMOSI6/SSDA6/
ET_ERXD0/
RMII_RXD0

IRQ4-DS

60 VCC

61 PB0 A8 MTIC5W/TIOCA3/PO24 RXD6/SMISO6/SSCL6/
RSPCKA/ET_ERXD1/
RMII_RXD1

IRQ12

62 VSS

63 PA7 A7 TIOCB2/PO23 MISOA/ET_WOL

64 PA6 A6 MTIC5V/MTCLKB/
TIOCA2/TMCI3/PO22/
POE2#

CTS5#/RTS5#/SS5#/
MOSIA/ET_EXOUT

65 PA5 A5 TIOCB1/PO21 RSPCKA/ET_LINKSTA

66 PA4 A4 MTIC5U/MTCLKA/
TIOCA1/TMRI0/PO20

TXD5/SMOSI5/SSDA5/
SSLA0/ET_MDC

IRQ5-DS

67 PA3 A3 MTIOC0D/MTCLKD/
TIOCD0/TCLKB/PO19

RXD5/SMISO5/SSCL5/
ET_MDIO

IRQ6-DS

68 PA2 A2 PO18 RXD5/SMISO5/SSCL5/
SSLA3

69 PA1 A1 MTIOC0B/MTCLKC/
TIOCB0/PO17

SCK5/SSLA2/ET_WOL IRQ11

70 PA0 A0/BC0# MTIOC4A/TIOCA0/
PO16

SSLA1/ET_TX_EN/
RMII_TXD_EN

71 PE7 D15[A15/D15] MISOB IRQ7 AN5

72 PE6 D14[A14/D14] MOSIB IRQ6 AN4

73 PE5 D13[A13/D13] MTIOC4C/MTIOC2B RSPCKB/ET_RX_CLK/
REF50CK

IRQ5 AN3

74 PE4 D12[A12/D12] MTIOC4D/MTIOC1A/
PO28

SSLB0/ET_ERXD2 AN2

75 PE3 D11[A11/D11] MTIOC4B/PO26/POE8# CTS12#/RTS12#/
SS12#/MISOB/
ET_ERXD3

AN1

76 PE2 D10[A10/D10] MTIOC4A/PO23 RXD12/SMISO12/
SSCL12/RXDX12/
SSLB3/MOSIB

IRQ7-DS AN0

77 PE1 D9[A9/D9] MTIOC4C/PO18 TXD12/SMOSI12/
SSDA12/TXDX12/
SIOX12/SSLB2/
RSPCKB

ANEX1

78 PE0 D8[A8/D8] SCK12/SSLB1 ANEX0

79 PD7 D7[A7/D7] MTIC5U/POE0# IRQ7 AN7

80 PD6 D6[A6/D6] MTIC5V/POE1# IRQ6 AN6

81 PD5 D5[A5/D5] MTIC5W/POE2# IRQ5 AN013

82 PD4 D4[A4/D4] POE3# IRQ4 AN012

83 PD3 D3[A3/D3] POE8# IRQ3 AN011

84 PD2 D2[A2/D2] MTIOC4D CRX0*1 IRQ2 AN010

85 PD1 D1[A1/D1] MTIOC4B CTX0*1 IRQ1 AN009

86 PD0 D0[A0/D0] IRQ0 AN008

87 P47 IRQ15-DS AN007

88 P46 IRQ14-DS AN006

89 P45 IRQ13-DS AN005

90 P44 IRQ12-DS AN004

91 P43 IRQ11-DS AN003

92 P42 IRQ10-DS AN002

93 P41 IRQ9-DS AN001

Table 1.10 List of Pins and Pin Functions (100-Pin LQFP) (3/4)

Pin No.

Power Supply 
Clock
System Control I/O Port

Bus
EXDMAC

Timers Communications

Interrupt

S12AD
AD
DA

100-pin 
LQFP

(MTU, TPU, TMR, PPG, 
RTC, POE)

(ETHERC, SCIc, SCId, 
RSPI, RIIC, CAN, IEB, 
USB)
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0008 7128h ICU DTC activation enable register 040 DTCER040 8 8 2 ICLK ICUb

0008 712Ah ICU DTC activation enable register 042 DTCER042 8 8 2 ICLK

0008 712Bh ICU DTC activation enable register 043 DTCER043 8 8 2 ICLK

0008 712Dh ICU DTC activation enable register 045 DTCER045 8 8 2 ICLK

0008 712Eh ICU DTC activation enable register 046 DTCER046 8 8 2 ICLK

0008 7140h ICU DTC activation enable register 064 DTCER064 8 8 2 ICLK

0008 7141h ICU DTC activation enable register 065 DTCER065 8 8 2 ICLK

0008 7142h ICU DTC activation enable register 066 DTCER066 8 8 2 ICLK

0008 7143h ICU DTC activation enable register 067 DTCER067 8 8 2 ICLK

0008 7144h ICU DTC activation enable register 068 DTCER068 8 8 2 ICLK

0008 7145h ICU DTC activation enable register 069 DTCER069 8 8 2 ICLK

0008 7146h ICU DTC activation enable register 070 DTCER070 8 8 2 ICLK

0008 7147h ICU DTC activation enable register 071 DTCER071 8 8 2 ICLK

0008 7148h ICU DTC activation enable register 072 DTCER072 8 8 2 ICLK

0008 7149h ICU DTC activation enable register 073 DTCER073 8 8 2 ICLK

0008 714Ah ICU DTC activation enable register 074 DTCER074 8 8 2 ICLK

0008 714Bh ICU DTC activation enable register 075 DTCER075 8 8 2 ICLK

0008 714Ch ICU DTC activation enable register 076 DTCER076 8 8 2 ICLK

0008 714Dh ICU DTC activation enable register 077 DTCER077 8 8 2 ICLK

0008 714Eh ICU DTC activation enable register 078 DTCER078 8 8 2 ICLK

0008 714Fh ICU DTC activation enable register 079 DTCER079 8 8 2 ICLK

0008 7162h ICU DTC activation enable register 098 DTCER098 8 8 2 ICLK

0008 7166h ICU DTC activation enable register 102 DTCER102 8 8 2 ICLK

0008 717Eh ICU DTC activation enable register 126 DTCER126 8 8 2 ICLK

0008 717Fh ICU DTC activation enable register 127 DTCER127 8 8 2 ICLK

0008 7180h ICU DTC activation enable register 128 DTCER128 8 8 2 ICLK

0008 7181h ICU DTC activation enable register 129 DTCER129 8 8 2 ICLK

0008 7182h ICU DTC activation enable register 130 DTCER130 8 8 2 ICLK

0008 7183h ICU DTC activation enable register 131 DTCER131 8 8 2 ICLK

0008 7184h ICU DTC activation enable register 132 DTCER132 8 8 2 ICLK

0008 7185h ICU DTC activation enable register 133 DTCER133 8 8 2 ICLK

0008 7186h ICU DTC activation enable register 134 DTCER134 8 8 2 ICLK

0008 7187h ICU DTC activation enable register 135 DTCER135 8 8 2 ICLK

0008 7188h ICU DTC activation enable register 136 DTCER136 8 8 2 ICLK

0008 7189h ICU DTC activation enable register 137 DTCER137 8 8 2 ICLK

0008 718Ah ICU DTC activation enable register 138 DTCER138 8 8 2 ICLK

0008 718Bh ICU DTC activation enable register 139 DTCER139 8 8 2 ICLK

0008 718Ch ICU DTC activation enable register 140 DTCER140 8 8 2 ICLK

0008 718Dh ICU DTC activation enable register 141 DTCER141 8 8 2 ICLK

0008 718Eh ICU DTC activation enable register 142 DTCER142 8 8 2 ICLK

0008 718Fh ICU DTC activation enable register 143 DTCER143 8 8 2 ICLK

0008 7190h ICU DTC activation enable register 144 DTCER144 8 8 2 ICLK

0008 7191h ICU DTC activation enable register 145 DTCER145 8 8 2 ICLK

0008 7194h ICU DTC activation enable register 148 DTCER148 8 8 2 ICLK

0008 7195h ICU DTC activation enable register 149 DTCER149 8 8 2 ICLK

0008 7196h ICU DTC activation enable register 150 DTCER150 8 8 2 ICLK

0008 7197h ICU DTC activation enable register 151 DTCER151 8 8 2 ICLK

0008 7198h ICU DTC activation enable register 152 DTCER152 8 8 2 ICLK

0008 7199h ICU DTC activation enable register 153 DTCER153 8 8 2 ICLK

0008 719Ah ICU DTC activation enable register 154 DTCER154 8 8 2 ICLK

0008 719Bh ICU DTC activation enable register 155 DTCER155 8 8 2 ICLK

Table 4.1 List of I/O Registers (Address Order) (9/50)

Address
Module 
Symbol Register Name

Register 
Symbol

Number 
of Bits

Access 
Size

Number of Access States
Related 
Function ICLKPCLK  ICLK<PCLK
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0008 814Ch TPU3 Timer general register C TGRC 16 16 2, 3 PCLKB 2 ICLK TPUa

0008 814Eh TPU3 Timer general register D TGRD 16 16 2, 3 PCLKB 2 ICLK

0008 8150h TPU4 Timer control register TCR 8 8 2, 3 PCLKB 2 ICLK

0008 8151h TPU4 Timer mode register TMDR 8 8 2, 3 PCLKB 2 ICLK

0008 8152h TPU4 Timer I/O control register TIOR 8 8 2, 3 PCLKB 2 ICLK

0008 8154h TPU4 Timer interrupt enable register TIER 8 8 2, 3 PCLKB 2 ICLK

0008 8155h TPU4 Timer status register TSR 8 8 2, 3 PCLKB 2 ICLK

0008 8156h TPU4 Timer counter TCNT 16 16 2, 3 PCLKB 2 ICLK

0008 8158h TPU4 Timer general register A TGRA 16 16 2, 3 PCLKB 2 ICLK

0008 815Ah TPU4 Timer general register B TGRB 16 16 2, 3 PCLKB 2 ICLK

0008 8160h TPU5 Timer control register TCR 8 8 2, 3 PCLKB 2 ICLK

0008 8161h TPU5 Timer mode register TMDR 8 8 2, 3 PCLKB 2 ICLK

0008 8162h TPU5 Timer I/O control register TIOR 8 8 2, 3 PCLKB 2 ICLK

0008 8164h TPU5 Timer interrupt enable register TIER 8 8 2, 3 PCLKB 2 ICLK

0008 8165h TPU5 Timer status register TSR 8 8 2, 3 PCLKB 2 ICLK

0008 8166h TPU5 Timer counter TCNT 16 16 2, 3 PCLKB 2 ICLK

0008 8168h TPU5 Timer general register A TGRA 16 16 2, 3 PCLKB 2 ICLK

0008 816Ah TPU5 Timer general register B TGRB 16 16 2, 3 PCLKB 2 ICLK

0008 8170h TPUB Timer start register TSTR 8 8 2, 3 PCLKB 2 ICLK

0008 8171h TPUB Timer synchronous register TSYR 8 8 2, 3 PCLKB 2 ICLK

0008 8178h TPU6 Noise filter control register NFCR 8 8 2, 3 PCLKB 2 ICLK

0008 8179h TPU7 Noise filter control register NFCR 8 8 2, 3 PCLKB 2 ICLK

0008 817Ah TPU8 Noise filter control register NFCR 8 8 2, 3 PCLKB 2 ICLK

0008 817Bh TPU9 Noise filter control register NFCR 8 8 2, 3 PCLKB 2 ICLK

0008 817Ch TPU10 Noise filter control register NFCR 8 8 2, 3 PCLKB 2 ICLK

0008 817Dh TPU11 Noise filter control register NFCR 8 8 2, 3 PCLKB 2 ICLK

0008 8180h TPU6 Timer control register TCR 8 8 2, 3 PCLKB 2 ICLK

0008 8181h TPU6 Timer mode register TMDR 8 8 2, 3 PCLKB 2 ICLK

0008 8182h TPU6 Timer I/O control register H TIORH 8 8 2, 3 PCLKB 2 ICLK

0008 8183h TPU6 Timer I/O control register L TIORL 8 8 2, 3 PCLKB 2 ICLK

0008 8184h TPU6 Timer interrupt enable register TIER 8 8 2, 3 PCLKB 2 ICLK

0008 8185h TPU6 Timer status register TSR 8 8 2, 3 PCLKB 2 ICLK

0008 8186h TPU6 Timer counter TCNT 16 16 2, 3 PCLKB 2 ICLK

0008 8188h TPU6 Timer general register A TGRA 16 16 2, 3 PCLKB 2 ICLK

0008 818Ah TPU6 Timer general register B TGRB 16 16 2, 3 PCLKB 2 ICLK

0008 818Ch TPU6 Timer general register C TGRC 16 16 2, 3 PCLKB 2 ICLK

0008 818Eh TPU6 Timer general register D TGRD 16 16 2, 3 PCLKB 2 ICLK

0008 8190h TPU7 Timer control register TCR 8 8 2, 3 PCLKB 2 ICLK

0008 8191h TPU7 Timer mode register TMDR 8 8 2, 3 PCLKB 2 ICLK

0008 8192h TPU7 Timer I/O control register TIOR 8 8 2, 3 PCLKB 2 ICLK

0008 8194h TPU7 Timer interrupt enable register TIER 8 8 2, 3 PCLKB 2 ICLK

0008 8195h TPU7 Timer status register TSR 8 8 2, 3 PCLKB 2 ICLK

0008 8196h TPU7 Timer counter TCNT 16 16 2, 3 PCLKB 2 ICLK

0008 8198h TPU7 Timer general register A TGRA 16 16 2, 3 PCLKB 2 ICLK

0008 819Ah TPU7 Timer general register B TGRB 16 16 2, 3 PCLKB 2 ICLK

0008 81A0h TPU8 Timer control register TCR 8 8 2, 3 PCLKB 2 ICLK

0008 81A1h TPU8 Timer mode register TMDR 8 8 2, 3 PCLKB 2 ICLK

0008 81A2h TPU8 Timer I/O control register TIOR 8 8 2, 3 PCLKB 2 ICLK

0008 81A4h TPU8 Timer interrupt enable register TIER 8 8 2, 3 PCLKB 2 ICLK

0008 81A5h TPU8 Timer status register TSR 8 8 2, 3 PCLKB 2 ICLK

0008 81A6h TPU8 Timer counter TCNT 16 16 2, 3 PCLKB 2 ICLK

Table 4.1 List of I/O Registers (Address Order) (16/50)

Address
Module 
Symbol Register Name

Register 
Symbol

Number 
of Bits

Access 
Size

Number of Access States
Related 
Function ICLKPCLK  ICLK<PCLK
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0009 1428h CAN1 Mask invalid register MKIVLR 32 8, 16, 32 2, 3 PCLKB 2 ICLK CAN

0009 142Ch CAN1 Mailbox interrupt enable register MIER 32 8, 16, 32 2, 3 PCLKB 2 ICLK

0009 1820h 
to 0009 
183Fh

CAN1 Message control registers 0 to 31 MCTL0 to 31 8 8 2, 3 PCLKB 2 ICLK

0009 1840h CAN1 Control register CTLR 16 8, 16 2, 3 PCLKB 2 ICLK

0009 1842h CAN1 Status register STR 16 8, 16 2, 3 PCLKB 2 ICLK

0009 1844h CAN1 Bit configuration register BCR 32 8, 16, 32 2, 3 PCLKB 2 ICLK

0009 1848h CAN1 Receive FIFO control register RFCR 8 8 2, 3 PCLKB 2 ICLK

0009 1849h CAN1 Receive FIFO pointer control register RFPCR 8 8 2, 3 PCLKB 2 ICLK

0009 184Ah CAN1 Transmit FIFO control register TFCR 8 8 2, 3 PCLKB 2 ICLK

0009 184Bh CAN1 Transmit FIFO pointer control register TFPCR 8 8 2, 3 PCLKB 2 ICLK

0009 184Ch CAN1 Error interrupt enable register EIER 8 8 2, 3 PCLKB 2 ICLK

0009 184Dh CAN1 Error interrupt factor judge register EIFR 8 8 2, 3 PCLKB 2 ICLK

0009 184Eh CAN1 Receive error count register RECR 8 8 2, 3 PCLKB 2 ICLK

0009 184Fh CAN1 Transmit error count register TECR 8 8 2, 3 PCLKB 2 ICLK

0009 1850h CAN1 Error code store register ECSR 8 8 2, 3 PCLKB 2 ICLK

0009 1851h CAN1 Channel search support register CSSR 8 8 2, 3 PCLKB 2 ICLK

0009 1852h CAN1 Mailbox search status register MSSR 8 8 2, 3 PCLKB 2 ICLK

0009 1853h CAN1 Mailbox search mode register MSMR 8 8 2, 3 PCLKB 2 ICLK

0009 1854h CAN1 Time stamp register TSR 16 8, 16 2, 3 PCLKB 2 ICLK

0009 1856h CAN1 Acceptance filter support register AFSR 16 8, 16 2, 3 PCLKB 2 ICLK

0009 1858h CAN1 Test control register TCR 8 8 2, 3 PCLKB 2 ICLK

0009 2200h 
to 
0009 23FFh

CAN2 Mailbox registers 0 to 31 MB0 to 31 128 8, 16, 32 2, 3 PCLKB 2 ICLK

0009 2400h 
to 
0009 241Fh

CAN2 Mask register 0 to 7 MKR0 to 7 32 8, 16, 32 2, 3 PCLKB 2 ICLK

0009 2420h CAN2 FIFO received ID compare register 0 FIDCR0 32 8, 16, 32 2, 3 PCLKB 2 ICLK

0009 2424h CAN2 FIFO received ID compare register 1 FIDCR1 32 8, 16, 32 2, 3 PCLKB 2 ICLK

0009 2428h CAN2 Mask invalid register MKIVLR 32 8, 16, 32 2, 3 PCLKB 2 ICLK

0009 242Ch CAN2 Mailbox interrupt enable register MIER 32 8, 16, 32 2, 3 PCLKB 2 ICLK

0009 2820h 
to 
0009 283Fh

CAN2 Message control registers 0 to 31 MCTL0 to 31 8 8 2, 3 PCLKB 2 ICLK

0009 2840h CAN2 Control register CTLR 16 8, 16 2, 3 PCLKB 2 ICLK

0009 2842h CAN2 Status register STR 16 8, 16 2, 3 PCLKB 2 ICLK

0009 2844h CAN2 Bit configuration register BCR 32 8, 16, 32 2, 3 PCLKB 2 ICLK

0009 2848h CAN2 Receive FIFO control register RFCR 8 8 2, 3 PCLKB 2 ICLK

0009 2849h CAN2 Receive FIFO pointer control register RFPCR 8 8 2, 3 PCLKB 2 ICLK

0009 284Ah CAN2 Transmit FIFO control register TFCR 8 8 2, 3 PCLKB 2 ICLK

0009 284Bh CAN2 Transmit FIFO pointer control register TFPCR 8 8 2, 3 PCLKB 2 ICLK

0009 284Ch CAN2 Error interrupt enable register EIER 8 8 2, 3 PCLKB 2 ICLK

0009 284Dh CAN2 Error interrupt factor judge register EIFR 8 8 2, 3 PCLKB 2 ICLK

0009 284Eh CAN2 Receive error count register RECR 8 8 2, 3 PCLKB 2 ICLK

0009 284Fh CAN2 Transmit error count register TECR 8 8 2, 3 PCLKB 2 ICLK

0009 2850h CAN2 Error code store register ECSR 8 8 2, 3 PCLKB 2 ICLK

0009 2851h CAN2 Channel search support register CSSR 8 8 2, 3 PCLKB 2 ICLK

0009 2852h CAN2 Mailbox search status register MSSR 8 8 2, 3 PCLKB 2 ICLK

0009 2853h CAN2 Mailbox search mode register MSMR 8 8 2, 3 PCLKB 2 ICLK

0009 2854h CAN2 Time stamp register TSR 16 16 2, 3 PCLKB 2 ICLK

0009 2856h CAN2 Acceptance filter support register AFSR 16 16 2, 3 PCLKB 2 ICLK

0009 2858h CAN2 Test control register TCR 8 8 2, 3 PCLKB 2 ICLK

Table 4.1 List of I/O Registers (Address Order) (37/50)

Address
Module 
Symbol Register Name

Register 
Symbol

Number 
of Bits

Access 
Size

Number of Access States
Related 
Function ICLKPCLK  ICLK<PCLK
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000A 00D0h USB0 Device address 0 configuration register DEVADD0 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 00D2h USB0 Device address 1 configuration register DEVADD1 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

USBa

000A 00D4h USB0 Device address 2 configuration register DEVADD2 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 00D6h USB0 Device address 3 configuration register DEVADD3 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 00D8h USB0 Device address 4 configuration register DEVADD4 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 00DAh USB0 Device address 5 configuration register DEVADD5 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 0200h USB1 System configuration control register SYSCFG 16 16 3 to 4 PCLKB 2, 3 ICLK

000A 0204h USB1 System configuration status register 0 SYSSTS0 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 0208h USB1 Device state control register 0 DVSTCTR0 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 0214h USB1 CFIFO port register CFIFO 16 8, 16 3 to 4 PCLKB 2, 3 ICLK

000A 0218h USB1 D0FIFO port register D0FIFO 16 8, 16 3 to 4 PCLKB 2, 3 ICLK

000A 021Ch USB1 D1FIFO port register D1FIFO 16 8, 16 3 to 4 PCLKB 2, 3 ICLK

000A 0220h USB1 CFIFO port select register CFIFOSEL 16 16 3 to 4 PCLKB 2, 3 ICLK

000A 0222h USB1 CFIFO port control register CFIFOCTR 16 16 3 to 4 PCLKB 2, 3 ICLK

000A 0228h USB1 D0FIFO port select register D0FIFOSEL 16 16 3 to 4 PCLKB 2, 3 ICLK USBa

000A 022Ah USB1 D0FIFO port control register D0FIFOCTR 16 16 3 to 4 PCLKB 2, 3 ICLK

000A 022Ch USB1 D1FIFO port select register D1FIFOSEL 16 16 3 to 4 PCLKB 2, 3 ICLK

000A 022Eh USB1 D1FIFO port control register D1FIFOCTR 16 16 3 to 4 PCLKB 2, 3 ICLK

Table 4.1 List of I/O Registers (Address Order) (43/50)

Address
Module 
Symbol Register Name

Register 
Symbol

Number 
of Bits

Access 
Size

Number of Access States
Related 
Function ICLKPCLK  ICLK<PCLK
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000A 02A0h USB1 Pipe 5 transaction counter enable register PIPE5TRE 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 02A2h USB1 Pipe 5 transaction counter register PIPE5TRN 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 0400h USB Deep standby USB transceiver control/pin monitor 
register

DPUSR0R 32 32 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 0404h USB Deep standby USB suspend/resume interrupt register DPUSR1R 32 32 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 0500h PDC PDC Control Register 0 PCCR0 32 32 2, 3PCLKA 2 ICLK PDC

000A 0504h PDC PDC Control Register 1 PCCR1 32 32 2, 3PCLKA 2 ICLK

000A 0508h PDC PDC Status Register PCSR 32 32 2, 3PCLKA 2 ICLK

000A 050Ch PDC PDC Pin Monitor Register PCMONR 32 32 2, 3PCLKA 2 ICLK

000A 0510h PDC PDC Receive Data Register PCDR 32 32 2, 3PCLKA 2 ICLK

000A 0514h PDC Vertical Capture Register VCR 32 32 2, 3PCLKA 2 ICLK

000A 0518h PDC Horizontal Capture Register HCR 32 32 2, 3PCLKA 2 ICLK

000C 0000h EDMAC EDMAC mode register EDMR 32 32 5, 6 PCLKA — EDMAC

000C 0008h EDMAC EDMAC transmit request register EDTRR 32 32 5, 6 PCLKA —

000C 0010h EDMAC EDMAC receive request register EDRRR 32 32 5, 6 PCLKA —

000C 0018h EDMAC Transmit descriptor list start address register TDLAR 32 32 5, 6 PCLKA —

000C 0020h EDMAC Receive descriptor list start address register RDLAR 32 32 5, 6 PCLKA —

000C 0028h EDMAC ETHERC/EDMAC status register EESR 32 32 5, 6 PCLKA —

000C 0030h EDMAC ETHERC/EDMAC status interrupt permission register EESIPR 32 32 5, 6 PCLKA —

000C 0038h EDMAC Transmit/receive status copy enable register TRSCER 32 32 5, 6 PCLKA —

000C 0040h EDMAC Receive missed-frame counter register RMFCR 32 32 5, 6 PCLKA —

000C 0048h EDMAC Transmit FIFO threshold register TFTR 32 32 5, 6 PCLKA —

000C 0050h EDMAC FIFO depth register FDR 32 32 5, 6 PCLKA —

000C 0058h EDMAC Receiving method control register RMCR 32 32 5, 6 PCLKA —

000C 0064h EDMAC Transmit FIFO underrun counter TFUCR 32 32 5, 6 PCLKA —

000C 0068h EDMAC Receive FIFO overflow counter RFOCR 32 32 5, 6 PCLKA —

000C 006Ch EDMAC Independent output signal setting register IOSR 32 32 5, 6 PCLKA — EDMAC

000C 0070h EDMAC Flow control start FIFO threshold setting register FCFTR 32 32 5, 6 PCLKA —

000C 0078h EDMAC Receive data padding insert register RPADIR 32 32 5, 6 PCLKA —

000C 007Ch EDMAC Transmit interrupt setting register TRIMD 32 32 5, 6 PCLKA —

000C 00C8h EDMAC Receive buffer write address register RBWAR 32 32 5, 6 PCLKA —

000C 00CCh EDMAC Receive descriptor fetch address register RDFAR 32 32 5, 6 PCLKA —

000C 00D4h EDMAC Transmit buffer read address register TBRAR 32 32 5, 6 PCLKA —

000C 00D8h EDMAC Transmit descriptor fetch address register TDFAR 32 32 5, 6 PCLKA —

Table 4.1 List of I/O Registers (Address Order) (48/50)

Address
Module 
Symbol Register Name

Register 
Symbol

Number 
of Bits

Access 
Size

Number of Access States
Related 
Function ICLKPCLK  ICLK<PCLK
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Figure 5.5 Main Clock Oscillation Start Timing

Figure 5.6 LOCO, IWDTCLK Oscillation Start Timing

Figure 5.7 HOCO Oscillation Start Timing (After Reset is Canceled by Setting the OFS1.HOCOEN 
Bit to 0)

Figure 5.8 HOCO Clock Oscillation Start Timing (Oscillation is Started by Setting the 
HOCOCR.HCSTP Bit)

Main clock oscillator output

MOSCCR.MOSTP

tMAINOSC

Main clock

tMAINOSCWT

LOCO, IWDTCLK clock

LOCOCR.LCSTP, 
ILOCOCR.ILCSTP

tLOCOWT

RES#

Internal reset

HOCO clock

HOCOCR.HCSTP

tHOCOWT1

tRESWT

RES#

Internal reset

HOCO clock

HOCOCR.HCSTP

tHOCOWT2

tRESWT
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5.3.7 Timing of On-Chip Peripheral Modules

Note 1. tPcyc: PCLK cycle

Table 5.19 Timing of On-Chip Peripheral Modules (1)
Conditions: VCC = AVCC0 = VREFH = VCC_USB = 2.7 to 3.6 V, VREFH0 = 2.7 V to AVCC0, 

VSS = AVSS0 = VREFL/VREFL0 = VSS_USB = 0 V
PCLK = 8 to 50 MHz
Ta = Topr
High drive output is selected by the drive capacity control register.

Item Symbol Min. Max. Unit*1 Test 
Conditions

I/O ports Input data pulse width tPRW 1.5 — tPcyc Figure 5.34

MTU/TPU Input capture input pulse 
width

Single-edge 
setting

tTICW 1.5 — tPcyc Figure 5.35

Both-edge 
setting

2.5 —

Timer clock pulse width Single-edge 
setting

tTCKWH, 
tTCKWL

1.5 — tPcyc Figure 5.36

Both-edge 
setting

2.5 —

Phase counting 
mode

2.5 —

POE POE# input pulse width tPOEW 1.5 — tPcyc Figure 5.37

8-bit timer Timer clock pulse width Single-edge 
setting

tTMCWH, 
tTMCWL

1.5 — tPcyc Figure 5.38

Both-edge 
setting

2.5 —

SCI Input clock cycle Asynchronous tScyc 4 — tPcyc Figure 5.39

Clock 
synchronous

6 —

Input clock pulse width tSCKW 0.4 0.6 tScyc

Input clock rise time tSCKr — 20 ns

Input clock fall time tSCKf — 20 ns

Output clock cycle Asynchronous tScyc 16 — tPcyc

Clock 
synchronous

4 —

Output clock pulse width tSCKW 0.4 0.6 tScyc

Output clock rise time tSCKr — 20 ns

Output clock fall time tSCKf — 20 ns

Transmit data delay time Clock 
synchronous

tTXD — 40 ns Figure 5.40

Receive data setup time Clock 
synchronous

tRXS 40 — ns

Receive data hold time Clock 
synchronous

tRXH 40 — ns

A/D
converter

10-bit A/D converter trigger input pulse width tTRGW 1.5 — tPcyc Figure 5.41

12-bit A/D converter trigger input pulse width 1.5 —
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Note: tIICcyc: RIIC internal reference clock (IIC) Cycle, tPcyc: PCLK cycle
Note 1. The value in parentheses is used when ICMR3.NF[1:0] are set to 11b while a digital filter is enabled with ICFER.NFE = 1.
Note 2. Cb indicates the total capacity of the bus line.

Table 5.24 Timing of On-Chip Peripheral Modules (6)
Conditions: VCC = AVCC0 = VREFH = VCC_USB = 2.7 to 3.6 V, VREFH0 = 2.7 V to AVCC0

VSS = AVSS0 = VREFL/VREFL0 = VSS_USB = 0 V
PCLK = 8 to 50 MHz
Ta = Topr
High drive output is selected by the drive capacity control register.

Item Symbol Min.*, *2 Max.* Unit
Test 
Conditions

RIIC 
(Fast-mode+)
ICFER.FMPE = 1

SCL input cycle time tSCL 6(12) × tIICcyc + 240 — ns Figure 
5.47

SCL input high pulse width tSCLH 3(6) × tIICcyc + 120 — ns

SCL input low pulse width tSCLL 3(6) × tIICcyc + 120 — ns

SCL, SDA input rise time tSr — 120 ns

SCL, SDA input fall time tSf — 120 ns

SCL, SDA input spike pulse removal time tSP 0 1(4) × tIICcyc ns

SDA input bus free time tBUF 3(6) × tIICcyc + 120 — ns

Start condition input hold time tSTAH tIICcyc + 120 — ns

Restart condition input setup time tSTAS 120 — ns

Stop condition input setup time tSTOS 120 — ns

Data input setup time tSDAS tIICcyc + 120 — ns

Data input hold time tSDAH 0 — ns

SCL, SDA capacitive load Cb — 550 pF

Simple IIC
(Standard-mode)

SDA input rise time tSr — 1000 ns

SDA input fall time tSf — 300 ns

SDA input spike pulse removal time tSP 0 4 × tIICcyc ns

Data input setup time tSDAS 250 — ns

Data input hold time tSDAH 0 — ns

SCL, SDA capacitive load Cb — 400 pF

Simple IIC
(Fast-mode)

SCL, SDA input rise time tSr 20 + 0.1Cb 300 ns

SCL, SDA input fall time tSf 20 + 0.1Cb 300 ns

SCL, SDA input spike pulse removal time tSP 0 4 × tIICcyc ns

Data input setup time tSDAS 100 — ns

Data input hold time tSDAH 0 — ns

SCL, SDA capacitive load Cb — 400 pF
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Figure 5.56 MII Reception Timing (Error Occurrence)

Figure 5.57 WOL Output Timing (MII)

Figure 5.58 PDC Timing

Figure 5.59 PDC Input Clock Characteristic

DATASFD XXXX

tRERh

Preamble

ET_RX_ER

ET_ERXD[3:0]

ET_RX_DV

ET_RX_CLK

tRERs

ET_RX_CLK

ET_WOL

tWOLd

PIXCLK

VSYNC

HSYNC

PIXD7 to PIXD0

tSYNCSETUP

tSYNCSETUP

tDATASETUP tDATAHOLD

tSYNCHOLD

tSYNCHOLD

PIXCLK pin 
input

tPIXcyc

tPIXH

tPIXL



R01DS0098EJ0180 Rev.1.80 Page 190 of 208
May 13, 2014

RX63N Group, RX631 Group 5. Electrical Characteristics

5.11 ROM (Flash Memory for Code Storage) Characteristics

Note 1. Definition of reprogram/erase cycle:
The reprogram/erase cycle is the number of erasing for each block. When the reprogram/erase cycle is n times (n = 1000), 
erasing can be performed n times for each block. For instance, when 256-byte programming is performed 16 times for different 
addresses in 4-Kbyte block and then the entire block is erased, the reprogram/erase cycle is counted as one. However, 
programming the same address for several times as one erasing is not enabled (overwriting is prohibited).

Note 2. The result obtained from the reliability test.

Table 5.36 ROM (Flash Memory for Code Storage) Characteristics (1)
Conditions: VCC = AVCC0 = VREFH = VCC_USB = 2.7 to 3.6V, VREFH0 = 2.7V to AVCC0

VSS = AVSS0 = VREFL/VREFL0 = VSS_USB = 0V
Temperature range for the programming/erasure operation: Ta = Topr

Item Symbol min typ max Unit Condition

Reprogram/erasure cycle*1 NPEC 1000 — — Times

Data hold time tDRP 30*2 — — Year Ta = +85°C

Table 5.37 ROM (Flash Memory for Code Storage) Characteristics (2)
Conditions: VCC = AVCC0 = VREFH = VCC_USB = 2.7 to 3.6 V, VREFH0 = 2.7 V to AVCC0

VSS = AVSS0 = VREFL/VREFL0 = VSS_USB = 0 V
Temperature range for the programming/erasure operation: Ta = Topr

Item Symbol
FCLK = 4 MHz 20 MHz ≤ FCLK ≤ 50 MHz

Unit
Min. Typ. Max. Min. Typ. Max.

Programming time
NPEC  100 times

128 bytes tP128 — 2.8 28 — 1 10 ms

4 Kbytes tP4K — 63 140 — 23 50 ms

16 Kbytes tP16K — 252 560 — 90 200 ms

Programming time
NPEC > 100 times

128 bytes tP128 — 3.4 33.6 — 1.2 12 ms

4 Kbytes tP4K — 75.6 168 — 27.6 60 ms

16 Kbytes tP16K — 302.4 672 — 108 240 ms

Erasure time
NPEC  100 times

4 Kbytes tE4K — 50 120 — 25 60 ms

16 Kbytes tE16K — 200 480 — 100 240 ms

Erasure time
NPEC > 100 times

4 Kbytes tE4K — 60 144 — 30 72 ms

16 Kbytes tE16K — 240 576 — 120 288 ms

Suspend delay time during programming tSPD — — 400 — — 120 μs

First suspend delay time during erasure
(in suspend priority mode)

tSESD1 — — 300 — — 120 μs

Second suspend delay time during erasure
(in suspend priority mode)

tSESD2 — — 1.7 — — 1.7 ms

Suspend delay time during erasure
(in erasure priority mode)

tSEED — — 1.7 — — 1.7 ms

FCU reset time tFCUR 35 — — 35 — — μs
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Classifications

- Items with Technical Update document number: Changes according to the corresponding issued Technical Update

- Items without Technical Update document number: Minor changes that do not require Technical Update to be issued

Rev. Date
Description

Classification
Page Summary

1.80 May 13. 2014 Features

1 Operating temp. range chaged, Unique ID added

1. Overview

2 to 7 Table 1.1 Outline of Specifications: Operating temperature changed, Unique ID 
and Note 2, added

8 Table 1.2 Comparison of Functions for Different Packages: Unique ID, added

9 to 16 Table 1.3 List of Products, changed and Note 2, added TN-RX*-A092A/J

17 Figure 1.1 How to Read the Product Part Number: Operating temperature range, 
changed

19, 23 Table 1.4 Pin Functions: VBATT and USB power pins, changed

3. Address Space

76 Figure 3.1 Memory Map in Each Operating Mode, changed TN-RX*-A081A/E

77 Figure 3.2 Correspondence between External Address Spaces and CS Areas (In 
On-Chip ROM Disabled Extended Mode), changed

TN-RX*-A081A/E

5. Electrical Characteristics

130 Table 5.1 Absolute Maximum Ratings: Operating temperature, changed

131 Table 5.2 DC Characteristics (1): Note 1, chaged

133 to 134 Table 5.4 DC Characteristics (3) (for D and G Versions (-40 ≤ Ta ≤ +85°C)): Title

135 to 136 Table 5.5 DC Characteristics (4) (for G Version (-85 < Ta ≤ +105°C)), added

1921 Table 5.12 Clock Timing (Except for Sub-Clock Related): LOCO changed to 
LOCO and IWDTCLKB

TN-RX*-A097A/J

144 Figure 5.6 LOCO, IWDTCLK  Clock Oscillation Start Timing, added TN-RX*-A097A/J

189 Figure 5.68 Battery Backup Function Characteristics changed
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