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What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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1. Overview

1.1 Outline of Specifications

Table 1.1 lists the specifications in outline, and table 1.2 gives a comparison of the functions of products in different 

packages.

Table 1.1 is for products with the greatest number of functions, so numbers of peripheral modules and channels will 

differ in accord with the package. For details, see Table 1.2, Comparison of Functions for Different Packages in the 

RX63N/RX631 Group.

Table 1.1 Outline of Specifications (1/6)

Classification Module/Function Description

CPU CPU  Maximum operating frequency: 100 MHz
 32-bit RX CPU
 Minimum instruction execution time: One instruction per state (cycle of the system clock)
 Address space: 4-Gbyte linear
 Register set of the CPU

General purpose: Sixteen 32-bit registers
Control: Nine 32-bit registers
Accumulator: One 64-bit register

 Basic instructions: 73
 Floating-point instructions: 8
 DSP instructions: 9
 Addressing modes: 10
 Data arrangement

Instructions: Little endian
Data: Selectable as little endian or big endian

 On-chip 32-bit multiplier: 32 x 32  64 bits
 On-chip divider: 32 / 32  32 bits
 Barrel shifter: 32 bits
 Memory protection unit (MPU)

FPU  Single precision (32-bit) floating point
 Data types and floating-point exceptions in conformance with the IEEE754 standard

Memory ROM  Capacity: ROMless, 256 Kbytes, 384 Kbytes, 512 Kbytes, 768 Kbytes, 1 Mbyte, 1.5 
Mbytes, 2 Mbytes

 100 MHz, no-wait access
 On-board programming: Four types
 Off-board programming (parallel programmer mode) (for products with 100 pins or more)

RAM  Capacity: 64 Kbytes, 128 Kbytes, 192 Kbytes, 256 Kbytes
 100 MHz, no-wait access

E2 data flash Capacity: 32 Kbytes
Programming/erasing: 100,000 times

MCU operating modes Single-chip mode, on-chip ROM enabled expansion mode, and on-chip ROM disabled 
expansion mode (software switching)

Clock Clock generation 
circuit

 Main clock oscillator, subclock oscillator, low-speed/high-speed on-chip oscillator, PLL 
frequency synthesizer, and IWDT-dedicated on-chip oscillator

 Main-clock oscillation stoppage detection
 Separate frequency-division and multiplication settings for the system clock (ICLK), 

peripheral module clock (PCLK), FlashIF clock (FCLK) and external bus clock (BCLK)
The CPU and other bus masters run in synchronization with the system clock (ICLK): 
Up to 100 MHz
Peripheral modules run in synchronization with the peripheral module clock (PCLK): 
Up to 50 MHz
Flash IF run in synchronization with the flashIF clock (FCLK): Up to 50 MHz
Devices connected to the external bus run in synchronization with the external bus clock 
(BCLK): Up to 50 MHz

Reset RES# pin reset, power-on reset, voltage-monitoring reset, independent watchdog timer 
reset, watchdog timer reset, deep software standby reset, and software reset

Voltage detection circuit When the voltage on VCC passes the voltage detection level (Vdet), an internal reset or 
internal interrupt is generated.
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Timers 16-bit timer pulse unit
(TPUa)

 (16 bits x 6 channels) x 2 unit
 Maximum of 16 pulse-input/output possible
 Select from among seven or eight counter-input clock signals for each channel
 Input capture/output compare function
 Output of PWM waveforms in up to 15 phases in PWM mode
 Buffered operation and phase-counting mode (two phase encoder input) depending on 

the channel
 Support for cascade-connected operation (32 bits x 2 channels)
 PPG output trigger can be generated
 Capable of generating conversion start triggers for the A/D converters
 Signals from the input capture pins are input via a digital filter
 Clock frequency measuring method

Multi-function timer 
pulse unit 2 (MTU2a)

 (16 bits x 6 channels) x 1 unit
 Time bases for the 6 × 16-bit timer channels can be provided via up to sixteen pulse-input/

output lines and three pulse-input lines
 Select from among eight counter-input clock signals for each channel (PCLK/1, PCLK/4, 

PCLK/16, PCLK/64, MTCLKA, MTCLKB, MTCLKC, MTCLKD) other than channel 5, for 
which only four signals are available.

 Input capture function
 21 output compare/input capture registers
 Complementary PWM output mode
 Reset synchronous PWM mode
 Phase-counting mode
 Generation of triggers for A/D converter conversion
 Digital filter
 Signals from the input capture pins are input via a digital filter
 PPG output trigger can be generated
 Clock frequency measuring function

Frequency measuring 
method (MCK)

The MTU or unit 0 TPU module can be used to monitor the main clock, subclock, 
HOCO clock, LOCO clock, and PLL clock for abnormal frequencies.

Port output enable 2
(POE2a)

Controls the high-impedance state of the MTU’s waveform output pins

Programmable pulse 
generator (PPG)

 (4 bits x 4 groups) x 2 units
 Pulse output with the MTU2 or TPU output as a trigger
 Maximum of 32 pulse-output possible

8-bit timers (TMR)  (8 bits x 2 channels) x 2 units
 Select from among seven internal clock signals (PCLK/1, PCLK/2, PCLK/8, PCLK/32, 

PCLK/64, PCLK/1024, PCLK/8192) and one external clock signal
 Capable of output of pulse trains with desired duty cycles or of PWM signals
 The 2 channels of each unit can be cascaded to create a 16-bit timer
 Generation of triggers for A/D converter conversion
 Capable of generating baud-rate clocks for SCI5, SCI6, and SCI12

Compare match timer 
(CMT)

 (16 bits x 2 channels) x 2 units
 Select from among four internal clock signals (PCLK/8, PCLK/32, PCLK/128, PCLK/512)

Realtime clock 
(RTCa)

 Clock sources: Main clock, subclock
 Clock and calendar functions

Interrupt sources: Alarm interrupt, periodic interrupt, and carry interrupt
 Battery backup operation
 Time-capture facility for three values

Watchdog timer
(WDTA)

 14 bits x 1 channel
 Select from among 6 counter-input clock signals (PCLK/4, PCLK/64, PCLK/128, PCLK/

512, PCLK/2048, PCLK/8192)

Independent 
watchdog timer 
(IWDTa)

 14 bits x 1 channel
 Counter-input clock: IWDT-dedicated on-chip oscillator
 Dedicated clock/1, dedicated clock/16, dedicated clock/32, dedicated clock/64, dedicated 

clock/128, dedicated clock/256

Table 1.1 Outline of Specifications (4/6)

Classification Module/Function Description
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RX631
(D version)

R5F5631ADDFC PLQP0176KB-A 768 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56318CDFC PLQP0176KB-A 512 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56318DDFC PLQP0176KB-A 512 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56317CDFC PLQP0176KB-A 384 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56317DDFC PLQP0176KB-A 384 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56316CDFC PLQP0176KB-A 256 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56316DDFC PLQP0176KB-A 256 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631ECDLK PTLG0145KA-A 2 Mbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631EDDLK PTLG0145KA-A 2 Mbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631DCDLK PTLG0145KA-A 1.5 Mbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631DDDLK PTLG0145KA-A 1.5 Mbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631BCDLK PTLG0145KA-A 1 Mbyte 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631BDDLK PTLG0145KA-A 1 Mbyte 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631ACDLK PTLG0145KA-A 768 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631ADDLK PTLG0145KA-A 768 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56318CDLK PTLG0145KA-A 512 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56318DDLK PTLG0145KA-A 512 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56317CDLK PTLG0145KA-A 384 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56317DDLK PTLG0145KA-A 384 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56316CDLK PTLG0145KA-A 256 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56316DDLK PTLG0145KA-A 256 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631FHDFB PLQP0144KA-A 2 Mbytes 256 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631FDDFB PLQP0144KA-A 2 Mbytes 256 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631KHDFB PLQP0144KA-A*1 2 Mbytes 192 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631KDDFB PLQP0144KA-A 2 Mbytes 192 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631ECDFB PLQP0144KA-A 2 Mbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631EDDFB PLQP0144KA-A 2 Mbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631JHDFB PLQP0144KA-A*1 1.5 Mbytes 256 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631JDDFB PLQP0144KA-A 1.5 Mbytes 256 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631GHDFB PLQP0144KA-A*1 1.5 Mbytes 192 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631GDDFB PLQP0144KA-A 1.5 Mbytes 192 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631DCDFB PLQP0144KA-A 1.5 Mbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631DDDFB PLQP0144KA-A 1.5 Mbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631YHDFB PLQP0144KA-A 1 Mbyte 256 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631YDDFB PLQP0144KA-A 1 Mbyte 256 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631WHDFB PLQP0144KA-A 1 Mbyte 192 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631WDDFB PLQP0144KA-A 1 Mbyte 192 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631BCDFB PLQP0144KA-A 1 Mbyte 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631BDDFB PLQP0144KA-A 1 Mbyte 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631ACDFB PLQP0144KA-A 768 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631ADDFB PLQP0144KA-A 768 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56318CDFB PLQP0144KA-A 512 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56318DDFB PLQP0144KA-A 512 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56316CDFB PLQP0144KA-A 256 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56316DDFB PLQP0144KA-A 256 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

Table 1.3 List of Products (5/8)

Group Part No. Package
ROM 
Capacity

RAM 
Capacity

E2 Data 
Flash

Operating 
Frequency (Max.)

Operating 
Temp. Range
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RX631
(D version)

R5F5631NDDFM PLQP0064KB-A 384 Kbytes 64 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631MCDFM PLQP0064KB-A 256 Kbytes 64 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631MDDFM PLQP0064KB-A 256 Kbytes 64 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631PCDFL PLQP0048KB-A 512 Kbytes 64 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631PDDFL PLQP0048KB-A 512 Kbytes 64 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631NCDFL PLQP0048KB-A 384 Kbytes 64 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631NDDFL PLQP0048KB-A 384 Kbytes 64 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631MCDFL PLQP0048KB-A 256 Kbytes 64 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631MDDFL PLQP0048KB-A 256 Kbytes 64 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56318SDLC PTLG0177KA-A 512 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56317SDLC PTLG0177KA-A 384 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56316SDLC PTLG0177KA-A 256 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56318SDBG PLBG0176GA-A*1 512 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56317SDBG PLBG0176GA-A*1 384 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56316SDBG PLBG0176GA-A*1 256 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56318SDFC PLQP0176KB-A*1 512 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56317SDFC PLQP0176KB-A*1 384 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56316SDFC PLQP0176KB-A*1 256 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56318SDLK PTLG0145KA-A 512 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56317SDLK PTLG0145KA-A 384 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56316SDLK PTLG0145KA-A 256 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56318SDFB PLQP144KA-A*1 512 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56317SDFB PLQP144KA-A*1 384 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F56316SDFB PLQP144KA-A*1 256 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631PFDLH PTLG0064JA-A 512 Kbytes 64 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5F5631MFDLH PTLG0064JA-A*1 256 Kbytes 64 Kbytes 32 Kbytes 100 MHz -40 to +85°C

R5S56310CDFC PLQP0176KB-A 0 bytes 128 Kbytes 0 bytes 100 MHz -40 to +85°C

RX631
(G version)
*2

R5F5631FDGFC PLQP0176KB-A 2 Mbytes 256 Kbytes 32 Kbytes 100 MHz -40 to +105°C

R5F5631KDGFC PLQP0176KB-A 2 Mbytes 192 Kbytes 32 Kbytes 100 MHz -40 to +105°C

R5F5631EDGFC PLQP0176KB-A 2 Mbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +105°C

R5F5631DDGFC PLQP0176KB-A 1.5 Mbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +105°C

R5F5631YDGFC PLQP0176KB-A 1 Mbyte 256 Kbytes 32 Kbytes 100 MHz -40 to +105°C

R5F5631WDGFC PLQP0176KB-A 1 Mbyte 192 Kbytes 32 Kbytes 100 MHz -40 to +105°C

R5F5631BDGFC PLQP0176KB-A 1 Mbyte 128 Kbytes 32 Kbytes 100 MHz -40 to +105°C

R5F5631ADGFC PLQP0176KB-A 768 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +105°C

R5F56318SGFC PLQP0176KB-A 512 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +105°C

R5F56318DGFC PLQP0176KB-A 512 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +105°C

R5F56317SGFC PLQP0176KB-A 384 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +105°C

R5F56317DGFC PLQP0176KB-A 384 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +105°C

R5F56316SGFC PLQP0176KB-A 256 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +105°C

R5F56316DGFC PLQP0176KB-A 256 Kbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +105°C

R5F5631FDGFB PLQP0144KA-A 2 Mbytes 256 Kbytes 32 Kbytes 100 MHz -40 to +105°C

R5F5631KDGFB PLQP0144KA-A 2 Mbytes 192 Kbytes 32 Kbytes 100 MHz -40 to +105°C

R5F5631EDGFB PLQP0144KA-A 2 Mbytes 128 Kbytes 32 Kbytes 100 MHz -40 to +105°C

R5F5631JDGFB PLQP0144KA-A 1.5 Mbytes 256 Kbytes 32 Kbytes 100 MHz -40 to +105°C

Table 1.3 List of Products (7/8)

Group Part No. Package
ROM 
Capacity

RAM 
Capacity

E2 Data 
Flash

Operating 
Frequency (Max.)

Operating 
Temp. Range
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Figure 1.4 Pin Assignment (176-Pin LFBGA)

A B C D E F G H J K L M N P R

15 PE2 PE3 P70 P65 P67 VSS VCC PG7 PA6 PB0 P72 PB4 VSS VCC PC1 15

14 PE1 PE0 VSS PE7 PG3 PA0 PA1 PA2 PA7 VCC PB1 PB5 P73 P75 P74 14

13 P63 P64 PE4 VCC PG2 PG4 PG6 PA3 VSS P71 PB3 PB7 PC0 PC2 P76 13

12 P60 VSS P62 PE5 PE6 P66 PG5 PA4 PA5 PB2 PB6 P77 PC3 PC4 P80 12

11 PD6 PG1 VCC P61

RX63N Group
RX631 Group

PTBG0176GA-A
(176-pin LFBGA)

(Top perspective view)

P81 P82 PC6 VCC 11

10 P97 PD4 PG0 PD7 PC5 PC7 P83 VSS 10

9 VCC P96 PD3 PD5 P50 P51 P52 P84 9

8 P94 PD1 PD2 VSS P53
VCC_
USB

USB1_
DP

USB1_
DM

8

7 VSS P92 PD0 P95 P54 P55
VSS_
USB

USB0_
DP

7

6 VCC P91 P90 P93 P56 P57
VCC_
USB

USB0_
DM

6

5 P46 P47 P45 P44 P13 P12 P10 P11 5

4 P42 P41 P43 P00 VSS BSCANP PF4 P35 PF3 PF1 P25 P86 P15 P14 P85 4

3 VREFL0 P40 VREFH0 P03 PF5 PJ3
MD/

FINED
RES# P34 PF2 PF0 P24 P22 P87 P16 3

2 AVCC0 P07 VREFH P02 EMLE VCL XCOUT VSS VCC P32 P30 P26 P23 P17 P20 2

1 AVSS0 P05 VREFL P01 PJ5 VBATT XCIN XTAL EXTAL P33 P31 P27 VCC VSS P21 1

A B C D E F G H J K L M N P R

Note: This figure indicates the power supply pins and I/O port pins. For the pin configuration, see Table 1.5, List of 
Pin and Pin Functions (177-Pin TFLGA, 176-Pin LFBGA).
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100 PB1 A9 MTIOC0C/MTIOC4C/
TIOCB3/TMCI0/PO25

ET_ERXD0/RMII_RXD0/
TXD4/TXD6/SMOSI4/
SMOSI6/SSDA4/SSDA6

IRQ4-DS

101 P72 CS2# ET_MDC

102 P71 CS1# ET_MDIO

103 VCC

104 PB0 A8 MTIC5W/TIOCA3/PO24 ET_ERXD1/RMII_RXD1/
RXD4/RXD6/SMISO4/
SMISO6/SSCL4/SSCL6/
RSPCKA

IRQ12

105 VSS

106 PA7 A7 TIOCB2/PO23 ET_WOL/MISOA

107 PA6 A6 MTIC5V/MTCLKB/
TIOCA2/TMCI3/PO22/
POE2#

ET_EXOUT/CTS5#/
RTS5#/SS5#/MOSIA

108 PA5 A5 TIOCB1/PO21 ET_LINKSTA/RSPCKA

109 PA4 A4 MTIC5U/MTCLKA/
TIOCA1/TMRI0/PO20

ET_MDC/TXD5/SMOSI5/
SSDA5/SSLA0

IRQ5-DS

110 PA3 A3 MTIOC0D/MTCLKD/
TIOCD0/TCLKB/PO19

ET_MDIO/RXD5/SMISO5/
SSCL5

IRQ6-DS

111 TRDATA3 PG7 D31

112 PA2 A2 PO18 RXD5/SMISO5/SSCL5/
SSLA3

113 TRDATA2 PG6 D30

114 PA1 A1/DQM3 MTIOC0B/MTCLKC/
TIOCB0/PO17

ET_WOL/SCK5/SSLA2 IRQ11

115 VCC

116 TRCLK PG5 D29

117 VSS

118 PA0 A0/BC0#/DQM2 MTIOC4A/TIOCA0/PO16 ET_TX_EN/
RMII_TXD_EN/SSLA1

119 TRSYNC PG4 D28

120 P67 CS7#/DQM1 CRX2*2 IRQ15

121 TRDATA1 PG3 D27

122 P66 CS6#/DQM0 CTX2*2

123 TRDATA0 PG2 D26

124 P65 CS5#/CKE

125 PE7 D15[A15/D15] TIOCB11 MISOB IRQ7 AN5

126 PE6 D14[A14/D14] TIOCA11 MOSIB IRQ6 AN4

127 VCC

128 SDCLK P70

129 VSS

130 PE5 D13[A13/D13] MTIOC4C/MTIOC2B/
TIOCB10

ET_RX_CLK/REF50CK/
RSPCKB

IRQ5 AN3

131 PE4 D12[A12/D12] MTIOC4D/MTIOC1A/
TIOCA10/PO28

ET_ERXD2/SSLB0 AN2

132 PE3 D11[A11/D11] MTIOC4B/TIOCB9/PO26/
POE8#

ET_ERXD3/CTS12#/
RTS12#/SS12#/MISOB

AN1

133 PE2 D10[A10/D10] MTIOC4A/TIOCA9/PO23 RXD12/SMISO12/
SSCL12/RXDX12/SSLB3/
MOSIB

IRQ7-DS AN0

134 PE1 D9[A9/D9] MTIOC4C/TIOCD9/PO18 TXD12/SMOSI12/
SSDA12/TXDX12/
SIOX12/SSLB2/RSPCKB

ANEX1

135 PE0 D8[A8/D8] TIOCC9 SCK12/SSLB1 ANEX0

Table 1.6 List of Pin and Pin Functions (176-Pin LQFP)  (4/5)

Pin Number

Power Supply
Clock System 
Control I/O Port

Bus
EXDMAC
SDRAMC

Timer Communications

Interrupt
S12AD,
AD, DA

176-Pin 
LQFP

(MTU, TPU, TMR, PPG, 
RTC, POE)

(ETHERC, SCIc, SCId, 
RSPI, RIIC, CAN, IEB, 
USB, and PDC)
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Note 1. The BCLK function is multiplexed with the I/O port function for pin P53, so the port function is not available if the external bus is 
enabled.

Note 2. Enabled only for the ROM capacity: 2 Mbytes/1.5 Mbytes

N7 TRDATA3 P55 WAIT#/
EDREQ0

MTIOC4D/TMO3 CRX1/ET_EXOUT IRQ10

N8 VSS

N9 PC7 A23/CS0# MTIOC3A/MTCLKB/
TIOCB6/TMO2/PO31

TXD8/SMOSI8/SSDA8/
MISOA/ET_COL

IRQ14

N10 TRSYNC P82 EDREQ1 MTIOC4A/PO28 TXD10/SMOSI10/SSDA10/
ET_ETXD1/RMII_TXD1

N11 PC3 A19 MTIOC4D/TCLKB/PO24 TXD5/SMOSI5/SSDA5/
IETXD/ET_TX_ER

N12 P75 CS5# PO20 SCK11/ET_ERXD0/
RMII_RXD0

N13 P74 CS4# PO19 CTS11#/RTS11#/SS11#/
ET_ERXD1/RMII_RXD1

Table 1.7 List of Pins and Pin Functions (145-Pin TFLGA) (5/5)

Pin No.

Power Supply 
Clock
System Control I/O Port

Bus
EXDMAC
SDRAMC

Timers Communications

Interrupt

S12AD
AD
DA

145-pin 
TFLGA

(MTU, TPU, TMR, PPG, 
RTC, POE)

(ETHERC, SCIc, SCId,
RSPI, RIIC, CAN, IEB,
USB, and PDC)
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59 PB1 A9 MTIOC0C/MTIOC4C/
TIOCB3/TMCI0/PO25

TXD6/SMOSI6/SSDA6/
ET_ERXD0/
RMII_RXD0

IRQ4-DS

60 VCC

61 PB0 A8 MTIC5W/TIOCA3/PO24 RXD6/SMISO6/SSCL6/
RSPCKA/ET_ERXD1/
RMII_RXD1

IRQ12

62 VSS

63 PA7 A7 TIOCB2/PO23 MISOA/ET_WOL

64 PA6 A6 MTIC5V/MTCLKB/
TIOCA2/TMCI3/PO22/
POE2#

CTS5#/RTS5#/SS5#/
MOSIA/ET_EXOUT

65 PA5 A5 TIOCB1/PO21 RSPCKA/ET_LINKSTA

66 PA4 A4 MTIC5U/MTCLKA/
TIOCA1/TMRI0/PO20

TXD5/SMOSI5/SSDA5/
SSLA0/ET_MDC

IRQ5-DS

67 PA3 A3 MTIOC0D/MTCLKD/
TIOCD0/TCLKB/PO19

RXD5/SMISO5/SSCL5/
ET_MDIO

IRQ6-DS

68 PA2 A2 PO18 RXD5/SMISO5/SSCL5/
SSLA3

69 PA1 A1 MTIOC0B/MTCLKC/
TIOCB0/PO17

SCK5/SSLA2/ET_WOL IRQ11

70 PA0 A0/BC0# MTIOC4A/TIOCA0/
PO16

SSLA1/ET_TX_EN/
RMII_TXD_EN

71 PE7 D15[A15/D15] MISOB IRQ7 AN5

72 PE6 D14[A14/D14] MOSIB IRQ6 AN4

73 PE5 D13[A13/D13] MTIOC4C/MTIOC2B RSPCKB/ET_RX_CLK/
REF50CK

IRQ5 AN3

74 PE4 D12[A12/D12] MTIOC4D/MTIOC1A/
PO28

SSLB0/ET_ERXD2 AN2

75 PE3 D11[A11/D11] MTIOC4B/PO26/POE8# CTS12#/RTS12#/
SS12#/MISOB/
ET_ERXD3

AN1

76 PE2 D10[A10/D10] MTIOC4A/PO23 RXD12/SMISO12/
SSCL12/RXDX12/
SSLB3/MOSIB

IRQ7-DS AN0

77 PE1 D9[A9/D9] MTIOC4C/PO18 TXD12/SMOSI12/
SSDA12/TXDX12/
SIOX12/SSLB2/
RSPCKB

ANEX1

78 PE0 D8[A8/D8] SCK12/SSLB1 ANEX0

79 PD7 D7[A7/D7] MTIC5U/POE0# IRQ7 AN7

80 PD6 D6[A6/D6] MTIC5V/POE1# IRQ6 AN6

81 PD5 D5[A5/D5] MTIC5W/POE2# IRQ5 AN013

82 PD4 D4[A4/D4] POE3# IRQ4 AN012

83 PD3 D3[A3/D3] POE8# IRQ3 AN011

84 PD2 D2[A2/D2] MTIOC4D CRX0*1 IRQ2 AN010

85 PD1 D1[A1/D1] MTIOC4B CTX0*1 IRQ1 AN009

86 PD0 D0[A0/D0] IRQ0 AN008

87 P47 IRQ15-DS AN007

88 P46 IRQ14-DS AN006

89 P45 IRQ13-DS AN005

90 P44 IRQ12-DS AN004

91 P43 IRQ11-DS AN003

92 P42 IRQ10-DS AN002

93 P41 IRQ9-DS AN001

Table 1.10 List of Pins and Pin Functions (100-Pin LQFP) (3/4)

Pin No.

Power Supply 
Clock
System Control I/O Port

Bus
EXDMAC

Timers Communications

Interrupt

S12AD
AD
DA

100-pin 
LQFP

(MTU, TPU, TMR, PPG, 
RTC, POE)

(ETHERC, SCIc, SCId, 
RSPI, RIIC, CAN, IEB, 
USB)
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Figure 3.1 Memory Map in Each Operating Mode

Reserved area*3

Reserved area*3

Reserved area*3

Reserved area*3

Reserved area*3

Reserved area*3

Reserved area*3

Reserved area*3

0000 0000h

0008 0000h

FFFF FFFFh

Single-chip mode*1

RAM*2

On-chip ROM (program ROM)
(read only)*2

0010 0000h

Peripheral I/O registers

0010 8000h

On-chip ROM (E2 data flash)

0080 0000h

0100 0000h

On-chip ROM (program ROM)
(write only)

FFE0 0000h

On-chip ROM (user boot)
(read only)

On-chip ROM (FCU firmware)
(read only)*4

FF00 0000h

FCU-RAM*4

Peripheral I/O registers

007F 8000h

007F A000h

007F C000h
007F C500h

007F FC00h

0004 0000h

00E0 0000h

Peripheral I/O registers

FEFF E000h

FF7F C000h

FF80 0000h
Reserved area*3

Reserved area*3

Reserved area*3

Reserved area*3

On-chip ROM (program ROM)
(read only)*3

Peripheral I/O registers

On-chip ROM (E2 data flash)

On-chip ROM (program ROM)
(write only)

Reserved area*3

FCU-RAM*4

Reserved area*3

Peripheral I/O registers

Reserved area*3

Peripheral I/O registers

Reserved area*3

External address space
(CS area)

0000 0000h

0008 0000h

On-chip ROM enabled
extended mode

0010 0000h

0010 8000h

0080 0000h

0100 0000h

0800 0000h

007F 8000h

007F A000h

007F C000h
007F C500h

007F FC00h

0004 0000h

00E0 0000h

FFFF FFFFh

FFE0 0000h

On-chip ROM (user boot)
(read only)

On-chip ROM (FCU firmware)
(read only)*4

FF00 0000h

FEFF E000h

FF7F C000h

FF80 0000h

1000 0000h

External address space
(SDRAM area)

RAM*2

Reserved area*3

External address space
(CS area)

Peripheral I/O registers

Reserved area*3

Reserved area*3

External address space

0000 0000h

0008 0000h

FFFF FFFFh

On-chip ROM disabled
extended mode

0010 0000h

0100 0000h

0800 0000h

FF00 0000h

0004 0000h

External address space
(SDRAM area)

1000 0000h

RAM*2

Note 1. The address space in boot mode and user boot mode/USB boot mode is the same as the address space in single-chip mode.
Note 2. The capacity of ROM/RAM differs depending on the products.

Note:See Table 1.3, List of Products, for the product type name.

Note 3. Reserved areas should not be accessed.
Note 4. For details on the FCU, see section 47, Flash Memory in the User’s manual: Hardware.

ROM (byt) RAM (byt)

Capacity Address (for reading only) Address (for programming only) Capacity Address

2 M FFE0 0000h to FFFF FFFFh 00E0 0000h to 00FF FFFFh 256 K 0000 0000h to 0003 FFFFh

192 K 0000 0000h to 0002 FFFFh

128 K 0000 0000h to 0001 FFFFh

1.5 M FFE8 0000h to FFFF FFFFh 00E8 0000h to 00FF FFFFh 256 K 0000 0000h to 0003 FFFFh

192 K 0000 0000h to 0002 FFFFh

128 K 0000 0000h to 0001 FFFFh

1 M FFF0 0000h to FFFF FFFFh 00F0 0000h to 00FF FFFFh 256 K 0000 0000h to 0003 FFFFh

192 K 0000 0000h to 0002 FFFFh

128 K 0000 0000h to 0001 FFFFh

768 K FFF4 0000h to FFFF FFFFh 00F4 0000h to 00FF FFFFh

512K FFF8 0000h to FFFF FFFFh 00F8 0000h to 00FF FFFFh

384K FFFA 0000h to FFFF FFFFh 00FA 0000h to 00FF FFFFh

256K FFFC 0000h to FFFF FFFFh 00FC 0000h to 00FF FFFFh

512K FFF8 0000h to FFFF FFFFh 00F8 0000h to 00FF FFFFh 64K 0000 0000h to 0000 FFFFh

384K FFFA 0000h to FFFF FFFFh 00FA 0000h to 00FF FFFFh

256K FFFC 0000h to FFFF FFFFh 00FC 0000h to 00FF FFFFh
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4.1 I/O Register Addresses (Address Order)

Table 4.1 List of I/O Registers (Address Order) (1/50)

Address
Module 
Symbol Register Name

Register 
Symbol

Number 
of Bits

Access 
Size

Number of Access States
Related 
Function ICLKPCLK  ICLK<PCLK

0008 0000h SYSTEM Mode monitor register MDMONR 16 16 3 ICLK Operating 
Modes

0008 0002h SYSTEM Mode status register MDSR 16 16 3 ICLK

0008 0006h SYSTEM System control register 0 SYSCR0 16 16 3 ICLK

0008 0008h SYSTEM System control register 1 SYSCR1 16 16 3 ICLK

0008 000Ch SYSTEM Standby control register SBYCR 16 16 3 ICLK Low Power 
Consumptio
n0008 0010h SYSTEM Module stop control register A MSTPCRA 32 32 3 ICLK

0008 0014h SYSTEM Module stop control register B MSTPCRB 32 32 3 ICLK

0008 0018h SYSTEM Module stop control register C MSTPCRC 32 32 3 ICLK

0008 001Ch SYSTEM Module stop control register D MSTPCRD 32 32 3 ICLK

0008 0020h SYSTEM System clock control register SCKCR 32 32 3 ICLK Clock 
Generation 
Circuit0008 0024h SYSTEM System clock control register 2 SCKCR2 16 16 3 ICLK

0008 0026h SYSTEM System clock control register 3 SCKCR3 16 16 3 ICLK

0008 0028h SYSTEM PLL control register PLLCR 16 16 3 ICLK

0008 002Ah SYSTEM PLL control register 2 PLLCR2 8 8 3 ICLK

0008 0030h SYSTEM External bus clock control register BCKCR 8 8 3 ICLK

0008 0032h SYSTEM Main clock oscillator control register MOSCCR 8 8 3 ICLK

0008 0033h SYSTEM Sub-clock oscillator control register SOSCCR 8 8 3 ICLK

0008 0034h SYSTEM Low-speed on-chip oscillator control register LOCOCR 8 8 3 ICLK

0008 0035h SYSTEM IWDT-dedicated on-chip oscillator control register ILOCOCR 8 8 3 ICLK

0008 0036h SYSTEM High-speed on-chip oscillator control register HOCOCR 8 8 3 ICLK

0008 0040h SYSTEM Oscillation stop detection control register OSTDCR 8 8 3 ICLK

0008 0041h SYSTEM Oscillation stop detection status register OSTDSR 8 8 3 ICLK

0008 00A0h SYSTEM Operating power control register OPCCR 8 8 3 ICLK Low Power 
Consumptio
n0008 00A1h SYSTEM Sleep mode return clock source switching register RSTCKCR 8 8 3 ICLK

0008 00A2h SYSTEM Main clock oscillator wait control register MOSCWTCR 8 8 3 ICLK

0008 00A3h SYSTEM Sub-clock oscillator wait control register SOSCWTCR 8 8 3 ICLK

0008 00A6h SYSTEM PLL wait control register PLLWTCR 8 8 3 ICLK

0008 00C0h SYSTEM Reset status register 2 RSTSR2 8 8 3 ICLK Resets

0008 00C2h SYSTEM Software reset register SWRR 16 16 3 ICLK

0008 00E0h SYSTEM Voltage monitoring 1 circuit control register 1 LVD1CR1 8 8 3 ICLK LVDA

0008 00E1h SYSTEM Voltage monitoring 1 circuit status register LVD1SR 8 8 3 ICLK

0008 00E2h SYSTEM Voltage monitoring 2 circuit control register 1 LVD2CR1 8 8 3 ICLK

0008 00E3h SYSTEM Voltage monitoring 2 circuit status register LVD2SR 8 8 3 ICLK

0008 03FEh SYSTEM Protect register PRCR 16 16 3 ICLK Register 
Write 
Protection 
Function

0008 1300h BSC Bus error status clear register BERCLR 8 8 2 ICLK Buses

0008 1304h BSC Bus error monitoring enable register BEREN 8 8 2 ICLK

0008 1308h BSC Bus error status register 1 BERSR1 8 8 2 ICLK

0008 130Ah BSC Bus error status register 2 BERSR2 16 16 2 ICLK

0008 1310h BSC Bus priority control register BUSPRI 16 16 2 ICLK

0008 2000h DMAC0 DMA source address register DMSAR 32 32 2 ICLK DMACA

0008 2004h DMAC0 DMA destination address register DMDAR 32 32 2 ICLK

0008 2008h DMAC0 DMA transfer count register DMCRA 32 32 2 ICLK

0008 200Ch DMAC0 DMA block transfer count register DMCRB 16 16 2 ICLK

0008 2010h DMAC0 DMA transfer mode register DMTMD 16 16 2 ICLK

0008 2013h DMAC0 DMA interrupt setting register DMINT 8 8 2 ICLK

0008 2014h DMAC0 DMA address mode register DMAMD 16 16 2 ICLK

0008 2018h DMAC0 DMA offset register DMOFR 32 32 2 ICLK
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0008 7322h ICU Interrupt source priority register 034 IPR034 8 8 2 ICLK ICUb

0008 7323h ICU Interrupt source priority register 035 IPR035 8 8 2 ICLK

0008 7324h ICU Interrupt source priority register 036 IPR036 8 8 2 ICLK

0008 7325h ICU Interrupt source priority register 037 IPR037 8 8 2 ICLK

0008 7326h ICU Interrupt source priority register 038 IPR038 8 8 2 ICLK

0008 7327h ICU Interrupt source priority register 039 IPR039 8 8 2 ICLK

0008 732Ah ICU Interrupt source priority register 042 IPR042 8 8 2 ICLK

0008 732Dh ICU Interrupt source priority register 045 IPR045 8 8 2 ICLK

0008 7330h ICU Interrupt source priority register 048 IPR048 8 8 2 ICLK

0008 7334h ICU Interrupt source priority register 052 IPR052 8 8 2 ICLK

0008 7338h ICU Interrupt source priority register 056 IPR056 8 8 2 ICLK

0008 733Eh ICU Interrupt source priority register 062 IPR062 8 8 2 ICLK

0008 7340h ICU Interrupt source priority register 064 IPR064 8 8 2 ICLK

0008 7341h ICU Interrupt source priority register 065 IPR065 8 8 2 ICLK

0008 7342h ICU Interrupt source priority register 066 IPR066 8 8 2 ICLK

0008 7343h ICU Interrupt source priority register 067 IPR067 8 8 2 ICLK

0008 7344h ICU Interrupt source priority register 068 IPR068 8 8 2 ICLK

0008 7345h ICU Interrupt source priority register 069 IPR069 8 8 2 ICLK

0008 7346h ICU Interrupt source priority register 070 IPR070 8 8 2 ICLK

0008 7347h ICU Interrupt source priority register 071 IPR071 8 8 2 ICLK

0008 7348h ICU Interrupt source priority register 072 IPR072 8 8 2 ICLK

0008 7349h ICU Interrupt source priority register 073 IPR073 8 8 2 ICLK

0008 734Ah ICU Interrupt source priority register 074 IPR074 8 8 2 ICLK

0008 734Bh ICU Interrupt source priority register 075 IPR075 8 8 2 ICLK

0008 734Ch ICU Interrupt source priority register 076 IPR076 8 8 2 ICLK

0008 734Dh ICU Interrupt source priority register 077 IPR077 8 8 2 ICLK

0008 734Eh ICU Interrupt source priority register 078 IPR078 8 8 2 ICLK

0008 734Fh ICU Interrupt source priority register 079 IPR079 8 8 2 ICLK

0008 735Ah ICU Interrupt source priority register 090 IPR090 8 8 2 ICLK

0008 735Bh ICU Interrupt source priority register 091 IPR091 8 8 2 ICLK

0008 735Ch ICU Interrupt source priority register 092 IPR092 8 8 2 ICLK

0008 735Dh ICU Interrupt source priority register 093 IPR093 8 8 2 ICLK

0008 7362h ICU Interrupt source priority register 098 IPR098 8 8 2 ICLK

0008 7366h ICU Interrupt source priority register 102 IPR102 8 8 2 ICLK

0008 736Ah ICU Interrupt source priority register 106 IPR106 8 8 2 ICLK

0008 736Bh ICU Interrupt source priority register 107 IPR107 8 8 2 ICLK

0008 736Ch ICU Interrupt source priority register 108 IPR108 8 8 2 ICLK

0008 736Dh ICU Interrupt source priority register 109 IPR109 8 8 2 ICLK

0008 736Eh ICU Interrupt source priority register 110 IPR110 8 8 2 ICLK

0008 736Fh ICU Interrupt source priority register 111 IPR111 8 8 2 ICLK

0008 7370h ICU Interrupt source priority register 112 IPR112 8 8 2 ICLK

0008 7372h ICU Interrupt source priority register 114 IPR114 8 8 2 ICLK

0008 737Ah ICU Interrupt source priority register 122 IPR122 8 8 2 ICLK

0008 737Eh ICU Interrupt source priority register 126 IPR126 8 8 2 ICLK

0008 7382h ICU Interrupt source priority register 130 IPR130 8 8 2 ICLK

0008 7384h ICU Interrupt source priority register 132 IPR132 8 8 2 ICLK

0008 7386h ICU Interrupt source priority register 134 IPR134 8 8 2 ICLK

0008 738Ah ICU Interrupt source priority register 138 IPR138 8 8 2 ICLK

0008 738Ch ICU Interrupt source priority register 140 IPR140 8 8 2 ICLK

0008 738Eh ICU Interrupt source priority register 142 IPR142 8 8 2 ICLK

0008 7392h ICU Interrupt source priority register 146 IPR146 8 8 2 ICLK

Table 4.1 List of I/O Registers (Address Order) (12/50)

Address
Module 
Symbol Register Name

Register 
Symbol

Number 
of Bits

Access 
Size

Number of Access States
Related 
Function ICLKPCLK  ICLK<PCLK
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0008 C095h PORTA Open drain control register 1 ODR1 8 8, 16 2, 3 PCLKB 2 ICLK I/O Ports

0008 C096h PORTB Open drain control register 0 ODR0 8 8, 16 2, 3 PCLKB 2 ICLK

0008 C097h PORTB Open drain control register 1 ODR1 8 8, 16 2, 3 PCLKB 2 ICLK

0008 C098h PORTC Open drain control register 0 ODR0 8 8, 16 2, 3 PCLKB 2 ICLK

0008 C099h PORTC Open drain control register 1 ODR1 8 8, 16 2, 3 PCLKB 2 ICLK

0008 C09Ah PORTD Open drain control register 0 ODR0 8 8, 16 2, 3 PCLKB 2 ICLK

0008 C09Bh PORTD Open drain control register 1 ODR1 8 8, 16 2, 3 PCLKB 2 ICLK

0008 C09Ch PORTE Open drain control register 0 ODR0 8 8, 16 2, 3 PCLKB 2 ICLK

0008 C09Dh PORTE Open drain control register 1 ODR1 8 8, 16 2, 3 PCLKB 2 ICLK

0008 C09Eh PORTF Open drain control register 0 ODR0 8 8, 16 2, 3 PCLKB 2 ICLK

0008 C09Fh PORTF Open drain control register 1 ODR1 8 8, 16 2, 3 PCLKB 2 ICLK

0008 C0A0h PORTG Open drain control register 0 ODR0 8 8, 16 2, 3 PCLKB 2 ICLK

0008 C0A1h PORTG Open drain control register 1 ODR1 8 8, 16 2, 3 PCLKB 2 ICLK

0008 C0A4h PORTJ Open drain control register 0 ODR0 8 8, 16 2, 3 PCLKB 2 ICLK

0008 C0A5h PORTJ Open drain control register 1 ODR1 8 8, 16 2, 3 PCLKB 2 ICLK

0008 C0C0h PORT0 Pull-up control register PCR 8 8 2, 3 PCLKB 2 ICLK

0008 C0C1h PORT1 Pull-up control register PCR 8 8 2, 3 PCLKB 2 ICLK

0008 C0C2h PORT2 Pull-up control register PCR 8 8 2, 3 PCLKB 2 ICLK

0008 C0C3h PORT3 Pull-up control register PCR 8 8 2, 3 PCLKB 2 ICLK

0008 C0C4h PORT4 Pull-up control register PCR 8 8 2, 3 PCLKB 2 ICLK

0008 C0C5h PORT5 Pull-up control register PCR 8 8 2, 3 PCLKB 2 ICLK

0008 C0C6h PORT6 Pull-up control register PCR 8 8 2, 3 PCLKB 2 ICLK

0008 C0C7h PORT7 Pull-up control register PCR 8 8 2, 3 PCLKB 2 ICLK

0008 C0C8h PORT8 Pull-up control register PCR 8 8 2, 3 PCLKB 2 ICLK

0008 C0C9h PORT9 Pull-up control register PCR 8 8 2, 3 PCLKB 2 ICLK

0008 C0CAh PORTA Pull-up control register PCR 8 8 2, 3 PCLKB 2 ICLK

0008 C0CBh PORTB Pull-up control register PCR 8 8 2, 3 PCLKB 2 ICLK

0008 C0CCh PORTC Pull-up control register PCR 8 8 2, 3 PCLKB 2 ICLK

0008 C0CDh PORTD Pull-up control register PCR 8 8 2, 3 PCLKB 2 ICLK

0008 C0CEh PORTE Pull-up control register PCR 8 8 2, 3 PCLKB 2 ICLK

0008 C0CFh PORTF Pull-up control register PCR 8 8 2, 3 PCLKB 2 ICLK

0008 C0D0h PORTG Pull-up control register PCR 8 8 2, 3 PCLKB 2 ICLK

0008 C0D2h PORTJ Pull-up control register PCR 8 8 2, 3 PCLKB 2 ICLK

0008 C0E0h PORT0 Drive ability control register DSCR 8 8 2, 3 PCLKB 2 ICLK

0008 C0E2h PORT2 Drive ability control register DSCR 8 8 2, 3 PCLKB 2 ICLK

0008 C0E5h PORT5 Drive ability control register DSCR 8 8 2, 3 PCLKB 2 ICLK

0008 C0E9h PORT9 Drive ability control register DSCR 8 8 2, 3 PCLKB 2 ICLK

0008 C0EAh PORTA Drive ability control register DSCR 8 8 2, 3 PCLKB 2 ICLK

0008 C0EBh PORTB Drive ability control register DSCR 8 8 2, 3 PCLKB 2 ICLK

0008 C0ECh PORTC Drive ability control register DSCR 8 8 2, 3 PCLKB 2 ICLK

0008 C0EDh PORTD Drive ability control register DSCR 8 8 2, 3 PCLKB 2 ICLK

0008 C0EEh PORTE Drive ability control register DSCR 8 8 2, 3 PCLKB 2 ICLK

0008 C0F0h PORTG Drive ability control register DSCR 8 8 2, 3 PCLKB 2 ICLK

0008 C100h MPC CS output enable register PFCSE 8 8 2, 3 PCLKB 2 ICLK MPC

0008 C102h MPC CS output pin select register 0 PFCSS0 8 8 2, 3 PCLKB 2 ICLK

0008 C103h MPC CS output pin select register 1 PFCSS1 8 8 2, 3 PCLKB 2 ICLK

0008 C104h MPC Address output enable register 0 PFAOE0 8 8, 16 2, 3 PCLKB 2 ICLK

0008 C105h MPC Address output enable register 1 PFAOE1 8 8, 16 2, 3 PCLKB 2 ICLK

0008 C106h MPC External bus control register 0 PFBCR0 8 8, 16 2, 3 PCLKB 2 ICLK

0008 C107h MPC External bus control register 1 PFBCR1 8 8, 16 2, 3 PCLKB 2 ICLK

0008 C10Eh MPC Ethernet control resister 1 PFENET 8 8 2, 3 PCLKB 2 ICLK

Table 4.1 List of I/O Registers (Address Order) (31/50)

Address
Module 
Symbol Register Name

Register 
Symbol

Number 
of Bits

Access 
Size

Number of Access States
Related 
Function ICLKPCLK  ICLK<PCLK
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Note 1. Supply current values are with all output pins unloaded and all input pull-up MOSs in the off state.
Note 2. Measured with clocks supplied to the peripheral functions. This does not include the BGO operation.
Note 3. ICC depends on f (ICLK) as follows. (ICLK:PCLK:BCLK:BCLK pin = 8:4:4:2)

ICC Max. = 0.87 × f + 13 (max. operation in high-speed operating mode)
ICC Typ. = 0.35 × f + 5 (normal operation in high-speed operating mode)
ICC Typ. = 1.0 × f + 3 (low-speed operating mode 1)
ICC Max. = 0.53 × f + 12 (sleep mode)

Note 4. This does not include the BGO operation.
Note 5. This is the increase for programming or erasure of the ROM or flash memory for data storage during program execution.
Note 6. Supply of the clock signal to peripherals is stopped in this state. This does not include the BGO operation.
Note 7. The reference power supply current is included in the power supply current value for 10-bit A/D conversion and D/A conversion.
Note 8. When VBATT is used
Note 9. The current values for 10-bit A/D converter and 10-bit D/A converter are included in the current from the VREFH pin.
Note 10. The values are the sum of IAVCC0 and IVREFH.
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5.3.2 Clock Timing

Table 5.12 Clock Timing (Except for Sub-Clock Related)
Conditions: VCC = AVCC0 = VREFH = VCC_USB = VBATT = 2.7 to 3.6 V, VREFH0 = 2.7 V to AVCC0, 

VSS = AVSS0 = VREFL/VREFL0 = VSS_USB = 0 V, Ta = Topr

Item Symbol Min. Typ. Max. Unit
Test 
Conditions

BCLK pin output cycle time

Packages with 177 to 144 
pins

tBcyc 20 — —
ns

Figure 5.3

Packages with 100 pins or 
less

40 — —
ns

BCLK pin output high pulse width tCH 5 — — ns

BCLK pin output low pulse width tCL 5 — — ns

BCLK pin output rising time tCr — — 5 ns

BCLK pin output falling time tCf — — 5 ns

SDCLK pin output cycle time only 177 to 144 pin tBcyc 20 — — ns

SDCLK pin output high pulse width tCH 5 — — ns

SDCLK pin output low pulse width tCH 5 — — ns

SDCLK pin output rising time tCH — — 5 ns

SDCLK pin output falling time tCH — — 5 ns

EXTAL external clock input cycle time tEXcyc 50 — — ns Figure 5.4

EXTAL external clock input high pulse width tEXH 20 — — ns

EXTAL external clock input low pulse width tEXL 20 — — ns

EXTAL external clock rising time tEXr — — 5 ns

EXTAL external clock falling time tEXf — — 5 ns

EXTAL external clock input wait time*1 tEXWT 1 — — ms

Main clock frequency fMAIN 4 — 16 MHz

Main clock oscillator start-up time tMAINOSC — — —*3 ms Figure 5.5

Main clock oscillation stabilization wait time tMAINOSCWT — — —*4 ms

LOCO and IWDTCLK clock cycle time tcyc 6.96 8 9.4 µs

LOCO and IWDTCLK clock oscillation frequency fLOCO 106.25 125 143.75 kHz

LOCO and IWDTCLK clock oscillation stabilization wait time tLOCOWT — — 20 µs Figure 5.6

HOCO clock oscillator oscillation frequency fHOCO 45 50 55 MHz

HOCO clock oscillation stabilization wait time 1*2 tHOCOWT1 — — 1.8 ms Figure 5.7

HOCO clock oscillation stabilization wait time 2 tHOCOWT2 — — 2.0 ms Figure 5.8

HOCO clock power supply settling time tHOCOP — — 1 ms Figure 5.9

PLL clock frequency fPLL 104 — 200 MHz

PLL lock time PLL operation started 
after main clock 
oscillation has settled

tPLL1 — — 500 µs Figure 5.10

PLL clock oscillation stabilization
wait time

tPLLWT1 — — —*5
ms

PLL lock time
PLL operation started 
before main clock 
oscillation has settled

tPLL2 — — tMAINOSC
+tPLL1

ms
Figure 5.11

PLL clock oscillation stabilization
wait time

tPLLWT2 — — —*5
ms
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Figure 5.17 Address/Data Multiplexed Bus Read Access Timing

Figure 5.18 Address/Data Multiplexed Bus Write Access Timing
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Figure 5.30  SDRAM Space Self-Refresh Bus Timing
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Note: tIICcyc: RIIC internal reference clock (IIC) Cycle
Note 1. The value within parentheses is applicable when the value of the ICMR3.NF[1:0] bits is 11b while the digital filter is enabled by 

the setting ICFER.NFE = 1.
Note 2. Cb is the total capacitance of the bus lines.

Table 5.23 Timing of On-Chip Peripheral Modules (5)
Conditions: VCC = AVCC0 = VREFH = VCC_USB = 2.7 to 3.6 V, VREFH0 = 2.7 V to AVCC0

VSS = AVSS0 = VREFL/VREFL0 = VSS_USB = 0 V
PCLK = 8 to 50 MHz
Ta = Topr
High drive output is selected by the drive capacity control register.

Item Symbol Min.*1,*2 Max.* Unit
Test 
Conditions

RIIC
(Standard-mode, 
SMBus)
ICFER.FMPE = 0

SCL input cycle time tSCL 6(12) × tIICcyc + 1300 — ns Figure 5.47

SCL input high pulse width tSCLH 3(6) × tIICcyc + 300 — ns

SCL input low pulse width tSCLL 3(6) × tIICcyc + 300 — ns

SCL, SDA input rise time tSr — 1000 ns

SCL, SDA input fall time tSf — 300 ns

SCL, SDA input spike pulse removal time tSP 0 1(4) × tIICcyc ns

SDA input bus free time tBUF 3(6) × tIICcyc + 300 — ns

Start condition input hold time tSTAH tIICcyc + 300 — ns

Restart condition input setup time tSTAS 1000 — ns

Stop condition input setup time tSTOS 1000 — ns

Data input setup time tSDAS tIICcyc + 50 — ns

Data input hold time tSDAH 0 — ns

SCL, SDA capacitive load Cb — 400 pF

RIIC
(Fast-mode)

SCL input cycle time tSCL 6(12) × tIICcyc + 600 — ns

SCL input high pulse width tSCLH 3(6) × tIICcyc + 300 — ns

SCL input low pulse width tSCLL 3(6) × tIICcyc + 300 — ns

SCL, SDA input rise time tSr 20 + 0.1Cb 300 ns

SCL, SDA input fall time tSf 20 + 0.1Cb 300 ns

SCL, SDA input spike pulse removal time tSP 0 1(4) × tIICcyc ns

SDA input bus free time tBUF 3(6) × tIICcyc + 300 — ns

Start condition input hold time tSTAH tIICcyc + 300 — ns

Restart condition input setup time tSTAS 300 — ns

Stop condition input setup time tSTOS 300 — ns

Data input setup time tSDAS tIICcyc + 50 — ns

Data input hold time tSDAH 0 — ns

SCL, SDA capacitive load Cb — 400 pF
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Figure 5.43 RSPI Timing (Master, CPHA = 0) and Simple SPI Timing (Master, CKPH = 1)

Figure 5.44 RSPI Timing (Master, CPHA = 1) and Simple SPI Timing (Master, CKPH = 0)
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Figure G 100-pin LQFP (PLQP0100KB-A)
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General Precautions in the Handling of MPU/MCU Products 
 
The following usage notes are applicable to all MPU/MCU products from Renesas. For detailed usage notes on the 
products covered by this document, refer to the relevant sections of the document as well as any technical updates that 
have been issued for the products. 
 

1.  Handling of Unused Pins 
Handle unused pins in accordance with the directions given under Handling of Unused Pins in the 
manual. 
⎯ The input pins of CMOS products are generally in the high-impedance state. In operation with an 

unused pin in the open-circuit state, extra electromagnetic noise is induced in the vicinity of LSI, an 
associated shoot-through current flows internally, and malfunctions occur due to the false 
recognition of the pin state as an input signal become possible. Unused pins should be handled as 
described under Handling of Unused Pins in the manual. 

2.  Processing at Power-on 
The state of the product is undefined at the moment when power is supplied. 
⎯ The states of internal circuits in the LSI are indeterminate and the states of register settings and 

pins are undefined at the moment when power is supplied. 
In a finished product where the reset signal is applied to the external reset pin, the states of pins 
are not guaranteed from the moment when power is supplied until the reset process is completed. 
In a similar way, the states of pins in a product that is reset by an on-chip power-on reset function 
are not guaranteed from the moment when power is supplied until the power reaches the level at 
which resetting has been specified. 

3.  Prohibition of Access to Reserved Addresses 
Access to reserved addresses is prohibited. 
⎯ The reserved addresses are provided for the possible future expansion of functions. Do not access 

these addresses; the correct operation of LSI is not guaranteed if they are accessed. 
4.  Clock Signals 

After applying a reset, only release the reset line after the operating clock signal has become stable. 
When switching the clock signal during program execution, wait until the target clock signal has 
stabilized. 
⎯ When the clock signal is generated with an external resonator (or from an external oscillator) 

during a reset, ensure that the reset line is only released after full stabilization of the clock signal. 
Moreover, when switching to a clock signal produced with an external resonator (or by an external 
oscillator) while program execution is in progress, wait until the target clock signal is stable. 

5.  Differences between Products 
Before changing from one product to another, i.e. to a product with a different part number, confirm 
that the change will not lead to problems. 
⎯ The characteristics of an MPU or MCU in the same group but having a different part number may 

differ in terms of the internal memory capacity, layout pattern, and other factors, which can affect 
the ranges of electrical characteristics, such as characteristic values, operating margins, immunity 
to noise, and amount of radiated noise. When changing to a product with a different part number, 
implement a system-evaluation test for the given product. 

 


