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What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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RX63N Group, RX631 Group 1. Overview

1. Overview

1.1 Outline of Specifications

Table 1.1 lists the specifications in outline, and table 1.2 gives a comparison of the functions of products in different 

packages.

Table 1.1 is for products with the greatest number of functions, so numbers of peripheral modules and channels will 

differ in accord with the package. For details, see Table 1.2, Comparison of Functions for Different Packages in the 

RX63N/RX631 Group.

Table 1.1 Outline of Specifications (1/6)

Classification Module/Function Description

CPU CPU  Maximum operating frequency: 100 MHz
 32-bit RX CPU
 Minimum instruction execution time: One instruction per state (cycle of the system clock)
 Address space: 4-Gbyte linear
 Register set of the CPU

General purpose: Sixteen 32-bit registers
Control: Nine 32-bit registers
Accumulator: One 64-bit register

 Basic instructions: 73
 Floating-point instructions: 8
 DSP instructions: 9
 Addressing modes: 10
 Data arrangement

Instructions: Little endian
Data: Selectable as little endian or big endian

 On-chip 32-bit multiplier: 32 x 32  64 bits
 On-chip divider: 32 / 32  32 bits
 Barrel shifter: 32 bits
 Memory protection unit (MPU)

FPU  Single precision (32-bit) floating point
 Data types and floating-point exceptions in conformance with the IEEE754 standard

Memory ROM  Capacity: ROMless, 256 Kbytes, 384 Kbytes, 512 Kbytes, 768 Kbytes, 1 Mbyte, 1.5 
Mbytes, 2 Mbytes

 100 MHz, no-wait access
 On-board programming: Four types
 Off-board programming (parallel programmer mode) (for products with 100 pins or more)

RAM  Capacity: 64 Kbytes, 128 Kbytes, 192 Kbytes, 256 Kbytes
 100 MHz, no-wait access

E2 data flash Capacity: 32 Kbytes
Programming/erasing: 100,000 times

MCU operating modes Single-chip mode, on-chip ROM enabled expansion mode, and on-chip ROM disabled 
expansion mode (software switching)

Clock Clock generation 
circuit

 Main clock oscillator, subclock oscillator, low-speed/high-speed on-chip oscillator, PLL 
frequency synthesizer, and IWDT-dedicated on-chip oscillator

 Main-clock oscillation stoppage detection
 Separate frequency-division and multiplication settings for the system clock (ICLK), 

peripheral module clock (PCLK), FlashIF clock (FCLK) and external bus clock (BCLK)
The CPU and other bus masters run in synchronization with the system clock (ICLK): 
Up to 100 MHz
Peripheral modules run in synchronization with the peripheral module clock (PCLK): 
Up to 50 MHz
Flash IF run in synchronization with the flashIF clock (FCLK): Up to 50 MHz
Devices connected to the external bus run in synchronization with the external bus clock 
(BCLK): Up to 50 MHz

Reset RES# pin reset, power-on reset, voltage-monitoring reset, independent watchdog timer 
reset, watchdog timer reset, deep software standby reset, and software reset

Voltage detection circuit When the voltage on VCC passes the voltage detection level (Vdet), an internal reset or 
internal interrupt is generated.
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Figure 1.5 Pin Assignment (176-Pin LQFP)
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Note: This figure indicates the power supply pins and I/O port pins. For the pin configuration, see Table 1.6, List of 
Pin and Pin Functions (176-Pin LQFP).
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Figure 1.6 Pin Assignment (145-Pin TFLGA)
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Note: This figure indicates the power supply pins and I/O port pins. For the pin configuration, 
see Table 1.7, List of Pins and Pin Functions (145-Pin TFLGA).
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3. Address Space

3.1 Address Space

This LSI has a 4-Gbyte address space, consisting of the range of addresses from 0000 0000h to FFFF FFFFh. That is, 

linear access to an address space of up to 4 Gbytes is possible, and this contains both program and data areas.

Figure 3.1 shows the memory maps in the respective operating modes. Accessible areas will differ according to the 

operating mode and states of control bits.
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0008 2818h EXDMAC0 EXDMA offset register EDMOFR 32 32 1, 2 BCLK EXDMACa

0008 281Ch EXDMAC0 EXDMA transfer enable register EDMCNT 8 8 1, 2 BCLK

0008 281Dh EXDMAC0 EXDMA software start register EDMREQ 8 8 1, 2 BCLK

0008 281Eh EXDMAC0 EXDMA status register EDMSTS 8 8 1, 2 BCLK

0008 2820h EXDMAC0 EXDMA external request sense mode register EDMRMD 8 8 1, 2 BCLK

0008 2821h EXDMAC0 EXDMA external request flag register EDMERF 8 8 1, 2 BCLK

0008 2822h EXDMAC0 EXDMA peripheral request flag register EDMPRF 8 8 1, 2 BCLK

0008 2840h EXDMAC1 EXDMA source address register EDMSAR 32 32 1, 2 BCLK

0008 2844h EXDMAC1 EXDMA destination address register EDMDAR 32 32 1, 2 BCLK

0008 2848h EXDMAC1 EXDMA transfer count register EDMCRA 32 32 1, 2 BCLK

0008 284Ch EXDMAC1 EXDMA block transfer count register EDMCRB 16 16 1, 2 BCLK

0008 2850h EXDMAC1 EXDMA transfer mode register EDMTMD 16 16 1, 2 BCLK

0008 2852h EXDMAC1 EXDMA output setting register EDMOMD 8 8 1, 2 BCLK

0008 2853h EXDMAC1 EXDMA interrupt setting register EDMINT 8 8 1, 2 BCLK

0008 2854h EXDMAC1 EXDMA address mode register EDMAMD 32 32 1, 2 BCLK

0008 285Ch EXDMAC1 EXDMA transfer enable register EDMCNT 8 8 1, 2 BCLK

0008 285Dh EXDMAC1 EXDMA software start register EDMREQ 8 8 1, 2 BCLK

0008 285Eh EXDMAC1 EXDMA status register EDMSTS 8 8 1, 2 BCLK

0008 2860h EXDMAC1 EXDMA external request sense mode register EDMRMD 8 8 1, 2 BCLK

0008 2861h EXDMAC1 EXDMA external request flag register EDMERF 8 8 1, 2 BCLK

0008 2862h EXDMAC1 EXDMA peripheral request flag register EDMPRF 8 8 1, 2 BCLK

0008 2A00h EXDMAC EXDMA module start register EDMAST 8 8 1, 2 BCLK

0008 2BE0h EXDMAC Cluster buffer register 0 CLSBR0 32 32 1, 2 BCLK

0008 2BE4h EXDMAC Cluster buffer register 1 CLSBR1 32 32 1, 2 BCLK

0008 2BE8h EXDMAC Cluster buffer register 2 CLSBR2 32 32 1, 2 BCLK

0008 2BECh EXDMAC Cluster buffer register 3 CLSBR3 32 32 1, 2 BCLK

0008 2BF0h EXDMAC Cluster buffer register 4 CLSBR4 32 32 1, 2 BCLK

0008 2BF4h EXDMAC Cluster buffer register 5 CLSBR5 32 32 1, 2 BCLK

0008 2BF8h EXDMAC Cluster buffer register 6 CLSBR6 32 32 1, 2 BCLK

0008 2BFCh EXDMAC Cluster buffer register 7 CLSBR7 32 32 1, 2 BCLK

0008 3002h BSC CS0 mode register CS0MOD 16 16 1, 2 BCLK Buses

0008 3004h BSC CS0 wait control register 1 CS0WCR1 32 32 1, 2 BCLK

0008 3008h BSC CS0 wait control register 2 CS0WCR2 32 32 1, 2 BCLK

0008 3012h BSC CS1 mode register CS1MOD 16 16 1, 2 BCLK

0008 3014h BSC CS1 wait control register 1 CS1WCR1 32 32 1, 2 BCLK

0008 3018h BSC CS1 wait control register 2 CS1WCR2 32 32 1, 2 BCLK

0008 3022h BSC CS2 mode register CS2MOD 16 16 1, 2 BCLK

0008 3024h BSC CS2 wait control register 1 CS2WCR1 32 32 1, 2 BCLK

0008 3028h BSC CS2 wait control register 2 CS2WCR2 32 32 1, 2 BCLK

0008 3032h BSC CS3 mode register CS3MOD 16 16 1, 2 BCLK

0008 3034h BSC CS3 wait control register 1 CS3WCR1 32 32 1, 2 BCLK

0008 3038h BSC CS3 wait control register 2 CS3WCR2 32 32 1, 2 BCLK

0008 3042h BSC CS4 mode register CS4MOD 16 16 1, 2 BCLK

0008 3044h BSC CS4 wait control register 1 CS4WCR1 32 32 1, 2 BCLK

0008 3048h BSC CS4 wait control register 2 CS4WCR2 32 32 1, 2 BCLK

0008 3052h BSC CS5 mode register CS5MOD 16 16 1, 2 BCLK

0008 3054h BSC CS5 wait control register 1 CS5WCR1 32 32 1, 2 BCLK

0008 3058h BSC CS5 wait control register 2 CS5WCR2 32 32 1, 2 BCLK

0008 3062h BSC CS6 mode register CS6MOD 16 16 1, 2 BCLK

0008 3064h BSC CS6 wait control register 1 CS6WCR1 32 32 1, 2 BCLK

0008 3068h BSC CS6 wait control register 2 CS6WCR2 32 32 1, 2 BCLK

Table 4.1 List of I/O Registers (Address Order) (3/50)

Address
Module 
Symbol Register Name

Register 
Symbol

Number 
of Bits

Access 
Size

Number of Access States
Related 
Function ICLKPCLK  ICLK<PCLK
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0008 3072h BSC CS7 mode register CS7MOD 16 16 1, 2 BCLK Buses

0008 3074h BSC CS7 wait control register 1 CS7WCR1 32 32 1, 2 BCLK

0008 3078h BSC CS7 wait control register 2 CS7WCR2 32 32 1, 2 BCLK

0008 3802h BSC CS0 control register CS0CR 16 16 1, 2 BCLK

0008 380Ah BSC CS0 recovery cycle register CS0REC 16 16 1, 2 BCLK

0008 3812h BSC CS1 control register CS1CR 16 16 1, 2 BCLK

0008 381Ah BSC CS1 recovery cycle register CS1REC 16 16 1, 2 BCLK

0008 3822h BSC CS2 control register CS2CR 16 16 1, 2 BCLK

0008 382Ah BSC CS2 recovery cycle register CS2REC 16 16 1, 2 BCLK

0008 3832h BSC CS3 control register CS3CR 16 16 1, 2 BCLK

0008 383Ah BSC CS3 recovery cycle register CS3REC 16 16 1, 2 BCLK

0008 3842h BSC CS4 control register CS4CR 16 16 1, 2 BCLK

0008 384Ah BSC CS4 recovery cycle register CS4REC 16 16 1, 2 BCLK

0008 3852h BSC CS5 control register CS5CR 16 16 1, 2 BCLK

0008 385Ah BSC CS5 recovery cycle register CS5REC 16 16 1, 2 BCLK

0008 3862h BSC CS6 control register CS6CR 16 16 1, 2 BCLK

0008 386Ah BSC CS6 recovery cycle register CS6REC 16 16 1, 2 BCLK

0008 3872h BSC CS7 control register CS7CR 16 16 1, 2 BCLK

0008 387Ah BSC CS7 recovery cycle register CS7REC 16 16 1, 2 BCLK

0008 3880h BSC CS recovery cycle insertion enable register CSRECEN 16 16 1, 2 BCLK

0008 3C00h BSC SDC control register SDCCR 8 8 1, 2 BCLK

0008 3C01h BSC SDC mode register SDCMOD 8 8 1, 2 BCLK

0008 3C02h BSC SDRAM access mode register SDAMOD 8 8 1, 2 BCLK

0008 3C10h BSC SDRAM self-refresh control register SDSELF 8 8 1, 2 BCLK

0008 3C14h BSC SDRAM refresh control register SDRFCR 16 16 1, 2 BCLK

0008 3C16h BSC SDRAM auto-refresh control register SDRFEN 8 8 1, 2 BCLK

0008 3C20h BSC SDRAM initialization sequence control register SDICR 8 8 1, 2 BCLK

0008 3C24h BSC SDRAM initialization register SDIR 16 16 1, 2 BCLK

0008 3C40h BSC SDRAM address register SDADR 8 8 1, 2 BCLK

0008 3C44h BSC SDRAM timing register SDTR 32 32 1, 2 BCLK

0008 3C48h BSC SDRAM mode register SDMOD 16 16 1, 2 BCLK

0008 3C50h BSC SDRAM status register SDSR 8 8 1, 2 BCLK

0008 6400h MPU Region-0 start page number register RSPAGE0 32 32 1 ICLK MPU

0008 6404h MPU Region-0 end page number register REPAGE0 32 32 1 ICLK

0008 6408h MPU Region-1 start page number register RSPAGE1 32 32 1 ICLK

0008 640Ch MPU Region-1 end page number register REPAGE1 32 32 1 ICLK

0008 6410h MPU Region-2 start page number register RSPAGE2 32 32 1 ICLK

0008 6414h MPU Region-2 end page number register REPAGE2 32 32 1 ICLK

0008 6418h MPU Region-3 start page number register RSPAGE3 32 32 1 ICLK

0008 641Ch MPU Region-3 end page number register REPAGE3 32 32 1 ICLK

0008 6420h MPU Region-4 start page number register RSPAGE4 32 32 1 ICLK

0008 6424h MPU Region-4 end page number register REPAGE4 32 32 1 ICLK

0008 6428h MPU Region-5 start page number register RSPAGE5 32 32 1 ICLK

0008 642Ch MPU Region-5 end page number register REPAGE5 32 32 1 ICLK

0008 6430h MPU Region-6 start page number register RSPAGE6 32 32 1 ICLK

0008 6434h MPU Region-6 end page number register REPAGE6 32 32 1 ICLK

0008 6438h MPU Region-7 start page number register RSPAGE7 32 32 1 ICLK

0008 643Ch MPU Region-7 end page number register REPAGE7 32 32 1 ICLK

0008 6500h MPU Memory-protection enable register MPEN 32 32 1 ICLK

0008 6504h MPU Background access control register MPBAC 32 32 1 ICLK

0008 6508h MPU Memory-protection error status-clearing register MPECLR 32 32 1 ICLK

Table 4.1 List of I/O Registers (Address Order) (4/50)

Address
Module 
Symbol Register Name

Register 
Symbol

Number 
of Bits

Access 
Size

Number of Access States
Related 
Function ICLKPCLK  ICLK<PCLK
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0008 8036h IWDT IWDT reset control register IWDTRCR 8 8 2, 3 PCLKB 2 ICLK IWDTa

0008 8038h IWDT IWDT count stop control register IWDTCSTPR 8 8 2, 3 PCLKB 2 ICLK

0008 80C0h DA D/A data register 0 DADR0 16 16 2, 3 PCLKB 2 ICLK DAa

0008 80C2h DA D/A data register 1 DADR1 16 16 2, 3 PCLKB 2 ICLK

0008 80C4h DA D/A control register DACR 8 8 2, 3 PCLKB 2 ICLK

0008 80C5h DA DADRm format select register DADPR 8 8 2, 3 PCLKB 2 ICLK

0008 80C6h DA D/A A/D synchronous start control register DAADSCR 8 8 2, 3 PCLKB 2 ICLK

0008 8100h TPUA Timer start register TSTR 8 8 2, 3 PCLKB 2 ICLK TPUa

0008 8101h TPUA Timer synchronous register TSYR 8 8 2, 3 PCLKB 2 ICLK

0008 8108h TPU0 Noise filter control register NFCR 8 8 2, 3 PCLKB 2 ICLK

0008 8109h TPU1 Noise filter control register NFCR 8 8 2, 3 PCLKB 2 ICLK

0008 810Ah TPU2 Noise filter control register NFCR 8 8 2, 3 PCLKB 2 ICLK

0008 810Bh TPU3 Noise filter control register NFCR 8 8 2, 3 PCLKB 2 ICLK

0008 810Ch TPU4 Noise filter control register NFCR 8 8 2, 3 PCLKB 2 ICLK

0008 810Dh TPU5 Noise filter control register NFCR 8 8 2, 3 PCLKB 2 ICLK

0008 8110h TPU0 Timer control register TCR 8 8 2, 3 PCLKB 2 ICLK

0008 8111h TPU0 Timer mode register TMDR 8 8 2, 3 PCLKB 2 ICLK

0008 8112h TPU0 Timer I/O control register H TIORH 8 8 2, 3 PCLKB 2 ICLK

0008 8113h TPU0 Timer I/O control register L TIORL 8 8 2, 3 PCLKB 2 ICLK

0008 8114h TPU0 Timer interrupt enable register TIER 8 8 2, 3 PCLKB 2 ICLK

0008 8115h TPU0 Timer status register TSR 8 8 2, 3 PCLKB 2 ICLK

0008 8116h TPU0 Timer counter TCNT 16 16 2, 3 PCLKB 2 ICLK

0008 8118h TPU0 Timer general register A TGRA 16 16 2, 3 PCLKB 2 ICLK

0008 811Ah TPU0 Timer general register B TGRB 16 16 2, 3 PCLKB 2 ICLK

0008 811Ch TPU0 Timer general register C TGRC 16 16 2, 3 PCLKB 2 ICLK

0008 811Eh TPU0 Timer general register D TGRD 16 16 2, 3 PCLKB 2 ICLK

0008 8120h TPU1 Timer control register TCR 8 8 2, 3 PCLKB 2 ICLK

0008 8121h TPU1 Timer mode register TMDR 8 8 2, 3 PCLKB 2 ICLK

0008 8122h TPU1 Timer I/O control register TIOR 8 8 2, 3 PCLKB 2 ICLK

0008 8124h TPU1 Timer interrupt enable register TIER 8 8 2, 3 PCLKB 2 ICLK

0008 8125h TPU1 Timer status register TSR 8 8 2, 3 PCLKB 2 ICLK

0008 8126h TPU1 Timer counter TCNT 16 16 2, 3 PCLKB 2 ICLK

0008 8128h TPU1 Timer general register A TGRA 16 16 2, 3 PCLKB 2 ICLK

0008 812Ah TPU1 Timer general register B TGRB 16 16 2, 3 PCLKB 2 ICLK

0008 8130h TPU2 Timer control register TCR 8 8 2, 3 PCLKB 2 ICLK

0008 8131h TPU2 Timer mode register TMDR 8 8 2, 3 PCLKB 2 ICLK

0008 8132h TPU2 Timer I/O control register TIOR 8 8 2, 3 PCLKB 2 ICLK

0008 8134h TPU2 Timer interrupt enable register TIER 8 8 2, 3 PCLKB 2 ICLK

0008 8135h TPU2 Timer status register TSR 8 8 2, 3 PCLKB 2 ICLK

0008 8136h TPU2 Timer counter TCNT 16 16 2, 3 PCLKB 2 ICLK

0008 8138h TPU2 Timer general register A TGRA 16 16 2, 3 PCLKB 2 ICLK

0008 813Ah TPU2 Timer general register B TGRB 16 16 2, 3 PCLKB 2 ICLK

0008 8140h TPU3 Timer control register TCR 8 8 2, 3 PCLKB 2 ICLK

0008 8141h TPU3 Timer mode register TMDR 8 8 2, 3 PCLKB 2 ICLK

0008 8142h TPU3 Timer I/O control register H TIORH 8 8 2, 3 PCLKB 2 ICLK

0008 8143h TPU3 Timer I/O control register L TIORL 8 8 2, 3 PCLKB 2 ICLK

0008 8144h TPU3 Timer interrupt enable register TIER 8 8 2, 3 PCLKB 2 ICLK

0008 8145h TPU3 Timer status register TSR 8 8 2, 3 PCLKB 2 ICLK

0008 8146h TPU3 Timer counter TCNT 16 16 2, 3 PCLKB 2 ICLK

0008 8148h TPU3 Timer general register A TGRA 16 16 2, 3 PCLKB 2 ICLK

0008 814Ah TPU3 Timer general register B TGRB 16 16 2, 3 PCLKB 2 ICLK

Table 4.1 List of I/O Registers (Address Order) (15/50)

Address
Module 
Symbol Register Name
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Symbol

Number 
of Bits
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Function ICLKPCLK  ICLK<PCLK
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0008 814Ch TPU3 Timer general register C TGRC 16 16 2, 3 PCLKB 2 ICLK TPUa

0008 814Eh TPU3 Timer general register D TGRD 16 16 2, 3 PCLKB 2 ICLK

0008 8150h TPU4 Timer control register TCR 8 8 2, 3 PCLKB 2 ICLK

0008 8151h TPU4 Timer mode register TMDR 8 8 2, 3 PCLKB 2 ICLK

0008 8152h TPU4 Timer I/O control register TIOR 8 8 2, 3 PCLKB 2 ICLK

0008 8154h TPU4 Timer interrupt enable register TIER 8 8 2, 3 PCLKB 2 ICLK

0008 8155h TPU4 Timer status register TSR 8 8 2, 3 PCLKB 2 ICLK

0008 8156h TPU4 Timer counter TCNT 16 16 2, 3 PCLKB 2 ICLK

0008 8158h TPU4 Timer general register A TGRA 16 16 2, 3 PCLKB 2 ICLK

0008 815Ah TPU4 Timer general register B TGRB 16 16 2, 3 PCLKB 2 ICLK

0008 8160h TPU5 Timer control register TCR 8 8 2, 3 PCLKB 2 ICLK

0008 8161h TPU5 Timer mode register TMDR 8 8 2, 3 PCLKB 2 ICLK

0008 8162h TPU5 Timer I/O control register TIOR 8 8 2, 3 PCLKB 2 ICLK

0008 8164h TPU5 Timer interrupt enable register TIER 8 8 2, 3 PCLKB 2 ICLK

0008 8165h TPU5 Timer status register TSR 8 8 2, 3 PCLKB 2 ICLK

0008 8166h TPU5 Timer counter TCNT 16 16 2, 3 PCLKB 2 ICLK

0008 8168h TPU5 Timer general register A TGRA 16 16 2, 3 PCLKB 2 ICLK

0008 816Ah TPU5 Timer general register B TGRB 16 16 2, 3 PCLKB 2 ICLK

0008 8170h TPUB Timer start register TSTR 8 8 2, 3 PCLKB 2 ICLK

0008 8171h TPUB Timer synchronous register TSYR 8 8 2, 3 PCLKB 2 ICLK

0008 8178h TPU6 Noise filter control register NFCR 8 8 2, 3 PCLKB 2 ICLK

0008 8179h TPU7 Noise filter control register NFCR 8 8 2, 3 PCLKB 2 ICLK

0008 817Ah TPU8 Noise filter control register NFCR 8 8 2, 3 PCLKB 2 ICLK

0008 817Bh TPU9 Noise filter control register NFCR 8 8 2, 3 PCLKB 2 ICLK

0008 817Ch TPU10 Noise filter control register NFCR 8 8 2, 3 PCLKB 2 ICLK

0008 817Dh TPU11 Noise filter control register NFCR 8 8 2, 3 PCLKB 2 ICLK

0008 8180h TPU6 Timer control register TCR 8 8 2, 3 PCLKB 2 ICLK

0008 8181h TPU6 Timer mode register TMDR 8 8 2, 3 PCLKB 2 ICLK

0008 8182h TPU6 Timer I/O control register H TIORH 8 8 2, 3 PCLKB 2 ICLK

0008 8183h TPU6 Timer I/O control register L TIORL 8 8 2, 3 PCLKB 2 ICLK

0008 8184h TPU6 Timer interrupt enable register TIER 8 8 2, 3 PCLKB 2 ICLK

0008 8185h TPU6 Timer status register TSR 8 8 2, 3 PCLKB 2 ICLK

0008 8186h TPU6 Timer counter TCNT 16 16 2, 3 PCLKB 2 ICLK

0008 8188h TPU6 Timer general register A TGRA 16 16 2, 3 PCLKB 2 ICLK

0008 818Ah TPU6 Timer general register B TGRB 16 16 2, 3 PCLKB 2 ICLK

0008 818Ch TPU6 Timer general register C TGRC 16 16 2, 3 PCLKB 2 ICLK

0008 818Eh TPU6 Timer general register D TGRD 16 16 2, 3 PCLKB 2 ICLK

0008 8190h TPU7 Timer control register TCR 8 8 2, 3 PCLKB 2 ICLK

0008 8191h TPU7 Timer mode register TMDR 8 8 2, 3 PCLKB 2 ICLK

0008 8192h TPU7 Timer I/O control register TIOR 8 8 2, 3 PCLKB 2 ICLK

0008 8194h TPU7 Timer interrupt enable register TIER 8 8 2, 3 PCLKB 2 ICLK

0008 8195h TPU7 Timer status register TSR 8 8 2, 3 PCLKB 2 ICLK

0008 8196h TPU7 Timer counter TCNT 16 16 2, 3 PCLKB 2 ICLK

0008 8198h TPU7 Timer general register A TGRA 16 16 2, 3 PCLKB 2 ICLK

0008 819Ah TPU7 Timer general register B TGRB 16 16 2, 3 PCLKB 2 ICLK

0008 81A0h TPU8 Timer control register TCR 8 8 2, 3 PCLKB 2 ICLK

0008 81A1h TPU8 Timer mode register TMDR 8 8 2, 3 PCLKB 2 ICLK

0008 81A2h TPU8 Timer I/O control register TIOR 8 8 2, 3 PCLKB 2 ICLK

0008 81A4h TPU8 Timer interrupt enable register TIER 8 8 2, 3 PCLKB 2 ICLK

0008 81A5h TPU8 Timer status register TSR 8 8 2, 3 PCLKB 2 ICLK

0008 81A6h TPU8 Timer counter TCNT 16 16 2, 3 PCLKB 2 ICLK

Table 4.1 List of I/O Registers (Address Order) (16/50)
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000A 006Eh USB0 Pipe cycle control register PIPEPERI 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 0070h USB0 Pipe 1 control register PIPE1CTR 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 0072h USB0 Pipe 2 control register PIPE2CTR 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 0074h USB0 Pipe 3 control register PIPE3CTR 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 0076h USB0 Pipe 4 control register PIPE4CTR 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 0078h USB0 Pipe 5 control register PIPE5CTR 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

USBa

000A 007Ah USB0 Pipe 6 control register PIPE6CTR 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 007Ch USB0 Pipe 7 control register PIPE7CTR 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 007Eh USB0 Pipe 8 control register PIPE8CTR 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 0080h USB0 Pipe 9 control register PIPE9CTR 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

Table 4.1 List of I/O Registers (Address Order) (41/50)
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000A 024Eh USB1 Device state changing register DVCHGR 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 0250h USB1 USB address register USBADDR 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 0254h USB1 USB request type register USBREQ 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 0256h USB1 USB request value register USBVAL 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 0258h USB1 USB request index register USBINDX 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 025Ah USB1 USB request length register USBLENG 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

USBa

000A 025Ch USB1 DCP configuration register DCPCFG 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 025Eh USB1 DCP maximum packet size register DCPMAXP 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 0260h USB1 DCP control register DCPCTR 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 0264h USB1 Pipe window select register PIPESEL 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

Table 4.1 List of I/O Registers (Address Order) (45/50)
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000A 0268h USB1 Pipe configuration register PIPECFG 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 026Ch USB1 Pipe maximum packet size register PIPEMAXP 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 026Eh USB1 Pipe cycle control register PIPEPERI 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 0270h USB1 Pipe 1 control register PIPE1CTR 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

USBa

000A 0272h USB1 Pipe 2 control register PIPE2CTR 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 0274h USB1 Pipe 3 control register PIPE3CTR 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 0276h USB1 Pipe 4 control register PIPE4CTR 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 0278h USB1 Pipe 5 control register PIPE5CTR 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 027Ah USB1 Pipe 6 control register PIPE6CTR 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

000A 027Ch USB1 Pipe 7 control register PIPE7CTR 16 16 9 PCLKB or 
more

Rounded up 
to the nearest 

integer 
greater than 1 

+ 9/
(frequency 

ratio of ICLK/
PCLKB)*6

Table 4.1 List of I/O Registers (Address Order) (46/50)
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Note 1. When using a sub-clock, ask the manufacturer of the oscillator to evaluate its oscillation. Refer to the results of evaluation 
provided by the manufacturer for the oscillation stabilization time.

Note 2. The number of cycles n selected by the value of the SOSCWTCR.SSTS[4:0] bits determines the sub-clock oscillation 
stabilization waiting time in accord with the formula below.

The notation “max (tSUBOSC, tSUBOSCWT0)“ indicates whichever is higher of tSUBOSC and tSUBOSCWT0.
Note 3. The minimum value and maximum value of the sub-clock oscillation stabilization wait offset time (tSUBOSCWT0) is the 

references only for 100-pin or more products. For 64-pin products, consider the value of tSUBOSCWT0 to be 0.

Figure 5.3 BCLK Pin Output, SDCLK Pin Output Timing

Figure 5.4 EXTAL External Clock Input Timing

Table 5.13 Clock Timing (Sub-Clock Related)
Conditions: VCC = AVCC0 = VREFH = VCC_USB = 2.7 to 3.6 V, VREFH0 = 2.7 V to AVCC0, VBATT = 2.0 to 3.6 V (for products 

with 100 pins or more), VBATT = 2.3 to 3.6 V (for the 64-pin product), 
VSS = AVSS0 = VREFL/VREFL0 = VSS_USB = 0 V, Ta = Topr

Item Symbol Min. Typ. Max. Unit
Test 
Conditions

Sub-clock frequency fSUB — 32.768 — kHz

Sub-clock oscillator start-up time tSUBOSC — — *1 Figure 5.12

Sub-clock oscillation stabilization wait offset time*3 tSUBOSCWT0 1.8 — 2.6 s

Sub-clock oscillation stabilization wait time tSUBOSCWT — — *2 s

tSUBOSCWT

n 

fSUB
max (tSUBOSC, tSUBOSCWT0)= +

tCf
tCH

tBcyc, tSDcyc

tCr
tCL

BCLK pin output, SDCLK pin output

Test conditions: VOH = VCC × 0.7, VOL = VCC × 0.3, IOH = –1.0 mA, IOL = 1.0 mA, C = 30 pF

tEXH

tEXcyc

EXTAL external clock input VCC × 0.5

tEXL

tEXr tEXf
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Figure 5.28  SDRAM Space Multiple Read Line Stride Bus Timing

R1A18 to A0

SDCLK pin

SDCS#

AP*1

DQMn

D31 to D0

RAS#

CAS#

WE#

CKE

SDRAM command

Note 1: Address pins for output of the precharge-setting command (Precharge-sel) for SDRAM.

ACT RD RD RD RD PRA ACT RD RD RD RD PRA

tCASD

tRASD

tCSD2

t AD2  t AD2  t AD2  t AD2  t AD2  t AD2  t AD2  t AD2  t AD2  t AD2  t AD2  t AD2  t AD2  t AD2  

t AD2  t AD2  t AD2  t AD2  t AD2  t AD2  t AD2  t AD2  

t CSD2 tCSD2 t CSD2 tCSD2 tCSD2 t CSD2 t CSD2

tRASD tRASD tRASD tRASD tRASD

tCASD tCASD

tRASD tRASD

tCASD

tDQMD

tRDS2 tRDH2 tRDS2 tRDH2 tRDS2 tRDH2 tRDS2 tRDH2

(High)

Row 
Address

C0 (Column 
Address 0) C1 C2 C3 C4 C5 C6 C7

PRA 
command

PRA 
command

t WED t WED t WED t WED
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5.3.6 EXDMAC Timing

Figure 5.31  EDREQ0 and EDREQ1 Input Timing

Figure 5.32  EDACK0 and EDACK1 Single-Address Transfer Timing (for a CS Area)

Figure 5.33  EDACK0 and EDACK1 Single-Address Transfer Timing (for SDRAM)

Table 5.18 EXDMAC Timing
Conditions: VCC = AVCC0 = VREFH = VCC_USB = 2.7 to 3.6 V, VREFH0 = 2.7 V to AVCC0,

VSS = AVSS0 = VREFL/VREFL0 = VSS_USB = 0 V

ICLK = 8 to 100 MHz, PCLK = 8 to 50 MHz, BCLK pin = 8 to 100 MHz, SDCLK pin = 8 to 50 MHz, Ta = Topr

High drive output is selected by the drive capacity control register

Item Symbol Min. Max. Unit
Test 
Conditions

EXDMAC EDREQ setup time tEDRQS 20 — ns Figure 5.31

EDREQ hold time tEDRQH 5 — ns Figure 5.32 
and 
Figure 5.33

EDACK delay time tEDACD — 15 ns

BCLK pin

tEDRQS tEDRQH

EDREQ0
EDREQ1

EDACK0
EDACK1

tEDACD

BCLK pin

tEDACD

tEDACD

BCLK pin

tEDACD

EDACK0
EDACK1
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Figure 5.50 RMII Reception Timing (Normal Operation)

Figure 5.51 RMII Reception Timing (Error Occurrence)

Figure 5.52 WOL Output Timing (RMII)

DATA

SFD

CRCPreamble

Thd

Tsu

RMII_RXD1
RMII_RXD0

RMII_RX_ER

RMII_CRS_DV

REF50CK

L

ThdTsu

DATASFD xxxxPreamble

REF50CK

Tsu

RMII_RXD1
RMII_RXD0

RMII_RX_ER

RMII_CRS_DV

Thd

ET_WOL

tWOLd

REF50CK
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Figure 5.53 MII Transmission Timing (Normal Operation)

Figure 5.54 MII Transmission Timing (Conflict Occurrence)

Figure 5.55 MII Reception Timing (Normal Operation)

DATASFD CRC

tMTDd

tTENd

tCRSs tCRSh

Preamble

ET_COL

ET_CRS

ET_TX_ER

ET_ETXD[3:0]

ET_TX_EN

ET_TX_CLK

JAM

tCOLh

Preamble

ET_COL

ET_CRS

ET_TX_ER

ET_ETXD[3:0]

ET_TX_EN

ET_TX_CLK

tCOLs

DATASFD CRC

tMRDh

Preamble

ET_RX_ER

tRDVs

tMRDs

tRDVn

ET_ERXD[3:0]

ET_RX_DV

ET_RX_CLK
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5.5 A/D Conversion Characteristics

Note: The above specification values apply when there is no access to the external bus during A/D conversion. If access proceeds 
during A/D conversion, values may not fall within the above ranges.

Note 1. The conversion time includes the sampling time and the comparison time. As the test conditions, the number of sampling states 
is indicated.

Note 2. The scanning is not supported. 
Note 3. The value in parentheses indicates the sampling time.

Table 5.28 10-Bit A/D Conversion Characteristics
Conditions: VCC = AVCC0 = VREFH = VCC_USB = 2.7 to 3.6 V, VREFH0 = 2.7 V to AVCC0

VSS = AVSS0 = VREFL/VREFL0 = VSS_USB = 0 V
PCLK = 8 to 50 MHz
Ta = Topr

Item Min. Typ. Max. Unit
Test 
Conditions

Resolution — — 10 Bit

Conversion 
time*1

(Operation at 
PCLK = 50 
MHz)

With 0.1-µF 
external 
capacitor

When the capacitor is charged enough*2 3.0 (2.5)*3 — — µs Sampling 
in 125 
states

Without 0.1-µF 
external 
capacitor

Permissible signal source
impedance (max.) = 1.0 kΩ, VCC  3.0 V

1.5 (1.0)*3 — — Sampling 
in 50 
states

Permissible signal source 
impedance (max.) = 1.0 kΩ, VCC  2.7 V

3.5 (3.0)*3 — — Sampling 
in 150 
states

Permissible signal source
impedance (max.) = 5.0 kΩ, VCC  3.0 V

2.0 (1.5)*3 — — Sampling 
in 75 
states

Permissible signal source
impedance (max.) = 5.0 kΩ, VCC  2.7 V

4.0 (3.5)*3 — — Sampling 
in 175 
states

Analog input capacitance — — 6.0 pF

Offset error — ±1.5 ±3.0 LSB

Full-scale error — ±1.5 ±3.0 LSB

Quantization error — ±0.5 — LSB

Absolute accuracy — ±1.5 ±3.0 LSB

DNL differential nonlinearity error — ±0.5 ±1.0 LSB

INL integral nonlinearity error — ±1.5 ±3.0 LSB
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Figure 5.69 Flash Memory Program/Erase Suspend Timing

FCU command

FSTATR0.FRDY

Programming pulse

• Suspension during programming

FCU command

FSTATR0.FRDY

Erasure pulse

• Suspension during erasure in suspend priority mode

FCU command

FSTATR0.FRDY

Erasure pulse

• Suspension during erasure in erasure priority mode

Program Suspend

Ready Not Ready Ready

Programming

tSPD

Erase Suspend

Ready Not Ready Ready

 tSEED

Erasing

Erase Suspend Resume Suspend

Ready Not Ready Ready Not Ready

 tSESD1  tSESD2

Erasing Erasing
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Figure B 176-pin LFBGA (PLBG0176GA-A)
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Figure J 48-pin LQFP (PLQP0048KB-A)

Terminal cross section

b1

c 1

bp

c

2.

1. DIMENSIONS "*1" AND "*2"
DO NOT INCLUDE MOLD FLASH.

NOTE)

DIMENSION "*3" DOES NOT
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HD
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Previous CodeJEITA Package Code RENESAS Code

PLQP0048KB-A 48P6Q-A

MASS[Typ.]

0.2gP-LFQFP48-7x7-0.50

1.0

0.125

0.20

0.75

0.75

0.08

0.200.1450.09

0.270.220.17

MaxNomMin

Dimension in Millimeters
Symbol
Reference

7.17.06.9D

7.17.06.9E

1.4A2
9.29.08.8

9.29.08.8

1.7A

0.20.10

0.650.50.35L

x
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