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Overview
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EZ-Color Functional Overview
Cypress' EZ-Color family of devices offers the ideal control
solution for High Brightness LED applications requiring intel-
ligent dimming control. EZ-Color devices combine the power and
flexibility of PSoC (Programmable System-on-Chip™); with
Cypress' PrISM (precise illumination signal modulation)
modulation technology providing lighting designers a fully
customizable and integrated lighting solution platform.
The EZ-Color family supports up to 16 independent LED
channels with up to 32 bits of resolution per channel, enabling
lighting designers the flexibility to choose the LED array size and
color quality. PSoC Express software, with lighting specific
drivers, can significantly cut development time and simplify
implementation of fixed color points through temperature and
LED binning compensation. EZ-Color's virtually limitless analog
and digital customization allow for simple integration of features
in addition to intelligent lighting, such as Battery Charging, Image
Stabilization, and Motor Control during the development
process. These features, along with Cypress' best-in-class
quality and design support, make EZ-Color the ideal choice for
intelligent HB LED control applications.

Target Applications
■ LCD Backlight

■ Large Signs

■ General Lighting

■ Architectural Lighting

■ Camera/Cell Phone Flash

■ Flashlights

The PSoC Core
The PSoC Core is a powerful engine that supports a rich feature
set. The core includes a CPU, memory, clocks, and configurable
GPIO (General Purpose IO).
The M8C CPU core is a powerful processor with speeds up to 48
MHz, providing a four MIPS 8-bit Harvard architecture micropro-
cessor. The CPU utilizes an interrupt controller with 17 vectors,
to simplify programming of real time embedded events. Program
execution is timed and protected using the included Sleep and
Watch Dog Timers (WDT).
Memory encompasses 16K of Flash for program storage, 256
bytes of SRAM for data storage, and up to 2K of EEPROM
emulated using the Flash. Program Flash utilizes four protection
levels on blocks of 64 bytes, allowing customized software IP
protection.
The EZ-Color family incorporates flexible internal clock gener-
ators, including a 24 MHz IMO (internal main oscillator) accurate
to 2.5% over temperature and voltage. The 24 MHz IMO can also
be doubled to 48 MHz for use by the digital system. A low power
32 kHz ILO (internal low speed oscillator) is provided for the
Sleep timer and WDT. If crystal accuracy is desired, the ECO
(32.768 kHz external crystal oscillator) is available for use as a
Real Time Clock (RTC) and can optionally generate a
crystal-accurate 24 MHz system clock using a PLL. The clocks,
together with programmable clock dividers (as a System

Resource), provide the flexibility to integrate almost any timing
requirement into the EZ-Color device.
EZ-Color GPIOs provide connection to the CPU, digital and
analog resources of the device. Each pin’s drive mode may be
selected from eight options, allowing great flexibility in external
interfacing. Every pin also has the capability to generate a
system interrupt on high level, low level, and change from last
read. 

The Digital System
The Digital System is composed of 8 digital blocks. Each block
is an 8-bit resource that can be used alone or combined with
other blocks to form 8, 16, 24, and 32-bit peripherals, which are
called user module references. 

Figure 1.  Digital System Block Diagram

Digital peripheral configurations include those listed below.

■ PrISM (8 to 32 bit)

■ PWMs (8 to 32 bit)

■ PWMs with Dead band (8 to 32 bit)
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■ Timers (8 to 32 bit)

■ UART 8 bit with selectable parity (up to 2)

■ SPI slave and master (up to 2)

■ I2C slave and multi-master (1 available as a System Resource)

■ Cyclical Redundancy Checker/Generator (8 to 32 bit)

■ IrDA (up to 2)

■ Generators (8 to 32 bit)
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Additional System Resources
System Resources, some of which have been previously listed,
provide additional capability useful to complete systems.
Additional resources include a multiplier, decimator, switch mode
pump, low voltage detection, and power on reset. Statements
describing the merits of each system resource are below.

■ Digital clock dividers provide three customizable clock 
frequencies for use in applications. The clocks can be routed 
to both the digital and analog systems. Additional clocks can 
be generated using digital blocks as clock dividers.

■ Multiply accumulate (MAC) provides fast 8-bit multiplier with 
32-bit accumulate, to assist in general math and digital filters.

■ The decimator provides a custom hardware filter for digital 
signal processing applications including the creation of Delta 
Sigma ADCs.

■ The I2C module provides 100 and 400 kHz communication over 
two wires. Slave, master, and multi-master modes are all 
supported.

■ Low Voltage Detection (LVD) interrupts can signal the appli-
cation of falling voltage levels, while the advanced POR (Power 
On Reset) circuit eliminates the need for a system supervisor.

■ An internal 1.3V reference provides an absolute reference for 
the analog system, including ADCs and DACs.

■ An integrated switch mode pump (SMP) generates normal 
operating voltages from a single 1.2V battery cell, providing a 
low cost boost converter.

EZ-Color Device Characteristics
Depending on your EZ-Color device characteristics, the digital and analog systems can have 16, 8, or 4 digital blocks and 12, 6, or 4
analog blocks. The following table lists the resources available for specific EZ-Color device groups. The device covered by this data
sheet is shown in the highlighted row of the table   

Table 1.  EZ-Color Device Characteristics
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CY8CLED02 2 16 1 4 8 0 2 4 256 Bytes 4K No
CY8CLED04 4 56 1 4 48 2 2 6 1K 16K Yes
CY8CLED08 8 44 2 8 12 4 4 12 256 Bytes 16K No
CY8CLED16 16  64 4 16 12 4 4 12 2K 32K No
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Pin Information

Pinouts

48-Pin Part Pinout SSOP

LEGEND: A = Analog, I = Input, and O = Output.
* These are the ISSP pins, which are not High Z at POR (Power On Reset).

Table 2.  48-Pin Part Pinout (SSOP)

Pin 
No.

Type Pin 
Name Description Figure 4.  48-Pin Device 

Digital Analog
1 IO I P0[7] Analog column mux input.
2 IO IO P0[5] Analog column mux input and column output.
3 IO IO P0[3] Analog column mux input and column output.
4 IO I P0[1] Analog column mux input.
5 IO P2[7]
6 IO P2[5]
7 IO I P2[3] Direct switched capacitor block input.
8 IO I P2[1] Direct switched capacitor block input.
9 IO P4[7]
10 IO P4[5]
11 IO P4[3]
12 IO P4[1]
13 Power SMP Switch Mode Pump (SMP) connection to exter-

nal components required.
14 IO P3[7]
15 IO P3[5]
16 IO P3[3]
17 IO P3[1]
18 IO P5[3]
19 IO P5[1]
20 IO P1[7] I2C Serial Clock (SCL).
21 IO P1[5] I2C Serial Data (SDA).
22 IO P1[3]
23 IO P1[1] Crystal Input (XTALin), I2C Serial Clock (SCL), 

ISSP SCLK*.
24 Power Vss Ground connection.
25 IO P1[0] Crystal Output (XTALout), I2C Serial Data 

(SDA), ISSP SDATA.*
26 IO P1[2]
27 IO P1[4] Optional External Clock Input (EXTCLK). Pin 

No. Digital Analog Pin 
Name Description

28 IO P1[6] 39 IO P4[6]
29 IO P5[0] 39 IO P4[6]
30 IO P5[2] 40 IO I P2[0] Direct switched capacitor block input.
31 IO P3[0] 41 IO I P2[2] Direct switched capacitor block input.
32 IO P3[2] 42 IO P2[4] External Analog Ground (AGND).
33 IO P3[4] 43 IO P2[6] External Voltage Reference (VRef).
34 IO P3[6] 44 IO I P0[0] Analog column mux input.
35 Input XRES Active high external reset with internal pull down. 45 IO IO P0[2] Analog column mux input and column output.
36 IO P4[0] 46 IO IO P0[4] Analog column mux input and column output.
37 IO P4[2] 47 IO I P0[6] Analog column mux input.
38 IO P4[4] 48 Power Vdd Supply voltage.

SSOP

A, I, P0[7] Vdd
A, IO, P0[5] P0[6], A, I
A, IO, P0[3] P0[4], A, IO

A, I, P0[1] P0[2], A, IO
P2[7] P0[0], A, I
P2[5] P2[6], External VRef

A, I, P2[3] P2[4], External AGND
A, I, P2[1] P2[2], A, I

P4[7] P2[0], A, I
P4[5] P4[6]
P4[3] P4[4]
P4[1] P4[2]
SMP P4[0]
P3[7] XRES
P3[5] P3[6]
P3[3] P3[4]
P3[1] P3[2]
P5[3] P3[0]
P5[1] P5[2]

I2C SCL, P1[7] P5[0]
I2C SDA, P1[5] P1[6]

P1[3] P1[4], EXTCLK
I2C SCL, XTALin, P1[1] P1[2]

Vss P1[0], XTALout, I2C SDA

1
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28-Pin Part Pinout 

Table 4.  28-Pin Part Pinout (SSOP)

Pin 
No.

Type Pin 
Name Description Figure 6.  28-Pin Device 

Digital Analog
1 IO I P0[7] Analog column mux input.
2 IO IO P0[5] Analog column mux input and column output.
3 IO IO P0[3] Analog column mux input and column output.
4 IO I P0[1] Analog column mux input.
5 IO P2[7]
6 IO P2[5]
7 IO I P2[3] Direct switched capacitor block input.
8 IO I P2[1] Direct switched capacitor block input.
9 Power SMP Switch Mode Pump (SMP) connection to 

external components required.
10 IO P1[7] I2C Serial Clock (SCL).
11 IO P1[5] I2C Serial Data (SDA).
12 IO P1[3]
13 IO P1[1] Crystal Input (XTALin), I2C Serial Clock 

(SCL), ISSP-SCLK*.
14 Power Vss Ground connection.
15 IO P1[0] Crystal Output (XTALout), I2C Serial Data 

(SDA), ISSP-SDATA*.
16 IO P1[2]
17 IO P1[4] Optional External Clock Input (EXTCLK).
18 IO P1[6] 
19 Input XRES Active high external reset with internal pull 

down.
20 IO I P2[0] Direct switched capacitor block input.
21 IO I P2[2] Direct switched capacitor block input.
22 IO P2[4] External Analog Ground (AGND).
23 IO P2[6] External Voltage Reference (VRef).
24 IO I P0[0] Analog column mux input.
25 IO IO P0[2] Analog column mux input and column output.
26 IO IO P0[4] Analog column mux input and column output.
27 IO I P0[6] Analog column mux input.
28 Power Vdd Supply voltage.

LEGEND: A = Analog, I = Input, and O = Output.
* These are the ISSP pins, which are not High Z at POR (Power On Reset).

A, I, P0[7]
A, IO, P0[5]
A, IO, P0[3]

A, I, P0[1]
P2[7]
P2[5]

A, I, P2[3]
A, I,P2[1]

SMP
I2C SCL, P1[7]
I2C SDA, P1[5]
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I2CSCL, XTALin, P1[1]

Vss

Vdd
P0[6], A, I
P0[4], A, IO
P0[2], A, IO
P0[0], A, I
P2[6], External VRef
P2[4], External AGND
P2[2], A, I
P2[0], A, I
XRES
P1[6]
P1[4], EXTCLK
P1[2]
P1[0], XTALout, I2CSDA
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Register Reference
This chapter lists the registers of the CY8CLED08 EZ-Color device.

Register Conventions
The register conventions specific to this section are listed in the following table.  Register Mapping Tables

Register Mapping Tables
The device has a total register address space of 512 bytes. The register space is referred to as IO space and is divided into two banks.
The XOI bit in the Flag register (CPU_F) determines which bank the user is currently in. When the XOI bit is set the user is in Bank 1.
Note  In the following register mapping tables, blank fields are reserved and should not be accessed.
 

Convention Description
R Read register or bit(s)

W Write register or bit(s)

L Logical register or bit(s)

C Clearable register or bit(s)

# Access is bit specific
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Electrical Specifications
This section presents the DC and AC electrical specifications of
the CY8CLED08 EZ-Color device. For the most up to date
electrical specifications, confirm that you have the most recent
data sheet by going to the web at
http://www.cypress.com/ez-color.
Specifications are valid for -40oC ≤ TA ≤ 85oC and TJ ≤ 100oC,
except where noted. Specifications for devices running at greater
than 12 MHz are valid for -40oC ≤ TA ≤ 70oC and TJ ≤ 82oC.

Figure 7.  Voltage versus CPU Frequency

The following table lists the units of measure that are used in this
section. 

Absolute Maximum Ratings  

5.25

4.75

3.00

93 kHz 12 MHz 24 MHzCPU Frequency

Vdd Voltage
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Operating

Region

Table 7.  Units of Measure

Symbol Unit of Measure Symbol Unit of Measure
oC degree Celsius μW microwatts

dB decibels mA milli-ampere
fF femto farad ms milli-second
Hz hertz mV milli-volts
KB 1024 bytes nA nanoampere
Kbit 1024 bits ns nanosecond
kHz kilohertz nV nanovolts
kΩ kilohm Ω ohm

MHz megahertz pA picoampere
MΩ megaohm pF picofarad
μA microampere pp peak-to-peak
μF microfarad ppm parts per million
μH microhenry ps picosecond
μs microsecond sps samples per second
μV microvolts σ sigma: one standard deviation

μVrms microvolts 
root-mean-square

V volts

Table 8.  Absolute Maximum Ratings

Symbol Description Min Typ Max Units Notes
TSTG Storage Temperature -55 25 +100 oC Higher storage temperatures will reduce data 

retention time. Recommended storage temper-
ature is +25oC ± 25oC. Extended duration stor-
age temperatures above 65oC will degrade 
reliability.

TA Ambient Temperature with Power Applied -40 – +85 oC
Vdd Supply Voltage on Vdd Relative to Vss -0.5 – +6.0 V
VIO DC Input Voltage Vss- 0.5 – Vdd + 0.5 V

VIOZ DC Voltage Applied to Tri-state Vss - 0.5 – Vdd + 0.5 V

IMIO Maximum Current into any Port Pin -25 – +50 mA

IMAIO Maximum Current into any Port Pin Config-
ured as Analog Driver

-50 – +50 mA

ESD Electro Static Discharge Voltage 2000 – – V Human Body Model ESD.
LU Latch-up Current – – 200 mA
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DC General Purpose IO Specifications
The following table lists guaranteed maximum and minimum specifications for the voltage and temperature ranges: 4.75V to 5.25V
and -40°C ≤ TA ≤ 85°C, or 3.0V to 3.6V and -40°C ≤ TA ≤ 85°C, respectively. Typical parameters apply to 5V and 3.3V at 25°C and
are for design guidance only. 

DC Operational Amplifier Specifications
The following tables list guaranteed maximum and minimum
specifications for the voltage and temperature ranges: 4.75V to
5.25V and -40°C ≤ TA ≤ 85°C, or 3.0V to 3.6V and -40°C ≤ TA ≤
85°C, respectively. Typical parameters apply to 5V and 3.3V at
25°C and are for design guidance only.

The Operational Amplifier is a component of both the Analog
Continuous Time PSoC blocks and the Analog Switched Cap
PSoC blocks. The guaranteed specifications are measured in
the Analog Continuous Time PSoC block. Typical parameters
apply to 5V at 25°C and are for design guidance only. 

Table 11.  DC GPIO Specifications
Symbol Description Min Typ Max Units Notes

RPU Pull up Resistor 4 5.6 8 kΩ

RPD Pull down Resistor 4 5.6 8 kΩ

VOH High Output Level Vdd - 1.0 – – V IOH = 10 mA, Vdd = 4.75 to 5.25V (8 total loads, 
4 on even port pins (for example, P0[2], P1[4]), 
4 on odd port pins (for example, P0[3], P1[5])).

VOL Low Output Level – – 0.75 V IOL = 25 mA, Vdd = 4.75 to 5.25V (8 total loads, 
4 on even port pins (for example, P0[2], P1[4]), 
4 on odd port pins (for example, P0[3], P1[5])).

VIL Input Low Level – – 0.8 V Vdd = 3.0 to 5.25.

VIH Input High Level 2.1 – V Vdd = 3.0 to 5.25.

VH Input Hysterisis – 60 – mV

IIL Input Leakage (Absolute Value) – 1 – nA Gross tested to 1 μA.

CIN Capacitive Load on Pins as Input – 3.5 10 pF Package and pin dependent. Temp = 25oC.
COUT Capacitive Load on Pins as Output – 3.5 10 pF Package and pin dependent. Temp = 25oC.

Table 12.  5V DC Operational Amplifier Specifications
Symbol Description Min Typ Max Units Notes

VOSOA Input Offset Voltage (absolute value) 
Power = Low, Opamp Bias = High
Power = Medium, Opamp Bias = High
Power = High, Opamp Bias = High

– 1.6 
1.3 
1.2 

10 
8 
7.5 

mV 
mV 
mV 

–
–

TCVOSOA Average Input Offset Voltage Drift – 7.0 35.0 μV/oC
IEBOA Input Leakage Current (Port 0 Analog Pins) – 20 – pA Gross tested to 1 μA.

CINOA Input Capacitance (Port 0 Analog Pins) – 4.5 9.5 pF Package and pin dependent. Temp = 25oC. 
VCMOA Common Mode Voltage Range

Common Mode Voltage Range (high power or high 
opamp bias)

0.0 – Vdd
Vdd - 0.5

V The common-mode input voltage range is mea-
sured through an analog output buffer. The 
specification includes the limitations imposed 
by the characteristics of the analog output 
buffer.

0.5 –

CMRROA Common Mode Rejection Ratio
Power = Low
Power = Medium
Power = High

60
60
60

– – dB Specification is applicable at high power. For all 
other bias modes (except high power, high 
opamp bias), minimum is 60 dB.

GOLOA Open Loop Gain
Power = Low
Power = Medium
Power = High

60
60
80

– – dB Specification is applicable at high power. For all 
other bias modes (except high power, high 
opamp bias), minimum is 60 dB.

VOHIGHOA High Output Voltage Swing (internal signals)
Power = Low
Power = Medium
Power = High

Vdd - 0.2
Vdd - 0.2
Vdd - 0.5

–
–
–

–
–
–

V
V
V
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VOLOWOA Low Output Voltage Swing (internal signals)
Power = Low
Power = Medium
Power = High

–
–
–

–
–
–

0.2
0.2
0.5

V
V
V

ISOA Supply Current (including associated AGND buffer)
Power = Low, Opamp Bias = Low
Power = Low, Opamp Bias = High
Power = Medium, Opamp Bias = Low
Power = Medium, Opamp Bias = High
Power = High, Opamp Bias = Low
Power = High, Opamp Bias = High

–
–
–
–
–
–

150
300
600
1200
2400
4600

200
400
800
1600
3200
6400

μA
μA
μA
μA
μA
μA

PSRROA Supply Voltage Rejection Ratio 60 – – dB Vss ≤ VIN ≤ (Vdd - 2.25) or (Vdd - 1.25V) ≤ VIN 
≤ Vdd.

Table 12.  5V DC Operational Amplifier Specifications (continued)
Symbol Description Min Typ Max Units Notes

Table 13.  3.3V DC Operational Amplifier Specifications
Symbol Description Min Typ Max Units Notes

VOSOA Input Offset Voltage (absolute value)
Power = Low, Opamp Bias = High
Power = Medium, Opamp Bias = High
High Power is 5 Volts Only

–
–

1.65 
1.32 

10 
8 

mV 
mV 

TCVOSOA Average Input Offset Voltage Drift – 7.0 35.0 μV/oC

IEBOA Input Leakage Current (Port 0 Analog Pins) – 20 – pA Gross tested to 1 μA.

CINOA Input Capacitance (Port 0 Analog Pins) – 4.5 9.5 pF Package and pin dependent. Temp = 25oC.

VCMOA Common Mode Voltage Range 0.2 – Vdd - 0.2 V The common-mode input voltage range is 
measured through an analog output buffer. 
The specification includes the limitations 
imposed by the characteristics of the analog 
output buffer.

CMRROA Common Mode Rejection Ratio
Power = Low
Power = Medium
Power = High

50
50
50

– – dB Specification is applicable at high power. For 
all other bias modes (except high power, high 
opamp bias), minimum is 60 dB.

GOLOA Open Loop Gain
Power = Low
Power = Medium
Power = High

60
60
80

– – dB Specification is applicable at high power. For 
all other bias modes (except high power, high 
opamp bias), minimum is 60 dB.

VOHIGHOA High Output Voltage Swing (internal signals)
Power = Low
Power = Medium
Power = High is 5V only

Vdd - 0.2
Vdd - 0.2
Vdd - 0.2

–
–
–

–
–
–

V
V
V

VOLOWOA Low Output Voltage Swing (internal signals)
Power = Low
Power = Medium
Power = High

–
–
–

–
–
–

0.2
0.2
0.2

V
V
V

ISOA Supply Current (including associated AGND buffer)
Power = Low, Opamp Bias = Low
Power = Low, Opamp Bias = High
Power = Medium, Opamp Bias = Low
Power = Medium, Opamp Bias = High
Power = High, Opamp Bias = Low
Power = High, Opamp Bias = High

–
–
–
–
–
–

150
300
600
1200
2400
4600

200
400
800
1600
3200
6400

μA
μA
μA
μA
μA
μA

PSRROA Supply Voltage Rejection Ratio 50 80 – dB Vss ≤ VIN ≤ (Vdd - 2.25) or (Vdd - 1.25V) ≤ 
VIN ≤ Vdd.
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Figure 8.  Basic Switch Mode Pump Circuit

DC Analog Reference Specifications
The following tables list guaranteed maximum and minimum
specifications for the voltage and temperature ranges: 4.75V to
5.25V and -40°C ≤ TA ≤ 85°C, or 3.0V to 3.6V and -40°C ≤ TA ≤
85°C, respectively. Typical parameters apply to 5V and 3.3V at
25°C and are for design guidance only.
The guaranteed specifications are measured through the Analog
Continuous Time PSoC blocks. The power levels for AGND refer

to the power of the Analog Continuous Time PSoC block. The
power levels for RefHi and RefLo refer to the Analog Reference
Control register. The limits stated for AGND include the offset
error of the AGND buffer local to the Analog Continuous Time
PSoC block. Reference control power is high.

Battery

C1

D1

+
EZ-Color

Vdd

Vss

SMP
VBAT

VPUMP

L1

Table 18.  5V DC Analog Reference Specifications

Symbol Description Min Typ Max Units
BG Bandgap Voltage Reference 1.28 1.30 1.32 V
– AGND = Vdd/2a

a. AGND tolerance includes the offsets of the local buffer in the PSoC block.

Vdd/2 - 0.030 Vdd/2 Vdd/2 + 0.007 V

– AGND = 2 x BandGapa 2 x BG - 0.043 2 x BG 2 x BG + 0.024 V

– AGND = P2[4] (P2[4] = Vdd/2)a P2[4] - 0.011 P2[4] P2[4] + 0.011 V

– AGND = BandGapa BG - 0.009 BG BG + 0.009 V

– AGND = 1.6 x BandGapa 1.6 x BG - 0.018 1.6 x BG 1.6 x BG + 0.018 V

– AGND Block to Block Variation (AGND = Vdd/2)a -0.034 0.000 0.034 V

– RefHi = Vdd/2 + BandGap Vdd/2 + BG - 0.1 Vdd/2 + BG - 0.01 Vdd/2 + BG + 0.1 V

– RefHi = 3 x BandGap 3 x BG - 0.06 3 x BG - 0.01 3 x BG + 0.06 V
– RefHi = 2 x BandGap + P2[6] (P2[6] = 1.3V) 2 x BG + P2[6] - 0.06 2 x BG + P2[6] - 0.01 2 x BG + P2[6] + 0.06 V
– RefHi = P2[4] + BandGap (P2[4] = Vdd/2) P2[4] + BG - 0.06 P2[4] + BG - 0.01 P2[4] + BG + 0.06 V
– RefHi = P2[4] + P2[6] (P2[4] = Vdd/2, P2[6] = 1.3V) P2[4] + P2[6] - 0.06 P2[4] + P2[6] - 0.01 P2[4] + P2[6] + 0.06 V
– RefHi = 3.2 x BandGap 3.2 x BG - 0.06 3.2 x BG - 0.01 3.2 x BG + 0.06 V
– RefLo = Vdd/2 – BandGap Vdd/2 - BG - 0.051 Vdd/2 - BG + 0.01 Vdd/2 - BG + 0.06 V

– RefLo = BandGap BG - 0.06 BG + 0.01 BG + 0.06 V
– RefLo = 2 x BandGap - P2[6] (P2[6] = 1.3V) 2 x BG - P2[6] - 0.04 2 x BG - P2[6] + 0.01 2 x BG - P2[6] + 0.04 V
– RefLo = P2[4] – BandGap (P2[4] = Vdd/2) P2[4] - BG - 0.056 P2[4] - BG + 0.01 P2[4] - BG + 0.056 V
– RefLo = P2[4]-P2[6] (P2[4] = Vdd/2, P2[6] = 1.3V) P2[4] - P2[6] - 0.056 P2[4] - P2[6] + 0.01 P2[4] - P2[6] + 0.056 V
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DC POR and LVD Specifications
The following table lists guaranteed maximum and minimum specifications for the voltage and temperature ranges: 4.75V to 5.25V
and -40°C ≤ TA ≤ 85°C, or 3.0V to 3.6V and -40°C ≤ TA ≤ 85°C, respectively. Typical parameters apply to 5V and 3.3V at 25°C and
are for design guidance only.
Note  The bits PORLEV and VM in the table below refer to bits in the VLT_CR register. 

Table 21.  DC POR and LVD Specifications
Symbol Description Min Typ Max Units Notes

VPPOR0R

VPPOR1R

VPPOR2R

Vdd Value for PPOR Trip (positive ramp)
PORLEV[1:0] = 00b
PORLEV[1:0] = 01b
PORLEV[1:0] = 10b

–
2.91
4.39
4.55

–
V
V
V

Vdd must be greater than or equal to 2.5V 
during startup, reset from the XRES pin, or 
reset from Watchdog.

VPPOR0

VPPOR1

VPPOR2

Vdd Value for PPOR Trip (negative ramp)
PORLEV[1:0] = 00b
PORLEV[1:0] = 01b
PORLEV[1:0] = 10b

–
2.82
4.39
4.55

–
V
V
V

VPH0

VPH1

VPH2

PPOR Hysteresis
PORLEV[1:0] = 00b
PORLEV[1:0] = 01b
PORLEV[1:0] = 10b

–
–
–

92
0
0

–
–
–

mV
mV
mV

VLVD0

VLVD1

VLVD2

VLVD3

VLVD4

VLVD5

VLVD6

VLVD7

Vdd Value for LVD Trip
VM[2:0] = 000b
VM[2:0] = 001b
VM[2:0] = 010b
VM[2:0] = 011b
VM[2:0] = 100b
VM[2:0] = 101b
VM[2:0] = 110b
VM[2:0] = 111b

2.86
2.96
3.07
3.92
4.39
4.55
4.63
4.72

2.92
3.02
3.13
4.00
4.48
4.64
4.73
4.81

2.98a

3.08
3.20
4.08
4.57

4.74b

4.82
4.91

a. Always greater than 50 mV above PPOR (PORLEV = 00) for falling supply.
b. Always greater than 50 mV above PPOR (PORLEV = 10) for falling supply.

V 

V
V
V
V
V
V
V
V

VPUMP0

VPUMP1

VPUMP2

VPUMP3

VPUMP4

VPUMP5

VPUMP6

VPUMP7

Vdd Value for PUMP Trip
VM[2:0] = 000b
VM[2:0] = 001b
VM[2:0] = 010b
VM[2:0] = 011b
VM[2:0] = 100b
VM[2:0] = 101b
VM[2:0] = 110b
VM[2:0] = 111b

2.96
3.03
3.18
4.11
4.55
4.63
4.72
4.90

3.02
3.10
3.25
4.19
4.64
4.73
4.82
5.00

3.08
3.16
3.32
4.28
4.74
4.82
4.91
5.10

V
V
V
V
V
V
V
V
V
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DC Programming Specifications
The following table lists guaranteed maximum and minimum specifications for the voltage and temperature ranges: 4.75V to 5.25V
and -40°C ≤ TA ≤ 85°C, or 3.0V to 3.6V and -40°C ≤ TA ≤ 85°C, respectively. Typical parameters apply to 5V and 3.3V at 25°C and
are for design guidance only. 

Table 22.  DC Programming Specifications

Symbol Description Min Typ Max Units Notes
IDDP Supply Current During Programming or Verify – 5 25 mA

VILP Input Low Voltage During Programming or Verify – – 0.8 V

VIHP Input High Voltage During Programming or Verify 2.2 – – V

IILP Input Current when Applying Vilp to P1[0] or P1[1] During 
Programming or Verify

– – 0.2 mA Driving internal pull-down resistor.

IIHP Input Current when Applying Vihp to P1[0] or P1[1] During 
Programming or Verify

– – 1.5 mA Driving internal pull-down resistor.

VOLV Output Low Voltage During Programming or Verify – – Vss + 0.75 V

VOHV Output High Voltage During Programming or Verify Vdd - 1.0 – Vdd V

FlashENPB Flash Endurance (per block) 50,000 – – – Erase/write cycles per block.

FlashENT Flash Endurance (total)a

a. A maximum of 36 x 50,000 block endurance cycles is allowed. This may be balanced between operations on 36x1 blocks of 50,000 maximum cycles each, 36x2 blocks 
of 25,000 maximum cycles each, or 36x4 blocks of 12,500 maximum cycles each (to limit the total number of cycles to 36x50,000 and that no single block ever sees 
more than 50,000 cycles).
For the full industrial range, the user must employ a temperature sensor user module (FlashTemp) and feed the result to the temperature argument before writing. Refer 
to the Flash APIs Application Note AN2015 at http://www.cypress.com under Application Notes for more information.

1,800,000 – – – Erase/write cycles.

FlashDR Flash Data Retention 10 – – Years
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Figure 10.  PLL Lock for Low Gain Setting Timing Diagram

Figure 11.  External Crystal Oscillator Startup Timing Diagram

Figure 12.  24 MHz Period Jitter (IMO) Timing Diagram

Figure 13.  32 kHz Period Jitter (ECO) Timing Diagram

AC General Purpose IO Specifications
The following table lists guaranteed maximum and minimum specifications for the voltage and temperature ranges: 4.75V to 5.25V
and -40°C ≤ TA ≤ 85°C, or 3.0V to 3.6V and -40°C ≤ TA ≤ 85°C, respectively. Typical parameters apply to 5V and 3.3V at 25°C and
are for design guidance only. 

24 MHz

FPLL

PLL 
Enable

TPLLSLEWLOW

PLL 
Gain 1

32 kHz

F32K2

32K 
Select

TOS

Jitter24M1

F24M

Jitter32k

F32K2

Table 24.  AC GPIO Specifications
Symbol Description Min Typ Max Units Notes

FGPIO GPIO Operating Frequency 0 – 12 MHz Normal Strong Mode

TRiseF Rise Time, Normal Strong Mode, Cload = 50 pF 3 – 18 ns Vdd = 4.5 to 5.25V, 10% - 90%
TFallF Fall Time, Normal Strong Mode, Cload = 50 pF 2 – 18 ns Vdd = 4.5 to 5.25V, 10% - 90%
TRiseS Rise Time, Slow Strong Mode, Cload = 50 pF 10 27 – ns Vdd = 3 to 5.25V, 10% - 90%
TFallS Fall Time, Slow Strong Mode, Cload = 50 pF 10 22 – ns Vdd = 3 to 5.25V, 10% - 90%
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When bypassed by a capacitor on P2[4], the noise of the analog ground signal distributed to each block is reduced by a factor of up
to 5 (14 dB). This is at frequencies above the corner frequency defined by the on-chip 8.1k resistance and the external capacitor.

Figure 15.  Typical AGND Noise with P2[4] Bypass

Table 26.  3.3V AC Operational Amplifier Specifications
Symbol Description Min Typ Max Units Notes

TROA Rising Settling Time from 80% of ΔV to 0.1% of ΔV (10 pF 
load, Unity Gain)
Power = Low, Opamp Bias = Low
Power = Low, Opamp Bias = High

–
–

–
–

3.92
0.72

μs
μs

TSOA Falling Settling Time from 20% of ΔV to 0.1% of ΔV (10 pF 
load, Unity Gain)
Power = Low, Opamp Bias = Low
Power = Medium, Opamp Bias = High

–
–

–
–

5.41
0.72

μs
μs

SRROA Rising Slew Rate (20% to 80%)(10 pF load, Unity Gain)
Power = Low, Opamp Bias = Low
Power = Medium, Opamp Bias = High

0.31
2.7

–
–

–
–

V/μs
V/μs

SRFOA Falling Slew Rate (20% to 80%)(10 pF load, Unity Gain)
Power = Low, Opamp Bias = Low
Power = Medium, Opamp Bias = High

0.24
1.8

–
–

–
–

V/μs
V/μs

BWOA Gain Bandwidth Product 
Power = Low, Opamp Bias = Low
Power = Medium, Opamp Bias = High

0.67
2.8

–
–

–
–

MHz
MHz

ENOA Noise at 1 kHz (Power = Medium, Opamp Bias = High) – 100 – nV/rt-Hz

100

1000

10000

0.001 0.01 0.1 1 10 100Freq (kHz)

dBV/rtHz

0
0.01
0.1
1.0
10
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AC External Clock Specifications
The following tables list guaranteed maximum and minimum specifications for the voltage and temperature ranges: 4.75V to 5.25V
and -40°C ≤ TA ≤ 85°C, or 3.0V to 3.6V and -40°C ≤ TA ≤ 85°C, respectively. Typical parameters apply to 5V and 3.3V at 25°C and
are for design guidance only. 

AC Programming Specifications
The following table lists guaranteed maximum and minimum specifications for the voltage and temperature ranges: 4.75V to 5.25V
and -40°C ≤ TA ≤ 85°C, or 3.0V to 3.6V and -40°C ≤ TA ≤ 85°C, respectively. Typical parameters apply to 5V and 3.3V at 25°C and
are for design guidance only.  

Table 31.  5V AC External Clock Specifications
Symbol Description Min Typ Max Units Notes

FOSCEXT Frequency 0.093 – 24.6 MHz

– High Period 20.6 – 5300 ns

– Low Period 20.6 – – ns

– Power Up IMO to Switch 150 – – μs

Table 32.  3.3V AC External Clock Specifications
Symbol Description Min Typ Max Units Notes

FOSCEXT Frequency with CPU Clock divide by 1a 0.093 – 12.3 MHz

FOSCEXT Frequency with CPU Clock divide by 2 or greaterb 0.186 – 24.6 MHz

– High Period with CPU Clock divide by 1 41.7 – 5300 ns

– Low Period with CPU Clock divide by 1 41.7 – – ns

– Power Up IMO to Switch 150 – – μs

a. Maximum CPU frequency is 12 MHz at 3.3V. With the CPU clock divider set to 1, the external clock must adhere to the maximum frequency and duty cycle requirements.
b. If the frequency of the external clock is greater than 12 MHz, the CPU clock divider must be set to 2 or greater. In this case, the CPU clock divider will ensure that the fifty per-

cent duty cycle requirement is met.

Table 33.  AC Programming Specifications

Symbol Description Min Typ Max Units Notes
TRSCLK Rise Time of SCLK 1 – 20 ns

TFSCLK Fall Time of SCLK 1 – 20 ns

TSSCLK Data Set up Time to Falling Edge of SCLK 40 – – ns

THSCLK Data Hold Time from Falling Edge of SCLK 40 – – ns

FSCLK Frequency of SCLK 0 – 8 MHz

TERASEB Flash Erase Time (Block) – 10 – ms

TWRITE Flash Block Write Time – 10 – ms

TDSCLK Data Out Delay from Falling Edge of SCLK – – 45 ns Vdd > 3.6

TDSCLK3 Data Out Delay from Falling Edge of SCLK – – 50 ns 3.0 ≤ Vdd ≤ 3.6
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AC I2C Specifications
The following table lists guaranteed maximum and minimum specifications for the voltage and temperature ranges: 4.75V to 5.25V
and -40°C ≤ TA ≤ 85°C, or 3.0V to 3.6V and -40°C ≤ TA ≤ 85°C, respectively. Typical parameters apply to 5V and 3.3V at 25°C and
are for design guidance only.  

Figure 17.  Definition for Timing for Fast/Standard Mode on the I2C Bus 

Table 34.  AC Characteristics of the I2C SDA and SCL Pins

Symbol Description
Standard Mode Fast Mode

Units NotesMin Max Min Max
FSCLI2C SCL Clock Frequency 0 100 0 400 kHz

THDSTAI2C Hold Time (repeated) START Condition. After this period, the 
first clock pulse is generated.

4.0 – 0.6 – μs

TLOWI2C LOW Period of the SCL Clock 4.7 – 1.3 – μs

THIGHI2C HIGH Period of the SCL Clock 4.0 – 0.6 – μs

TSUSTAI2C Set-up Time for a Repeated START Condition 4.7 – 0.6 – μs

THDDATI2C Data Hold Time 0 – 0 – μs

TSUDATI2C Data Set-up Time 250 – 100a

a. A Fast-Mode I2C-bus device can be used in a Standard-Mode I2C-bus system, but the requirement tSU;DAT ≥ 250 ns must then be met. This will automatically be the case if 
the device does not stretch the LOW period of the SCL signal. If such device does stretch the LOW period of the SCL signal, it must output the next data bit to the SDA line 
trmax + tSU;DAT = 1000 + 250 = 1250 ns (according to the Standard-Mode I2C-bus specification) before the SCL line is released.

– ns

TSUSTOI2C Set-up Time for STOP Condition 4.0 – 0.6 – μs

TBUFI2C Bus Free Time Between a STOP and START Condition 4.7 – 1.3 – μs

TSPI2C Pulse Width of spikes are suppressed by the input filter. – – 0 50 ns

SDA

SCL

S Sr SP

TBUFI2C

TSPI2C
THDSTAI2C

TSUSTOI2CTSUSTAI2C

TLOWI2C

THIGHI2CTHDDATI2CTHDSTAI2C

TSUDATI2C
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Figure 19.  48-Lead (7x7 mm) QFN

001-12919 *A
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