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Table 5. Power mode transition operating behaviors

Symbol Description Min. Max. Unit Notes

tPOR After a POR event, amount of time from the point VDD
reaches 1.71 V to execution of the first instruction
across the operating temperature range of the chip.

• VDD slew rate ≥ 5.7 kV/s

• VDD slew rate < 5.7 kV/s

 

 

—

—

 

 

300

1.7 V / (VDD
slew rate)

μs

1

• VLLS1 → RUN
— 130 μs

• VLLS2 → RUN
— 92 μs

• VLLS3 → RUN
— 92 μs

• LLS → RUN
— 5.9 μs

• VLPS → RUN
— 5.0 μs

• STOP → RUN
— 5.0 μs

1. Normal boot (FTFL_OPT[LPBOOT]=1)

5.2.5 Power consumption operating behaviors
Table 6. Power consumption operating behaviors

Symbol Description Min. Typ. Max. Unit Notes

IDDA Analog supply current — — See note mA 1

IDD_RUN Run mode current — all peripheral clocks
disabled, code executing from flash

• @ 1.8V

• @ 3.0V

—

—

37

38

63

64

mA

mA

2

IDD_RUN Run mode current — all peripheral clocks
enabled, code executing from flash

• @ 1.8V

• @ 3.0V

• @ 25°C

• @ 125°C

—

—

—

46

47

58

77

63

79

mA

mA

mA

3, 4

IDD_WAIT Wait mode high frequency current at 3.0 V — all
peripheral clocks disabled

— 20 — mA 2

IDD_WAIT Wait mode reduced frequency current at 3.0 V —
all peripheral clocks disabled

— 9 — mA 5

IDD_VLPR Very-low-power run mode current at 3.0 V — all
peripheral clocks disabled

— 1.12 — mA 6

Table continues on the next page...
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Table 6. Power consumption operating behaviors (continued)

Symbol Description Min. Typ. Max. Unit Notes

IDD_VBAT Average current when CPU is not accessing RTC
registers

• @ 1.8V

• @ –40 to 25°C

• @ 70°C

• @ 105°C

• @ 3.0V

• @ –40 to 25°C

• @ 70°C

• @ 105°C

 

 

 

—

—

—

 

—

—

—

 

 

 

0.57

0.90

2.4

 

0.67

1.0

2.7

 

 

 

0.67

1.2

3.5

 

0.94

1.4

3.9

 

 

 

μA

μA

μA

 

μA

μA

μA

10

1. The analog supply current is the sum of the active or disabled current for each of the analog modules on the device. See
each module's specification for its supply current.

2. 100MHz core and system clock, 50MHz bus and FlexBus clock, and 25MHz flash clock . MCG configured for FEI mode.
All peripheral clocks disabled.

3. 100MHz core and system clock, 50MHz bus and FlexBus clock, and 25MHz flash clock. MCG configured for FEI mode. All
peripheral clocks enabled.

4. Max values are measured with CPU executing DSP instructions.
5. 25MHz core and system clock, 25MHz bus clock, and 12.5MHz FlexBus and flash clock. MCG configured for FEI mode.
6. 4 MHz core, system, FlexBus, and bus clock and 1MHz flash clock. MCG configured for BLPE mode. All peripheral clocks

disabled. Code executing from flash.
7. 4 MHz core, system, FlexBus, and bus clock and 1MHz flash clock. MCG configured for BLPE mode. All peripheral clocks

enabled but peripherals are not in active operation. Code executing from flash.
8. 4 MHz core, system, FlexBus, and bus clock and 1MHz flash clock. MCG configured for BLPE mode. All peripheral clocks

disabled.
9. Data reflects devices with 128 KB of RAM.
10. Includes 32kHz oscillator current and RTC operation.

5.2.5.1 Diagram: Typical IDD_RUN operating behavior

The following data was measured under these conditions:

• MCG in FBE mode for 50 MHz and lower frequencies. MCG in FEE mode at greater
than 50 MHz frequencies.

• USB regulator disabled
• No GPIOs toggled
• Code execution from flash with cache enabled
• For the ALLOFF curve, all peripheral clocks are disabled except FTFL

General
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Table 13. JTAG limited voltage range electricals (continued)

Symbol Description Min. Max. Unit

J3 TCLK clock pulse width

• Boundary Scan

• JTAG and CJTAG

• Serial Wire Debug

 

50

20

10

 

—

—

—

 

ns

ns

ns

J4 TCLK rise and fall times — 3 ns

J5 Boundary scan input data setup time to TCLK rise 20 — ns

J6 Boundary scan input data hold time after TCLK rise 0 — ns

J7 TCLK low to boundary scan output data valid — 25 ns

J8 TCLK low to boundary scan output high-Z — 25 ns

J9 TMS, TDI input data setup time to TCLK rise 8 — ns

J10 TMS, TDI input data hold time after TCLK rise 1 — ns

J11 TCLK low to TDO data valid — 17 ns

J12 TCLK low to TDO high-Z — 17 ns

J13 TRST assert time 100 — ns

J14 TRST setup time (negation) to TCLK high 8 — ns

Table 14. JTAG full voltage range electricals

Symbol Description Min. Max. Unit

Operating voltage 1.71 3.6 V

J1 TCLK frequency of operation

• Boundary Scan

• JTAG and CJTAG

• Serial Wire Debug

 

0

0

0

 

10

20

40

MHz

J2 TCLK cycle period 1/J1 — ns

J3 TCLK clock pulse width

• Boundary Scan

• JTAG and CJTAG

• Serial Wire Debug

 

50

25

12.5

 

—

—

—

 

ns

ns

ns

J4 TCLK rise and fall times — 3 ns

J5 Boundary scan input data setup time to TCLK rise 20 — ns

J6 Boundary scan input data hold time after TCLK rise 0 — ns

J7 TCLK low to boundary scan output data valid — 25 ns

J8 TCLK low to boundary scan output high-Z — 25 ns

J9 TMS, TDI input data setup time to TCLK rise 8 — ns

J10 TMS, TDI input data hold time after TCLK rise 1.4 — ns

J11 TCLK low to TDO data valid — 22.1 ns

J12 TCLK low to TDO high-Z — 22.1 ns

Table continues on the next page...

Peripheral operating requirements and behaviors

K52 Sub-Family Data Sheet, Rev. 3, 6/2013.

Freescale Semiconductor, Inc. 25



6.3.2.1 Oscillator DC electrical specifications
Table 16. Oscillator DC electrical specifications

Symbol Description Min. Typ. Max. Unit Notes

VDD Supply voltage 1.71 — 3.6 V

IDDOSC Supply current — low-power mode (HGO=0)

• 32 kHz

• 4 MHz

• 8 MHz (RANGE=01)

• 16 MHz

• 24 MHz

• 32 MHz

 

—

—

—

—

—

—

 

500

200

300

950

1.2

1.5

 

—

—

—

—

—

—

 

nA

μA

μA

μA

mA

mA

1

IDDOSC Supply current — high gain mode (HGO=1)

• 32 kHz

• 4 MHz

• 8 MHz (RANGE=01)

• 16 MHz

• 24 MHz

• 32 MHz

 

—

—

—

—

—

—

 

25

400

500

2.5

3

4

 

—

—

—

—

—

—

 

μA

μA

μA

mA

mA

mA

1

Cx EXTAL load capacitance — — — 2, 3

Cy XTAL load capacitance — — — 2, 3

RF Feedback resistor — low-frequency, low-power
mode (HGO=0)

— — — MΩ 2, 4

Feedback resistor — low-frequency, high-gain
mode (HGO=1)

— 10 — MΩ

Feedback resistor — high-frequency, low-power
mode (HGO=0)

— — — MΩ

Feedback resistor — high-frequency, high-gain
mode (HGO=1)

— 1 — MΩ

RS Series resistor — low-frequency, low-power
mode (HGO=0)

— — — kΩ

Series resistor — low-frequency, high-gain mode
(HGO=1)

— 200 — kΩ

Series resistor — high-frequency, low-power
mode (HGO=0)

— — — kΩ

Series resistor — high-frequency, high-gain
mode (HGO=1)

 

 

—

 

 

0

 

 

—

 

 

kΩ

Table continues on the next page...
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4. Crystal startup time is defined as the time between the oscillator being enabled and the OSCINIT bit in the MCG_S register
being set.

NOTE
The 32 kHz oscillator works in low power mode by default and
cannot be moved into high power/gain mode.

6.3.3 32 kHz oscillator electrical characteristics

This section describes the module electrical characteristics.

6.3.3.1 32 kHz oscillator DC electrical specifications
Table 18. 32kHz oscillator DC electrical specifications

Symbol Description Min. Typ. Max. Unit

VBAT Supply voltage 1.71 — 3.6 V

RF Internal feedback resistor — 100 — MΩ

Cpara Parasitical capacitance of EXTAL32 and XTAL32 — 5 7 pF

Vpp
1 Peak-to-peak amplitude of oscillation — 0.6 — V

1. When a crystal is being used with the 32 kHz oscillator, the EXTAL32 and XTAL32 pins should only be connected to
required oscillator components and must not be connected to any other devices.

6.3.3.2 32 kHz oscillator frequency specifications
Table 19. 32 kHz oscillator frequency specifications

Symbol Description Min. Typ. Max. Unit Notes

fosc_lo Oscillator crystal — 32.768 — kHz

tstart Crystal start-up time — 1000 — ms 1

fec_extal32 Externally provided input clock frequency — 32.768 — kHz 2

vec_extal32 Externally provided input clock amplitude 700 — VBAT mV 2, 3

1. Proper PC board layout procedures must be followed to achieve specifications.
2. This specification is for an externally supplied clock driven to EXTAL32 and does not apply to any other clock input. The

oscillator remains enabled and XTAL32 must be left unconnected.
3. The parameter specified is a peak-to-peak value and VIH and VIL specifications do not apply. The voltage of the applied

clock must be within the range of VSS to VBAT.

6.4 Memories and memory interfaces

Peripheral operating requirements and behaviors
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6.4.1 Flash electrical specifications

This section describes the electrical characteristics of the flash memory module.

6.4.1.1 Flash timing specifications — program and erase

The following specifications represent the amount of time the internal charge pumps are
active and do not include command overhead.

Table 20. NVM program/erase timing specifications

Symbol Description Min. Typ. Max. Unit Notes

thvpgm4 Longword Program high-voltage time — 7.5 18 μs

thversscr Sector Erase high-voltage time — 13 113 ms 1

thversblk256k Erase Block high-voltage time for 256 KB — 104 904 ms 1

1. Maximum time based on expectations at cycling end-of-life.

6.4.1.2 Flash timing specifications — commands
Table 21. Flash command timing specifications

Symbol Description Min. Typ. Max. Unit Notes

 

trd1blk256k

Read 1s Block execution time

• 256 KB program/data flash

 

—

 

—

 

1.7

 

ms

trd1sec2k Read 1s Section execution time (flash sector) — — 60 μs 1

tpgmchk Program Check execution time — — 45 μs 1

trdrsrc Read Resource execution time — — 30 μs 1

tpgm4 Program Longword execution time — 65 145 μs

 

tersblk256k

Erase Flash Block execution time

• 256 KB program/data flash

 

—

 

122

 

985

 

ms

2

tersscr Erase Flash Sector execution time — 14 114 ms 2

 

tpgmsec512

tpgmsec1k

tpgmsec2k

Program Section execution time

• 512 bytes flash

• 1 KB flash

• 2 KB flash

 

—

—

—

 

2.4

4.7

9.3

 

—

—

—

 

ms

ms

ms

trd1all Read 1s All Blocks execution time — — 1.8 ms

trdonce Read Once execution time — — 25 μs 1

tpgmonce Program Once execution time — 65 — μs

tersall Erase All Blocks execution time — 250 2000 ms 2

tvfykey Verify Backdoor Access Key execution time — — 30 μs 1

Table continues on the next page...
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6.6.1 ADC electrical specifications

The 16-bit accuracy specifications listed in Table 27 and Table 28 are achievable on the
differential pins ADCx_DP0, ADCx_DM0, ADCx_DP1, ADCx_DM1, ADCx_DP3, and
ADCx_DM3.

The ADCx_DP2 and ADCx_DM2 ADC inputs are connected to the PGA outputs and are
not direct device pins. Accuracy specifications for these pins are defined in Table 29 and
Table 30.

All other ADC channels meet the 13-bit differential/12-bit single-ended accuracy
specifications.

6.6.1.1 16-bit ADC operating conditions
Table 27. 16-bit ADC operating conditions

Symbol Description Conditions Min. Typ.1 Max. Unit Notes

VDDA Supply voltage Absolute 1.71 — 3.6 V

ΔVDDA Supply voltage Delta to VDD (VDD – VDDA) -100 0 +100 mV 2

ΔVSSA Ground voltage Delta to VSS (VSS – VSSA) -100 0 +100 mV 2

VREFH ADC reference
voltage high

1.13 VDDA VDDA V

VREFL ADC reference
voltage low

VSSA VSSA VSSA V

VADIN Input voltage • 16-bit differential mode

• All other modes

VREFL

VREFL

—

—

31/32 *
VREFH

VREFH

V

CADIN Input capacitance • 16-bit mode

• 8-bit / 10-bit / 12-bit
modes

—

—

8

4

10

5

pF

RADIN Input resistance — 2 5 kΩ

RAS Analog source
resistance

13-bit / 12-bit modes

fADCK < 4 MHz

  

—

 

—

 

 

5

 

  

kΩ

3

fADCK ADC conversion
clock frequency

≤ 13-bit mode 1.0 — 18.0 MHz 4

fADCK ADC conversion
clock frequency

16-bit mode 2.0 — 12.0 MHz 4

Crate ADC conversion
rate

≤ 13-bit modes

No ADC hardware averaging

Continuous conversions
enabled, subsequent
conversion time

 

20.000

 

—

 

818.330

 

Ksps

5

Table continues on the next page...
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Table 27. 16-bit ADC operating conditions (continued)

Symbol Description Conditions Min. Typ.1 Max. Unit Notes

Crate ADC conversion
rate

16-bit mode

No ADC hardware averaging

Continuous conversions
enabled, subsequent
conversion time

 

37.037

 

—

 

461.467

 

Ksps

5

1. Typical values assume VDDA = 3.0 V, Temp = 25 °C, fADCK = 1.0 MHz, unless otherwise stated. Typical values are for
reference only, and are not tested in production.

2. DC potential difference.
3. This resistance is external to MCU. To achieve the best results, the analog source resistance must be kept as low as

possible. The results in this data sheet were derived from a system that had < 8 Ω analog source resistance. The RAS/CAS
time constant should be kept to < 1 ns.

4. To use the maximum ADC conversion clock frequency, CFG2[ADHSC] must be set and CFG1[ADLPC] must be clear.
5. For guidelines and examples of conversion rate calculation, download the ADC calculator tool.

RAS

VAS
CAS

ZAS

VADIN

ZADIN

RADIN

RADIN

RADIN

RADIN

CADIN

Pad 
leakage
due to
input 
protection

INPUT PININPUT PIN

INPUT PIN

INPUT PIN

SIMPLIFIED
INPUT PIN EQUIVALENT

CIRCUIT
SIMPLIFIED

CHANNEL SELECT
CIRCUIT ADC SAR

ENGINE

Figure 12. ADC input impedance equivalency diagram

6.6.1.2 16-bit ADC electrical characteristics
Table 28. 16-bit ADC characteristics (VREFH = VDDA, VREFL = VSSA)

Symbol Description Conditions1. Min. Typ.2 Max. Unit Notes

IDDA_ADC Supply current 0.215 — 1.7 mA 3

Table continues on the next page...
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Figure 15. Typical hysteresis vs. Vin level (VDD=3.3V, PMODE=0)
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Figure 18. Offset at half scale vs. temperature

6.6.4 Op-amp electrical specifications

Table 34. Op-amp electrical specifications

Symbol Description Min. Typ. Max. Unit

VDD Operating voltage 1.71 — 3.6 V

ISUPPLY Supply current (IOUT=0mA, CL=0), low-power mode — 92 195 μA

ISUPPLY Supply current (IOUT=0mA, CL=0), high-speed mode — 465 865 μA

VOS Input offset voltage — ±3 ±10 mV

αVOS Input offset voltage temperature coefficient — 10 — μV/C

IOS Typical input offset current across the following temp
range (0–50°C)

— ±500 — pA

IOS Typical input offset current across the following temp
range (-40–105°C)

— 4 — nA

Table continues on the next page...
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Table 38. TRIAMP limited range operating behaviors

Symbol Description Min. Typ. Max. Unit Notes

VOS Input offset voltage — ±3 ±5 mV

αVOS Input offset voltage temperature coefficient — 4.8 — μV/C

IOS Input offset current — ±300 ±600 pA

IBIAS Input bias current — ±300 ±600 pA

ROUT Output AC impedance — — 1500 Ω @ 100kHz,
High speed
mode

|XIN| AC input impedance (fIN=100kHz) — 159 — kΩ

CMRR Input common mode rejection ratio — 70 — dB

PSRR Power supply rejection ratio — 70 — dB

SR Slew rate (ΔVIN=500mV) — Low-power mode 0.1 — — V/μs

SR Slew rate (ΔVIN=500mV) — High speed mode 1.5 3.5 — V/μs

GBW Unity gain bandwidth — Low-power mode 50pF 0.15 — — MHz

GBW Unity gain bandwidth — High speed mode 50pF 1 — — MHz

AV DC open-loop voltage gain 80 — — dB

GM Gain margin — 20 — dB

PM Phase margin 60 69 — deg

6.6.7 Voltage reference electrical specifications

Table 39. VREF full-range operating requirements

Symbol Description Min. Max. Unit Notes

VDDA Supply voltage 1.71 3.6 V

TA Temperature Operating temperature
range of the device

°C

CL Output load capacitance 100 nF 1, 2

1. CL must be connected to VREF_OUT if the VREF_OUT functionality is being used for either an internal or external
reference.

2. The load capacitance should not exceed +/-25% of the nominal specified CL value over the operating temperature range of
the device.

Table 40. VREF full-range operating behaviors

Symbol Description Min. Typ. Max. Unit Notes

Vout Voltage reference output with factory trim at
nominal VDDA and temperature=25C

1.1915 1.195 1.1977 V

Vout Voltage reference output — factory trim 1.1584 — 1.2376 V

Vout Voltage reference output — user trim 1.193 — 1.197 V

Vstep Voltage reference trim step — 0.5 — mV

Table continues on the next page...
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6.8.5 DSPI switching specifications (limited voltage range)

The DMA Serial Peripheral Interface (DSPI) provides a synchronous serial bus with
master and slave operations. Many of the transfer attributes are programmable. The tables
below provide DSPI timing characteristics for classic SPI timing modes. Refer to the
DSPI chapter of the Reference Manual for information on the modified transfer formats
used for communicating with slower peripheral devices.

Table 47. Master mode DSPI timing (limited voltage range)

Num Description Min. Max. Unit Notes

Operating voltage 2.7 3.6 V

Frequency of operation — 25 MHz

DS1 DSPI_SCK output cycle time 2 x tBUS — ns

DS2 DSPI_SCK output high/low time (tSCK/2) − 2 (tSCK/2) + 2 ns

DS3 DSPI_PCSn valid to DSPI_SCK delay (tBUS x 2) −
2

— ns 1

DS4 DSPI_SCK to DSPI_PCSn invalid delay (tBUS x 2) −
2

— ns 2

DS5 DSPI_SCK to DSPI_SOUT valid — 8 ns

DS6 DSPI_SCK to DSPI_SOUT invalid 0 — ns

DS7 DSPI_SIN to DSPI_SCK input setup 14 — ns

DS8 DSPI_SCK to DSPI_SIN input hold 0 — ns

1. The delay is programmable in SPIx_CTARn[PSSCK] and SPIx_CTARn[CSSCK].
2. The delay is programmable in SPIx_CTARn[PASC] and SPIx_CTARn[ASC].

DS3 DS4DS1DS2

DS7
DS8

First data Last data
DS5

First data Data Last data

DS6

Data

DSPI_PCSn

DSPI_SCK 

(CPOL=0)

DSPI_SIN

DSPI_SOUT

Figure 21. DSPI classic SPI timing — master mode

Table 48. Slave mode DSPI timing (limited voltage range)

Num Description Min. Max. Unit

Operating voltage 2.7 3.6 V

Frequency of operation 12.5 MHz

DS9 DSPI_SCK input cycle time 4 x tBUS — ns

Table continues on the next page...
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Table 48. Slave mode DSPI timing (limited voltage range) (continued)

Num Description Min. Max. Unit

DS10 DSPI_SCK input high/low time (tSCK/2) − 2 (tSCK/2) + 2 ns

DS11 DSPI_SCK to DSPI_SOUT valid — 20 ns

DS12 DSPI_SCK to DSPI_SOUT invalid 0 — ns

DS13 DSPI_SIN to DSPI_SCK input setup 2 — ns

DS14 DSPI_SCK to DSPI_SIN input hold 7 — ns

DS15 DSPI_SS active to DSPI_SOUT driven — 14 ns

DS16 DSPI_SS inactive to DSPI_SOUT not driven — 14 ns

First data Last data

First data Data Last data

Data

DS15

DS10 DS9

DS16DS11DS12

DS14DS13

DSPI_SS

DSPI_SCK 

(CPOL=0)

DSPI_SOUT

DSPI_SIN

Figure 22. DSPI classic SPI timing — slave mode

6.8.6 DSPI switching specifications (full voltage range)

The DMA Serial Peripheral Interface (DSPI) provides a synchronous serial bus with
master and slave operations. Many of the transfer attributes are programmable. The tables
below provides DSPI timing characteristics for classic SPI timing modes. Refer to the
DSPI chapter of the Reference Manual for information on the modified transfer formats
used for communicating with slower peripheral devices.

Table 49. Master mode DSPI timing (full voltage range)

Num Description Min. Max. Unit Notes

Operating voltage 1.71 3.6 V 1

Frequency of operation — 12.5 MHz

DS1 DSPI_SCK output cycle time 4 x tBUS — ns

DS2 DSPI_SCK output high/low time (tSCK/2) - 4 (tSCK/2) + 4 ns

DS3 DSPI_PCSn valid to DSPI_SCK delay (tBUS x 2) −
4

— ns 2

Table continues on the next page...
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Table 53. I2S/SAI master mode timing in Normal Run, Wait and Stop modes (limited voltage
range) (continued)

Num. Characteristic Min. Max. Unit

S6 I2S_TX_BCLK/I2S_RX_BCLK to I2S_TX_FS/
I2S_RX_FS output invalid

0 — ns

S7 I2S_TX_BCLK to I2S_TXD valid — 15 ns

S8 I2S_TX_BCLK to I2S_TXD invalid 0 — ns

S9 I2S_RXD/I2S_RX_FS input setup before
I2S_RX_BCLK

15 — ns

S10 I2S_RXD/I2S_RX_FS input hold after I2S_RX_BCLK 0 — ns

S1 S2 S2

S3

S4

S4

S5

S9

S7

S9 S10

S7

S8

S6

S10

S8

I2S_MCLK (output)

I2S_TX_BCLK/ 
I2S_RX_BCLK (output)

I2S_TX_FS/ 
I2S_RX_FS (output)

I2S_TX_FS/ 
I2S_RX_FS (input)

I2S_TXD

I2S_RXD

Figure 27. I2S/SAI timing — master modes

Table 54. I2S/SAI slave mode timing in Normal Run, Wait and Stop modes
(limited voltage range)

Num. Characteristic Min. Max. Unit

Operating voltage 2.7 3.6 V

S11 I2S_TX_BCLK/I2S_RX_BCLK cycle time (input) 80 — ns

S12 I2S_TX_BCLK/I2S_RX_BCLK pulse width high/low
(input)

45% 55% MCLK period

S13 I2S_TX_FS/I2S_RX_FS input setup before
I2S_TX_BCLK/I2S_RX_BCLK

4.5 — ns

S14 I2S_TX_FS/I2S_RX_FS input hold after
I2S_TX_BCLK/I2S_RX_BCLK

2 — ns

S15 I2S_TX_BCLK to I2S_TXD/I2S_TX_FS output valid

• Multiple SAI Synchronous mode

• All other modes

—

—

21

15

ns

Table continues on the next page...
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Table 57. I2S/SAI master mode timing in VLPR, VLPW, and VLPS modes (full voltage range)
(continued)

Num. Characteristic Min. Max. Unit

S8 I2S_TX_BCLK to I2S_TXD invalid 0 — ns

S9 I2S_RXD/I2S_RX_FS input setup before
I2S_RX_BCLK

45 — ns

S10 I2S_RXD/I2S_RX_FS input hold after I2S_RX_BCLK 0 — ns

S1 S2 S2

S3

S4

S4

S5

S9

S7

S9 S10

S7

S8

S6

S10

S8

I2S_MCLK (output)

I2S_TX_BCLK/ 
I2S_RX_BCLK (output)

I2S_TX_FS/ 
I2S_RX_FS (output)

I2S_TX_FS/ 
I2S_RX_FS (input)

I2S_TXD

I2S_RXD

Figure 31. I2S/SAI timing — master modes

Table 58. I2S/SAI slave mode timing in VLPR, VLPW, and VLPS modes (full
voltage range)

Num. Characteristic Min. Max. Unit

Operating voltage 1.71 3.6 V

S11 I2S_TX_BCLK/I2S_RX_BCLK cycle time (input) 250 — ns

S12 I2S_TX_BCLK/I2S_RX_BCLK pulse width high/low
(input)

45% 55% MCLK period

S13 I2S_TX_FS/I2S_RX_FS input setup before
I2S_TX_BCLK/I2S_RX_BCLK

30 — ns

S14 I2S_TX_FS/I2S_RX_FS input hold after
I2S_TX_BCLK/I2S_RX_BCLK

3 — ns

S15 I2S_TX_BCLK to I2S_TXD/I2S_TX_FS output valid — 63 ns

S16 I2S_TX_BCLK to I2S_TXD/I2S_TX_FS output invalid 0 — ns

S17 I2S_RXD setup before I2S_RX_BCLK 30 — ns

S18 I2S_RXD hold after I2S_RX_BCLK 2 — ns

S19 I2S_TX_FS input assertion to I2S_TXD output valid1 — 72 ns

1. Applies to first bit in each frame and only if the TCR4[FSE] bit is clear
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8.1 K52 signal multiplexing and pin assignments

The following table shows the signals available on each pin and the locations of these
pins on the devices supported by this document. The Port Control Module is responsible
for selecting which ALT functionality is available on each pin.

144
LQFP

144
MAP
BGA

Pin Name Default ALT0 ALT1 ALT2 ALT3 ALT4 ALT5 ALT6 ALT7 EzPort

— C10 NC NC NC

— B10 NC NC NC

— A10 NC NC NC

1 D3 PTE0 ADC1_SE4a ADC1_SE4a PTE0 SPI1_PCS1 UART1_TX SDHC0_D1 I2C1_SDA RTC_CLKOUT

2 D2 PTE1/
LLWU_P0

ADC1_SE5a ADC1_SE5a PTE1/
LLWU_P0

SPI1_SOUT UART1_RX SDHC0_D0 I2C1_SCL SPI1_SIN

3 D1 PTE2/
LLWU_P1

ADC1_SE6a ADC1_SE6a PTE2/
LLWU_P1

SPI1_SCK UART1_CTS_
b

SDHC0_DCLK

4 E4 PTE3 ADC1_SE7a ADC1_SE7a PTE3 SPI1_SIN UART1_RTS_
b

SDHC0_CMD SPI1_SOUT

5 E5 VDD VDD VDD

6 F6 VSS VSS VSS

7 E3 PTE4/
LLWU_P2

DISABLED PTE4/
LLWU_P2

SPI1_PCS0 UART3_TX SDHC0_D3

8 E2 PTE5 DISABLED PTE5 SPI1_PCS2 UART3_RX SDHC0_D2

9 E1 PTE6 DISABLED PTE6 SPI1_PCS3 UART3_CTS_
b

I2S0_MCLK USB_SOF_
OUT

10 F4 PTE7 DISABLED PTE7 UART3_RTS_
b

I2S0_RXD0

11 F3 PTE8 DISABLED PTE8 I2S0_RXD1 UART5_TX I2S0_RX_FS

12 F2 PTE9 DISABLED PTE9 I2S0_TXD1 UART5_RX I2S0_RX_
BCLK

13 F1 PTE10 DISABLED PTE10 UART5_CTS_
b

I2S0_TXD0

14 G4 PTE11 DISABLED PTE11 UART5_RTS_
b

I2S0_TX_FS

15 G3 PTE12 DISABLED PTE12 I2S0_TX_
BCLK

16 E6 VDD VDD VDD

17 F7 VSS VSS VSS

18 H3 VSS VSS VSS

19 H1 USB0_DP USB0_DP USB0_DP

20 H2 USB0_DM USB0_DM USB0_DM

21 G1 VOUT33 VOUT33 VOUT33

22 G2 VREGIN VREGIN VREGIN

23 J1 ADC0_DP1/
OP0_DP0

ADC0_DP1/
OP0_DP0

ADC0_DP1/
OP0_DP0

Pinout
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144
LQFP

144
MAP
BGA

Pin Name Default ALT0 ALT1 ALT2 ALT3 ALT4 ALT5 ALT6 ALT7 EzPort

24 J2 ADC0_DM1/
OP0_DM0

ADC0_DM1/
OP0_DM0

ADC0_DM1/
OP0_DM0

25 K1 ADC1_DP1/
OP1_DP0/
OP1_DM1

ADC1_DP1/
OP1_DP0/
OP1_DM1

ADC1_DP1/
OP1_DP0/
OP1_DM1

26 K2 ADC1_DM1/
OP1_DM0

ADC1_DM1/
OP1_DM0

ADC1_DM1/
OP1_DM0

27 L1 PGA0_DP/
ADC0_DP0/
ADC1_DP3

PGA0_DP/
ADC0_DP0/
ADC1_DP3

PGA0_DP/
ADC0_DP0/
ADC1_DP3

28 L2 PGA0_DM/
ADC0_DM0/
ADC1_DM3

PGA0_DM/
ADC0_DM0/
ADC1_DM3

PGA0_DM/
ADC0_DM0/
ADC1_DM3

29 M1 PGA1_DP/
ADC1_DP0/
ADC0_DP3

PGA1_DP/
ADC1_DP0/
ADC0_DP3

PGA1_DP/
ADC1_DP0/
ADC0_DP3

30 M2 PGA1_DM/
ADC1_DM0/
ADC0_DM3

PGA1_DM/
ADC1_DM0/
ADC0_DM3

PGA1_DM/
ADC1_DM0/
ADC0_DM3

31 H5 VDDA VDDA VDDA

32 G5 VREFH VREFH VREFH

33 G6 VREFL VREFL VREFL

34 H6 VSSA VSSA VSSA

35 K3 ADC1_SE16/
OP1_OUT/
CMP2_IN2/
ADC0_SE22/
OP0_DP2/
OP1_DP2

ADC1_SE16/
OP1_OUT/
CMP2_IN2/
ADC0_SE22/
OP0_DP2/
OP1_DP2

ADC1_SE16/
OP1_OUT/
CMP2_IN2/
ADC0_SE22/
OP0_DP2/
OP1_DP2

36 J3 ADC0_SE16/
OP0_OUT/
CMP1_IN2/
ADC0_SE21/
OP0_DP1/
OP1_DP1

ADC0_SE16/
OP0_OUT/
CMP1_IN2/
ADC0_SE21/
OP0_DP1/
OP1_DP1

ADC0_SE16/
OP0_OUT/
CMP1_IN2/
ADC0_SE21/
OP0_DP1/
OP1_DP1

37 M3 VREF_OUT/
CMP1_IN5/
CMP0_IN5/
ADC1_SE18

VREF_OUT/
CMP1_IN5/
CMP0_IN5/
ADC1_SE18

VREF_OUT/
CMP1_IN5/
CMP0_IN5/
ADC1_SE18

38 L3 TRI0_OUT/
OP1_DM2

TRI0_OUT/
OP1_DM2

TRI0_OUT/
OP1_DM2

39 L4 TRI0_DM TRI0_DM TRI0_DM

40 M4 TRI0_DP TRI0_DP TRI0_DP

41 L5 TRI1_DM TRI1_DM TRI1_DM

42 M5 TRI1_DP TRI1_DP TRI1_DP

43 K5 TRI1_OUT/
CMP2_IN5/
ADC1_SE22

TRI1_OUT/
CMP2_IN5/
ADC1_SE22

TRI1_OUT/
CMP2_IN5/
ADC1_SE22
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144
LQFP

144
MAP
BGA

Pin Name Default ALT0 ALT1 ALT2 ALT3 ALT4 ALT5 ALT6 ALT7 EzPort

66 L10 PTA14 DISABLED PTA14 SPI0_PCS0 UART0_TX RMII0_CRS_
DV/
MII0_RXDV

I2S0_RX_
BCLK

I2S0_TXD1

67 L11 PTA15 DISABLED PTA15 SPI0_SCK UART0_RX RMII0_TXEN/
MII0_TXEN

I2S0_RXD0

68 K10 PTA16 DISABLED PTA16 SPI0_SOUT UART0_CTS_
b/
UART0_COL_
b

RMII0_TXD0/
MII0_TXD0

I2S0_RX_FS I2S0_RXD1

69 K11 PTA17 ADC1_SE17 ADC1_SE17 PTA17 SPI0_SIN UART0_RTS_
b

RMII0_TXD1/
MII0_TXD1

I2S0_MCLK

70 E8 VDD VDD VDD

71 G8 VSS VSS VSS

72 M12 PTA18 EXTAL0 EXTAL0 PTA18 FTM0_FLT2 FTM_CLKIN0

73 M11 PTA19 XTAL0 XTAL0 PTA19 FTM1_FLT0 FTM_CLKIN1 LPTMR0_
ALT1

74 L12 RESET_b RESET_b RESET_b

75 K12 PTA24 DISABLED PTA24 MII0_TXD2 FB_A29

76 J12 PTA25 DISABLED PTA25 MII0_TXCLK FB_A28

77 J11 PTA26 DISABLED PTA26 MII0_TXD3 FB_A27

78 J10 PTA27 DISABLED PTA27 MII0_CRS FB_A26

79 H12 PTA28 DISABLED PTA28 MII0_TXER FB_A25

80 H11 PTA29 DISABLED PTA29 MII0_COL FB_A24

81 H10 PTB0/
LLWU_P5

ADC0_SE8/
ADC1_SE8/
TSI0_CH0

ADC0_SE8/
ADC1_SE8/
TSI0_CH0

PTB0/
LLWU_P5

I2C0_SCL FTM1_CH0 RMII0_MDIO/
MII0_MDIO

FTM1_QD_
PHA

82 H9 PTB1 ADC0_SE9/
ADC1_SE9/
TSI0_CH6

ADC0_SE9/
ADC1_SE9/
TSI0_CH6

PTB1 I2C0_SDA FTM1_CH1 RMII0_MDC/
MII0_MDC

FTM1_QD_
PHB

83 G12 PTB2 ADC0_SE12/
TSI0_CH7

ADC0_SE12/
TSI0_CH7

PTB2 I2C0_SCL UART0_RTS_
b

ENET0_1588_
TMR0

FTM0_FLT3

84 G11 PTB3 ADC0_SE13/
TSI0_CH8

ADC0_SE13/
TSI0_CH8

PTB3 I2C0_SDA UART0_CTS_
b/
UART0_COL_
b

ENET0_1588_
TMR1

FTM0_FLT0

85 G10 PTB4 ADC1_SE10 ADC1_SE10 PTB4 ENET0_1588_
TMR2

FTM1_FLT0

86 G9 PTB5 ADC1_SE11 ADC1_SE11 PTB5 ENET0_1588_
TMR3

FTM2_FLT0

87 F12 PTB6 ADC1_SE12 ADC1_SE12 PTB6 FB_AD23

88 F11 PTB7 ADC1_SE13 ADC1_SE13 PTB7 FB_AD22

89 F10 PTB8 DISABLED PTB8 UART3_RTS_
b

FB_AD21

90 F9 PTB9 DISABLED PTB9 SPI1_PCS1 UART3_CTS_
b

FB_AD20

91 E12 PTB10 ADC1_SE14 ADC1_SE14 PTB10 SPI1_PCS0 UART3_RX FB_AD19 FTM0_FLT1
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144
LQFP

144
MAP
BGA

Pin Name Default ALT0 ALT1 ALT2 ALT3 ALT4 ALT5 ALT6 ALT7 EzPort

92 E11 PTB11 ADC1_SE15 ADC1_SE15 PTB11 SPI1_SCK UART3_TX FB_AD18 FTM0_FLT2

93 H7 VSS VSS VSS

94 F5 VDD VDD VDD

95 E10 PTB16 TSI0_CH9 TSI0_CH9 PTB16 SPI1_SOUT UART0_RX FB_AD17 EWM_IN

96 E9 PTB17 TSI0_CH10 TSI0_CH10 PTB17 SPI1_SIN UART0_TX FB_AD16 EWM_OUT_b

97 D12 PTB18 TSI0_CH11 TSI0_CH11 PTB18 FTM2_CH0 I2S0_TX_
BCLK

FB_AD15 FTM2_QD_
PHA

98 D11 PTB19 TSI0_CH12 TSI0_CH12 PTB19 FTM2_CH1 I2S0_TX_FS FB_OE_b FTM2_QD_
PHB

99 D10 PTB20 DISABLED PTB20 SPI2_PCS0 FB_AD31 CMP0_OUT

100 D9 PTB21 DISABLED PTB21 SPI2_SCK FB_AD30 CMP1_OUT

101 C12 PTB22 DISABLED PTB22 SPI2_SOUT FB_AD29 CMP2_OUT

102 C11 PTB23 DISABLED PTB23 SPI2_SIN SPI0_PCS5 FB_AD28

103 B12 PTC0 ADC0_SE14/
TSI0_CH13

ADC0_SE14/
TSI0_CH13

PTC0 SPI0_PCS4 PDB0_EXTRG FB_AD14 I2S0_TXD1

104 B11 PTC1/
LLWU_P6

ADC0_SE15/
TSI0_CH14

ADC0_SE15/
TSI0_CH14

PTC1/
LLWU_P6

SPI0_PCS3 UART1_RTS_
b

FTM0_CH0 FB_AD13 I2S0_TXD0

105 A12 PTC2 ADC0_SE4b/
CMP1_IN0/
TSI0_CH15

ADC0_SE4b/
CMP1_IN0/
TSI0_CH15

PTC2 SPI0_PCS2 UART1_CTS_
b

FTM0_CH1 FB_AD12 I2S0_TX_FS

106 A11 PTC3/
LLWU_P7

CMP1_IN1 CMP1_IN1 PTC3/
LLWU_P7

SPI0_PCS1 UART1_RX FTM0_CH2 CLKOUT I2S0_TX_
BCLK

107 H8 VSS VSS VSS

108 — VDD VDD VDD

109 A9 PTC4/
LLWU_P8

DISABLED PTC4/
LLWU_P8

SPI0_PCS0 UART1_TX FTM0_CH3 FB_AD11 CMP1_OUT

110 D8 PTC5/
LLWU_P9

DISABLED PTC5/
LLWU_P9

SPI0_SCK LPTMR0_
ALT2

I2S0_RXD0 FB_AD10 CMP0_OUT

111 C8 PTC6/
LLWU_P10

CMP0_IN0 CMP0_IN0 PTC6/
LLWU_P10

SPI0_SOUT PDB0_EXTRG I2S0_RX_
BCLK

FB_AD9 I2S0_MCLK

112 B8 PTC7 CMP0_IN1 CMP0_IN1 PTC7 SPI0_SIN USB_SOF_
OUT

I2S0_RX_FS FB_AD8

113 A8 PTC8 ADC1_SE4b/
CMP0_IN2

ADC1_SE4b/
CMP0_IN2

PTC8 I2S0_MCLK FB_AD7

114 D7 PTC9 ADC1_SE5b/
CMP0_IN3

ADC1_SE5b/
CMP0_IN3

PTC9 I2S0_RX_
BCLK

FB_AD6 FTM2_FLT0

115 C7 PTC10 ADC1_SE6b ADC1_SE6b PTC10 I2C1_SCL I2S0_RX_FS FB_AD5

116 B7 PTC11/
LLWU_P11

ADC1_SE7b ADC1_SE7b PTC11/
LLWU_P11

I2C1_SDA I2S0_RXD1 FB_RW_b

117 A7 PTC12 DISABLED PTC12 UART4_RTS_
b

FB_AD27

118 D6 PTC13 DISABLED PTC13 UART4_CTS_
b

FB_AD26

119 C6 PTC14 DISABLED PTC14 UART4_RX FB_AD25

120 B6 PTC15 DISABLED PTC15 UART4_TX FB_AD24
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