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IGLOOe DC and Switching Characteristics
• JTAG supply, PLL power supplies, and charge pump VPUMP supply have no influence on I/O
behavior.

PLL Behavior at Brownout Condition
Microsemi recommends using monotonic power supplies or voltage regulators to ensure proper powerup
behavior. Power ramp-up should be monotonic at least until VCC and VCCPLX exceed brownout
activation levels. The VCC activation level is specified as 1.1 V worst-case (see Figure 2-1 and Figure 2-
2 on page 2-5 for more details).

When PLL power supply voltage and/or VCC levels drop below the VCC brownout levels (0.75 V ±
0.25 V), the PLL output lock signal goes low and/or the output clock is lost. Refer to the
"Power-Up/-Down Behavior of Low Power Flash Devices" chapter of the IGLOOe FPGA Fabric User’s
Guide for information on clock and lock recovery.

Internal Power-Up Activation Sequence
1. Core

2. Input buffers 

Output buffers, after 200 ns delay from input buffer activation.

Figure 2-1 • V5 – I/O State as a Function of VCCI and VCC Voltage Levels

Region 1: I/O buffers are OFF

Region 2: I/O buffers are ON.
I/Os are functional (except differential inputs) 
but slower because VCCI / VCC are below 
specification. For the same reason, input 
buffers do not meet VIH / VIL levels, and 
output buffers do not meet VOH / VOL levels.

Min VCCI datasheet specification
voltage at a selected I/O

standard; i.e., 1.425 V or 1.7 V
or 2.3 V or 3.0 V 

VCC

VCC = 1.425 V

Region 1: I/O Buffers are OFF

Activation trip point:
Va = 0.85 V ± 0.25 V

Deactivation trip point:
Vd = 0.75 V ± 0.25 V

Activation trip point:
Va = 0.9 V ± 0.3 V

Deactivation trip point:
Vd = 0.8 V ± 0.3 V

VCC = 1.575 V

Region 5: I/O buffers are ON 
and power supplies are within 
specification.
I/Os meet the entire datasheet 
and timer specifications for 
speed, VIH / VIL, VOH / VOL, 
etc. 

Region 4: I/O 
buffers are ON.

I/Os are functional
(except differential

 but slower because VCCI
is below specification. For the 

same reason, input buffers do not 
meet VIH / VIL levels, and output

buffers do not meet VOH / VOL levels.    

Region 4: I/O 
buffers are ON.

I/Os are functional
(except differential inputs) 

where VT can be from 0.58 V to 0.9 V (typically 0.75 V)

VCCI

Region 3: I/O buffers are ON.
I/Os are functional; I/O DC 
specifications are met, 
but I/Os are slower because 
the VCC is below specification.

VCC = VCCI + VT
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IGLOOe DC and Switching Characteristics
Table 2-12 • Quiescent Supply Current (IDD) Characteristics, No Flash*Freeze Mode1

Core Voltage AGLE600 AGLE3000 Units

ICCA Current2

Typical (25°C) 1.2 V 28 89 µA

1.5 V 82 320 µA

ICCI or IJTAG Current3

VCCI/VJTAG = 1.2 V (per bank)
Typical (25°C)

1.2 V  1.7 1.7 µA

VCCI/VJTAG = 1.5 V (per bank)
Typical (25°C)

1.2 V / 1.5 V 1.8 1.8 µA

VCCI/VJTAG = 1.8 V (per bank)
Typical (25°C)

1.2 V / 1.5 V 1.9 1.9 µA

VCCI/VJTAG = 2.5 V (per bank)
Typical (25°C)

1.2 V / 1.5 V 2.2 2.2 µA

VCCI/VJTAG= 3.3 V (per bank)
Typical (25°C)

1.2 V / 1.5 V 2.5 2.5 µA

Notes:

1. IDD = NBANKS × ICCI + ICCA. JTAG counts as one bank when powered.
2. Includes VCC and VPUMP and VCCPLL currents.

3. Values do not include I/O static contribution (PDC6 and PDC7).
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IGLOOe DC and Switching Characteristics
Table 2-14 • Summary of I/O Output Buffer Power (per pin) – Default I/O Software Settings1

CLOAD
(pF)

VCCI
(V)

Static Power
PDC7 (mW)2

Dynamic Power
PAC10 (µW/MHz)3

Single-Ended

3.3 V LVTTL/LVCMOS 5  3.3 – 148.00

3.3 V LVCMOS Wide Range 4 5 3.3 – 148.00

2.5 V LVCMOS 5  2.5 – 83.23

1.8 V LVCMOS 5  1.8 – 54.58

1.5 V LVCMOS (JESD8-11) 5  1.5 – 37.05

1.2 V LVCMOS (JESD8-11) 5 1.2 – 17.94

1.2 V LVCMOS (JESD8-11) – Wide
Range

17.94

3.3 V PCI  10  3.3 – 204.61

3.3 V PCI-X  10  3.3 – 204.61

Voltage-Referenced

3.3 V GTL  10  3.3 – 24.08

2.5 V GTL  10  2.5 – 13.52

3.3 V GTL+  10  3.3 – 24.10

2.5 V GTL+  10  2.5 – 13.54

HSTL (I)  20  1.5 7.08 26.22

HSTL (II)  20  1.5 13.88 27.18

SSTL2 (I)  30  2.5 16.69 105.56

SSTL2 (II)  30  2.5 25.91 116.60

SSTL3 (I)  30  3.3 26.02 114.67

SSTL3 (II)  30  3.3 42.21 131.69

Differential

LVDS  –  2.5 7.70 89.62

LVPECL  –  3.3 19.42 167.86

Notes:

1. Dynamic power consumption is given for standard load and software default drive strength and output slew.
2. PDC7 is the static power (where applicable) measured on VCCI.

3. PAC10 is the total dynamic power measured on VCCI.

4. All LVCMOS 3.3 V software macros support LVCMOS 3.3 V wide range as specified in the JESD8b specification.
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IGLOOe Low Power Flash FPGAs
HSTL (II) 15 mA5 15 mA5 High  –0.3  VREF – 0.1  VREF + 0.1 3.6  0.4 VCCI – 0.4  15  15 

SSTL2 (I) 15 mA 15 mA High  –0.3  VREF – 0.2  VREF + 0.2 3.6  0.54  VCCI – 0.62 15 15

SSTL2 (II) 18 mA 18 mA High  –0.3  VREF – 0.2  VREF + 0.2 3.6  0.35  VCCI – 0.43 18 18

SSTL3 (I) 14 mA 14 mA High  –0.3  VREF – 0.2  VREF + 0.2  3.6  0.7 VCCI – 1.1 14 14

SSTL3 (II) 21 mA 21 mA High  –0.3  VREF – 0.2  VREF + 0.2  3.6  0.5 VCCI – 0.9 21 21

Table 2-21 • Summary of Maximum and Minimum DC Input and Output Levels  (continued)
Applicable to Commercial and Industrial Conditions

I/O 
Standard

Drive 
Strength

Equivalent 
Software 
Default 
Drive 

Strength2
Slew 
Rate

VIL VIH VOL VOH IOL1 IOH1

Min.
V

Max.
V

Min.
V

Max.
V

Max.
V

Min.
V mA mA

Notes:

1. Currents are measured at 85°C junction temperature. 
2. The minimum drive strength for any LVCMOS 1.2 V or LVCMOS 3.3 V software configuration when run in wide range is

±100 µA. Drive strength displayed in the software is supported for normal range only. For a detailed I/V curve, refer to the
IBIS models.

3. All LVCMOS 3.3 V software macros support LVCMOS 3.3 V wide range as specified in the JESD8-12 specification.

4. All LVCMOS 1.2 V software macros support LVCMOS 1.2 V wide range as specified in the JESD8-12 specification.

5. Output drive strength is below JEDEC specification.

6. Output Slew Rates can be extracted from IBIS Models, http://www.microsemi.com/soc/download/ibis/default.aspx.
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IGLOOe DC and Switching Characteristics
Table 2-24 • I/O AC Parameter Definitions

Parameter Definition

tDP Data to Pad delay through the Output Buffer

tPY Pad to Data delay through the Input Buffer with Schmitt trigger disabled

tDOUT Data to Output Buffer delay through the I/O interface

tEOUT Enable to Output Buffer Tristate Control delay through the I/O interface

tDIN Input Buffer to Data delay through the I/O interface

tPYS Pad to Data delay through the Input Buffer with Schmitt trigger enabled

tHZ Enable to Pad delay through the Output Buffer—HIGH to Z 

tZH Enable to Pad delay through the Output Buffer—Z to HIGH

tLZ Enable to Pad delay through the Output Buffer—LOW to Z

tZL Enable to Pad delay through the Output Buffer—Z to LOW

tZHS Enable to Pad delay through the Output Buffer with delayed enable—Z to HIGH

tZLS Enable to Pad delay through the Output Buffer with delayed enable—Z to LOW
2-24 Revision 13



IGLOOe Low Power Flash FPGAs
Table 2-25 • Summary of I/O Timing Characteristics—Software Default Settings
Std. Speed Grade, Commercial-Case Conditions: TJ = 70°C, Worst-Case VCC = 1.425 V,
Worst-Case VCCI (per standard)
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3.3 V LVTTL /
3.3 V LVCMOS 

12 12  High 5 – 0.97 2.12 0.18 1.08 1.34 0.66 2.17 1.69 2.71 3.08 5.76 5.28  ns 

3.3 V LVCMOS
Wide Range1, 2

100 µA 12 High 5 – 0.97 2.96 0.18 1.42 1.84 0.66 2.98 2.28 3.86 4.36 6.58 5.87 ns

2.5 V LVCMOS  12 12 High 5 – .097 2.15 0.18 1.31 1.41 0.66 2.20 1.85 2.78 2.98 5.80 5.45  ns 

1.8 V LVCMOS  12 12  High 5 – 0.97 2.37 0.18 1.27 1.59 0.66 2.42 2.03 3.07 3.57 6.02 5.62  ns 

1.5 V LVCMOS  12 12  High 5 – 0.97 2.69 0.18 1.47 1.77 0.66 2.75 2.30 3.24 3.67 6.35 5.89  ns 

3.3 V PCI  Per 
PCI 
spec

–  High  10  25 3 0.97 2.38 0.18 0.96 1.42 0.66 2.43 1.80 2.72 3.08 6.03 5.39  ns 

3.3 V PCI-X  Per 
PCI-X 
spec 

–  High  10  25 3 0.97 2.38 0.19 0.92 1.34 0.66 2.43 1.80 2.72 3.08 6.03 5.39  ns 

3.3 V GTL  204 –  High  10  25 0.97 1.78 0.19 2.35 – 0.66 1.80 1.78 – – 5.39 5.38  ns 

2.5 V GTL  204 –  High  10  25 0.97 1.85 0.19 1.98 – 0.66 1.89 1.82 – – 5.49 5.42  ns 

3.3 V GTL+  35 –  High  10  25 0.97 1.80 0.19 1.32 – 0.66 1.84 1.77 – – 5.44 5.36  ns 

2.5 V GTL+  33 –  High  10  25 0.97 1.92 0.19 1.26 – 0.66 1.96 1.80 – – 5.56 5.40  ns 

HSTL (I)  8 –  High  20  50 0.97 2.67 0.18 1.72 – 0.66 2.72 2.67 – – 6.32 6.26  ns 

HSTL (II)  15 –  High  20  25 0.97 2.55 0.18 1.72 – 0.66 2.60 2.34 – – 6.20 5.93  ns 

SSTL2 (I)  15 –  High  30  50 0.97 1.86 0.19 1.12 – 0.66 1.90 1.68 – – 5.50 5.28  ns 

SSTL2 (II)  18 –  High  30  25 0.97 1.89 0.19 1.12 – 0.66 1.93 1.62 – – 5.53 5.22  ns 

SSTL3 (I)  14 –  High  30  50 0.97 2.00 0.19 1.06 – 0.66 2.04 1.67 – – 5.64 5.27  ns 

SSTL3 (II) 21 –  High  30  25 0.97 1.81 0.19 1.06 – 0.66 1.85 1.55 – – 5.45 5.14  ns 

LVDS  24 –  High  –  – 0.97 1.73 0.19 1.62 – – – – – – – –  ns 

LVPECL  24 –  High  –  – 0.97 1.65 0.18 1.42 – – – – – – – –  ns 

Notes:

1. The minimum drive strength for any LVCMOS 1.2 V or LVCMOS 3.3 V software configuration when run in wide range is
±100 µA. Drive strength displayed in the software is supported for normal range only. For a detailed I/V curve, refer to the
IBIS models.

2. All LVCMOS 3.3 V software macros support LVCMOS 3.3 V wide range as specified in the JESD8-B specification.

3. Resistance is used to measure I/O propagation delays as defined in PCI Specifications. See Figure 2-12 on page 2-49 for
connectivity. This resistor is not required during normal operation.

4. Output drive strength is below JEDEC specification.

5. For specific junction temperature and voltage supply levels, refer to Table 2-6 on page 2-6 for derating values.
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IGLOOe Low Power Flash FPGAs
HSTL Class II
High-Speed Transceiver Logic is a general-purpose high-speed 1.5 V bus standard (EIA/JESD8-6).
IGLOOe devices support Class II. This provides a differential amplifier input buffer and a push-pull output
buffer.

Timing Characteristics

1.5 V DC Core Voltage

1.2 V DC Core Voltage

Table 2-93 • Minimum and Maximum DC Input and Output Levels

HSTL 
Class II VIL VIH VOL VOH IOL IOH IOSH IOSL IIL1 IIH2

Drive 
Strength

Min.
V

Max.
V

Min.
V

Max.
V

Max.
V

Min.
V mA mA

Max.
mA3

Max.
mA3 µA4 µA4

15 mA5  –0.3  VREF – 0.1  VREF + 0.1  3.6  0.4  VCCI – 0.4  15  15 66 55  10  10 

Notes:

1. IIL is the input leakage current per I/O pin over recommended operating conditions where –0.3 V < VIN < VIL.
2. IIH is the input leakage current per I/O pin over recommended operating conditions VIH < VIN < VCCI. Input current is

larger when operating outside recommended ranges.

3. Currents are measured at high temperature (100°C junction temperature) and maximum voltage.

4. Currents are measured at 85°C junction temperature.

5. Output drive strength is below JEDEC specification.

Figure 2-18 • AC Loading

Table 2-94 • AC Waveforms, Measuring Points, and Capacitive Loads

Input Low (V) Input High (V) Measuring Point* (V) VREF (typ.) (V) VTT (typ.) (V) CLOAD (pF)

VREF – 0.1 VREF + 0.1 0.75 0.75 0.75 20

Note: *Measuring point = Vtrip. See Table 2-23 on page 2-23 for a complete table of trip points.

Test Point

20 pF

25

HSTL
Class II

VTT

Table 2-95 • HSTL Class II – Applies to 1.5 V DC Core Voltage
Commercial-Case Conditions: TJ = 70°C, Worst-Case VCC = 1.425 V, 
Worst-Case VCCI = 1.4 V VREF = 0.75 V

Speed Grade tDOUT tDP tDIN tPY tEOUT tZL tZH tLZ tHZ tZLS tZHS Units

Std. 0.98 2.62 0.19 1.77 0.67 2.66 2.40 6.29 6.03 ns

Note: For specific junction temperature and voltage supply levels, refer to Table 2-6 on page 2-6 for derating values.

Table 2-96 • HSTL Class II – Applies to 1.2 V DC Core Voltage
Commercial-Case Conditions: TJ = 70°C, Worst-Case VCC = 1.14 V, 
Worst-Case VCCI = 1.4 V VREF = 0.75 V

Speed Grade tDOUT tDP tDIN tPY tEOUT tZL tZH tLZ tHZ tZLS tZHS Units

Std. 1.55 2.93 0.26 1.94 1.10 2.98 2.75 8.79 8.55 ns

Note: For specific junction temperature and voltage supply levels, refer to Table 2-7 on page 2-6 for derating values.
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IGLOOe Low Power Flash FPGAs
Table 2-121 • Parameter Definition and Measuring Nodes

Parameter Name Parameter Definition
Measuring Nodes

(from, to)*

tOCLKQ Clock-to-Q of the Output Data Register H, DOUT

tOSUD Data Setup Time for the Output Data Register F, H

tOHD Data Hold Time for the Output Data Register F, H

tOSUE Enable Setup Time for the Output Data Register G, H

tOHE Enable Hold Time for the Output Data Register G, H

tOPRE2Q Asynchronous Preset-to-Q of the Output Data Register L, DOUT

tOREMPRE Asynchronous Preset Removal Time for the Output Data Register L, H

tORECPRE Asynchronous Preset Recovery Time for the Output Data Register L, H

tOECLKQ Clock-to-Q of the Output Enable Register H, EOUT

tOESUD Data Setup Time for the Output Enable Register J, H

tOEHD Data Hold Time for the Output Enable Register J, H

tOESUE Enable Setup Time for the Output Enable Register K, H

tOEHE Enable Hold Time for the Output Enable Register K, H

tOEPRE2Q Asynchronous Preset-to-Q of the Output Enable Register I, EOUT

tOEREMPRE Asynchronous Preset Removal Time for the Output Enable Register I, H

tOERECPRE Asynchronous Preset Recovery Time for the Output Enable Register I, H

tICLKQ Clock-to-Q of the Input Data Register A, E

tISUD Data Setup Time for the Input Data Register C, A

tIHD Data Hold Time for the Input Data Register C, A

tISUE Enable Setup Time for the Input Data Register B, A

tIHE Enable Hold Time for the Input Data Register B, A

tIPRE2Q Asynchronous Preset-to-Q of the Input Data Register D, E

tIREMPRE Asynchronous Preset Removal Time for the Input Data Register D, A

tIRECPRE Asynchronous Preset Recovery Time for the Input Data Register D, A

Note: See Figure 2-26 on page 2-66 for more information.
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IGLOOe DC and Switching Characteristics
Output Enable Register

Timing Characteristics

1.5 V DC Core Voltage

Figure 2-30 • Output Enable Register Timing Diagram
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Table 2-127 • Output Enable Register Propagation Delays
Commercial-Case Conditions: TJ = 70°C, Worst-Case VCC = 1.425 V

Parameter Description Std. Units

tOECLKQ Clock-to-Q of the Output Enable Register 0.75 ns

tOESUD Data Setup Time for the Output Enable Register 0.51 ns

tOEHD Data Hold Time for the Output Enable Register 0.00 ns

tOESUE Enable Setup Time for the Output Enable Register 0.73 ns

tOEHE Enable Hold Time for the Output Enable Register 0.00 ns

tOECLR2Q Asynchronous Clear-to-Q of the Output Enable Register 1.13 ns

tOEPRE2Q Asynchronous Preset-to-Q of the Output Enable Register 1.13 ns

tOEREMCLR Asynchronous Clear Removal Time for the Output Enable Register 0.00 ns

tOERECCLR Asynchronous Clear Recovery Time for the Output Enable Register 0.24 ns

tOEREMPRE Asynchronous Preset Removal Time for the Output Enable Register 0.00 ns

tOERECPRE Asynchronous Preset Recovery Time for the Output Enable Register 0.24 ns

tOEWCLR Asynchronous Clear Minimum Pulse Width for the Output Enable Register 0.19 ns

tOEWPRE Asynchronous Preset Minimum Pulse Width for the Output Enable Register 0.19 ns

tOECKMPWH Clock Minimum Pulse Width HIGH for the Output Enable Register 0.31 ns

tOECKMPWL Clock Minimum Pulse Width LOW for the Output Enable Register 0.28 ns

Note: For specific junction temperature and voltage supply levels, refer to Table 2-6 on page 2-6 for derating values.
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IGLOOe DC and Switching Characteristics
1.2 V DC Core Voltage

Table 2-131 • Input DDR Propagation Delays
Commercial-Case Conditions: TJ = 70°C, Worst-Case VCC = 1.14 V

Parameter Description Std. Units

tDDRICLKQ1 Clock-to-Out Out_QR for Input DDR 0.76 ns

tDDRICLKQ2 Clock-to-Out Out_QF for Input DDR 0.94 ns

tDDRISUD1 Data Setup for Input DDR (negedge) 0.93 ns

tDDRISUD2 Data Setup for Input DDR (posedge) 0.84 ns

tDDRIHD1 Data Hold for Input DDR (negedge) 0.00 ns

tDDRIHD2 Data Hold for Input DDR (posedge) 0.00 ns

tDDRICLR2Q1 Asynchronous Clear to Out Out_QR for Input DDR 1.23 ns

tDDRICLR2Q2 Asynchronous Clear-to-Out Out_QF for Input DDR 1.42 ns

tDDRIREMCLR Asynchronous Clear Removal Time for Input DDR 0.00 ns

tDDRIRECCLR Asynchronous Clear Recovery Time for Input DDR 0.24 ns

tDDRIWCLR Asynchronous Clear Minimum Pulse Width for Input DDR 0.19 ns

tDDRICKMPWH Clock Minimum Pulse Width HIGH for Input DDR 0.31 ns

tDDRICKMPWL Clock Minimum Pulse Width LOW for Input DDR 0.28 ns

FDDRIMAX Maximum Frequency for Input DDR 160.00 MHz

Note: For specific junction temperature and voltage supply levels, refer to Table 2-7 on page 2-6 for derating values.
2-78 Revision 13



IGLOOe Low Power Flash FPGAs
Output DDR Module

Figure 2-33 • Output DDR Timing Model

Table 2-132 • Parameter Definitions

Parameter Name Parameter Definition Measuring Nodes (from, to)

tDDROCLKQ Clock-to-Out B, E

tDDROCLR2Q Asynchronous Clear-to-Out C, E

tDDROREMCLR Clear Removal C, B

tDDRORECCLR Clear Recovery C, B

tDDROSUD1 Data Setup Data_F A, B

tDDROSUD2 Data Setup Data_R D, B

tDDROHD1 Data Hold Data_F A, B

tDDROHD2 Data Hold Data_R D, B
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IGLOOe DC and Switching Characteristics
Timing Characteristics
1.5 V DC Core Voltage

Figure 2-38 • Timing Model and Waveforms
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Table 2-137 • Register Delays
Commercial-Case Conditions: TJ = 70°C, Worst-Case VCC = 1.425 V

Parameter Description Std. Units

tCLKQ Clock-to-Q of the Core Register 0.89 ns

tSUD Data Setup Time for the Core Register 0.81 ns

tHD Data Hold Time for the Core Register 0.00 ns

tSUE Enable Setup Time for the Core Register 0.73 ns

tHE Enable Hold Time for the Core Register 0.00 ns

tCLR2Q Asynchronous Clear-to-Q of the Core Register 0.60 ns

tPRE2Q Asynchronous Preset-to-Q of the Core Register 0.62 ns

tREMCLR Asynchronous Clear Removal Time for the Core Register 0.00 ns

tRECCLR Asynchronous Clear Recovery Time for the Core Register 0.24 ns

tREMPRE Asynchronous Preset Removal Time for the Core Register 0.00 ns

tRECPRE Asynchronous Preset Recovery Time for the Core Register 0.23 ns

tWCLR Asynchronous Clear Minimum Pulse Width for the Core Register 0.30 ns

tWPRE Asynchronous Preset Minimum Pulse Width for the Core Register 0.30 ns

tCKMPWH Clock Minimum Pulse Width HIGH for the Core Register 0.56 ns

tCKMPWL Clock Minimum Pulse Width LOW for the Core Register 0.56 ns

Note: For specific junction temperature and voltage supply levels, refer to Table 2-6 on page 2-6 for derating values.
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IGLOOe DC and Switching Characteristics
Table 2-144 • IGLOOe CCC/PLL Specification
For IGLOOe V2 Devices, 1.2 V DC Core Supply Voltage

Parameter Min. Typ. Max. Units 

Clock Conditioning Circuitry Input Frequency fIN_CCC  1.5  160 MHz 

Clock Conditioning Circuitry Output Frequency fOUT_CCC 0.75  160 MHz 

Serial Clock (SCLK) for Dynamic PLL1 60 MHz

Delay Increments in Programmable Delay Blocks2, 3  5804  ps 

Number of Programmable Values in Each Programmable Delay
Block 

   32 

Input Cycle-to-Cycle Jitter (peak magnitude)   0.25 ns 

CCC Output Peak-to-Peak Period Jitter FCCC_OUT
5 Max Peak-to-Peak Period Jitter 

1 Global 
Network 

Used

External 
FB Used

3 Global 
Networks 

Used

0.75 MHz to 24 MHz 0.50% 0.75% 0.70%

24 MHz to 100 MHz 1.00% 1.50% 1.20%

100 MHz to 160 MHz 2.50% 3.75% 2.75%

Acquisition Time

LockControl = 0 300 µs 

LockControl = 1   6.0 ms

Tracking Jitter6

LockControl = 0 4 ns

LockControl = 1 3 ns

Output Duty Cycle  48.5   51.5 % 

Delay Range in Block: Programmable Delay 12, 3, 7 2.3  20.86 ns 

Delay Range in Block: Programmable Delay 2 2, 3, 7 0.863  20.86 ns 

Delay Range in Block: Fixed Delay 2, 3  5.7  ns 

Notes:

1. Maximum value obtained for a Std. speed grade device in Worst Case Commercial Conditions. For specific junction
temperature and voltage supply levels, refer to Table 2-6 on page 2-6 for derating values.

2. This delay is a function of voltage and temperature. See Table 2-6 on page 2-6 and Table 2-7 on page 2-6 for deratings.

3. TJ = 25°C, VCC = 1.5 V

4. When the CCC/PLL core is generated by Microsemi core generator software, not all delay values of the specified delay
increments are available. Refer to the Libero SoC Online Help associated with the core for more information.

5. VCO output jitter is calculated as a percentage of the VCO frequency. The jitter (in ps) can be calculated by multiplying
the VCO period by the per cent jitter. The VCO jitter (in ps) applies to CCC_OUT regardless of the output divider
settings. For example, if the jitter on VCO is 300 ps, the jitter on CCC_OUT is also 300 ps, regardless of the output
divider settings.

6. Tracking jitter is defined as the variation in clock edge position of PLL outputs with reference to PLL input clock edge.
Tracking jitter does not measure the variation in PLL output period, which is covered by period jitter parameter.

7. For definitions of Type 1 and Type 2, refer to the PLL Block Diagram in the "Clock Conditioning Circuits in IGLOO and
ProASIC3 Devices" chapter of the IGLOOe FPGA Fabric User’s Guide.
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IGLOOe DC and Switching Characteristics
FIFO

Figure 2-47 • FIFO Model
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IGLOOe Low Power Flash FPGAs
G13 GCC1/IO50PPB2V1

G14 IO44NDB2V1

G15 IO44PDB2V1

G16 IO49NSB2V1

H1 GFB0/IO119NPB7V0

H2 GFA0/IO118NDB6V1

H3 GFB1/IO119PPB7V0

H4 VCOMPLF

H5 GFC0/IO120NPB7V0

H6 VCC

H7 GND

H8 GND

H9 GND

H10 GND

H11 VCC

H12 GCC0/IO50NPB2V1

H13 GCB1/IO51PPB2V1

H14 GCA0/IO52NPB3V0

H15 VCOMPLC

H16 GCB0/IO51NPB2V1

J1 GFA2/IO117PSB6V1

J2 GFA1/IO118PDB6V1

J3 VCCPLF

J4 IO116NDB6V1

J5 GFB2/IO116PDB6V1

J6 VCC

J7 GND

J8 GND

J9 GND

J10 GND

J11 VCC

J12 GCB2/IO54PPB3V0

J13 GCA1/IO52PPB3V0

J14 GCC2/IO55PPB3V0

J15 VCCPLC

J16 GCA2/IO53PSB3V0

FG256

Pin Number AGLE600 Function

K1 GFC2/IO115PSB6V1

K2 IO113PPB6V1

K3 IO112PDB6V1

K4 IO112NDB6V1

K5 VCCIB6

K6 VCC

K7 GND

K8 GND

K9 GND

K10 GND

K11 VCC

K12 VCCIB3

K13 IO54NPB3V0

K14 IO57NPB3V0

K15 IO55NPB3V0

K16 IO57PPB3V0

L1 IO113NPB6V1

L2 IO109PPB6V0

L3 IO108PDB6V0

L4 IO108NDB6V0

L5 VCCIB6

L6 GND

L7 VCC

L8 VCC

L9 VCC

L10 VCC

L11 GND

L12 VCCIB3

L13 GDB0/IO66NPB3V1

L14 IO60NDB3V1

L15 IO60PDB3V1

L16 IO61PDB3V1

M1 IO109NPB6V0

M2 IO106NDB6V0

M3 IO106PDB6V0

M4 GEC0/IO104NPB6V0

FG256

Pin Number AGLE600 Function

M5 VMV5

M6 VCCIB5

M7 VCCIB5

M8 IO84NDB5V0

M9 IO84PDB5V0

M10 VCCIB4

M11 VCCIB4

M12 VMV3

M13 VCCPLD

M14 GDB1/IO66PPB3V1

M15 GDC1/IO65PDB3V1

M16 IO61NDB3V1

N1 IO105PDB6V0

N2 IO105NDB6V0

N3 GEC1/IO104PPB6V0

N4 VCOMPLE

N5 GNDQ

N6 GEA2/IO101PPB5V2

N7 IO92NDB5V1

N8 IO90NDB5V1

N9 IO82NDB5V0

N10 IO74NDB4V1

N11 IO74PDB4V1

N12 GNDQ

N13 VCOMPLD

N14 VJTAG

N15 GDC0/IO65NDB3V1

N16 GDA1/IO67PDB3V1

P1 GEB1/IO103PDB6V0

P2 GEB0/IO103NDB6V0

P3 VMV6

P4 VCCPLE

P5 IO101NPB5V2

P6 IO95PPB5V1

P7 IO92PDB5V1

P8 IO90PDB5V1

FG256

Pin Number AGLE600 Function
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IGLOOe Low Power Flash FPGAs
AF29 GNDQ

AF30 GND

AG1 IO238NPB6V0

AG2 VCC

AG3 IO232NPB5V4

AG4 GND

AG5 IO220PPB5V3

AG6 IO228PDB5V4

AG7 IO231NDB5V4

AG8 GEC2/IO231PDB5V4

AG9 IO225NPB5V3

AG10 IO223NPB5V3

AG11 IO221PDB5V3

AG12 IO221NDB5V3

AG13 IO205NPB5V1

AG14 IO199NDB5V0

AG15 IO199PDB5V0

AG16 IO187NDB4V4

AG17 IO187PDB4V4

AG18 IO181NDB4V3

AG19 IO171PPB4V2

AG20 IO165NPB4V1

AG21 IO161NPB4V0

AG22 IO159NDB4V0

AG23 IO159PDB4V0

AG24 IO158PPB4V0

AG25 GDB2/IO155PDB4V0

AG26 GDA2/IO154PPB4V0

AG27 GND

AG28 VJTAG

AG29 VCC

AG30 IO149NDB3V4

AH1 GND

AH2 IO233NPB5V4

AH3 VCC

FG896

Pin Number
AGLE3000 
Function

AH4 FF/GEB2/IO232PPB5
V4

AH5 VCCIB5

AH6 IO219NDB5V3

AH7 IO219PDB5V3

AH8 IO227NDB5V4

AH9 IO227PDB5V4

AH10 IO225PPB5V3

AH11 IO223PPB5V3

AH12 IO211NDB5V2

AH13 IO211PDB5V2

AH14 IO205PPB5V1

AH15 IO195NDB5V0

AH16 IO185NDB4V3

AH17 IO185PDB4V3

AH18 IO181PDB4V3

AH19 IO177NDB4V2

AH20 IO171NPB4V2

AH21 IO165PPB4V1

AH22 IO161PPB4V0

AH23 IO157NDB4V0

AH24 IO157PDB4V0

AH25 IO155NDB4V0

AH26 VCCIB4

AH27 TDI

AH28 VCC

AH29 VPUMP

AH30 GND

AJ1 GND

AJ2 GND

AJ3 GEA2/IO233PPB5V4

AJ4 VCC

AJ5 IO217NPB5V2

AJ6 VCC

AJ7 IO215NPB5V2

FG896

Pin Number
AGLE3000 
Function

AJ8 IO213NDB5V2

AJ9 IO213PDB5V2

AJ10 IO209NDB5V1

AJ11 IO209PDB5V1

AJ12 IO203NDB5V1

AJ13 IO203PDB5V1

AJ14 IO197NDB5V0

AJ15 IO195PDB5V0

AJ16 IO183NDB4V3

AJ17 IO183PDB4V3

AJ18 IO179NPB4V3

AJ19 IO177PDB4V2

AJ20 IO173NDB4V2

AJ21 IO173PDB4V2

AJ22 IO163NDB4V1

AJ23 IO163PDB4V1

AJ24 IO167NPB4V1

AJ25 VCC

AJ26 IO156NPB4V0

AJ27 VCC

AJ28 TMS

AJ29 GND

AJ30 GND

AK2 GND

AK3 GND

AK4 IO217PPB5V2

AK5 GND

AK6 IO215PPB5V2

AK7 GND

AK8 IO207NDB5V1

AK9 IO207PDB5V1

AK10 IO201NDB5V0

AK11 IO201PDB5V0

AK12 IO193NDB4V4

AK13 IO193PDB4V4

FG896

Pin Number
AGLE3000 
Function
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Package Pin Assignments
AK14 IO197PDB5V0

AK15 IO191NDB4V4

AK16 IO191PDB4V4

AK17 IO189NDB4V4

AK18 IO189PDB4V4

AK19 IO179PPB4V3

AK20 IO175NDB4V2

AK21 IO175PDB4V2

AK22 IO169NDB4V1

AK23 IO169PDB4V1

AK24 GND

AK25 IO167PPB4V1

AK26 GND

AK27 GDC2/IO156PPB4V0

AK28 GND

AK29 GND

B1 GND

B2 GND

B3 GAA2/IO309PPB7V4

B4 VCC

B5 IO14PPB0V1

B6 VCC

B7 IO07PPB0V0

B8 IO09PDB0V1

B9 IO15PPB0V1

B10 IO19NDB0V2

B11 IO19PDB0V2

B12 IO29NDB0V3

B13 IO29PDB0V3

B14 IO31PPB0V3

B15 IO37NDB0V4

B16 IO37PDB0V4

B17 IO41PDB1V0

B18 IO51NDB1V1

B19 IO59PDB1V2

FG896

Pin Number
AGLE3000 
Function

B20 IO53PDB1V1

B21 IO53NDB1V1

B22 IO61NDB1V2

B23 IO61PDB1V2

B24 IO69NPB1V3

B25 VCC

B26 GBC0/IO79NPB1V4

B27 VCC

B28 IO64NPB1V2

B29 GND

B30 GND

C1 GND

C2 IO309NPB7V4

C3 VCC

C4 GAA0/IO00NPB0V0

C5 VCCIB0

C6 IO03PDB0V0

C7 IO03NDB0V0

C8 GAB1/IO01PDB0V0

C9 IO05PDB0V0

C10 IO15NPB0V1

C11 IO25NDB0V3

C12 IO25PDB0V3

C13 IO31NPB0V3

C14 IO27NDB0V3

C15 IO39NDB0V4

C16 IO39PDB0V4

C17 IO55PPB1V1

C18 IO51PDB1V1

C19 IO59NDB1V2

C20 IO63NDB1V2

C21 IO63PDB1V2

C22 IO67NDB1V3

C23 IO67PDB1V3

C24 IO75NDB1V4

FG896

Pin Number
AGLE3000 
Function

C25 IO75PDB1V4

C26 VCCIB1

C27 IO64PPB1V2

C28 VCC

C29 GBA1/IO81PPB1V4

C30 GND

D1 IO303PPB7V3

D2 VCC

D3 IO305NPB7V3

D4 GND

D5 GAA1/IO00PPB0V0

D6 GAC1/IO02PDB0V0

D7 IO06NPB0V0

D8 GAB0/IO01NDB0V0

D9 IO05NDB0V0

D10 IO11NDB0V1

D11 IO11PDB0V1

D12 IO23NDB0V2

D13 IO23PDB0V2

D14 IO27PDB0V3

D15 IO40PDB0V4

D16 IO47NDB1V0

D17 IO47PDB1V0

D18 IO55NPB1V1

D19 IO65NDB1V3

D20 IO65PDB1V3

D21 IO71NDB1V3

D22 IO71PDB1V3

D23 IO73NDB1V4

D24 IO73PDB1V4

D25 IO74NDB1V4

D26 GBB0/IO80NPB1V4

D27 GND

D28 GBA0/IO81NPB1V4

D29 VCC

FG896

Pin Number
AGLE3000 
Function
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Datasheet Information
Revision 3 (cont’d) Table 2-14 • Summary of I/O Output Buffer Power (per pin) – Default I/O Software
Settings1 was updated to change PDC3 to PDC7. The table notes were updated
to reflect that power was measured on VCCI. Table note 4 is new.

2-10

Table 2-16 • Different Components Contributing to the Static Power Consumption
in IGLOO Devices and Table 2-18 • Different Components Contributing to the
Static Power Consumption in IGLOO Devices were updated to add PDC6 and
PDC7, and to change the definition for PDC5 to bank quiescent power.

2-11, 2-12

A table subtitle was added for Table 2-18 • Different Components Contributing to
the Static Power Consumption in IGLOO Devices.

2-12

The "Total Static Power Consumption—PSTAT" section was updated to revise the
calculation of PSTAT, including PDC6 and PDC7.

2-13

Footnote 1 was updated to include information about PAC13. The PLL
Contribution equation was changed from: PPLL = PAC13 + PAC14 * FCLKOUT to
PPLL = PDC4 + PAC13 * FCLKOUT.

2-14

The "Timing Model" was updated to be consistent with the revised timing
numbers.

2-16

In Table 2-22 • Summary of Maximum and Minimum DC Input Levels, TJ was
changed to TA in notes 1 and 2.

2-22

Table 2-22 • Summary of Maximum and Minimum DC Input Levels was updated
to included a hysteresis value for 1.2 V LVCMOS (Schmitt trigger mode).

2-22

All AC Loading figures for single-ended I/O standards were changed from
Datapaths at 35 pF to 5 pF.

N/A

The "1.2 V LVCMOS (JESD8-12A)" section is new. 2-47

Revision 2 (Jun 2008)

Product Brief v1.0

The product brief section of the datasheet was divided into two sections and
given a version number, starting at v1.0. The first section of the document
includes features, benefits, ordering information, and temperature and speed
grade offerings. The second section is a device family overview.

N/A

Revision 2 (cont’d)

Packaging v1.1

The naming conventions changed for the following pins in the "FG484" for the
A3GLE600:

Pin Number New Function Name

J19 IO45PPB2V1

K20 IO45NPB2V1

M2 IO114NPB6V1

N1 IO114PPB6V1

N4 GFC2/IO115PPB6V1

P3 IO115NPB6V1

4-6

Revision 1 (Mar 2008)

Product Brief rev. 1

The "Low Power" section was updated to change "1.2 V and 1.5 V Core Voltage"
to "1.2 V and 1.5 V Core and I/O Voltage." The text "(from 25 µW)" was removed
from "Low Power Active FPGA Operation."

1.2_V was added to the list of core and I/O voltages in the "Pro (Professional) I/O"
and "Pro I/Os with Advanced I/O Standards" section sections.

I

I, 1-7

Revision 0 (Jan 2008) This document was previously in datasheet Advance v0.4. As a result of moving
to the handbook format, Actel has restarted the version numbers. The new
version number is 51700096-001-0.

N/A

Revision Changes Page
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