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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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3.4 Current Consumption

Table 3.3. Current Consumption

Symbol Parameter Condition Min Typ Max Unit

32 MHz HFXO, all peripheral
clocks disabled, VDD= 3.0 V

 157  µA/
MHz

28 MHz HFRCO, all peripheral
clocks disabled, VDD= 3.0 V

 150 170 µA/
MHz

21 MHz HFRCO, all peripheral
clocks disabled, VDD= 3.0 V

 153 172 µA/
MHz

14 MHz HFRCO, all peripheral
clocks disabled, VDD= 3.0 V

 155 175 µA/
MHz

11 MHz HFRCO, all peripheral
clocks disabled, VDD= 3.0 V

 157 178 µA/
MHz

6.6 MHz HFRCO, all peripheral
clocks disabled, VDD= 3.0 V

 162 183 µA/
MHz

IEM0

EM0 current. No
prescaling. Running
prime number cal-
culation code from
Flash. (Production
test condition = 14
MHz)

1.2 MHz HFRCO, all peripheral
clocks disabled, VDD= 3.0 V

 200 240 µA/
MHz

32 MHz HFXO, all peripheral
clocks disabled, VDD= 3.0 V

 53  µA/
MHz

28 MHz HFRCO, all peripheral
clocks disabled, VDD= 3.0 V

 51 57 µA/
MHz

21 MHz HFRCO, all peripheral
clocks disabled, VDD= 3.0 V

 55 59 µA/
MHz

14 MHz HFRCO, all peripheral
clocks disabled, VDD= 3.0 V

 56 61 µA/
MHz

11 MHz HFRCO, all peripheral
clocks disabled, VDD= 3.0 V

 58 63 µA/
MHz

6.6 MHz HFRCO, all peripheral
clocks disabled, VDD= 3.0 V

 63 68 µA/
MHz

IEM1

EM1 current (Pro-
duction test condi-
tion = 14 MHz)

1.2 MHz HFRCO. all peripheral
clocks disabled, VDD= 3.0 V

 100 122 µA/
MHz

EM2 current with RTC
prescaled to 1 Hz, 32.768
kHz LFRCO, VDD= 3.0 V,
TAMB=25°C

 1.0 1.2 µA

IEM2 EM2 current
EM2 current with RTC
prescaled to 1 Hz, 32.768
kHz LFRCO, VDD= 3.0 V,
TAMB=85°C

 2.4 5.0 µA

VDD= 3.0 V, TAMB=25°C  0.59 1.0 µA
IEM3 EM3 current

VDD= 3.0 V, TAMB=85°C  2.0 4.5 µA

VDD= 3.0 V, TAMB=25°C  0.02 0.055 µA
IEM4 EM4 current

VDD= 3.0 V, TAMB=85°C  0.25 0.70 µA
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Figure 3.4. Typical Low-Level Output Current, 2V Supply Voltage
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Figure 3.6. Typical Low-Level Output Current, 3V Supply Voltage
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Figure 3.8. Typical Low-Level Output Current, 3.8V Supply Voltage
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Figure 3.9. Typical High-Level Output Current, 3.8V Supply Voltage
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3.9.3 LFRCO

Table 3.10. LFRCO

Symbol Parameter Condition Min Typ Max Unit

fLFRCO Oscillation frequen-
cy , VDD= 3.0 V,
TAMB=25°C

 31.29 32.768 34.24 kHz

tLFRCO Startup time not in-
cluding software
calibration

  150  µs

ILFRCO Current consump-
tion

  210 380 nA

TUNESTEPL-
FRCO

Frequency step
for LSB change in
TUNING value

  1.5  %

Figure 3.10.  Calibrated LFRCO Frequency vs Temperature and Supply Voltage

2.0 2.2 2.4 2.6 2.8 3.0 3.2 3.4 3.6 3.8
Vdd [V]

30

32

34

36

38

40

42

Fr
eq

ue
nc

y 
[k

H
z]

- 40°C
25°C
85°C

�40 �15 5 25 45 65 85
Temperature [°C]

30

32

34

36

38

40

42

Fr
eq

ue
nc

y 
[k

H
z]

2.0 V
3.0 V
3.8 V

3.9.4 HFRCO

Table 3.11. HFRCO

Symbol Parameter Condition Min Typ Max Unit

28 MHz frequency band 27.16 28.0 28.84 MHz

21 MHz frequency band 20.37 21.0 21.63 MHz

14 MHz frequency band 13.58 14.0 14.42 MHz

11 MHz frequency band 10.67 11.0 11.33 MHz

7 MHz frequency band 6.401 6.601 6.801 MHz

fHFRCO

Oscillation frequen-
cy, VDD= 3.0 V,
TAMB=25°C

1 MHz frequency band 1.162 1.202 1.242 MHz

tHFRCO_settling Settling time after
start-up

fHFRCO = 14 MHz  0.6  Cycles

fHFRCO = 28 MHz  160 190 µA
IHFRCO

Current consump-
tion (Production test
condition = 14 MHz) fHFRCO = 21 MHz  125 155 µA
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Figure 3.16.  Calibrated HFRCO 28 MHz Band Frequency vs Supply Voltage and Temperature
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3.9.5 AUXHFRCO

Table 3.12. AUXHFRCO

Symbol Parameter Condition Min Typ Max Unit

28 MHz frequency band 27.16 28.0 28.84 MHz

21 MHz frequency band 20.37 21.0 21.63 MHz

14 MHz frequency band 13.58 14.0 14.42 MHz

11 MHz frequency band 10.67 11.0 11.33 MHz

7 MHz frequency band 6.401 6.601 6.801 MHz

fAUXHFRCO

Oscillation frequen-
cy, VDD= 3.0 V,
TAMB=25°C

1 MHz frequency band 1.162 1.202 1.242 MHz

tAUXHFRCO_settlingSettling time after
start-up

fAUXHFRCO = 14 MHz  0.6  Cycles

TUNESTEPAUX-
HFRCO

Frequency step
for LSB change in
TUNING value

  0.33  %

1For devices with prod. rev. < 19, Typ = 7MHz and Min/Max values not applicable.
2For devices with prod. rev. < 19, Typ = 1MHz and Min/Max values not applicable.
3The TUNING field in the CMU_AUXHFRCOCTRL register may be used to adjust the AUXHFRCO frequency. There is enough
adjustment range to ensure that the frequency bands above 7 MHz will always have some overlap across supply voltage and
temperature. By using a stable frequency reference such as the LFXO or HFXO, a firmware calibration routine can vary the
TUNING bits and the frequency band to maintain the AUXHFRCO frequency at any arbitrary value between 7 MHz and 28 MHz
across operating conditions.

3.9.6 ULFRCO

Table 3.13. ULFRCO

Symbol Parameter Condition Min Typ Max Unit

fULFRCO Oscillation frequen-
cy

25°C, 3V 0.70  1.75 kHz

TCULFRCO Temperature coeffi-
cient

  0.05  %/°C

VCULFRCO Supply voltage co-
efficient

  -18.2  %/V



...the world’s most energy friendly microcontrollers

2015-03-06 - EFM32TG840FXX - d0011_Rev1.40 29 www.silabs.com

Symbol Parameter Condition Min Typ Max Unit

1 MSamples/s, 12 bit, single
ended, VDD reference

 73  dBc

1 MSamples/s, 12 bit, differen-
tial, internal 1.25V reference

 66  dBc

1 MSamples/s, 12 bit, differen-
tial, internal 2.5V reference

 77  dBc

1 MSamples/s, 12 bit, differen-
tial, VDD reference

 76  dBc

1 MSamples/s, 12 bit, differen-
tial, 2xVDD reference

 75  dBc

1 MSamples/s, 12 bit, differen-
tial, 5V reference

 69  dBc

200 kSamples/s, 12 bit, sin-
gle ended, internal 1.25V refer-
ence

 75  dBc

200 kSamples/s, 12 bit, single
ended, internal 2.5V reference

 75  dBc

200 kSamples/s, 12 bit, single
ended, VDD reference

68 76  dBc

200 kSamples/s, 12 bit, differ-
ential, internal 1.25V reference

 79  dBc

200 kSamples/s, 12 bit, differ-
ential, internal 2.5V reference

 79  dBc

200 kSamples/s, 12 bit, differ-
ential, 5V reference

 78  dBc

200 kSamples/s, 12 bit, differ-
ential, VDD reference

 79  dBc

200 kSamples/s, 12 bit, differ-
ential, 2xVDD reference

 79  dBc

After calibration, single ended -4 0.3 4 mV
VADCOFFSET Offset voltage

After calibration, differential  0.3  mV

  -1.92  mV/°C

TGRADADCTH
Thermometer out-
put gradient

  -6.3  ADC
Codes/
°C

DNLADC Differential non-lin-
earity (DNL)

VDD= 3.0 V, external 2.5V ref-
erence

-1 –0.7 4 LSB

INLADC Integral non-linear-
ity (INL), End point
method

VDD= 3.0 V, external 2.5V ref-
erence

 –1.2 –3 LSB

MCADC No missing codes  11.9991 12  bits

1.25V reference  0.012 0.0333 %/°C
GAINED Gain error drift

2.5V reference  0.012 0.033 %/°C

1.25V reference  0.22 0.73 LSB/°C
OFFSETED Offset error drift

2.5V reference  0.22 0.623 LSB/°C
1On the average every ADC will have one missing code, most likely to appear around 2048 – n*512 where n can be a value in
the set {-3, -2, -1, 1, 2, 3}. There will be no missing code around 2048, and in spite of the missing code the ADC will be monotonic
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at all times so that a response to a slowly increasing input will always be a slowly increasing output. Around the one code that is
missing, the neighbour codes will look wider in the DNL plot. The spectra will show spurs on the level of -78dBc for a full scale
input for chips that have the missing code issue.
2Typical numbers given by abs(Mean) / (85 - 25).
3Max number given by (abs(Mean) + 3x stddev) / (85 - 25).

The integral non-linearity (INL) and differential non-linearity parameters are explained in Figure 3.17 (p.
30)  and Figure 3.18 (p. 30) , respectively.

Figure 3.17. Integral Non-Linearity (INL)
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Figure 3.18. Differential Non-Linearity (DNL)
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Symbol Parameter Condition Min Typ Max Unit

SRDAC Sample rate    500 ksam-
ples/s

Continuous Mode   1000 kHz

Sample/Hold Mode   250 kHzfDAC
DAC clock frequen-
cy

Sample/Off Mode   250 kHz

CYCDACCONV Clock cyckles per
conversion

  2   

tDACCONV Conversion time  2   µs

tDACSETTLE Settling time   5  µs

500 kSamples/s, 12 bit, sin-
gle ended, internal 1.25V refer-
ence

 58  dB

500 kSamples/s, 12 bit, single
ended, internal 2.5V reference

 59  dB

500 kSamples/s, 12 bit, differ-
ential, internal 1.25V reference

 58  dB

500 kSamples/s, 12 bit, differ-
ential, internal 2.5V reference

 58  dB

SNRDAC
Signal to Noise Ra-
tio (SNR)

500 kSamples/s, 12 bit, differ-
ential, VDD reference

 59  dB

500 kSamples/s, 12 bit, sin-
gle ended, internal 1.25V refer-
ence

 57  dB

500 kSamples/s, 12 bit, single
ended, internal 2.5V reference

 54  dB

500 kSamples/s, 12 bit, differ-
ential, internal 1.25V reference

 56  dB

500 kSamples/s, 12 bit, differ-
ential, internal 2.5V reference

 53  dB

SNDRDAC

Signal to Noise-
pulse Distortion Ra-
tio (SNDR)

500 kSamples/s, 12 bit, differ-
ential, VDD reference

 55  dB

500 kSamples/s, 12 bit, sin-
gle ended, internal 1.25V refer-
ence

 62  dBc

500 kSamples/s, 12 bit, single
ended, internal 2.5V reference

 56  dBc

500 kSamples/s, 12 bit, differ-
ential, internal 1.25V reference

 61  dBc

500 kSamples/s, 12 bit, differ-
ential, internal 2.5V reference

 55  dBc

SFDRDAC

Spurious-Free
Dynamic
Range(SFDR)

500 kSamples/s, 12 bit, differ-
ential, VDD reference

 60  dBc

After calibration, single ended  2  mV
VDACOFFSET Offset voltage

After calibration, differential  2  mV

DNLDAC Differential non-lin-
earity

VDD= 3.0 V, VDD reference  –1  LSB
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Symbol Parameter Condition Min Typ Max Unit

RESSEL=7, 0.1 Hz<f<1 MHz,
OPAxHCMDIS=1

 2590  µV RMS

Figure 3.24.  OPAMP Common Mode Rejection Ratio

Figure 3.25.  OPAMP Positive Power Supply Rejection Ratio
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QFN64 Pin#
and Name

Pin Alternate Functionality / Description
P

in
 # Pin Name Analog Timers Communication Other

60 PE12 LCD_SEG8 TIM1_CC2 #1
US0_RX #3

US0_CLK #0
I2C0_SDA #6

CMU_CLK1 #2
LES_ALTEX6 #0

61 PE13 LCD_SEG9  
US0_TX #3
US0_CS #0

I2C0_SCL #6

LES_ALTEX7 #0
ACMP0_O #0

GPIO_EM4WU5

62 PE14 LCD_SEG10  LEU0_TX #2  

63 PE15 LCD_SEG11  LEU0_RX #2  

64 PA15 LCD_SEG12    

4.2 Alternate Functionality Pinout
A wide selection of alternate functionality is available for multiplexing to various pins. This is shown in
Table 4.2 (p. 49) . The table shows the name of the alternate functionality in the first column, followed
by columns showing the possible LOCATION bitfield settings.

Note
Some functionality, such as analog interfaces, do not have alternate settings or a LOCA-
TION bitfield. In these cases, the pinout is shown in the column corresponding to LOCA-
TION 0.

Table 4.2. Alternate functionality overview

Alternate LOCATION

Functionality 0 1 2 3 4 5 6 Description

ACMP0_CH4 PC4       Analog comparator ACMP0, channel 4.

ACMP0_CH5 PC5       Analog comparator ACMP0, channel 5.

ACMP0_CH6 PC6       Analog comparator ACMP0, channel 6.

ACMP0_CH7 PC7       Analog comparator ACMP0, channel 7.

ACMP0_O PE13  PD6     Analog comparator ACMP0, digital output.

ACMP1_CH4 PC12       Analog comparator ACMP1, channel 4.

ACMP1_CH5 PC13       Analog comparator ACMP1, channel 5.

ACMP1_CH6 PC14       Analog comparator ACMP1, channel 6.

ACMP1_CH7 PC15       Analog comparator ACMP1, channel 7.

ACMP1_O PF2  PD7     Analog comparator ACMP1, digital output.

ADC0_CH0 PD0       Analog to digital converter ADC0, input channel number 0.

ADC0_CH1 PD1       Analog to digital converter ADC0, input channel number 1.

ADC0_CH2 PD2       Analog to digital converter ADC0, input channel number 2.

ADC0_CH3 PD3       Analog to digital converter ADC0, input channel number 3.

ADC0_CH4 PD4       Analog to digital converter ADC0, input channel number 4.

ADC0_CH5 PD5       Analog to digital converter ADC0, input channel number 5.

ADC0_CH6 PD6       Analog to digital converter ADC0, input channel number 6.

ADC0_CH7 PD7       Analog to digital converter ADC0, input channel number 7.

BOOT_RX PE11       Bootloader RX.

BOOT_TX PE10       Bootloader TX.
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Alternate LOCATION

Functionality 0 1 2 3 4 5 6 Description
If AVDD is used directly as the LCD supply voltage, this pin
may be left unconnected or used as a GPIO.

LCD_COM0 PE4       LCD driver common line number 0.

LCD_COM1 PE5       LCD driver common line number 1.

LCD_COM2 PE6       LCD driver common line number 2.

LCD_COM3 PE7       LCD driver common line number 3.

LCD_SEG0 PF2       LCD segment line 0. Segments 0, 1, 2 and 3 are controlled
by SEGEN0.

LCD_SEG1 PF3       LCD segment line 1. Segments 0, 1, 2 and 3 are controlled
by SEGEN0.

LCD_SEG2 PF4       LCD segment line 2. Segments 0, 1, 2 and 3 are controlled
by SEGEN0.

LCD_SEG3 PF5       LCD segment line 3. Segments 0, 1, 2 and 3 are controlled
by SEGEN0.

LCD_SEG4 PE8       LCD segment line 4. Segments 4, 5, 6 and 7 are controlled
by SEGEN1.

LCD_SEG5 PE9       LCD segment line 5. Segments 4, 5, 6 and 7 are controlled
by SEGEN1.

LCD_SEG6 PE10       LCD segment line 6. Segments 4, 5, 6 and 7 are controlled
by SEGEN1.

LCD_SEG7 PE11       LCD segment line 7. Segments 4, 5, 6 and 7 are controlled
by SEGEN1.

LCD_SEG8 PE12       LCD segment line 8. Segments 8, 9, 10 and 11 are controlled
by SEGEN2.

LCD_SEG9 PE13       LCD segment line 9. Segments 8, 9, 10 and 11 are controlled
by SEGEN2.

LCD_SEG10 PE14       LCD segment line 10. Segments 8, 9, 10 and 11 are con-
trolled by SEGEN2.

LCD_SEG11 PE15       LCD segment line 11. Segments 8, 9, 10 and 11 are con-
trolled by SEGEN2.

LCD_SEG12 PA15       LCD segment line 12. Segments 12, 13, 14 and 15 are con-
trolled by SEGEN3.

LCD_SEG13 PA0       LCD segment line 13. Segments 12, 13, 14 and 15 are con-
trolled by SEGEN3.

LCD_SEG14 PA1       LCD segment line 14. Segments 12, 13, 14 and 15 are con-
trolled by SEGEN3.

LCD_SEG15 PA2       LCD segment line 15. Segments 12, 13, 14 and 15 are con-
trolled by SEGEN3.

LCD_SEG16 PA3       LCD segment line 16. Segments 16, 17, 18 and 19 are con-
trolled by SEGEN4.

LCD_SEG17 PA4       LCD segment line 17. Segments 16, 17, 18 and 19 are con-
trolled by SEGEN4.

LCD_SEG18 PA5       LCD segment line 18. Segments 16, 17, 18 and 19 are con-
trolled by SEGEN4.

LCD_SEG19 PA6       LCD segment line 19. Segments 16, 17, 18 and 19 are con-
trolled by SEGEN4.

LCD_SEG20/
LCD_COM4 PB3       

LCD segment line 20. Segments 20, 21, 22 and 23 are con-
trolled by SEGEN5. This pin may also be used as LCD COM
line 4

LCD_SEG21/
LCD_COM5 PB4       

LCD segment line 21. Segments 20, 21, 22 and 23 are con-
trolled by SEGEN5. This pin may also be used as LCD COM
line 5

LCD_SEG22/
LCD_COM6 PB5       

LCD segment line 22. Segments 20, 21, 22 and 23 are con-
trolled by SEGEN5. This pin may also be used as LCD COM
line 6
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Alternate LOCATION

Functionality 0 1 2 3 4 5 6 Description

LCD_SEG23/
LCD_COM7 PB6       

LCD segment line 23. Segments 20, 21, 22 and 23 are con-
trolled by SEGEN5. This pin may also be used as LCD COM
line 7

LES_ALTEX0 PD6       LESENSE alternate exite output 0.

LES_ALTEX1 PD7       LESENSE alternate exite output 1.

LES_ALTEX2 PA3       LESENSE alternate exite output 2.

LES_ALTEX3 PA4       LESENSE alternate exite output 3.

LES_ALTEX4 PA5       LESENSE alternate exite output 4.

LES_ALTEX5 PE11       LESENSE alternate exite output 5.

LES_ALTEX6 PE12       LESENSE alternate exite output 6.

LES_ALTEX7 PE13       LESENSE alternate exite output 7.

LES_CH4 PC4       LESENSE channel 4.

LES_CH5 PC5       LESENSE channel 5.

LES_CH6 PC6       LESENSE channel 6.

LES_CH7 PC7       LESENSE channel 7.

LES_CH12 PC12       LESENSE channel 12.

LES_CH13 PC13       LESENSE channel 13.

LES_CH14 PC14       LESENSE channel 14.

LES_CH15 PC15       LESENSE channel 15.

LETIM0_OUT0 PD6 PB11 PF0 PC4    Low Energy Timer LETIM0, output channel 0.

LETIM0_OUT1 PD7 PB12 PF1 PC5    Low Energy Timer LETIM0, output channel 1.

LEU0_RX PD5 PB14 PE15 PF1 PA0   LEUART0 Receive input.

LEU0_TX PD4 PB13 PE14 PF0 PF2   LEUART0 Transmit output. Also used as receive input in half
duplex communication.

LFXTAL_N PB8       Low Frequency Crystal (typically 32.768 kHz) negative pin.
Also used as an optional external clock input pin.

LFXTAL_P PB7       Low Frequency Crystal (typically 32.768 kHz) positive pin.

PCNT0_S0IN PC13   PD6    Pulse Counter PCNT0 input number 0.

PCNT0_S1IN PC14   PD7    Pulse Counter PCNT0 input number 1.

PRS_CH0 PA0 PF3      Peripheral Reflex System PRS, channel 0.

PRS_CH1 PA1 PF4      Peripheral Reflex System PRS, channel 1.

PRS_CH2  PF5      Peripheral Reflex System PRS, channel 2.

PRS_CH3  PE8      Peripheral Reflex System PRS, channel 3.

TIM0_CC0 PA0 PA0  PD1 PA0 PF0  Timer 0 Capture Compare input / output channel 0.

TIM0_CC1 PA1 PA1  PD2  PF1  Timer 0 Capture Compare input / output channel 1.

TIM0_CC2 PA2 PA2  PD3  PF2  Timer 0 Capture Compare input / output channel 2.

TIM1_CC0 PC13 PE10  PB7 PD6   Timer 1 Capture Compare input / output channel 0.

TIM1_CC1 PC14 PE11  PB8 PD7   Timer 1 Capture Compare input / output channel 1.

TIM1_CC2 PC15 PE12  PB11 PC13   Timer 1 Capture Compare input / output channel 2.

US0_CLK PE12 PE5  PC15 PB13 PB13  USART0 clock input / output.

US0_CS PE13 PE4  PC14 PB14 PB14  USART0 chip select input / output.

US0_RX PE11 PE6  PE12 PB8   

USART0 Asynchronous Receive.

USART0 Synchronous mode Master Input / Slave Output
(MISO).
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6 Chip Marking, Revision and Errata
6.1 Chip Marking

In the illustration below package fields and position are shown.

Figure 6.1. Example Chip Marking (top view)

6.2 Revision
The revision of a chip can be determined from the "Revision" field in Figure 6.1 (p. 59) .

6.3 Errata
Please see the errata document for EFM32TG840 for description and resolution of device erratas. This
document is available in Simplicity Studio and online at:
http://www.silabs.com/support/pages/document-library.aspx?p=MCUs--32-bit
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Added link to Environmental and Quality information.

Re-added missing DAC-data.

7.4 Revision 1.20
September 30th, 2013

Added I2C characterization data.

Corrected the DAC and OPAMP2 pin sharing information in the Alternate Functionality Pinout section.

Corrected GPIO operating voltage from 1.8 V to 1.85 V.

Corrected the ADC gain and offset measurement reference voltage from 2.25 to 2.5V.

Corrected the ADC resolution from 12, 10 and 6 bit to 12, 8 and 6 bit.

Document changed status from "Preliminary".

Updated Environmental information.

Updated trademark, disclaimer and contact information.

Other minor corrections.

7.5 Revision 1.10
June 28th, 2013

Updated power requirements in the Power Management section.

Removed minimum load capacitance figure and table. Added reference to application note.

Other minor corrections.

7.6 Revision 1.00
September 11th, 2012

Updated the HFRCO 1 MHz band typical value to 1.2 MHz.

Updated the HFRCO 7 MHz band typical value to 6.6 MHz.

Added GPIO_EM4WU3, GPIO_EM4WU4 and GPIO_EM4WU5 pins and removed GPIO_EM4WU1 in
the Alternate functionality overview table.

Other minor corrections.

7.7 Revision 0.96
May 4th, 2012

Corrected PCB footprint figures and tables.

7.8 Revision 0.95
February 27th, 2012

Corrected operating voltage from 1.8 V to 1.85 V.



...the world’s most energy friendly microcontrollers

2015-03-06 - EFM32TG840FXX - d0011_Rev1.40 62 www.silabs.com

Added rising POR level and corrected Thermometer output gradient in Electrical Characteristics section.

Updated Minimum Load Capacitance (CLFXOL) Requirement For Safe Crystal Startup.

Added Gain error drift and Offset error drift to ADC table.

Added reference to errata document.

7.9 Revision 0.92
July 22nd, 2011

Updated current consumption numbers from latest device characterization data.

Updated OPAMP electrical characteristics.

Made ADC plots render properly in Adobe Reader.

7.10 Revision 0.91
February 4th, 2011

Corrected max DAC sampling rate.

Increased max storage temperature.

Added data for <150°C and <70°C on Flash data retention.

Changed latch-up sensitivity test description.

Added IO leakage current.

Added Flash current consumption.

Updated HFRCO data.

Updated LFRCO data.

Added graph for ADC Absolute Offset over temperature.

Added graph for ADC Temperature sensor readout.

Updated OPAMP electrical characteristics.

7.11 Revision 0.90
December 1st, 2010

New peripherals added to pinout, including LESENSE and OpAmps.

7.12 Revision 0.50
May 25th, 2010

Block diagram update.

7.13 Revision 0.40
March 26th, 2010
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