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Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.
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3-State Buffers

Introduction

Each Virtex-II CLB contains two 3-state drivers (TBUFs)
that can drive on-chip busses. Each 3-state buffer has its
own 3-state control pin and its own input pin. 

Each of the four slices have access to the two 3-state buff-
ers through the switch matrix, as shown in Figure 27.
TBUFs in neighboring CLBs can access slice outputs by
direct connects. The outputs of the 3-state buffers drive hor-
izontal routing resources used to implement 3-state busses. 

The 3-state buffer logic is implemented using AND-OR logic
rather than 3-state drivers, so that timing is more predict-
able and less load dependant especially with larger devices. 

Locations / Organization

Four horizontal routing resources per CLB are provided for
on-chip 3-state busses. Each 3-state buffer has access
alternately to two horizontal lines, which can be partitioned
as shown in Figure 28. The switch matrices corresponding
to SelectRAM memory and multiplier or I/O blocks are
skipped. 

Number of 3-State Buffers

Table 11 shows the number of 3-state buffers available in
each Virtex-II device. The number of 3-state buffers is twice
the number of CLB elements.

CLB/Slice Configurations

Table 12 summarizes the logic resources in one CLB. All of the CLBs are identical and each CLB or slice can be
implemented in one of the configurations listed. Table 13 shows the available resources in all CLBs.

Figure 27:  Virtex-II 3-State Buffers
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Table  11:  Virtex-II 3-State Buffers

Device
3-State Buffers 

per Row
Total Number 

of 3-State Buffers

XC2V40 16 128

XC2V80 16 256

XC2V250 32 768

XC2V500 48 1,536

XC2V1000 64 2,560

XC2V1500 80 3,840

XC2V2000 96 5,376

XC2V3000 112 7,168

XC2V4000 144 11,520

XC2V6000 176 16,896

XC2V8000 208 23,296

Figure 28:  3-State Buffer Connection to Horizontal Lines
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Table  12:  Logic Resources in One CLB

Slices LUTs Flip-Flops MULT_ANDs
Arithmetic & 
Carry-Chains

SOP 
Chains

Distributed 
SelectRAM

Shift 
Registers TBUF

4 8 8 8 2 2 128 bits 128 bits 2

http://www.xilinx.com
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Virtex-II Performance Characteristics
This section provides the performance characteristics of
some common functions and designs implemented in
Virtex-II devices. The numbers reported here are worst-case
values; they have all been fully characterized. Note that
these values are subject to the same guidelines as Virtex-II
Switching Characteristics, page 9 (speed files).

Table 11 provides pin-to-pin values (in nanoseconds)
including IOB delays; that is, delay through the device from
input pin to output pin. In the case of multiple inputs and out-
puts, the worst delay is reported. 

Table 12 shows internal (register-to-register) performance. Values are reported in MHz. 

Table  11:  Pin-to-Pin Performance

Description Device Used & Speed Grade Pin-to-Pin (with I/O delays) Units

Basic Functions

16-bit Address Decoder XC2V1000 -5 6.3 ns

32-bit Address Decoder XC2V1000 -5 7.7 ns

64-bit Address Decoder XC2V1000 -5 9.3 ns

4:1 MUX XC2V1000 -5 5.7 ns

8:1 MUX XC2V1000 -5 6.5 ns

16:1 MUX XC2V1000 -5 6.7 ns

32:1 MUX XC2V1000 -5 8.7 ns

Combinatorial (pad to LUT to pad) XC2V1000 -5 5.0 ns

Memory

Block RAM

Pad to setup 1.6 ns

Clock to Pad 9.5 ns

Distributed RAM

Pad to setup XC2V1000 -5 2.7 ns

Clock to Pad XC2V1000 -5 5.1  (no clk skew) ns

Table  12:  Register-to-Register Performance 

Description
Device Used & Speed 

Grade
Register-to-Register 

Performance Units

Basic Functions

16-bit Address Decoder XC2V1000 -5 398 MHz

32-bit Address Decoder XC2V1000 -5 291 MHz

64-bit Address Decoder XC2V1000 -5 274 MHz

4:1 MUX XC2V1000 -5 563 MHz

8:1 MUX XC2V1000 -5 454 MHz

16:1 MUX XC2V1000 -5 414 MHz

32:1 MUX XC2V1000 -5 323 MHz

Register to LUT to Register XC2V1000 -5 613 MHz

http://www.xilinx.com


Virtex-II Platform FPGAs: DC and Switching Characteristics
R

DS031-3 (v3.5) November 5, 2007 www.xilinx.com Module 3 of 4
Product Specification 9

Virtex-II Switching Characteristics
Switching characteristics in this document are specified on
a per-speed-grade basis and can be designated as
Advance, Preliminary, or Production. Note that Virtex-II Per-
formance Characteristics, page 7 are subject to these
guidelines as well. Each designation is defined as follows:

Advance: These speed files are based on simulations only
and are typically available soon after device design specifi-
cations are frozen. Although speed grades with this desig-
nation are considered relatively stable and conservative,
some under-reporting might still occur.

Preliminary: These speed files are based on complete ES
(engineering sample) silicon characterization. Devices and
speed grades with this designation are intended to give a
better indication of the expected performance of production
silicon. The probability of under-reporting delays is greatly
reduced as compared to Advance data.

Production: These speed files are released once enough
production silicon of a particular device family member has
been characterized to provide full correlation between
speed files and devices over numerous production lots.
There is no under-reporting of delays, and customers
receive formal notification of any subsequent changes. Typ-
ically, the slowest speed grades transition to Production
before faster speed grades.

Since individual family members are produced at different
times, the migration from one category to another depends
completely on the status of the fabrication process for each
device. Table 13 correlates the current status of each
Virtex-II device with a corresponding speed grade designa-
tion.

All specifications are always representative of worst-case
supply voltage and junction temperature conditions. 

Testing of Switching Characteristics
All devices are 100% functionally tested. Internal timing
parameters are derived from measuring internal test pat-
terns. Listed below are representative values. For more
specific, more precise, and worst-case guaranteed data,
use the values reported by the Xilinx static timing analyzer
and back-annotate to the simulation net list. Unless other-
wise noted, values apply to all Virtex-II devices.

IOB Input Switching Characteristics
Input delays associated with the pad are specified for
LVTTL levels. For other standards, adjust the delays with
the values shown in IOB Input Switching Characteristics
Standard Adjustments, page 11.

Table  13:  Virtex-II Device Speed Grade Designations

Device

Speed Grade Designations

Advance Preliminary Production

XC2V40 -6, -5, -4

XC2V80 -6, -5, -4

XC2V250 -6, -5, -4

XC2V500 -6, -5, -4

XC2V1000 -6, -5, -4

XC2V1500 -6, -5, -4

XC2V2000 -6, -5, -4

XC2V3000 -6, -5, -4

XC2V4000 -6, -5, -4

XC2V6000 -6, -5, -4

XC2V8000 -5, -4

Table  14:  IOB Input Switching Characteristics 

 Speed Grade

UnitsDescription Symbol Device -6 -5 -4

Propagation Delays

Pad to I output, no delay TIOPI All 0.69 0.76 0.88 ns, Max

Pad to I output, with delay TIOPID XC2V40 1.92 2.11 2.43 ns, Max

XC2V80 1.92 2.11 2.43 ns, Max

XC2V250 1.92 2.11 2.43 ns, Max

XC2V500 1.92 2.11 2.43 ns, Max

XC2V1000 1.92 2.11 2.43 ns, Max

XC2V1500 1.92 2.11 2.43 ns, Max

XC2V2000 1.92 2.11 2.43 ns, Max

XC2V3000 1.97 2.16 2.49 ns, Max

XC2V4000 1.97 2.16 2.49 ns, Max

XC2V6000 2.10 2.31 2.66 ns, Max

XC2V8000 2.31 2.66 ns, Max

http://www.xilinx.com
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Multiplier Switching Characteristics

Table  24:  Multiplier Switching Characteristics

 

Description Symbol

Speed Grade

Units-6 -5 -4 

Propagation Delay to Output Pin

Input to Pin 35 TMULT_P35 4.66 8.50 10.36 ns, Max

Input to Pin 34 TMULT_P34 4.57 8.33 10.15 ns, Max

Input to Pin 33 TMULT_P33 4.47 8.16 9.95 ns, Max

Input to Pin 32 TMULT_P32 4.37 7.99 9.74 ns, Max

Input to Pin 31 TMULT_P31 4.28 7.82 9.53 ns, Max

Input to Pin 30 TMULT_P30 4.18 7.65 9.33 ns, Max

Input to Pin 29 TMULT_P29 4.08 7.48 9.12 ns, Max

Input to Pin 28 TMULT_P28 3.99 7.31 8.91 ns, Max

Input to Pin 27 TMULT_P27 3.89 7.14 8.70 ns, Max

Input to Pin 26 TMULT_P26 3.79 6.97 8.50 ns, Max

Input to Pin 25 TMULT_P25 3.69 6.80 8.29 ns, Max

Input to Pin 24 TMULT_P24 3.60 6.63 8.08 ns, Max

Input to Pin 23 TMULT_P23 3.50 6.46 7.88 ns, Max

Input to Pin 22 TMULT_P22 3.40 6.29 7.67 ns, Max

Input to Pin 21 TMULT_P21 3.31 6.12 7.46 ns, Max

Input to Pin 20 TMULT_P20 3.21 5.95 7.26 ns, Max

Input to Pin 19 TMULT_P19 3.11 5.78 7.05 ns, Max

Input to Pin 18 TMULT_P18 3.02 5.61 6.84 ns, Max

Input to Pin 17 TMULT_P17 2.92 5.44 6.63 ns, Max

Input to Pin 16 TMULT_P16 2.82 5.27 6.43 ns, Max

Input to Pin 15 TMULT_P15 2.72 5.10 6.22 ns, Max

Input to Pin 14 TMULT_P14 2.63 4.93 6.01 ns, Max

Input to Pin 13 TMULT_P13 2.53 4.76 5.81 ns, Max

Input to Pin 12 TMULT_P12 2.43 4.59 5.60 ns, Max

Input to Pin 11 TMULT_P11 2.34 4.42 5.39 ns, Max

Input to Pin 10 TMULT_P10 2.24 4.25 5.19 ns, Max

Input to Pin 9 TMULT_P9 2.14 4.08 4.98 ns, Max

Input to Pin 8 TMULT_P8 2.05 3.91 4.77 ns, Max

Input to Pin 7 TMULT_P7 1.95 3.74 4.56 ns, Max

Input to Pin 6 TMULT_P6 1.85 3.57 4.36 ns, Max

Input to Pin 5 TMULT_P5 1.75 3.40 4.15 ns, Max

Input to Pin 4 TMULT_P4 1.66 3.23 3.94 ns, Max

Input to Pin 3 TMULT_P3 1.56 3.06 3.74 ns, Max

Input to Pin 2 TMULT_P2 1.46 2.89 3.53 ns, Max

Input to Pin 1 TMULT_P1 1.37 2.72 3.32 ns, Max

Input to Pin 0 TMULT_P0 1.27 2.55 3.12 ns, Max

http://www.xilinx.com
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Master/Slave SelectMAP Parameters

Figure 5 is a generic timing diagram for data loading using SelectMAP. For other data loading diagrams, refer to the
Virtex-II Pro Platform FPGA User Guide.

Figure 3:  Slave Serial Mode Timing Sequence

Figure 4:  Master Serial Mode Timing Sequence

Table  31:  Master/Slave Serial Mode Timing Characteristics

Description
Figure 

References Symbol Value Units

CCLK

DIN setup/hold, slave mode (Figure 3) 1/2 TDCC/TCCD 5.0/0.0 ns, min

DIN setup/hold, master mode (Figure 4) 1/2 TDSCK/TCKDS 5.0/0.0 ns, min

DOUT 3 TCCO 12.0 ns, max

High time 4 TCCH 5.0 ns, min

Low time 5 TCCL 5.0 ns, min

Maximum start-up frequency FCC_STARTUP 50 MHz, max

Maximum frequency FCC_SERIAL 66(1) MHz, max

Frequency tolerance, master mode with 
respect to nominal

+45% 
–30%

Notes: 
1. If no provision is made in the design to adjust the frequency of CCLK, FCC_SERIAL should not exceed FCC_STARTUP.

4 TCCH

3 TCCO

5 TCCL2 TCCD1 TDCC

Serial DIN

CCLK

Serial DOUT

ds083-3_08_111104

Serial DIN

CCLK
(Output)

Serial DOUT

1

2
TCKDS

TDSCK

ds083-3_09_111104
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Virtex-II Platform FPGAs: Pinout Information
R

DS031-4 (v3.5) November 5, 2007 www.xilinx.com Module 4 of 4
Product Specification 24

4  IO_L02N_4/D0/DIN(1)  V18

4  IO_L02P_4/D1  V17

4  IO_L03N_4/D2/ALT_VRP_4  W18

4  IO_L03P_4/D3/ALT_VRN_4  Y18

4  IO_L04N_4/VREF_4 AA18

4  IO_L04P_4  AB18

4  IO_L05N_4/VRP_4  W17

4  IO_L05P_4/VRN_4  Y17

4  IO_L06N_4 AA17

4  IO_L06P_4  AB17

4  IO_L19N_4  V16 NC NC

4  IO_L19P_4  V15 NC NC

4  IO_L21N_4  W16 NC NC

4  IO_L21P_4/VREF_4  Y16 NC NC

4  IO_L22N_4 AA16 NC NC

4  IO_L22P_4  AB16 NC NC

4  IO_L24N_4  W15 NC NC

4  IO_L24P_4  Y15 NC NC

4  IO_L49N_4 AA15 NC  

4  IO_L49P_4  AB15 NC  

4  IO_L51N_4  U14 NC  

4  IO_L51P_4/VREF_4  V14 NC  

4  IO_L52N_4  W14 NC  

4  IO_L52P_4  Y14 NC  

4  IO_L54N_4 AA14 NC  

4  IO_L54P_4  AB14 NC  

4  IO_L91N_4/VREF_4  U13

4  IO_L91P_4  V13

4  IO_L92N_4  W13

4  IO_L92P_4  Y13

4  IO_L93N_4 AA13

4  IO_L93P_4  AB13

4  IO_L94N_4/VREF_4  U12

4  IO_L94P_4  V12

Table  7:  FG456/FGG456 BGA — XC2V250, XC2V500, and XC2V1000 

Bank Pin Description Pin Number No Connect in XC2V250 No Connect in XC2V500

http://www.xilinx.com
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1  IO_L92P_1  A15

1  IO_L91N_1  B15

1  IO_L91P_1/VREF_1  C15

1  IO_L78N_1  D15 NC

1  IO_L78P_1  E15 NC

1  IO_L76N_1  F15 NC

1  IO_L76P_1  G15 NC

1  IO_L75N_1/VREF_1  G16 NC

1  IO_L75P_1  F16 NC

1  IO_L73N_1  A16 NC

1  IO_L73P_1  A17 NC

1  IO_L72N_1  B16

1  IO_L72P_1  C16

1  IO_L70N_1  D16

1  IO_L70P_1  E16

1  IO_L69N_1/VREF_1  C17

1  IO_L69P_1  D17

1  IO_L67N_1  H16

1  IO_L67P_1  G17

1  IO_L54N_1  E17

1  IO_L54P_1  F17

1  IO_L52N_1  A18

1  IO_L52P_1  A19

1  IO_L51N_1/VREF_1  E18

1  IO_L51P_1  D18

1  IO_L49N_1  B18

1  IO_L49P_1  C18

1  IO_L27N_1/VREF_1  F19 NC NC

1  IO_L27P_1  F18 NC NC

1  IO_L25N_1  G18 NC NC

1  IO_L25P_1  G19 NC NC

1  IO_L24N_1  B19

1  IO_L24P_1  C19

1  IO_L22N_1  D19

1  IO_L22P_1  E19

1  IO_L21N_1/VREF_1  A20

1  IO_L21P_1  A21

Table  8:  FG676/FGG676 BGA — XC2V1500, XC2V2000, and XC2V3000

Bank Pin Description Pin Number No Connect in XC2V1500 No Connect in XC2V2000
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2  IO_L45N_2  H23

2  IO_L45P_2/VREF_2  H24

2  IO_L46N_2  J21

2  IO_L46P_2  J20

2  IO_L48N_2  H25

2  IO_L48P_2  H26

2  IO_L49N_2  J22

2  IO_L49P_2  J23

2  IO_L51N_2  K21

2  IO_L51P_2/VREF_2  K22

2  IO_L52N_2  K20

2  IO_L52P_2  L20

2  IO_L54N_2  J24

2  IO_L54P_2  J25

2  IO_L67N_2  K23

2  IO_L67P_2  K24

2  IO_L69N_2  J26

2  IO_L69P_2/VREF_2  K26

2  IO_L70N_2  L22

2  IO_L70P_2  L21

2  IO_L72N_2  L25

2  IO_L72P_2  L26

2  IO_L73N_2  L19 NC

2  IO_L73P_2  M19 NC

2  IO_L75N_2  L23 NC

2  IO_L75P_2/VREF_2  L24 NC

2  IO_L76N_2  M22 NC

2  IO_L76P_2  M21 NC

2  IO_L78N_2  M23 NC

2  IO_L78P_2  M24 NC

2  IO_L91N_2  M25

2  IO_L91P_2  M26

2  IO_L93N_2  M20

2  IO_L93P_2/VREF_2  N20

2  IO_L94N_2  N22

2  IO_L94P_2  N21

2  IO_L96N_2  N24

Table  8:  FG676/FGG676 BGA — XC2V1500, XC2V2000, and XC2V3000

Bank Pin Description Pin Number No Connect in XC2V1500 No Connect in XC2V2000
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NA  GND  L11

NA  GND  L10

NA  GND  K17

NA  GND  K16

NA  GND  K15

NA  GND  K14

NA  GND  K13

NA  GND  K12

NA  GND  K11

NA  GND  K10

NA  GND  F21

NA  GND  F6

NA  GND  E22

NA  GND  E5

NA  GND  D23

NA  GND  D4

NA  GND  C24

NA  GND  C3

NA  GND  B25

NA  GND  B14

NA  GND  B13

NA  GND  B2

NA  GND  A26

NA  GND  A1

Notes: 
1. See Table 4 for an explanation of the signals available on this pin.

Table  8:  FG676/FGG676 BGA — XC2V1500, XC2V2000, and XC2V3000

Bank Pin Description Pin Number No Connect in XC2V1500 No Connect in XC2V2000
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NA  VCCINT  R10

NA  VCCINT  P15

NA  VCCINT  P10

NA  VCCINT  N15

NA  VCCINT  N10

NA  VCCINT  M15

NA  VCCINT  M10

NA  VCCINT  L15

NA  VCCINT  L10

NA  VCCINT  K15

NA  VCCINT  K14

NA  VCCINT  K13

NA  VCCINT  K12

NA  VCCINT  K11

NA  VCCINT  K10

NA  VCCINT  J16

NA  VCCINT  J9

NA  VCCINT  H17

NA  VCCINT  H8

NA  GND  AD24

NA  GND  AD23

NA  GND  AD18

NA  GND  AD7

NA  GND  AD2

NA  GND  AD1

NA  GND  AC24

NA  GND  AC23

NA  GND  AC2

NA  GND  AC1

NA  GND  AB22

NA  GND  AB3

NA  GND  AA21

NA  GND  AA15

NA  GND  AA10

NA  GND  AA4

NA  GND  Y20

Table  9:  BG575/BGG575 BGA — XC2V1000, XC2V1500, and XC2V2000

Bank Pin Description Pin Number No Connect in XC2V1000 No Connect in XC2V1500
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6  IO_L01N_6  AD1

6  IO_L02P_6/VRN_6  AD3

6  IO_L02N_6/VRP_6  AD2

6  IO_L03P_6  AC4

6  IO_L03N_6/VREF_6  AC3

6  IO_L04P_6  AC2

6  IO_L04N_6  AC1

6  IO_L06P_6  AB5

6  IO_L06N_6  AB4

6  IO_L19P_6  AB3

6  IO_L19N_6  AB2

6  IO_L21P_6  AB1

6  IO_L21N_6/VREF_6  AA1

6  IO_L22P_6  AA5

6  IO_L22N_6  AA6

6  IO_L24P_6  AA3

6  IO_L24N_6  AA2

6  IO_L25P_6  Y5

6  IO_L25N_6  Y6

6  IO_L27P_6  Y4

6  IO_L27N_6/VREF_6  Y3

6  IO_L28P_6  Y1

6  IO_L28N_6  W1

6  IO_L43P_6  W8

6  IO_L43N_6  W9

6  IO_L45P_6  W6

6  IO_L45N_6/VREF_6  W7

6  IO_L46P_6  W5

6  IO_L46N_6  W4

6  IO_L48P_6  W3

6  IO_L48N_6  W2

6  IO_L49P_6  V7

6  IO_L49N_6  V8

6  IO_L51P_6  V5

6  IO_L51N_6/VREF_6  V6

6  IO_L52P_6  V4
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6  IO_L52N_6  V3

6  IO_L54P_6  V2

6  IO_L54N_6  V1

6  IO_L67P_6  U8

6  IO_L67N_6  T8

6  IO_L69P_6  U6

6  IO_L69N_6/VREF_6  U7

6  IO_L70P_6  U4

6  IO_L70N_6  U3

6  IO_L72P_6  U2

6  IO_L72N_6  U1

6  IO_L73P_6  T9

6  IO_L73N_6  R9

6  IO_L75P_6  T5

6  IO_L75N_6/VREF_6  T6

6  IO_L76P_6  T4

6  IO_L76N_6  R4

6  IO_L78P_6  T2

6  IO_L78N_6  T1

6  IO_L91P_6  R7

6  IO_L91N_6  R8

6  IO_L93P_6  R5

6  IO_L93N_6/VREF_6  R6

6  IO_L94P_6  R3

6  IO_L94N_6  P3

6  IO_L96P_6  R2

6  IO_L96N_6  R1

7  IO_L96P_7  P5

7  IO_L96N_7  P6

7  IO_L94P_7  P7

7  IO_L94N_7  P8

7  IO_L93P_7/VREF_7  N1

7  IO_L93N_7  N2

7  IO_L91P_7  N3

7  IO_L91N_7  N4
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NA  VCCAUX  P26

NA  VCCAUX  P2

NA  VCCAUX  C26

NA  VCCAUX  C2

NA  VCCAUX  B14

NA  VCCINT  V18

NA  VCCINT  V14

NA  VCCINT  V10

NA  VCCINT  U17

NA  VCCINT  U16

NA  VCCINT  U15

NA  VCCINT  U14

NA  VCCINT  U13

NA  VCCINT  U12

NA  VCCINT  U11

NA  VCCINT  T17

NA  VCCINT  T11

NA  VCCINT  R17

NA  VCCINT  R11

NA  VCCINT  P18

NA  VCCINT  P17

NA  VCCINT  P11

NA  VCCINT  P10

NA  VCCINT  N17

NA  VCCINT  N11

NA  VCCINT  M17

NA  VCCINT  M11

NA  VCCINT  L17

NA  VCCINT  L16

NA  VCCINT  L15

NA  VCCINT  L14

NA  VCCINT  L13

NA  VCCINT  L12

NA  VCCINT  L11

NA  VCCINT  K18

NA  VCCINT  K14
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0  IO_L77N_0  J20

0  IO_L77P_0  K19

0  IO_L78N_0  D20

0  IO_L78P_0  D21

0  IO_L79N_0  A21 NC

0  IO_L79P_0  A22 NC

0  IO_L80N_0  L19 NC

0  IO_L80P_0  L18 NC

0  IO_L81N_0  B19 NC

0  IO_L81P_0/VREF_0  A20 NC

0  IO_L82N_0  A18 NC

0  IO_L82P_0  B18 NC

0  IO_L83N_0  H19 NC

0  IO_L83P_0  H18 NC

0  IO_L84N_0  C20 NC

0  IO_L84P_0  C21 NC

0  IO_L91N_0/VREF_0  D19

0  IO_L91P_0  D18

0  IO_L92N_0  G18

0  IO_L92P_0  G19

0  IO_L93N_0  F18

0  IO_L93P_0  F19

0  IO_L94N_0/VREF_0  C19

0  IO_L94P_0  C18

0  IO_L95N_0/GCLK7P  K18

0  IO_L95P_0/GCLK6S  J18

0  IO_L96N_0/GCLK5P  E19

0  IO_L96P_0/GCLK4S  E18

1  IO_L96N_1/GCLK3P  E17

1  IO_L96P_1/GCLK2S  E16

1  IO_L95N_1/GCLK1P  H17

1  IO_L95P_1/GCLK0S  H16

1  IO_L94N_1  D17

1  IO_L94P_1/VREF_1  D16

1  IO_L93N_1  F16

Table  12:  FF1152 BGA — XC2V3000, XC2V4000, XC2V6000, and XC2V8000
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5  IO_L50P_5  AG22

5  IO_L49N_5  AN29

5  IO_L49P_5  AN28

5  IO_L30N_5  AK24

5  IO_L30P_5  AK25

5  IO_L29N_5  AH23

5  IO_L29P_5  AH22

5  IO_L28N_5  AP31

5  IO_L28P_5  AP30

5  IO_L27N_5/VREF_5  AH24

5  IO_L27P_5  AH25

5  IO_L26N_5  AF22

5  IO_L26P_5  AF23

5  IO_L25N_5  AM27

5  IO_L25P_5  AM26

5  IO_L24N_5  AL27

5  IO_L24P_5  AL26

5  IO_L23N_5  AH26

5  IO_L23P_5  AJ25

5  IO_L22N_5  AN31

5  IO_L22P_5  AN30

5  IO_L21N_5/VREF_5  AK26

5  IO_L21P_5  AK27

5  IO_L20N_5  AG23

5  IO_L20P_5  AF24

5  IO_L19N_5  AM33

5  IO_L19P_5  AN32

5  IO_L06N_5  AJ27

5  IO_L06P_5  AJ26

5  IO_L05N_5/VRP_5  AE22

5  IO_L05P_5/VRN_5  AE23

5  IO_L04N_5  AM28

5  IO_L04P_5/VREF_5  AM29

5  IO_L03N_5/D4/ALT_VRP_5  AK28

5  IO_L03P_5/D5/ALT_VRN_5  AL29

5  IO_L02N_5/D6  AG24
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5  VCCO_5  AP19

5  VCCO_5  AL28

5  VCCO_5  AK20

5  VCCO_5  AD23

5  VCCO_5  AD22

5  VCCO_5  AD21

5  VCCO_5  AD20

5  VCCO_5  AC22

5  VCCO_5  AC21

5  VCCO_5  AC20

5  VCCO_5  AC19

5  VCCO_5  AC18

6  VCCO_6  AH31

6  VCCO_6  AE34

6  VCCO_6  AC24

6  VCCO_6  AB24

6  VCCO_6  AB23

6  VCCO_6  AA24

6  VCCO_6  AA23

6  VCCO_6  Y30

6  VCCO_6  Y24

6  VCCO_6  Y23

6  VCCO_6  W34

6  VCCO_6  W23

6  VCCO_6  V23

7  VCCO_7  U23

7  VCCO_7  T34

7  VCCO_7  T23

7  VCCO_7  R30

7  VCCO_7  R24

7  VCCO_7  R23

7  VCCO_7  P24

7  VCCO_7  P23

7  VCCO_7  N24

7  VCCO_7  N23

7  VCCO_7  M24

Table  12:  FF1152 BGA — XC2V3000, XC2V4000, XC2V6000, and XC2V8000
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NA  GND  P20

NA  GND  P19

NA  GND  P18

NA  GND  P17

NA  GND  P16

NA  GND  P15

NA  GND  P14

NA  GND  P7

NA  GND  M30

NA  GND  M5

NA  GND  K32

NA  GND  K3

NA  GND  J19

NA  GND  J16

NA  GND  H34

NA  GND  H27

NA  GND  H8

NA  GND  H1

NA  GND  G28

NA  GND  G21

NA  GND  G14

NA  GND  G7

NA  GND  F29

NA  GND  F6

NA  GND  E30

NA  GND  E23

NA  GND  E12

NA  GND  E5

NA  GND  D31

NA  GND  D4

NA  GND  C34

NA  GND  C32

NA  GND  C25

NA  GND  C10

NA  GND  C3

NA  GND  C1
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4  IO_L08P_4  AL12 NC

4  IO_L09N_4  AP9 NC

4  IO_L09P_4/VREF_4  AP8 NC

4  IO_L10N_4  AV6 NC

4  IO_L10P_4  AV5 NC

4  IO_L11N_4  AM11 NC

4  IO_L11P_4  AM12 NC

4  IO_L12N_4  AN10 NC

4  IO_L12P_4  AN9 NC

4  IO_L19N_4  AU8

4  IO_L19P_4  AU7

4  IO_L20N_4  AH14

4  IO_L20P_4  AH15

4  IO_L21N_4  AT8

4  IO_L21P_4/VREF_4  AT7

4  IO_L22N_4  AW7

4  IO_L22P_4  AW6

4  IO_L23N_4  AK13

4  IO_L23P_4  AK14

4  IO_L24N_4  AR10

4  IO_L24P_4  AR9

4  IO_L25N_4  AV8

4  IO_L25P_4  AV7

4  IO_L26N_4  AJ14

4  IO_L26P_4  AJ15

4  IO_L27N_4  AP11

4  IO_L27P_4/VREF_4  AP10

4  IO_L28N_4  AU10

4  IO_L28P_4  AU9

4  IO_L29N_4  AL13

4  IO_L29P_4  AL14

4  IO_L30N_4  AN12

4  IO_L30P_4  AN11

4  IO_L31N_4  AW9 NC

4  IO_L31P_4  AW8 NC

4  IO_L32N_4  AM13 NC

Table  13:  FF1517 BGA — XC2V4000, XC2V6000, and XC2V8000
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NA  DXP  B28

NA  VBATT  D5

NA  RSVD  B4

NA  VCCAUX  B16

NA  VCCAUX  C2

NA  VCCAUX  C30

NA  VCCAUX  T2

NA  VCCAUX  T30

NA  VCCAUX  AJ2

NA  VCCAUX  AJ30

NA  VCCAUX  AK16

NA  VCCINT  K15

NA  VCCINT  K17

NA  VCCINT  L11

NA  VCCINT  L16

NA  VCCINT  L21

NA  VCCINT  M12

NA  VCCINT  M16

NA  VCCINT  M20

NA  VCCINT  N13

NA  VCCINT  N14

NA  VCCINT  N15

NA  VCCINT  N16

NA  VCCINT  N17

NA  VCCINT  N18

NA  VCCINT  N19

NA  VCCINT  P13

NA  VCCINT  P19

NA  VCCINT  R10

NA  VCCINT  R13

NA  VCCINT  R19

NA  VCCINT  R22

NA  VCCINT  T11

NA  VCCINT  T12

NA  VCCINT  T13

NA  VCCINT  T19

NA  VCCINT  T20

Table  14:   BF957 — XC2V2000, XC2V3000, XC2V4000, and XC2V6000
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NA  VCCINT  T21

NA  VCCINT  U10

NA  VCCINT  U13

NA  VCCINT  U19

NA  VCCINT  U22

NA  VCCINT  V13

NA  VCCINT  V19

NA  VCCINT  W13

NA  VCCINT  W14

NA  VCCINT  W15

NA  VCCINT  W16

NA  VCCINT  W17

NA  VCCINT  W18

NA  VCCINT  W19

NA  VCCINT  Y12

NA  VCCINT  Y16

NA  VCCINT  Y20

NA  VCCINT  AA11

NA  VCCINT  AA16

NA  VCCINT  AA21

NA  VCCINT  AB15

NA  VCCINT  AB17

NA  GND  A2

NA  GND  A3

NA  GND  A16

NA  GND  A29

NA  GND  A30

NA  GND  B1

NA  GND  B2

NA  GND  B8

NA  GND  B24

NA  GND  B30

NA  GND  B31

NA  GND  C1

NA  GND  C3

NA  GND  C29

NA  GND  C31

NA  GND  D4

Table  14:   BF957 — XC2V2000, XC2V3000, XC2V4000, and XC2V6000

Bank Pin Description Pin Number No Connect in XC2V2000
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