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Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.
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Figure 6 shows the SSTL2, SSTL3, and HSTL configura-
tions. HSTL can sink current up to 48 mA. (HSTL IV)  

All pads are protected against damage from electrostatic
discharge (ESD) and from over-voltage transients. Virtex-II
uses two memory cells to control the configuration of an I/O
as an input. This is to reduce the probability of an I/O con-
figured as an input from flipping to an output when sub-
jected to a single event upset (SEU) in space applications.

Prior to configuration, all outputs not involved in configura-
tion are forced into their high-impedance state. The
pull-down resistors and the weak-keeper circuits are inac-
tive. The dedicated pin HSWAP_EN controls the pull-up
resistors prior to configuration. By default, HSWAP_EN is
set high, which disables the pull-up resistors on user I/O
pins. When HSWAP_EN is set low, the pull-up resistors are
activated on user I/O pins.

All Virtex-II IOBs support IEEE 1149.1 compatible Bound-
ary-Scan testing.

Input Path
The Virtex-II IOB input path routes input signals directly to
internal logic and / or through an optional input flip-flop or
latch, or through the DDR input registers. An optional delay
element at the D-input of the storage element eliminates
pad-to-pad hold time. The delay is matched to the internal
clock-distribution delay of the Virtex-II device, and when
used, assures that the pad-to-pad hold time is zero.

Each input buffer can be configured to conform to any of the
low-voltage signaling standards supported. In some of
these standards the input buffer utilizes a user-supplied
threshold voltage, VREF. The need to supply VREF imposes
constraints on which standards can be used in the same
bank. See I/O banking description.

Output Path
The output path includes a 3-state output buffer that drives
the output signal onto the pad. The output and / or the
3-state signal can be routed to the buffer directly from the
internal logic or through an output / 3-state flip-flop or latch,
or through the DDR output / 3-state registers.

Each output driver can be individually programmed for a
wide range of low-voltage signaling standards. In most sig-
naling standards, the output High voltage depends on an
externally supplied VCCO voltage. The need to supply VCCO
imposes constraints on which standards can be used in the
same bank. See I/O banking description.

I/O Banking

Some of the I/O standards described above require VCCO
and VREF voltages. These voltages are externally supplied
and connected to device pins that serve groups of IOB
blocks, called banks. Consequently, restrictions exist about
which I/O standards can be combined within a given bank.

Eight I/O banks result from dividing each edge of the FPGA
into two banks, as shown in Figure 7 and Figure 8. Each
bank has multiple VCCO pins, all of which must be con-
nected to the same voltage. This voltage is determined by
the output standards in use.

Table  4:  LVTTL and LVCMOS Programmable Currents (Sink and Source)

SelectI/O-Ultra Programmable Current (Worst-Case Guaranteed Minimum)

LVTTL 2 mA 4 mA 6 mA 8 mA 12 mA 16 mA 24 mA

LVCMOS33 2 mA 4 mA 6 mA 8 mA 12 mA 16 mA 24 mA

LVCMOS25 2 mA 4 mA 6 mA 8 mA 12 mA 16 mA 24 mA

LVCMOS18 2 mA 4 mA 6 mA 8 mA 12 mA 16 mA n/a

LVCMOS15 2 mA 4 mA 6 mA 8 mA 12 mA 16 mA n/a

Figure 6:  SSTL or HSTL SelectI/O-Ultra Standards
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Figure 18, Figure 19, and Figure 20 illustrate various exam-
ple configurations.
 

 

 

Similar to the RAM configuration, each function generator
(LUT) can implement a 16 x 1-bit ROM. Five configurations
are available: ROM16x1, ROM32x1, ROM64x1,
ROM128x1, and ROM256x1. The ROM elements are cas-
cadable to implement wider or/and deeper ROM. ROM con-
tents are loaded at configuration. Table 10 shows the
number of LUTs occupied by each configuration.

Figure 18:  Distributed SelectRAM (RAM16x1S)

Figure 19:  Single-Port Distributed SelectRAM 
(RAM32x1S)
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Figure 20:  Dual-Port Distributed SelectRAM 
(RAM16x1D)

Table  10:  ROM Configuration

ROM Number of LUTs

16 x 1 1

32 x 1 2

64 x 1 4

128 x 1 8 (1 CLB)

256 x 1 16 (2 CLBs)
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Multiplexers

Virtex-II function generators and associated multiplexers
can implement the following:

• 4:1 multiplexer in one slice
• 8:1 multiplexer in two slices
• 16:1 multiplexer in one CLB element (4 slices) 
• 32:1 multiplexer in two CLB elements (8 slices)

Each Virtex-II slice has one MUXF5 multiplexer and one
MUXFX multiplexer. The MUXFX multiplexer implements
the MUXF6, MUXF7, or MUXF8, as shown in Figure 23.
Each CLB element has two MUXF6 multiplexers, one
MUXF7 multiplexer and one MUXF8 multiplexer. Examples
of multiplexers are shown in the Virtex-II Platform FPGA
User Guide. Any LUT can implement a 2:1 multiplexer. 

Fast Lookahead Carry Logic

Dedicated carry logic provides fast arithmetic addition and
subtraction. The Virtex-II CLB has two separate carry
chains, as shown in the Figure 24. 

The height of the carry chains is two bits per slice. The carry
chain in the Virtex-II device is running upward. The dedi-
cated carry path and carry multiplexer (MUXCY) can also

be used to cascade function generators for implementing
wide logic functions.

Arithmetic Logic
The arithmetic logic includes an XOR gate that allows a
2-bit full adder to be implemented within a slice. In addition,
a dedicated AND (MULT_AND) gate (shown in Figure 16)
improves the efficiency of multiplier implementation.

Figure 23:  MUXF5 and MUXFX multiplexers
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IOB Input Switching Characteristics Standard Adjustments

Table 15 gives all standard-specific data input delay adjustments.

Table  15:  IOB Input Switching Characteristics Standard Adjustments 

Description
IOSTANDARD 

Attribute
Timing 

Parameter

 Speed Grade

Units-6 -5 -4

LVTTL (Low-Voltage Transistor-Transistor Logic) LVTTL TILVTTL 0.00 0.00 0.00 ns

LVCMOS (Low-Voltage CMOS ), 3.3V LVCMOS33 TILVCMOS33 0.00 0.00 0.00 ns

LVCMOS, 2.5V LVCMOS25 TILVCMOS25 0.11 0.11 0.12 ns

LVCMOS, 1.8V LVCMOS18 TILVCMOS18 0.42 0.43 0.49 ns

LVCMOS, 1.5V LVCMOS15 TILVCMOS15 0.98 1.00 1.15 ns

LVDS (Low-Voltage Differential Signaling), 2.5V LVDS_25 TILVDS_25 0.60 0.60 0.69 ns

LVDS, 3.3V LVDS_33 TILVDS_33 0.60 0.60 0.69 ns

LVDSEXT (Extended Mode), 2.5V LVDSEXT_25 TILVDSEXT_25 0.68 0.69 0.79 ns

LVDSEXT, 3.3V LVDSEXT_33 TILVDSEXT_33 0.56 0.56 0.65 ns

ULVDS (Ultra LVDS), 2.5V ULVDS_25 TIULVDS_25 0.48 0.49 0.56 ns

BLVDS (Bus LVDS), 2.5V BLVDS_25 TIBLVDS_25 0.68 0.69 0.79 ns

LDT (HyperTransport), 2.5V LDT_25 TILDT_25 0.48 0.49 0.56 ns

LVPECL (Low-Voltage Positive Electron-Coupled Logic), 3.3V LVPECL_33 TILVPECL_33 0.60 0.60 0.69 ns

PCI (Peripheral Component Interface), 33 MHz, 3.3V PCI33_3 TIPCI33_3 0.00 0.00 0.00 ns

PCI, 66 MHz, 3.3V PCI66_3 TIPCI66_3 0.00 0.00 0.00 ns

PCI-X, 133 MHz, 3.3V PCIX TIPCIX 0.00 0.00 0.00 ns

GTL (Gunning Transceiver Logic) GTL TIGTL 0.42 0.42 0.48 ns

GTL Plus GTLP TIGTLP 0.42 0.42 0.48 ns

HSTL (High-Speed Transceiver Logic), Class I HSTL_I TIHSTL_I 0.42 0.42 0.48 ns

HSTL, Class II HSTL_II TIHSTL_II 0.42 0.42 0.48 ns

HSTL, Class III HSTL_III TIHSTL_III 0.42 0.42 0.48 ns

HSTL, Class IV HSTL_IV TIHSTL_IV 0.42 0.42 0.48 ns

HSTL, Class I, 1.8V HSTL_I_18 TIHSTL_I_18 0.42 0.42 0.48 ns

HSTL, Class II, 1.8V HSTL_II_18 TIHSTL_II_18 0.42 0.42 0.48 ns

HSTL, Class III, 1.8V HSTL_III_18 TIHSTL_III_18 0.42 0.42 0.48 ns

HSTL, Class IV, 1.8V HSTL_IV_18 TIHSTL_IV_18 0.42 0.42 0.48 ns

SSTL (Stub Series Terminated Logic), Class I, 1.8V SSTL18_I TISSTL18_I 0.42 0.42 0.48 ns

SSTL, Class II, 1.8V SSTL18_II TISSTL18_II 0.42 0.42 0.48 ns

SSTL, Class I, 2.5V SSTL2_I TISSTL2_I 0.42 0.42 0.48 ns

SSTL, Class II, 2.5V SSTL2_II TISSTL2_II 0.42 0.42 0.48 ns

SSTL, Class I, 3.3V SSTL3_I TISSTL3_I 0.35 0.35 0.40 ns

SSTL, Class II, 3.3V SSTL3_ II TISSTL3_II 0.35 0.35 0.40 ns

AGP-2X/AGP (Accelerated Graphics Port) AGP TIAGP 0.35 0.35 0.40 ns

LVDCI (Low-Voltage Digitally Controlled Impedance), 3.3V LVDCI_33 TILVDCI_33 0.00 0.00 0.00 ns

LVDCI, 2.5V LVDCI_25 TILVDCI_25 0.11 0.11 0.12 ns

LVDCI, 1.8V LVDCI_18 TILVDCI_18 0.42 0.43 0.49 ns

LVDCI, 1.5V LVDCI_15 TILVDCI_15 0.98 1.00 1.14 ns
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Figure 5:  SelectMAP Mode Data Loading Sequence (Generic)

Table  32:  SelectMAP Mode Write Timing Characteristics

Description
Figure 

References Symbol Value Units

CCLK

DATA[0:7] setup/hold 1/2 TSMDCC/TSMCCD 5.0/0.0 ns, min

CS_B setup/hold 3/4 TSMCSCC/TSMCCCS 7.0/0.0 ns, min

RDWR_B setup/hold 5/6 TSMCCW/TSMWCC 7.0/0.0 ns, min

BUSY propagation delay 7 TSMCKBY 12.0 ns, max

Maximum start-up frequency FCC_STARTUP 50 MHz, max

Maximum frequency FCC_SELECTMAP 50 MHz, max

Maximum frequency with no handshake FCCNH 50 MHz, max
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Notice of Disclaimer
THE XILINX HARDWARE FPGA AND CPLD DEVICES REFERRED TO HEREIN (“PRODUCTS”) ARE SUBJECT TO THE TERMS AND
CONDITIONS OF THE XILINX LIMITED WARRANTY WHICH CAN BE VIEWED AT http://www.xilinx.com/warranty.htm. THIS LIMITED
WARRANTY DOES NOT EXTEND TO ANY USE OF PRODUCTS IN AN APPLICATION OR ENVIRONMENT THAT IS NOT WITHIN THE
SPECIFICATIONS STATED IN THE XILINX DATA SHEET. ALL SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE.
PRODUCTS ARE NOT DESIGNED OR INTENDED TO BE FAIL-SAFE OR FOR USE IN ANY APPLICATION REQUIRING FAIL-SAFE
PERFORMANCE, SUCH AS LIFE-SUPPORT OR SAFETY DEVICES OR SYSTEMS, OR ANY OTHER APPLICATION THAT INVOKES
THE POTENTIAL RISKS OF DEATH, PERSONAL INJURY, OR PROPERTY OR ENVIRONMENTAL DAMAGE  (“CRITICAL
APPLICATIONS”). USE OF PRODUCTS IN CRITICAL APPLICATIONS IS AT THE SOLE RISK OF CUSTOMER, SUBJECT TO
APPLICABLE LAWS AND REGULATIONS.

Virtex-II Data Sheet
The Virtex-II Data Sheet contains the following modules:

• Virtex-II Platform FPGAs: Introduction and Overview 
(Module 1)

• Virtex-II Platform FPGAs: Functional Description 
(Module 2)

• Virtex-II Platform FPGAs: DC and Switching 
Characteristics (Module 3)

• Virtex-II Platform FPGAs: Pinout Information 
(Module 4) 

03/01/05
(cont’d)

3.4
(cont’d)

• Table 15, Table 17, Table 18, and Table 19: Restructured these I/O-related tables to 
include descriptions, as well as the actual IOSTANDARD attributes (used in Xilinx 
ISE™ software) for all I/O standards.

• Table 15: Added data for the following I/O standards: SSTL18_I, SSTL18_II, 
SSTL18_I_DCI, SSTL18_II_DCI, HSTL_I_18, HSTL_II_18, HSTL_III_18, 
HSTL_IV_18, LVDSEXT_25, LVDSEXT_33, BLVDS_25, LVDS_25_DCI, 
LVDS_33_DCI, LVDSEXT_25_DCI, LVDSEXT_33_DCI, HSLVDCI_15, HSLVDCI_18, 
HSLVDCI_25, HSLVDCI_33. Rearranged I/O standards in a more logical order. 

• Table 16: Added parameter TRPW (Minimum Pulse Width, SR Input).
• Table 17: Added data for the following I/O standards: SSTL18_I, SSTL18_II, 

SSTL18_I_DCI, SSTL18_II_DCI, HSLVDCI_15, HSLVDCI_18, HSLVDCI_25, 
HSLVDCI_33. Changed “Csl” to “CREF” to agree with Figure 1 and Table 19. 
Rearranged I/O standards in a more logical order. 

• Table 18: Added data for the following I/O standards: SSTL18_I, SSTL18_II, 
HSTL_I_18, HSTL_II_18, HSTL_III_18, HSTL_IV_18. Added footnote defining 
equivalents for DCI standards.

• Table 19: Added Footnotes (2) and (3) to PCI/PCI-X capacitive load (CREF) values. 
Added HSLVDCI callouts to LVDCI parameter rows (same values).

• Table 28: Added parameter TBCCS, CLKA to CLKB Setup Time.
• Table 31: Added Footnote (1) indicating that FCC_SERIAL should not exceed 

FCC_STARTUP if no provision is made to adjust the speed of CCLK.
• Table 33: TTCKTDO corrected from a “Min” to a “Max” specification.

11/05/07 3.5 • Updated copyright notice and legal disclaimer.

Date Version Revision

http://www.xilinx.com/warranty.htm
http://www.xilinx.com
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NA  VCCINT  R16

NA  VCCINT  R7

NA  VCCINT  H16

NA  VCCINT  H7

NA  VCCINT  G16

NA  VCCINT  G15

NA  VCCINT  G8

NA  VCCINT  G7

NA  VCCINT  F17

NA  VCCINT  F6

NA  GND  AB22

NA  GND  AB1

NA  GND AA21

NA  GND  AA2

NA  GND  Y20

NA  GND  Y3

NA  GND  W19

NA  GND  W4

NA  GND  P14

NA  GND  P13

NA  GND  P12

NA  GND  P11

NA  GND  P10

NA  GND  P9

NA  GND  N14

NA  GND  N13

NA  GND  N12

NA  GND  N11

NA  GND  N10

NA  GND  N9

NA  GND  M14

NA  GND  M13

NA  GND  M12

NA  GND  M11

Table  7:  FG456/FGG456 BGA — XC2V250, XC2V500, and XC2V1000 

Bank Pin Description Pin Number No Connect in XC2V250 No Connect in XC2V500
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2  IO_L45N_2  H23

2  IO_L45P_2/VREF_2  H24

2  IO_L46N_2  J21

2  IO_L46P_2  J20

2  IO_L48N_2  H25

2  IO_L48P_2  H26

2  IO_L49N_2  J22

2  IO_L49P_2  J23

2  IO_L51N_2  K21

2  IO_L51P_2/VREF_2  K22

2  IO_L52N_2  K20

2  IO_L52P_2  L20

2  IO_L54N_2  J24

2  IO_L54P_2  J25

2  IO_L67N_2  K23

2  IO_L67P_2  K24

2  IO_L69N_2  J26

2  IO_L69P_2/VREF_2  K26

2  IO_L70N_2  L22

2  IO_L70P_2  L21

2  IO_L72N_2  L25

2  IO_L72P_2  L26

2  IO_L73N_2  L19 NC

2  IO_L73P_2  M19 NC

2  IO_L75N_2  L23 NC

2  IO_L75P_2/VREF_2  L24 NC

2  IO_L76N_2  M22 NC

2  IO_L76P_2  M21 NC

2  IO_L78N_2  M23 NC

2  IO_L78P_2  M24 NC

2  IO_L91N_2  M25

2  IO_L91P_2  M26

2  IO_L93N_2  M20

2  IO_L93P_2/VREF_2  N20

2  IO_L94N_2  N22

2  IO_L94P_2  N21

2  IO_L96N_2  N24

Table  8:  FG676/FGG676 BGA — XC2V1500, XC2V2000, and XC2V3000

Bank Pin Description Pin Number No Connect in XC2V1500 No Connect in XC2V2000
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NA  VCCINT  H19

NA  VCCINT  H8

NA  GND  AF26

NA  GND  AF1

NA  GND  AE25

NA  GND  AE14

NA  GND  AE13

NA  GND  AE2

NA  GND  AD24

NA  GND  AD3

NA  GND  AC23

NA  GND  AC4

NA  GND  AB22

NA  GND  AB5

NA  GND  AA21

NA  GND  AA6

NA  GND  U17

NA  GND  U16

NA  GND  U15

NA  GND  U14

NA  GND  U13

NA  GND  U12

NA  GND  U11

NA  GND  U10

NA  GND  T17

NA  GND  T16

NA  GND  T15

NA  GND  T14

NA  GND  T13

NA  GND  T12

NA  GND  T11

NA  GND  T10

NA  GND  R17

NA  GND  R16

NA  GND  R15

NA  GND  R14

NA  GND  R13

Table  8:  FG676/FGG676 BGA — XC2V1500, XC2V2000, and XC2V3000

Bank Pin Description Pin Number No Connect in XC2V1500 No Connect in XC2V2000
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1  IO_L70N_1  B15 NC

1  IO_L70P_1  C15 NC

1  IO_L69N_1/VREF_1  E15 NC

1  IO_L69P_1  F15 NC

1  IO_L67N_1  G15 NC

1  IO_L67P_1  H15 NC

1  IO_L54N_1  B16

1  IO_L54P_1  C16

1  IO_L52N_1  D16

1  IO_L52P_1  E16

1  IO_L51N_1/VREF_1  F16

1  IO_L51P_1  G16

1  IO_L49N_1  A17

1  IO_L49P_1  A19

1  IO_L24N_1  B17

1  IO_L24P_1  B18

1  IO_L22N_1  C17

1  IO_L22P_1  D17

1  IO_L21N_1/VREF_1  F17

1  IO_L21P_1  E17

1  IO_L19N_1  A20

1  IO_L19P_1  A21

1  IO_L06N_1  B19

1  IO_L06P_1  B20

1  IO_L05N_1  C18

1  IO_L05P_1  D18

1  IO_L04N_1  C20

1  IO_L04P_1/VREF_1  D20

1  IO_L03N_1/VRP_1  D19

1  IO_L03P_1/VRN_1  E19

1  IO_L02N_1  E18

1  IO_L02P_1  F18

1  IO_L01N_1  H16

1  IO_L01P_1  G17

2  IO_L01N_2  D22

Table  9:  BG575/BGG575 BGA — XC2V1000, XC2V1500, and XC2V2000

Bank Pin Description Pin Number No Connect in XC2V1000 No Connect in XC2V1500
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0  IO_L52P_0  E10

0  IO_L54N_0  D10

0  IO_L54P_0  C10

0  IO_L67N_0  B10

0  IO_L67P_0  A10

0  IO_L69N_0  G11

0  IO_L69P_0/VREF_0  H11

0  IO_L70N_0  F11

0  IO_L70P_0  F12

0  IO_L72N_0  D11

0  IO_L72P_0  C11

0  IO_L73N_0  B11

0  IO_L73P_0  A11

0  IO_L75N_0  H12

0  IO_L75P_0/VREF_0  J12

0  IO_L76N_0  E12

0  IO_L76P_0  D12

0  IO_L78N_0  B12

0  IO_L78P_0  A12

0  IO_L91N_0/VREF_0  J13

0  IO_L91P_0  H13

0  IO_L92N_0  G13

0  IO_L92P_0  F13

0  IO_L93N_0  E13

0  IO_L93P_0  D13

0  IO_L94N_0/VREF_0  B13

0  IO_L94P_0  A13

0  IO_L95N_0/GCLK7P  C13

0  IO_L95P_0/GCLK6S  C14

0  IO_L96N_0/GCLK5P  F14

0  IO_L96P_0/GCLK4S  E14

1  IO_L96N_1/GCLK3P  G14

1  IO_L96P_1/GCLK2S  H14

1  IO_L95N_1/GCLK1P  A15

1  IO_L95P_1/GCLK0S  B15

Table  10:  BG728 BGA — XC2V3000

Bank Pin Description Pin Number
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2  IO_L51N_2  L6

2  IO_L51P_2/VREF_2  M6

2  IO_L52N_2  M3

2  IO_L52P_2  L3

2  IO_L53N_2  L4

2  IO_L53P_2  K4

2  IO_L54N_2  N4

2  IO_L54P_2  M4

2  IO_L67N_2  M2

2  IO_L67P_2  L2

2  IO_L68N_2  N8

2  IO_L68P_2  P8

2  IO_L69N_2  N6

2  IO_L69P_2/VREF_2  P6

2  IO_L70N_2  P5

2  IO_L70P_2  N5

2  IO_L71N_2  P10

2  IO_L71P_2  R10

2  IO_L72N_2  P3

2  IO_L72P_2  N3

2  IO_L73N_2  M1

2  IO_L73P_2  L1

2  IO_L74N_2  P9

2  IO_L74P_2  R9

2  IO_L75N_2  P2

2  IO_L75P_2/VREF_2  N2

2  IO_L76N_2  R4

2  IO_L76P_2  P4

2  IO_L77N_2  R8

2  IO_L77P_2  T8

2  IO_L78N_2  T3

2  IO_L78P_2  R3

2  IO_L79N_2  P1 NC

2  IO_L79P_2  N1 NC

2  IO_L80N_2  T11 NC

2  IO_L80P_2  U11 NC

Table  12:  FF1152 BGA — XC2V3000, XC2V4000, XC2V6000, and XC2V8000

Bank Pin Description Pin Number No Connect in the XC2V3000
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7  IO_L75N_7  R28

7  IO_L74P_7  R26

7  IO_L74N_7  P26

7  IO_L73P_7  N31

7  IO_L73N_7  P31

7  IO_L72P_7  N30

7  IO_L72N_7  P30

7  IO_L71P_7  R25

7  IO_L71N_7  P25

7  IO_L70P_7  L34

7  IO_L70N_7  M34

7  IO_L69P_7/VREF_7  P29

7  IO_L69N_7  N29

7  IO_L68P_7  P27

7  IO_L68N_7  N27

7  IO_L67P_7  L32

7  IO_L67N_7  M32

7  IO_L54P_7  L31

7  IO_L54N_7  M31

7  IO_L53P_7  K29

7  IO_L53N_7  L30

7  IO_L52P_7  L33

7  IO_L52N_7  M33

7  IO_L51P_7/VREF_7  M29

7  IO_L51N_7  L29

7  IO_L50P_7  M28

7  IO_L50N_7  N28

7  IO_L49P_7  K30

7  IO_L49N_7  K31

7  IO_L48P_7  H32

7  IO_L48N_7  J32

7  IO_L47P_7  N26

7  IO_L47N_7  M26

7  IO_L46P_7  J33

7  IO_L46N_7  K33

7  IO_L45P_7/VREF_7  H33

Table  12:  FF1152 BGA — XC2V3000, XC2V4000, XC2V6000, and XC2V8000

Bank Pin Description Pin Number No Connect in the XC2V3000
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7  IO_L03N_7  F30

7  IO_L02P_7/VRN_7  K25

7  IO_L02N_7/VRP_7  J25

7  IO_L01P_7  D33

7  IO_L01N_7  E33

0  VCCO_0  M22

0  VCCO_0  M21

0  VCCO_0  M20

0  VCCO_0  M19

0  VCCO_0  M18

0  VCCO_0  L23

0  VCCO_0  L22

0  VCCO_0  L21

0  VCCO_0  L20

0  VCCO_0  E20

0  VCCO_0  D28

0  VCCO_0  A25

0  VCCO_0  A19

1  VCCO_1  M17

1  VCCO_1  M16

1  VCCO_1  M15

1  VCCO_1  M14

1  VCCO_1  M13

1  VCCO_1  L15

1  VCCO_1  L14

1  VCCO_1  L13

1  VCCO_1  L12

1  VCCO_1  E15

1  VCCO_1  D7

1  VCCO_1  A16

1  VCCO_1  A10

2  VCCO_2  U12

2  VCCO_2  T12

2  VCCO_2  T1

2  VCCO_2  R12

Table  12:  FF1152 BGA — XC2V3000, XC2V4000, XC2V6000, and XC2V8000

Bank Pin Description Pin Number No Connect in the XC2V3000
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0  IO_L76P_0  C24

0  IO_L77N_0  K22

0  IO_L77P_0  K21

0  IO_L78N_0  E22

0  IO_L78P_0  E23

0  IO_L79N_0  B23

0  IO_L79P_0  B24

0  IO_L80N_0  J22

0  IO_L80P_0  J21

0  IO_L81N_0  G21

0  IO_L81P_0/VREF_0  G22

0  IO_L82N_0  A23

0  IO_L82P_0  A24

0  IO_L83N_0  H22

0  IO_L83P_0  H21

0  IO_L84N_0  F21

0  IO_L84P_0  F22

0  IO_L91N_0/VREF_0  B21

0  IO_L91P_0  B22

0  IO_L92N_0  L20

0  IO_L92P_0  M20

0  IO_L93N_0  E21

0  IO_L93P_0  D22

0  IO_L94N_0/VREF_0  A21

0  IO_L94P_0  A22

0  IO_L95N_0/GCLK7P  H20

0  IO_L95P_0/GCLK6S  J20

0  IO_L96N_0/GCLK5P  C21

0  IO_L96P_0/GCLK4S  D21

1  IO_L96N_1/GCLK3P  F19

1  IO_L96P_1/GCLK2S  F20

1  IO_L95N_1/GCLK1P  H19

1  IO_L95P_1/GCLK0S  H18

1  IO_L94N_1  C19

1  IO_L94P_1/VREF_1  C20

Table  13:  FF1517 BGA — XC2V4000, XC2V6000, and XC2V8000

Bank Pin Description Pin Number No Connect in the XC2V4000 No Connect in the XC2V6000

http://www.xilinx.com


Virtex-II Platform FPGAs: Pinout Information
R

DS031-4 (v3.5) November 5, 2007 www.xilinx.com Module 4 of 4
Product Specification 173

4  IO_L91P_4  AV18

4  IO_L92N_4  AH20

4  IO_L92P_4  AJ20

4  IO_L93N_4  AR19

4  IO_L93P_4  AT18

4  IO_L94N_4/VREF_4  AW19

4  IO_L94P_4  AW18

4  IO_L95N_4/GCLK3S  AL20

4  IO_L95P_4/GCLK2P  AM20

4  IO_L96N_4/GCLK1S  AU19

4  IO_L96P_4/GCLK0P  AT19

5  IO_L96N_5/GCLK7S  AP21

5  IO_L96P_5/GCLK6P  AP20

5  IO_L95N_5/GCLK5S  AN21

5  IO_L95P_5/GCLK4P  AN22

5  IO_L94N_5  AU21

5  IO_L94P_5/VREF_5  AU20

5  IO_L93N_5  AR21

5  IO_L93P_5  AR20

5  IO_L92N_5  AM21

5  IO_L92P_5  AM22

5  IO_L91N_5  AW22

5  IO_L91P_5/VREF_5  AW21

5  IO_L85N_5  AV22 NC NC

5  IO_L85P_5  AV21 NC NC

5  IO_L84N_5  AT22

5  IO_L84P_5  AT21

5  IO_L83N_5  AL21

5  IO_L83P_5  AL22

5  IO_L82N_5  AW24

5  IO_L82P_5  AW23

5  IO_L81N_5/VREF_5  AR23

5  IO_L81P_5  AR22

5  IO_L80N_5  AK21

5  IO_L80P_5  AK22

Table  13:  FF1517 BGA — XC2V4000, XC2V6000, and XC2V8000

Bank Pin Description Pin Number No Connect in the XC2V4000 No Connect in the XC2V6000
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7  IO_L50P_7  P32

7  IO_L50N_7  N32

7  IO_L49P_7  L37

7  IO_L49N_7  M37

7  IO_L48P_7  N34

7  IO_L48N_7  P34

7  IO_L47P_7  P31

7  IO_L47N_7  N31

7  IO_L46P_7  M35

7  IO_L46N_7  N35

7  IO_L45P_7/VREF_7  L36

7  IO_L45N_7  M36

7  IO_L44P_7  R28

7  IO_L44N_7  P28

7  IO_L43P_7  K39

7  IO_L43N_7  L39

7  IO_L36P_7  L34 NC

7  IO_L36N_7  M34 NC

7  IO_L35P_7  P29 NC

7  IO_L35N_7  N29 NC

7  IO_L34P_7  J38 NC

7  IO_L34N_7  K38 NC

7  IO_L33P_7/VREF_7  L33 NC

7  IO_L33N_7  M33 NC

7  IO_L32P_7  M32 NC

7  IO_L32N_7  L32 NC

7  IO_L31P_7  H39 NC

7  IO_L31N_7  J39 NC

7  IO_L30P_7  J36

7  IO_L30N_7  K36

7  IO_L29P_7  N30

7  IO_L29N_7  M30

7  IO_L28P_7  J37

7  IO_L28N_7  K37

7  IO_L27P_7/VREF_7  J35

7  IO_L27N_7  K35

Table  13:  FF1517 BGA — XC2V4000, XC2V6000, and XC2V8000

Bank Pin Description Pin Number No Connect in the XC2V4000 No Connect in the XC2V6000
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3  IO_L50P_3  AB3

3  IO_L49N_3  AB5

3  IO_L49P_3  AC5

3  IO_L48N_3  W9

3  IO_L48P_3  Y9

3  IO_L47N_3  AC1

3  IO_L47P_3  AD1

3  IO_L46N_3  AC3

3  IO_L46P_3  AD3

3  IO_L45N_3/VREF_3  Y8

3  IO_L45P_3  AA8

3  IO_L44N_3  AC2

3  IO_L44P_3  AE2

3  IO_L43N_3  AB7

3  IO_L43P_3  AC7

3  IO_L27N_3/VREF_3  Y10 NC

3  IO_L27P_3  AA10 NC

3  IO_L25N_3  AE1 NC

3  IO_L25P_3  AF1 NC

3  IO_L24N_3  AF2

3  IO_L24P_3  AG2

3  IO_L23N_3  AA9

3  IO_L23P_3  AB9

3  IO_L22N_3  AD4

3  IO_L22P_3  AE4

3  IO_L21N_3/VREF_3  AD5

3  IO_L21P_3  AE5

3  IO_L20N_3  AB8

3  IO_L20P_3  AC8

3  IO_L19N_3  AG1

3  IO_L19P_3  AH1

3  IO_L06N_3  AF4

3  IO_L06P_3  AG4

3  IO_L05N_3  AB10

3  IO_L05P_3  AB11

3  IO_L04N_3  AF3

3  IO_L04P_3  AG3

3  IO_L03N_3/VREF_3  AD6

Table  14:   BF957 — XC2V2000, XC2V3000, XC2V4000, and XC2V6000

Bank Pin Description Pin Number No Connect in XC2V2000
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7  IO_L06N_7  E28

7  IO_L05P_7  K22

7  IO_L05N_7  K21

7  IO_L04P_7  F29

7  IO_L04N_7  E29

7  IO_L03P_7/VREF_7  H26

7  IO_L03N_7  H25

7  IO_L02P_7/VRN_7  G26

7  IO_L02N_7/VRP_7  F27

7  IO_L01P_7  D30

7  IO_L01N_7  D29

0  VCCO_0  C18

0  VCCO_0  C25

0  VCCO_0  F22

0  VCCO_0  H18

0  VCCO_0  L17

0  VCCO_0  L18

0  VCCO_0  L19

0  VCCO_0  L20

0  VCCO_0  M17

0  VCCO_0  M18

0  VCCO_0  M19

1  VCCO_1  C7

1  VCCO_1  C14

1  VCCO_1  F10

1  VCCO_1  H14

1  VCCO_1  L12

1  VCCO_1  L13

1  VCCO_1  L14

1  VCCO_1  L15

1  VCCO_1  M13

1  VCCO_1  M14

1  VCCO_1  M15

2  VCCO_2  G3

2  VCCO_2  K6

2  VCCO_2  M11

2  VCCO_2  N11

Table  14:   BF957 — XC2V2000, XC2V3000, XC2V4000, and XC2V6000

Bank Pin Description Pin Number No Connect in XC2V2000
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5  VCCO_5  AJ18

5  VCCO_5  AJ25

6  VCCO_6  U20

6  VCCO_6  U21

6  VCCO_6  V20

6  VCCO_6  V21

6  VCCO_6  V24

6  VCCO_6  V29

6  VCCO_6  W20

6  VCCO_6  W21

6  VCCO_6  Y21

6  VCCO_6  AB26

6  VCCO_6  AE29

7  VCCO_7  G29

7  VCCO_7  K26

7  VCCO_7  M21

7  VCCO_7  N20

7  VCCO_7  N21

7  VCCO_7  P20

7  VCCO_7  P21

7  VCCO_7  P24

7  VCCO_7  P29

7  VCCO_7  R20

7  VCCO_7  R21

NA  CCLK  AJ4

NA  PROG_B  D27

NA  DONE  AG6

NA  M0  AH27

NA  M1  AJ28

NA  M2  AG26

NA  HSWAP_EN  E26

NA  TCK  K11

NA  TDI  C28

NA  TDO  C4

NA  TMS  J10

NA  PWRDWN_B  AH5

NA  DXN  F25

Table  14:   BF957 — XC2V2000, XC2V3000, XC2V4000, and XC2V6000

Bank Pin Description Pin Number No Connect in XC2V2000
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