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Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.

Details

Product Status Obsolete

Number of LABs/CLBs 64

Number of Logic Elements/Cells -

Total RAM Bits 73728

Number of I/O 88

Number of Gates 40000

Voltage - Supply 1.425V ~ 1.575V

Mounting Type Surface Mount

Operating Temperature -40°C ~ 100°C (TJ)

Package / Case 256-BGA

Supplier Device Package 256-FBGA (17x17)
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Figure 11 provides examples illustrating the use of the HSTL_I_DCI, HSTL_II_DCI, HSTL_III_DCI, and HSTL_IV_DCI I/O
standards. For a complete list, see the Virtex-II Platform FPGA User Guide. 

Table  8:  SelectI/O-Ultra Differential Buffers With On-Chip Termination

I/O Standard Description

IOSTANDARD Attribute

External Termination On-Chip Termination

LVDS 2.5V LVDS_25 LVDS_25_DCI

LVDS Extended 2.5V LVDSEXT_25 LVDSEXT_25_DCI

Figure 11:  HSTL DCI Usage Examples
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1.  Z0 is the recommended PCB trace impedance.
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Routing

DCM Locations/Organization
Virtex-II DCMs are placed on the top and bottom of each
block RAM and multiplier column. The number of DCMs
depends on the device size, as shown in Table 24.

Active Interconnect Technology
Local and global Virtex-II routing resources are optimized
for speed and timing predictability, as well as to facilitate IP
cores implementation. Virtex-II Active Interconnect Technol-
ogy is a fully buffered programmable routing matrix. All rout-

ing resources are segmented to offer the advantages of a
hierarchical solution. Virtex-II logic features like CLBs,
IOBs, block RAM, multipliers, and DCMs are all connected
to an identical switch matrix for access to global routing
resources, as shown in Figure 47. 

Each Virtex-II device can be represented as an array of
switch matrixes with logic blocks attached, as illustrated in
Figure 48. 

Table  24:  DCM Organization

Device Columns DCMs

XC2V40 2 4

XC2V80 2 4

XC2V250 4 8

XC2V500 4 8

XC2V1000 4 8

XC2V1500 4 8

XC2V2000 4 8

XC2V3000 6 12

XC2V4000 6 12

XC2V6000 6 12

XC2V8000 6 12

Figure 47:  Active Interconnect Technology
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Figure 48:  Routing Resources
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IOB Input Switching Characteristics Standard Adjustments

Table 15 gives all standard-specific data input delay adjustments.

Table  15:  IOB Input Switching Characteristics Standard Adjustments 

Description
IOSTANDARD 

Attribute
Timing 

Parameter

 Speed Grade

Units-6 -5 -4

LVTTL (Low-Voltage Transistor-Transistor Logic) LVTTL TILVTTL 0.00 0.00 0.00 ns

LVCMOS (Low-Voltage CMOS ), 3.3V LVCMOS33 TILVCMOS33 0.00 0.00 0.00 ns

LVCMOS, 2.5V LVCMOS25 TILVCMOS25 0.11 0.11 0.12 ns

LVCMOS, 1.8V LVCMOS18 TILVCMOS18 0.42 0.43 0.49 ns

LVCMOS, 1.5V LVCMOS15 TILVCMOS15 0.98 1.00 1.15 ns

LVDS (Low-Voltage Differential Signaling), 2.5V LVDS_25 TILVDS_25 0.60 0.60 0.69 ns

LVDS, 3.3V LVDS_33 TILVDS_33 0.60 0.60 0.69 ns

LVDSEXT (Extended Mode), 2.5V LVDSEXT_25 TILVDSEXT_25 0.68 0.69 0.79 ns

LVDSEXT, 3.3V LVDSEXT_33 TILVDSEXT_33 0.56 0.56 0.65 ns

ULVDS (Ultra LVDS), 2.5V ULVDS_25 TIULVDS_25 0.48 0.49 0.56 ns

BLVDS (Bus LVDS), 2.5V BLVDS_25 TIBLVDS_25 0.68 0.69 0.79 ns

LDT (HyperTransport), 2.5V LDT_25 TILDT_25 0.48 0.49 0.56 ns

LVPECL (Low-Voltage Positive Electron-Coupled Logic), 3.3V LVPECL_33 TILVPECL_33 0.60 0.60 0.69 ns

PCI (Peripheral Component Interface), 33 MHz, 3.3V PCI33_3 TIPCI33_3 0.00 0.00 0.00 ns

PCI, 66 MHz, 3.3V PCI66_3 TIPCI66_3 0.00 0.00 0.00 ns

PCI-X, 133 MHz, 3.3V PCIX TIPCIX 0.00 0.00 0.00 ns

GTL (Gunning Transceiver Logic) GTL TIGTL 0.42 0.42 0.48 ns

GTL Plus GTLP TIGTLP 0.42 0.42 0.48 ns

HSTL (High-Speed Transceiver Logic), Class I HSTL_I TIHSTL_I 0.42 0.42 0.48 ns

HSTL, Class II HSTL_II TIHSTL_II 0.42 0.42 0.48 ns

HSTL, Class III HSTL_III TIHSTL_III 0.42 0.42 0.48 ns

HSTL, Class IV HSTL_IV TIHSTL_IV 0.42 0.42 0.48 ns

HSTL, Class I, 1.8V HSTL_I_18 TIHSTL_I_18 0.42 0.42 0.48 ns

HSTL, Class II, 1.8V HSTL_II_18 TIHSTL_II_18 0.42 0.42 0.48 ns

HSTL, Class III, 1.8V HSTL_III_18 TIHSTL_III_18 0.42 0.42 0.48 ns

HSTL, Class IV, 1.8V HSTL_IV_18 TIHSTL_IV_18 0.42 0.42 0.48 ns

SSTL (Stub Series Terminated Logic), Class I, 1.8V SSTL18_I TISSTL18_I 0.42 0.42 0.48 ns

SSTL, Class II, 1.8V SSTL18_II TISSTL18_II 0.42 0.42 0.48 ns

SSTL, Class I, 2.5V SSTL2_I TISSTL2_I 0.42 0.42 0.48 ns

SSTL, Class II, 2.5V SSTL2_II TISSTL2_II 0.42 0.42 0.48 ns

SSTL, Class I, 3.3V SSTL3_I TISSTL3_I 0.35 0.35 0.40 ns

SSTL, Class II, 3.3V SSTL3_ II TISSTL3_II 0.35 0.35 0.40 ns

AGP-2X/AGP (Accelerated Graphics Port) AGP TIAGP 0.35 0.35 0.40 ns

LVDCI (Low-Voltage Digitally Controlled Impedance), 3.3V LVDCI_33 TILVDCI_33 0.00 0.00 0.00 ns

LVDCI, 2.5V LVDCI_25 TILVDCI_25 0.11 0.11 0.12 ns

LVDCI, 1.8V LVDCI_18 TILVDCI_18 0.42 0.43 0.49 ns

LVDCI, 1.5V LVDCI_15 TILVDCI_15 0.98 1.00 1.14 ns

http://www.xilinx.com
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DCM Timing Parameters
All devices are 100% functionally tested. Because of the dif-
ficulty in directly measuring many internal timing parame-
ters, those parameters are derived from benchmark timing
patterns. The following guidelines reflect worst-case values

across the recommended operating conditions. All output
jitter and phase specifications are determined through sta-
tistical measurement at the package pins.

Operating Frequency Ranges
e

Table  38:  Operating Frequency Ranges

Description Symbol
Constraint

s

Speed Grade Unit
s-6 -5 -4

Output Clocks (Low Frequency Mode)

CLK0, CLK90, CLK180, CLK270 CLKOUT_FREQ_1X_LF_Min 24.00 24.00 24.00 MHz

CLKOUT_FREQ_1X_LF_Max 230.00 210.00 180.00 MHz

CLK2X, CLK2X180 CLKOUT_FREQ_2X_LF_Min 48.00 48.00 48.00 MHz

CLKOUT_FREQ_2X_LF_Max 450.00 420.00 360.00 MHz

CLKDV CLKOUT_FREQ_DV_LF_Min 1.50 1.50 1.50 MHz

CLKOUT_FREQ_DV_LF_Max 150.00 140.00 120.00 MHz

CLKFX, CLKFX180 CLKOUT_FREQ_FX_LF_Min 24.00 24.00 24.00 MHz

CLKOUT_FREQ_FX_LF_Max 260.00 240.00 210.00 MHz

Input Clocks (Low Frequency Mode)

CLKIN (using DLL outputs) (1,3,4) CLKIN_FREQ_DLL_LF_Min 24.00 24.00 24.00 MHz

CLKIN_FREQ_DLL_LF_Max 230.00 210.00 180.00 MHz

CLKIN (using CLKFX outputs) (2,3,4) CLKIN_FREQ_FX_LF_Min 1.00 1.00 1.00 MHz

CLKIN_FREQ_FX_LF_Max 260.00 240.00 210.00 MHz

PSCLK PSCLK_FREQ_LF_Min 0.01 0.01 0.01 MHz

PSCLK_FREQ_LF_Max 450.00 420.00 360.00 MHz

Output Clocks (High Frequency Mode)

CLK0, CLK180 CLKOUT_FREQ_1X_HF_Min 48.00 48.00 48.00 MHz

CLKOUT_FREQ_1X_HF_Max 450.00 420.00 360.00 MHz

CLKDV CLKOUT_FREQ_DV_HF_Min 3.00 3.00 3.00 MHz

CLKOUT_FREQ_DV_HF_Max 300.00 280.00 240.00 MHz

CLKFX, CLKFX180 CLKOUT_FREQ_FX_HF_Min 210.00 210.00 210.00 MHz

CLKOUT_FREQ_FX_HF_Max 350.00 320.00 270.00 MHz

Input Clocks (High Frequency Mode)

CLKIN (using DLL outputs) (1,3,4) CLKIN_FREQ_DLL_HF_Min 48.00 48.00 48.00 MHz

CLKIN_FREQ_DLL_HF_Max 450.00 420.00 360.00 MHz

CLKIN (using CLKFX outputs) (2,3,4) CLKIN_FRQ_FX_HF_Min 50.00 50.00 50.00 MHz

CLKIN_FRQ_FX_HF_Max 350.00 320.00 270.00 MHz

PSCLK PSCLK_FREQ_HF_Min 0.01 0.01 0.01 MHz

PSCLK_FREQ_HF_Max 450.00 420.00 360.00 MHz

Notes: 
1. “DLL outputs” is used here to describe the outputs: CLK0, CLK90, CLK180, CLK270, CLK2X, CLK2X180, and CLKDV.
2. If both DLL and CLKFX outputs are used, follow the more restrictive specification.
3. If the CLKIN_DIVIDE_BY_2 attribute of the DCM is used, then double these values.
4. If the CLKIN_DIVIDE_BY_2 attribute of the DCM is used and CLKIN frequency > 400 MHz, CLKIN duty cycle must be within ±5% (45/55 to 55/45).

http://www.xilinx.com
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PROG_B Input Active Low asynchronous reset to configuration logic. This pin has a permanent weak 
pull-up resistor.

DONE Input/Output DONE is a bidirectional signal with an optional internal pull-up resistor. As an output, 
this pin indicates completion of the configuration process. As an input, a Low level on 
DONE can be configured to delay the start-up sequence.

M2, M1, M0 Input Configuration mode selection.

HSWAP_EN Input Enable I/O pull-ups during configuration.

TCK Input Boundary Scan Clock.

TDI Input Boundary Scan Data Input.

TDO Output Boundary Scan Data Output.

TMS Input Boundary Scan Mode Select.

PWRDWN_B Input
(unsupported)

Active Low power-down pin (unsupported). Driving this pin Low can adversely affect 
device operation and configuration. PWRDWN_B is internally pulled High, which is its 
default state. It does not require an external pull-up. 

Other Pins

DXN, DXP N/A Temperature-sensing diode pins (Anode: DXP, Cathode: DXN).

VBATT Input Decryptor key memory backup supply. Connect VBATT to VCCAUX or GND if battery is 
not used.

RSVD N/A Reserved pin - do not connect.

VCCO Input Power-supply pins for the output drivers (per bank).

VCCAUX Input Power-supply pins for auxiliary circuits.

VCCINT Input Power-supply pins for the internal core logic.

GND Input Ground.

Notes: 
1. All dedicated pins (JTAG and configuration) are powered by VCCAUX (independent of the bank VCCO voltage).

Table  4:  Virtex-II Pin Definitions  (Continued)

Pin Name Direction Description

http://www.xilinx.com


Virtex-II Platform FPGAs: Pinout Information
R

DS031-4 (v3.5) November 5, 2007 www.xilinx.com Module 4 of 4
Product Specification 13

4  IO_L91N_4/VREF_4  R11 NC NC

4  IO_L91P_4  T11 NC NC

4  IO_L92N_4  M11 NC NC

4  IO_L92P_4  M10 NC NC

4  IO_L93N_4  N10 NC NC

4  IO_L93P_4  P10 NC NC

4  IO_L94N_4/VREF_4  R10

4  IO_L94P_4  T10

4  IO_L95N_4/GCLK3S  N9

4  IO_L95P_4/GCLK2P  P9

4  IO_L96N_4/GCLK1S  R9

4  IO_L96P_4/GCLK0P  T9

5  IO_L96N_5/GCLK7S  T8

5  IO_L96P_5/GCLK6P  R8

5  IO_L95N_5/GCLK5S  P8

5  IO_L95P_5/GCLK4P  N8

5  IO_L94N_5  T7

5  IO_L94P_5/VREF_5  R7

5  IO_L93N_5  P7 NC NC

5  IO_L93P_5  N7 NC NC

5  IO_L92N_5  M7 NC NC

5  IO_L92P_5  M6 NC NC

5  IO_L91N_5  T6 NC NC

5  IO_L91P_5/VREF_5  R6 NC NC

5  IO_L05N_5/VRP_5  P6 NC NC

5  IO_L05P_5/VRN_5  N6 NC NC

5  IO_L04N_5  T5 NC NC

5  IO_L04P_5/VREF_5  R5 NC NC

5  IO_L03N_5/D4/ALT_VRP_5  P5

5  IO_L03P_5/D5/ALT_VRN_5  N5

5  IO_L02N_5/D6  R4

5  IO_L02P_5/D7  P4

5  IO_L01N_5/RDWR_B  T4

Table  6:  FG256/FGG256 BGA — XC2V40, XC2V80, XC2V250, XC2V500, and XC2V1000

Bank Pin Description Pin Number No Connect in XC2V40 No Connect in XC2V80

http://www.xilinx.com
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5  IO_L01P_5/CS_B  T3

6  IO_L01P_6  P1

6  IO_L01N_6  N1

6  IO_L02P_6/VRN_6  N3

6  IO_L02N_6/VRP_6  N2

6  IO_L03P_6  M4

6  IO_L03N_6/VREF_6  M3

6  IO_L04P_6  M2 NC

6  IO_L04N_6  M1 NC

6  IO_L06P_6  L4 NC

6  IO_L06N_6  L3 NC

6  IO_L43P_6  L2 NC NC

6  IO_L43N_6  L1 NC NC

6  IO_L45P_6  L5 NC NC

6  IO_L45N_6/VREF_6  K5 NC NC

6  IO_L91P_6  K4 NC

6  IO_L91N_6  K3 NC

6  IO_L93P_6  K2 NC

6  IO_L93N_6/VREF_6  K1 NC

6  IO_L94P_6  J4

6  IO_L94N_6  J3

6  IO_L96P_6  J2

6  IO_L96N_6  J1

7  IO_L96P_7  H1

7  IO_L96N_7  H2

7  IO_L94P_7  H3

7  IO_L94N_7  H4

7  IO_L93P_7/VREF_7  G1 NC

7  IO_L93N_7  G2 NC

7  IO_L91P_7  G3 NC

7  IO_L91N_7  G4 NC

7  IO_L45P_7/VREF_7  G5 NC NC

Table  6:  FG256/FGG256 BGA — XC2V40, XC2V80, XC2V250, XC2V500, and XC2V1000

Bank Pin Description Pin Number No Connect in XC2V40 No Connect in XC2V80

http://www.xilinx.com
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1  VCCO_1  B14

2  VCCO_2  M16

2  VCCO_2  L23

2  VCCO_2  L19

2  VCCO_2  L16

2  VCCO_2  K16

2  VCCO_2  F22

3  VCCO_3  W22

3  VCCO_3  R16

3  VCCO_3  P23

3  VCCO_3  P19

3  VCCO_3  P16

3  VCCO_3  N16

4  VCCO_4  AC14

4  VCCO_4  AB19

4  VCCO_4  W14

4  VCCO_4  T15

4  VCCO_4  T14

4  VCCO_4  T13

5  VCCO_5  AC11

5  VCCO_5  AB6

5  VCCO_5  W11

5  VCCO_5  T12

5  VCCO_5  T11

5  VCCO_5  T10

6  VCCO_6  W3

6  VCCO_6  R9

6  VCCO_6  P9

6  VCCO_6  P6

6  VCCO_6  P2

6  VCCO_6  N9

7  VCCO_7  M9

7  VCCO_7  L9

7  VCCO_7  L6

7  VCCO_7  L2

7  VCCO_7  K9

Table  9:  BG575/BGG575 BGA — XC2V1000, XC2V1500, and XC2V2000

Bank Pin Description Pin Number No Connect in XC2V1000 No Connect in XC2V1500

http://www.xilinx.com
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1  IO_L94N_1  C15

1  IO_L94P_1/VREF_1  D15

1  IO_L93N_1  E15

1  IO_L93P_1  F15

1  IO_L92N_1  G15

1  IO_L92P_1  H15

1  IO_L91N_1  J15

1  IO_L91P_1/VREF_1  J16

1  IO_L78N_1  A16

1  IO_L78P_1  B16

1  IO_L76N_1  D16

1  IO_L76P_1  E16

1  IO_L75N_1/VREF_1  F16

1  IO_L75P_1  F17

1  IO_L73N_1  H16

1  IO_L73P_1  H17

1  IO_L72N_1  A17

1  IO_L72P_1  B17

1  IO_L70N_1  C17

1  IO_L70P_1  D17

1  IO_L69N_1/VREF_1  G18

1  IO_L69P_1  G17

1  IO_L67N_1  A18

1  IO_L67P_1  B18

1  IO_L54N_1  C18

1  IO_L54P_1  D18

1  IO_L52N_1  E18

1  IO_L52P_1  F18

1  IO_L51N_1/VREF_1  H19

1  IO_L51P_1  H18

1  IO_L49N_1  A19

1  IO_L49P_1  A20

1  IO_L30N_1  B19

1  IO_L30P_1  C19

1  IO_L28N_1  D19

1  IO_L28P_1  E19

Table  10:  BG728 BGA — XC2V3000

Bank Pin Description Pin Number

http://www.xilinx.com
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2  IO_L70P_2  N19

2  IO_L72N_2  M22

2  IO_L72P_2  M23

2  IO_L73N_2  M24

2  IO_L73P_2  N24

2  IO_L75N_2  M26

2  IO_L75P_2/VREF_2  M27

2  IO_L76N_2  N20

2  IO_L76P_2  N21

2  IO_L78N_2  N22

2  IO_L78P_2  N23

2  IO_L91N_2  N25

2  IO_L91P_2  P25

2  IO_L93N_2  N26

2  IO_L93P_2/VREF_2  N27

2  IO_L94N_2  P20

2  IO_L94P_2  P21

2  IO_L96N_2  P22

2  IO_L96P_2  P23

3  IO_L96N_3  R27

3  IO_L96P_3  R26

3  IO_L94N_3  R25

3  IO_L94P_3  R24

3  IO_L93N_3/VREF_3  R23

3  IO_L93P_3  T23

3  IO_L91N_3  R22

3  IO_L91P_3  R21

3  IO_L78N_3  R20

3  IO_L78P_3  R19

3  IO_L76N_3  T27

3  IO_L76P_3  T26

3  IO_L75N_3/VREF_3  T24

3  IO_L75P_3  U24

3  IO_L73N_3  T22

3  IO_L73P_3  U22

Table  10:  BG728 BGA — XC2V3000

Bank Pin Description Pin Number
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6  IO_L52N_6  V3

6  IO_L54P_6  V2

6  IO_L54N_6  V1

6  IO_L67P_6  U8

6  IO_L67N_6  T8

6  IO_L69P_6  U6

6  IO_L69N_6/VREF_6  U7

6  IO_L70P_6  U4

6  IO_L70N_6  U3

6  IO_L72P_6  U2

6  IO_L72N_6  U1

6  IO_L73P_6  T9

6  IO_L73N_6  R9

6  IO_L75P_6  T5

6  IO_L75N_6/VREF_6  T6

6  IO_L76P_6  T4

6  IO_L76N_6  R4

6  IO_L78P_6  T2

6  IO_L78N_6  T1

6  IO_L91P_6  R7

6  IO_L91N_6  R8

6  IO_L93P_6  R5

6  IO_L93N_6/VREF_6  R6

6  IO_L94P_6  R3

6  IO_L94N_6  P3

6  IO_L96P_6  R2

6  IO_L96N_6  R1

7  IO_L96P_7  P5

7  IO_L96N_7  P6

7  IO_L94P_7  P7

7  IO_L94N_7  P8

7  IO_L93P_7/VREF_7  N1

7  IO_L93N_7  N2

7  IO_L91P_7  N3

7  IO_L91N_7  N4

Table  10:  BG728 BGA — XC2V3000

Bank Pin Description Pin Number
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3  IO_L73P_3  W4 NC NC

3  IO_L72N_3  W7 NC

3  IO_L72P_3  V7 NC

3  IO_L71N_3  V5 NC

3  IO_L71P_3  W6 NC

3  IO_L70N_3  W3 NC

3  IO_L70P_3  Y3 NC

3  IO_L69N_3/VREF_3  V8 NC

3  IO_L69P_3  W8 NC

3  IO_L68N_3  AA1 NC

3  IO_L68P_3  AB1 NC

3  IO_L67N_3  Y4 NC

3  IO_L67P_3  AA4 NC

3  IO_L54N_3  AA6

3  IO_L54P_3  Y6

3  IO_L53N_3  AA2

3  IO_L53P_3  AB2

3  IO_L52N_3  Y5

3  IO_L52P_3  AA5

3  IO_L51N_3/VREF_3  Y8

3  IO_L51P_3  AA8

3  IO_L50N_3  AC2

3  IO_L50P_3  AD2

3  IO_L49N_3  Y7

3  IO_L49P_3  AA7

3  IO_L48N_3  AC6

3  IO_L48P_3  AB6

3  IO_L47N_3  AD1

3  IO_L47P_3  AE1

3  IO_L46N_3  AB3

3  IO_L46P_3  AC3

3  IO_L45N_3/VREF_3  AB7

3  IO_L45P_3  AC7

3  IO_L44N_3  AB4

3  IO_L44P_3  AC4

3  IO_L43N_3  AB5

3  IO_L43P_3  AC5

Table  11:  FF896 BGA — XC2V1000, XC2V1500, and XC2V2000

Bank Pin Description Pin Number No Connect in the XC2V1000 No Connect in the XC2V1500
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NA  GND  T13

NA  GND  T12

NA  GND  R19

NA  GND  R18

NA  GND  R17

NA  GND  R16

NA  GND  R15

NA  GND  R14

NA  GND  R13

NA  GND  R12

NA  GND  P24

NA  GND  P19

NA  GND  P18

NA  GND  P17

NA  GND  P16

NA  GND  P15

NA  GND  P14

NA  GND  P13

NA  GND  P12

NA  GND  P7

NA  GND  N19

NA  GND  N18

NA  GND  N17

NA  GND  N16

NA  GND  N15

NA  GND  N14

NA  GND  N13

NA  GND  N12

NA  GND  M26

NA  GND  M19

NA  GND  M18

NA  GND  M17

NA  GND  M16

NA  GND  M15

NA  GND  M14

NA  GND  M13

NA  GND  M12

Table  11:  FF896 BGA — XC2V1000, XC2V1500, and XC2V2000

Bank Pin Description Pin Number No Connect in the XC2V1000 No Connect in the XC2V1500
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0  IO_L30N_0  F23

0  IO_L30P_0  F24

0  IO_L49N_0  B28

0  IO_L49P_0  B29

0  IO_L50N_0  J22

0  IO_L50P_0  J21

0  IO_L51N_0  A28

0  IO_L51P_0/VREF_0  A29

0  IO_L52N_0  A26

0  IO_L52P_0  B27

0  IO_L53N_0  C24

0  IO_L53P_0  D24

0  IO_L54N_0  D22

0  IO_L54P_0  D23

0  IO_L60N_0  B25 NC

0  IO_L60P_0  B26 NC

0  IO_L67N_0  B23

0  IO_L67P_0  B24

0  IO_L68N_0  G22

0  IO_L68P_0  G23

0  IO_L69N_0  F22

0  IO_L69P_0/VREF_0  F21

0  IO_L70N_0  A23

0  IO_L70P_0  A24

0  IO_L71N_0  K21

0  IO_L71P_0  K20

0  IO_L72N_0  C22

0  IO_L72P_0  C23

0  IO_L73N_0  E21

0  IO_L73P_0  E22

0  IO_L74N_0  H21

0  IO_L74P_0  H20

0  IO_L75N_0  G20

0  IO_L75P_0/VREF_0  F20

0  IO_L76N_0  B21

0  IO_L76P_0  B22

Table  12:  FF1152 BGA — XC2V3000, XC2V4000, XC2V6000, and XC2V8000

Bank Pin Description Pin Number No Connect in the XC2V3000
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6  IO_L71P_6  AD34

6  IO_L71N_6  AC34

6  IO_L72P_6  AC31

6  IO_L72N_6  AD31

6  IO_L73P_6  Y27

6  IO_L73N_6  W27

6  IO_L74P_6  AB29

6  IO_L74N_6  AA29

6  IO_L75P_6  AB31

6  IO_L75N_6/VREF_6  AA31

6  IO_L76P_6  Y28

6  IO_L76N_6  Y29

6  IO_L77P_6  AB33

6  IO_L77N_6  AA33

6  IO_L78P_6  AA30

6  IO_L78N_6  AB30

6  IO_L79P_6  W24 NC

6  IO_L79N_6  V24 NC

6  IO_L80P_6  AB34 NC

6  IO_L80N_6  AA34 NC

6  IO_L81P_6  W33 NC

6  IO_L81N_6/VREF_6  Y34 NC

6  IO_L82P_6  W25 NC

6  IO_L82N_6  V25 NC

6  IO_L83P_6  Y32 NC

6  IO_L83N_6  AA32 NC

6  IO_L84P_6  W29 NC

6  IO_L84N_6  V29 NC

6  IO_L91P_6  W28

6  IO_L91N_6  V28

6  IO_L92P_6  V33

6  IO_L92N_6  V34

6  IO_L93P_6  Y31

6  IO_L93N_6/VREF_6  W31

6  IO_L94P_6  V26

6  IO_L94N_6  V27

Table  12:  FF1152 BGA — XC2V3000, XC2V4000, XC2V6000, and XC2V8000

Bank Pin Description Pin Number No Connect in the XC2V3000
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7  IO_L03N_7  F30

7  IO_L02P_7/VRN_7  K25

7  IO_L02N_7/VRP_7  J25

7  IO_L01P_7  D33

7  IO_L01N_7  E33

0  VCCO_0  M22

0  VCCO_0  M21

0  VCCO_0  M20

0  VCCO_0  M19

0  VCCO_0  M18

0  VCCO_0  L23

0  VCCO_0  L22

0  VCCO_0  L21

0  VCCO_0  L20

0  VCCO_0  E20

0  VCCO_0  D28

0  VCCO_0  A25

0  VCCO_0  A19

1  VCCO_1  M17

1  VCCO_1  M16

1  VCCO_1  M15

1  VCCO_1  M14

1  VCCO_1  M13

1  VCCO_1  L15

1  VCCO_1  L14

1  VCCO_1  L13

1  VCCO_1  L12

1  VCCO_1  E15

1  VCCO_1  D7

1  VCCO_1  A16

1  VCCO_1  A10

2  VCCO_2  U12

2  VCCO_2  T12

2  VCCO_2  T1

2  VCCO_2  R12

Table  12:  FF1152 BGA — XC2V3000, XC2V4000, XC2V6000, and XC2V8000

Bank Pin Description Pin Number No Connect in the XC2V3000
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3  IO_L58N_3  AD5

3  IO_L58P_3  AE5

3  IO_L57N_3/VREF_3  AE11

3  IO_L57P_3  AD11

3  IO_L56N_3  AG1

3  IO_L56P_3  AH1

3  IO_L55N_3  AD6

3  IO_L55P_3  AE6

3  IO_L54N_3  AF10

3  IO_L54P_3  AE10

3  IO_L53N_3  AG2

3  IO_L53P_3  AH2

3  IO_L52N_3  AF4

3  IO_L52P_3  AG4

3  IO_L51N_3/VREF_3  AG8

3  IO_L51P_3  AF8

3  IO_L50N_3  AH3

3  IO_L50P_3  AJ3

3  IO_L49N_3  AE7

3  IO_L49P_3  AF7

3  IO_L48N_3  AG9

3  IO_L48P_3  AF9

3  IO_L47N_3  AF6

3  IO_L47P_3  AG6

3  IO_L46N_3  AG5

3  IO_L46P_3  AH5

3  IO_L45N_3/VREF_3  AF12

3  IO_L45P_3  AE12

3  IO_L44N_3  AJ1

3  IO_L44P_3  AK1

3  IO_L43N_3  AH4

3  IO_L43P_3  AJ4

3  IO_L36N_3  AG11 NC

3  IO_L36P_3  AF11 NC

3  IO_L35N_3  AK2 NC

3  IO_L35P_3  AL2 NC

Table  13:  FF1517 BGA — XC2V4000, XC2V6000, and XC2V8000

Bank Pin Description Pin Number No Connect in the XC2V4000 No Connect in the XC2V6000
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7  IO_L26P_7  M31

7  IO_L26N_7  L31

7  IO_L25P_7  G38

7  IO_L25N_7  H38

7  IO_L24P_7  J34

7  IO_L24N_7  K34

7  IO_L23P_7  K32

7  IO_L23N_7  K31

7  IO_L22P_7  F39

7  IO_L22N_7  G39

7  IO_L21P_7/VREF_7  G36

7  IO_L21N_7  H36

7  IO_L20P_7  N28

7  IO_L20N_7  M28

7  IO_L19P_7  G37

7  IO_L19N_7  H37

7  IO_L12P_7  J33 NC

7  IO_L12N_7  K33 NC

7  IO_L11P_7  M29 NC

7  IO_L11N_7  L28 NC

7  IO_L10P_7  E38 NC

7  IO_L10N_7  F38 NC

7  IO_L09P_7/VREF_7  G35 NC

7  IO_L09N_7  H35 NC

7  IO_L08P_7  L30 NC

7  IO_L08N_7  K29 NC

7  IO_L07P_7  D39 NC

7  IO_L07N_7  E39 NC

7  IO_L06P_7  G34

7  IO_L06N_7  H34

7  IO_L05P_7  J32

7  IO_L05N_7  H33

7  IO_L04P_7  F36

7  IO_L04N_7  F37

7  IO_L03P_7/VREF_7  E36

7  IO_L03N_7  F35

Table  13:  FF1517 BGA — XC2V4000, XC2V6000, and XC2V8000

Bank Pin Description Pin Number No Connect in the XC2V4000 No Connect in the XC2V6000

http://www.xilinx.com


Virtex-II Platform FPGAs: Pinout Information
R

DS031-4 (v3.5) November 5, 2007 www.xilinx.com Module 4 of 4
Product Specification 195

NA  GND  U4

NA  GND  T23

NA  GND  T22

NA  GND  T21

NA  GND  T20

NA  GND  T19

NA  GND  T18

NA  GND  T17

NA  GND  P35

NA  GND  P5

NA  GND  L38

NA  GND  L29

NA  GND  L11

NA  GND  L2

NA  GND  K30

NA  GND  K20

NA  GND  K10

NA  GND  J31

NA  GND  J9

NA  GND  H32

NA  GND  H23

NA  GND  H17

NA  GND  H8

NA  GND  G33

NA  GND  G20

NA  GND  G7

NA  GND  F34

NA  GND  F6

NA  GND  E35

NA  GND  E26

NA  GND  E14

NA  GND  E5

NA  GND  D36

NA  GND  D23

NA  GND  D20

NA  GND  D17

Table  13:  FF1517 BGA — XC2V4000, XC2V6000, and XC2V8000

Bank Pin Description Pin Number No Connect in the XC2V4000 No Connect in the XC2V6000
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0  IO_L49N_0  C23

0  IO_L49P_0  C22

0  IO_L50N_0  E22

0  IO_L50P_0  E21

0  IO_L51N_0  F21

0  IO_L51P_0/VREF_0  F20

0  IO_L52N_0  A24

0  IO_L52P_0  A23

0  IO_L53N_0  E20

0  IO_L53P_0  E19

0  IO_L54N_0  B22

0  IO_L54P_0  B21

0  IO_L67N_0  D21

0  IO_L67P_0  D20

0  IO_L68N_0  J20

0  IO_L68P_0  J19

0  IO_L69N_0  F19

0  IO_L69P_0/VREF_0  F18

0  IO_L70N_0  A22

0  IO_L70P_0  A21

0  IO_L71N_0  H19

0  IO_L71P_0  H17

0  IO_L72N_0  C21

0  IO_L72P_0  C20

0  IO_L73N_0  B20

0  IO_L73P_0  B19

0  IO_L74N_0  G18

0  IO_L74P_0  G17

0  IO_L75N_0  E18

0  IO_L75P_0/VREF_0  D17

0  IO_L76N_0  A20

0  IO_L76P_0  A19

0  IO_L77N_0  D19

0  IO_L77P_0  D18

0  IO_L78N_0  C19

0  IO_L78P_0  C17

0  IO_L91N_0/VREF_0  K18

0  IO_L91P_0  J18

Table  14:   BF957 — XC2V2000, XC2V3000, XC2V4000, and XC2V6000

Bank Pin Description Pin Number No Connect in XC2V2000
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