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Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.
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Figure 6 shows the SSTL2, SSTL3, and HSTL configura-
tions. HSTL can sink current up to 48 mA. (HSTL IV)  

All pads are protected against damage from electrostatic
discharge (ESD) and from over-voltage transients. Virtex-II
uses two memory cells to control the configuration of an I/O
as an input. This is to reduce the probability of an I/O con-
figured as an input from flipping to an output when sub-
jected to a single event upset (SEU) in space applications.

Prior to configuration, all outputs not involved in configura-
tion are forced into their high-impedance state. The
pull-down resistors and the weak-keeper circuits are inac-
tive. The dedicated pin HSWAP_EN controls the pull-up
resistors prior to configuration. By default, HSWAP_EN is
set high, which disables the pull-up resistors on user I/O
pins. When HSWAP_EN is set low, the pull-up resistors are
activated on user I/O pins.

All Virtex-II IOBs support IEEE 1149.1 compatible Bound-
ary-Scan testing.

Input Path
The Virtex-II IOB input path routes input signals directly to
internal logic and / or through an optional input flip-flop or
latch, or through the DDR input registers. An optional delay
element at the D-input of the storage element eliminates
pad-to-pad hold time. The delay is matched to the internal
clock-distribution delay of the Virtex-II device, and when
used, assures that the pad-to-pad hold time is zero.

Each input buffer can be configured to conform to any of the
low-voltage signaling standards supported. In some of
these standards the input buffer utilizes a user-supplied
threshold voltage, VREF. The need to supply VREF imposes
constraints on which standards can be used in the same
bank. See I/O banking description.

Output Path
The output path includes a 3-state output buffer that drives
the output signal onto the pad. The output and / or the
3-state signal can be routed to the buffer directly from the
internal logic or through an output / 3-state flip-flop or latch,
or through the DDR output / 3-state registers.

Each output driver can be individually programmed for a
wide range of low-voltage signaling standards. In most sig-
naling standards, the output High voltage depends on an
externally supplied VCCO voltage. The need to supply VCCO
imposes constraints on which standards can be used in the
same bank. See I/O banking description.

I/O Banking

Some of the I/O standards described above require VCCO
and VREF voltages. These voltages are externally supplied
and connected to device pins that serve groups of IOB
blocks, called banks. Consequently, restrictions exist about
which I/O standards can be combined within a given bank.

Eight I/O banks result from dividing each edge of the FPGA
into two banks, as shown in Figure 7 and Figure 8. Each
bank has multiple VCCO pins, all of which must be con-
nected to the same voltage. This voltage is determined by
the output standards in use.

Table  4:  LVTTL and LVCMOS Programmable Currents (Sink and Source)

SelectI/O-Ultra Programmable Current (Worst-Case Guaranteed Minimum)

LVTTL 2 mA 4 mA 6 mA 8 mA 12 mA 16 mA 24 mA

LVCMOS33 2 mA 4 mA 6 mA 8 mA 12 mA 16 mA 24 mA

LVCMOS25 2 mA 4 mA 6 mA 8 mA 12 mA 16 mA 24 mA

LVCMOS18 2 mA 4 mA 6 mA 8 mA 12 mA 16 mA n/a

LVCMOS15 2 mA 4 mA 6 mA 8 mA 12 mA 16 mA n/a

Figure 6:  SSTL or HSTL SelectI/O-Ultra Standards

VCCO

OBUF

VREF

Clamp
Diode

PAD

VCCAUX = 3.3V
VCCINT = 1.5V
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JTAG Test Access Port Switching Characteristics

Characterization data for some of the most commonly requested timing parameters shown in Figure 6 is listed in Table 33. 
FI

Figure 6:  Virtex-II Pro Boundary Scan Port Timing Waveforms

Table  33:  Boundary-Scan Port Timing Specifications

Description
Figure 

References Symbol Value Units

TCK

TMS and TDI setup time 1 TTAPTCK 5.5 ns, min

TMS and TDI hold times 2 TTCKTAP 0.0 ns, min

Falling edge to TDO output valid 3 TTCKTDO 10.0 ns, max

Maximum frequency FTCK 33.0 MHz, max

ds083-3_11_012104

Data to be captured

Data to be driven out

TDO

TCK

TDI

TMS

Data Valid

Data Valid

TTCKTDO

TTAPTCK TTCKTAP

1 2

3
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Source-Synchronous Switching Characteristics
The parameters in this section provide the necessary values for calculating timing budgets for Virtex-II source-synchronous
transmitter and receiver data-valid windows.  

Table  45:  Duty Cycle Distortion and Clock-Tree Skew

Description Symbol Device

Speed Grade

Units-6 -5 -4 

Duty Cycle Distortion(1) TDCD_CLK0 All 140 140 140 ps

TDCD_CLK180 All 50 50 50 ps

Clock Tree Skew(2) TCKSKEW XC2V40 50 50 60 ps

XC2V80 50 50 60 ps

XC2V250 50 50 60 ps

XC2V500 50 50 60 ps

XC2V1000 80 80 90 ps

XC2V1500 80 80 90 ps

XC2V2000 100 100 110 ps

XC2V3000 100 100 110 ps

XC2V4000 400 400 450 ps

XC2V6000 500 500 550 ps

XC2V8000 600 650 ps

Notes: 
1. These parameters represent the worst-case duty cycle distortion observable at the pins of the device using LVDS output buffers.  For 

cases where other I/O standards are used, IBIS can be used to calculate any additional duty cycle distortion that might be caused by 
asymmetrical rise/fall times. 
TDCD_CLK0 applies to cases where local (IOB) inversion is used to provide the negative-edge clock to the DDR element in the I/O. 
TDCD_CLK180 applies to cases where the CLK180 output of the DCM is used to provide the negative-edge clock to the DDR element 
in the I/O.

2. This value represents the worst-case clock-tree skew observable between sequential I/O elements. Significantly less clock-tree skew 
exists for I/O registers that are close to each other and fed by the same or adjacent clock-tree branches. Use the Xilinx FPGA_Editor 
and Timing Analyzer tools to evaluate clock skew specific to your application.

Table  46:  Package Skew

Description Symbol Device/Package Value Units

Package Skew(1) TPKGSKEW XC2V1000 / FF896 130 ps

XC2V3000 / FF1152 115 ps

XC2V3000 / BF957 130 ps

XC2V4000 / FF1152 130 ps

XC2V4000 / FF1517 200 ps

XC2V4000 / BF957 140 ps

XC2V6000 / FF1152 90 ps

XC2V6000 / FF1517 105 ps

XC2V6000 / BF957 105 ps

Notes: 
1. These values represent the worst-case skew between any two balls of the package: shortest flight time to longest flight time from Pad 

to Ball (7.1ps per mm).
2. Package trace length information is available for these device/package combinations. This information can be used to deskew the 

package.
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07/30/01 1.6 • Updated values in the Virtex-II Performance Characteristics and Virtex-II Switching 
Characteristics tables.

• Added values to the Virtex-II Pin-to-Pin Output Parameter Guidelines and Virtex-II 
Pin-to-Pin Input Parameter Guidelines tables.

• Added Frequency Synthesis table.

10/02/01 1.7 • Updated values in the Virtex-II Performance Characteristics and Virtex-II Switching 
Characteristics tables.

• Updated the speed grade designations used in data sheets, and added Table 13, which 
shows the current speed grade designation for each device.

10/05/01 1.8 • Corrected the speed grade designation for the XC2V1000 device in Table 13.

10/12/01 1.9 • Updated values in the Virtex-II Performance Characteristics and Virtex-II Switching 
Characteristics tables.

11/28/01 2.0 • Updated values in Table 3, Table 4, Table 5, Virtex-II Performance Characteristics, and 
Virtex-II Switching Characteristics tables.

01/03/02 2.1 • Updated values in Virtex-II Performance Characteristics and Virtex-II Switching 
Characteristics tables, based on values extracted from speedsfile version 1.96.

• Changed the speed grade designation for the XC2V6000 device in Table 13.

07/16/02 2.2 • Updated values in Table 4, "Quiescent Supply Current."
• Updated values in Virtex-II Performance Characteristics and Virtex-II Switching 

Characteristics tables, based on values extracted from speedsfile version 1.111.
• Added Enhanced Multiplier Switching Characteristics section.
• Added footnote to Table 37, "Global Clock Setup and Hold for LVTTL Standard, Without 

DCM."
• Added Source-Synchronous Switching Characteristics section.

09/26/02 2.3 • Removed mention of MIL-M-38510/605 specification.
• Added footnotes to Table 2 and Table 6.

12/06/02 2.4 • Revised SSTL2 values in Table 6 to match the latest JEDEC specification.
• Added footnote regarding VIN PCI compliance to Table 1.
• Added footnote regarding CLKOUT_DUTY_CYCLE_DLL to Table 41.

05/07/03 2.5 • Updated values in Virtex-II Performance Characteristics and Virtex-II Switching 
Characteristics tables, based on values extracted from speedsfile version 1.114.

• Table 4, Quiescent Supply Current, and Table 5, Minimum Power On Current Required 
for Virtex-II Devices: Added parameters for XC2V8000 device.

• Table 16, IOB Output Switching Characteristics: Changed parameter designator 
TIOTON to TIOTP.

• Table 26, Enhanced Multiplier Switching Characteristics: Corrected all parameter 
designators from TMULT_P[nn] to TMULT1_P[nn] in order to correspond with designators 
used in speedsfile.

• Table 27, Enhanced Pipelined Multiplier Switching Characteristics: Corrected all 
parameter designators from TMULTCK_P[nn] to TMULTCK1_P[nn] in order to correspond 
with designators used in speedsfile.

• Removed old Table 19, Standard Capacitive Loads.
• Added Figure 1, page 17, showing test configuration for measuring I/O standard 

adjustments.

06/19/03 2.5.1 • Removed footnotes in Table 34 and Table 36 that stated DCM jitter was included in the 
measurements.

Date Version Revision
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3  IO_L96N_3  J16

3  IO_L96P_3  J15

3  IO_L94N_3  J14

3  IO_L94P_3  J13

3  IO_L93N_3/VREF_3  K16 NC

3  IO_L93P_3  K15 NC

3  IO_L91N_3  K14 NC

3  IO_L91P_3  K13 NC

3  IO_L45N_3/VREF_3  K12 NC NC

3  IO_L45P_3  L12 NC NC

3  IO_L43N_3  L16 NC NC

3  IO_L43P_3  L15 NC NC

3  IO_L06N_3  L14 NC

3  IO_L06P_3  L13 NC

3  IO_L04N_3  M16 NC

3  IO_L04P_3  M15 NC

3  IO_L03N_3/VREF_3  M14

3  IO_L03P_3  M13

3  IO_L02N_3/VRP_3  N15

3  IO_L02P_3/VRN_3  N14

3  IO_L01N_3  N16

3  IO_L01P_3  P16

4  IO_L01N_4/BUSY/DOUT(1)  T14

4  IO_L01P_4/INIT_B  T13

4  IO_L02N_4/D0/DIN(1)  P13

4  IO_L02P_4/D1  R13

4  IO_L03N_4/D2/ALT_VRP_4  N12

4  IO_L03P_4/D3/ALT_VRN_4  P12

4  IO_L04N_4/VREF_4  R12 NC NC

4  IO_L04P_4  T12 NC NC

4  IO_L05N_4/VRP_4  N11 NC NC

4  IO_L05P_4/VRN_4  P11 NC NC

Table  6:  FG256/FGG256 BGA — XC2V40, XC2V80, XC2V250, XC2V500, and XC2V1000

Bank Pin Description Pin Number No Connect in XC2V40 No Connect in XC2V80
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0  IO_L93N_0  B10

0  IO_L93P_0  A10

0  IO_L94N_0/VREF_0  E11

0  IO_L94P_0  F11

0  IO_L95N_0/GCLK7P  D11

0  IO_L95P_0/GCLK6S  C11

0  IO_L96N_0/GCLK5P  B11

0  IO_L96P_0/GCLK4S  A11

1  IO_L96N_1/GCLK3P  F12

1  IO_L96P_1/GCLK2S  F13

1  IO_L95N_1/GCLK1P  E12

1  IO_L95P_1/GCLK0S  D12

1  IO_L94N_1  C12

1  IO_L94P_1/VREF_1  B12

1  IO_L93N_1  A13

1  IO_L93P_1  B13

1  IO_L92N_1  C13

1  IO_L92P_1  D13

1  IO_L91N_1  E13

1  IO_L91P_1/VREF_1  E14

1  IO_L54N_1  A14 NC  

1  IO_L54P_1  B14 NC  

1  IO_L52N_1  C14 NC  

1  IO_L52P_1  D14 NC  

1  IO_L51N_1/VREF_1  A15 NC  

1  IO_L51P_1  B15 NC  

1  IO_L49N_1  C15 NC  

1  IO_L49P_1  D15 NC  

1  IO_L24N_1  F14 NC NC

1  IO_L24P_1  E15 NC NC

1  IO_L22N_1  A16 NC NC

1  IO_L22P_1  B16 NC NC

1  IO_L21N_1/VREF_1  C16 NC NC

Table  7:  FG456/FGG456 BGA — XC2V250, XC2V500, and XC2V1000 

Bank Pin Description Pin Number No Connect in XC2V250 No Connect in XC2V500
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FG676/FGG676 Fine-Pitch BGA Package
As shown in Table 8, XC2V1500, XC2V2000, and XC2V3000 Virtex-II devices are available in the FG676/FGG676 fine-pitch
BGA package. Pins in the XC2V1500, XC2V2000, and XC2V3000 devices are the same, except for the pin differences in the
XC2V1500 and XC2V2000 devices shown in the No Connect columns. Following this table are the FG676/FGG676
Fine-Pitch BGA Package Specifications (1.00mm pitch).

Table  8:  FG676/FGG676 BGA — XC2V1500, XC2V2000, and XC2V3000

Bank Pin Description Pin Number No Connect in XC2V1500 No Connect in XC2V2000

0  IO_L01N_0  D6

0  IO_L01P_0  C6

0  IO_L02N_0  B1

0  IO_L02P_0  A2

0  IO_L03N_0/VRP_0  D7

0  IO_L03P_0/VRN_0  C7

0  IO_L04N_0/VREF_0  B3

0  IO_L04P_0  A3

0  IO_L05N_0  G6

0  IO_L05P_0  G7

0  IO_L06N_0  E6

0  IO_L06P_0  E7

0  IO_L19N_0  B4

0  IO_L19P_0  A4

0  IO_L21N_0  B5

0  IO_L21P_0/VREF_0  A5

0  IO_L22N_0  B6

0  IO_L22P_0  A6

0  IO_L24N_0  A7

0  IO_L24P_0  A8

0  IO_L25N_0  E8 NC NC

0  IO_L25P_0  D8 NC NC

0  IO_L27N_0  G8 NC NC

0  IO_L27P_0/VREF_0  F8 NC NC

0  IO_L49N_0  C8

0  IO_L49P_0  B8

0  IO_L51N_0  D9

0  IO_L51P_0/VREF_0  E9

0  IO_L52N_0  F9

0  IO_L52P_0  G9

0  IO_L54N_0  B9

0  IO_L54P_0  A9

0  IO_L67N_0  C9

http://www.xilinx.com


Virtex-II Platform FPGAs: Pinout Information
R

DS031-4 (v3.5) November 5, 2007 www.xilinx.com Module 4 of 4
Product Specification 41

4  IO_L06P_4  Y21

4  IO_L19N_4  AE24

4  IO_L19P_4  AF24

4  IO_L21N_4  AE23

4  IO_L21P_4/VREF_4  AF23

4  IO_L22N_4  AE22

4  IO_L22P_4  AF22

4  IO_L24N_4  AF21

4  IO_L24P_4  AF20

4  IO_L25N_4  AA19 NC NC

4  IO_L25P_4  AB19 NC NC

4  IO_L27N_4  AD20 NC NC

4  IO_L27P_4/VREF_4  AC20 NC NC

4  IO_L28N_4  AC19 NC NC

4  IO_L28P_4  AD19 NC NC

4  IO_L49N_4  AE19

4  IO_L49P_4  AF19

4  IO_L51N_4  AA18

4  IO_L51P_4/VREF_4  AB18

4  IO_L52N_4  Y18

4  IO_L52P_4  Y17

4  IO_L54N_4  AC18

4  IO_L54P_4  AD18

4  IO_L67N_4  AE18

4  IO_L67P_4  AF18

4  IO_L69N_4  AA17

4  IO_L69P_4/VREF_4  AB17

4  IO_L70N_4  AC17

4  IO_L70P_4  AD17

4  IO_L72N_4  AF17

4  IO_L72P_4  AF16

4  IO_L73N_4  AB16 NC

4  IO_L73P_4  AC16 NC

4  IO_L75N_4  AA16 NC

4  IO_L75P_4/VREF_4  Y16 NC

4  IO_L76N_4  AD16 NC

4  IO_L76P_4  AE16 NC

Table  8:  FG676/FGG676 BGA — XC2V1500, XC2V2000, and XC2V3000

Bank Pin Description Pin Number No Connect in XC2V1500 No Connect in XC2V2000
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4  IO_L78N_4  Y15 NC

4  IO_L78P_4  AA15 NC

4  IO_L91N_4/VREF_4  W15

4  IO_L91P_4  W16

4  IO_L92N_4  AB15

4  IO_L92P_4  AC15

4  IO_L93N_4  AD15

4  IO_L93P_4  AE15

4  IO_L94N_4/VREF_4  W14

4  IO_L94P_4  Y14

4  IO_L95N_4/GCLK3S  AA14

4  IO_L95P_4/GCLK2P  AB14

4  IO_L96N_4/GCLK1S  AC14

4  IO_L96P_4/GCLK0P  AD14

5  IO_L96N_5/GCLK7S  AC13

5  IO_L96P_5/GCLK6P  AB13

5  IO_L95N_5/GCLK5S  AA13

5  IO_L95P_5/GCLK4P  Y13

5  IO_L94N_5  W13

5  IO_L94P_5/VREF_5  W12

5  IO_L93N_5  AF15

5  IO_L93P_5  AF14

5  IO_L92N_5  AF13

5  IO_L92P_5  AF12

5  IO_L91N_5  AE12

5  IO_L91P_5/VREF_5  AD12

5  IO_L78N_5  AC12 NC

5  IO_L78P_5  AB12 NC

5  IO_L76N_5  AA12 NC

5  IO_L76P_5  Y12 NC

5  IO_L75N_5/VREF_5  AF11 NC

5  IO_L75P_5  AF10 NC

5  IO_L73N_5  AE11 NC

5  IO_L73P_5  AD11 NC

5  IO_L72N_5  AC11

5  IO_L72P_5  AB11

Table  8:  FG676/FGG676 BGA — XC2V1500, XC2V2000, and XC2V3000

Bank Pin Description Pin Number No Connect in XC2V1500 No Connect in XC2V2000
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BG728/BGG728 Standard BGA Package
As shown in Table 10, XC2V3000 Virtex-II devices are available in the BG728/BGG728 BGA package. Following this table
are the BG728/BGG728 Standard BGA Package Specifications (1.27mm pitch).

Table  10:  BG728 BGA — XC2V3000

Bank Pin Description Pin Number

0  IO_L01N_0  B3

0  IO_L01P_0  A3

0  IO_L02N_0  B4

0  IO_L02P_0  A4

0  IO_L03N_0/VRP_0  C5

0  IO_L03P_0/VRN_0  C6

0  IO_L04N_0/VREF_0  B5

0  IO_L04P_0  A5

0  IO_L05N_0  E6

0  IO_L05P_0  D6

0  IO_L06N_0  B6

0  IO_L06P_0  A6

0  IO_L19N_0  E7

0  IO_L19P_0  D8

0  IO_L21N_0  F8

0  IO_L21P_0/VREF_0  E8

0  IO_L22N_0  C7

0  IO_L22P_0  C8

0  IO_L24N_0  B7

0  IO_L24P_0  A7

0  IO_L25N_0  H9

0  IO_L25P_0  J9

0  IO_L27N_0  F9

0  IO_L27P_0/VREF_0  G9

0  IO_L28N_0  E9

0  IO_L28P_0  D9

0  IO_L30N_0  C9

0  IO_L30P_0  B9

0  IO_L49N_0  A8

0  IO_L49P_0  A9

0  IO_L51N_0  G10

0  IO_L51P_0/VREF_0  H10

0  IO_L52N_0  F10
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1  VCCO_1  G16

1  VCCO_1  D21

1  VCCO_1  C16

2  VCCO_2  N18

2  VCCO_2  M25

2  VCCO_2  M21

2  VCCO_2  M18

2  VCCO_2  L19

2  VCCO_2  L18

2  VCCO_2  K19

2  VCCO_2  G24

3  VCCO_3  AA24

3  VCCO_3  V19

3  VCCO_3  U19

3  VCCO_3  U18

3  VCCO_3  T25

3  VCCO_3  T21

3  VCCO_3  T18

3  VCCO_3  R18

4  VCCO_4  AE16

4  VCCO_4  AD21

4  VCCO_4  AA16

4  VCCO_4  W18

4  VCCO_4  W17

4  VCCO_4  V17

4  VCCO_4  V16

4  VCCO_4  V15

5  VCCO_5  AE12

5  VCCO_5  AD7

5  VCCO_5  AA12

5  VCCO_5  W11

5  VCCO_5  W10

5  VCCO_5  V13

5  VCCO_5  V12

5  VCCO_5  V11

6  VCCO_6  AA4

Table  10:  BG728 BGA — XC2V3000

Bank Pin Description Pin Number
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6  VCCO_6  AF29

6  VCCO_6  AA22

6  VCCO_6  Y22

6  VCCO_6  Y21

6  VCCO_6  W22

6  VCCO_6  W21

6  VCCO_6  V28

6  VCCO_6  V22

6  VCCO_6  V21

6  VCCO_6  U21

6  VCCO_6  T21

7  VCCO_7  R21

7  VCCO_7  P21

7  VCCO_7  N28

7  VCCO_7  N22

7  VCCO_7  N21

7  VCCO_7  M22

7  VCCO_7  M21

7  VCCO_7  L22

7  VCCO_7  L21

7  VCCO_7  K22

7  VCCO_7  E29

NA  CCLK  AF6

NA  PROG_B  B28

NA  DONE  AG5

NA  M0  AF25

NA  M1  AG26

NA  M2  AH27

NA  HSWAP_EN  C27

NA  TCK  D5

NA  TDI  A29

NA  TDO  B3

NA  TMS  C4

NA  PWRDWN_B  AH4

NA  DXN  D26

NA  DXP  E25

Table  11:  FF896 BGA — XC2V1000, XC2V1500, and XC2V2000

Bank Pin Description Pin Number No Connect in the XC2V1000 No Connect in the XC2V1500
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0  IO_L52P_0  A30

0  IO_L53N_0  G26

0  IO_L53P_0  G25

0  IO_L54N_0  D26

0  IO_L54P_0  D27

0  IO_L55N_0  B27

0  IO_L55P_0  B28

0  IO_L56N_0  H25

0  IO_L56P_0  H24

0  IO_L57N_0  F25

0  IO_L57P_0/VREF_0  F26

0  IO_L58N_0  A27

0  IO_L58P_0  A28

0  IO_L59N_0  K24

0  IO_L59P_0  K23

0  IO_L60N_0  E24

0  IO_L60P_0  E25

0  IO_L67N_0  C26

0  IO_L67P_0  C27

0  IO_L68N_0  J24

0  IO_L68P_0  J23

0  IO_L69N_0  D24

0  IO_L69P_0/VREF_0  D25

0  IO_L70N_0  A25

0  IO_L70P_0  A26

0  IO_L71N_0  M22

0  IO_L71P_0  M21

0  IO_L72N_0  G23

0  IO_L72P_0  G24

0  IO_L73N_0  B25

0  IO_L73P_0  C25

0  IO_L74N_0  L22

0  IO_L74P_0  L21

0  IO_L75N_0  F23

0  IO_L75P_0/VREF_0  F24

0  IO_L76N_0  C23

Table  13:  FF1517 BGA — XC2V4000, XC2V6000, and XC2V8000

Bank Pin Description Pin Number No Connect in the XC2V4000 No Connect in the XC2V6000
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1  IO_L69N_1/VREF_1  E15

1  IO_L69P_1  E16

1  IO_L68N_1  K17

1  IO_L68P_1  K16

1  IO_L67N_1  C15

1  IO_L67P_1  B15

1  IO_L60N_1  F15

1  IO_L60P_1  F16

1  IO_L59N_1  H16

1  IO_L59P_1  H15

1  IO_L58N_1  C13

1  IO_L58P_1  C14

1  IO_L57N_1/VREF_1  D13

1  IO_L57P_1  D14

1  IO_L56N_1  M17

1  IO_L56P_1  M16

1  IO_L55N_1  A12

1  IO_L55P_1  A13

1  IO_L54N_1  B12

1  IO_L54P_1  B13

1  IO_L53N_1  G15

1  IO_L53P_1  G14

1  IO_L52N_1  C11

1  IO_L52P_1  C12

1  IO_L51N_1/VREF_1  F13

1  IO_L51P_1  F14

1  IO_L50N_1  L16

1  IO_L50P_1  L15

1  IO_L49N_1  A10

1  IO_L49P_1  A11

1  IO_L36N_1  E12 NC

1  IO_L36P_1  E13 NC

1  IO_L35N_1  K15 NC

1  IO_L35P_1  J14 NC

1  IO_L34N_1  B9 NC

1  IO_L34P_1  B10 NC

Table  13:  FF1517 BGA — XC2V4000, XC2V6000, and XC2V8000

Bank Pin Description Pin Number No Connect in the XC2V4000 No Connect in the XC2V6000
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3  IO_L34N_3  AH6 NC

3  IO_L34P_3  AJ6 NC

3  IO_L33N_3/VREF_3  AJ8 NC

3  IO_L33P_3  AH8 NC

3  IO_L32N_3  AL1 NC

3  IO_L32P_3  AM1 NC

3  IO_L31N_3  AH7 NC

3  IO_L31P_3  AJ7 NC

3  IO_L30N_3  AH10

3  IO_L30P_3  AG10

3  IO_L29N_3  AK3

3  IO_L29P_3  AL3

3  IO_L28N_3  AK4

3  IO_L28P_3  AL4

3  IO_L27N_3/VREF_3  AJ9

3  IO_L27P_3  AH9

3  IO_L26N_3  AM2

3  IO_L26P_3  AN2

3  IO_L25N_3  AK5

3  IO_L25P_3  AL5

3  IO_L24N_3  AK9

3  IO_L24P_3  AK8

3  IO_L23N_3  AN1

3  IO_L23P_3  AP1

3  IO_L22N_3  AK6

3  IO_L22P_3  AL6

3  IO_L21N_3/VREF_3  AH12

3  IO_L21P_3  AG12

3  IO_L20N_3  AM3

3  IO_L20P_3  AN3

3  IO_L19N_3  AM4

3  IO_L19P_3  AN4

3  IO_L12N_3  AJ12 NC

3  IO_L12P_3  AH11 NC

3  IO_L11N_3  AP2 NC

3  IO_L11P_3  AR2 NC

Table  13:  FF1517 BGA — XC2V4000, XC2V6000, and XC2V8000

Bank Pin Description Pin Number No Connect in the XC2V4000 No Connect in the XC2V6000
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5  IO_L79N_5  AV24

5  IO_L79P_5  AV23

5  IO_L78N_5  AP23

5  IO_L78P_5  AP22

5  IO_L77N_5  AJ21

5  IO_L77P_5  AJ22

5  IO_L76N_5  AU24

5  IO_L76P_5  AU23

5  IO_L75N_5/VREF_5  AT25

5  IO_L75P_5  AT24

5  IO_L74N_5  AH21

5  IO_L74P_5  AH22

5  IO_L73N_5  AW26

5  IO_L73P_5  AW25

5  IO_L72N_5  AR25

5  IO_L72P_5  AR24

5  IO_L71N_5  AN23

5  IO_L71P_5  AN24

5  IO_L70N_5  AU25

5  IO_L70P_5  AV25

5  IO_L69N_5/VREF_5  AL24

5  IO_L69P_5  AL23

5  IO_L68N_5  AK23

5  IO_L68P_5  AK24

5  IO_L67N_5  AU27

5  IO_L67P_5  AU26

5  IO_L60N_5  AP25

5  IO_L60P_5  AP24

5  IO_L59N_5  AM24

5  IO_L59P_5  AM25

5  IO_L58N_5  AW28

5  IO_L58P_5  AW27

5  IO_L57N_5/VREF_5  AT27

5  IO_L57P_5  AT26

5  IO_L56N_5  AH23

5  IO_L56P_5  AH24

Table  13:  FF1517 BGA — XC2V4000, XC2V6000, and XC2V8000

Bank Pin Description Pin Number No Connect in the XC2V4000 No Connect in the XC2V6000
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5  IO_L01N_5/RDWR_B  AU36

5  IO_L01P_5/CS_B  AV36

6  IO_L01P_6  AJ27

6  IO_L01N_6  AH27

6  IO_L02P_6/VRN_6  AT38

6  IO_L02N_6/VRP_6  AR37

6  IO_L03P_6  AP36

6  IO_L03N_6/VREF_6  AR36

6  IO_L04P_6  AJ28

6  IO_L04N_6  AH29

6  IO_L05P_6  AT39

6  IO_L05N_6  AR39

6  IO_L06P_6  AN34

6  IO_L06N_6  AP35

6  IO_L07P_6  AH28 NC

6  IO_L07N_6  AG28 NC

6  IO_L08P_6  AR38 NC

6  IO_L08N_6  AP38 NC

6  IO_L09P_6  AM34 NC

6  IO_L09N_6/VREF_6  AM33 NC

6  IO_L10P_6  AL32 NC

6  IO_L10N_6  AK32 NC

6  IO_L11P_6  AP37 NC

6  IO_L11N_6  AN37 NC

6  IO_L12P_6  AM35 NC

6  IO_L12N_6  AN35 NC

6  IO_L19P_6  AK31

6  IO_L19N_6  AJ30

6  IO_L20P_6  AP39

6  IO_L20N_6  AN39

6  IO_L21P_6  AK33

6  IO_L21N_6/VREF_6  AL33

6  IO_L22P_6  AJ31

6  IO_L22N_6  AH31

6  IO_L23P_6  AN38

Table  13:  FF1517 BGA — XC2V4000, XC2V6000, and XC2V8000

Bank Pin Description Pin Number No Connect in the XC2V4000 No Connect in the XC2V6000
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1  IO_L71P_1  B12

1  IO_L70N_1  C13

1  IO_L70P_1  C12

1  IO_L69N_1/VREF_1  H13

1  IO_L69P_1  H12

1  IO_L68N_1  D12

1  IO_L68P_1  D11

1  IO_L67N_1  B11

1  IO_L67P_1  B10

1  IO_L54N_1  E12

1  IO_L54P_1  E11

1  IO_L53N_1  A11

1  IO_L53P_1  A10

1  IO_L52N_1  G12

1  IO_L52P_1  G11

1  IO_L51N_1/VREF_1  K13

1  IO_L51P_1  K12

1  IO_L50N_1  C11

1  IO_L50P_1  C10

1  IO_L49N_1  B9

1  IO_L49P_1  B7

1  IO_L30N_1  F11 NC

1  IO_L30P_1  F9 NC

1  IO_L29N_1  A9 NC

1  IO_L29P_1  A8 NC

1  IO_L27N_1/VREF_1  D9 NC

1  IO_L27P_1  D8 NC

1  IO_L26N_1  J12 NC

1  IO_L26P_1  J11 NC

1  IO_L25N_1  C9 NC

1  IO_L25P_1  C8 NC

1  IO_L24N_1  E10

1  IO_L24P_1  E9

1  IO_L23N_1  H11

1  IO_L23P_1  H10

1  IO_L22N_1  A7

1  IO_L22P_1  A6

1  IO_L21N_1/VREF_1  A5

Table  14:   BF957 — XC2V2000, XC2V3000, XC2V4000, and XC2V6000

Bank Pin Description Pin Number No Connect in XC2V2000
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2  IO_L70N_2  K1

2  IO_L70P_2  L1

2  IO_L71N_2  N9

2  IO_L71P_2  P9

2  IO_L72N_2  N5

2  IO_L72P_2  P5

2  IO_L73N_2  M3

2  IO_L73P_2  N3

2  IO_L74N_2  R8

2  IO_L74P_2  R9

2  IO_L75N_2  M2

2  IO_L75P_2/VREF_2  N2

2  IO_L76N_2  M1

2  IO_L76P_2  N1

2  IO_L77N_2  P7

2  IO_L77P_2  R7

2  IO_L78N_2  N4

2  IO_L78P_2  P4

2  IO_L91N_2  T8

2  IO_L91P_2  T9

2  IO_L92N_2  P6

2  IO_L92P_2  R6

2  IO_L93N_2  P2

2  IO_L93P_2/VREF_2  R2

2  IO_L94N_2  R5

2  IO_L94P_2  T5

2  IO_L95N_2  P1

2  IO_L95P_2  R1

2  IO_L96N_2  R4

2  IO_L96P_2  R3

3  IO_L96N_3  T6

3  IO_L96P_3  U5

3  IO_L95N_3  U6

3  IO_L95P_3  V6

3  IO_L94N_3  T3

3  IO_L94P_3  U3

3  IO_L93N_3/VREF_3  U1

Table  14:   BF957 — XC2V2000, XC2V3000, XC2V4000, and XC2V6000

Bank Pin Description Pin Number No Connect in XC2V2000

http://www.xilinx.com


Virtex-II Platform FPGAs: Pinout Information
R

DS031-4 (v3.5) November 5, 2007 www.xilinx.com Module 4 of 4
Product Specification 219

NA  DXP  B28

NA  VBATT  D5

NA  RSVD  B4

NA  VCCAUX  B16

NA  VCCAUX  C2

NA  VCCAUX  C30

NA  VCCAUX  T2

NA  VCCAUX  T30

NA  VCCAUX  AJ2

NA  VCCAUX  AJ30

NA  VCCAUX  AK16

NA  VCCINT  K15

NA  VCCINT  K17

NA  VCCINT  L11

NA  VCCINT  L16

NA  VCCINT  L21

NA  VCCINT  M12

NA  VCCINT  M16

NA  VCCINT  M20

NA  VCCINT  N13

NA  VCCINT  N14

NA  VCCINT  N15

NA  VCCINT  N16

NA  VCCINT  N17

NA  VCCINT  N18

NA  VCCINT  N19

NA  VCCINT  P13

NA  VCCINT  P19

NA  VCCINT  R10

NA  VCCINT  R13

NA  VCCINT  R19

NA  VCCINT  R22

NA  VCCINT  T11

NA  VCCINT  T12

NA  VCCINT  T13

NA  VCCINT  T19

NA  VCCINT  T20

Table  14:   BF957 — XC2V2000, XC2V3000, XC2V4000, and XC2V6000

Bank Pin Description Pin Number No Connect in XC2V2000
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