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What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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Reset Sources
Table 10 lists the possible sources of a System Reset.

Power-On Reset

Each device in the Z8 Encore! XP F0823 Series contains an internal POR circuit. The 
POR circuit monitors the supply voltage and holds the device in the Reset state until the 
supply voltage reaches a safe operating level. After the supply voltage exceeds the POR 
voltage threshold (VPOR), the device is held in the Reset state until the POR Counter has 
timed out. If the crystal oscillator is enabled by the option bits, this time-out is longer.

After the Z8 Encore! XP F0823 Series device exits the POR state, the eZ8 CPU fetches the 
Reset vector. Following the POR, the POR status bit in Watchdog Timer Control 
(WDTCTL) Register is set to 1.

Figure 5 displays POR operation. For the POR threshold voltage (VPOR), see the Electri-
cal Characteristics chapter on page 196.

Table 10. Reset Sources and Resulting Reset Type 

Operating Mode Reset Source Special Conditions

NORMAL or HALT 
modes

Power-On Reset/Voltage Brown-
Out.

Reset delay begins after supply voltage exceeds 
POR level.

Watchdog Timer time-out when 
configured for Reset.

None.

RESET pin assertion. All reset pulses less than three system clocks in 
width are ignored.

OCD initiated Reset (OCDCTL[0] 
set to 1).

System Reset, except the OCD is unaffected by 
the reset.

STOP Mode Power-On Reset/Voltage Brown-
Out.

Reset delay begins after supply voltage exceeds 
POR level.

RESET pin assertion. All reset pulses less than the specified analog 
delay are ignored. See the Electrical Characteris-
tics chapter on page 196.

DBG pin driven Low. None.
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Port A–C Data Direction Subregisters

The Port A–C Data Direction Subregister is accessed through the Port A–C Control Regis-
ter by writing 01H to the Port A–C Address Register; see Table 22.

 

Port A–C Alternate Function Subregisters

The Port A–C Alternate Function Subregister (Table 23) is accessed through the Port A–C 
Control Register by writing 02H to the Port A–C Address Register. The Port A–C Alter-
nate Function subregisters enable the alternate function selection on pins. If disabled, pins 
functions as GPIO. If enabled, select one of four alternate functions using alternate func-
tion set subregisters 1 and 2 as described in the the Port A–C Alternate Function Set 1 
Subregisters section on page 48 and the Port A–C Alternate Function Set 2 Subregisters 
section on page 49. See the GPIO Alternate Functions section on page 34 to determine the 
alternate function associated with each port pin. 

Do not enable alternate functions for GPIO port pins for which there is no associated al-
ternate function. Failure to follow this guideline can result in unpredictable operation.

Table 22. Port A–C Data Direction Subregisters (PxDD)

Bit 7 6 5 4 3 2 1 0

Field DD7 DD6 DD5 DD4 DD3 DD2 DD1 DD0

RESET 1 1 1 1 1 1 1 1

R/W R/W R/W R/W R/W R/W R/W R/W R/W

Address If 01H in Port A–C Address Register, accessible through the Port A–C Control Register.

Bit Description 

[7:0]
DDx

Data Direction
These bits control the direction of the associated port pin. Port Alternate Function operation 
overrides the Data Direction register setting. 
0 = Output. Data in the Port A–C Output Data Register is driven onto the port pin.
1 = Input. The port pin is sampled and the value written into the Port A–C Input Data Register. 

The output driver is tristated.

Note: x indicates the specific GPIO port pin number (7–0).

Caution:
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Port A–C Output Control Subregisters

The Port A–C Output Control Subregister (Table 24) is accessed through the Port A–C 
Control Register by writing 03H to the Port A–C Address Register. Setting the bits in the 
Port A–C Output Control subregisters to 1 configures the specified port pins for open-
drain operation. These subregisters affect the pins directly and, as a result, alternate func-
tions are also affected.

Table 23. Port A–C Alternate Function Subregisters (PxAF)

Bit 7 6 5 4 3 2 1 0

Field AF7 AF6 AF5 AF4 AF3 AF2 AF1 AF0

RESET 00H (Ports A–C); 04H (Port A of 8-pin device)

R/W R/W

Address If 02H in Port A–C Address Register, accessible through the Port A–C Control Register

Bit Description 

[7:0]
AFx

Port Alternate Function enabled
0 = The port pin is in NORMAL Mode and the DDx bit in the Port A–C Data Direction Subregis-

ter determines the direction of the pin.
1 = The alternate function selected through Alternate Function Set subregisters is enabled. 

Port pin operation is controlled by the alternate function.

Note: x indicates the specific GPIO port pin number (7–0).

Table 24. Port A–C Output Control Subregisters (PxOC)

Bit 7 6 5 4 3 2 1 0

Field POC7 POC6 POC5 POC4 POC3 POC2 POC1 POC0

RESET 0 0 0 0 0 0 0 0

R/W R/W R/W R/W R/W R/W R/W R/W R/W

Address If 03H in Port A–C Address Register, accessible through the Port A–C Control Register

Bit Description 

[7:0]
POCx

Port Output Control
These bits function independently of the alternate function bit and always disable the drains if 
set to 1.
0 = The drains are enabled for any output mode (unless overridden by the alternate function).
1 = The drain of the associated pin is disabled (open-drain mode).

Note: x indicates the specific GPIO port pin number (7–0).
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Port A–C Pull-up Enable Subregisters

The Port A–C Pull-up Enable Subregister (Table 27) is accessed through the Port A–C 
Control Register by writing 06H to the Port A–C Address Register. Setting the bits in the 
Port A–C Pull-up Enable subregisters enables a weak internal resistive pull-up on the 
specified Port pins.

Table 27. Port A–C Pull-Up Enable Subregisters (PPUEx)

Bit 7 6 5 4 3 2 1 0

Field PPUE7 PPUE6 PPUE5 PPUE4 PPUE3 PPUE2 PPUE1 PPUE0

RESET 0 0 0 0 0 0 0 0

R/W R/W R/W R/W R/W R/W R/W R/W R/W

Address If 06H in Port A–C Address Register, accessible through the Port A–C Control Register

Bit Description 

[7:0]
PPUEx

Port Pull-up Enabled
0 = The weak pull-up on the Port pin is disabled.
1 = The weak pull-up on the Port pin is enabled.

Note: x indicates the specific GPIO port pin number (7–0).
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Port A–C Output Data Register

The Port A–C Output Data Register (Table 31) controls the output data to the pins.

LED Drive Enable Register

The LED Drive Enable Register, shown in Table 32, activates the controlled current drive. 
The Alternate Function Register has no control over the LED function; therefore, setting 
the Alternate Function Register to select the LED function is not required. LEDEN bits 
[7:0] correspond to Port C bits [7:0], respectively.

Table 31. Port A–C Output Data Register (PxOUT)

Bit 7 6 5 4 3 2 1 0

Field POUT7 POUT6 POUT5 POUT4 POUT3 POUT2 POUT1 POUT0

RESET 0 0 0 0 0 0 0 0

R/W R/W R/W R/W R/W R/W R/W R/W R/W

Address FD3H, FD7H, FDBH

Bit Description 

[7:0]
PxOUT

Port Output Data
These bits contain the data to be driven to the port pins. The values are only driven if the corre-
sponding pin is configured as an output and the pin is not configured for alternate function 
operation.
0 = Drive a logical 0 (Low).
1 = Drive a logical 1 (High). High value is not driven if the drain has been disabled by setting 

the corresponding Port Output Control Register bit to 1.

Note: x indicates the specific GPIO port pin number (7–0).

Table 32. LED Drive Enable (LEDEN)

Bit 7 6 5 4 3 2 1 0

Field LEDEN[7:0]

RESET 0 0 0 0 0 0 0 0

R/W R/W R/W R/W R/W R/W R/W R/W R/W

Address F82H

Bit Description 

[7:0]
LEDEN

LED Drive Enable
These bits determine which Port C pins are connected to an internal current sink. 
0 = Tristate the Port C pin.
1= Connect controlled current sink to the Port C pin.
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[6]
TPOL 
(cont’d.)

COUNTER Mode
If the timer is enabled the Timer Output signal is complemented after timer reload.
0 = Count occurs on the rising edge of the Timer Input signal.
1 = Count occurs on the falling edge of the Timer Input signal.

PWM SINGLE OUTPUT Mode
0 = Timer Output is forced Low (0) when the timer is disabled. When enabled, the Timer Output 

is forced High (1) upon PWM count match and forced Low (0) upon reload.
1 = Timer Output is forced High (1) when the timer is disabled. When enabled, the Timer Out-

put is forced Low (0) upon PWM count match and forced High (1) upon reload.

CAPTURE Mode
0 = Count is captured on the rising edge of the Timer Input signal.
1 = Count is captured on the falling edge of the Timer Input signal.

COMPARE Mode
When the timer is disabled, the Timer Output signal is set to the value of this bit. When the 
timer is enabled, the Timer Output signal is complemented upon timer reload.

GATED Mode
0 = Timer counts when the Timer Input signal is High (1) and interrupts are generated on the 

falling edge of the Timer Input.
1 = Timer counts when the Timer Input signal is Low (0) and interrupts are generated on the 

rising edge of the Timer Input.

CAPTURE/COMPARE Mode
0 = Counting is started on the first rising edge of the Timer Input signal. The current count is 

captured on subsequent rising edges of the Timer Input signal.
1 = Counting is started on the first falling edge of the Timer Input signal. The current count is 

captured on subsequent falling edges of the Timer Input signal.

PWM DUAL OUTPUT Mode
0 = Timer Output is forced Low (0) and Timer Output Complement is forced High (1) when the 

timer is disabled. When enabled, the Timer Output is forced High (1) upon PWM count 
match and forced Low (0) upon reload. When enabled, the Timer Output Complement is 
forced Low (0) upon PWM count match and forced High (1) upon reload. The PWMD field 
in TxCTL0 register is a programmable delay to control the number of cycles time delay 
before the Timer Output and the Timer Output Complement is forced to High (1).

1 = Timer Output is forced High (1) and Timer Output Complement is forced Low (0) when the 
timer is disabled. When enabled, the Timer Output is forced Low (0) upon PWM count 
match and forced High (1) upon reload.When enabled, the Timer Output Complement is 
forced High (1) upon PWM count match and forced Low (0) upon reload. The PWMD field 
in TxCTL0 register is a programmable delay to control the number of cycles time delay 
before the Timer Output and the Timer Output Complement is forced to Low (0).

CAPTURE RESTART Mode
0 = Count is captured on the rising edge of the Timer Input signal.
1 = Count is captured on the falling edge of the Timer Input signal.

Bit Description (Continued)
PS024315-1011 P R E L I M I N A R Y Timer Control Register Definitions



Z8 Encore! XP® F0823 Series
Product Specification

100
– Set or clear the CTSE bit to enable or disable control from the remote receiver 
using the CTS pin

6. Check the TDRE bit in the UART Status 0 Register to determine if the Transmit Data 
Register is empty (indicated by a 1). If empty, continue to Step 7. If the Transmit Data 
Register is full (indicated by a 0), continue to monitor the TDRE bit until the Transmit 
Data Register becomes available to receive new data.

7. Write the UART Control 1 Register to select the outgoing address bit.

8. Set the Multiprocessor Bit Transmitter (MPBT) if sending an address byte, clear it if 
sending a data byte.

9. Write the data byte to the UART Transmit Data Register. The transmitter automati-
cally transfers the data to the Transmit Shift register and transmits the data. 

10. Make any changes to the Multiprocessor Bit Transmitter (MPBT) value, if appropriate 
and MULTIPROCESSOR Mode is enabled,.

11. To transmit additional bytes, return to Step 5.

Transmitting Data Using the Interrupt-Driven Method

The UART Transmitter interrupt indicates the availability of the Transmit Data Register to 
accept new data for transmission. Observe the following steps to configure the UART for 
interrupt-driven data transmission:

1. Write to the UART Baud Rate High and Low Byte registers to set the appropriate baud 
rate.

2. Enable the UART pin functions by configuring the associated GPIO port pins for 
alternate function operation.

3. Execute a DI instruction to disable interrupts.

4. Write to the Interrupt control registers to enable the UART Transmitter interrupt and 
set the acceptable priority.

5. Write to the UART Control 1 Register to enable MULTIPROCESSOR (9-bit) Mode 
functions, if MULTIPROCESSOR Mode is appropriate.

6. Set the MULTIPROCESSOR Mode Select (MPEN) to Enable MULTIPROCESSOR 
Mode.

7. Write to the UART Control 0 Register to:

– Set the transmit enable bit (TEN) to enable the UART for data transmission.

– Enable parity, if appropriate and if MULTIPROCESSOR Mode is not enabled, 
and select either even or odd parity.
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Transmitter Interrupts

The transmitter generates a single interrupt when the Transmit Data Register Empty bit 
(TDRE) is set to 1. This indicates that the transmitter is ready to accept new data for trans-
mission. The TDRE interrupt occurs after the Transmit shift register has shifted the first 
bit of data out. The Transmit Data Register can now be written with the next character to 
send. This action provides 7 bit periods of latency to load the Transmit Data Register 
before the Transmit shift register completes shifting the current character. Writing to the 
UART Transmit Data Register clears the TDRE bit to 0. 

Receiver Interrupts

The receiver generates an interrupt when any of the following occurs:

• A data byte is received and is available in the UART Receive Data Register. This inter-
rupt can be disabled independently of the other receiver interrupt sources. The received 
data interrupt occurs after the receive character has been received and placed in the Re-
ceive Data Register. To avoid an overrun error, software must respond to this received 
data available condition before the next character is completely received. 

In MULTIPROCESSOR Mode (MPEN = 1), the receive data interrupts are dependent on 
the multiprocessor configuration and the most recent address byte.

• A break is received

• An overrun is detected

• A data framing error is detected

UART Overrun Errors

When an overrun error condition occurs the UART prevents overwriting of the valid data 
currently in the Receive Data Register. The Break Detect and Overrun status bits are not 
displayed until after the valid data has been read.

After the valid data has been read, the UART Status 0 Register is updated to indicate the 
overrun condition (and Break Detect, if applicable). The RDA bit is set to 1 to indicate that 
the Receive Data Register contains a data byte. However, because the overrun error 

1
Baud Rate (Hz)
----------------------------------------- 
  DE to Start Bit Setup Time (s)

2
Baud Rate (Hz)
----------------------------------------- 
  

Note:
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occurred, this byte cannot contain valid data and must be ignored. The BRKD bit indicates 
if the overrun was caused by a break condition on the line. After reading the status byte 
indicating an overrun error, the Receive Data Register must be read again to clear the error 
bits is the UART Status 0 Register. Updates to the Receive Data Register occur only when 
the next data word is received. 

UART Data and Error Handling Procedure

Figure 15 displays the recommended procedure for use in UART receiver interrupt service 
routines.

Figure 15. UART Receiver Interrupt Service Routine Flow

Receiver

Errors?

No

Yes

Read Status

Discard Data

Read Data which

Interrupt

Receiver
Ready

clears RDA bit and
resets error bits

Read Data
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The UART data rate is calculated using the following equation:

For a given UART data rate, calculate the integer baud rate divisor value using the follow-
ing equation:

The baud rate error relative to the acceptable baud rate is calculated using the following 
equation:

For reliable communication, the UART baud rate error must never exceed five percent. 
Table 73 provides information about data rate errors for a 5.5296 MHz System Clock.

Table 73. UART Baud Rates

5.5296 MHz System Clock

Acceptable Rate 
(kHz)

BRG Divisor 
(Decimal)

Actual Rate 
(kHz) Error (%)

1250.0 N/A N/A N/A

625.0 N/A N/A N/A

250.0 1 345.6 38.24

115.2 3 115.2 0.00

57.6 6 57.6 0.00

38.4 9 38.4 0.00

19.2 18 19.2 0.00

9.60 36 9.60 0.00

4.80 72 4.80 0.00

2.40 144 2.40 0.00

1.20 288 1.20 0.00

0.60 576 0.60 0.00

0.30 1152 0.30 0.00

UART Baud Rate (bits/s)
System Clock Frequency (Hz)

16 UART Baud Rate Divisor Value
---------------------------------------------------------------------------------=

UART Baud Rate Divisor Value (BRG) Round
System Clock Frequency (Hz)

16 UART Data Rate (bits/s)
------------------------------------------------------------------ 
 =

UART Baud Rate Error (%) 100
Actual Data Rate Desired Data Rate–

Desired Data Rate
------------------------------------------------------------------------------------- 
 =
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ADC Data Low Bits Register

The ADC Data Low Byte register contains the lower bits of the ADC output as well as an 
overflow status bit. The output is a 11-bit two’s complement value. During a single-shot 
conversion, this value is invalid. Access to the ADC Data Low Byte register is read-only. 
Reading the ADC Data High Byte register latches data in the ADC Low Bits Register.

Table 77. ADC Data Low Bits Register (ADCD_L)

Bit 7 6 5 4 3 2 1 0

Field ADCDL Reserved OVF

RESET X X X X X X X X

R/W R R R R R R R R

Address F73H

Bit Description 

[7:5]
ADCDL

ADC Data Low Bits
These bits are the least significant three bits of the 11-bits of the ADC output. These bits are 
undefined after a Reset.

[4:1] Reserved
These bits are reserved and are undefined when read.

[0]
OVF

Overflow Status
0 = An overflow did not occur in the digital filter for the current sample.
1 = An overflow did occur in the digital filter for the current sample.
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Flash Information Area
The Flash information area is separate from program memory and is mapped to the 
address range FE00H to FFFFH. Not all these addresses are accessible. Factory trim values 
for the analog peripherals are stored here. Factory calibration data for the ADC is also 
stored here.

Operation
The Flash Controller programs and erases Flash memory. The Flash Controller provides 
the proper Flash controls and timing for Byte Programming, Page Erase, and Mass Erase 
of Flash memory. 

The Flash Controller contains several protection mechanisms to prevent accidental program-
ming or erasure. These mechanism operate on the page, sector and full-memory levels. 

Figure 21 displays a basic Flash Controller flow. The following subsections provide 
details about the various operations (Lock, Unlock, Byte Programming, Page Protect, 
Page Unprotect, Page Select Page Erase, and Mass Erase) displayed in Figure 21.

Figure 20. Flash Memory Arrangement
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conditions, do not enable the clock failure circuitry (POFEN must be deasserted in the 
OSCCTL Register).

Watchdog Timer Failure

In the event of a Watchdog Timer oscillator failure, a similar non-maskable interrupt-like 
event is issued. This event does not trigger an attendant clock switch-over, but alerts the 
CPU of the failure. After a Watchdog Timer failure, it is no longer possible to detect a pri-
mary oscillator failure. The failure detection circuitry does not function if the Watchdog 
Timer is used as the primary oscillator or if the Watchdog Timer oscillator has been dis-
abled. For either of these cases, it is necessary to disable the detection circuitry by deas-
serting the WDFEN bit of the OSCCTL Register.

The Watchdog Timer oscillator failure detection circuit counts system clocks while 
searching for a Watchdog Timer clock. The logic counts 8004 system clock cycles before 
determining that a failure has occurred. The system clock rate determines the speed at 
which the Watchdog Timer failure can be detected. A very slow system clock results in 
very slow detection times. 

It is possible to disable the clock failure detection circuitry as well as all functioning 
clock sources. In this case, the Z8 Encore! XP F0823 Series device ceases functioning 
and can only be recovered by Power-On Reset.

Oscillator Control Register Definitions
The following section provides the bit definitions for the Oscillator Control Register.

Oscillator Control Register

The Oscillator Control Register (OSCCTL) enables/disables the various oscillator circuits, 
enables/disables the failure detection/recovery circuitry and selects the primary oscillator, 
which becomes the system clock.

The Oscillator Control Register must be unlocked before writing. Writing the two step 
sequence E7H followed by 18H to the Oscillator Control Register unlocks it. The register 
is locked at successful completion of a register write to the OSCCTL.

Caution:
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eZ8 CPU Instruction Set

This chapter describes the following features of the eZ8 CPU instruction set:

Assembly Language Programming Introduction: see page 174

Assembly Language Syntax: see page 175

eZ8 CPU Instruction Notation: see page 176

eZ8 CPU Instruction Classes: see page 178

eZ8 CPU Instruction Summary: see page 182

Assembly Language Programming Introduction
The eZ8 CPU assembly language provides a means for writing an application program 
without concern for actual memory addresses or machine instruction formats. A program 
written in assembly language is called a source program. Assembly language allows the 
use of symbolic addresses to identify memory locations. It also allows mnemonic codes 
(opcodes and operands) to represent the instructions themselves. The opcodes identify the 
instruction while the operands represent memory locations, registers, or immediate data 
values.

Each assembly language program consists of a series of symbolic commands called state-
ments. Each statement can contain labels, operations, operands, and comments.

Labels are assigned to a particular instruction step in a source program. The label identi-
fies that step in the program as an entry point for use by other instructions.

The assembly language also includes assembler directives that supplement the machine 
instruction. The assembler directives, or pseudo-ops, are not translated into a machine 
instruction. Rather, the pseudo-ops are interpreted as directives that control or assist the 
assembly process.

The source program is processed (assembled) by the assembler to obtain a machine lan-
guage program called the object code. The object code is executed by the eZ8 CPU. An 
example segment of an assembly language program is detailed in the following example.
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LD dst, rc dst  src r IM 0C-FC – – – – – – 2 2

r X(r) C7 3 3

X(r)  r D7 3 4

r Ir E3 2 3

R R E4 3 2

R IR E5 3 4

R IM E6 3 2

IR IM E7 3 3

Ir r F3 2 3

IR R F5 3 3

LDC dst, src dst  src r Irr C2 – – – – – – 2 5

Ir Irr C5 2 9

Irr r D2 2 5

LDCI dst, src dst  src
r  r + 1
rr  rr + 1

Ir Irr C3 – – – – – – 2 9

Irr Ir D3 2 9

LDE dst, src dst  src r Irr 82 – – – – – – 2 5

Irr r 92 2 5

LDEI dst, src dst  src
r  r + 1
rr  rr + 1

Ir Irr 83 – – – – – – 2 9

Irr Ir 93 2 9

LDWX dst, src dst  src ER ER 1FE8 – – – – – – 5 4

Table 118. eZ8 CPU Instruction Summary (Continued)

Assembly
Mnemonic Symbolic Operation

Address 
Mode

Opcode(s)
(Hex)

Flags
Fetch

Cycles
Instr.

Cyclesdst src C Z S V D H

Note: Flags Notation:
* = Value is a function of the result of the operation.
– = Unaffected.
X = Undefined.
0 = Reset to 0.
1 = Set to 1.
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XOR dst, src dst  dst XOR src r r B2 – * * 0 – – 2 3

r Ir B3 2 4

R R B4 3 3

R IR B5 3 4

R IM B6 3 3

IR IM B7 3 4

XORX dst, src dst  dst XOR src ER ER B8 – * * 0 – – 4 3

ER IM B9 4 3

Table 118. eZ8 CPU Instruction Summary (Continued)

Assembly
Mnemonic Symbolic Operation

Address 
Mode

Opcode(s)
(Hex)

Flags
Fetch

Cycles
Instr.

Cyclesdst src C Z S V D H

Note: Flags Notation:
* = Value is a function of the result of the operation.
– = Unaffected.
X = Undefined.
0 = Reset to 0.
1 = Set to 1.
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AC Characteristics
The section provides information about the AC characteristics and timing. All AC timing 
information assumes a standard load of 50  pF on all outputs.

 

 

Table 123. AC Characteristics

Symbol Parameter

VDD = 2.7 V to 3.6 V
TA = –40°C to +105°C

(unless otherwise 
stated)

Units ConditionsMinimum Maximum

FSYSCLK System Clock Frequency – 20.0* MHz Read-only from Flash memory.

0.032768 20.01 MHz Program or erasure of the 
Flash memory.

TXIN System Clock Period 50 – ns TCLK = 1/FSYSCLK.

TXINH System Clock High Time 20 30 ns TCLK = 50 ns.

TXINL System Clock Low Time 20 30 ns TCLK = 50 ns.

TXINR System Clock Rise Time – 3 ns TCLK = 50 ns.

TXINF System Clock Fall Time – 3 ns TCLK = 50 ns.

Note: *System Clock Frequency is limited by the Internal Precision Oscillator on the Z8 Encore! XP F0823 Series. 
See Table 124 on page 200.

Table 124. Internal Precision Oscillator Electrical Characteristics

Symbol Parameter

VDD = 2.7 V to 3.6 V
TA = –40°C to +105°C

(unless otherwise stated)

Units ConditionsMinimum Typical Maximum

FIPO Internal Precision Oscillator 
Frequency (High Speed)

5.53 MHz VDD = 3.3 V
TA = 30°C

FIPO Internal Precision Oscillator 
Frequency (Low Speed)

32.7 kHz VDD = 3.3 V
TA = 30°C

FIPO Internal Precision Oscillator 
Error

+1 +4 %

TIPOST Internal Precision Oscillator 
Startup Time

3 µs
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