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What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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COUT O Comparator Output. This is the output of the comparator.

Analog

ANA[7:0] I Analog port. These signals are used as inputs to the ADC. The ANA0, 
ANA1, and ANA2 pins can also access the inputs and output of the inte-
grated transimpedance amplifier.

VREF I/O Analog-to-Digital Converter reference voltage input.

Clock Input

CLKIN I Clock Input Signal. This pin can be used to input a TTL-level signal to be 
used as the system clock.

LED Drivers

LED O Direct LED drive capability. All port C pins have the capability to drive an 
LED without any other external components. These pins have programma-
ble drive strengths set by the GPIO block.

On-Chip Debugger

DBG I/O Debug. This signal is the control and data input and output to and from the 
OCD. 
Caution: The DBG pin is open-drain and requires an external pull-up 
resistor to ensure proper operation.

Reset

RESET I/O RESET. Generates a reset when asserted (driven Low). Also serves as a 
reset indicator; the Z8 Encore! XP forces this pin Low when in reset. This 
pin is open-drain and features an enabled internal pull-up resistor.

Power Supply

VDD I Digital Power Supply.

AVDD
2 I Analog Power Supply.

VSS I Digital Ground.

AVSS I Analog Ground.

Table 3. Signal Descriptions (Continued)

Signal Mnemonic I/O Description

Notes:
1. PB6 and PB7 are only available in 28-pin packages without ADC. In 28-pin packages with ADC, they are 

replaced by AVDD and AVSS.
2. The AVDD and AVSS signals are available only in 28-pin packages with ADC. They are replaced by PB6 and 

PB7 on 28-pin packages without ADC.
PS024315-1011 P R E L I M I N A R Y Signal Descriptions
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GPIO Port B (cont’d)

FD6 Port B Input Data PBIN XX 43

FD7 Port B Output Data PBOUT 00 43

GPIO Port C

FD8 Port C Address PCADDR 00 40

FD9 Port C Control PCCTL 00 42

FDA Port C Input Data PCIN XX 43

FDB Port C Output Data PCOUT 00 43

FDC–FEF Reserved — XX

Watchdog Timer (WDT)

FF0 Reset Status RSTSTAT XX 94

Watchdog Timer Control WDTCTL XX 94

FF1 Watchdog Timer Reload Upper Byte WDTU FF 95

FF2 Watchdog Timer Reload High Byte WDTH FF 95

FF3 Watchdog Timer Reload Low Byte WDTL FF 95

FF4–FF5 Reserved — XX

Trim Bit Control

FF6 Trim Bit Address TRMADR 00 148

FF7 Trim Data TRMDR XX 149

Flash Memory Controller

FF8 Flash Control FCTL 00 141

FF8 Flash Status FSTAT 00 142

FF9 Flash Page Select FPS 00 143

Flash Sector Protect FPROT 00 144

FFA Flash Programming Frequency High Byte FFREQH 00 145

FFB Flash Programming Frequency Low Byte FFREQL 00 145

Table 8. Register File Address Map (Continued)

Address (Hex) Register Description Mnemonic Reset (Hex)
Page 
No.

Note: XX = Undefined.
PS024315-1011 P R E L I M I N A R Y Register Map
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For correct operation, the LED anode must be connected to VDD and the cathode must be 
connected to the GPIO pin. Using all Port C pins in LED Drive Mode with maximum cur-
rent can result in excessive total current. For the maximum total current for the applicable 
package, see the Electrical Characteristics chapter on page 196.

Shared Reset Pin
On the 8-pin product versions, the reset pin is shared with PA2, but the pin is not limited to 
output-only when in GPIO Mode.

If PA2 on the 8-pin product is reconfigured as an input, ensure that no external stimulus 
drives the pin Low during any reset sequence. Because PA2 returns to its RESET 
alternate function during system resets, driving it Low holds the chip in a reset state until 
the pin is released. 

Shared Debug Pin
On the 8-pin version of this device only, the Debug pin shares function with the PA0 GPIO 
pin. This pin performs as a general purpose input pin on power-up, but the debug logic 
monitors this pin during the reset sequence to determine if the unlock sequence occurs. If 
the unlock sequence is present, the debug function is unlocked and the pin no longer func-
tions as a GPIO pin. If it is not present, the debug feature is disabled until/unless another 
reset event occurs. For more details, see the On-Chip Debugger chapter on page 156.

Crystal Oscillator Override
For systems using a crystal oscillator, PA0 and PA1 are used to connect the crystal. When 
the crystal oscillator is enabled (see the Oscillator Control Register Definitions section on 
page 171), the GPIO settings are overridden and PA0 and PA1 are disabled.

5 V Tolerance
All six I/O pins on the 8-pin devices are 5 V-tolerant, unless the programmable pull-ups 
are enabled. If the pull-ups are enabled and inputs higher than VDD are applied to these 
parts, excessive current flows through those pull-up devices and can damage the chip.

In the 20- and 28-pin versions of this device, any pin which shares functionality with an 
ADC, crystal or comparator port is not 5 V-tolerant, including PA[1:0], PB[5:0], and 

Caution:

Note:
PS024315-1011 P R E L I M I N A R Y Shared Reset Pin
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PC[2:0]. All other signal pins are 5 V-tolerant, and can safely handle inputs higher than 
VDD even with the pull-ups enabled.

External Clock Setup
For systems using an external TTL drive, PB3 is the clock source for 20- and 28-pin 
devices. In this case, configure PB3 for alternate function CLKIN. Write the Oscillator 
Control Register (see the Oscillator Control Register Definitions section on page 171) 
such that the external oscillator is selected as the system clock. For 8-pin devices, use PA1 
instead of PB3.

GPIO Interrupts
Many of the GPIO port pins are used as interrupt sources. Some port pins are configured 
to generate an interrupt request on either the rising edge or falling edge of the pin input 
signal. Other port pin interrupt sources generate an interrupt when any edge occurs (both 
rising and falling). For more information about interrupts using the GPIO pins, see the 
Interrupt Controller chapter on page 54.

GPIO Control Register Definitions
Four registers for each port provide access to GPIO control, input data, and output data. 
Table 18 lists these port registers. Use the Port A–D Address and Control registers 
together to provide access to subregisters for port configuration and control.

 
Table 18. GPIO Port Registers and Subregisters 

Port Register 
Mnemonic Port Register Name

PxADDR Port A–C Address Register (Selects subregisters).

PxCTL Port A–C Control Register (Provides access to subregisters).

PxIN Port A–C Input Data Register.

PxOUT Port A–C Output Data Register.

Port Subregister 
Mnemonic Port Register Name

PxDD Data Direction.

PxAF Alternate Function.

PxOC Output Control (Open-Drain).
PS024315-1011 P R E L I M I N A R Y External Clock Setup
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Port A–C Alternate Function Set 2 Subregisters

The Port A–C Alternate Function Set 2 Subregister (Table 29) is accessed through the Port 
A–C Control Register by writing 08H to the Port A–C Address Register. The Alternate 
Function Set 2 subregisters selects the alternate function available at a port pin. Alternate 
Functions selected by setting or clearing bits of this register is defined in Table 15 in the 
section the GPIO Alternate Functions section on page 34.

Table 29. Port A–C Alternate Function Set 2 Subregisters (PxAFS2)

Bit 7 6 5 4 3 2 1 0

Field PAFS27 PAFS26 PAFS25 PAFS24 PAFS23 PAFS22 PAFS21 PAFS20

RESET 00H (all ports of 20/28 pin devices); 04H (Port A of 8-pin device)

R/W R/W R/W R/W R/W R/W R/W R/W R/W

Address If 08H in Port A–C Address Register, accessible through the Port A–C Control Register

Bit Description 

[7:0]
PAFS2x

Port Alternate Function Set 2
0 = Port Alternate Function selected as defined in Table 15 on page 33; also see the GPIO 

Alternate Functions section on page 34).
1 = Port Alternate Function selected as defined in Table 15.

Note: x indicates the specific GPIO port pin number (7–0).
PS024315-1011 P R E L I M I N A R Y GPIO Control Register Definitions
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Interrupt Controller

The interrupt controller on the Z8 Encore! XP F0823 Series products prioritizes the inter-
rupt requests from the on-chip peripherals and the GPIO port pins. The features of inter-
rupt controller include:

• 20 unique interrupt vectors

– 12 GPIO port pin interrupt sources (two are shared)

– 8 on-chip peripheral interrupt sources (two are shared)

• Flexible GPIO interrupts

– Eight selectable rising and falling edge GPIO interrupts

– Four dual-edge interrupts

• Three levels of individually programmable interrupt priority

• Watchdog Timer can be configured to generate an interrupt

Interrupt requests (IRQs) allow peripheral devices to suspend CPU operation in an orderly 
manner and force the CPU to start an interrupt service routine (ISR). Usually this interrupt 
service routine is involved with the exchange of data, status information, or control infor-
mation between the CPU and the interrupting peripheral. When the service routine is com-
pleted, the CPU returns to the operation from which it was interrupted.

The eZ8 CPU supports both vectored and polled interrupt handling. For polled interrupts, 
the interrupt controller has no effect on operation. For more information about interrupt 
servicing by the eZ8 CPU, refer to the eZ8 CPU Core User Manual (UM0128) available 
for download at www.zilog.com.

Interrupt Vector Listing
Table 35 lists all of the interrupts available in order of priority. The interrupt vector is 
stored with the most-significant byte (MSB) at the even Program Memory address and the 
least-significant byte (LSB) at the following odd Program Memory address.

Some port interrupts are not available on the 8- and 20-pin packages. The ADC interrupt is 
unavailable on devices not containing an ADC.

Note:
PS024315-1011 P R E L I M I N A R Y Interrupt Controller
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Table 35. Trap and Interrupt Vectors in Order of Priority 

Priority

Program 
Memory
Vector Address Interrupt or Trap Source

Highest 0002H Reset (not an interrupt)

0004H Watchdog Timer (see the Watchdog Timer section on page 91)

003AH Primary Oscillator Fail Trap (not an interrupt)

003CH Watchdog Timer Oscillator Fail Trap (not an interrupt)

0006H Illegal Instruction Trap (not an interrupt)

0008H Reserved

000AH Timer 1

000CH Timer 0

000EH UART 0 receiver

0010H UART 0 transmitter

0012H Reserved

0014H Reserved

0016H ADC

0018H Port A Pin 7, selectable rising or falling input edge

001AH Port A Pin 6, selectable rising or falling input edge or Comparator Output

001CH Port A Pin 5, selectable rising or falling input edge

001EH Port A Pin 4, selectable rising or falling input edge

0020H Port A Pin 3 or Port D Pin 3, selectable rising or falling input edge

0022H Port A Pin 2 or Port D Pin 2, selectable rising or falling input edge

0024H Port A Pin 1, selectable rising or falling input edge

0026H Port A Pin 0, selectable rising or falling input edge

0028H Reserved

002AH Reserved

002CH Reserved

002EH Reserved

0030H Port C Pin 3, both input edges

0032H Port C Pin 2, both input edges

0034H Port C Pin 1, both input edges

0036H Port C Pin 0, both input edges

Lowest 0038H Reserved
PS024315-1011 P R E L I M I N A R Y Interrupt Vector Listing
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Interrupt Request 1 Register

The Interrupt Request 1 (IRQ1) register (Table 37) stores interrupt requests for both vec-
tored and polled interrupts. When a request is presented to the interrupt controller, the cor-
responding bit in the IRQ1 Register becomes 1. If interrupts are globally enabled 
(vectored interrupts), the interrupt controller passes an interrupt request to the eZ8 CPU. If 
interrupts are globally disabled (polled interrupts), the eZ8 CPU reads the Interrupt 
Request 1 Register to determine if any interrupt requests are pending.

[4]
U0RXI

UART 0 Receiver Interrupt Request
0 = No interrupt request is pending for the UART 0 receiver.
1 = An interrupt request from the UART 0 receiver is awaiting service.

[3]
U0TXI

UART 0 Transmitter Interrupt Request
0 = No interrupt request is pending for the UART 0 transmitter.
1 = An interrupt request from the UART 0 transmitter is awaiting service.

[2:1] Reserved
These bits are reserved and must be programmed to 00.

[0]
ADCI

ADC Interrupt Request
0 = No interrupt request is pending for the ADC.
1 = An interrupt request from the ADC is awaiting service.

Table 37. Interrupt Request 1 Register (IRQ1)

Bit 7 6 5 4 3 2 1 0

Field PA7VI PA6CI PA5I PA4I PA3I PA2I PA1I PA0I

RESET 0 0 0 0 0 0 0 0

R/W R/W R/W R/W R/W R/W R/W R/W R/W

Address FC3H

Bit Description 

[7]
PA7VI

Port A7 Interrupt Request
0 = No interrupt request is pending for GPIO Port A.
1 = An interrupt request from GPIO Port A.

[6]
PA6CI

Port A6 or Comparator Interrupt Request
0 = No interrupt request is pending for GPIO Port A or Comparator.
1 = An interrupt request from GPIO Port A or Comparator.

[5:0]
PAxI

Port A Pin x Interrupt Request
0 = No interrupt request is pending for GPIO Port A pin x.
1 = An interrupt request from GPIO Port A pin x is awaiting service.

Note: x indicates the specific GPIO Port pin number (0–5).

Bit Description (Continued)
PS024315-1011 P R E L I M I N A R Y Interrupt Control Register Definitions
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two bits to configure timer interrupt definition, and a status bit to identify if the most 
recent timer interrupt is caused by an input capture event.

Timer 0–1 Control Register 1

The Timer 0–1 Control (TxCTL1) registers enable/disable the timers, set the prescaler 
value, and determine the timer operating mode.

Table 57. Timer 0–1 Control Register 0 (TxCTL0)

Bit 7 6 5 4 3 2 1 0

Field TMODEHI TICONFIG Reserved PWMD INPCAP

RESET 0 0 0 0 0 0 0 0

R/W R/W R/W R/W R/W R/W R/W R/W R/W

Address F06H, F0EH

Bit Description 

[7]
TMODEHI

Timer Mode High Bit
This bit along with the TMODE field in TxCTL1 Register determines the operating mode of 
the timer. This is the most-significant bit of the Timer mode selection value.

[6:5]
TICONFIG

Timer Interrupt Configuration
This field configures timer interrupt definition.
0x = Timer Interrupt occurs on all defined reload, compare and input events.
10 = Timer Interrupt only on defined input capture/deassertion events.
11 = Timer Interrupt only on defined reload/compare events.

[4] Reserved
This bit is reserved and must be programmed to 0.

[3:1]
PWMD

PWMD—PWM Delay value
This field is a programmable delay to control the number of system clock cycles delay 
before the Timer Output and the Timer Output Complement are forced to their active state.
000 = No delay.
001 = 2 cycles delay.
010 = 4 cycles delay.
011 = 8 cycles delay.
100 = 16 cycles delay.
101 = 32 cycles delay.
110 = 64 cycles delay.
111 = 128 cycles delay.

[0]
INPCAP

Input Capture Event
This bit indicates if the most recent timer interrupt is caused by a Timer Input capture event.
0 = Previous timer interrupt is not a result of Timer Input capture event.
1 = Previous timer interrupt is a result of Timer Input capture event.
PS024315-1011 P R E L I M I N A R Y Timer Control Register Definitions
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[1]
STOP

Stop Bit Select
0 = The transmitter sends one stop bit.
1 = The transmitter sends two stop bits.

[0]
LBEN

Loop Back Enable
0 = Normal operation.
1 = All transmitted data is looped back to the receiver.

Table 69. UART Control 1 Register (U0CTL1)

Bit 7 6 5 4 3 2 1 0

Field MPMD[1] MPEN MPMD[0] MPBT DEPOL BRGCTL RDAIRQ IREN

RESET 0 0 0 0 0 0 0 0

R/W R/W R/W R/W R/W R/W R/W R/W R/W

Address F43H

Bit Description 

[7,5]
MPMD[1:0]

MULTIPROCESSOR Mode
If MULTIPROCESSOR (9-bit) Mode is enabled.
00 = The UART generates an interrupt request on all received bytes (data and address).
01 = The UART generates an interrupt request only on received address bytes.
10 = The UART generates an interrupt request when a received address byte matches the 

value stored in the Address Compare Register and on all successive data bytes until 
an address mismatch occurs.

11 = The UART generates an interrupt request on all received data bytes for which the most 
recent address byte matched the value in the Address Compare Register.

[6]
MPEN

MULTIPROCESSOR (9-bit) Enable
This bit is used to enable MULTIPROCESSOR (9-bit) Mode. 
0 = Disable MULTIPROCESSOR (9-bit) Mode.
1 = Enable MULTIPROCESSOR (9-bit) Mode.

[4]
MPBT

Multiprocessor Bit Transmit
This bit is applicable only when MULTIPROCESSOR (9-bit) Mode is enabled. The 9th bit is 
used by the receiving device to determine if the data byte contains address or data informa-
tion.
0 = Send a 0 in the multiprocessor bit location of the data stream (data byte).
1 = Send a 1 in the multiprocessor bit location of the data stream (address byte).

[3]
DEPOL

Driver Enable Polarity
0 = DE signal is Active High.
1 = DE signal is Active Low.

Bit Description (Continued)
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Flash Code Protection Using the Flash Controller

At Reset, the Flash Controller locks to prevent accidental program or erasure of the Flash 
memory. To program or erase the Flash memory, first write the Page Select Register with 
the target page. Unlock the Flash Controller by making two consecutive writes to the 
Flash Control Register with the values 73H and 8CH, sequentially. The Page Select Regis-
ter must be rewritten with the same page previously stored there. If the two Page Select 
writes do not match, the controller reverts to a locked state. If the two writes match, the 
selected page becomes active. For more details, see Figure 21.

After unlocking a specific page, you can enable either Page Program or Erase. Writing the 
value 95H causes a Page Erase only if the active page resides in a sector that is not pro-
tected. Any other value written to the Flash Control Register locks the Flash Controller. 
Mass Erase is not allowed in the user code but only in through the Debug Port.

After unlocking a specific page, you can also write to any byte on that page. After a byte is 
written, the page remains unlocked, allowing for subsequent writes to other bytes on the 
same page. Further writes to the Flash Control Register cause the active page to revert to a 
locked state.

Sector-Based Flash Protection

The final protection mechanism is implemented on a per-sector basis. The Flash memories 
of Z8 Encore! XP devices are divided into maximum number of 8 sectors. A sector is 1/8 
of the total Flash memory size unless this value is smaller than the page size – in which 
case, the sector and page sizes are equal. On Z8 Encore! F0823 Series devices, the sector 
size is varied according to the Flash memory configuration shown in Table 79 on page 
134.

The Flash Sector Protect Register can be configured to prevent sectors from being pro-
grammed or erased. After a sector is protected, it cannot be unprotected by user code. The 
Flash Sector Protect Register is cleared after reset, and any previously-written protection 
values are lost. User code must write this register in their initialization routine if they pre-
fer to enable sector protection.

The Flash Sector Protect Register shares its Register File address with the Page Select 
Register. The Flash Sector Protect Register is accessed by writing the Flash Control Regis-
ter with 5EH. After the Flash Sector Protect Register is selected, it can be accessed at the 
Page Select Register address. When user code writes the Flash Sector Protect Register, 

Table 80. Flash Code Protection Using the Flash Option Bits

FWP Flash Code Protection Description

0 Programming and erasing disabled for all of Flash Program Memory. In user code program-
ming, Page Erase, and Mass Erase are all disabled. Mass Erase is available through the On-
Chip Debugger.

1 Programming, Page Erase, and Mass Erase are enabled for all of Flash Program Memory.
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Flash Status Register

The Flash Status Register indicates the current state of the Flash Controller. This register 
can be read at any time. The read-only Flash Status Register shares its Register File 
address with the write-only Flash Control Register.

Flash Page Select Register

The Flash Page Select (FPS) register shares address space with the Flash Sector Protect 
Register. Unless the Flash controller is unlocked and written with 5EH, writes to this 
address target the Flash Page Select Register.

The register is used to select one of the eight available Flash memory pages to be pro-
grammed or erased. Each Flash Page contains 512 bytes of Flash memory. During a Page 
Erase operation, all Flash memory having addresses with the most significant 7-bits given 
by FPS[6:0] are chosen for program/erase operation.

Table 82. Flash Status Register (FSTAT)

Bit 7 6 5 4 3 2 1 0

Field Reserved FSTAT

RESET 0 0 0 0 0 0 0 0

R/W R R R R R R R R

Address FF8H

Bit Description 

[7:6] Reserved
These bits are reserved and must be programmed to 0 when read.

[5:0]
FSTAT

Flash Controller Status
000000 = Flash Controller locked.
000001 = First unlock command received (73H written).
000010 = Second unlock command received (8CH written).
000011 = Flash Controller unlocked.
000100 = Sector protect register selected.
001xxx = Program operation in progress.
010xxx = Page erase operation in progress.
100xxx = Mass erase operation in progress.
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On-Chip Debugger

Z8 Encore! XP F0823 Series devices contain an integrated On-Chip Debugger (OCD) 
which provides advanced debugging features that include:

• Single pin interface

• Reading and writing of the register file

• Reading and writing of program and data memory

• Setting of breakpoints and watchpoints

• Executing eZ8 CPU instructions

• Debug pin sharing with general-purpose input-output function to maximize the pins 
available 

Architecture
The on-chip debugger consists of four primary functional blocks: transmitter, receiver, 
auto-baud detector/generator, and debug controller. Figure 22 displays the architecture of 
the OCD.

Figure 22. On-Chip Debugger Block Diagram
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POPX dst dst  @SP
SP  SP + 1

ER D8 – – – – – – 3 2

PUSH src SP  SP – 1
@SP  src

R 70 – – – – – – 2 2

IR 71 2 3

IM IF70 3 2

PUSHX src SP  SP – 1
@SP  src

ER C8 – – – – – – 3 2

RCF C  0 CF 0 – – – – – 1 2

RET PC  @SP
SP  SP + 2

AF – – – – – – 1 4

RL dst R 90 * * * * – – 2 2

IR 91 2 3

RLC dst R 10 * * * * – – 2 2

IR 11 2 3

RR dst R E0 * * * * – – 2 2

IR E1 2 3

RRC dst R C0 * * * * – – 2 2

IR C1 2 3

Table 118. eZ8 CPU Instruction Summary (Continued)

Assembly
Mnemonic Symbolic Operation

Address 
Mode

Opcode(s)
(Hex)

Flags
Fetch

Cycles
Instr.

Cyclesdst src C Z S V D H

Note: Flags Notation:
* = Value is a function of the result of the operation.
– = Unaffected.
X = Undefined.
0 = Reset to 0.
1 = Set to 1.

D7 D6 D5 D4 D3 D2 D1 D0

dst

C

D7 D6 D5 D4 D3 D2 D1 D0

dst

C

D7 D6 D5 D4 D3 D2 D1 D0

dst

C

D7 D6 D5 D4 D3 D2 D1 D0

dst

C
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On-Chip Peripheral AC and DC Electrical Characteristics
Table 125 tabulates the electrical characteristics of the POR and VBO blocks.

Table 125. Power-On Reset and Voltage Brown-Out Electrical Characteristics and Timing

Symbol Parameter

TA = –40°C to +105°C

Units ConditionsMinimum Typical* Maximum

VPOR Power-On Reset Voltage 
Threshold

2.20 2.45 2.70 V VDD = VPOR 

VVBO Voltage Brown-Out Reset Volt-
age Threshold

2.15 2.40 2.65 V VDD = VVBO 

VPOR to VVBO hysteresis 50 75 mV

Starting VDD voltage to ensure 
valid Power-On Reset.

– VSS – V

TANA Power-On Reset Analog Delay – 70 – µs VDD > VPOR; 
TPOR Digital 
Reset delay fol-
lows TANA

TPOR Power-On Reset Digital Delay 16 µs 66 Internal Preci-
sion Oscillator 
cycles + IPO 
startup time 
(TIPOST)

TSMR Stop Mode Recovery 16 µs 66 Internal Preci-
sion Oscillator 
cycles

TVBO Voltage Brown-Out Pulse 
Rejection Period

– 10 – µs Period of time in 
which VDD < 
VVBO without 
generating a 
Reset.

TRAMP Time for VDD to transition from 
VSS to VPOR to ensure valid 
Reset

0.10 – 100 ms

TSMP Stop Mode Recovery pin pulse 
rejection period

20 ns For any SMR pin 
or for the Reset 
pin when it is 
asserted in STOP 
Mode.

Note: *Data in the typical column is from characterization at 3.3 V and 30°C. These values are provided for design 
guidance only and are not tested in production.
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General Purpose I/O Port Input Data Sample Timing

Figure 29 displays a timing sequence for the GPIO port input sampling. The input value 
on a GPIO port pin is sampled on the rising edge of the system clock. The port value is 

Signal Input Bandwidth – 10 kHz As defined by –3 dB 
point

RS Analog Source Impedance4 – – 10 kW In unbuffered mode

Zin Input Impedance – 150 kW In unbuffered mode at 
20 MHz5

Vin Input Voltage Range 0 VDD V Unbuffered Mode

Table 129. Comparator Electrical Characteristics

Symbol Parameter

VDD = 2.7 V to 3.6 V
TA = –40°C to +105°C

Units ConditionsMinimum Typical Maximum

VOS Input DC Offset 5 mV

VCREF Programmable Internal 
Reference Voltage

+5 % 20-/28-pin devices

+3 % 8-pin devices

TPROP Propagation Delay 200 ns

VHYS Input Hysteresis 4 mV

VIN Input Voltage Range VSS VDD–1 V

Table 128. Analog-to-Digital Converter Electrical Characteristics and Timing (Continued)

Symbol Parameter

VDD = 3.0 V to 3.6 V
TA = 0°C to +70°C

(unless otherwise stated)

Units ConditionsMinimum Typical Maximum

Notes:
1. Analog source impedance affects the ADC offset voltage (because of pin leakage) and input settling time. 
2. Devices are factory calibrated at VDD = 3.3 V and TA = +30°C, so the ADC is maximally accurate under these 

conditions.
3. LSBs are defined assuming 10-bit resolution.
4. This is the maximum recommended resistance seen by the ADC input pin.
5. The input impedance is inversely proportional to the system clock frequency.
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available to the eZ8 CPU on the second rising clock edge following the change of the port 
value.

Figure 29. Port Input Sample Timing

Table 130. GPIO Port Input Timing 

Parameter Abbreviation

Delay (ns)

Minimum Maximum

TS_PORT Port Input Transition to XIN Rise Setup Time (Not pictured) 5 –

TH_PORT XIN Rise to Port Input Transition Hold Time (Not pictured) 0 –

TSMR GPIO Port Pin Pulse Width to ensure Stop Mode Recovery (for 
GPIO Port Pins enabled as SMR sources) 

1 s

System

TCLK

Port Pin

Port Value
Changes to 0

0 Latched
Into Port Input

Input Value

Port Input Data
Register Latch

Clock

Data Register

Port Input Data
Read on Data Bus

Port Input Data Register
Value 0 Read

by eZ8
PS024315-1011 P R E L I M I N A R Y On-Chip Peripheral AC and DC Electrical 



Z8 Encore! XP® F0823 Series
Product Specification

221
Index

Numerics
10-bit ADC 4

A
absolute maximum ratings 196
AC characteristics 200
ADC 178

architecture 121
block diagram 122
continuous conversion 124
control register 126, 129
control register definitions 126
data high byte register 130
data low bits register 131
electrical characteristics and timing 203
operation 122
single-shot conversion 123

ADCCTL register 126, 129
ADCDH register 130
ADCDL register 131
ADCX 178
ADD 178
add - extended addressing 178
add with carry 178
add with carry - extended addressing 178
additional symbols 177
address space 13
ADDX 178
analog signals 10
analog-to-digital converter (ADC) 121
AND 181
ANDX 181
arithmetic instructions 178
assembly language programming 174
assembly language syntax 175

B
B 177

b 176
baud rate generator, UART 108
BCLR 179
binary number suffix 177
BIT 179
bit 176

clear 179
manipulation instructions 179
set 179
set or clear 179
swap 179
test and jump 181
test and jump if non-zero 181
test and jump if zero 181

bit jump and test if non-zero 181
bit swap 181
block diagram 3
block transfer instructions 179
BRK 181
BSET 179
BSWAP 179, 181
BTJ 181
BTJNZ 181
BTJZ 181

C
CALL procedure 181
CAPTURE mode 89
CAPTURE/COMPARE mode 89
cc 176
CCF 180
characteristics, electrical 196
clear 180
CLR 180
COM 181
COMPARE 89
compare - extended addressing 178
COMPARE mode 89
compare with carry 178
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LD 180
LDC 180
LDCI 179, 180
LDE 180
LDEI 179
LDX 180
LEA 180
load 180
logical 181
MULT 179
NOP 180
OR 181
ORX 181
POP 180
POPX 180
program control 181
PUSH 180
PUSHX 180
RCF 179, 180
RET 181
RL 181
RLC 181
rotate and shift 181
RR 182
RRC 182
SBC 179
SCF 179, 180
SRA 182
SRL 182
SRP 180
STOP 180
SUB 179
SUBX 179
SWAP 182
TCM 179
TCMX 179
TM 179
TMX 179
TRAP 181
Watchdog Timer refresh 180
XOR 181
XORX 181

instructions, eZ8 classes of 178
interrupt control register 68

Interrupt Controller 54
interrupt controller

architecture 54
interrupt assertion types 57
interrupt vectors and priority 57
operation 56
register definitions 59
software interrupt assertion 58

interrupt edge select register 66
interrupt request 0 register 59
interrupt request 1 register 60
interrupt request 2 register 61
interrupt return 181
interrupt vector listing 54
interrupts

UART 105
IR 176
Ir 176
IrDA

architecture 117
block diagram 117
control register definitions 120
operation 117
receiving data 119
transmitting data 118

IRET 181
IRQ0 enable high and low bit registers 61
IRQ1 enable high and low bit registers 63
IRQ2 enable high and low bit registers 65
IRR 176
Irr 176

J
JP 181
jump, conditional, relative, and relative conditional 

181

L
LD 180
LDC 180
LDCI 179, 180
LDE 180
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