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What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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On-Chip Debugger

F0823 Series products feature an integrated On-Chip Debugger. The OCD provides a rich-
set of debugging capabilities, such as reading and writing registers, programming Flash 
memory, setting breakpoints and executing code. A single-pin interface provides commu-
nication to the OCD. 
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Pin Characteristics
Table 4 provides detailed information about the characteristics for each pin available on 
Z8 Encore! XP F0823 Series 20- and 28-pin devices. Data in Table 4 is sorted alphabeti-
cally by the pin symbol mnemonic.

All six I/O pins on the 8-pin packages are 5 V-tolerant (unless the pull-up devices are 
enabled). The right-most column in Table 4 describes 5 V tolerance for the 20- and 28-pin 
packages only.

Table 4. Pin Characteristics (20- and 28-pin Devices)*

Symbol
Mnemonic Direction

Reset
Direction

Active 
Low or
Active 
High

Tristate
Output

Internal 
Pull-up 
or Pull-
down

Schmitt-
Trigger
Input

Open Drain
Output

5 V 
Tolerance 

AVDD N/A N/A N/A N/A N/A N/A N/A N/A

AVSS N/A N/A N/A N/A N/A N/A N/A NA

DBG I/O I N/A Yes No Yes Yes Yes

PA[7:0] I/O I N/A Yes Program-
mable
Pull-up

Yes Yes,
Programmable

PA[7:2] only

PB[7:0] I/O I N/A Yes Program-
mable
Pull-up

Yes Yes,
Programmable

PB[7:6] only

PC[7:0] I/O I N/A Yes Program-
mable
Pull-up

Yes Yes,
Programmable

PC[7:3] only

RESET I/O I/O 
(defaults 

to 
RESET)

Low (in 
Reset 
mode)

Yes 
(PD0 
only)

Always 
on for 

RESET

Yes Always on for 
RESET

Yes

VDD N/A N/A N/A N/A N/A N/A

VSS N/A N/A N/A N/A N/A N/A

Note: PB6 and PB7 are available only in the devices without ADC.

Note:
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Table 5 provides detailed information about the characteristics for each pin available on 
Z8 Encore! XP F0823 Series 8-pin devices.

Table 5. Pin Characteristics (8-Pin Devices)

Symbol
Mnemonic Direction

Reset
Direction

Active 
Low
or 

Active 
High

Tristate
Output

Internal 
Pull-up 
or Pull-
down

Schmitt-
Trigger
Input

Open Drain
Output

5 V 
Tolerance 

PA0/DBG I/O I (but can 
change 
during 
reset if 

key 
sequence 
detected)

N/A Yes Program-
mable
Pull-up

Yes Yes,
Programmable

Yes, unless 
pull-ups 
enabled

PA1 I/O I N/A Yes Program-
mable
Pull-up

Yes Yes,
Programmable

Yes, unless 
pull-ups 
enabled

RESET/PA2 I/O I/O 
(defaults 

to 
RESET)

N/A Yes Program-
mable for 

PA2; 
always 
on for 

RESET

Yes Programma-
ble for PA2; 

always on for 
RESET

Yes, unless 
pull-ups 
enabled

PA[5:3] I/O I N/A Yes Program-
mable
Pull-up

Yes Yes,
Programmable

Yes, unless 
pull-ups 
enabled

VDD N/A N/A N/A N/A N/A N/A N/A N/A

VSS N/A N/A N/A N/A N/A N/A N/A N/A
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Stop Mode Recovery Using the External RESET Pin

When a Z8 Encore! XP F0823 Series device is in STOP Mode and the external RESET pin 
is driven Low, a system reset occurs. Because of a glitch filter operating on the RESET 
pin, the Low pulse must be greater than the minimum width specified, or it is ignored. For 
more details, see the Electrical Characteristics chapter on page 196.

Reset Register Definitions
The following sections define the Reset registers.

Reset Status Register

The Reset Status (RSTSTAT) Register is a read-only register that indicates the source of 
the most recent Reset event, indicates a Stop Mode Recovery event, and indicates a 
Watchdog Timer time-out. Reading this register resets the upper four bits to 0.

This register shares its address with the Watchdog Timer Control Register, which is write-
only; see Table 12.

Table 12. Reset Status Register (RSTSTAT)

Bit 7 6 5 4 3 2 1 0

Field POR STOP WDT EXT Reserved

RESET See descriptions in Table 13 0 0 0 0 0

R/W R R R R R R R R

Address FF0H

Bit Description 

[7]
POR

Power-On Reset Indicator
If this bit is set to 1, a Power-On Reset event has occurred. This bit is reset to 0 if a WDT time-
out or Stop Mode Recovery occurs. This bit is also reset to 0 when the register is read. For 
POR/Stop Mode Recover event values, please see Table 13.

[6]
STOP

Stop Mode Recovery Indicator
If this bit is set to 1, a Stop Mode Recovery is occurred. If the STOP and WDT bits are both set 
to 1, the Stop Mode Recovery occurred because of a WDT time-out. If the STOP bit is 1 and 
the WDT bit is 0, the Stop Mode Recovery was not caused by a WDT time-out. This bit is reset 
by a POR or a WDT time-out that occurred while not in STOP Mode. Reading this register also 
resets this bit. For POR/Stop Mode Recover event values, please see Table 13.

[5]
WDT

Watchdog Timer Time-Out Indicator
If this bit is set to 1, a WDT time-out has occurred. A POR resets this pin. A Stop Mode Recov-
ery from a change in an input pin also resets this bit. Reading this register resets this bit; this 
read must occur before clearing the WDT interrupt. For POR/Stop Mode Recover event values, 
please see Table 13.
PS024315-1011 P R E L I M I N A R Y Reset Register Definitions
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Low-Power Modes

Z8 Encore! XP F0823 Series products contain power-saving features. The highest level of 
power reduction is provided by the STOP Mode, in which nearly all device functions are 
powered down. The next lower level of power reduction is provided by the HALT Mode, 
in which the CPU is powered down.

Further power savings can be implemented by disabling individual peripheral blocks 
while in ACTIVE mode (defined as being in neither STOP nor HALT Mode).

STOP Mode
Executing the eZ8 CPU’s Stop instruction places the device into STOP Mode, powering 
down all peripherals except the Voltage Brown-Out detector, and the Watchdog Timer. 
These two blocks may also be disabled for additional power savings. In STOP Mode, the 
operating characteristics are:

• Primary crystal oscillator and internal precision oscillator are stopped; XIN and XOUT 
(if previously enabled) are disabled, and PA0/PA1 revert to the states programmed by 
the GPIO registers

• System clock is stopped

• eZ8 CPU is stopped

• Program counter (PC) stops incrementing

• Watchdog Timer’s internal RC oscillator continues to operate if enabled by the Oscil-
lator Control Register

• If enabled, the Watchdog Timer logic continues to operate

• If enabled for operation in STOP Mode by the associated Flash Option Bit, the Voltage 
Brown-Out protection circuit continues to operate

• All other on-chip peripherals are idle

To minimize current in STOP Mode, all GPIO pins that are configured as digital inputs 
must be driven to one of the supply rails (VCC or GND). Additionally, any GPIOs config-
ured as outputs must also be driven to one of the supply rails. The device can be brought 
out of STOP Mode using Stop Mode Recovery. For more information about Stop Mode 
Recovery, see the Reset and Stop Mode Recovery chapter on page 21.
PS024315-1011 P R E L I M I N A R Y Low-Power Modes
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Port A–C Output Data Register

The Port A–C Output Data Register (Table 31) controls the output data to the pins.

LED Drive Enable Register

The LED Drive Enable Register, shown in Table 32, activates the controlled current drive. 
The Alternate Function Register has no control over the LED function; therefore, setting 
the Alternate Function Register to select the LED function is not required. LEDEN bits 
[7:0] correspond to Port C bits [7:0], respectively.

Table 31. Port A–C Output Data Register (PxOUT)

Bit 7 6 5 4 3 2 1 0

Field POUT7 POUT6 POUT5 POUT4 POUT3 POUT2 POUT1 POUT0

RESET 0 0 0 0 0 0 0 0

R/W R/W R/W R/W R/W R/W R/W R/W R/W

Address FD3H, FD7H, FDBH

Bit Description 

[7:0]
PxOUT

Port Output Data
These bits contain the data to be driven to the port pins. The values are only driven if the corre-
sponding pin is configured as an output and the pin is not configured for alternate function 
operation.
0 = Drive a logical 0 (Low).
1 = Drive a logical 1 (High). High value is not driven if the drain has been disabled by setting 

the corresponding Port Output Control Register bit to 1.

Note: x indicates the specific GPIO port pin number (7–0).

Table 32. LED Drive Enable (LEDEN)

Bit 7 6 5 4 3 2 1 0

Field LEDEN[7:0]

RESET 0 0 0 0 0 0 0 0

R/W R/W R/W R/W R/W R/W R/W R/W R/W

Address F82H

Bit Description 

[7:0]
LEDEN

LED Drive Enable
These bits determine which Port C pins are connected to an internal current sink. 
0 = Tristate the Port C pin.
1= Connect controlled current sink to the Port C pin.
PS024315-1011 P R E L I M I N A R Y GPIO Control Register Definitions
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Table 40. IRQ0 Enable High Bit Register (IRQ0ENH)

Bit 7 6 5 4 3 2 1 0

Field Reserved T1ENH T0ENH U0RENH U0TENH Reserved ADCENH

RESET 0 0 0 0 0 0 0

R/W R/W R/W R/W R/W R/W R/W R/W

Address FC1H

Bit Description 

[7] Reserved
This bit is reserved and must be programmed to 0.

[6]
T1ENH

Timer 1 Interrupt Request Enable High Bit

[5]
T0ENH

Timer 0 Interrupt Request Enable High Bit

[4]
U0RENH

UART 0 Receive Interrupt Request Enable High Bit

[3]
U0TENH

UART 0 Transmit Interrupt Request Enable High Bit

[2:1] Reserved
These bits are reserved and must be programmed to 00.

[0]
ADCENH

ADC Interrupt Request Enable High Bit

Table 41. IRQ0 Enable Low Bit Register (IRQ0ENL)

Bit 7 6 5 4 3 2 1 0

Field Reserved T1ENL T0ENL U0RENL U0TENL Reserved ADCENL

RESET 0 0 0 0 0 0 0

R/W R R/W R/W R/W R/W R R/W

Address FC2H

Bit Description 

[7] Reserved
This bit is reserved and must be programmed to 0 when read.

[6]
T1ENL

Timer 1 Interrupt Request Enable Low Bit
PS024315-1011 P R E L I M I N A R Y Interrupt Control Register Definitions



Z8 Encore! XP® F0823 Series
Product Specification

82
5. Configure the associated GPIO port pin for the Timer Input alternate function.

6. Write to the Timer Control Register to enable the timer.

7. Assert the Timer Input signal to initiate the counting.

CAPTURE/COMPARE Mode

In CAPTURE/COMPARE Mode, the timer begins counting on the first external Timer 
Input transition. The acceptable transition (rising edge or falling edge) is set by the TPOL 
bit in the Timer Control Register. The timer input is the system clock. 

Every subsequent acceptable transition (after the first) of the Timer Input signal captures 
the current count value. The capture value is written to the Timer PWM High and Low 
Byte registers. When the capture event occurs, an interrupt is generated, the count value in 
the Timer High and Low Byte registers is reset to 0001H, and counting resumes. The 
INPCAP bit in TxCTL1 Register is set to indicate the timer interrupt is caused by an input 
capture event.

If no capture event occurs, the timer counts up to the 16-bit compare value stored in the 
Timer Reload High and Low Byte registers. Upon reaching the compare value, the timer 
generates an interrupt, the count value in the Timer High and Low Byte registers is reset to 
0001H and counting resumes. The INPCAP bit in TxCTL1 Register is cleared to indicate 
the timer interrupt is not because of an input capture event.

Observe the following steps to configure a timer for CAPTURE/COMPARE Mode and 
initiating the count:

1. Write to the Timer Control Register to:

– Disable the timer

– Configure the timer for CAPTURE/COMPARE Mode

– Set the prescale value

– Set the capture edge (rising or falling) for the Timer Input

2. Write to the Timer High and Low Byte registers to set the starting count value (typi-
cally 0001H).

3. Write to the Timer Reload High and Low Byte registers to set the compare value.

4. Enable the timer interrupt, if appropriate, and set the timer interrupt priority by writing 
to the relevant interrupt registers.By default, the timer interrupt are generated for both 
input capture and reload events. If appropriate, configure the timer interrupt to be gen-
erated only at the input capture event or the reload event by setting TICONFIG field 
of the TxCTL1 Register.

5. Configure the associated GPIO port pin for the Timer Input alternate function.

6. Write to the Timer Control Register to enable the timer.
PS024315-1011 P R E L I M I N A R Y Operation
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Timer 0–1 PWM High and Low Byte Registers

The Timer 0–1 PWM High and Low Byte (TxPWMH and TxPWML) registers (Table 55 
and Table 56) control pulse-width modulator (PWM) operations. These registers also store 
the capture values for the CAPTURE and CAPTURE/COMPARE modes.

Timer 0–1 Control Registers

The Timer Control registers are 8-bit read/write registers that control the operation of their 
associated counter/timers. 

Timer 0–1 Control Register 0

The Timer Control Register 0 (TxCTL0) and Timer Control Register 1 (TxCTL1) deter-
mine the timer operating mode. It also includes a programmable PWM deadband delay, 

Table 55. Timer 0–1 PWM High Byte Register (TxPWMH)

Bit 7 6 5 4 3 2 1 0

Field PWMH

RESET 0 0 0 0 0 0 0 0

R/W R/W R/W R/W R/W R/W R/W R/W R/W

Address F04H, F0CH

Table 56. Timer 0–1 PWM Low Byte Register (TxPWML)

Bit 7 6 5 4 3 2 1 0

Field PWML

RESET 0 0 0 0 0 0 0 0

R/W R/W R/W R/W R/W R/W R/W R/W R/W

Address F05H, F0DH

Bit Description 

[7:0]
PWMH, 
PWML

Pulse-Width Modulator High and Low Bytes
These two bytes, {PWMH[7:0], PWML[7:0]}, form a 16-bit value that is compared to the current 
16-bit timer count. When a match occurs, the PWM output changes state. The PWM output 
value is set by the TPOL bit in the Timer Control Register (TxCTL1) 
register.

These TxPWMH and TxPWML registers also store the 16-bit captured timer value when oper-
ating in CAPTURE or CAPTURE/COMPARE modes.
PS024315-1011 P R E L I M I N A R Y Timer Control Register Definitions
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Transmitting Data Using the Polled Method

Observe the following steps to transmit data using the polled method of operation:

1. Write to the UART Baud Rate High and Low Byte registers to set the required baud 
rate.

2. Enable the UART pin functions by configuring the associated GPIO port pins for 
alternate function operation.

3. Write to the UART Control 1 Register, if MULTIPROCESSOR Mode is appropriate, 
to enable MULTIPROCESSOR (9-bit) Mode functions.

4. Set the Multiprocessor Mode Select (MPEN) bit to enable MULTIPROCESSOR Mode.

5. Write to the UART Control 0 Register to:

– Set the transmit enable bit (TEN) to enable the UART for data transmission

– Set the parity enable bit (PEN), if parity is appropriate and MULTIPROCESSOR 
Mode is not enabled, and select either even or odd parity (PSEL)

Figure 11. UART Asynchronous Data Format without Parity

Figure 12. UART Asynchronous Data Format with Parity

Start Bit0 Bit1 Bit2 Bit3 Bit4 Bit5 Bit6 Bit7

Data Field

lsb msb
Idle State

of Line

Stop Bit(s)

1

2

1

0

Start Bit0 Bit1 Bit2 Bit3 Bit4 Bit5 Bit6 Bit7 Parity

Data Field

lsb msb
Idle State

of Line

Stop Bit(s)

1

2

1

0
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Infrared Encoder/Decoder

Z8 Encore! XP F0823 Series products contain a fully-functional, high-performance UART 
with an infrared encoder/decoder (endec). The infrared endec is integrated with an on-chip 
UART to allow easy communication between the Z8 Encore! XP and IrDA Physical Layer 
Specification, Version 1.3-compliant infrared transceivers. Infrared communication pro-
vides secure, reliable, low-cost, point-to-point communication between PCs, PDAs, cell 
phones, printers and other infrared enabled devices. 

Architecture
Figure 16 displays the architecture of the infrared endec. 

Operation
When the infrared endec is enabled, the transmit data from the associated on-chip UART 
is encoded as digital signals in accordance with the IrDA standard and output to the infra-
red transceiver through the TXD pin. Similarly, data received from the infrared transceiver 
is passed to the infrared endec through the RXD pin, decoded by the infrared endec, and 

Figure 16. Infrared Data Communication System Block Diagram 

Interrupt
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Encoder/DecoderUART
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Address
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Automatic Powerdown

If the ADC is idle (no conversions in progress) for 160 consecutive system clock cycles, 
portions of the ADC are automatically powered down. From this powerdown state, the 
ADC requires 40 system clock cycles to powerup. The ADC powers up when a conversion 
is requested by the ADC Control Register.

Single-Shot Conversion

When configured for single-shot conversion, the ADC performs a single analog-to-digital 
conversion on the selected analog input channel. After completion of the conversion, the 
ADC shuts down. Observe the following steps for setting up the ADC and initiating a sin-
gle-shot conversion: 

1. Enable the acceptable analog inputs by configuring the general-purpose I/O pins for 
alternate function. This configuration disables the digital input and output drivers.

2. Write the ADC Control/Status Register 1 to configure the ADC

– Write the REFSELH bit of the pair {REFSELH, REFSELL} to select the internal 
voltage reference level or to disable the internal reference. The REFSELH bit is 
contained in the ADC Control/Status Register 1.

3. Write to the ADC Control Register 0 to configure the ADC and begin the conversion. 
The bit fields in the ADC Control Register can be written simultaneously:

– Write to the ANAIN[3:0] field to select from the available analog input sources 
(different input pins available depending on the device).

– Clear CONT to 0 to select a single-shot conversion.

– If the internal voltage reference must be output to a pin, set the REFEXT bit to 1. 
The internal voltage reference must be enabled in this case.

– Write the REFSELL bit of the pair {REFSELH, REFSELL} to select the internal 
voltage reference level or to disable the internal reference. The REFSELL bit is 
contained in the ADC Control Register 0.

– Set CEN to 1 to start the conversion.

4. CEN remains 1 while the conversion is in progress. A single-shot conversion requires 
5129 system clock cycles to complete. If a single-shot conversion is requested from an 
ADC powered-down state, the ADC uses 40 additional clock cycles to power-up 
before beginning the 5129 cycle conversion. 

5. When the conversion is complete, the ADC control logic performs the following oper-
ations:

– 11-bit two’s-complement result written to {ADCD_H[7:0], ADCD_L[7:5]}
PS024315-1011 P R E L I M I N A R Y Operation
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[3:0]
ANAIN

Analog Input Select
These bits select the analog input for conversion. Not all port pins in this list are available in 
all packages for Z8 Encore! XP F0823 Series. For information about the port pins available 
with each package style, see the Pin Description section on page 7. Do not enable unavail-
able analog inputs. Usage of these bits changes depending on the buffer mode selected in 
ADC Control/Status Register 1.
For the reserved values, all input switches are disabled to avoid leakage or other undesir-
able operation. ADC samples taken with reserved bit settings are undefined.

Single-Ended:
0000 = ANA0.
0001 = ANA1.
0010 = ANA2.
0011 = ANA3.
0100 = ANA4.
0101 = ANA5.
0110 = ANA6.
0111 = ANA7.
1000 = Reserved.
1001 = Reserved.
1010 = Reserved.
1011 = Reserved.
1100 = Reserved.
1101 = Reserved.
1110 = Reserved.
1111 = Reserved.

Bit Description (Continued)
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[3]
VBO_AO

Voltage Brown-Out Protection Always ON 
0 = Voltage Brown-Out Protection can be disabled in STOP Mode to reduce total power con-

sumption. For the block to be disabled, the power control register bit must also be writ-
ten (see the Power Control Register 0 section on page 31).

1 = Voltage Brown-Out Protection is always enabled including during STOP Mode. This set-
ting is the default for unprogrammed (erased) Flash.

[2]
FRP

Flash Read Protect
0 = User program code is inaccessible. Limited control features are available through the 

On-Chip Debugger.
1 = User program code is accessible. All On-Chip Debugger commands are enabled. This 

setting is the default for unprogrammed (erased) Flash.

[1] Reserved
This bit is reserved and must be programmed to 1.

[0]
FWP

Flash Write Protect
This Option Bit provides Flash Program Memory protection:
0 = Programming and erasure disabled for all of Flash Program Memory. Programming, 

Page Erase, and Mass Erase through User Code is disabled. Mass Erase is available 
using the On-Chip Debugger.

1 = Programming, Page Erase, and Mass Erase are enabled for all of Flash program mem-
ory.

Table 90. Flash Options Bits at Program Memory Address 0001H 

Bit 7 6 5 4 3 2 1 0

Field Reserved XTLDIS Reserved

RESET U U U U U U U U

R/W R/W R/W R/W R/W R/W R/W R/W R/W

Address Program Memory 0001H

Note: U = Unchanged by Reset. R/W = Read/Write.

Bit Description (Continued)
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conditions, do not enable the clock failure circuitry (POFEN must be deasserted in the 
OSCCTL Register).

Watchdog Timer Failure

In the event of a Watchdog Timer oscillator failure, a similar non-maskable interrupt-like 
event is issued. This event does not trigger an attendant clock switch-over, but alerts the 
CPU of the failure. After a Watchdog Timer failure, it is no longer possible to detect a pri-
mary oscillator failure. The failure detection circuitry does not function if the Watchdog 
Timer is used as the primary oscillator or if the Watchdog Timer oscillator has been dis-
abled. For either of these cases, it is necessary to disable the detection circuitry by deas-
serting the WDFEN bit of the OSCCTL Register.

The Watchdog Timer oscillator failure detection circuit counts system clocks while 
searching for a Watchdog Timer clock. The logic counts 8004 system clock cycles before 
determining that a failure has occurred. The system clock rate determines the speed at 
which the Watchdog Timer failure can be detected. A very slow system clock results in 
very slow detection times. 

It is possible to disable the clock failure detection circuitry as well as all functioning 
clock sources. In this case, the Z8 Encore! XP F0823 Series device ceases functioning 
and can only be recovered by Power-On Reset.

Oscillator Control Register Definitions
The following section provides the bit definitions for the Oscillator Control Register.

Oscillator Control Register

The Oscillator Control Register (OSCCTL) enables/disables the various oscillator circuits, 
enables/disables the failure detection/recovery circuitry and selects the primary oscillator, 
which becomes the system clock.

The Oscillator Control Register must be unlocked before writing. Writing the two step 
sequence E7H followed by 18H to the Oscillator Control Register unlocks it. The register 
is locked at successful completion of a register write to the OSCCTL.

Caution:
PS024315-1011 P R E L I M I N A R Y Oscillator Control Register Definitions
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ADD dst, src dst ← dst + src r r 02 * * * * 0 * 2 3

r Ir 03 2 4

R R 04 3 3

R IR 05 3 4

R IM 06 3 3

IR IM 07 3 4

ADDX dst, src dst ← dst + src ER ER 08 * * * * 0 * 4 3

ER IM 09 4 3

AND dst, src dst ← dst AND src r r 52 – * * 0 – – 2 3

r Ir 53 2 4

R R 54 3 3

R IR 55 3 4

R IM 56 3 3

IR IM 57 3 4

ANDX dst, src dst ← dst AND src ER ER 58 – * * 0 – – 4 3

ER IM 59 4 3

ATM Block all interrupt and 
DMA requests during 
execution of the next 
3 instructions

2F – – – – – – 1 2

BCLR bit, dst dst[bit] ← 0 r E2 – – – – – – 2 2

BIT p, bit, dst dst[bit] ← p r E2 – – – 0 – – 2 2

BRK Debugger Break 00 – – – – – – 1 1

BSET bit, dst dst[bit] ← 1 r E2 – – – 0 – – 2 2

BSWAP dst dst[7:0]  dst[0:7] R D5 X * * 0 – – 2 2

BTJ p, bit, src, 
dst

if src[bit] = p
   PC ← PC + X

r F6 – – – – – – 3 3

Ir F7 3 4

Table 118. eZ8 CPU Instruction Summary (Continued)

Assembly
Mnemonic Symbolic Operation

Address 
Mode

Opcode(s)
(Hex)

Flags
Fetch

Cycles
Instr.

Cyclesdst src C Z S V D H

Note: Flags Notation:
* = Value is a function of the result of the operation.
– = Unaffected.
X = Undefined.
0 = Reset to 0.
1 = Set to 1.
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On-Chip Peripheral AC and DC Electrical Characteristics
Table 125 tabulates the electrical characteristics of the POR and VBO blocks.

Table 125. Power-On Reset and Voltage Brown-Out Electrical Characteristics and Timing

Symbol Parameter

TA = –40°C to +105°C

Units ConditionsMinimum Typical* Maximum

VPOR Power-On Reset Voltage 
Threshold

2.20 2.45 2.70 V VDD = VPOR 

VVBO Voltage Brown-Out Reset Volt-
age Threshold

2.15 2.40 2.65 V VDD = VVBO 

VPOR to VVBO hysteresis 50 75 mV

Starting VDD voltage to ensure 
valid Power-On Reset.

– VSS – V

TANA Power-On Reset Analog Delay – 70 – µs VDD > VPOR; 
TPOR Digital 
Reset delay fol-
lows TANA

TPOR Power-On Reset Digital Delay 16 µs 66 Internal Preci-
sion Oscillator 
cycles + IPO 
startup time 
(TIPOST)

TSMR Stop Mode Recovery 16 µs 66 Internal Preci-
sion Oscillator 
cycles

TVBO Voltage Brown-Out Pulse 
Rejection Period

– 10 – µs Period of time in 
which VDD < 
VVBO without 
generating a 
Reset.

TRAMP Time for VDD to transition from 
VSS to VPOR to ensure valid 
Reset

0.10 – 100 ms

TSMP Stop Mode Recovery pin pulse 
rejection period

20 ns For any SMR pin 
or for the Reset 
pin when it is 
asserted in STOP 
Mode.

Note: *Data in the typical column is from characterization at 3.3 V and 30°C. These values are provided for design 
guidance only and are not tested in production.
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Ordering Information

Order your F0823 Series products from Zilog using the part numbers shown in Table 135. 
For more information about ordering, please consult your local Zilog sales office. The 
Sales Location page on the Zilog website lists all regional offices.

Table 135. Z8 Encore! XP F0823 Series Ordering Matrix 
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Z8 Encore! XP F0823 Series with 8 KB Flash, 10-Bit Analog-to-Digital Converter

Standard Temperature: 0°C to 70°C

Z8F0823PB005SG 8 KB 1 KB 6 12 2 4 1 PDIP 8-pin package

Z8F0823QB005SG 8 KB 1 KB 6 12 2 4 1 QFN 8-pin package

Z8F0823SB005SG 8 KB 1 KB 6 12 2 4 1 SOIC 8-pin package

Z8F0823SH005SG 8 KB 1 KB 16 18 2 7 1 SOIC 20-pin package

Z8F0823HH005SG 8 KB 1 KB 16 18 2 7 1 SSOP 20-pin package

Z8F0823PH005SG 8 KB 1 KB 16 18 2 7 1 PDIP 20-pin package

Z8F0823SJ005SG 8 KB 1 KB 22 18 2 8 1 SOIC 28-pin package

Z8F0823HJ005SG 8 KB 1 KB 22 18 2 8 1 SSOP 28-pin package

Z8F0823PJ005SG 8 KB 1 KB 22 18 2 8 1 PDIP 28-pin package

Extended Temperature: –40°C to 105°C

Z8F0823PB005EG 8 KB 1 KB 6 12 2 4 1 PDIP 8-pin package

Z8F0823QB005EG 8 KB 1 KB 6 12 2 4 1 QFN 8-pin package

Z8F0823SB005EG 8 KB 1 KB 6 12 2 4 1 SOIC 8-pin package

Z8F0823SH005EG 8 KB 1 KB 16 18 2 7 1 SOIC 20-pin package

Z8F0823HH005EG 8 KB 1 KB 16 18 2 7 1 SSOP 20-pin package

Z8F0823PH005EG 8 KB 1 KB 16 18 2 7 1 PDIP 20-pin package

Z8F0823SJ005EG 8 KB 1 KB 22 18 2 8 1 SOIC 28-pin package

Z8F0823HJ005EG 8 KB 1 KB 22 18 2 8 1 SSOP 28-pin package

Z8F0823PJ005EG 8 KB 1 KB 22 18 2 8 1 PDIP 28-pin package
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Z8 Encore! XP F0823 Series with 2 KB Flash

Standard Temperature: 0°C to 70°C

Z8F0213PB005SG 2 KB 512 B 6 12 2 0 1 PDIP 8-pin package

Z8F0213QB005SG 2 KB 512 B 6 12 2 0 1 QFN 8-pin package

Z8F0213SB005SG 2 KB 512 B 6 12 2 0 1 SOIC 8-pin package

Z8F0213SH005SG 2 KB 512 B 16 18 2 0 1 SOIC 20-pin package

Z8F0213HH005SG 2 KB 512 B 16 18 2 0 1 SSOP 20-pin package

Z8F0213PH005SG 2 KB 512 B 16 18 2 0 1 PDIP 20-pin package

Z8F0213SJ005SG 2 KB 512 B 24 18 2 0 1 SOIC 28-pin package

Z8F0213HJ005SG 2 KB 512 B 24 18 2 0 1 SSOP 28-pin package

Z8F0213PJ005SG 2 KB 512 B 24 18 2 0 1 PDIP 28-pin package

Extended Temperature: –40°C to 105°C

Z8F0213PB005EG 2 KB 512 B 6 12 2 0 1 PDIP 8-pin package

Z8F0213QB005EG 2 KB 512 B 6 12 2 0 1 QFN 8-pin package

Z8F0213SB005EG 2 KB 512 B 6 12 2 0 1 SOIC 8-pin package

Z8F0213SH005EG 2 KB 512 B 16 18 2 0 1 SOIC 20-pin package

Z8F0213HH005EG 2 KB 512 B 16 18 2 0 1 SSOP 20-pin package

Z8F0213PH005EG 2 KB 512 B 16 18 2 0 1 PDIP 20-pin package

Z8F0213SJ005EG 2 KB 512 B 24 18 2 0 1 SOIC 28-pin package

Z8F0213HJ005EG 2 KB 512 B 24 18 2 0 1 SSOP 28-pin package

Z8F0213PJ005EG 2 KB 512 B 24 18 2 0 1 PDIP 28-pin package

Table 135. Z8 Encore! XP F0823 Series Ordering Matrix (Continued)
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read OCD revision (00H) 163
read OCD status register (02H) 163
read program counter (07H) 164
read program memory (0BH) 164
read program memory CRC (0EH) 165
read register (09H) 164
read runtime counter (03H) 163
step instruction (10H) 165
stuff instruction (11H) 166
write data memory (0CH) 165
write OCD control register (04H) 163
write program counter (06H) 163
write program memory (0AH) 164
write register (08H) 164

on-chip debugger (OCD) 156
on-chip debugger signals 10
ONE-SHOT mode 88
opcode map

abbreviations 193
cell description 192
first 194
second after 1FH 195

Operational Description 21, 30, 33, 69, 91, 97, 117, 
121, 132, 134, 146, 156, 169, 173

OR 181
ordering information 211
ORX 181

P
p 176
Packaging 210
part selection guide 2
PC 177
peripheral AC and DC electrical characteristics 201
pin characteristics 11
Pin Descriptions 7
polarity 176
POP 180
pop using extended addressing 180
POPX 180
port availability, device 33
port input timing (GPIO) 205
port output timing, GPIO 206

power supply signals 10
Power-on and Voltage Brownout electrical charac-

teristics and timing 201
Power-On Reset (POR) 23
program control instructions 181
program counter 177
program memory 13
PUSH 180
push using extended addressing 180
PUSHX 180
PWM mode 89
PxADDR register 41
PxCTL register 42

R
R 176
r 176
RA

register address 177
RCF 179, 180
receive

IrDA data 119
receiving UART data-interrupt-driven method 102
receiving UART data-polled method 101
register 176

ADC control (ADCCTL) 126, 129
ADC data high byte (ADCDH) 130
ADC data low bits (ADCDL) 131
flash control (FCTL) 141, 148, 149
flash high and low byte (FFREQH and FRE-
EQL) 144
flash page select (FPS) 142, 144
flash status (FSTAT) 142
GPIO port A-H address (PxADDR) 41
GPIO port A-H alternate function sub-registers 
44
GPIO port A-H control address (PxCTL) 42
GPIO port A-H data direction sub-registers 43
OCD control 166
OCD status 168
UARTx baud rate high byte (UxBRH) 115
UARTx baud rate low byte (UxBRL) 115
UARTx Control 0 (UxCTL0) 112, 115
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