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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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Revision History

Each instance in this document’s revision history reflects a change from its previous edi-
tion. For more details, refer to the corresponding page(s) or appropriate links furnished in 
the table below.

Date
Revision 
Level Chapter/Section Description

Page 
No.

Sep 15 LED Drive Enable Register Clarified statement surrounding the Alternate 
Function Register as it relates to the LED 
function; revised Flash Sector Protect Regis-
ter description; revised Packaging chapter.

51, 
144, 
210

Mar 
2008

14 n/a Changed branding to Z8 Encore! XP F0823 
Series where appropriate.

All

Dec 
2007

13 Pin Description, General-Pur-
pose Input/Output, Interrupt 
Controller, Watchdog Timer, 
Electrical Characteristics, and 
Ordering Information

Updated title from Z8 Encore! 8K and 4K 
Series to Z8 Encore! XP Z8F0823 Series. 
Updated Figure 3, Table 15, Table 35, Tables 
59 through 61, Table 119 and Part Number 
Suffix Designations section.

8, 36, 
60, 95, 
199, 
and 
220

Aug 
2007

12 Part Selection Guide, External 
Clock Setup, and Program 
Memory

Updated Table 1, Table 16, and Program 
Memory section.

2, 35, 
and 13

Jun 
2007

11 n/a Updated to combine Z8 Encore! 8K and Z8 
Encore! 4K Series. 

All

Dec 
2006

10 Ordering Information Updated Ordering Information chapter. 211
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clock and reset signals, the required reset duration can be as short as three clock periods 
and as long as four. A reset pulse three clock cycles in duration might trigger a reset; a 
pulse four cycles in duration always triggers a reset.

While the RESET input pin is asserted Low, the Z8 Encore! XP F0823 Series devices 
remain in the Reset state. If the RESET pin is held Low beyond the System Reset time-
out, the device exits the Reset state on the system clock rising edge following RESET pin 
deassertion. Following a System Reset initiated by the external RESET pin, the EXT sta-
tus bit in the WDT Control (WDTCTL) register is set to 1.

External Reset Indicator

During System Reset or when enabled by the GPIO logic (see the Port A–C Control Reg-
isters section on page 42), the RESET pin functions as an open-drain (active Low) reset 
mode indicator in addition to the input functionality. This reset output feature allows an Z8 
Encore! XP F0823 Series device to reset other components to which it is connected, even 
if that reset is caused by internal sources such as POR, VBO, or WDT events.

After an internal reset event occurs, the internal circuitry begins driving the RESET pin 
Low. The RESET pin is held Low by the internal circuitry until the appropriate delay 
listed in Table 9 has elapsed.

On-Chip Debugger Initiated Reset

A POR is initiated using the On-Chip Debugger by setting the RST bit in the OCD Control 
Register. The OCD block is not reset but the rest of the chip goes through a normal system 
reset. The RST bit automatically clears during the System Reset. Following the System 
Reset, the POR bit in the Reset Status (RSTSTAT) Register is set.

Stop Mode Recovery
The device enters into STOP Mode when eZ8 CPU executes a STOP instruction. For more 
details about STOP Mode, see the Low-Power Modes section on page 30. During Stop 
Mode Recovery, the CPU is held in reset for 66 IPO cycles if the crystal oscillator is dis-
abled or 5000 cycles if it is enabled. The SMR delay also included the time required to 
start up the IPO.

Stop Mode Recovery does not affect on-chip registers other than the Watchdog Timer 
Control Register (WDTCTL) and the Oscillator Control Register (OSCCTL). After any 
Stop Mode Recovery, the IPO is enabled and selected as the system clock. If another sys-
tem clock source is required or IPO disabling is required, the Stop Mode Recovery code 
must reconfigure the oscillator control block such that the correct system clock source is 
enabled and selected.
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Z8 Encore! XP® F0823 Series
Product Specification

31
HALT Mode
Executing the eZ8 CPU’s HALT instruction places the device into HALT Mode, which 
powers down the CPU but leaves all other peripherals active. In HALT Mode, the operat-
ing characteristics are:

• Primary oscillator is enabled and continues to operate

• System clock is enabled and continues to operate

• eZ8 CPU is stopped

• Program counter stops incrementing

• Watchdog Timer’s internal RC oscillator continues to operate

• If enabled, the Watchdog Timer continues to operate

• All other on-chip peripherals continue to operate

The eZ8 CPU can be brought out of HALT Mode by any of the following operations:

• Interrupt

• Watchdog Timer time-out (interrupt or reset)

• Power-On Reset

• Voltage Brown-Out reset

• External RESET pin assertion

To minimize current in HALT Mode, all GPIO pins that are configured as inputs must be 
driven to one of the supply rails (VCC or GND).

Peripheral-Level Power Control
In addition to the STOP and HALT modes, it is possible to disable each peripheral on each 
of the Z8 Encore! XP F0823 Series devices. Disabling a given peripheral minimizes its 
power consumption.

Power Control Register Definitions
The following sections describe the power control registers.

Power Control Register 0

Each bit of the following registers disables a peripheral block, either by gating its system 
clock input or by removing power from the block. 
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General-Purpose Input/Output

Z8 Encore! XP F0823 Series products support a maximum of 24 port pins (Ports A–C) for 
general-purpose input/output (GPIO) operations. Each port contains control and data reg-
isters. The GPIO control registers determine data direction, open-drain, output drive cur-
rent, programmable pull-ups, Stop Mode Recovery functionality, and alternate pin 
functions. Each port pin is individually programmable. In addition, the Port C pins are 
capable of direct LED drive at programmable drive strengths.

GPIO Port Availability By Device
 Table 15 lists the port pins available with each device and package type.

Table 15. Port Availability by Device and Package Type 

Devices Package 10-Bit ADC Port A Port B Port C Total I/O

Z8F0823SB, Z8F0823PB
Z8F0423SB, Z8F0423PB
Z8F0223SB, Z8F0223PB
Z8F0123SB, Z8F0123PB

8-pin Yes [5:0] No No 6

Z8F0813SB, Z8F0813PB
Z8F0413SB, Z8F0413PB
Z8F0213SB, Z8F0213PB
Z8F0113SB, Z8F011vPB

8-pin No [5:0] No No 6

Z8F0823PH, Z8F0823HH
Z8F0423PH, Z8F0423HH
Z8F0223PH, Z8F0223HH
Z8F0123PH, Z8F0123HH

20-pin Yes [7:0] [3:0] [3:0] 16

Z8F0813PH, Z8F0813HH
Z8F0413PH, Z8F0413HH
Z8F0213PH, Z8F0213HH
Z8F0113PH, Z8F0113HH

20-pin No [7:0] [3:0] [3:0] 16

Z8F0823PJ, Z8F0823SJ
Z8F0423PJ, Z8F0423SJ
Z8F0223PJ, Z8F0223SJ
Z8F0123PJ, Z8F0123SJ

28-pin Yes [7:0] [5:0] [7:0] 22

Z8F0813PJ, Z8F0813SJ
Z8F0413PJ, Z8F0413SJ
Z8F0213PJ, Z8F0213SJ
Z8F0113PJ, Z8F0113SJ

28-pin No [7:0] [7:0] [7:0] 24
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Direct LED Drive
The Port C pins provide a current sinked output capable of driving an LED without requir-
ing an external resistor. The output sinks current at programmable levels of 3 mA, 7 mA, 
13 mA, and 20 mA. This mode is enabled through the LED control registers. The LED 
Drive Enable (LEDEN) register turns on the drivers. The LED Drive Level (LEDLVLH 
and LEDLVLL) registers select the sink current.

Port C4 PC0 Reserved AFS1[0]: 0

ANA4/CINP ADC or Comparator Input AFS1[0]: 1

PC1 Reserved AFS1[1]: 0

ANA5/CINN ADC or Comparator Input AFS1[1]: 1

PC2 Reserved AFS1[2]: 0

ANA6/VREF
6 ADC Analog Input or ADC Voltage Refer-

ence
AFS1[2]: 1

PC3 COUT Comparator Output AFS1[3]: 0

Reserved AFS1[3]: 1

PC4 Reserved AFS1[4]: 0

AFS1[4]: 1

PC5 Reserved AFS1[5]: 0

AFS1[5]: 1

PC6 Reserved AFS1[6]: 0

AFS1[6]: 1

PC7 Reserved AFS1[7]: 0

AFS1[7]: 1

Table 17. Port Alternate Function Mapping (Non 8-Pin Parts) (Continued)

Port Pin Mnemonic Alternate Function Description
Alternate Function 
Set Register AFS1

Notes:
1. Because there is only a single alternate function for each Port A pin, the Alternate Function Set registers are not 

implemented for Port A. Enabling alternate function selections as described in the Port A–C Alternate Function 
Subregisters section on page 43 automatically enables the associated alternate function.

2. Whether PA0/PA6 take on the timer input or timer output complement function depends on the timer configura-
tion as described in the Timer Pin Signal Operation section on page 83.

3. Because there are at most two choices of alternate function for any pin of Port B, the Alternate Function Set reg-
ister AFS2 is implemented but not used to select the function. Also, alternate function selection as described in 
the Port A–C Alternate Function Subregisters section on page 43 must also be enabled.

4. VREF is available on PB5 in 28-pin products only.
5. Because there are at most two choices of alternate function for any pin of Port C, the Alternate Function Set reg-

ister AFS2 is implemented but not used to select the function. Also, Alternate Function selection as described in 
the Port A–C Alternate Function Subregisters section on page 43 must also be enabled.

6. VREF is available on PC2 in 20-pin parts only.
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Architecture
Figure 8 displays the interrupt controller block diagram.

Operation
This section describes the operational aspects of the following functions.

Master Interrupt Enable: see page 56

Interrupt Vectors and Priority: see page 57

Interrupt Assertion: see page 57

Software Interrupt Assertion: see page 58

Watchdog Timer Interrupt Assertion: see page 58

Master Interrupt Enable

The master interrupt enable bit (IRQE) in the Interrupt Control Register globally enables 
and disables interrupts.

Interrupts are globally enabled by any of the following actions:

• Execution of an Enable Interrupt (EI) instruction

Figure 8. Interrupt Controller Block Diagram
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To avoid retriggerings of the Watchdog Timer interrupt after exiting the associated inter-
rupt service routine, Zilog recommends that the service routine continues to read from 
the RSTSTAT register until the WDT bit is cleared as shown in the following example.

CLEARWDT:
 LDX r0, RSTSTAT ; read reset status register to clear wdt bit
 BTJNZ 5, r0, CLEARWDT   ; loop until bit is cleared

Interrupt Control Register Definitions
For all interrupts other than the Watchdog Timer interrupt, the Primary Oscillator Fail 
Trap, and the Watchdog Timer Oscillator Fail Trap, the interrupt control registers enable 
individual interrupts, set interrupt priorities, and indicate interrupt requests.

Interrupt Request 0 Register

The Interrupt Request 0 (IRQ0) register (Table 36) stores the interrupt requests for both 
vectored and polled interrupts. When a request is presented to the interrupt controller, the 
corresponding bit in the IRQ0 register becomes 1. If interrupts are globally enabled (vec-
tored interrupts), the interrupt controller passes an interrupt request to the eZ8 CPU. If 
interrupts are globally disabled (polled interrupts), the eZ8 CPU reads the Interrupt 
Request 0 register to determine if any interrupt requests are pending.

Table 36. Interrupt Request 0 Register (IRQ0)

Bit 7 6 5 4 3 2 1 0

Field Reserved T1I T0I U0RXI U0TXI Reserved ADCI

RESET 0 0 0 0 0 0 0

R/W R/W R/W R/W R/W R/W R/W R/W

Address FC0H

Bit Description 

[7] Reserved
This bit is reserved and must be programmed to 0.

[6]
T1I

Timer 1 Interrupt Request
0 = No interrupt request is pending for Timer 1.
1 = An interrupt request from Timer 1 is awaiting service.

[5]
T0I

Timer 0 Interrupt Request
0 = No interrupt request is pending for Timer 0.
1 = An interrupt request from Timer 0 is awaiting service.

Caution:
PS024315-1011 P R E L I M I N A R Y Interrupt Control Register Definitions
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If TPOL is set to 1, the ratio of the PWM output High time to the total period is represented 
by:

CAPTURE Mode

In CAPTURE Mode, the current timer count value is recorded when the appropriate exter-
nal Timer Input transition occurs. The capture count value is written to the Timer PWM 
High and Low Byte registers. The timer input is the system clock. The TPOL bit in the 
Timer Control Register determines if the capture occurs on a rising edge or a falling edge 
of the Timer Input signal. When the capture event occurs, an interrupt is generated and the 
timer continues counting. The INPCAP bit in TxCTL1 Register is set to indicate the timer 
interrupt is because of an input capture event.

The timer continues counting up to the 16-bit reload value stored in the Timer Reload 
High and Low Byte registers. Upon reaching the reload value, the timer generates an inter-
rupt and continues counting. The INPCAP bit in TxCTL1 Register clears indicating the 
timer interrupt is not because of an input capture event.

Observe the following steps to configure a timer for CAPTURE Mode and initiating the 
count:

1. Write to the Timer Control Register to:

– Disable the timer

– Configure the timer for CAPTURE Mode

– Set the prescale value

– Set the capture edge (rising or falling) for the Timer Input

2. Write to the Timer High and Low Byte registers to set the starting count value (typi-
cally 0001H).

3. Write to the Timer Reload High and Low Byte registers to set the reload value. 

4. Clear the Timer PWM High and Low Byte registers to 0000H. Clearing these registers 
allows the software to determine if interrupts were generated by either a capture or a 
reload event. If the PWM High and Low Byte registers still contain 0000H after the 
interrupt, the interrupt was generated by a reload.

5. Enable the timer interrupt, if appropriate, and set the timer interrupt priority by writing 
to the relevant interrupt registers. By default, the timer interrupt is generated for both 

PWM Output High Time Ratio (%) Reload Value PWM Value–
Reload Value

------------------------------------------------------------------- 100=

PWM Output High Time Ratio (%) PWM Value
Reload Value
------------------------------------ 100=
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Watchdog Timer

The Watchdog Timer (WDT) protects against corrupt or unreliable software, power faults, 
and other system-level problems which can place Z8 Encore! XP F0823 Series devices 
into unsuitable operating states. The features of Watchdog Timer include:

• On-chip RC oscillator

• A selectable time-out response: reset or interrupt

• 24-bit programmable time-out value

Operation
The WDT is a retriggerable one-shot timer that resets or interrupts F0823 Series devices 
when the WDT reaches its terminal count. The Watchdog Timer uses a dedicated on-chip 
RC oscillator as its clock source. The Watchdog Timer operates in only two modes: ON 
and OFF. Once enabled, it always counts and must be refreshed to prevent a time-out. Per-
form an enable by executing the WDT instruction or by setting the WDT_AO Flash Option 
Bit. The WDT_AO bit forces the Watchdog Timer to operate immediately upon reset, even if 
a WDT instruction has not been executed.

The Watchdog Timer is a 24-bit reloadable down counter that uses three 8-bit registers in 
the eZ8 CPU register space to set the reload value. The nominal WDT time-out period is 
described by the following equation:

where the WDT reload value is the decimal value of the 24-bit value given by 
{WDTU[7:0], WDTH[7:0], WDTL[7:0]} and the typical Watchdog Timer RC oscillator 
frequency is 10 kHz. The Watchdog Timer cannot be refreshed after it reaches 000002H. 
The WDT Reload Value must not be set to values below 000004H. Table 59 provides 
information about approximate time-out delays for the minimum and maximum WDT 
reload values.

Table 59. Watchdog Timer Approximate Time-Out Delays

WDT Reload Value 
(Hex)

WDT Reload Value 
(Decimal)

Approximate Time-Out Delay
(with 10 kHz typical WDT oscillator frequency)

Typical Description

000004 4 400 s Minimum time-out delay

FFFFFF 16,777,215 28 minutes Maximum time-out delay

WDT Time-out Period (ms)
WDT Reload Value

10
------------------------------------------=
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scheme is enabled, the UART Address Compare register holds the network address of the 
device.

MULTIPROCESSOR (9-bit) Mode Receive Interrupts

When MULTIPROCESSOR Mode is enabled, the UART only processes frames addressed 
to it. The determination of whether a frame of data is addressed to the UART can be made 
in hardware, software or some combination of the two, depending on the multiprocessor 
configuration bits. In general, the address compare feature reduces the load on the CPU, 
because it does not require access to the UART when it receives data directed to other 
devices on the multi-node network. The following three MULTIPROCESSOR modes are 
available in hardware:

• Interrupt on all address bytes

• Interrupt on matched address bytes and correctly framed data bytes

• Interrupt only on correctly framed data bytes

These modes are selected with MPMD[1:0] in the UART Control 1 Register. For all multi-
processor modes, bit MPEN of the UART Control 1 Register must be set to 1.

The first scheme is enabled by writing 01b to MPMD[1:0]. In this mode, all incoming 
address bytes cause an interrupt, while data bytes never cause an interrupt. The interrupt 
service routine must manually check the address byte that caused triggered the interrupt. If 
it matches the UART address, the software clears MPMD[0]. Each new incoming byte 
interrupts the CPU. The software is responsible for determining the end of the frame. It 
checks for the end-of-frame by reading the MPRX bit of the UART Status 1 Register for 
each incoming byte. If MPRX = 1, a new frame has begun. If the address of this new frame is 
different from the UART’s address, MPMD[0] must be set to 1 causing the UART inter-
rupts to go inactive until the next address byte. If the new frame’s address matches the 
UART’s, the data in the new frame is processed as well.

The second scheme requires the following: set MPMD[1:0] to 10B and write the UART’s 
address into the UART Address Compare register. This mode introduces additional hard-
ware control, interrupting only on frames that match the UART’s address. When an 
incoming address byte does not match the UART’s address, it is ignored. All successive 
data bytes in this frame are also ignored. When a matching address byte occurs, an inter-
rupt is issued and further interrupts now occur on each successive data byte. When the first 
data byte in the frame is read, the NEWFRM bit of the UART Status 1 Register is asserted. 
All successive data bytes have NEWFRM = 0. When the next address byte occurs, the hard-
ware compares it to the UART’s address. If there is a match, the interrupts continues and 
the NEWFRM bit is set for the first byte of the new frame. If there is no match, the UART 
ignores all incoming bytes until the next address match.

The third scheme is enabled by setting MPMD[1:0] to 11b and by writing the UART’s 
address into the UART Address Compare Register. This mode is identical to the second 
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Flash Code Protection Using the Flash Controller

At Reset, the Flash Controller locks to prevent accidental program or erasure of the Flash 
memory. To program or erase the Flash memory, first write the Page Select Register with 
the target page. Unlock the Flash Controller by making two consecutive writes to the 
Flash Control Register with the values 73H and 8CH, sequentially. The Page Select Regis-
ter must be rewritten with the same page previously stored there. If the two Page Select 
writes do not match, the controller reverts to a locked state. If the two writes match, the 
selected page becomes active. For more details, see Figure 21.

After unlocking a specific page, you can enable either Page Program or Erase. Writing the 
value 95H causes a Page Erase only if the active page resides in a sector that is not pro-
tected. Any other value written to the Flash Control Register locks the Flash Controller. 
Mass Erase is not allowed in the user code but only in through the Debug Port.

After unlocking a specific page, you can also write to any byte on that page. After a byte is 
written, the page remains unlocked, allowing for subsequent writes to other bytes on the 
same page. Further writes to the Flash Control Register cause the active page to revert to a 
locked state.

Sector-Based Flash Protection

The final protection mechanism is implemented on a per-sector basis. The Flash memories 
of Z8 Encore! XP devices are divided into maximum number of 8 sectors. A sector is 1/8 
of the total Flash memory size unless this value is smaller than the page size – in which 
case, the sector and page sizes are equal. On Z8 Encore! F0823 Series devices, the sector 
size is varied according to the Flash memory configuration shown in Table 79 on page 
134.

The Flash Sector Protect Register can be configured to prevent sectors from being pro-
grammed or erased. After a sector is protected, it cannot be unprotected by user code. The 
Flash Sector Protect Register is cleared after reset, and any previously-written protection 
values are lost. User code must write this register in their initialization routine if they pre-
fer to enable sector protection.

The Flash Sector Protect Register shares its Register File address with the Page Select 
Register. The Flash Sector Protect Register is accessed by writing the Flash Control Regis-
ter with 5EH. After the Flash Sector Protect Register is selected, it can be accessed at the 
Page Select Register address. When user code writes the Flash Sector Protect Register, 

Table 80. Flash Code Protection Using the Flash Option Bits

FWP Flash Code Protection Description

0 Programming and erasing disabled for all of Flash Program Memory. In user code program-
ming, Page Erase, and Mass Erase are all disabled. Mass Erase is available through the On-
Chip Debugger.

1 Programming, Page Erase, and Mass Erase are enabled for all of Flash Program Memory.
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These serial numbers are stored in the Flash information page (for more details, see the 
Reading the Flash Information Page section on page 148 and the Serialization Data sec-
tion on page 154) and are unaffected by mass erasure of the device’s Flash memory.

Randomized Lot Identification Bits

As an optional feature, Zilog is able to provide a factory-programmed random lot identi-
fier. With this feature, all devices in a given production lot are programmed with the same 
random number. This random number is uniquely regenerated for each successive produc-
tion lot and is not likely to be repeated.

The randomized lot identifier is a 32-byte binary value, stored in the flash information 
page (for more details, see the Reading the Flash Information Page section on page 148 
and the Randomized Lot Identifier section on page 154) and is unaffected by mass erasure 
of the device’s flash memory.

Reading the Flash Information Page

The following code example shows how to read data from the Flash Information Area. 


; get value at info address 60 (FE60h)
ldx FPS, #%80 ; enable access to flash info page
ld R0, #%FE
ld R1, #%60
ldc R2, @RR0 ; R2 now contains the calibration value

Flash Option Bit Control Register Definitions
This section briefly describes the features of the Trim Bit Address and Data registers.

Trim Bit Address Register

The Trim Bit Address (TRMADR) Register contains the target address for an access to the 
trim option bits.

Table 87. Trim Bit Address Register (TRMADR)

Bit 7 6 5 4 3 2 1 0

Field TRMADR: Trim Bit Address (00H to 1FH)

RESET 0 0 0 0 0 0 0 0

R/W R/W R/W R/W R/W R/W R/W R/W R/W

Address FF6H
PS024315-1011 P R E L I M I N A R Y Flash Option Bit Control Register 
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Trim Bit Address Space
All available trim bit addresses and their functions are listed in Tables 91 through 93.

Bit Description 

[7:5] Reserved
These bits are reserved and must be programmed to 111 during writes and to 111 when read.

[4]
XTLDIS

State of Crystal Oscillator at Reset
This bit only enables the crystal oscillator. Its selection as a system clock must be performed 
manually.
0 = The crystal oscillator is enabled during reset, resulting in longer reset timing.
1 = The crystal oscillator is disabled during reset, resulting in shorter reset timing.

Caution: Programming the XTLDIS bit to zero on 8-pin versions of F0823 Series devices pre-
vents any further communication via the debug pin due to the XIN and DBG functions being 
shared on pin 2 of the 8-pin package. Do not program this bit to zero on 8-pin devices unless 
no further debugging or Flash programming is required.

[3:0] Reserved
These bits are reserved and must be programmed to 1111 during writes and to 1111 when read.

Table 91. Trim Options Bits at Address 0000H

Bit 7 6 5 4 3 2 1 0

Field Reserved

RESET U U U U U U U U

R/W R/W R/W R/W R/W R/W R/W R/W R/W

Address Information Page Memory 0020H

Note: U = Unchanged by Reset. R/W = Read/Write.

Bit Description 

[7:0] Reserved
These bits are reserved. Altering this register may result in incorrect device operation.
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ADC Calibration Data

Table 94. ADC Calibration Bits

Bit 7 6 5 4 3 2 1 0

Field ADC_CAL

RESET U U U U U U U U

R/W R/W R/W R/W R/W R/W R/W R/W R/W

Address Information Page Memory 0060H–007DH

Note: U = Unchanged by Reset. R/W = Read/Write.

Bit Description 

[7:0]
ADC_CAL

Analog-to-Digital Converter Calibration Values 
Contains factory-calibrated values for ADC gain and offset compensation. Each of the ten 
supported modes has one byte of offset calibration and two bytes of gain calibration. These 
values are read by the software to compensate ADC measurements as detailed in the Soft-
ware Compensation Procedure section on page 126. The location of each calibration byte is 
provided in Table 95.

Table 95. ADC Calibration Data Location 

Info Page 
Address

Memory 
Address

Compensation 
Usage ADC Mode

Reference 
Type

60 FE60 Offset Single-Ended Unbuffered Internal 2.0 V

08 FE08 Gain High Byte Single-Ended Unbuffered Internal 2.0 V

09 FE09 Gain Low Byte Single-Ended Unbuffered Internal 2.0 V

63 FE63 Offset Single-Ended Unbuffered Internal 1.0 V

0A FE0A Gain High Byte Single-Ended Unbuffered Internal 1.0 V

0B FE0B Gain Low Byte Single-Ended Unbuffered Internal 1.0 V

66 FE66 Offset Single-Ended Unbuffered External 2.0 V

0C FE0C Gain High Byte Single-Ended Unbuffered External 2.0 V

0D FE0D Gain Low Byte Single-Ended Unbuffered External 2.0 V
PS024315-1011 P R E L I M I N A R Y Zilog Calibration Data
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bits), framed between High bits. The auto-baud detector measures this period and sets the 
OCD baud rate generator accordingly. 

The auto-baud detector/generator is clocked by the system clock. The minimum baud rate 
is the system clock frequency divided by 512. For optimal operation with asynchronous 
datastreams, the maximum recommended baud rate is the system clock frequency divided 
by eight. The maximum possible baud rate for asynchronous datastreams is the system 
clock frequency divided by four, but this theoretical maximum is possible only for low 
noise designs with clean signals. Table 100 lists minimum and recommended maximum 
baud rates for sample crystal frequencies.

If the OCD receives a Serial Break (nine or more continuous bits Low) the auto-baud 
detector/generator resets. Reconfigure the auto-baud detector/generator by sending 80H.

OCD Serial Errors

The OCD detects any of the following error conditions on the DBG pin:

• Serial Break (a minimum of nine continuous bits Low)

• Framing Error (received Stop bit is Low)

• Transmit Collision (OCD and host simultaneous transmission detected by the OCD)

When the OCD detects one of these errors, it aborts any command currently in progress, 
transmits a four character long Serial Break back to the host, and resets the auto-baud 
detector/generator. A Framing Error or Transmit Collision may be caused by the host 
sending a Serial Break to the OCD. Because of the open-drain nature of the interface, 
returning a Serial Break break back to the host only extends the length of the Serial Break 
if the host releases the Serial Break early.

The host transmits a Serial Break on the DBG pin when first connecting to the F0823 Series 
devices or when recovering from an error. A Serial Break from the host resets the auto-
baud generator/detector but does not reset the OCD Control Register. A Serial Break 
leaves the device in DEBUG Mode if that is the current mode. The OCD is held in Reset 
until the end of the Serial Break when the DBG pin returns High. Because of the open-
drain nature of the DBG pin, the host sends a Serial Break to the OCD even if the OCD is 
transmitting a character.

Table 100. OCD Baud-Rate Limits

System Clock 
Frequency (MHz)

Recommended 
Maximum Baud Rate 

(kbps)

Recommended 
Standard PC Baud 

Rate (bps)
Minimum Baud Rate 

(kbps)

5.5296 1382.4    691,200 1.08

 0.032768 (32 kHz) 4.096 2400   0.064
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Internal Precision Oscillator

The internal precision oscillator (IPO) is designed for use without external components. 
You can either manually trim the oscillator for a non-standard frequency or use the auto-
matic factory-trimmed version to achieve a 5.53 MHz frequency. The features of IPO 
include:

• On-chip RC oscillator that does not require external components

• Output frequency of either 5.53 MHz or 32.8 kHz (contains both a fast and a slow mode)

• Trimming possible through Flash option bits with user override

• Elimination of crystals or ceramic resonators in applications where high timing accu-
racy is not required

Operation
An 8-bit trimming register, incorporated into the design, compensates for absolute varia-
tion of oscillator frequency. Once trimmed the oscillator frequency is stable and does not 
require subsequent calibration. Trimming is performed during manufacturing and is not 
necessary for you to repeat unless a frequency other than 5.53 MHz (fast mode) or 
32.8 kHz (slow mode) is required. This trimming is done at +30°C and a supply voltage of 
3.3 V, so accuracy of this operating point is optimal.

Power down this block for minimum system power. By default, the oscillator is configured 
through the Flash Option bits. However, the user code can override these trim values, as 
described in the Trim Bit Address Space section on page 151.

Select one of the two frequencies for the oscillator: 5.53 MHz and 32.8 kHz, using the 
OSCSEL bits in the Oscillator Control chapter on page 169.
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eZ8 CPU Instruction Summary
Table 118 summarizes the eZ8 CPU instruction set. The table identifies the addressing 
modes employed by the instruction, the effect upon the Flags Register, the number of CPU 
clock cycles required for the instruction fetch, and the number of CPU clock cycles 
required for the instruction execution.

.

RR dst Rotate Right

RRC dst Rotate Right through Carry

SRA dst Shift Right Arithmetic

SRL dst Shift Right Logical

SWAP dst Swap Nibbles

Table 118. eZ8 CPU Instruction Summary 

Assembly
Mnemonic Symbolic Operation

Address 
Mode

Opcode(s)
(Hex)

Flags
Fetch

Cycles
Instr.

Cyclesdst src C Z S V D H

ADC dst, src dst ← dst + src + C r r 12 * * * * 0 * 2 3

r Ir 13 2 4

R R 14 3 3

R IR 15 3 4

R IM 16 3 3

IR IM 17 3 4

ADCX dst, src dst ← dst + src + C ER ER 18 * * * * 0 * 4 3

ER IM 19 4 3

Note: Flags Notation:
* = Value is a function of the result of the operation.
– = Unaffected.
X = Undefined.
0 = Reset to 0.
1 = Set to 1.

Table 117. Rotate and Shift Instructions (Continued)

Mnemonic Operands Instruction
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Ordering Information

Order your F0823 Series products from Zilog using the part numbers shown in Table 135. 
For more information about ordering, please consult your local Zilog sales office. The 
Sales Location page on the Zilog website lists all regional offices.

Table 135. Z8 Encore! XP F0823 Series Ordering Matrix 
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Z8 Encore! XP F0823 Series with 8 KB Flash, 10-Bit Analog-to-Digital Converter

Standard Temperature: 0°C to 70°C

Z8F0823PB005SG 8 KB 1 KB 6 12 2 4 1 PDIP 8-pin package

Z8F0823QB005SG 8 KB 1 KB 6 12 2 4 1 QFN 8-pin package

Z8F0823SB005SG 8 KB 1 KB 6 12 2 4 1 SOIC 8-pin package

Z8F0823SH005SG 8 KB 1 KB 16 18 2 7 1 SOIC 20-pin package

Z8F0823HH005SG 8 KB 1 KB 16 18 2 7 1 SSOP 20-pin package

Z8F0823PH005SG 8 KB 1 KB 16 18 2 7 1 PDIP 20-pin package

Z8F0823SJ005SG 8 KB 1 KB 22 18 2 8 1 SOIC 28-pin package

Z8F0823HJ005SG 8 KB 1 KB 22 18 2 8 1 SSOP 28-pin package

Z8F0823PJ005SG 8 KB 1 KB 22 18 2 8 1 PDIP 28-pin package

Extended Temperature: –40°C to 105°C

Z8F0823PB005EG 8 KB 1 KB 6 12 2 4 1 PDIP 8-pin package

Z8F0823QB005EG 8 KB 1 KB 6 12 2 4 1 QFN 8-pin package

Z8F0823SB005EG 8 KB 1 KB 6 12 2 4 1 SOIC 8-pin package

Z8F0823SH005EG 8 KB 1 KB 16 18 2 7 1 SOIC 20-pin package

Z8F0823HH005EG 8 KB 1 KB 16 18 2 7 1 SSOP 20-pin package

Z8F0823PH005EG 8 KB 1 KB 16 18 2 7 1 PDIP 20-pin package

Z8F0823SJ005EG 8 KB 1 KB 22 18 2 8 1 SOIC 28-pin package

Z8F0823HJ005EG 8 KB 1 KB 22 18 2 8 1 SSOP 28-pin package

Z8F0823PJ005EG 8 KB 1 KB 22 18 2 8 1 PDIP 28-pin package
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GATED mode 89
general-purpose I/O 33
GPIO 4, 33

alternate functions 34
architecture 34
control register definitions 40
input data sample timing 204
interrupts 40
port A-C pull-up enable sub-registers 47, 48, 49
port A-H address registers 41
port A-H alternate function sub-registers 43
port A-H control registers 42
port A-H data direction sub-registers 43
port A-H high drive enable sub-registers 45
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port A-H output control sub-registers 44
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port A-H stop mode recovery sub-registers 46
port availability by device 33
port input timing 205
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H
H 177
HALT 180
halt mode 31, 180
hexadecimal number prefix/suffix 177

I
I2C 4
IM 176
immediate data 176
immediate operand prefix 177
INC 178
increment 178
increment word 178
INCW 178
indexed 177
indirect address prefix 177
indirect register 176

indirect register pair 176
indirect working register 176
indirect working register pair 176
infrared encoder/decoder (IrDA) 117
Instruction Set 174
instruction set, eZ8 CPU 174
instructions

ADC 178
ADCX 178
ADD 178
ADDX 178
AND 181
ANDX 181
arithmetic 178
BCLR 179
BIT 179
bit manipulation 179
block transfer 179
BRK 181
BSET 179
BSWAP 179, 181
BTJ 181
BTJNZ 181
BTJZ 181
CALL 181
CCF 179, 180
CLR 180
COM 181
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CPC 178
CPCX 178
CPU control 180
CPX 178
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DECW 178
DI 180
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LDEI 179, 180
LDX 180
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load 180
load constant 179
load constant to/from program memory 180
load constant with auto-increment addresses 180
load effective address 180
load external data 180
load external data to/from data memory and auto-

increment addresses 179
load external to/from data memory and auto-incre-

ment addresses 180
load instructions 180
load using extended addressing 180
logical AND 181
logical AND/extended addressing 181
logical exclusive OR 181
logical exclusive OR/extended addressing 181
logical instructions 181
logical OR 181
logical OR/extended addressing 181
low power modes 30

M
master interrupt enable 56
memory

data 15
program 13

mode
CAPTURE 89
CAPTURE/COMPARE 89
CONTINUOUS 88
COUNTER 89
GATED 89
ONE-SHOT 88
PWM 89

modes 89
MULT 179
multiply 179
MULTIPROCESSOR mode, UART 103

N
NOP (no operation) 180
notation

b 176
cc 176
DA 176
ER 176
IM 176
IR 176
Ir 176
IRR 176
Irr 176
p 176
R 176
r 176
RA 177
RR 177
rr 177
vector 177
X 177

notational shorthand 176

O
OCD

architecture 156
auto-baud detector/generator 159
baud rate limits 160
block diagram 156
breakpoints 161
commands 162
control register 166
data format 159
DBG pin to RS-232 Interface 157
DEBUG mode 158
debugger break 181
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serial errors 160
status register 168
timing 207
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