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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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CPU and Peripheral Overview

The eZ8 CPU, Zilog’s latest 8-bit central processing unit (CPU), meets the continuing 
demand for faster and code-efficient microcontrollers. The eZ8 CPU executes a superset 
of the original Z8 instruction set. The eZ8 CPU features include:

• Direct register-to-register architecture allows each register to function as an 
accumulator, improving execution time and decreasing the required program memory

• Software stack allows much greater depth in subroutine calls and interrupts than 
hardware stacks

• Compatible with existing Z8 code

• Expanded internal Register File allows access of up to 4 KB

• New instructions improve execution efficiency for code developed using higher-level 
programming languages, including C

• Pipelined instruction fetch and execution

• New instructions for improved performance including BIT, BSWAP, BTJ, CPC, LDC, 
LDCI, LEA, MULT, and SRL

• New instructions support 12-bit linear addressing of the Register File

• Up to 10 MIPS operation

• C-Compiler friendly

• 2 to 9 clock cycles per instruction��

For more information about the eZ8 CPU, refer to the eZ8 CPU Core User Manual 
(UM0128) available for download at www.zilog.com.

General-Purpose I/O

F0823 Series features 6 to 24 port pins (Ports A–C) for general-purpose I/O (GPIO). The 
number of GPIO pins available is a function of package. Each pin is individually program-
mable. 5 V-tolerant input pins are available on all I/Os on 8-pin devices, most I/Os on other 
package types.

Flash Controller

The Flash Controller programs and erases Flash memory. The Flash Controller supports 
protection against accidental program and erasure, as well as factory serialization and read 
protection.
PS024315-1011 P R E L I M I N A R Y CPU and Peripheral Overview
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Address Space

The eZ8 CPU can access three distinct address spaces:

• The Register File contains addresses for the general-purpose registers and the eZ8 
CPU, peripheral, and general-purpose I/O Port Control Registers

• The Program Memory contains addresses for all memory locations having executable 
code and/or data

• The Data Memory contains addresses for all memory locations that contain data only��

These three address spaces are covered briefly in the following subsections. For more 
detailed information regarding the eZ8 CPU and its address space, refer to the eZ8 CPU 
Core User Manual (UM0128), available for download at www.zilog.com.

Register File
The Register File address space in the Z8 Encore! XP™ MCU is 4 KB (4096 bytes). The 
Register File is composed of two sections: control registers and general-purpose registers. 
When instructions are executed, registers defined as sources are read, and registers defined 
as destinations are written. The architecture of the eZ8 CPU allows all general-purpose 
registers to function as accumulators, address pointers, index registers, stack areas, or 
scratch pad memory.

The upper 256 bytes of the 4 KB Register File address space are reserved for control of the 
eZ8 CPU, the on-chip peripherals, and the I/O ports. These registers are located at 
addresses from F00H to FFFH. Some of the addresses within the 256 B control register 
section are reserved (unavailable). Reading from a reserved Register File address returns 
an undefined value. Writing to reserved Register File addresses is not recommended and 
can produce unpredictable results.

The on-chip RAM always begins at address 000H in the Register File address space. Z8 
Encore! XP F0823 Series devices contain 256 B–1 KB of on-chip RAM. Reading from 
Register File addresses outside the available RAM addresses (and not within the control 
register address space) returns an undefined value. Writing to these Register File addresses 
produces no effect.

Program Memory
The eZ8 CPU supports 64 KB of Program Memory address space. F0823 Series devices 
contain 1 KB to 8 KB of on-chip Flash memory in the Program Memory address space. 
Reading from Program Memory addresses outside the available Flash memory addresses 
PS024315-1011 P R E L I M I N A R Y Address Space
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eZ8 CPU

FFC Flags — XX Refer 
to the 
eZ8 
CPU 
Core 
User 
Man-
ual 

(UM01
28)

FFD Register Pointer RP XX

FFE Stack Pointer High Byte SPH XX

FFF Stack Pointer Low Byte SPL XX

Table 8. Register File Address Map (Continued)

Address (Hex) Register Description Mnemonic Reset (Hex)
Page 
No.

Note: XX = Undefined.
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During a System Reset or Stop Mode Recovery, the IPO requires 4 µs to start up. Then the 
Z8 Encore! XP F0823 Series device is held in Reset for 66 cycles of the Internal Precision 
Oscillator. If the crystal oscillator is enabled in the Flash option bits, this reset period is 
increased to 5000 IPO cycles. When a reset occurs because of a low voltage condition or 
Power-On Reset, this delay is measured from the time that the supply voltage first exceeds 
the POR level. If the external pin reset remains asserted at the end of the reset period, the 
device remains in reset until the pin is deasserted.

At the beginning of Reset, all GPIO pins are configured as inputs with pull-up resistor dis-
abled.

During Reset, the eZ8 CPU and on-chip peripherals are idle; however, the on-chip crystal 
oscillator and Watchdog Timer oscillator continue to run.

Upon Reset, control registers within the Register File that have a defined Reset value are 
loaded with their reset values. Other control registers (including the Stack Pointer, Regis-
ter Pointer, and Flags) and general-purpose RAM are undefined following Reset. The eZ8 
CPU fetches the Reset vector at Program Memory addresses 0002H and 0003H and loads 
that value into the Program Counter. Program execution begins at the Reset vector 
address.

When the control registers are re-initialized by a system reset, the system clock after reset 
is always the IPO. The software must reconfigure the oscillator control block, such that the 
correct system clock source is enabled and selected.
PS024315-1011 P R E L I M I N A R Y Reset Types
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[4]��
EXT

External Reset Indicator
If this bit is set to 1, a Reset initiated by the external RESET pin occurred. A Power-On Reset 
or a Stop Mode Recovery from a change in an input pin resets this bit. Reading this register 
resets this bit. For POR/Stop Mode Recover event values, please see Table 13.

[3:0] Reserved
These bits are reserved and must be programmed to 0000 when read.

Table 13. POR Indicator Values

Reset or Stop Mode Recovery Event POR STOP WDT EXT

Power-On Reset 1 0 0 0

Reset using RESET pin assertion 0 0 0 1

Reset using WDT time-out 0 0 1 0

Reset using the OCD (OCTCTL[1] set to 1) 1 0 0 0

Reset from STOP Mode using DBG Pin driven Low 1 0 0 0

Stop Mode Recovery using GPIO pin transition 0 1 0 0

Stop Mode Recovery using WDT time-out 0 1 1 0

Bit Description (Continued)
PS024315-1011 P R E L I M I N A R Y Reset Register Definitions
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Table 17. Port Alternate Function Mapping (Non 8-Pin Parts) 

Port Pin Mnemonic Alternate Function Description
Alternate Function 
Set Register AFS1

Port A1 PA0 T0IN/T0OUT Timer 0 Input/Timer 0 Output Complement N/A

Reserved

PA1 T0OUT Timer 0 Output

Reserved

PA2 DE0 UART 0 Driver Enable

Reserved

PA3 CTS0 UART 0 Clear to Send

Reserved

PA4 RXD0/IRRX0 UART 0 / IrDA 0 Receive Data

Reserved

PA5 TXD0/IRTX0 UART 0 / IrDA 0 Transmit Data

Reserved

PA6 T1IN/T1OUT2 Timer 1 Input/Timer 1 Output Complement

Reserved

PA7 T1OUT Timer 1 Output

Reserved
Notes:

1. Because there is only a single alternate function for each Port A pin, the Alternate Function Set registers are not 
implemented for Port A. Enabling alternate function selections as described in the Port A–C Alternate Function 
Subregisters section on page 43 automatically enables the associated alternate function.

2. Whether PA0/PA6 take on the timer input or timer output complement function depends on the timer configura-
tion as described in the Timer Pin Signal Operation section on page 83.

3. Because there are at most two choices of alternate function for any pin of Port B, the Alternate Function Set reg-
ister AFS2 is implemented but not used to select the function. Also, alternate function selection as described in 
the Port A–C Alternate Function Subregisters section on page 43 must also be enabled.

4. VREF is available on PB5 in 28-pin products only.
5. Because there are at most two choices of alternate function for any pin of Port C, the Alternate Function Set reg-

ister AFS2 is implemented but not used to select the function. Also, Alternate Function selection as described in 
the Port A–C Alternate Function Subregisters section on page 43 must also be enabled.

6. VREF is available on PC2 in 20-pin parts only.
PS024315-1011 P R E L I M I N A R Y GPIO Alternate Functions
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Architecture
Figure 8 displays the interrupt controller block diagram.

Operation
This section describes the operational aspects of the following functions.

Master Interrupt Enable: see page 56

Interrupt Vectors and Priority: see page 57

Interrupt Assertion: see page 57

Software Interrupt Assertion: see page 58

Watchdog Timer Interrupt Assertion: see page 58

Master Interrupt Enable

The master interrupt enable bit (IRQE) in the Interrupt Control Register globally enables 
and disables interrupts.

Interrupts are globally enabled by any of the following actions:

• Execution of an Enable Interrupt (EI) instruction

Figure 8. Interrupt Controller Block Diagram
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Table 40. IRQ0 Enable High Bit Register (IRQ0ENH)

Bit 7 6 5 4 3 2 1 0

Field Reserved T1ENH T0ENH U0RENH U0TENH Reserved ADCENH

RESET 0 0 0 0 0 0 0

R/W R/W R/W R/W R/W R/W R/W R/W

Address FC1H

Bit Description 

[7] Reserved
This bit is reserved and must be programmed to 0.

[6]��
T1ENH

Timer 1 Interrupt Request Enable High Bit

[5]��
T0ENH

Timer 0 Interrupt Request Enable High Bit

[4]��
U0RENH

UART 0 Receive Interrupt Request Enable High Bit

[3]��
U0TENH

UART 0 Transmit Interrupt Request Enable High Bit

[2:1] Reserved
These bits are reserved and must be programmed to 00.

[0]��
ADCENH

ADC Interrupt Request Enable High Bit

Table 41. IRQ0 Enable Low Bit Register (IRQ0ENL)

Bit 7 6 5 4 3 2 1 0

Field Reserved T1ENL T0ENL U0RENL U0TENL Reserved ADCENL

RESET 0 0 0 0 0 0 0

R/W R R/W R/W R/W R/W R R/W

Address FC2H

Bit Description 

[7] Reserved
This bit is reserved and must be programmed to 0 when read.

[6]��
T1ENL

Timer 1 Interrupt Request Enable Low Bit
PS024315-1011 P R E L I M I N A R Y Interrupt Control Register Definitions
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�

5. If using the Timer Output function, configure the associated GPIO port pin for the 
Timer Output alternate function.

6. Write to the Timer Control Register to enable the timer and initiate counting.��

In COMPARE Mode, the system clock always provides the timer input. The compare time 
can be calculated by the following equation:

GATED Mode

In GATED Mode, the timer counts only when the Timer Input signal is in its active state 
(asserted), as determined by the TPOL bit in the Timer Control Register. When the Timer 
Input signal is asserted, counting begins. A timer interrupt is generated when the Timer 
Input signal is deasserted or a timer reload occurs. To determine if a Timer Input signal 
deassertion generated the interrupt, read the associated GPIO input value and compare to 
the value stored in the TPOL bit.

The timer counts up to the 16-bit reload value stored in the Timer Reload High and Low 
Byte registers. The timer input is the system clock. When reaching the reload value, the 
timer generates an interrupt, the count value in the Timer High and Low Byte registers is 
reset to 0001H and counting resumes (assuming the Timer Input signal remains asserted). 
Also, if the Timer Output alternate function is enabled, the Timer Output pin changes state 
(from Low to High or from High to Low) at timer reset.

Observe the following steps to configure a timer for GATED Mode and to initiate the 
count:

1. Write to the Timer Control Register to:

– Disable the timer

– Configure the timer for Gated mode

– Set the prescale value

2. Write to the Timer High and Low Byte registers to set the starting count value. Writing 
these registers only affects the first pass in GATED Mode. After the first timer reset in 
GATED Mode, counting always begins at the reset value of 0001H.

3. Write to the Timer Reload High and Low Byte registers to set the reload value. 

4. Enable the timer interrupt, if appropriate, and set the timer interrupt priority by writing 
to the relevant interrupt registers. By default, the timer interrupt is generated for both 
input deassertion and reload events. If appropriate, configure the timer interrupt to be 
generated only at the input deassertion event or the reload event by setting TICONFIG 
field of the TxCTL1 Register.

COMPARE Mode Time (s) Compare Value Start Value–� � �Prescale�u
System Clock Frequency (Hz)

-----------------------------------------------------------------------------------------------------=
PS024315-1011 P R E L I M I N A R Y Operation
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causes the value in TxL to be stored in a temporary holding register. A read from TxL 
always returns this temporary register when the timers are enabled. When the timer is dis-
abled, reads from the TxL reads the register directly.

Writing to the Timer High and Low Byte registers while the timer is enabled is not recom-
mended. There are no temporary holding registers available for write operations, so simul-
taneous 16-bit writes are not possible. If either the Timer High or Low Byte registers are 
written during counting, the 8-bit written value is placed in the counter (High or Low 
Byte) at the next clock edge. The counter continues counting from the new value.

Timer Reload High and Low Byte Registers

The Timer 0–1 Reload High and Low Byte (TxRH and TxRL) registers (Table 53 and 
Table 54) store a 16-bit reload value, {TRH[7:0], TRL[7:0]}. Values written to the Timer 
Reload High Byte register are stored in a temporary holding register. When a write to the 
Timer Reload Low Byte register occurs, the temporary holding register value is written to 
the Timer High Byte register. This operation allows simultaneous updates of the 16-bit 
Timer reload value. In COMPARE Mode, the Timer Reload High and Low Byte registers 
store the 16-bit compare value.

Table 51. Timer 0–1 High Byte Register (TxH)

Bit 7 6 5 4 3 2 1 0

Field TH

RESET 0 0 0 0 0 0 0 0

R/W R/W R/W R/W R/W R/W R/W R/W R/W

Address F00H, F08H

Table 52. Timer 0–1 Low Byte Register (TxL)

Bit 7 6 5 4 3 2 1 0

Field TL

RESET 0 0 0 0 0 0 0 1

R/W R/W R/W R/W R/W R/W R/W R/W R/W

Address F01H, F09H

Bit Description 

[7:0]��
TH, TL

Timer High and Low Bytes
These 2 bytes, {TH[7:0], TL[7:0]}, contain the current 16-bit timer count value.
PS024315-1011 P R E L I M I N A R Y Timer Control Register Definitions
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two bits to configure timer interrupt definition, and a status bit to identify if the most 
recent timer interrupt is caused by an input capture event.

Timer 0–1 Control Register 1

The Timer 0–1 Control (TxCTL1) registers enable/disable the timers, set the prescaler 
value, and determine the timer operating mode.

Table 57. Timer 0–1 Control Register 0 (TxCTL0)

Bit 7 6 5 4 3 2 1 0

Field TMODEHI TICONFIG Reserved PWMD INPCAP

RESET 0 0 0 0 0 0 0 0

R/W R/W R/W R/W R/W R/W R/W R/W R/W

Address F06H, F0EH

Bit Description 

[7]��
TMODEHI

Timer Mode High Bit
This bit along with the TMODE field in TxCTL1 Register determines the operating mode of 
the timer. This is the most-significant bit of the Timer mode selection value.

[6:5]��
TICONFIG

Timer Interrupt Configuration
This field configures timer interrupt definition.
0x = Timer Interrupt occurs on all defined reload, compare and input events.
10 = Timer Interrupt only on defined input capture/deassertion events.
11 = Timer Interrupt only on defined reload/compare events.

[4] Reserved
This bit is reserved and must be programmed to 0.

[3:1]��
PWMD

PWMD—PWM Delay value
This field is a programmable delay to control the number of system clock cycles delay 
before the Timer Output and the Timer Output Complement are forced to their active state.
000 = No delay.��
001 = 2 cycles delay.��
010 = 4 cycles delay.��
011 = 8 cycles delay.��
100 = 16 cycles delay.��
101 = 32 cycles delay.��
110 = 64 cycles delay.��
111 = 128 cycles delay.

[0]��
INPCAP

Input Capture Event
This bit indicates if the most recent timer interrupt is caused by a Timer Input capture event.
0 = Previous timer interrupt is not a result of Timer Input capture event.
1 = Previous timer interrupt is a result of Timer Input capture event.
PS024315-1011 P R E L I M I N A R Y Timer Control Register Definitions
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Table 61. Watchdog Timer Reload Upper Byte Register (WDTU)

Bit 7 6 5 4 3 2 1 0

Field WDTU

RESET 00H

R/W R/W* R/W* R/W* R/W* R/W* R/W* R/W* R/W*

Address FF1H

Note: R/W*—Read returns the current WDT count value. Write sets the appropriate Reload Value.

Bit Description 

[7:0]��
WDTU

WDT Reload Upper Byte
Most significant byte (MSB), Bits[23:16], of the 24-bit WDT reload value.

Table 62. Watchdog Timer Reload High Byte Register (WDTH)

Bit 7 6 5 4 3 2 1 0

Field WDTH

RESET 04H

R/W R/W* R/W* R/W* R/W* R/W* R/W* R/W* R/W*

Address FF2H

Note: R/W*—Read returns the current WDT count value. Write sets the appropriate Reload Value.

Bit Description 

[7:0]��
WDTH

WDT Reload High Byte
Middle byte, Bits[15:8], of the 24-bit WDT reload value.

Table 63. Watchdog Timer Reload Low Byte Register (WDTL)

Bit 7 6 5 4 3 2 1 0

Field WDTL

RESET 00H

R/W R/W* R/W* R/W* R/W* R/W* R/W* R/W* R/W*

Address FF3H

Note: R/W*—Read returns the current WDT count value. Write sets the appropriate Reload Value.
PS024315-1011 P R E L I M I N A R Y Watchdog Timer Control Register 
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Bit Description 

[7:0]��
WDTL

WDT Reload Low
Least significant byte (LSB), Bits[7:0], of the 24-bit WDT reload value.
PS024315-1011 P R E L I M I N A R Y Watchdog Timer Control Register 
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Universal Asynchronous Receiver/
Transmitter

The universal asynchronous receiver/transmitter (UART) is a full-duplex communication 
channel capable of handling asynchronous data transfers. The UART uses a single 8-bit 
data mode with selectable parity. The features of UART include:

• 8-bit asynchronous data transfer

• Selectable even- and odd-parity generation and checking

• Option of one or two STOP bits

• Separate transmit and receive interrupts

• Framing, parity, overrun, and break detection

• Separate transmit and receive enables

• 16-bit baud rate generator (BRG)

• Selectable MULTIPROCESSOR (9-bit) Mode with three configurable interrupt 
schemes

• BRG can be configured and used as a basic 16-bit timer

• Driver Enable output for external bus transceivers

Architecture
The UART consists of three primary functional blocks: transmitter, receiver, and baud rate 
generator. The UART’s transmitter and receiver function independently, but employ the 
same baud rate and data format. Figure 10 displays the UART architecture.
PS024315-1011 P R E L I M I N A R Y Universal Asynchronous Receiver/
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UART Status 1 Register

This register contains multiprocessor control and status bits.

[2]��
TDRE

Transmitter Data Register Empty
This bit indicates that the UART Transmit Data Register is empty and ready for additional data. 
Writing to the UART Transmit Data Register resets this bit.
0 = Do not write to the UART Transmit Data Register.
1 = The UART Transmit Data Register is ready to receive an additional byte to be transmitted.

[1]��
TXE

Transmitter Empty
This bit indicates that the transmit shift register is empty and character transmission is finished.
0 = Data is currently transmitting.
1 = Transmission is complete.

[0]��
CTS

CTS Signal
When this bit is read, it returns the level of the CTS signal. This signal is active Low.

Table 67. UART Status 1 Register (U0STAT1)

Bit 7 6 5 4 3 2 1 0

Field Reserved NEWFRM MPRX

RESET 0 0 0 0 0 0 0 0

R/W R R R R R/W R/W R R

Address F44H

Bit Description 

[7:2] Reserved
These bits are reserved; R/W bits must be programmed to 000000 during writes and 
000000 when read.

[1]��
NEWFRM

New Frame
A status bit denoting the start of a new frame. Reading the UART Receive Data Register 
resets this bit to 0.
0 = The current byte is not the first data byte of a new frame.
1 = The current byte is the first data byte of a new frame.

[0]��
MPRX

Multiprocessor Receive
Returns the value of the most recent multiprocessor bit received. Reading from the UART 
Receive Data Register resets this bit to 0.

Bit Description (Continued)
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ADC Calibration Data

Table 94. ADC Calibration Bits

Bit 7 6 5 4 3 2 1 0

Field ADC_CAL

RESET U U U U U U U U

R/W R/W R/W R/W R/W R/W R/W R/W R/W

Address Information Page Memory 0060H–007DH

Note: U = Unchanged by Reset. R/W = Read/Write.

Bit Description 

[7:0]��
ADC_CAL

Analog-to-Digital Converter Calibration Values 
Contains factory-calibrated values for ADC gain and offset compensation. Each of the ten 
supported modes has one byte of offset calibration and two bytes of gain calibration. These 
values are read by the software to compensate ADC measurements as detailed in the Soft-
ware Compensation Procedure section on page 126. The location of each calibration byte is 
provided in Table 95.

Table 95. ADC Calibration Data Location 

Info Page 
Address

Memory 
Address

Compensation 
Usage ADC Mode

Reference 
Type

60 FE60 Offset Single-Ended Unbuffered Internal 2.0 V

08 FE08 Gain High Byte Single-Ended Unbuffered Internal 2.0 V

09 FE09 Gain Low Byte Single-Ended Unbuffered Internal 2.0 V

63 FE63 Offset Single-Ended Unbuffered Internal 1.0 V

0A FE0A Gain High Byte Single-Ended Unbuffered Internal 1.0 V

0B FE0B Gain Low Byte Single-Ended Unbuffered Internal 1.0 V

66 FE66 Offset Single-Ended Unbuffered External 2.0 V

0C FE0C Gain High Byte Single-Ended Unbuffered External 2.0 V

0D FE0D Gain Low Byte Single-Ended Unbuffered External 2.0 V
PS024315-1011 P R E L I M I N A R Y Zilog Calibration Data
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LD dst, rc dst �m src r IM 0C-FC – – – – – – 2 2

r X(r) C7 3 3

X(r)  r D7 3 4

r Ir E3 2 3

R R E4 3 2

R IR E5 3 4

R IM E6 3 2

IR IM E7 3 3

Ir r F3 2 3

IR R F5 3 3

LDC dst, src dst �m src r Irr C2 – – – – – – 2 5

Ir Irr C5 2 9

Irr r D2 2 5

LDCI dst, src dst �m src��
r �m r + 1��
rr �m rr + 1

Ir Irr C3 – – – – – – 2 9

Irr Ir D3 2 9

LDE dst, src dst �m src r Irr 82 – – – – – – 2 5

Irr r 92 2 5

LDEI dst, src dst �m src��
r �m r + 1��
rr �m rr + 1

Ir Irr 83 – – – – – – 2 9

Irr Ir 93 2 9

LDWX dst, src dst �m src ER ER 1FE8 – – – – – – 5 4

Table 118. eZ8 CPU Instruction Summary (Continued)

Assembly��
Mnemonic Symbolic Operation

Address 
Mode

Opcode(s)
(Hex)

Flags
Fetch

Cycles
Instr.

Cyclesdst src C Z S V D H

Note: Flags Notation:
* = Value is a function of the result of the operation.��
– = Unaffected.��
X = Undefined.
0 = Reset to 0.��
1 = Set to 1.
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ILED Controlled Current 
Drive

1.8 3 4.5 mA {AFS2,AFS1} = {0,0}.

2.8 7 10.5 mA {AFS2,AFS1} = {0,1}.

7.8 13 19.5 mA {AFS2,AFS1} = {1,0}.

12 20 30 mA {AFS2,AFS1} = {1,1}.

CPAD GPIO Port Pad 
Capacitance

– 8.02 – pF

CXIN XIN Pad Capaci-
tance

– 8.02 – pF

CXOUT XOUT Pad Capaci-
tance

– 9.52 – pF

IPU Weak Pull-up Cur-
rent

30 100 350 µA VDD = 3.0 V–3.6 V.

VRAM RAM Data Reten-
tion Voltage

TBD V Voltage at which RAM retains 
static values; no reading or writ-
ing is allowed.

Table 121. DC Characteristics (Continued)

Symbol Parameter

TA = –40°C to +105°C
(unless otherwise specified)

Units ConditionsMinimum Typical Maximum

Notes:
1. This condition excludes all pins that have on-chip pull-ups, when driven Low.
2. These values are provided for design guidance only and are not tested in production.
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available to the eZ8 CPU on the second rising clock edge following the change of the port 
value.

Figure 29. Port Input Sample Timing

Table 130. GPIO Port Input Timing 

Parameter Abbreviation

Delay (ns)

Minimum Maximum

TS_PORT Port Input Transition to XIN Rise Setup Time (Not pictured) 5 –

TH_PORT XIN Rise to Port Input Transition Hold Time (Not pictured) 0 –

TSMR GPIO Port Pin Pulse Width to ensure Stop Mode Recovery (for 
GPIO Port Pins enabled as SMR sources) 

1 �Ps

System

TCLK

Port Pin

Port Value
Changes to 0

0 Latched
Into Port Input

Input Value

Port Input Data
Register Latch

Clock

Data Register

Port Input Data
Read on Data Bus

Port Input Data Register
Value 0 Read

by eZ8
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