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What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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Table 4. SPC56xP54x/SPC56xP60x series block summary 

Block Function

Analog-to-digital converter (ADC) Multi-channel, 10-bit analog-to-digital converter

Boot assist module (BAM)
Block of read-only memory containing VLE code which is executed according to 
the boot mode of the device

Clock generation module 
(MC_CGM)

Provides logic and control required for the generation of system and peripheral 
clocks

Controller area network 
(FlexCAN)

Supports the standard CAN communications protocol

Cross triggering unit (CTU)
Enables synchronization of ADC conversions with a timer event from the 
eMIOS or from the PIT

Crossbar switch (XBAR)
Supports simultaneous connections between two master ports and three slave 
ports. The crossbar supports a 32-bit address bus width and a 32-bit data bus 
width.

Cyclic redundancy checker 
(CRC) unit

Is dedicated to the computation of CRC off-loading the CPU. Each context has 
a separate CRC computation engine in order to allow the concurrent 
computation of the CRC of multiple data streams.

Deserial serial peripheral 
interface (DSPI)

Provides a synchronous serial interface for communication with external 
devices

Enhanced direct memory access 
(eDMA)

Performs complex data transfers with minimal intervention from a host 
processor via “n” programmable channels

Enhanced timer (eTimer) Provides enhanced programmable up/down modulo counting

Error correction status module 
(ECSM)

Provides a myriad of miscellaneous control functions for the device including 
program-visible information about configuration and revision levels, a reset 
status register, wakeup control for exiting sleep modes, and optional features 
such as information on memory errors reported by error-correcting codes

External oscillator (XOSC)
Provides an output clock used as input reference for FMPLL_0 or as reference 
clock for specific modules depending on system needs

Fault collection and control unit 
(FCCU)

Provides functional safety to the device

Flash memory Provides non-volatile storage for program code, constants and variables

FlexRay (FlexRay communication

controller)
Provides high-speed distributed control for advanced automotive applications

Frequency-modulated phase-
locked loop (FMPLL)

Generates high-speed system clocks and supports programmable frequency 
modulation

Interrupt controller (INTC) Provides priority-based preemptive scheduling of interrupt requests

JTAG controller
Provides the means to test chip functionality and connectivity while remaining 
transparent to system logic when not in test mode

LINFlex controller
Manages a high number of LIN (Local Interconnect Network protocol) 
messages efficiently with a minimum of CPU load

Mode entry module (MC_ME)

Provides a mechanism for controlling the device operational mode and mode 
transition sequences in all functional states; also manages the power control 
unit, reset generation module and clock generation module, and holds the 
configuration, control and status registers accessible for applications
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 Triangle wave modulation

 Programmable modulation depth (±0.25% to ±4% deviation from center frequency)

– Programmable modulation frequency dependent on reference frequency

 Self-clocked mode (SCM) operation

1.5.9 Main oscillator

The main oscillator provides these features:

 Input frequency range 4 MHz to 40 MHz

 Crystal input mode or Oscillator input mode

 PLL reference

1.5.10 Internal RC oscillator

This device has an RC ladder phase-shift oscillator. The architecture uses constant current 
charging of a capacitor. The voltage at the capacitor is compared by the stable bandgap 
reference voltage.

The RC Oscillator provides these features:

 Nominal frequency 16 MHz

 ±6% variation over voltage and temperature after process trim

 Clock output of the RC oscillator serves as system clock source in case loss of lock or 
loss of clock is detected by the PLL 

 RC oscillator is used as the default system clock during startup

1.5.11 Periodic interrupt timer (PIT)

The PIT module implements these features:

 Up to four general purpose interrupt timers

 32-bit counter resolution

 Clocked by system clock frequency

 Each channel can be used as trigger for a DMA request

1.5.12 System timer module (STM)

The STM module implements these features:

 32-bit up counter with 8-bit prescaler

 Four 32-bit compare channels

 Independent interrupt source for each channel

 Counter can be stopped in debug mode

The STM module is replicated for each processor. 
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1.5.13 Software watchdog timer (SWT)

The SWT has the following features:

 Fault tolerant output

 Safe internal RC oscillator as reference clock

 Windowed watchdog

 Program flow control monitor with 16-bit pseudorandom key generation

The SWT module is replicated for each processor. 

1.5.14 Fault collection and control unit (FCCU)

The FCCU provides an independent fault reporting mechanism even if the CPU is exhibiting 
unstable behaviors. The FCCU module has the following features:

 Redundant collection of hardware checker results

 Redundant collection of error information and latch of faults from critical modules on 
the device

 Collection of self-test results

 Configurable and graded fault control

– Internal reactions (no internal reaction, IRQ)

– External reaction (failure is reported to the external/surrounding system via 
configurable output pins)

1.5.15 System integration unit (SIUL)

The SPC56xP54x/SPC56xP60x SIUL controls MCU pad configuration, external interrupts, 
general purpose I/O (GPIO) pin configuration, and internal peripheral multiplexing.

The pad configuration block controls the static electrical characteristics of I/O pins. The 
GPIO block provides uniform and discrete input/output control of the I/O pins of the MCU.

The SIUL provides the following features:

 Centralized general purpose input output (GPIO) control of input/output pins and 
analog input-only pads (package dependent)

 All GPIO pins can be independently configured to support pull-up, pull down, or no pull

 Reading and writing to GPIO supported both as individual pins and 16-bit wide ports

 All peripheral pins (except ADC channels) can be alternatively configured as both 
general purpose input or output pins

 ADC channels support alternative configuration as general purpose inputs

 Direct readback of the pin value is supported on all pins through the SIU

 Configurable digital input filter that can be applied to some general purpose input pins 
for noise elimination

– Up to 4 internal functions can be multiplexed onto one pin

1.5.16 Boot and censorship

Different booting modes are available in the SPC56xP54x/SPC56xP60x:

 From internal flash memory

 Via a serial link
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– Watchpoint triggering, watchpoint triggers program tracing

– DDR

 Auxiliary Output Port

– 4 MDO (Message Data Out) pins

– MCKO (Message Clock Out) pin

– 2 MSEO (Message Start/End Out) pins

– EVTO (Event Out) pin

 Auxiliary Input Port

– EVTI (Event In) pin(a)

1.5.28 IEEE 1149.1 (JTAG) controller

The JTAG controller (JTAGC) block provides the means to test chip functionality and 
connectivity while remaining transparent to system logic when not in test mode. All data 
input to and output from the JTAGC block is communicated in serial format. The JTAGC 
block is compliant with the IEEE standard.

The JTAG controller provides the following features:

 IEEE Test Access Port (TAP) interface with four pins (TDI, TMS, TCK, TDO)

 Selectable modes of operation include JTAGC/debug or normal system operation.

 A 5-bit instruction register that supports the following IEEE 1149.1-2001 defined 
instructions:

– BYPASS, IDCODE, EXTEST, SAMPLE, SAMPLE/PRELOAD

 A 5-bit instruction register that supports the additional following public instructions:

– ACCESS_AUX_TAP_NPC, ACCESS_AUX_TAP_CORE0, 
ACCESS_AUX_TAP_CORE1, ACCESS_AUX_TAP_NASPS_0, 
ACCESS_AUX_TAP_NASPS_1

 Three test data registers: a bypass register, a boundary scan register, and a device 
identification register. 

 A TAP controller state machine that controls the operation of the data registers, 
instruction register and associated circuitry.

1.5.29 On-chip voltage regulator (VREG)

The on-chip voltage regulator module provides the following features:

 Uses external NPN transistor

 Regulates external 3.3 V to 5.0 V down to 1.2 V for the core logic

 Low voltage detection on the internal 1.2 V and I/O voltage 3.3 V

a. At least one TCK clock is necessary for the EVTI signal to be recognized by the MCU.
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Figure 3. LQFP144 pinout (top view)(c)

c. Availability of port pin alternate functions depends on product selection.
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2.2.2 System pins

Table 6 and Table 7 contain information on pin functions for the SPC56xP54x/SPC56xP60x 
devices. The pins listed in Table 6 are single-function pins. The pins shown in Table 7 are 
multi-function pins, programmable via their respective Pad Configuration Register (PCR) 
values.

          

VSS_LV_COR0

1.2 V Decoupling pins for core logic GND. Decoupling capacitor 
must be connected between these pins and the nearest 
VDD_LV_COR0 pin.

11 17 25

VDD_LV_COR1

1.2 V Decoupling pins for core logic supply. Decoupling capacitor 
must be connected between these pins and the nearest 
VSS_LV_COR1 pin.

65 93 117

VSS_LV_COR1

1.2 V Decoupling pins for core logic GND. Decoupling capacitor 
must be connected between these pins and the nearest 
VDD_LV_COR1 pin.

66 94 118

VDD_LV_COR2

1.2 V Decoupling pins for core logic supply. Decoupling capacitor 
must be connected between these pins and the nearest 
VSS_LV_COR2 pin.

92 131 155

VSS_LV_COR2

1.2 V Decoupling pins for core logic GND. Decoupling capacitor 
must be connected between these pins and the nearest 
VDD_LV_COR 2 pin.

93 132 156

VDD_LV_COR3

1.2 V Decoupling pins for core logic supply. Decoupling capacitor 
must be connected between these pins and the nearest 
VSS_LV_COR3 pin.

25 36 44

VSS_LV_COR3

1.2 V Decoupling pins for core logic GND. Decoupling capacitor 
must be connected between these pins and the nearest 
VDD_LV_COR 3 pin.

24 35 43

1. LQFP176 available only as development package.

2. See datasheet Voltage Regulator Electrical Characteristics section for more details.

Table 5. Supply pins (continued)

Supply Pin

Symbol Description
LQFP
100

LQFP
144

LQFP
176(1)

Table 6. System pins 

Symbol Description Direction

Pad Speed(1) Pin

SRC=0 SRC=1
LQFP
100

LQFP
144

LQFP
176(2)

Dedicated pins

MDO0 Nexus Message Data Output—line 0
Output 
Only

Fast — 9 17

MDO4 Nexus Message Data Output—line 4
Output 
Only

Fast — — 7
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Port B
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—

—

GPIO[17]

CS7_1

ETC[3]

DEBUG[1]

RXD

EIRQ[16]

SIUL

DSPI_1

eTimer_1

SSCM

FlexCAN_0

SIUL

I/O

O

I/O

—

I

I

Slow Medium 77 110 134

B[2] PCR[18]

ALT0

ALT1

ALT2

ALT3

—

GPIO[18]

TXD

SOUT_4

DEBUG[2]

EIRQ[17]

SIUL

LINFlex_0

DSPI_4

SSCM

SIUL

I/O

O

I/O

—

I

Slow Medium 79 114 138

B[3] PCR[19]

ALT0

ALT1

ALT2

ALT3

—

GPIO[19]

—

SCK_4

DEBUG[3]

RXD

SIUL

—

DSPI_4

SSCM

LINFlex_0

I/O

—

I/O

—

I

Slow Medium 80 116 140

B[6] PCR[22]

ALT0

ALT1

ALT2

ALT3

—

GPIO[22]

clk_out

CS2_2

clk_out_div2
56

EIRQ[18]

SIUL

MC_CGL

DSPI_2

MC_CGL

SIUL

I/O

O

O

O

I

Slow Medium 96 138 162

B[7] PCR[23]

ALT0

ALT1

ALT2

ALT3

—

—

GPIO[23]

—

—

—

AN[0]

RXD

SIUL

—

—

—

ADC_0

LINFlex_0

Input Only — — 29 43 51

B[8] PCR[24]

ALT0

ALT1

ALT2

ALT3

—

—

GPIO[24]

—

—

—

AN[1]

ETC[5]

SIUL

—

—

—

ADC_0

eTimer_0

Input Only — — 31 47 55

Table 7. Pin muxing(1) (continued) 

Port
pin

PCR
No.

Alternate
function(2),

(3)
Functions

Peripheral
(4)

I/O
direction

(5)

Pad speed(6) Pin

SRC = 0 SRC = 1
LQFP
100

LQFP
144

LQFP
176(7)
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3.5.1 General notes for specifications at maximum junction temperature

An estimation of the chip junction temperature, TJ, can be obtained from Equation 1:

Equation 1 TJ = TA + (RJA × PD)

where:

TA= ambient temperature for the package (oC)

RJA= junction to ambient thermal resistance (oC/W)

PD= power dissipation in the package (W)

The junction to ambient thermal resistance is an industry standard value that provides a 
quick and easy estimation of thermal performance. Unfortunately, there are two values in 
common usage: the value determined on a single layer board and the value obtained on a 
board with two planes. For packages such as the PBGA, these values can be different by a 
factor of two. Which value is closer to the application depends on the power dissipated by 
other components on the board. The value obtained on a single layer board is appropriate 
for the tightly packed printed circuit board. The value obtained on the board with the internal 
planes is usually appropriate if the board has low power dissipation and the components are 
well separated.

When a heat sink is used, the thermal resistance is expressed in Equation 2 as the sum of a 
junction to case thermal resistance and a case to ambient thermal resistance:

Equation 2 RJA = RJC + RCA
where:

RJA = junction to ambient thermal resistance (°C/W)

RJC= junction to case thermal resistance (°C/W)

RCA= case to ambient thermal resistance (°C/W)

Table 13. Thermal characteristics for 100-pin LQFP 

Symbol Parameter Conditions Typical value Unit

RJA

D Thermal resistance junction-to-ambient, 
natural convection(1)

Single layer board—1s 47.3 °C/W

D Four layer board—2s2p 35.6 °C/W

RJB D Thermal resistance junction-to-board(2) Four layer board—2s2p 19.1 °C/W

RJCtop D Thermal resistance junction-to-case (top)(3) Single layer board—1s 9.1 °C/W

JB D Junction-to-board, natural convection(4) Operating conditions 19.1 °C/W

JC D Junction-to-case, natural convection(5) Operating conditions 1.1 °C/W

1. Junction-to-ambient thermal resistance determined per JEDEC JESD51-7. Thermal test board meets JEDEC specification 
for this package.

2. Junction-to-board thermal resistance determined per JEDEC JESD51-8. Thermal test board meets JEDEC specification for 
the specified package.

3. Junction-to-case at the top of the package determined using MIL-STD 883 Method 1012.1. The cold plate temperature is 
used for the case temperature. Reported value includes the thermal resistance of the interface layer.

4. Thermal characterization parameter indicating the temperature difference between the board and the junction temperature 
per JEDEC JESD51-2. When Greek letters are not available, the thermal characterization parameter is written as Psi-JB.

5. Thermal characterization parameter indicating the temperature difference between the case and the junction temperature 
per JEDEC JESD51-2. When Greek letters are not available, the thermal characterization parameter is written as Psi-JC.
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VDD_LV_REGCOR/VSS_LV_REGCOR pair. Additionally, capacitors with total values not below 
CDEC3, should be placed between the VDD_HV_REG/VSS_HV_REG pins close to ballast 
collector. Capacitors values have to take into account capacitor accuracy, aging and 
variation versus temperature.

All reported information are valid for voltage and temperature ranges described in 
recommended operating condition, Table 10 and Table 11.

Figure 9. Voltage regulator configuration

          

Table 16. Approved NPN ballast components

Part Manufacturer Approved derivatives(1)

1. For automotive applications please check with the appropriate transistor vendor for automotive grade 
certification.

BCP68

ON Semi BCP68

NXP BCP68-25

Infineon BCP68-25

BCX68 Infineon BCX68-10;BCX68-16;BCX68-25

BC868 NXP BC868

BC817
Infineon BC817-16;BC817-25;BC817SU;

NXP BC817-16;BC817-25

BCP56

ST BCP56-16

Infineon BCP56-10;BCP56-16

ON Semi BCP56-10

NXP BCP56-10;BCP56-16

BCTRL

VDD_LV_COR

CDEC3

CDEC2 CDEC1

VDD_HV_REG

BJT(1)

SPC56xP54x/SPC5

1. Refer to Table 16.
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3.11.2 DC electrical characteristics (3.3 V)

Table 22 gives the DC electrical characteristics at 3.3 V (3.0 V < VDD_HV_IOx < 3.6 V, 
NVUSRO[PAD3V5V]=1) as described in Figure 14.

Figure 14. I/O input DC electrical characteristics definition

          

VIL

VIN

VIH

PDIx = ‘1’

VDD

VHYS

(GPDI register of SIUL)

PDIx = ‘0’

Table 22. DC electrical characteristics (3.3 V, NVUSRO[PAD3V5V]=1)(1) 

Symbol Parameter Conditions Min Max Unit

VIL D Minimum low level input voltage — –0.1(2) — V

VIL P Maximum low level input voltage — — 0.35 VDD_HV_IOx V

VIH P Minimum high level input voltage — 0.65 VDD_HV_IOx — V

VIH D Maximum high level input voltage — — VDD_HV_IOx + 0.1(2) V

VHYS T Schmitt trigger hysteresis — 0.1 VDD_HV_IOx — V

VOL_S P Slow, low level output voltage IOL = 1.5 mA — 0.5 V

VOH_S P Slow, high level output voltage IOH = –1.5 mA VDD_HV_IOx – 0.8 — V

VOL_M P Medium, low level output voltage IOL = 2 mA — 0.5 V

VOH_M P Medium, high level output voltage IOH = –2 mA VDD_HV_IOx – 0.8 — V

VOL_F P Fast, high level output voltage IOL = 11 mA — 0.5 V

VOH_F P Fast, high level output voltage IOH = –11 mA VDD_HV_IOx – 0.8 — V

VOL_SYM P
Symmetric, high level output 
voltage

IOL = 1.5 mA — 0.5 V

VOH_SYM P
Symmetric, high level output 
voltage

IOH = –1.5 mA VDD_HV_IOx – 0.8 — V

IPU P Equivalent pull-up current
VIN = VIL –130 —

µA
VIN = VIH — –10
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3.12 Main oscillator electrical characteristics

The SPC56xP54x/SPC56xP60x provides an oscillator/resonator driver.

          

          

IRMSFST CC D
Root medium square 
I/O current for FAST 
configuration

CL = 25 pF, 40 MHz
VDD = 5.0 V ± 10%,
PAD3V5V = 0

— — 22

mA

CL = 25 pF, 64 MHz — — 33

CL = 100 pF, 40 MHz — — 56

CL = 25 pF, 40 MHz
VDD = 3.3 V ± 10%,
PAD3V5V = 1

— — 14

CL = 25 pF, 64 MHz — — 20

CL = 100 pF, 40 MHz — — 35

IAVGSEG SR D
Sum of all the static 
I/O current within a 
supply segment

VDD = 5.0 V ± 10%, PAD3V5V = 0 — — 70
mA

VDD = 3.3 V ± 10%, PAD3V5V = 1 — — 65

1. VDD = 3.3 V ± 10% / 5.0 V ± 10%, TA = –40 to 125 °C, unless otherwise specified.

2. Stated maximum values represent peak consumption that lasts only a few ns during I/O transition.

Table 26. I/O consumption (continued)

Symbol C Parameter Conditions(1)
Value

Unit
Min Typ Max

Table 27. Main oscillator electrical characteristics (5.0 V, NVUSRO[PAD3V5V]=0) 

Symbol Parameter Min Max Unit

fOSC SR Oscillator frequency 4 40 MHz

gm P Transconductance 6.5 25 mA/V

VOSC T Oscillation amplitude on EXTAL pin 1 — V

tOSCSU T Start-up time(1),(2)

1. The start-up time is dependent upon crystal characteristics, board leakage, etc., high ESR and excessive 
capacitive loads can cause long start-up time.

2. Value captured when amplitude reaches 90% of EXTAL.

8 — ms

Table 28. Main oscillator electrical characteristics (3.3 V, NVUSRO[PAD3V5V]=1) 

Symbol Parameter Min Max Unit

fOSC SR Oscillator frequency 4 40 MHz

gm P Transconductance 4 20 mA/V

VOSC T Oscillation amplitude on EXTAL pin 1 — V

tOSCSU T Start-up time(1),(2)

1. The start-up time is dependent upon crystal characteristics, board leakage, etc., high ESR and excessive 
capacitive loads can cause long start-up time.

2. Value captured when amplitude reaches 90% of EXTAL.

8 — ms
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3.13 FMPLL electrical characteristics
          

Table 29. Input clock characteristics 

Symbol Parameter Min Typ Max Unit

fOSC SR Oscillator frequency 4 — 40 MHz

fCLK SR Frequency in bypass — — 64 MHz

trCLK SR Rise/fall time in bypass — — 1 ns

tDC SR Duty cycle 47.5 50 52.5 %

Table 30. PLLMRFM electrical specifications (VDDPLL = 1.08 V to 1.32 V, VSS = VSSPLL = 0 V, 
TA = TL  to TH) 

Symbol Parameter Conditions
Value

Unit
min max

fref_crystal
fref_ext

D PLL reference frequency range(1) Crystal reference 4 40 MHz

fpll_in D
Phase detector input frequency range 
(after pre-divider)

— 4 16 MHz

fFMPLLOUT D Clock frequency range in normal mode — 4 120 MHz

fFREE P Free running frequency
Measured using 
clock division — 
typically /16

20 150 MHz

fsys D On-chip PLL frequency — 16 64 MHz

tCYC D System clock period — — 1 / fsys ns

fLORL
fLORH

D Loss of reference frequency window(2)
Lower limit 1.6 3.7

MHz
Upper limit 24 56

fSCM D Self-clocked mode frequency(3),(4) — 20 150 MHz

CJITTER T
CLKOUT 
period 
jitter(5),(6),(7),(8)

Short-term jitter(9) fSYS maximum –4 4 % fCLKOUT

Long-term jitter (avg. 
over 2 ms interval)

fPLLIN = 16 MHz 
(resonator), 
fPLLCLK at 64 MHz, 
4000 cycles

— 10 ns

tlpll D PLL lock time (10), (11) — — 200 µs

tdc D Duty cycle of reference — 40 60 %

fLCK D Frequency LOCK range — –6 6 % fsys

fUL D Frequency un-LOCK range — –18 18 % fsys

fCS

fDS
D Modulation Depth

Center spread ±0.25 ±4.0(12)

%fsys
Down Spread –0.5 –8.0

fMOD D Modulation frequency(13) — — 70 kHz

1. Considering operation with PLL not bypassed.
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3.15.2 ADC conversion characteristics

Table 32. ADC conversion characteristics 

Symbol Parameter Conditions(1)
Value

Unit
Min Typ Max

VINAN SR Analog input voltage(2) —
VSS_HV_AD

0.3
—

VSS_HV_AD 
+ 0.3

V

fCK SR

ADC Clock frequency 
(depends on ADC 
configuration)

(The duty cycle depends on 
AD_clk(3) frequency)

— 3(4) — 60 MHz

fs SR Sampling frequency — — — 1.53 MHz

tADC_S D Sample time(5)

fADC = 20 MHz,
INPSAMP = 3

125 — — ns

fADC = 9 MHz,
INPSAMP = 255

— — 28.2 µs

tADC_C P Conversion time(6) fADC = 20 MHz(7),
INPCMP = 1

0.650 — — µs

CS
(8) D

ADC input sampling 
capacitance

— — — 2.5 pF

CP1
(8) D ADC input pin capacitance 1 — — — 3 pF

CP2
(8) D ADC input pin capacitance 2 — — — 1 pF

CP3
(8) D ADC input pin capacitance 3 — — — 1 pF

RSW1
(8) D

Internal resistance of analog 
source

VDD_HV_AD = 5 V ±10% — — 0.6 k

VDD_HV_AD = 3.3 V ±10% — — 3 k

RSW2
(8) D

Internal resistance of analog 
source

VDD_HV_AD = 5 V ±10% — — 2.15 k

VDD_HV_AD = 3.3 V ±10% — — 3.6 k

RAD
(8) D

Internal resistance of analog 
source

— — — 2 k

IINJ T Input current injection

Current injection on one ADC 
input, different from the 
converted one. Remains 
within TUE spec.

–5 — 5 mA

INL P Integral Non Linearity No overload — ±1.5 — LSB

DNL P Differential Non Linearity No overload –1.0 — 1.0 LSB

OFS T Offset error — — ±1 — LSB

GNE T Gain error — — ±1 — LSB

TUE P
Total unadjusted error 
without current injection

16 precision channels –2.5 — 2.5 LSB
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3. The maximum program and erase times occur after the specified number of program/erase cycles. These maximum values 
are characterized but not guaranteed.

4. Actual hardware programming times. This does not include software overhead.

5. Typical bank programming time assumes that all cells are programmed in a single pulse. In reality some cells will require 
more than one pulse, adding a small overhead to total bank programming time (see Initial Max column).

6. Time between erase suspend resume and next erase suspend.

Table 34. Flash memory module life 

Symbol Parameter Conditions
Value

Unit
Min Typ

P/E C
Number of program/erase cycles per block 
for 16 KB blocks over the operating 
temperature range (TJ)

— 100000 100000 cycles

P/E C
Number of program/erase cycles per block 
for 32 KB blocks over the operating 
temperature range (TJ)

— 10000 100000 cycles

P/E C
Number of program/erase cycles per block 
for 64 KB blocks over the operating 
temperature range (TJ)

— 10000 100000 cycles

P/E C
Number of program/erase cycles per block 
for 128 KB blocks over the operating 
temperature range (TJ)

— 1000 100000 cycles

Retention C
Minimum data retention at 85 °C average 
ambient temperature(1)

Blocks with 0 – 1000 
P/E cycles

20 — years

Blocks with 10000 P/E 
cycles

10 — years

Blocks with 100000 P/E 
cycles

5 — years

1. Ambient temperature averaged over duration of application, not to exceed recommended product operating temperature 
range.

Table 35. Flash read access timing  

Symbol C Parameter Conditions(1)

1. VDD = 3.3 V ± 10% / 5.0 V ± 10%, TA = –40 to 125 °C, unless otherwise specified.

Max Unit

Fmax C
Maximum working frequency for Code Flash 
at given number of WS in worst conditions

2 wait states 66
MHz

0 wait states 22

Fmax C
Maximum working frequency for Data Flash at 
given number of WS in worst conditions

8 wait states 66 MHz
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Figure 23. JTAG test access port timing

TCK

4

5

6

7 8

TMS, TDI

TDO
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Figure 25. Nexus output timing

Figure 26. Nexus event trigger and test clock timings

6
tNTDIS CC D TDI data setup time 6 — — ns

tNTMSS CC D TMS data setup time 6 — — ns

7
tNTDIH CC D TDI data hold time 10 — — ns

tNTMSH CC D TMS data hold time 10 — — ns

8 tTDOV CC D TCK low to TDO data valid — — 35 ns

9 tTDOI CC D TCK low to TDO data invalid 6 — — ns

1. All values need to be confirmed during device validation. 

2. Lower frequency is required to be fully compliant to standard.

Table 39. Nexus debug port timing(1) (continued)

No. Symbol C Parameter
Value

Unit
Min Typ Max

1

3

4

MCKO

MDO
MSEO

EVTO
Output Data Valid

2

TCK

5

EVTI
EVTO
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Figure 29. DSPI classic SPI timing — master, CPHA = 0

12 tHO CC D Data hold time for outputs

Master (MTFE = 0) –2 —

ns
Slave 6 —

Master (MTFE = 1, CPHA = 0) 6 —

Master (MTFE = 1, CPHA = 1) –2 —

1. All timing are provided with 50pF capacitance on output, 1ns transition time on input signal

Table 41. DSPI timing(1) (continued)

No. Symbol C Parameter Conditions Min Max Unit

Data Last DataFirst Data

First Data Data Last Data

SIN

SOUT

PCSx

SCK Output 

4

9

12

1

11

10

4

SCK Output 

 (CPOL=0)

 (CPOL=1)

32
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Figure 36. DSPI modified transfer format timing — slave, CPHA = 1

Figure 37. DSPI PCS strobe (PCSS) timing

5  6

9

12

11

10

Last Data

Last DataSIN

SOUT

SS

First Data

First Data

Data

Data

SCK Input 

SCK Input 

(CPOL=0)

(CPOL=1)

PCSx

7 8

PCSS
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15-May-2012 3

Removed “Enhanced Full-featured” version.
In the cover page, added “(1 × Master/Slave, 1 × Master Only)“ at the 

end of the bullet “2 LINFlex modules (LIN 2.1)”
Table 2: SPC56xP54x/SPC56xP60x device comparison, updated the 

value of “LINFLEX module” to “2 (1 × Master/Slave, 1 × Master only)”
Section 1.5.4: On-chip flash memory with ECC

replaced two occurrences of “3 wait states” to “2 wait states”
replaced 60 MHz to 64 MHz

Section 1.5.21: Serial communication interface module (LINFlex), 
updated first bullet to “Supports LIN Master mode (on both modules), 
LIN Slave mode (on one module) and UART mode”

Section 1.5.24: Analog-to-digital converter (ADC), removed bullet 
concerning the analog watchdogs from Normal mode features.

Table 5: Supply pins, removed VREG_BYPASS row.
Table 6: System pins:

added VREG_BYPASS row
added a footnote about RESET

Table 9: Absolute maximum ratings:
changed typical value of TVDD to 0.25 and added a footnote
added VINAN entry

Updated Section 3.8.1: Voltage regulator electrical characteristics
Updated Table 14: EMI testing specifications
Table 18: Low voltage monitor electrical characteristics, changed 

maximum value of VMLVDDOK_H to 1.15
Table 20: DC electrical characteristics (5.0 V, NVUSRO[PAD3V5V]=0), 

added IPU and IPD rows for RESET pin.
Table 21: Supply current (5.0 V, NVUSRO[PAD3V5V]=0):

added maximum values of IDD_LV_CORE for: RUN, HALT, and STOP 
mode
updated values and parameter classification of IDD_FLASH

Table 22: DC electrical characteristics (3.3 V, NVUSRO[PAD3V5V]=1), 
added IPU and IPD rows for RESET pin.

Table 23: Supply current (3.3 V, NVUSRO[PAD3V5V]=1):
added maximum values of IDD_LV_CORE for: RUN, HALT, and STOP 
mode
updated values and parameter classification of IDD_FLASH

Added Table 26: I/O consumption
Table 31: 16 MHz RC oscillator electrical characteristics, changed 

minimum and maximum values of RCMVAR respectively to -6 and 6.
Renamed Figure 16: Input equivalent circuit (precise channels) (was 

“Input equivalent circuit”)
Added Figure 17: Input equivalent circuit (extended channels)

Section 3.15.1: Input impedance and ADC accuracy, updated Equation 
4 and Equation 10

Table 32: ADC conversion characteristics, added VINAN, CP3 and RSW2 
rows

Table 44. Document revision history (continued)

Date Revision Substantive changes


