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They are called "embedded" because they are embedded
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rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
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range of applications.

Applications of "Embedded -
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3.2 Interconnect matrix

Several peripherals are directly interconnected. This allows autonomous communication 
between peripherals, thus saving CPU resources and power consumption. In addition, 
these hardware connections allow fast and predictable latency. 

Depending on peripherals, these interconnections can operate in Run, Sleep, Low-power 
run, Low-power sleep and Stop modes. 

Consumption 
VDD=1.8 to 3.6 V 
(Typ)

Down to 
140 µA/MHz 
(from Flash 
memory)

Down to 
37 µA/MHz 
(from Flash 

memory)

Down to 
8 µA

Down to 
4.5 µA

0.4 µA (No 
RTC) VDD=1.8 V

 0.28 µA (No 
RTC) VDD=1.8 V

0.8 µA (with 
RTC) VDD=1.8 V

0.65 µA (with 
RTC) VDD=1.8 V

0.4 µA (No 
RTC) VDD=3.0 V

 0.29 µA (No 
RTC) VDD=3.0 V

1 µA (with RTC) 
VDD=3.0 V

0.85 µA (with 
RTC) VDD=3.0 V

1. Legend:  
“Y” = Yes (enable).  
“O” = Optional can be enabled/disabled by software) 
“-” = Not available

2. Some peripherals with wakeup from Stop capability can request HSI to be enabled. In this case, HSI is woken up by the 
peripheral, and only feeds the peripheral which requested it. HSI is automatically put off when the peripheral does not need 
it anymore. 

3. UART and LPUART reception is functional in Stop mode. It generates a wakeup interrupt on Start. To generate a wakeup 
on address match or received frame event, the LPUART can run on LSE clock while the UART has to wake up or keep 
running the HSI clock.

4. I2C address detection is functional in Stop mode. It generates a wakeup interrupt in case of address match. It will wake up 
the HSI during reception.

Table 5. Functionalities depending on the working mode
(from Run/active down to standby) (continued)(1)

IPs Run/Active Sleep
Low-

power 
run

Low-
power 
sleep

Stop Standby

Wakeup 
capability

Wakeup 
capability

Table 6. STM32L0xx peripherals interconnect matrix 

Interconnect 
source 

Interconnect 
destination 

Interconnect action Run Sleep 
Low- 

power 
run 

Low- 
power 
sleep 

Stop

COMPx

TIM2,TIM21,
TIM22

Timer input channel, 
trigger from analog 
signals comparison 

Y Y Y Y -

LPTIM
Timer input channel, 
trigger from analog 
signals comparison 

Y Y Y Y Y

TIMx TIMx
Timer triggered by other 

timer
Y Y Y Y -
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Nested vectored interrupt controller (NVIC)

The ultra-low-power STM32L051x6/8 embed a nested vectored interrupt controller able to 
handle up to 32 maskable interrupt channels and 4 priority levels.

The Cortex-M0+ processor closely integrates a configurable Nested Vectored Interrupt 
Controller (NVIC), to deliver industry-leading interrupt performance. The NVIC: 

• includes a Non-Maskable Interrupt (NMI)

• provides zero jitter interrupt option

• provides four interrupt priority levels

The tight integration of the processor core and NVIC provides fast execution of Interrupt 
Service Routines (ISRs), dramatically reducing the interrupt latency. This is achieved 
through the hardware stacking of registers, and the ability to abandon and restart load-
multiple and store-multiple operations. Interrupt handlers do not require any assembler 
wrapper code, removing any code overhead from the ISRs. Tail-chaining optimization also 
significantly reduces the overhead when switching from one ISR to another.

To optimize low-power designs, the NVIC integrates with the sleep modes, that include a 
deep sleep function that enables the entire device to enter rapidly stop or standby mode.

This hardware block provides flexible interrupt management features with minimal interrupt 
latency.

3.4 Reset and supply management

3.4.1 Power supply schemes

• VDD = 1.65 to 3.6 V: external power supply for I/Os and the internal regulator. Provided 
externally through VDD pins.

• VSSA, VDDA = 1.65 to 3.6 V: external analog power supplies for ADC reset blocks, RCs 
and PLL. VDDA and VSSA must be connected to VDD and VSS, respectively.

3.4.2 Power supply supervisor

The devices have an integrated ZEROPOWER power-on reset (POR)/power-down reset 
(PDR) that can be coupled with a brownout reset (BOR) circuitry. 

Two versions are available:

• The version with BOR activated at power-on operates between 1.8 V and 3.6 V.

• The other version without BOR operates between 1.65 V and 3.6 V. 

After the VDD threshold is reached (1.65 V or 1.8 V depending on the BOR which is active or 
not at power-on), the option byte loading process starts, either to confirm or modify default 
thresholds, or to disable the BOR permanently: in this case, the VDD min value becomes 
1.65 V (whatever the version, BOR active or not, at power-on).

When BOR is active at power-on, it ensures proper operation starting from 1.8 V whatever 
the power ramp-up phase before it reaches 1.8 V. When BOR is not active at power-up, the 
power ramp-up should guarantee that 1.65 V is reached on VDD at least 1 ms after it exits 
the POR area.

Five BOR thresholds are available through option bytes, starting from 1.8 V to 3 V. To 
reduce the power consumption in Stop mode, it is possible to automatically switch off the 
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3.6 Low-power real-time clock and backup registers

The real time clock (RTC) and the 5 backup registers are supplied in all modes including 
standby mode. The backup registers are five 32-bit registers used to store 20 bytes of user 
application data. They are not reset by a system reset, or when the device wakes up from 
Standby mode.

The RTC is an independent BCD timer/counter. Its main features are the following:

• Calendar with subsecond, seconds, minutes, hours (12 or 24 format), week day, date, 
month, year, in BCD (binary-coded decimal) format

• Automatically correction for 28, 29 (leap year), 30, and 31 day of the month

• Two programmable alarms with wake up from Stop and Standby mode capability

• Periodic wakeup from Stop and Standby with programmable resolution and period

• On-the-fly correction from 1 to 32767 RTC clock pulses. This can be used to 
synchronize it with a master clock.

• Reference clock detection: a more precise second source clock (50 or 60 Hz) can be 
used to enhance the calendar precision.

• Digital calibration circuit with 1 ppm resolution, to compensate for quartz crystal 
inaccuracy

• 2 anti-tamper detection pins with programmable filter. The MCU can be woken up from 
Stop and Standby modes on tamper event detection.

• Timestamp feature which can be used to save the calendar content. This function can 
be triggered by an event on the timestamp pin, or by a tamper event. The MCU can be 
woken up from Stop and Standby modes on timestamp event detection.

The RTC clock sources can be:

• A 32.768 kHz external crystal

• A resonator or oscillator

• The internal low-power RC oscillator (typical frequency of 37 kHz) 

• The high-speed external clock

3.7 General-purpose inputs/outputs (GPIOs)

Each of the GPIO pins can be configured by software as output (push-pull or open-drain), as 
input (with or without pull-up or pull-down) or as peripheral alternate function. Most of the 
GPIO pins are shared with digital or analog alternate functions, and can be individually 
remapped using dedicated alternate function registers. All GPIOs are high current capable. 
Each GPIO output, speed can be slowed (40 MHz, 10 MHz, 2 MHz, 400 kHz). The alternate 
function configuration of I/Os can be locked if needed following a specific sequence in order 
to avoid spurious writing to the I/O registers. The I/O controller is connected to a dedicated 
IO bus with a toggling speed of up to 32 MHz.

Extended interrupt/event controller (EXTI)

The extended interrupt/event controller consists of 28 edge detector lines used to generate 
interrupt/event requests. Each line can be individually configured to select the trigger event 
(rising edge, falling edge, both) and can be masked independently. A pending register 
maintains the status of the interrupt requests. The EXTI can detect an external line with a 
pulse width shorter than the Internal APB2 clock period. Up to 51 GPIOs can be connected 
to the 16 configurable interrupt/event lines. The 12 other lines are connected to PVD, RTC, 
USARTs, LPUART, LPTIMER or comparator events.
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4 Pin descriptions

Figure 3. STM32L051x6/8 LQFP64 pinout - 10 x 10 mm 

1. The above figure shows the package top view.

2. I/O supplied by VDDIO2.
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Table 14. Legend/abbreviations used in the pinout table 

Name Abbreviation Definition 

Pin name 
Unless otherwise specified in brackets below the pin name, the pin function during 
and after reset is the same as the actual pin name 

Pin type 

S Supply pin 

I Input only pin 

I/O Input / output pin 

I/O structure 

FT 5 V tolerant I/O 

FTf 5 V tolerant I/O, FM+ capable

TC Standard 3.3V I/O 

B Dedicated BOOT0 pin

RST Bidirectional reset pin with embedded weak pull-up resistor

Notes 
Unless otherwise specified by a note, all I/Os are set as floating inputs during and 
after reset. 

Pin functions 

Alternate 
functions 

Functions selected through GPIOx_AFR registers 

Additional 
functions 

Functions directly selected/enabled through peripheral registers 

Table 15. STM32L051x6/8 pin definitions  

Pin Number

Pin name 
(function 

after reset) P
in

 t
yp

e

I/O
 s

tr
u

ct
u

re

N
o

te
s

Alternate functions
Additional 
functions

L
Q

F
P

64

T
F

B
G

A
64

L
Q

F
P

48

W
L

C
S

P
36

(1
)

L
Q

F
P

32

U
F

Q
F

P
N

32

1 B2 1 - - - VDD S - - - -

2 A2 2 - - - PC13 I/O FT - -

RTC_TAMP1/
RTC_TS/

RTC_OUT/
WKUP2

3 A1 3 A6 2 2
PC14-

OSC32_IN 
(PC14)

I/O FT - - OSC32_IN

4 B1 4 B6 3 3
PC15-

OSC32_OUT 
(PC15)

I/O TC - - OSC32_OUT



Pin descriptions STM32L051x6 STM32L051x8

40/131 DocID025938 Rev 7

33 H8 25 - - - PB12 I/O FT -
SPI2_NSS/I2S2_WS, 
LPUART1_RTS_DE,

EVENTOUT
-

34 G8 26 - - - PB13 I/O FTf -

SPI2_SCK/I2S2_CK, 
LPUART1_CTS, 

I2C2_SCL, 
TIM21_CH1

-

35 F8 27 - - - PB14 I/O FTf -

SPI2_MISO/I
2S2_MCK, 
RTC_OUT, 

LPUART1_RTS_DE, 
I2C2_SDA, 
TIM21_CH2

-

36 F7 28 - - - PB15 I/O FT -
SPI2_MOSI/I2S2_SD

, RTC_REFIN
-

37 F6 - - - - PC6 I/O FT - TIM22_CH1 -

38 E7 - - - - PC7 I/O FT - TIM22_CH2 -

39 E8 - - - - PC8 I/O FT - TIM22_ETR -

40 D8 - - - - PC9 I/O FT - TIM21_ETR -

41 D7 29 E1 18 18 PA8 I/O FT -
MCO, EVENTOUT, 

USART1_CK
-

42 C7 30 D1 19 19 PA9 I/O FT - MCO, USART1_TX -

43 C6 31 C1 20 20 PA10 I/O FT -  USART1_RX -

44 C8 32 C2 21 21 PA11 I/O FT -

SPI1_MISO, 
EVENTOUT, 

USART1_CTS, 
COMP1_OUT

-

45 B8 33 B1 22 22 PA12 I/O FT -

SPI1_MOSI, 
EVENTOUT, 

USART1_RTS_DE, 
COMP2_OUT

-

46 A8 34 A1 23 23 PA13 I/O FT - SWDIO -

47 D5 35 - - - VSS S - - -

Table 15. STM32L051x6/8 pin definitions  (continued)

Pin Number

Pin name 
(function 

after reset) P
in

 t
yp

e

I/O
 s

tr
u

ct
u

re

N
o

te
s

Alternate functions
Additional 
functions

L
Q

F
P

6
4

T
F

B
G

A
64

L
Q

F
P

4
8

W
L

C
S

P
36

(1
)

L
Q

F
P

3
2

U
F

Q
F

P
N

32
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Table 29. Current consumption in Run mode, code with data processing running from RAM 

Symbol Parameter Conditions fHCLK Typ Max(1) Unit

IDD (Run 
from 
RAM)

Supply current in 
Run mode, code 
executed from 
RAM, Flash 
switched off

fHSE = fHCLK up to 16 
MHz included, 

fHSE = fHCLK/2 above 
16 MHz (PLL ON)(2)

Range 3, 
VCORE=1.2 V, 
VOS[1:0]=11

1 MHz 135 170

µA2 MHz 240 270

4 MHz 450 480

Range 2, 
VCORE=1.5 ,V, 
VOS[1:0]=10

4 MHz 0.52 0.6

mA

8 MHz 1 1.2

16 MHz 2 2.3

Range 1, 
VCORE=1.8 V, 
VOS[1:0]=01 

8 MHz 1.25 1.4

16 MHz 2.45 2.8

32 MHz 5.1 5.4

MSI clock
Range 3, 
VCORE=1.2 V, 
VOS[1:0]=11

65 kHz 34.5 75

µA524 kHz 83 120

4.2 MHz 485 540

HSI16 clock source 
(16 MHz)

Range 2, 
VCORE=1.5 V, 
VOS[1:0]=10

16 MHz 2.1 2.3

mA
Range 1, 
VCORE=1.8 V, 
VOS[1:0]=01

32 MHz 5.1 5.6

1. Guaranteed by characterization results at 125 °C, unless otherwise specified.

2. Oscillator bypassed (HSEBYP = 1 in RCC_CR register).

Table 30. Current consumption in Run mode vs code type, 
code with data processing running from RAM(1)

Symbol Parameter Conditions fHCLK Typ Unit

IDD (Run 
from 
RAM)

Supply current in 
Run mode, code 
executed from 
RAM, Flash 
switched off

fHSE = fHCLK up to 
16 MHz included, 

fHSE = fHCLK/2 above 
16 MHz (PLL ON)(2)

Range 3, 
VCORE=1.2 V, 
VOS[1:0]=11

Dhrystone

4 MHz

450

µA
CoreMark 575

Fibonacci 370

while(1) 340

Range 1, 
VCORE=1.8 V, 
VOS[1:0]=01

Dhrystone

32 MHz

5.1

mA
CoreMark 6.25

Fibonacci 4.4

while(1) 4.7

1. Guaranteed by characterization results, unless otherwise specified.

2. Oscillator bypassed (HSEBYP = 1 in RCC_CR register).
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6.3.6 External clock source characteristics

High-speed external user clock generated from an external source

In bypass mode the HSE oscillator is switched off and the input pin is a standard GPIO.The 
external clock signal has to respect the I/O characteristics in Section 6.3.12. However, the 
recommended clock input waveform is shown in Figure 19.

          

Figure 19. High-speed external clock source AC timing diagram

Table 40. High-speed external user clock characteristics(1) 

1. Guaranteed by design.

Symbol Parameter Conditions Min Typ Max Unit

fHSE_ext
User external clock source 
frequency

CSS is ON or 
PLL is used

1 8 32 MHz

CSS is OFF, 
PLL not used

0 8 32 MHz

VHSEH OSC_IN input pin high level voltage

-

0.7VDD - VDD
V

VHSEL OSC_IN input pin low level voltage VSS - 0.3VDD

tw(HSE)
tw(HSE)

OSC_IN high or low time 12 - -

ns
tr(HSE)
tf(HSE)

OSC_IN rise or fall time - - 20

Cin(HSE) OSC_IN input capacitance - 2.6 - pF

DuCy(HSE) Duty cycle 45 - 55 %

IL OSC_IN Input leakage current VSS ≤ VIN ≤ VDD - - ±1 µA
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6.3.8 PLL characteristics

The parameters given in Table 47 are derived from tests performed under ambient 
temperature and VDD supply voltage conditions summarized in Table 23.

          

6.3.9 Memory characteristics

RAM memory

          

Flash memory and data EEPROM

          

Table 47. PLL characteristics 

Symbol Parameter
Value

Unit
Min Typ Max(1)

1. Guaranteed by characterization results.

fPLL_IN

PLL input clock(2)

2. Take care of using the appropriate multiplier factors so as to have PLL input clock values compatible with 
the range defined by fPLL_OUT.

2 - 24 MHz

PLL input clock duty cycle 45 - 55 %

fPLL_OUT PLL output clock 2 - 32 MHz

tLOCK
PLL input = 16 MHz

PLL VCO = 96 MHz
- 115 160 µs

Jitter Cycle-to-cycle jitter - ± 600 ps

IDDA(PLL) Current consumption on VDDA - 220 450
µA

IDD(PLL) Current consumption on VDD - 120 150

Table 48. RAM and hardware registers

Symbol Parameter  Conditions Min Typ Max Unit

VRM Data retention mode(1)

1. Minimum supply voltage without losing data stored in RAM (in Stop mode or under Reset) or in hardware 
registers (only in Stop mode).

STOP mode (or RESET) 1.65 - - V

Table 49. Flash memory and data EEPROM characteristics

Symbol Parameter  Conditions Min Typ Max(1) Unit

VDD
Operating voltage

Read / Write / Erase
- 1.65 - 3.6 V

tprog
Programming time for 
word or half-page

Erasing - 3.28 3.94
ms

Programming - 3.28 3.94
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The analog spike filter is compliant with I2C timings requirements only for the following 
voltage ranges:

• Fast mode Plus: 2.7 V ≤ VDD ≤ 3.6 V and voltage scaling Range 1

• Fast mode: 

– 2 V ≤ VDD ≤ 3.6 V and voltage scaling Range 1 or Range 2. 

– VDD < 2 V, voltage scaling Range 1 or Range 2, Cload < 200 pF. 

In other ranges, the analog filter should be disabled. The digital filter can be used instead. 

Note: In Standard mode, no spike filter is required. 

          

USART/LPUART characteristics

The parameters given in the following table are guaranteed by design. 

          

          

Table 68. I2C analog filter characteristics(1)

1. Guaranteed by characterization results.

Symbol Parameter Conditions Min Max Unit

tAF
Maximum pulse width of spikes that 
are suppressed by the analog filter

Range 1

50(2)

2. Spikes with widths below tAF(min) are filtered.

260(3)

3. Spikes with widths above tAF(max) are not filtered

nsRange 2 -

Range 3 -

Table 69. USART/LPUART characteristics

Symbol Parameter Conditions Typ Max Unit

tWUUSART

Wakeup time needed to 
calculate the maximum 

USART/LPUART baudrate 
allowing to wake up from 

Stop mode when the 
USART/LPUART is clocked 

by HSI

Stop mode with main regulator in 
Run mode, Range 2 or 3

- 8.7

µs

Stop mode with main regulator in 
Run mode, Range 1

- 8.1

Stop mode with main regulator in 
low-power mode, Range 2 or 3

- 12

Stop mode with main regulator in 
low-power mode, Range 1

- 11.4
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Table 71. SPI characteristics in voltage Range 2 (1) 

Symbol  Parameter  Conditions  Min Typ Max Unit

fSCK
1/tc(SCK)

SPI clock frequency

Master mode

- -

8

MHz
Slave mode Transmitter 

1.65<VDD<3.6V
8

Slave mode Transmitter 
2.7<VDD<3.6V

8(2)

Duty(SCK)
Duty cycle of SPI clock 

frequency
Slave mode 30 50 70 %

tsu(NSS) NSS setup time Slave mode, SPI presc = 2 4*Tpclk - -

ns

th(NSS) NSS hold time Slave mode, SPI presc = 2 2*Tpclk - -

tw(SCKH)

tw(SCKL)
SCK high and low time Master mode Tpclk-2 Tpclk Tpclk+2

tsu(MI)
Data input setup time

Master mode 0 - -

tsu(SI) Slave mode 3 - -

th(MI)
Data input hold time

Master mode 11 - -

th(SI) Slave mode 4.5 - -

ta(SO Data output access time Slave mode 18 - 52

tdis(SO) Data output disable time Slave mode 12 - 42

tv(SO)
Data output valid time

Slave mode - 20 56.5

tv(MO) Master mode - 5 9

th(SO)
Data output hold time

Slave mode 13 - -

th(MO) Master mode 3 - -

1. Guaranteed by characterization results.

2. The maximum SPI clock frequency in slave transmitter mode is determined by the sum of tv(SO) and tsu(MI) which has to fit 
into SCK low or high phase preceding the SCK sampling edge. This value can be achieved when the SPI communicates 
with a master having tsu(MI) = 0 while Duty(SCK) = 50%.
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Table 72. SPI characteristics in voltage Range 3 (1)

Symbol  Parameter  Conditions  Min Typ Max Unit

 fSCK
1/tc(SCK)

SPI clock frequency
Master mode

- -
2

MHz
Slave mode 2(2)

Duty(SCK)
Duty cycle of SPI clock 

frequency
Slave mode 30 50 70 %

tsu(NSS) NSS setup time Slave mode, SPI presc = 2 4*Tpclk - -

ns

th(NSS) NSS hold time Slave mode, SPI presc = 2 2*Tpclk - -

tw(SCKH)

tw(SCKL)
SCK high and low time Master mode Tpclk-2 Tpclk Tpclk+2

tsu(MI)
Data input setup time

Master mode 1.5 - -

tsu(SI) Slave mode 6 - -

th(MI)
Data input hold time

Master mode 13.5 - -

th(SI) Slave mode 16 - -

ta(SO Data output access time Slave mode 30 - 70

tdis(SO) Data output disable time Slave mode 40 - 80

tv(SO)
Data output valid time

Slave mode - 30 70

tv(MO) Master mode - 7 9

th(SO)
Data output hold time

Slave mode 25 - -

th(MO) Master mode 8 - -

1. Guaranteed by characterization results.

2. The maximum SPI clock frequency in slave transmitter mode is determined by the sum of tv(SO) and tsu(MI) which has to fit 
into SCK low or high phase preceding the SCK sampling edge. This value can be achieved when the SPI communicates 
with a master having tsu(MI) = 0 while Duty(SCK) = 50%.
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Figure 34. SPI timing diagram - master mode(1)

1. Measurement points are done at CMOS levels: 0.3VDD and 0.7VDD.
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Table 74. LQFP64 - 64-pin, 10 x 10 mm low-profile quad flat 
package mechanical data 

Symbol
millimeters inches(1)

1. Values in inches are converted from mm and rounded to 4 decimal digits.

Min Typ Max Min Typ Max

A  - - 1.600 - - 0.0630

A1 0.050 - 0.150 0.0020 - 0.0059

A2 1.350 1.400 1.450 0.0531 0.0551 0.0571

b 0.170 0.220 0.270 0.0067 0.0087 0.0106

c 0.090 - 0.200 0.0035 - 0.0079

D - 12.000  - - 0.4724 -

D1  - 10.000  - - 0.3937 -

D3 - 7.500 - - 0.2953 -

E  - 12.000 - - 0.4724 -

E1  - 10.000  - - 0.3937 -

E3 - 7.500 - - 0.2953 -

e - 0.500 - - 0.0197 -

K 0° 3.5° 7° 0° 3.5° 7°

L 0.450 0.600 0.750 0.0177 0.0236 0.0295

L1  - 1.000  - - 0.0394 -

ccc - - 0.080 - - 0.0031
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Figure 41. TFBGA64 – 64-ball, 5 x 5 mm, 0.5 mm pitch, thin profile fine pitch ball 
,grid array recommended footprint

          

Note: Non solder mask defined (NSMD) pads are recommended.

4 to 6 mils solder paste screen printing process.

ddd - - 0.080 - - 0.0031

eee - - 0.150 - - 0.0059

fff - - 0.050 - - 0.0020

1. Values in inches are converted from mm and rounded to 4 decimal digits.

Table 76. TFBGA64 recommended PCB design rules (0.5 mm pitch BGA) 

Dimension Recommended values

Pitch 0.5

Dpad 0.27 mm

Dsm
0.35 mm typ. (depends on the soldermask 
registration tolerance)

Solder paste 0.27 mm aperture diameter.

Table 75. TFBGA64 – 64-ball, 5 x 5 mm, 0.5 mm pitch, thin profile fine pitch ball 
grid array package mechanical data (continued)

Symbol
millimeters inches(1)

Min Typ Max Min Typ Max
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Figure 47. Standard WLCSP36 - 2.61 x 2.88 mm, 0.4 mm pitch wafer level chip scale
recommended footprint

          

F - 0.305(3) - - 0.012 -

G - 0.440(3) - - 0.017 -

aaa - - 0.100 - - 0.004

bbb - - 0.100 - - 0.004

ccc - - 0.100 - - 0.004

ddd - - 0.050 - - 0.002

eee - - 0.050 - - 0.002

1. Values in inches are converted from mm and rounded to the 3rd decimal place. 

2. Nominal dimension rounded to the 3rd decimal place results from process capability. 

3. Calculated dimensions are rounded to the 3rd decimal place.

Table 79. Standard WLCSP36 recommended PCB design rules

 Dimension Recommended values

Pitch 0.4 mm

Dpad
260 µm max. (circular)

220 µm recommended

Dsm 300 µm min. (for 260 µm diameter pad)

PCB pad design Non-solder mask defined via underbump allowed

Table 78. Standard WLCSP36 - 2.61 x 2.88 mm, 0.4 mm pitch wafer level chip scale
mechanical data (continued)

 Symbol
millimeters inches(1)

Min Typ Max Min Typ Max
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7.6 LQFP32 package information

Figure 51. LQFP32 - 32-pin, 7 x 7 mm low-profile quad flat package outline

1. Drawing is not to scale.

Table 81. WLCSP36 recommended PCB design rules 

 Dimension Recommended values

Pitch 0.4 mm

Dpad
260 µm max. (circular)

220 µm recommended

Dsm 300 µm min. (for 260 µm diameter pad)

PCB pad design Non-solder mask defined via underbump allowed



DocID025938 Rev 7 129/131

STM32L051x6 STM32L051x8 Revision history

130

17-Mar-2016 6

Updated number of SPIs on cover page and in Table 2: Ultra-low-
power STM32L051x6/x8 device features and peripheral counts.

Changed minimum comparator supply voltage to 1.65 V on cover page. 

Added number of fast and standard channels in Section 3.11: Analog-
to-digital converter (ADC).

Updated Section 3.16.2: Universal synchronous/asynchronous receiver 
transmitter (USART) and Section 3.16.4: Serial peripheral interface 
(SPI)/Inter-integrated sound (I2S) to mention the fact that USARTs with 
synchronous mode feature can be used as SPI master interfaces. 

Added baudrate allowing to wake up the MCU from Stop mode in 
Section 3.16.2: Universal synchronous/asynchronous receiver 
transmitter (USART) and Section 3.16.3: Low-power universal 
asynchronous receiver transmitter (LPUART).

In Section 6: Electrical characteristics, updated notes related to values 
guaranteed by characterization.

Changed VDDA minimum value to 1.65 V in Table 23: General operating 
conditions.

Section 6.3.15: 12-bit ADC characteristics:

– Table 60: ADC characteristics: 

Distinction made between VDDA for fast and standard channels; 
added note 1.
Added note 4 related to RADC.
Updated fTRIG. and VAIN maximum value.
Updated tS and tCONV.
Added VREF+.

– Updated equation 1 description.

– Updated Table 61: RAIN max for fADC = 16 MHz for fADC = 16 MHz 
and distinction made between fast and standard channels.

Added Table 69: USART/LPUART characteristics.

Updated Figure 45: LQFP48 marking example (package top view).

Table 86. Document revision history (continued)

Date Revision Changes


