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What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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3 Functional overview

3.1 ARM® Cortex®-M4 core with FPU

The ARM® Cortex®-M4 with FPU processor is the latest generation of ARM processors for 
embedded systems. It was developed to provide a low-cost platform that meets the needs of 
MCU implementation, with a reduced pin count and low-power consumption, while 
delivering outstanding computational performance and an advanced response to interrupts.

The ARM® Cortex®-M4 with FPU 32-bit RISC processor features exceptional code-
efficiency, delivering the high-performance expected from an ARM core in the memory size 
usually associated with 8- and 16-bit devices.

The processor supports a set of DSP instructions which allow efficient signal processing and 
complex algorithm execution. 

Its single precision FPU speeds up software development by using metalanguage 
development tools, while avoiding saturation.

With its embedded ARM core, the STM32L431xx family is compatible with all ARM tools 
and software.

Figure 1 shows the general block diagram of the STM32L431xx family devices.

3.2 Adaptive real-time memory accelerator (ART Accelerator™)

The ART Accelerator™ is a memory accelerator which is optimized for STM32 industry-
standard ARM® Cortex®-M4 processors. It balances the inherent performance advantage of 
the ARM® Cortex®-M4 over Flash memory technologies, which normally requires the 
processor to wait for the Flash memory at higher frequencies.

To release the processor near 100 DMIPS performance at 80MHz, the accelerator 
implements an instruction prefetch queue and branch cache, which increases program 
execution speed from the 64-bit Flash memory. Based on CoreMark benchmark, the 
performance achieved thanks to the ART accelerator is equivalent to 0 wait state program 
execution from Flash memory at a CPU frequency up to 80 MHz.

3.3 Memory protection unit

The memory protection unit (MPU) is used to manage the CPU accesses to memory to 
prevent one task to accidentally corrupt the memory or resources used by any other active 
task. This memory area is organized into up to 8 protected areas that can in turn be divided 
up into 8 subareas. The protection area sizes are between 32 bytes and the whole 4 
gigabytes of addressable memory.

The MPU is especially helpful for applications where some critical or certified code has to be 
protected against the misbehavior of other tasks. It is usually managed by an RTOS (real-
time operating system). If a program accesses a memory location that is prohibited by the 
MPU, the RTOS can detect it and take action. In an RTOS environment, the kernel can 
dynamically update the MPU area setting, based on the process to be executed.

The MPU is optional and can be bypassed for applications that do not need it.
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RC, the HSI16 RC and the HSE crystal oscillators are disabled. The LSE or LSI is still 
running. 

The RTC can remain active (Stop mode with RTC, Stop mode without RTC).

Some peripherals with wakeup capability can enable the HSI16 RC during Stop mode 
to detect their wakeup condition.

Three Stop modes are available: Stop 0, Stop 1 and Stop 2 modes. In Stop 2 mode, 
most of the VCORE domain is put in a lower leakage mode. 

Stop 1 offers the largest number of active peripherals and wakeup sources, a smaller 
wakeup time but a higher consumption than Stop 2. In Stop 0 mode, the main regulator 
remains ON, allowing a very fast wakeup time but with much higher consumption.

The system clock when exiting from Stop 0, Stop1 or Stop2 modes can be either MSI 
up to 48 MHz or HSI16, depending on software configuration.

• Standby mode

The Standby mode is used to achieve the lowest power consumption with BOR. The 
internal regulator is switched off so that the VCORE domain is powered off. The PLL, 
the MSI RC, the HSI16 RC and the HSE crystal oscillators are also switched off.

The RTC can remain active (Standby mode with RTC, Standby mode without RTC).

The brown-out reset (BOR) always remains active in Standby mode.

The state of each I/O during standby mode can be selected by software: I/O with 
internal pull-up, internal pull-down or floating.

After entering Standby mode, SRAM1 and register contents are lost except for registers 
in the Backup domain and Standby circuitry. Optionally, SRAM2 can be retained in 
Standby mode, supplied by the low-power Regulator (Standby with RAM2 retention 
mode).

The device exits Standby mode when an external reset (NRST pin), an IWDG reset, 
WKUP pin event (configurable rising or falling edge), or an RTC event occurs (alarm, 
periodic wakeup, timestamp, tamper) or a failure is detected on LSE (CSS on LSE).

The system clock after wakeup is MSI up to 8 MHz.

• Shutdown mode

The Shutdown mode allows to achieve the lowest power consumption. The internal 
regulator is switched off so that the VCORE domain is powered off. The PLL, the 
HSI16, the MSI, the LSI and the HSE oscillators are also switched off.

The RTC can remain active (Shutdown mode with RTC, Shutdown mode without RTC).

The BOR is not available in Shutdown mode. No power voltage monitoring is possible 
in this mode, therefore the switch to Backup domain is not supported. 

SRAM1, SRAM2 and register contents are lost except for registers in the Backup 
domain. 

The device exits Shutdown mode when an external reset (NRST pin), a WKUP pin 
event (configurable rising or falling edge), or an RTC event occurs (alarm, periodic 
wakeup, timestamp, tamper). 

The system clock after wakeup is MSI at 4 MHz.
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3.10 Interconnect matrix

Several peripherals have direct connections between them. This allows autonomous 
communication between peripherals, saving CPU resources thus power supply 
consumption. In addition, these hardware connections allow fast and predictable latency.

Depending on peripherals, these interconnections can operate in Run, Sleep, low-power run 
and sleep, Stop 0, Stop 1 and Stop 2 modes.

          

Table 5. STM32L431xx peripherals interconnect matrix 
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TIMx 

TIMx Timers synchronization or chaining Y Y Y Y - -

ADCx

DACx
Conversion triggers Y Y Y Y - -

DMA Memory to memory transfer trigger Y Y Y Y - -

COMPx Comparator output blanking Y Y Y Y - -

TIM15/TIM16 IRTIM Infrared interface output generation Y Y Y Y - -

COMPx 

TIM1

TIM2
Timer input channel, trigger, break from 
analog signals comparison

Y Y Y Y - -

LPTIMERx
Low-power timer triggered by analog 
signals comparison 

Y Y Y Y Y
Y
(1)

ADCx TIM1 Timer triggered by analog watchdog Y Y Y Y - -

RTC

TIM16 Timer input channel from RTC events Y Y Y Y - -

LPTIMERx
Low-power timer triggered by RTC alarms 
or tampers 

Y Y Y Y Y
Y
(1)

All clocks sources (internal 
and external)

TIM2

TIM15, 16
Clock source used as input channel for 
RC measurement and trimming

Y Y Y Y - -

CSS

CPU (hard fault)

RAM (parity error)

Flash memory (ECC error)

COMPx

PVD

TIM1

TIM15,16
Timer break Y Y Y Y - -
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3.11 Clocks and startup

The clock controller (see Figure 3) distributes the clocks coming from different oscillators to 
the core and the peripherals. It also manages clock gating for low-power modes and 
ensures clock robustness. It features:

• Clock prescaler: to get the best trade-off between speed and current consumption, 
the clock frequency to the CPU and peripherals can be adjusted by a programmable 
prescaler

• Safe clock switching: clock sources can be changed safely on the fly in run mode 
through a configuration register.

• Clock management: to reduce power consumption, the clock controller can stop the 
clock to the core, individual peripherals or memory.

• System clock source: four different clock sources can be used to drive the master 
clock SYSCLK:

– 4-48 MHz high-speed external crystal or ceramic resonator (HSE), that can supply 
a PLL. The HSE can also be configured in bypass mode for an external clock.

– 16 MHz high-speed internal RC oscillator (HSI16), trimmable by software, that can 
supply a PLL

– Multispeed internal RC oscillator (MSI), trimmable by software, able to generate 
12 frequencies from 100 kHz to 48 MHz. When a 32.768 kHz clock source is 
available in the system (LSE), the MSI frequency can be automatically trimmed by 
hardware to reach better than ±0.25% accuracy. The MSI can supply a PLL.

– System PLL which can be fed by HSE, HSI16 or MSI, with a maximum frequency 
at 80 MHz.

• RC48 with clock recovery system (HSI48): internal RC48 MHz clock source can be 
used to drive the SDMMC or the RNG peripherals. This clock can be output on the 
MCO.

• Auxiliary clock source: two ultralow-power clock sources that can be used to drive 
the real-time clock:

– 32.768 kHz low-speed external crystal (LSE), supporting four drive capability 
modes. The LSE can also be configured in bypass mode for an external clock.

– 32 kHz low-speed internal RC (LSI), also used to drive the independent watchdog. 
The LSI clock accuracy is ±5% accuracy.

• Peripheral clock sources: Several peripherals (SDMMC, RNG, SAI, USARTs, I2Cs, 
LPTimers, ADC, SWPMI) have their own independent clock whatever the system clock. 
Two PLLs, each having three independent outputs allowing the highest flexibility, can 
generate independent clocks for the ADC, the SDMMC/RNG and the SAI.

• Startup clock: after reset, the microcontroller restarts by default with an internal 4 MHz 
clock (MSI). The prescaler ratio and clock source can be changed by the application 
program as soon as the code execution starts.

• Clock security system (CSS): this feature can be enabled by software. If a HSE clock 
failure occurs, the master clock is automatically switched to HSI16 and a software 
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3.14 Interrupts and events

3.14.1 Nested vectored interrupt controller (NVIC)

The devices embed a nested vectored interrupt controller able to manage 16 priority levels, 
and handle up to 67 maskable interrupt channels plus the 16 interrupt lines of the Cortex®-
M4.

The NVIC benefits are the following:

• Closely coupled NVIC gives low latency interrupt processing

• Interrupt entry vector table address passed directly to the core

• Allows early processing of interrupts

• Processing of late arriving higher priority interrupts

• Support for tail chaining

• Processor state automatically saved

• Interrupt entry restored on interrupt exit with no instruction overhead

The NVIC hardware block provides flexible interrupt management features with minimal 
interrupt latency.

3.14.2 Extended interrupt/event controller (EXTI)

The extended interrupt/event controller consists of 37 edge detector lines used to generate 
interrupt/event requests and wake-up the system from Stop mode. Each external line can be 
independently configured to select the trigger event (rising edge, falling edge, both) and can 
be masked independently A pending register maintains the status of the interrupt requests. 
The internal lines are connected to peripherals with wakeup from Stop mode capability. The 
EXTI can detect an external line with a pulse width shorter than the internal clock period. Up 
to 83 GPIOs can be connected to the 16 external interrupt lines.
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Figure 6. STM32L431Vx UFBGA100 ballout(1)

1. The above figure shows the package top view.

Figure 7. STM32L431Rx LQFP64 pinout(1)

1. The above figure shows the package top view.
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Table 15. Alternate function AF0 to AF7 (for AF8 to AF15 see Table 16)  

Port

AF0 AF1 AF2 AF3 AF4 AF5 AF6 AF7

SYS_AF
TIM1/TIM2/

LPTIM1
TIM1/TIM2 USART2 I2C1/I2C2/I2C3 SPI1/SPI2 SPI3

USART1/
USART2/
USART3

Port A

PA0 - TIM2_CH1 - - - - - USART2_CTS

PA1 - TIM2_CH2 - - I2C1_SMBA SPI1_SCK -
USART2_RTS_

DE

PA2 - TIM2_CH3 - - - - - USART2_TX

PA3 - TIM2_CH4 - - - - - USART2_RX

PA4 - - - - - SPI1_NSS SPI3_NSS USART2_CK

PA5 - TIM2_CH1 TIM2_ETR - - SPI1_SCK - -

PA6 - TIM1_BKIN - - - SPI1_MISO COMP1_OUT USART3_CTS

PA7 - TIM1_CH1N - - I2C3_SCL SPI1_MOSI - -

PA8 MCO TIM1_CH1 - - - - - USART1_CK

PA9 - TIM1_CH2 - - I2C1_SCL - - USART1_TX

PA10 - TIM1_CH3 - - I2C1_SDA - - USART1_RX

PA11 - TIM1_CH4 TIM1_BKIN2 - - SPI1_MISO COMP1_OUT USART1_CTS

PA12 - TIM1_ETR - - - SPI1_MOSI -
USART1_RTS_

DE

PA13 JTMS-SWDIO IR_OUT - - - - - -

PA14 JTCK-SWCLK LPTIM1_OUT - - I2C1_SMBA - - -

PA15 JTDI TIM2_CH1 TIM2_ETR USART2_RX - SPI1_NSS SPI3_NSS
USART3_RTS_

DE
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Port D

PD0 - - - - - SPI2_NSS - -

PD1 - - - - - SPI2_SCK - -

PD2 - - - - - - -
USART3_RTS_

DE

PD3 - - - - - SPI2_MISO - USART2_CTS

PD4 - - - - - SPI2_MOSI -
USART2_RTS_

DE

PD5 - - - - - - - USART2_TX

PD6 - - - - - - - USART2_RX

PD7 - - - - - - - USART2_CK

PD8 - - - - - - - USART3_TX

PD9 - - - - - - - USART3_RX

PD10 - - - - - - - USART3_CK

PD11 - - - - - - - USART3_CTS

PD12 - - - - - - -
USART3_RTS_

DE

PD13 - - - - - - - -

PD14 - - - - - - - -

PD15 - - - - - - - -

Port E PE0 - - - - - - - -

Table 15. Alternate function AF0 to AF7 (for AF8 to AF15 see Table 16)  (continued)

Port

AF0 AF1 AF2 AF3 AF4 AF5 AF6 AF7

SYS_AF
TIM1/TIM2/

LPTIM1
TIM1/TIM2 USART2 I2C1/I2C2/I2C3 SPI1/SPI2 SPI3

USART1/
USART2/
USART3
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Port C

PC0 LPUART1_RX - - - - LPTIM2_IN1 EVENTOUT

PC1 LPUART1_TX - - - - - EVENTOUT

PC2 - - - - - - EVENTOUT

Port C

PC3 - - - - SAI1_SD_A LPTIM2_ETR EVENTOUT

PC4 - - - - - - EVENTOUT

PC5 - - - - - - EVENTOUT

PC6 - TSC_G4_IO1 - SDMMC1_D6 - - EVENTOUT

PC7 - TSC_G4_IO2 - SDMMC1_D7 - - EVENTOUT

PC8 - TSC_G4_IO3 - SDMMC1_D0 - - EVENTOUT

PC9 - TSC_G4_IO4 SDMMC1_D1 - - EVENTOUT

PC10 - TSC_G3_IO2 - SDMMC1_D2 - - EVENTOUT

PC11 - TSC_G3_IO3 - SDMMC1_D3 - - EVENTOUT

PC12 - TSC_G3_IO4 - SDMMC1_CK - - EVENTOUT

PC13 - - - - - - - EVENTOUT

PC14 - - - - - - - EVENTOUT

PC15 - - - - - - - EVENTOUT

Port D

PD0 - CAN1_RX - - - - - EVENTOUT

PD1 - CAN1_TX - - - - - EVENTOUT

PD2 - TSC_SYNC -
SDMMC1_

CMD
- - EVENTOUT

Table 16. Alternate function AF8 to AF15 (for AF0 to AF7 see Table 15)  (continued)

Port

AF8 AF9 AF10 AF11 AF12 AF13 AF14 AF15

LPUART1 CAN1/TSC QUADSPI

SDMMC1/
COMP1/
COMP2/
SWPMI1

SAI1
TIM2/TIM15/

TIM16/LPTIM2
EVENTOUT
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Table 35. Current consumption in Stop 0 

Symbol Parameter
Conditions TYP MAX(1)

1. Guaranteed by characterization results, unless otherwise specified.

Unit
VDD 25 °C 55 °C 85 °C 105 °C 125 °C 25 °C 55 °C 85 °C 105 °C 125 °C

IDD (Stop 0)

Supply 
current in 

Stop 0 mode,
RTC disabled 

1.8 V 108 119 158 221 347 133 158 244 395 704

µA
2.4 V 110 121 160 223 349 136 161 248 399 710

3 V 111 123 161 224 352 139 164 251 403 716

3.6 V 114 125 163 227 355 142 167 254 408 722(2)

2. Guaranteed by test in production.
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I/O system current consumption

The current consumption of the I/O system has two components: static and dynamic.

I/O static current consumption

All the I/Os used as inputs with pull-up generate current consumption when the pin is 
externally held low. The value of this current consumption can be simply computed by using 
the pull-up/pull-down resistors values given in Table 59: I/O static characteristics.

For the output pins, any external pull-down or external load must also be considered to 
estimate the current consumption.

Additional I/O current consumption is due to I/Os configured as inputs if an intermediate 
voltage level is externally applied. This current consumption is caused by the input Schmitt 
trigger circuits used to discriminate the input value. Unless this specific configuration is 
required by the application, this supply current consumption can be avoided by configuring 
these I/Os in analog mode. This is notably the case of ADC input pins which should be 
configured as analog inputs.

Caution: Any floating input pin can also settle to an intermediate voltage level or switch inadvertently, 
as a result of external electromagnetic noise. To avoid current consumption related to 
floating pins, they must either be configured in analog mode, or forced internally to a definite 
digital value. This can be done either by using pull-up/down resistors or by configuring the 
pins in output mode.

I/O dynamic current consumption

In addition to the internal peripheral current consumption measured previously (see 
Table 39: Peripheral current consumption), the I/Os used by an application also contribute 
to the current consumption. When an I/O pin switches, it uses the current from the I/O 
supply voltage to supply the I/O pin circuitry and to charge/discharge the capacitive load 
(internal or external) connected to the pin:

ISW VDDIOx fSW C××=

where

ISW is the current sunk by a switching I/O to charge/discharge the capacitive load

VDDIOx is the I/O supply voltage

fSW is the I/O switching frequency

C is the total capacitance seen by the I/O pin: C = CINT+ CEXT + CS 

CS is the PCB board capacitance including the pad pin. 

The test pin is configured in push-pull output mode and is toggled by software at a fixed 
frequency.



DocID028800 Rev 1 103/200

STM32L431xx Electrical characteristics

168

On-chip peripheral current consumption

The current consumption of the on-chip peripherals is given in Table 39. The MCU is placed 
under the following conditions:

• All I/O pins are in Analog mode

• The given value is calculated by measuring the difference of the current consumptions:

– when the peripheral is clocked on

– when the peripheral is clocked off

• Ambient operating temperature and supply voltage conditions summarized in Table 18: 
Voltage characteristics

• The power consumption of the digital part of the on-chip peripherals is given in 
Table 39. The power consumption of the analog part of the peripherals (where 
applicable) is indicated in each related section of the datasheet.

          

Table 39. Peripheral current consumption 

Peripheral Range 1 Range 2
Low-power run 

and sleep
Unit

AHB

Bus Matrix(1) 3.2 2.9 3.1

µA/MHz

ADC independent clock domain 0.4 0.1 0.2

ADC clock domain 2.1 1.9 1.9

CRC 0.4 0.2 0.3

DMA1 1.4 1.3 1.4

DMA2 1.5 1.3 1.4

FLASH 6.2 5.2 5.8

GPIOA(2) 1.7 1.4 1.6

GPIOB(2)) 1.6 1.3 1.6

GPIOC(2) 1.7 1.5 1.6

GPIOD(2) 1.8 1.6 1.7

GPIOE(2) 1.7 1.6 1.6

GPIOH(2) 0.6 0.6 0.5

QSPI 7.0 5.8 7.3

RNG independent clock domain 2.2 NA NA

RNG clock domain 0.5 NA NA

SRAM1 0.8 0.9 0.7

SRAM2 1.0 0.8 0.8

TSC 1.6 1.3 1.3

All AHB Peripherals 25.2 21.7 23.6

APB1

AHB to APB1 bridge(3) 0.9 0.7 0.9

CAN1 4.1 3.2 3.9

DAC1 2.4 1.8 2.2
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6.3.7 External clock source characteristics

High-speed external user clock generated from an external source

In bypass mode the HSE oscillator is switched off and the input pin is a standard GPIO.

The external clock signal has to respect the I/O characteristics in Section 6.3.14. However, 
the recommended clock input waveform is shown in Figure 20: High-speed external clock 
source AC timing diagram.

          

Figure 20. High-speed external clock source AC timing diagram

Table 43. High-speed external user clock characteristics(1) 

Symbol Parameter Conditions Min Typ Max Unit

fHSE_ext User external clock source frequency

Voltage scaling 
Range 1

- 8 48

MHz
Voltage scaling 
Range 2

- 8 26

VHSEH OSC_IN input pin high level voltage - 0.7 VDDIOx - VDDIOx
V

VHSEL OSC_IN input pin low level voltage - VSS - 0.3 VDDIOx

tw(HSEH)
tw(HSEL)

OSC_IN high or low time

Voltage scaling 
Range 1

7 - -

ns
Voltage scaling 
Range 2

18 - -

1. Guaranteed by design.
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High-speed external clock generated from a crystal/ceramic resonator

The high-speed external (HSE) clock can be supplied with a 4 to 48 MHz crystal/ceramic 
resonator oscillator. All the information given in this paragraph are based on design 
simulation results obtained with typical external components specified in Table 45. In the 
application, the resonator and the load capacitors have to be placed as close as possible to 
the oscillator pins in order to minimize output distortion and startup stabilization time. Refer 
to the crystal resonator manufacturer for more details on the resonator characteristics 
(frequency, package, accuracy).

          

For CL1 and CL2, it is recommended to use high-quality external ceramic capacitors in the 
5 pF to 20 pF range (typ.), designed for high-frequency applications, and selected to match 
the requirements of the crystal or resonator (see Figure 22). CL1 and CL2 are usually the 
same size. The crystal manufacturer typically specifies a load capacitance which is the 
series combination of CL1 and CL2. PCB and MCU pin capacitance must be included (10 pF 
can be used as a rough estimate of the combined pin and board capacitance) when sizing 
CL1 and CL2.

Table 45. HSE oscillator characteristics(1) 

1. Guaranteed by design.

Symbol Parameter Conditions(2)

2. Resonator characteristics given by the crystal/ceramic resonator manufacturer.

Min Typ Max Unit

fOSC_IN Oscillator frequency - 4 8 48 MHz

RF Feedback resistor - - 200 - kΩ 

IDD(HSE) HSE current consumption

During startup(3)

3. This consumption level occurs during the first 2/3 of the tSU(HSE) startup time 

- - 5.5

mA

VDD = 3 V, 
Rm = 30 Ω, 

CL = 10 pF@8 MHz
- 0.44 -

VDD = 3 V, 
Rm = 45 Ω, 

CL = 10 pF@8 MHz
- 0.45 -

VDD = 3 V, 
Rm = 30 Ω, 

CL = 5 pF@48 MHz
- 0.68 -

VDD = 3 V, 
Rm = 30 Ω,

CL = 10 pF@48 MHz
- 0.94 -

VDD = 3 V, 
Rm = 30 Ω, 

CL = 20 pF@48 MHz
- 1.77 -

Gm 
Maximum critical crystal 
transconductance

Startup - - 1.5 mA/V

tSU(HSE)
(4)

4. tSU(HSE) is the startup time measured from the moment it is enabled (by software) to a stabilized 8 MHz 
oscillation is reached. This value is measured for a standard crystal resonator and it can vary significantly 
with the crystal manufacturer

Startup time  VDD is stabilized - 2 - ms
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Figure 26. HSI48 frequency versus temperature

Low-speed internal (LSI) RC oscillator

          

6.3.9 PLL characteristics

The parameters given in Table 51 are derived from tests performed under temperature and 
VDD supply voltage conditions summarized in Table 21: General operating conditions.

          

Table 50. LSI oscillator characteristics(1) 

Symbol Parameter Conditions Min Typ Max Unit

fLSI LSI Frequency
VDD = 3.0 V, TA = 30 °C 31.04 - 32.96

kHz
VDD = 1.62 to 3.6 V, TA = -40 to 125 °C 29.5 - 34

tSU(LSI)(2) LSI oscillator start-
up time

- - 80 130 μs

tSTAB(LSI)(2) LSI oscillator 
stabilization time 

5% of final frequency - 125 180 μs

IDD(LSI)(2) LSI oscillator power 
consumption

- - 110 180 nA

1. Guaranteed by characterization results.

2. Guaranteed by design.

Table 51. PLL, PLLSAI1 characteristics(1) 

Symbol Parameter Conditions Min Typ Max Unit

fPLL_IN

PLL input clock(2) - 4 - 16 MHz

PLL input clock duty cycle - 45 - 55 %
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7.3 LQFP64 package information

Figure 48. LQFP64 - 64-pin, 10 x 10 mm low-profile quad flat package outline

1. Drawing is not to scale.

          

Table 92. LQFP64 - 64-pin, 10 x 10 mm low-profile quad flat 
package mechanical data 

Symbol
millimeters inches(1)

Min Typ Max Min Typ Max

A - - 1.600 - - 0.0630

A1 0.050 - 0.150 0.0020 - 0.0059

A2 1.350 1.400 1.450 0.0531 0.0551 0.0571

b 0.170 0.220 0.270 0.0067 0.0087 0.0106

c 0.090 - 0.200 0.0035 - 0.0079

D - 12.000 - - 0.4724 -

D1 - 10.000 - - 0.3937 -

D3 - 7.500 - - 0.2953 -

E - 12.000 - - 0.4724 -

E1 - 10.000 - - 0.3937 -
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7.4 UFBGA64 package information

Figure 51. UFBGA64 – 64-ball, 5 x 5 mm, 0.5 mm pitch ultra profile fine pitch ball grid 
array 

package outline

1. Drawing is not to scale.

          

Table 93. UFBGA64 – 64-ball, 5 x 5 mm, 0.5 mm pitch ultra profile fine pitch ball grid array 
package mechanical data 

Symbol
millimeters inches(1)

Min Typ Max Min Typ Max

A 0.460 0.530 0.600 0.0181 0.0209 0.0236

A1 0.050 0.080 0.110 0.0020 0.0031 0.0043

A2 0.400 0.450 0.500 0.0157 0.0177 0.0197

A3 0.080 0.130 0.180 0.0031 0.0051 0.0071

A4 0.270 0.320 0.370 0.0106 0.0126 0.0146

b 0.170 0.280 0.330 0.0067 0.0110 0.0130

D 4.850 5.000 5.150 0.1909 0.1969 0.2028

D1 3.450 3.500 3.550 0.1358 0.1378 0.1398

E 4.850 5.000 5.150 0.1909 0.1969 0.2028

E1 3.450 3.500 3.550 0.1358 0.1378 0.1398

e - 0.500 - - 0.0197 -


