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What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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Peripherals Brown-out Detect/Reset, DMA, I²S, POR, PWM, WDT

Number of I/O 50

Program Memory Size 128KB (128K x 8)

Program Memory Type FLASH

EEPROM Size -

RAM Size 32K x 8

Voltage - Supply (Vcc/Vdd) 1.8V ~ 3.6V

Data Converters A/D 28x12b; D/A 2x10b

Oscillator Type Internal

Operating Temperature -40°C ~ 85°C (TA)

Mounting Type Surface Mount

Package / Case 64-TQFP

Supplier Device Package 64-TQFP (10x10)
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Low Power Oscillator (LPOSC0)

Oscillator Frequency fLPOSC Full Temperature and 
Supply Range

19 20 21 MHz

TA = 25 °C,
VDD = 3.3 V

19.5 20 20.5 MHz

Divided Oscillator Frequency fLPOSCD Full Temperature and 
Supply Range

2.375 2.5 2.625 MHz

Power Supply Sensitivity PSSLPOSC TA = 25 °C — 0.5 — %/V

Temperature Sensitivity TSLPOSC VDD = 3.3 V — 55 — ppm/°C

Low Frequency Oscillator (LFOSC0)

Oscillator Frequency fLFOSC Full Temperature and 
Supply Range

13.4 16.4 19.7 kHz

TA = 25 °C,
VDD = 3.3 V

15.8 16.4 17.3 kHz

Power Supply Sensitivity PSSLFOSC TA = 25 °C — 2.4 — %/V

Temperature Sensitivity TSLFOSC VDD = 3.3 V — 0.2 — %/°C

RTC0 Oscillator (RTC0OSC)

Missing Clock Detector Trigger 
Frequency

fRTCMCD — 8 15 kHz

RTC Robust Duty Cycle Range DCRTC 25 — 55 %

Table 3.9. External Oscillator

Parameter Symbol Test Condition Min Typ Max Unit

External Input CMOS Clock
Frequency*

fCMOS 0 — 50 MHz

External Input CMOS Clock High Time tCMOSH 9 — — ns

External Input CMOS Clock Low Time tCMOSL 9 — — ns

External Crystal Clock Frequency fXTAL 0.01 — 30 MHz

*Note:  Minimum of 10 kHz during debug operations.

Table 3.8. Internal Oscillators (Continued)

Parameter Symbol Test Condition Min Typ Max Unit

*Note:  PLL0OSC in free-running oscillator mode.
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Table 3.16. Comparator 

Parameter Symbol Test Condition Min Typ Max Unit

Response Time, CMPMD = 00
(Highest Speed)

tRESP0 +100 mV Differential — 100 — ns

–100 mV Differential — 150 — ns

Response Time, CMPMD = 11
(Lowest Power)

tRESP3 +100 mV Differential — 1.4 — µs

–100 mV Differential — 3.5 — µs

Positive Hysteresis
Mode 0 (CPMD = 00)

HYSCP+ CMPHYP = 00 — 0.4 — mV

CMPHYP = 01 — 8 — mV

CMPHYP = 10 — 16 — mV

CMPHYP = 11 — 33 — mV

Negative Hysteresis
Mode 0 (CPMD = 00)

HYSCP- CMPHYN = 00 — 0.4 — mV

CMPHYN = 01 — –8 — mV

CMPHYN = 10 — –16 — mV

CMPHYN = 11 — –33 — mV

Positive Hysteresis
Mode 1 (CPMD = 01)

HYSCP+ CMPHYP = 00 — 0.5 — mV

CMPHYP = 01 — 6 — mV

CMPHYP = 10 — 12 — mV

CMPHYP = 11 — 24 — mV

Negative Hysteresis
Mode 1 (CPMD = 01)

HYSCP- CMPHYN = 00 — 0.5 — mV

CMPHYN = 01 — –6.0 — mV

CMPHYN = 10 — –12 — mV

CMPHYN = 11 — –24 — mV

Positive Hysteresis
Mode 2 (CPMD = 10)

HYSCP+ CMPHYP = 00 — 0.6 — mV

CMPHYP = 01 — 4.5 — mV

CMPHYP = 10 — 9.5 — mV

CMPHYP = 11 — 19 — mV

Negative Hysteresis
Mode 2 (CPMD = 10)

HYSCP- CMPHYN = 00 — 0.6 — mV

CMPHYN = 01 — –4.5 — mV

CMPHYN = 10 — –9.5 — mV

CMPHYN = 11 — –19 — mV
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PB0.8 Standard I/O 26 XBR0  ADC0.14
ADC1.14

PB0.9 Standard I/O 25 XBR0  ADC0.15
ADC1.15

PB0.10 Standard I/O 22 XBR0  DMA0T1 ADC1.8

PB0.11 Standard I/O 21 XBR0  DMA0T0 ADC1.7

PB0.12 Standard I/O 20 XBR0  ADC0T15
WAKE.0

ADC1.5
CS0.10

PB0.13 Standard I/O 19 XBR0  ADC1T15
WAKE.1

ADC1.4
CS0.11

PB0.14 Standard I/O 18 XBR0  WAKE.2 ADC1.3
CS0.12

PB0.15 Standard I/O 17 XBR0  WAKE.3 ADC1.2
CS0.13

PB1.0 Standard I/O 16 XBR0  WAKE.4 ADC1.1
CS0.14

PB1.1 Standard I/O 15 XBR0  WAKE.5 ADC1.0
CS0.15

PMU_Asleep

PB1.2 Standard I/O 12 XBR0  CMP0N.0
CMP1N.0

RTC0TCLK_OUT

PB1.3 Standard I/O 11 XBR0  CMP0P.0
CMP1P.0

PB3.0 5 V Tolerant I/O 10 XBR1  DAC0T0
DAC1T0
LPT0T0
INT0.0
INT1.0

WAKE.12

CMP0P.1
CMP1P.1

EXREGSP

Table 6.3. Pin Definitions and Alternate Functions for SiM3C1x4 (Continued)

Pin Name Type
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Figure 6.7. LGA-92 Landing Diagram

Table 6.5. LGA-92 Landing Diagram Dimensions

Dimension Typical Max

C1 6.50 —

C2 6.50 —

e 0.50 —

f — 0.35

P1 — 3.20

P2 — 3.20

Notes:
1. All dimensions shown are in millimeters (mm) unless otherwise 

noted.
2. All feature sizes shown are at Maximum Material Condition (MMC) 

and a card fabrication tolerance of 0.05 mm is assumed.
3. Dimensioning and Tolerancing is per the ANSI Y14.5M-1994 

specification.
4. This land pattern design is based on the IPC-7351 guidelines.
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6.4.1. LGA-92 Solder Mask Design

All metal pads are to be non-solder mask defined (NSMD). Clearance between the solder mask and the metal pad 
is to be 60 µm minimum, all the way around the pad.

6.4.2. LGA-92 Stencil Design

1.  A stainless steel, laser-cut and electro-polished stencil with trapezoidal walls should be used to assure 
good solder paste release.

2.  The stencil thickness should be 0.125 mm (5 mils).

3.  The ratio of stencil aperture to land pad size should be 1:1 for all perimeter pins.

4.  A 2 x 2 array of 1.25 mm square openings on 1.60 mm pitch should be used for the center ground pad.

6.4.3. LGA-92 Card Assembly

1.  A No-Clean, Type-3 solder paste is recommended.

2.  The recommended card reflow profile is per the JEDEC/IPC J-STD-020 specification for Small Body 
Components.
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Figure 6.9. TQFP-80 Landing Diagram

Table 6.7. TQFP-80 Landing Diagram Dimensions

Dimension Min Max

C1 13.30 13.40

C2 13.30 13.40

E 0.50 BSC

X 0.20 0.30

Y 1.40 1.50

Notes:
1. All dimensions shown are in millimeters (mm) unless otherwise 

noted.
2. This land pattern design is based on the IPC-7351 guidelines. 
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6.5.1. TQFP-80 Solder Mask Design

All metal pads are to be non-solder mask defined (NSMD). Clearance between the solder mask and the metal pad 
is to be 60 µm minimum, all the way around the pad.

6.5.2. TQFP-80 Stencil Design

1.  A stainless steel, laser-cut and electro-polished stencil with trapezoidal walls should be used to assure 
good solder paste release.

2.  The stencil thickness should be 0.125 mm (5 mils).

3.  The ratio of stencil aperture to land pad size should be 1:1 for all pads.

6.5.3. TQFP-80 Card Assembly

1.  A No-Clean, Type-3 solder paste is recommended.

2.  The recommended card reflow profile is per the JEDEC/IPC J-STD-020 specification for Small Body 
Components.



SiM3C1xx

Rev.1.0 77

6.6.  QFN-64 Package Specifications

Figure 6.10. QFN-64 Package Drawing

Table 6.8. QFN-64 Package Dimensions

Dimension Min Nominal Max

A 0.80 0.85 0.90

A1 0.00 0.02 0.05

b 0.18 0.25 0.30

D 9.00 BSC

D2 3.95 4.10 4.25

e 0.50 BSC

E 9.00 BSC

E2 3.95 4.10 4.25

L 0.30 0.40 0.50

aaa 0.10

bbb 0.10

ccc 0.08

ddd 0.10

eee 0.05

Notes:
1. All dimensions shown are in millimeters (mm) unless otherwise noted.
2. Dimensioning and Tolerancing per ANSI Y14.5M-1994.
3. This package outline conforms to JEDEC MO-220.
4. Recommended card reflow profile is per the JEDEC/IPC J-STD-020 

specification for Small Body Components.


