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systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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s. The LEUART includes all necessary hardware support to make asynchronous serial communication
possible with minimum of software intervention and energy consumption.

2.1.18 Timer/Counter (TIMER)

The 16-bit general purpose Timer has 3 compare/capture channels for input capture and compare/Pulse-
Width Modulation (PWM) output. TIMER0 also includes a Dead-Time Insertion module suitable for motor
control applications.

2.1.19 Real Time Counter (RTC)

The Real Time Counter (RTC) contains a 24-bit counter and is clocked either by a 32.768 kHz crystal
oscillator, or a 32.768 kHz RC oscillator. In addition to energy modes EM0 and EM1, the RTC is also
available in EM2. This makes it ideal for keeping track of time since the RTC is enabled in EM2 where
most of the device is powered down.

2.1.20 Backup Real Time Counter (BURTC)

The Backup Real Time Counter (BURTC) contains a 32-bit counter and is clocked either by a 32.768 kHz
crystal oscillator, a 32.768 kHz RC oscillator or a 1 kHz ULFRCO. The BURTC is available in all Energy
Modes and it can also run in backup mode, making it operational even if the main power should drain out.

2.1.21 Low Energy Timer (LETIMER)

The unique LETIMERTM, the Low Energy Timer, is a 16-bit timer that is available in energy mode EM2
in addition to EM1 and EM0. Because of this, it can be used for timing and output generation when most
of the device is powered down, allowing simple tasks to be performed while the power consumption of
the system is kept at an absolute minimum. The LETIMER can be used to output a variety of waveforms
with minimal software intervention. It is also connected to the Real Time Counter (RTC), and can be
configured to start counting on compare matches from the RTC.

2.1.22 Pulse Counter (PCNT)

The Pulse Counter (PCNT) can be used for counting pulses on a single input or to decode quadrature
encoded inputs. It runs off either the internal LFACLK or the PCNTn_S0IN pin as external clock source.
The module may operate in energy mode EM0 – EM3.

2.1.23 Analog Comparator (ACMP)

The Analog Comparator is used to compare the voltage of two analog inputs, with a digital output indi-
cating which input voltage is higher. Inputs can either be one of the selectable internal references or from
external pins. Response time and thereby also the current consumption can be configured by altering
the current supply to the comparator.

2.1.24 Voltage Comparator (VCMP)

The Voltage Supply Comparator is used to monitor the supply voltage from software. An interrupt can
be generated when the supply falls below or rises above a programmable threshold. Response time and
thereby also the current consumption can be configured by altering the current supply to the comparator.

2.1.25 Analog to Digital Converter (ADC)

The ADC is a Successive Approximation Register (SAR) architecture, with a resolution of up to 12 bits
at up to one million samples per second. The integrated input mux can select inputs from 8 external
pins and 6 internal signals.
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Module Configuration Pin Connections

VCMP Full configuration NA

ADC0 Full configuration ADC0_CH[7:0]

DAC0 Full configuration DAC0_OUT[1:0], DAC0_OUTxALT

OPAMP Full configuration Outputs: OPAMP_OUTx,
OPAMP_OUTxALT, Inputs:
OPAMP_Px, OPAMP_Nx

AES Full configuration NA

GPIO 81 pins Available pins are shown in
Table 4.3 (p. 67)

2.3 Memory Map

The EFM32WG380 memory map is shown in Figure 2.2 (p. 9) , with RAM and Flash sizes for the
largest memory configuration.

Figure 2.2. EFM32WG380 Memory Map with largest RAM and Flash sizes
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3.6 Power Management

The EFM32WG requires the AVDD_x, VDD_DREG and IOVDD_x pins to be connected together (with
optional filter) at the PCB level. For practical schematic recommendations, please see the application
note, "AN0002 EFM32 Hardware Design Considerations".

Table 3.6. Power Management

Symbol Parameter Condition Min Typ Max Unit

VBODextthr- BOD threshold on
falling external sup-
ply voltage

 1.74  1.96 V

VBODextthr+ BOD threshold on
rising external sup-
ply voltage

  1.85 1.98 V

VPORthr+ Power-on Reset
(POR) threshold on
rising external sup-
ply voltage

   1.98 V

tRESET Delay from reset
is released until
program execution
starts

Applies to Power-on Reset,
Brown-out Reset and pin reset.

 163  µs

CDECOUPLE Voltage regulator
decoupling capaci-
tor.

X5R capacitor recommended.
Apply between DECOUPLE pin
and GROUND

 1  µF

CUSB_VREGO USB voltage regu-
lator out decoupling
capacitor.

X5R capacitor recommended.
Apply between USB_VREGO
pin and GROUND

 1  µF

CUSB_VREGI USB voltage regula-
tor in decoupling ca-
pacitor.

X5R capacitor recommended.
Apply between USB_VREGI
pin and GROUND

 4.7  µF



...the world's most energy friendly microcontrollers

2014-06-13 - EFM32WG380FXX - d0192_Rev1.40 20 www.silabs.com

Symbol Parameter Condition Min Typ Max Unit

Sourcing 20 mA, VDD=3.0 V,
GPIO_Px_CTRL DRIVEMODE
= HIGH

0.80VDD   V

Sinking 0.1 mA, VDD=1.98 V,
GPIO_Px_CTRL DRIVEMODE
= LOWEST

 0.20VDD  V

Sinking 0.1 mA, VDD=3.0 V,
GPIO_Px_CTRL DRIVEMODE
= LOWEST

 0.10VDD  V

Sinking 1 mA, VDD=1.98 V,
GPIO_Px_CTRL DRIVEMODE
= LOW

 0.10VDD  V

Sinking 1 mA, VDD=3.0 V,
GPIO_Px_CTRL DRIVEMODE
= LOW

 0.05VDD  V

Sinking 6 mA, VDD=1.98 V,
GPIO_Px_CTRL DRIVEMODE
= STANDARD

  0.30VDD V

Sinking 6 mA, VDD=3.0 V,
GPIO_Px_CTRL DRIVEMODE
= STANDARD

  0.20VDD V

Sinking 20 mA, VDD=1.98 V,
GPIO_Px_CTRL DRIVEMODE
= HIGH

  0.35VDD V

VIOOL

Output low voltage
(Production test
condition = 3.0V,
DRIVEMODE =
STANDARD)

Sinking 20 mA, VDD=3.0 V,
GPIO_Px_CTRL DRIVEMODE
= HIGH

  0.25VDD V

IIOLEAK Input leakage cur-
rent

High Impedance IO connected
to GROUND or Vdd

 ±0.1 ±100 nA

RPU I/O pin pull-up resis-
tor

  40  kOhm

RPD I/O pin pull-down re-
sistor

  40  kOhm

RIOESD Internal ESD series
resistor

  200  Ohm

tIOGLITCH Pulse width of puls-
es to be removed
by the glitch sup-
pression filter

 10  50 ns

GPIO_Px_CTRL DRIVEMODE
= LOWEST and load capaci-
tance CL=12.5-25pF.

20+0.1CL  250 ns

tIOOF Output fall time
GPIO_Px_CTRL DRIVEMODE
= LOW and load capacitance
CL=350-600pF

20+0.1CL  250 ns

VIOHYST I/O pin hysteresis
(VIOTHR+ - VIOTHR-)

VDD = 1.98 - 3.8 V 0.10VDD   V



...the world's most energy friendly microcontrollers

2014-06-13 - EFM32WG380FXX - d0192_Rev1.40 21 www.silabs.com

Figure 3.11. Typical Low-Level Output Current, 2V Supply Voltage
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Figure 3.19.  Calibrated HFRCO 7 MHz Band Frequency vs Supply Voltage and Temperature
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Figure 3.20.  Calibrated HFRCO 11 MHz Band Frequency vs Supply Voltage and Temperature
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Figure 3.21.  Calibrated HFRCO 14 MHz Band Frequency vs Supply Voltage and Temperature
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Figure 3.28.  ADC Differential Linearity Error vs Code, Vdd = 3V, Temp = 25°C
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Figure 3.29.  ADC Absolute Offset, Common Mode = Vdd /2
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Figure 3.30.  ADC Dynamic Performance vs Temperature for all ADC References, Vdd = 3V
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Figure 3.34.  OPAMP Negative Power Supply Rejection Ratio

Figure 3.35.  OPAMP Voltage Noise Spectral Density (Unity Gain) V out =1V

Figure 3.36.  OPAMP Voltage Noise Spectral Density (Non-Unity Gain)
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3.14 Voltage Comparator (VCMP)

Table 3.19. VCMP

Symbol Parameter Condition Min Typ Max Unit

VVCMPIN Input voltage range   VDD  V

VVCMPCM VCMP Common
Mode voltage range

  VDD  V

BIASPROG=0b0000 and
HALFBIAS=1 in VCMPn_CTRL
register

 0.3 0.6 µA

IVCMP Active current
BIASPROG=0b1111 and
HALFBIAS=0 in VCMPn_CTRL
register. LPREF=0.

 22 35 µA

tVCMPREF Startup time refer-
ence generator

NORMAL  10  µs

Single ended  10  mV
VVCMPOFFSET Offset voltage

Differential  10  mV

VVCMPHYST VCMP hysteresis   61 210 mV

tVCMPSTART Startup time    10 µs

The VDD trigger level can be configured by setting the TRIGLEVEL field of the VCMP_CTRL register in
accordance with the following equation:

VCMP Trigger Level as a Function of Level Setting

VDD Trigger Level=1.667V+0.034 ×TRIGLEVEL (3.2)

3.15 EBI

Figure 3.38. EBI Write Enable Timing
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Symbol Parameter Min Typ Max Unit

tSCLK_hi 12 SCLK high period 3 * tHFPER-

CLK

  ns

tSCLK_lo 12 SCLK low period 3 * tHFPER-

CLK

  ns

tCS_ACT_MI 12 CS active to MISO 5.00  35.00 ns

tCS_DIS_MI 12 CS disable to MISO 5.00  35.00 ns

tSU_MO 12 MOSI setup time 5.00   ns

tH_MO 12 MOSI hold time 2 + 2 * tHF-

PERCLK

  ns

tSCLK_MI 12 SCLK to MISO -264 + tHF-

PERCLK

 -234 + 2 *
tHFPERCLK

ns

1Applies for both CLKPHA = 0 and CLKPHA = 1 (figure only shows CLKPHA = 0)
2Measurement done at 10% and 90% of VDD (figure shows 50% of VDD)

3.18 Digital Peripherals

Table 3.32. Digital Peripherals

Symbol Parameter Condition Min Typ Max Unit

IUSART USART current USART idle current, clock en-
abled

 4.0  µA/
MHz

IUART UART current UART idle current, clock en-
abled

 3.8  µA/
MHz

ILEUART LEUART current LEUART idle current, clock en-
abled

 194.0  nA

II2C I2C current I2C idle current, clock enabled  7.6  µA/
MHz

ITIMER TIMER current TIMER_0 idle current, clock
enabled

 6.5  µA/
MHz

ILETIMER LETIMER current LETIMER idle current, clock
enabled

 85.8  nA

IPCNT PCNT current PCNT idle current, clock en-
abled

 91.4  nA

IRTC RTC current RTC idle current, clock enabled  54.6  nA

IAES AES current AES idle current, clock enabled  1.8  µA/
MHz

IGPIO GPIO current GPIO idle current, clock en-
abled

 3.4  µA/
MHz

IEBI EBI current EBI idle current, clock enabled  6.5  µA/
MHz

IPRS PRS current PRS idle current  3.9  µA/
MHz

IDMA DMA current Clock enable  10.9  µA/
MHz
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Alternate LOCATION

Functionality 0 1 2 3 4 5 6 Description

LES_ALTEX2 PA3       LESENSE alternate exite output 2.

LES_ALTEX3 PA4       LESENSE alternate exite output 3.

LES_ALTEX4 PA5       LESENSE alternate exite output 4.

LES_ALTEX5 PE11       LESENSE alternate exite output 5.

LES_ALTEX6 PE12       LESENSE alternate exite output 6.

LES_ALTEX7 PE13       LESENSE alternate exite output 7.

LES_CH0 PC0       LESENSE channel 0.

LES_CH1 PC1       LESENSE channel 1.

LES_CH2 PC2       LESENSE channel 2.

LES_CH3 PC3       LESENSE channel 3.

LES_CH4 PC4       LESENSE channel 4.

LES_CH5 PC5       LESENSE channel 5.

LES_CH6 PC6       LESENSE channel 6.

LES_CH7 PC7       LESENSE channel 7.

LES_CH8 PC8       LESENSE channel 8.

LES_CH9 PC9       LESENSE channel 9.

LES_CH10 PC10       LESENSE channel 10.

LES_CH11 PC11       LESENSE channel 11.

LETIM0_OUT0 PD6 PB11 PF0 PC4    Low Energy Timer LETIM0, output channel 0.

LETIM0_OUT1 PD7 PB12 PF1 PC5    Low Energy Timer LETIM0, output channel 1.

LEU0_RX PD5 PB14 PE15 PF1 PA0   LEUART0 Receive input.

LEU0_TX PD4 PB13 PE14 PF0 PF2   
LEUART0 Transmit output. Also used as receive input in
half duplex communication.

LEU1_RX PC7 PA6      LEUART1 Receive input.

LEU1_TX PC6 PA5      
LEUART1 Transmit output. Also used as receive input in
half duplex communication.

LFXTAL_N PB8       
Low Frequency Crystal (typically 32.768 kHz) negative
pin. Also used as an optional external clock input pin.

LFXTAL_P PB7       Low Frequency Crystal (typically 32.768 kHz) positive pin.

PCNT0_S0IN  PE0 PC0 PD6    Pulse Counter PCNT0 input number 0.

PCNT0_S1IN  PE1 PC1 PD7    Pulse Counter PCNT0 input number 1.

PCNT1_S0IN PC4 PB3      Pulse Counter PCNT1 input number 0.

PCNT1_S1IN PC5 PB4      Pulse Counter PCNT1 input number 1.

PCNT2_S0IN PD0 PE8      Pulse Counter PCNT2 input number 0.

PCNT2_S1IN PD1 PE9      Pulse Counter PCNT2 input number 1.

PRS_CH0 PA0       Peripheral Reflex System PRS, channel 0.

PRS_CH1 PA1       Peripheral Reflex System PRS, channel 1.

PRS_CH2 PC0 PF5      Peripheral Reflex System PRS, channel 2.

PRS_CH3 PC1 PE8      Peripheral Reflex System PRS, channel 3.

TIM0_CC0 PA0 PA0 PF6 PD1 PA0 PF0  Timer 0 Capture Compare input / output channel 0.

TIM0_CC1 PA1 PA1 PF7 PD2 PC0 PF1  Timer 0 Capture Compare input / output channel 1.

TIM0_CC2 PA2 PA2 PF8 PD3 PC1 PF2  Timer 0 Capture Compare input / output channel 2.

TIM0_CDTI0 PA3    PC2   Timer 0 Complimentary Deat Time Insertion channel 0.
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Alternate LOCATION

Functionality 0 1 2 3 4 5 6 Description

USB_ID PF12       USB ID pin. Used in OTG mode.

USB_VBUS USB_VBUS       USB 5 V VBUS input.

USB_VBUSEN PF5       USB 5 V VBUS enable.

USB_VREGI USB_VREGI       USB Input to internal 3.3 V regulator

USB_VREGO USB_VREGO       
USB Decoupling for internal 3.3 V USB regulator and reg-
ulator output

4.3 GPIO Pinout Overview

The specific GPIO pins available in EFM32WG380 is shown in Table 4.3 (p. 67) . Each GPIO port is
organized as 16-bit ports indicated by letters A through F, and the individual pin on this port in indicated
by a number from 15 down to 0.

Table 4.3. GPIO Pinout

Port Pin
15

Pin
14

Pin
13

Pin
12

Pin
11

Pin
10

Pin
9

Pin
8

Pin
7

Pin
6

Pin
5

Pin
4

Pin
3

Pin
2

Pin
1

Pin
0

Port A PA15 PA14 PA13 PA12 PA11 PA10 PA9 PA8 PA7 PA6 PA5 PA4 PA3 PA2 PA1 PA0

Port B - PB14 PB13 PB12 PB11 PB10 PB9 PB8 PB7 PB6 PB5 PB4 PB3 PB2 PB1 PB0

Port C - - - - PC11 PC10 PC9 PC8 PC7 PC6 PC5 PC4 PC3 PC2 PC1 PC0

Port D - - - PD12 PD11 PD10 PD9 PD8 PD7 PD6 PD5 PD4 PD3 PD2 PD1 PD0

Port E PE15 PE14 PE13 PE12 PE11 PE10 PE9 PE8 PE7 PE6 PE5 PE4 PE3 PE2 PE1 PE0

Port F - - - PF12 PF11 PF10 PF9 PF8 PF7 PF6 PF5 - - PF2 PF1 PF0

4.4 Opamp Pinout Overview

The specific opamp terminals available in EFM32WG380 is shown in Figure 4.2 (p. 67) .

Figure 4.2. Opamp Pinout
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Table 4.4. LQFP100 (Dimensions in mm)

SYMBOL MIN NOM MAX

total thickness A -- -- 1.6

stand off A1 0.05 -- 0.15

mold thickness A2 1.35 1.4 1.45

lead width (plating) b 0.17 0.2 0.27

lead width b1 0.17 -- 0.23

L/F thickness (plating) c 0.09 -- 0.2

lead thickness c1 0.09 -- 0.16

x D 16 BSC
 

y E 16 BSC

x D1 14 BSC
body size

y E1 14 BSC

lead pitch e 0.5 BSC

 L 0.45 0.6 0.75

footprint L1 1 REF

 q 0° 3.5° 7°

 q1 0° -- --

 q2 11° 12° 13°

 q3 11° 12° 13°

 R1 0.08 -- --

 R1 0.08 -- 0.2

 S 0.2 -- --

package edge tolerance aaa 0.2

lead edge tolerance bbb 0.2

coplanarity ccc 0.08

lead offset ddd 0.08

mold flatness eee 0.05

The LQFP100 Package uses Nickel-Palladium-Gold preplated leadframe.

All EFM32 packages are RoHS compliant and free of Bromine (Br) and Antimony (Sb).

For additional Quality and Environmental information, please see:
http://www.silabs.com/support/quality/pages/default.aspx
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Figure 5.2. LQFP100 PCB Solder Mask
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Table 5.2. QFP100 PCB Solder Mask Dimensions (Dimensions in mm)

Symbol Dim. (mm)

a 1.57

b 0.42

c 0.50

d 15.40

e 15.40


