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rating

otes

VHVD Vcc High Voltage 

Detection
2.7 V

Notes:
1. All outputs unloaded, inputs at rail.
2. CL1 = CL2 = 100 pF.
3. Oscillator stopped.
4. Oscillator stops when VCC falls below VBO limit. 
5. It is strongly recommended to add a filter capacitor (minimum 0.1 µF), physically close to VCC and VSS pins if ope

voltage fluctuations are anticipated, such as those resulting from driving an Infrared LED.
6. Comparator and Timers are on. Interrupt disabled.
7. Typical values shown are at 25 degrees C.

Table 12.EPROM/OTP Characteristics

Symbol Parameter Min. Typ. Max. Unit Notes

Erase Time 15 Minutes 1,3

Data Retention @ use years 10 Years 2

Program/Erase Endurance 100 Cycles 1

Notes:
1. For windowed cerdip package only.
2. Standard: 0°C to 70°C; Extended: -40°C to +105°C; Automotive: -40°C to +125°C. 
Determined using the Arrhenius model, which is an industry standard for estimating data 
retention of floating gate technologies:

AF = exp[(Ea/k)*(1/Tuse - 1/TStress)]
Where:
Ea is the intrinsic activation energy (eV; typ. 0.8)
k is Boltzman’s constant (8.67 x 10-5 eV/°K)
°K = -273.16°C
Tuse = Use Temperature in °K
TStress = Stress Temperature in °K

3. At a stable UV Lamp output of 20mW/CM2

Table 11. GP323HA DC Characteristics  (Continued)

TA= -40°C to +125°C
Units Conditions NSymbol Parameter VCC Min Typ(7) Max
PS023803-0305  DC Characteristics
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AC Characteristics
Figure 8 and Table 13 describe the Alternating Current (AC) characteristics.

Figure 8. AC Timing Diagram
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CTR1(0D)01H” on page 35). Other edge detect and IRQ modes are described in 
Table 14. 

Comparators are powered down by entering Stop Mode. For 
P31–P33 to be used in a Stop Mode Recovery (SMR) source, 
these inputs must be placed into digital mode.

2

Port 3 also provides output for each of the counter/timers and the AND/OR Logic 
(see Figure 13). Control is performed by programming bits D5–D4 of CTR1, bit 0 
of CTR0, and bit 0 of CTR2. 

Table 14.Port 3 Pin Function Summary

Pin I/O Counter/Timers Comparator Interrupt

Pref1/P30 IN RF1

P31 IN IN AN1 IRQ2

P32 IN AN2 IRQ0

P33 IN RF2 IRQ1

P34 OUT T8 AO1

P35 OUT T16

P36 OUT T8/16

P37 OUT AO2

P20 I/O IN

Note:
PS023803-0305  Pin Functions
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The counter/timers are mapped into ERF group D. Access is easily performed 
using the following:

LD RP, #0Dh ; Select ERF D 
for access to bank D 

; (working 
register group 0)
LD R0,#xx ; load CTR0
LD 1, #xx ; load CTR1
LD R1, 2 ; CTR2→CTR1

LD RP, #0Dh ; Select ERF D 
for access to bank D 

; (working 
register group 0)
LD RP, #7Dh ; Select 
expanded register bank D and working ; register 
group 7 of bank 0 for access.
LD 71h, 2
; CTRL2→register 71h
LD R1, 2
; CTRL2→register 71h

Register File
The register file (bank 0) consists of 4 I/O port registers, 237 general-purpose reg-
isters, 16 control and status registers (R0–R3, R4–R239, and R240–R255, 
respectively), and two expanded registers groups in Banks D (see Table 15) and 
F. Instructions can access registers directly or indirectly through an 8-bit address 
field, thereby allowing a short, 4-bit register address to use the Register Pointer 
(Figure 17). In the 4-bit mode, the register file is divided into 16 working register 
groups, each occupying 16 continuous locations. The Register Pointer addresses 
the starting location of the active working register group. 

Working register group E0–EF can only be accessed through 
working registers and indirect addressing modes.

Note:
PS023803-0305  Functional Description
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Figure 17. Register Pointer—Detail

Stack
The internal register file is used for the stack. An 8-bit Stack Pointer SPL (R255) is 
used for the internal stack that resides in the general-purpose registers (R4–
R239). SPH (R254) can be used as a general-purpose register.

R7 R6 R5 R4 R3 R2 R1 R

The upper nibble of the register file address 
provided by the register pointer specifies the 
active working-register group.

     Specified Working
       Register Group

       Register Group 1

       Register Group 0
              I/O Ports

R253

The lower nibble of the 
register file address provided 
by the instruction points to 
the specified register.

* RP = 00: Selects Register Bank 0, Working Register Group 0

R15 to R0

R15 to R4 *
R3 to R0 *

FF

F0
EF

E0
DF

D0

40
3F

30
2F

20
1F

10
0F

00

       Register Group 2
PS023803-0305  Functional Description
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Counter/Timer Functional Blocks

Input Circuit
The edge detector monitors the input signal on P31 or P20. Based on CTR1 D5–
D4, a pulse is generated at the Pos Edge or Neg Edge line when an edge is 
detected. Glitches in the input signal that have a width less than specified (CTR1 
D3, D2) are filtered out (see Figure 18).

Figure 18. Glitch Filter Circuitry

T8 Transmit Mode
Before T8 is enabled, the output of T8 depends on CTR1, D1. If it is 0, T8_OUT is 
1; if it is 1, T8_OUT is 0. See Figure 19.

Reserved ---43210 R
W

1
x

Always reads 11111
No Effect

*Indicates the value upon Power-On Reset.
**Indicates the value upon Power-On Reset. Not reset with a Stop Mode recovery.

Table 18.CTR3 (D)03H: T8/T16 Control Register  (Continued)

Field Bit Position Value Description

MUX Glitch 
Filter

Edge 
Detector

P31

P20

Pos 
Edge

Neg 
Edge

CTR1 
D5,D4

CTR1 
D6

CTR1
D3, D2
PS023803-0305  Functional Description
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Figure 24. Demodulation Mode Flowchart

T8 (8-Bit)
Demodulation Mode

T8 Enable
CTR0, D7No

Yes

FFH→ TC8

First
Edge Present

Enable TC8

T8_Enable
Bit Set

Edge Present

T8 Timeout
Set Edge Present Status

Bit and Trigger Data
Capture Int. If Enabled

Set Timeout Status
Bit and Trigger

Timeout Int. If Enabled

Continue Counting

Disable TC8

No

Yes

No

Yes

Yes

Yes

No

No
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Figure 28. Ping-Pong Mode Diagram

Initiating PING-PONG Mode
First, make sure both counter/timers are not running. Set T8 into Single-Pass 
mode (CTR0, D6), set T16 into SINGLE-PASS mode (CTR2, D6), and set the 
Ping-Pong mode (CTR1, D2; D3). These instructions can be in random order. 
Finally, start PING-PONG mode by enabling either T8 (CTR0, D7) or T16 (CTR2, 
D7). See Figure 29.

Figure 29. Output Circuit

The initial value of T8 or T16 must not be 1. Stopping the timer and restarting the 
timer reloads the initial value to avoid an unknown previous value.

Enable

TC8

Enable

Timeout

TC16

Ping-Pong
CTR1 D3,D2

Timeout

T16_OUT

MUX

CTR1 D3

T8_OUT

P34

AND/OR/NOR/NAND
Logic

MUX

MUX

MUX

P35

P36

P34_Internal

CTR1 D5, D4

P36_Internal

P35_Internal
CTR1, D2

CTR0 D0

CTR1 D6

CTR2 D0
PS023803-0305  Functional Description
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Figure 30. Interrupt Block Diagram

Low-Voltage
Detection Timer 8Timer 16

Interrupt Edge
Select

            IMR

             IPR

           Priority
            Logic

            IRQ

5

IRQ2 IRQ0 IRQ1 IRQ3 IRQ4 IRQ5

P31 P32

IRQ Register
    D6, D7

Global
Interrupt
Enable

Interrupt
Request

Vector Select

D1 of P3M Register

P33

0 1

Stop Mode Recovery Source
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Figure 34. SCLK Circuit

Stop-Mode Recovery Source (D2, D3, and D4)
These three bits of the SMR specify the wake-up source of the Stop recovery 
(Figure 35 and Table 22).

Stop-Mode Recovery Register 2—SMR2(F)0DH
Table 21 lists and briefly describes the fields for this register.

Table 21.SMR2(F)0DH:Stop Mode Recovery Register 2*

Field Bit Position Value Description

Reserved 7------- 0 Reserved (Must be 0)

Recovery Level -6------ W 0†

1
Low
High

Reserved --5----- 0 Reserved (Must be 0)

Source ---432-- W 000†

001
010
011
100
101
110
111

A. POR Only
B. NAND of P23–P20
C. NAND of P27–P20
D. NOR of P33–P31
E. NAND of P33–P31
F. NOR of P33–P31, P00, P07
G. NAND of P33–P31, P00, P07
H. NAND of P33–P31, P22–P20

Reserved ------10 00 Reserved (Must be 0)

Notes:
* Port pins configured as outputs are ignored as a SMR recovery source.
† Indicates the value upon Power-On Reset

SCLK

TCLKSMR, D0

2÷

OSC

16÷
PS023803-0305  Functional Description
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Watch-Dog Timer Mode Register (WDTMR)
The Watch-Dog Timer (WDT) is a retriggerable one-shot timer that resets the Z8® 
CPU if it reaches its terminal count. The WDT must initially be enabled by execut-
ing the WDT instruction. On subsequent executions of the WDT instruction, the 
WDT is refreshed. The WDT circuit is driven by an on-board RC-oscillator. The 
WDT instruction affects the Zero (Z), Sign (S), and Overflow (V) flags.

The POR clock source the internal RC-oscillator. Bits 0 and 1 of the WDT register 
control a tap circuit that determines the minimum timeout period. Bit 2 determines 
whether the WDT is active during HALT, and Bit 3 determines WDT activity during 
Stop. Bits 4 through 7 are reserved (Figure 37). This register is accessible only 
during the first 60 processor cycles (120 XTAL clocks) from the execution of the 
first instruction after Power-On-Reset, Watch-Dog Reset, or a Stop-Mode 
Recovery (Figure 36). After this point, the register cannot be modified by any 
means (intentional or otherwise). The WDTMR cannot be read. The register is 
located in Bank F of the Expanded Register Group at address location 0Fh. It is 
organized as shown in Figure 37.

WDTMR(0F)0Fh

Figure 37. Watch-Dog Timer Mode Register (Write Only)

WDT Time Select (D0, D1)
This bit selects the WDT time period. It is configured as indicated in Table 23.

D7 D6 D5 D4 D3 D2 D1 D0

WDT TAP INT RC OSC
00 5 ms min.
01* 10 ms min.
10 20 ms min.
11 80 ms min.

WDT During HALT
0 OFF
1 ON *

WDT During Stop
0 OFF
1 ON *

Reserved (Must be 0)

* Default setting after reset
PS023803-0305  Functional Description
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Low-Voltage Detection Register—LVD(D)0Ch 
Voltage detection does not work at Stop mode. It must be 
disabled during Stop mode in order to reduce current. 

Do not modify register P01M while checking a low-voltage 
condition. Switching noise of both ports 0 and 1 together might 
trigger the LVD flag.

Voltage Detection and Flags
The Voltage Detection register (LVD, register 0CH at the expanded register bank 
0Dh) offers an option of monitoring the VCC voltage. The Voltage Detection is 
enabled when bit 0 of LVD register is set. Once Voltage Detection is enabled, the 
the VCC level is monitored in real time. The flags in the LVD register valid 20uS 
after Voltage Detection is enabled. The HVD flag (bit 2 of the LVD register) is set 
only if VCC is higher than VHVD. The LVD flag (bit 1 of the LVD register) is set only 
if VCC is lower than the VLVD. When Voltage Detection is enabled, the LVD flag 
also triggers IRQ5. The IRQ bit 5 latches the low voltage condition until it is 
cleared by instructions or reset. The IRQ5 interrupt is served if it is enabled in the 
IMR register. Otherwise, bit 5 of IRQ register is latched as a flag only.

If it is necessary to receive an LVD interrupt upon power-up at 
an operating voltage lower than the low battery detect 
threshold, enable interrupts using the Enable Interrupt 
instruction (EI) prior to enabling the voltage detection.

Field Bit Position Description

LVD 76543--- Reserved
No Effect

-----2-- R 1
0*

HVD flag set
HVD flag reset

------1- R 1
0*

LVD flag set
LVD flag reset

-------0 R/W 1
0*

Enable VD
Disable VD

*Default after POR

Note:

Note:

Notes:
PS023803-0305  Functional Description
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Figure 40. T8 and T16 Common Control Functions ((0D)01H: Read/Write)

CTR1(0D)01H
D7 D6 D5 D4 D3 D2 D1 D0

Transmit Mode*
R/W 0 T16_OUT is 0 initially

1 T16_OUT is 1 initially
Demodulation Mode
R 0 No Falling Edge Detection
R 1 Falling Edge Detection
W 0 No Effect
W 1 Reset Flag to 0

Transmit Mode*
R/W 0 T8_OUT is 0 initially*

1 T8_OUT is 1 initially
Demodulation Mode
R 0 No Rising Edge Detection
R 1 Rising Edge Detection
W 0 No Effect
W 1 Reset Flag to 0
Transmit Mode*

 0 0 Normal Operation*
0 1 Ping-Pong Mode

 1 0 T16_OUT = 0
1 1 T16_OUT = 1

Demodulation Mode
 0 0 No Filter

0 1 4 SCLK Cycle Filter
 1 0 8 SCLK Cycle Filter

1 1 Reserved
Transmit Mode/T8/T16 Logic

 0 0 AND**
0 1 OR

 1 0 NOR
1 1 NAND

Demodulation Mode
 0 0 Falling Edge Detection

0 1 Rising Edge Detection
 1 0 Both Edge Detection

1 1 Reserved
Transmit Mode*

 0 P36 as Port Output *
1 P36 as T8/T16_OUT

Demodulation Mode
 0 P31 as Demodulator Input

1 P20 as Demodulator Input
Transmit/Demodulation Mode

 0 Transmit Mode *
1 Demodulation Mode

* Default setting after Reset
**Default setting after Reset.. Not reset with a Stop-Mode 
recovery.
PS023803-0305  Expanded Register File Control Registers (0D)
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SMR2(0F)0DH

Figure 46. Stop Mode Recovery Register 2 ((0F)0DH:D2–D4, D6 Write Only)

D7 D6 D5 D4 D3 D2 D1 D0

Reserved (Must be 0)

Reserved (Must be 0)

Stop-Mode Recovery Source 2
000 POR Only *
001 NAND P20, P21, P22, P23
010 NAND P20, P21, P22, P23, P24, P25, P26, P27
011 NOR P31, P32, P33
100 NAND P31, P32, P33
101 NOR P31, P32, P33, P00, P07
110 NAND P31, P32, P33, P00, P07
111 NAND P31, P32, P33, P20, P21, P22

Reserved (Must be 0)

Recovery Level * *
0 Low
1 High

Reserved (Must be 0)

Note: If used in conjunction with SMR, either of the two specified events causes a Stop-Mode Recovery.
* Default setting after reset. Not reset with a Stop Mode recovery.
* * At the XOR gate input
PS023803-0305  Expanded Register File Control Registers (0F)
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R249 IPR(F9H)

Figure 51. Interrupt Priority Register (F9H: Write Only)

D7 D6 D5 D4 D3 D2 D1 D0

Interrupt Group Priority
000 Reserved
001 C > A > B
010 A > B >C
011 A > C > B
100 B > C > A
101 C > B > A
110 B > A > C
111 Reserved

IRQ1, IRQ4, Priority
(Group C)
0: IRQ1 > IRQ4
1: IRQ4 > IRQ1

IRQ0, IRQ2, Priority
(Group B)
0: IRQ2 > IRQ0
1: IRQ0 > IRQ2

IRQ3, IRQ5, Priority
(Group A)
0: IRQ5 > IRQ3
1: IRQ3 > IRQ5

Reserved; must be 0
PS023803-0305  Standard Control Registers
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Figure 62. 28-Pin SOIC Package Diagram
PS023803-0305  Package Information
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Example

ZG P 323 H T P 48 32 C

Molding Compound

Memory Size

Number of Pins

Package Type:
E = CDIP
P = PDIP
H = SSOP
S = SOIC
Temperature:
S = Standard
E = Extended
A = Automotive
Voltage:
H = High

Family Designation

OTP

ZiLOG General-Purpose Family
PS023803-0305  Ordering Information
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pin 4
E
EPROM

selectable options 64
expanded register file 26
expanded register file architecture 28
expanded register file control registers 71

flag 80
interrupt mask register 79
interrupt priority register 78
interrupt request register 79
port 0 and 1 mode register 77
port 2 configuration register 75
port 3 mode register 76
port configuration register 75
register pointer 80
stack pointer high register 81
stack pointer low register 81
stop-mode recovery register 73
stop-mode recovery register 2 74
T16 control register 69
T8 and T16 common control functions reg-

ister 67
T8/T16 control register 70
TC8 control register 66
watch-dog timer register 75

F
features

standby modes 1
functional description

counter/timer functional blocks 40
CTR(D)01h register 35
CTR0(D)00h register 33
CTR2(D)02h register 37
CTR3(D)03h register 39
expanded register file 26
expanded register file architecture 28
HI16(D)09h register 32
HI8(D)0Bh register 32
L08(D)0Ah register 32
L0I6(D)08h register 32

program memory map 26
RAM 25
register description 65
register file 30
register pointer 29
register pointer detail 31
SMR2(F)0D1h register 40
stack 31
TC16H(D)07h register 32
TC16L(D)06h register 33
TC8H(D)05h register 33
TC8L(D)04h register 33

G
glitch filter circuitry 40
H
halt instruction, counter/timer 54
I
input circuit 40
interrupt block diagram, counter/timer 51
interrupt types, sources and vectors 52
L
low-voltage detection register 65
M
memory, program 25
modulo-N mode

T16_OUT 47
T8_OUT 43

O
oscillator configuration 53
output circuit, counter/timer 49
P
package information

20-pin DIP package diagram 82
20-pin SSOP package diagram 84
28-pin DIP package diagram 86
28-pin SOIC package diagram 85
28-pin SSOP package diagram 87
40-pin DIP package diagram 87
48-pin SSOP package diagram 89

pin configuration
20-pin DIP/SOIC/SSOP 5
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