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memory, and programmable input/output peripherals.
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Figure 3. 20-Pin PDIP/SOIC/SSOP/CDIP* Pin Configuration

Table 4. 20-Pin PDIP/SOIC/SSOP/CDIP* Pin Identification

Pin # Symbol Function Direction

1–3 P25–P27 Port 2, Bits 5,6,7 Input/Output

4 P07 Port 0, Bit 7 Input/Output

5 VDD Power Supply  

6 XTAL2 Crystal Oscillator Clock Output

7 XTAL1 Crystal Oscillator Clock Input

8–10 P31–P33 Port 3, Bits 1,2,3 Input

11,12 P34. P36 Port 3, Bits 4,6 Output

13 P00/Pref1/P30 Port 0, Bit 0/Analog reference input
Port 3 Bit 0

Input/Output for P00
Input for Pref1/P30

14 P01 Port 0, Bit 1 Input/Output

15 VSS Ground  

16–20 P20–P24 Port 2, Bits 0,1,2,3,4 Input/Output

P25
P26
P27
P07
VDD

XTAL2
XTAL1

P31
P32
P33

P24
P23
P22
P21
P20
VSS
P01
P00/Pref1/P30
P36
P34

1
2
3
4
5
6
7
8
9
10

20
19
18
17
16
15
14
13
12
11

20-Pin
PDIP
SOIC
SSOP
CDIP*
PS023803-0305  Pin Description
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Figure 4. 28-Pin PDIP/SOIC/SSOP/CDIP* Pin Configuration

Table 5. 28-Pin PDIP/SOIC/SSOP/CDIP* Pin Identification

Pin Symbol Direction Description
1-3 P25-P27 Input/Output Port 2, Bits 5,6,7
4-7 P04-P07 Input/Output Port 0, Bits 4,5,6,7 
8 VDD Power supply
9 XTAL2 Output Crystal, oscillator clock
10 XTAL1 Input Crystal, oscillator clock
11-13 P31-P33 Input Port 3, Bits 1,2,3
14 P34 Output Port 3, Bit 4
15 P35 Output Port 3, Bit 5
16 P37 Output Port 3, Bit 7
17 P36 Output Port 3, Bit 6
18 Pref1/P30

Port 3 Bit 0
Input Analog ref input; connect to VCC if not used

Input for Pref1/P30
19-21 P00-P02 Input/Output Port 0, Bits 0,1,2
22 VSS Ground
23 P03 Input/Output Port 0, Bit 3
24-28 P20-P24 Input/Output Port 2, Bits 0-4

P24
P23
P22
P21
P20
P03
VSS
P02
P01
P00
Pref1/P30
P36
P37
P35

P25
P26
P27
P04
P05
P06
P07
VDD

XTAL2
XTAL1

P31
P32
P33
P34

1

28-Pin
PDIP
SOIC
SSOP

2
3
4
5
6
7
8
9
10
11
12
13
14

28
27
26
25
24
23
22
21
20
19
18
17
16
15

CDIP* 
PS023803-0305  Pin Description
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Figure 6. 48-Pin SSOP Pin Configuration

Table 6. 40- and 48-Pin Configuration

40-Pin PDIP # 48-Pin SSOP # Symbol
26 31 P00
27 32 P01
30 35 P02
34 41 P03
5 5 P04
6 7 P05
7 8 P06
10 11 P07
28 33 P10
29 34 P11
32 39 P12

NC
P25
P26
P27
P04
N/C
P05
P06
P14
P15
P07

VDD
VDD
N/C
P16
P17

XTAL2
XTAL1

P31
P32
P33
P34
NC

VSS

NC
NC
P24
P23
P22
P21
P20
P03
P13
P12
VSS
VSS
N/C
P02
P11
P10
P01
P00
N/C
PREF1/P30
P36
P37
P35
RESET

48-Pin
SSOP

1
2
3
4
5
6
7
8
9

10
11
12
13
14
15
16
17
18
19
20
21
22
23
24

48
47
46
45
44
43
42
41
40
39
38
37
36
35
34
33
32
31
30
29
28
27
26
25
PS023803-0305  Pin Description
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Capacitance

Table 8 lists the capacitances.

DC Characteristics

Table 8. Capacitance

Parameter Maximum

Input capacitance 12pF

Output capacitance 12pF

I/O capacitance 12pF

Note: TA = 25° C, VCC = GND = 0 V, f = 1.0 MHz, unmeasured pins returned to GND

Table 9. GP323HS DC Characteristics

TA=0°C to +70°C
Units Conditions NSymbol Parameter VCC Min Typ(7) Max

VCC Supply Voltage 2.0 5.5 V See Note 5 5
VCH Clock Input High 

Voltage
2.0-5.5 0.8 VCC VCC+0.3 V Driven by External

Clock Generator
VCL Clock Input Low 

Voltage
2.0-5.5 VSS–0.3 0.4 V Driven by External

Clock Generator 
VIH Input High Voltage 2.0-5.5 0.7 VCC VCC+0.3 V
VIL Input Low Voltage 2.0-5.5 VSS–0.3 0.2 VCC V
VOH1 Output High Voltage 2.0-5.5 VCC–0.4 V IOH = –0.5mA
VOH2 Output High Voltage 

(P36, P37, P00, P01)
2.0-5.5 VCC–0.8 V IOH = –7mA

VOL1 Output Low Voltage 2.0-5.5 0.4 V IOL = 4.0mA
VOL2 Output Low Voltage

(P00, P01, P36, P37)
2.0-5.5 0.8 V IOL = 10mA

VOFFSET Comparator Input 
Offset Voltage

2.0-5.5 25 mV

VREF Comparator
Reference
Voltage

2.0-5.5 0 VCC
1.75

V

IIL Input Leakage 2.0-5.5 –1 1 µA VIN = 0V, VCC
Pull-ups disabled

RPU Pull-up Resistance 2.0V 225 675 KΩ VIN = 0V; Pullups selected by mask 
option3.6V 75 275 KΩ

5.0V 40 160 KΩ
PS023803-0305  DC Characteristics
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Table 11. GP323HA DC Characteristics

TA= -40°C to +125°C
Units Conditions NSymbol Parameter VCC Min Typ(7) Max

VCC Supply Voltage 2.0 5.5 V See Note 5 5
VCH Clock Input High 

Voltage
2.0-5.5 0.8 VCC VCC+0.3 V Driven by External

Clock Generator
VCL Clock Input Low 

Voltage
2.0-5.5 VSS–0.3 0.4 V Driven by External

Clock Generator 
VIH Input High Voltage 2.0-5.5 0.7 VCC VCC+0.3 V
VIL Input Low Voltage 2.0-5.5 VSS–0.3 0.2 VCC V
VOH1 Output High Voltage 2.0-5.5 VCC–0.4 V IOH = –0.5mA
VOH2 Output High Voltage 

(P36, P37, P00, P01)
2.0-5.5 VCC–0.8 V IOH = –7mA

VOL1 Output Low Voltage 2.0-5.5 0.4 V IOL = 4.0mA
VOL2 Output Low Voltage

(P00, P01, P36, P37)
2.0-5.5 0.8 V IOL = 10mA

VOFFSET Comparator Input 
Offset Voltage

2.0-5.5 25 mV

VREF Comparator
Reference
Voltage

2.0-5.5 0 VDD
-1.75

V

IIL Input Leakage 2.0-5.5 –1 1 µA VIN = 0V, VCC
Pull-ups disabled

RPU Pull-up Resistance 2.0V 200 700 KΩ VIN = 0V; Pullups selected by mask 
option3.6V 50 300 KΩ

5.0V 25 175 KΩ
IOL Output Leakage 2.0-5.5 –1 1 µA VIN = 0V, VCC
ICC Supply Current 2.0V

3.6V
5.5V

1
5

10

3
10
15

mA
mA
mA

at 8.0 MHz
at 8.0 MHz
at 8.0 MHz

1
1
1

ICC1 Standby Current
(HALT Mode)

2.0V
3.6V
5.5V

0.5
0.8
1.3

1.6
2.0
3.2

mA
mA
mA

VIN = 0V, Clock at 8.0MHz
VIN = 0V, Clock at 8.0MHz
VIN = 0V, Clock at 8.0MHz

1
1
1

ICC2 Standby Current (Stop 
Mode)

2.0V
3.6V
5.5V
2.0V
3.6V
5.5V

1.6
1.8
1.9
5
8

15

15
20
25
30
40
60

µA
µA
µA
µA
µA
µA

VIN = 0 V, VCC WDT not Running
VIN = 0 V, VCC WDT not Running
VIN = 0 V, VCC WDT not Running
VIN = 0 V, VCC WDT is Running 
VIN = 0 V, VCC WDT is Running
VIN = 0 V, VCC WDT is Running

3
3
3
3
3
3

ILV Standby Current
(Low Voltage)

1.2 6 µA Measured at 1.3V 4

VBO VCC Low Voltage 
Protection

1.9 2.15 V 8MHz maximum
Ext. CLK Freq.

VLVD VCC Low Voltage 
Detection

2.4 V
PS023803-0305  DC Characteristics
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Figure 14. Program Memory Map (32K OTP)

Expanded Register File
The register file has been expanded to allow for additional system control regis-
ters and for mapping of additional peripheral devices into the register address 
area. The Z8® register address space (R0 through R15) has been implemented 
as 16 banks, with 16 registers per bank. These register groups are known as the 

On-Chip
ROM

Reset Start Address

IRQ5

IRQ5

IRQ4

IRQ4

IRQ3

IRQ3

IRQ2

IRQ2

IRQ1

IRQ1

IRQ0

IRQ0

12

11

10

9

8

7

6

5

4

3

2

1

0

32768Location of
first Byte of
instruction
executed

after RESET

Interrupt Vector
(Lower Byte)

Interrupt Vector
(Upper Byte)

Not Accessible
PS023803-0305  Functional Description
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The upper nibble of the register pointer (see Figure 16) selects which working reg-
ister group, of 16 bytes in the register file, is accessed out of the possible 256. The 
lower nibble selects the expanded register file bank and, in the case of the Z8 GP 
family, banks 0, F, and D are implemented. A 0H in the lower nibble allows the nor-
mal register file (bank 0) to be addressed. Any other value from 1H to FH 
exchanges the lower 16 registers to an expanded register bank.

Figure 16. Register Pointer

Example: Z8 GP: (See Figure 15 on page 28)
R253 RP = 00h
R0 = Port 0
R1 = Port 1
R2 = Port 2
R3 = Port 3

But if:

R253 RP = 0Dh
R0 = CTR0
R1 = CTR1
R2 = CTR2
R3 = Reserved

R253 RP

D7 D6 D5 D4 D3 D2 D1 D0

Expanded Register
File Pointer

Working Register
PointerDefault Setting After Reset = 0000 0000
PS023803-0305  Functional Description
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Figure 17. Register Pointer—Detail

Stack
The internal register file is used for the stack. An 8-bit Stack Pointer SPL (R255) is 
used for the internal stack that resides in the general-purpose registers (R4–
R239). SPH (R254) can be used as a general-purpose register.

R7 R6 R5 R4 R3 R2 R1 R

The upper nibble of the register file address 
provided by the register pointer specifies the 
active working-register group.

     Specified Working
       Register Group

       Register Group 1

       Register Group 0
              I/O Ports

R253

The lower nibble of the 
register file address provided 
by the instruction points to 
the specified register.

* RP = 00: Selects Register Bank 0, Working Register Group 0

R15 to R0

R15 to R4 *
R3 to R0 *

FF

F0
EF

E0
DF

D0

40
3F

30
2F

20
1F

10
0F

00

       Register Group 2
PS023803-0305  Functional Description
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T8/T16_Logic/Edge _Detect
In TRANSMIT Mode, this field defines how the outputs of T8 and T16 are com-
bined (AND, OR, NOR, NAND). 

In DEMODULATION Mode, this field defines which edge should be detected by 
the edge detector.

Transmit_Submode/Glitch Filter
In Transmit Mode, this field defines whether T8 and T16 are in the PING-PONG 
mode or in independent normal operation mode. Setting this field to “NORMAL 
OPERATION Mode” terminates the “PING-PONG Mode” operation. When set to 
10, T16 is immediately forced to a 0; a setting of 11 forces T16 to output a 1. 

In DEMODULATION Mode, this field defines the width of the glitch that must be fil-
tered out.

Initial_T8_Out/Rising_Edge
In TRANSMIT Mode, if 0, the output of T8 is set to 0 when it starts to count. If 1, 
the output of T8 is set to 1 when it starts to count. When the counter is not enabled 
and this bit is set to 1 or 0, T8_OUT is set to the opposite state of this bit. This 
ensures that when the clock is enabled, a transition occurs to the initial state set 
by CTR1, D1.

In DEMODULATION Mode, this bit is set to 1 when a rising edge is detected in the 
input signal. In order to reset the mode, a 1 should be written to this location.

Initial_T16 Out/Falling _Edge
In TRANSMIT Mode, if it is 0, the output of T16 is set to 0 when it starts to count. If 
it is 1, the output of T16 is set to 1 when it starts to count. This bit is effective only 
in Normal or PING-PONG Mode (CTR1, D3; D2). When the counter is not enabled 
and this bit is set, T16_OUT is set to the opposite state of this bit. This ensures 
that when the clock is enabled, a transition occurs to the initial state set by CTR1, 
D0.

In DEMODULATION Mode, this bit is set to 1 when a falling edge is detected in 
the input signal. In order to reset it, a 1 should be written to this location.

Modifying CTR1 (D1 or D0) while the counters are enabled 
causes unpredictable output from T8/16_OUT.

CTR2 Counter/Timer 16 Control Register—CTR2(D)02H
Table 17 lists and briefly describes the fields for this register.

Note:
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T16_Enable
This field enables T16 when set to 1.

Single/Modulo-N
In TRANSMIT Mode, when set to 0, the counter reloads the initial value when it 
reaches the terminal count. When set to 1, the counter stops when the terminal 
count is reached. 

Table 17.CTR2(D)02H: Counter/Timer16 Control Register

Field Bit Position Value Description

T16_Enable 7------- R

W

0*
1
0
1

Counter Disabled
Counter Enabled
Stop Counter
Enable Counter

Single/Modulo-N -6------ R/W
0*
1

0
1

Transmit Mode
Modulo-N
Single Pass
Demodulation Mode
T16 Recognizes Edge
T16 Does Not Recognize 
Edge

Time_Out --5----- R

W

0*
1

0
1

No Counter Timeout
Counter Timeout 
Occurred
No Effect
Reset Flag to 0

T16 _Clock ---43--- R/W 00**
01
10
11

SCLK
SCLK/2
SCLK/4
SCLK/8

Capture_INT_Mask -----2-- R/W 0**
1

Disable Data Capture Int.
Enable Data Capture Int.

Counter_INT_Mask ------1- R/W 0* Disable Timeout Int.
Enable Timeout Int.

P35_Out -------0 R/W 0*
1

P35 as Port Output
T16 Output on P35

Note: 
*Indicates the value upon Power-On Reset.
**Indicates the value upon Power-On Reset. Not reset with a Stop Mode recovery.
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Counter/Timer Functional Blocks

Input Circuit
The edge detector monitors the input signal on P31 or P20. Based on CTR1 D5–
D4, a pulse is generated at the Pos Edge or Neg Edge line when an edge is 
detected. Glitches in the input signal that have a width less than specified (CTR1 
D3, D2) are filtered out (see Figure 18).

Figure 18. Glitch Filter Circuitry

T8 Transmit Mode
Before T8 is enabled, the output of T8 depends on CTR1, D1. If it is 0, T8_OUT is 
1; if it is 1, T8_OUT is 0. See Figure 19.

Reserved ---43210 R
W

1
x

Always reads 11111
No Effect

*Indicates the value upon Power-On Reset.
**Indicates the value upon Power-On Reset. Not reset with a Stop Mode recovery.

Table 18.CTR3 (D)03H: T8/T16 Control Register  (Continued)

Field Bit Position Value Description

MUX Glitch 
Filter

Edge 
Detector

P31

P20

Pos 
Edge

Neg 
Edge

CTR1 
D5,D4

CTR1 
D6

CTR1
D3, D2
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FF NOP ; clear the pipeline
6F Stop ; enter Stop Mode

or
FF NOP ; clear the pipeline
7F HALT ; enter HALT Mode 

Port Configuration Register
The Port Configuration (PCON) register (Figure 32) configures the comparator 
output on Port 3. It is located in the expanded register 2 at Bank F, location 00.

 PCON(FH)00H

Figure 32. Port Configuration Register (PCON) (Write Only)

Comparator Output Port 3 (D0)
Bit 0 controls the comparator used in Port 3. A 1 in this location brings the compar-
ator outputs to P34 and P37, and a 0 releases the Port to its standard I/O configu-
ration.

Port 1 Output Mode (D1)
Bit 1 controls the output mode of port 1. A 1 in this location sets the output to 
push-pull, and a 0 sets the output to open-drain.

D7 D6 D5 D4 D3 D2 D1 D0

Comparator Output Port 3
0 P34, P37 Standard Output*
1 P34, P37 Comparator Output

Port 1
0: Open-Drain
1: Push-Pull*

Port 0
0: Open-Drain
1: Push-Pull*

Reserved (Must be 1)

* Default setting after reset
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Port 0 Output Mode (D2)
Bit 2 controls the output mode of port 0. A 1 in this location sets the output to 
push-pull, and a 0 sets the output to open-drain.

Stop-Mode Recovery Register (SMR)
This register selects the clock divide value and determines the mode of Stop 
Mode Recovery (Figure 33). All bits are write only except bit 7, which is read only. 
Bit 7 is a flag bit that is hardware set on the condition of Stop recovery and reset 
by a power-on cycle. Bit 6 controls whether a low level or a high level at the XOR-
gate input (Figure 35 on page 59) is required from the recovery source. Bit 5 con-
trols the reset delay after recovery. Bits D2, D3, and D4 of the SMR register spec-
ify the source of the Stop Mode Recovery signal. Bits D0 determines if SCLK/
TCLK are divided by 16 or not. The SMR is located in Bank F of the Expanded 
Register Group at address 0BH.
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Expanded Register File Control Registers (0D)
The expanded register file control registers (0D) are depicted in Figure 39 through 
Figure 43.

Figure 39. TC8 Control Register ((0D)O0H: Read/Write Except Where Noted)

CTR0(0D)00H

D7 D6 D5 D4 D3 D2 D1 D0

0 P34 as Port Output *
1 Timer8 Output

0 Disable T8 Timeout Interrupt * *
1 Enable T8 Timeout Interrupt

0 Disable T8 Data Capture Interrupt * *
1 Enable T8 Data Capture Interrupt

00 SCLK on T8* *
01 SCLK/2 on T8
10 SCLK/4 on T8
11 SCLK/8 on T8

R 0 No T8 Counter Timeout * *
R 1 T8 Counter Timeout Occurred
W 0 No Effect
W 1 Reset Flag to 0

0 Modulo-N *
1 Single Pass

R 0 T8 Disabled *
R 1 T8 Enabled
W 0 Stop T8
W 1 Enable T8

* Default setting after reset.
* * Default setting after Reset.. Not reset with a Stop-Mode recovery.
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LVD(0D)0CH

Figure 43. Voltage Detection Register

Do not modify register P01M while checking a low-voltage 
condition. Switching noise of both ports 0 and 1 together might 
trigger the LVD flag.

Expanded Register File Control Registers (0F)
The expanded register file control registers (0F) are depicted in Figures 44 
through  Figure 57.

D7 D6 D5 D4 D3 D2 D1 D0

Voltage Detection 
0: Disable *
1: Enable

LVD Flag (Read only)
0: LVD flag reset *
1: LVD flag set

HVD Flag (Read only)
0: HVD flag reset *
1: HVD flag set

Reserved (Must be 0)

* Default setting after reset.

Note:
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PCON(0F)00H

Figure 44. Port Configuration Register (PCON)(0F)00H: Write Only)

D7 D6 D5 D4 D3 D2 D1 D0

Comparator Output Port 3
0 P34, P37 Standard Output *
1 P34, P37 Comparator Output

Port 1
0: Open-Drain
1: Push-Pull*

Port 0
0: Open-Drain
1: Push-Pull *

Reserved (Must be 1)

* Default setting after reset
PS023803-0305  Expanded Register File Control Registers (0F)
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Figure 62. 28-Pin SOIC Package Diagram
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Figure 63. 28-Pin CDIP Package Diagram

Figure 64. 28-Pin PDIP Package Diagram
PS023803-0305  Package Information


