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systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
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providing the intelligence and control needed for a wide
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used in simple applications like basic control systems and
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between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
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used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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Revision History
Each instance in Table 1 reflects a change to this document from its previous revi-
sion.  To see more detail, click the appropriate link in the table.

Table 1. Revision History of this Document

Date
Revision 
Level Section Description

Page 
#

December
2004

02 Changed low power consumption, STOP and HALT mode current values, 
deleted mask option note, clarified temperature ranges in Tables 6 and 8 
and 10. Added new Tables 9 and 10. Also added Characterization data to 
Table 11 and changed Program/Erase Endurance value in Table 12.

1,2,10
11,12,
13,14, 
15

Removed Preliminary designation All

March 
2005

03 Minor change to Table 9 Electrical Characteristics. Added 20, 28 and 40-
pin CDIP parts in the Ordering Section.

11,90
PS023803-0305  Revision History
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Figure 3. 20-Pin PDIP/SOIC/SSOP/CDIP* Pin Configuration

Table 4. 20-Pin PDIP/SOIC/SSOP/CDIP* Pin Identification

Pin # Symbol Function Direction

1–3 P25–P27 Port 2, Bits 5,6,7 Input/Output

4 P07 Port 0, Bit 7 Input/Output

5 VDD Power Supply  

6 XTAL2 Crystal Oscillator Clock Output

7 XTAL1 Crystal Oscillator Clock Input

8–10 P31–P33 Port 3, Bits 1,2,3 Input

11,12 P34. P36 Port 3, Bits 4,6 Output

13 P00/Pref1/P30 Port 0, Bit 0/Analog reference input
Port 3 Bit 0

Input/Output for P00
Input for Pref1/P30

14 P01 Port 0, Bit 1 Input/Output

15 VSS Ground  

16–20 P20–P24 Port 2, Bits 0,1,2,3,4 Input/Output

P25
P26
P27
P07
VDD

XTAL2
XTAL1

P31
P32
P33

P24
P23
P22
P21
P20
VSS
P01
P00/Pref1/P30
P36
P34

1
2
3
4
5
6
7
8
9
10

20
19
18
17
16
15
14
13
12
11

20-Pin
PDIP
SOIC
SSOP
CDIP*
PS023803-0305  Pin Description
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Table 11. GP323HA DC Characteristics

TA= -40°C to +125°C
Units Conditions NSymbol Parameter VCC Min Typ(7) Max

VCC Supply Voltage 2.0 5.5 V See Note 5 5
VCH Clock Input High 

Voltage
2.0-5.5 0.8 VCC VCC+0.3 V Driven by External

Clock Generator
VCL Clock Input Low 

Voltage
2.0-5.5 VSS–0.3 0.4 V Driven by External

Clock Generator 
VIH Input High Voltage 2.0-5.5 0.7 VCC VCC+0.3 V
VIL Input Low Voltage 2.0-5.5 VSS–0.3 0.2 VCC V
VOH1 Output High Voltage 2.0-5.5 VCC–0.4 V IOH = –0.5mA
VOH2 Output High Voltage 

(P36, P37, P00, P01)
2.0-5.5 VCC–0.8 V IOH = –7mA

VOL1 Output Low Voltage 2.0-5.5 0.4 V IOL = 4.0mA
VOL2 Output Low Voltage

(P00, P01, P36, P37)
2.0-5.5 0.8 V IOL = 10mA

VOFFSET Comparator Input 
Offset Voltage

2.0-5.5 25 mV

VREF Comparator
Reference
Voltage

2.0-5.5 0 VDD
-1.75

V

IIL Input Leakage 2.0-5.5 –1 1 µA VIN = 0V, VCC
Pull-ups disabled

RPU Pull-up Resistance 2.0V 200 700 KΩ VIN = 0V; Pullups selected by mask 
option3.6V 50 300 KΩ

5.0V 25 175 KΩ
IOL Output Leakage 2.0-5.5 –1 1 µA VIN = 0V, VCC
ICC Supply Current 2.0V

3.6V
5.5V

1
5

10

3
10
15

mA
mA
mA

at 8.0 MHz
at 8.0 MHz
at 8.0 MHz

1
1
1

ICC1 Standby Current
(HALT Mode)

2.0V
3.6V
5.5V

0.5
0.8
1.3

1.6
2.0
3.2

mA
mA
mA

VIN = 0V, Clock at 8.0MHz
VIN = 0V, Clock at 8.0MHz
VIN = 0V, Clock at 8.0MHz

1
1
1

ICC2 Standby Current (Stop 
Mode)

2.0V
3.6V
5.5V
2.0V
3.6V
5.5V

1.6
1.8
1.9
5
8

15

15
20
25
30
40
60

µA
µA
µA
µA
µA
µA

VIN = 0 V, VCC WDT not Running
VIN = 0 V, VCC WDT not Running
VIN = 0 V, VCC WDT not Running
VIN = 0 V, VCC WDT is Running 
VIN = 0 V, VCC WDT is Running
VIN = 0 V, VCC WDT is Running

3
3
3
3
3
3

ILV Standby Current
(Low Voltage)

1.2 6 µA Measured at 1.3V 4

VBO VCC Low Voltage 
Protection

1.9 2.15 V 8MHz maximum
Ext. CLK Freq.

VLVD VCC Low Voltage 
Detection

2.4 V
PS023803-0305  DC Characteristics
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Figure 15. Expanded Register File Architecture

U U U U U U U 0

0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0

00
0F

7F

F0
FF

FF      SPL

0 0 0 0 0 0 0 0

U U U U U U U U
0 0 0 0 0 0 0 0

U U U U U U U U

U U U U U U U U
U U U U U U U U

1 1 1 1 1 1 1 1
0 0 0 0 0 0 0 0
1 1 0 0 1 1 1 1

U U U U U U U U
U U U U U U U U
U U U U U U U U
U U U U U U U U
U U U U U U U U

FE      SPH
FD      RP
FC      FLAGS
FB      IMR
FA      IRQ
F9      IPR
F8      P01M
F7      P3M
F6      P2M
F5      Reserved
F4      Reserved
F3      Reserved
F2      Reserved
F1      Reserved
F0      Reserved

D7 D6 D5 D4 D3 D2 D1 D0

U U 0 0 1 1 0 1

U 0 1 0 0 0 U 0

1 1 1 1 1 1 1 0

(F) 0F   WDTMR
(F) 0E   Reserved
(F) 0D   SMR2
(F) 0C   Reserved
(F) 0B   SMR
(F) 0A   Reserved
(F) 09   Reserved
(F) 08   Reserved
(F) 07   Reserved
(F) 06   Reserved
(F) 05   Reserved
(F) 04   Reserved
(F) 03   Reserved
(F) 02   Reserved
(F) 01   Reserved
(F) 00   PCON

7 6 5 4 3 2 1 0

Expanded Register
Bank Pointer

Working Register
U U U U U U U U

U U U U U U U U

0 0 0 0 0 0 0 0

(D) 0C      LVD
(D) 0B      HI8
(D) 0A      LO8
(D) 09      HI16
(D) 08      LO16
(D) 07      TC16H
(D) 06      TC16L
(D) 05      TC8H
(D) 04      TC8L
(D) 03     CTR3
(D) 02      CTR2
(D) 01      CTR1
(D) 00      CTR0

Group Pointer

 Register File (Bank 0)**

0 0 0 1 1 1 1 1

*

*

0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0

0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0
0 0 0 0 0 0 0 0

U = Unknown
* Is not reset with a Stop-Mode Recovery

** All addresses are in hexadecimal
↑ Is not reset with a Stop-Mode Recovery, except Bit 0 

↑↑ Bit 5 Is not reset with a Stop-Mode Recovery 
↑↑↑ Bits 5,4,3,2  not reset with a Stop-Mode Recovery 

↑↑↑↑ Bits 5 and 4  not reset with a Stop-Mode Recovery 
↑↑↑↑↑ Bits 5,4,3,2,1  not reset with a Stop-Mode Recovery 

Expanded Reg. Bank 0/Group (0)

*

(0) 03 P3

(0) 02 P2

(0) 01 P1

(0) 00 P0

0 U

U

U

U

↑↑↑↑↑

↑↑↑↑
↑↑↑

↑↑

*
*
*

*
*
*
*
*

*

*

*

Expanded Reg. Bank F/Group 0**

Expanded Reg. Bank 0/Group 15**

Register Pointer

Z8® Standard Control Registers

Expanded Reg. Bank D/Group 0

↑

Reset Condition
PS023803-0305  Functional Description
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The counter/timers are mapped into ERF group D. Access is easily performed 
using the following:

LD RP, #0Dh ; Select ERF D 
for access to bank D 

; (working 
register group 0)
LD R0,#xx ; load CTR0
LD 1, #xx ; load CTR1
LD R1, 2 ; CTR2→CTR1

LD RP, #0Dh ; Select ERF D 
for access to bank D 

; (working 
register group 0)
LD RP, #7Dh ; Select 
expanded register bank D and working ; register 
group 7 of bank 0 for access.
LD 71h, 2
; CTRL2→register 71h
LD R1, 2
; CTRL2→register 71h

Register File
The register file (bank 0) consists of 4 I/O port registers, 237 general-purpose reg-
isters, 16 control and status registers (R0–R3, R4–R239, and R240–R255, 
respectively), and two expanded registers groups in Banks D (see Table 15) and 
F. Instructions can access registers directly or indirectly through an 8-bit address 
field, thereby allowing a short, 4-bit register address to use the Register Pointer 
(Figure 17). In the 4-bit mode, the register file is divided into 16 working register 
groups, each occupying 16 continuous locations. The Register Pointer addresses 
the starting location of the active working register group. 

Working register group E0–EF can only be accessed through 
working registers and indirect addressing modes.

Note:
PS023803-0305  Functional Description
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T8 Enable
This field enables T8 when set (written) to 1.

Single/Modulo-N
When set to 0 (Modulo-N), the counter reloads the initial value when the terminal 
count is reached. When set to 1 (single-pass), the counter stops when the termi-
nal count is reached.

Timeout
This bit is set when T8 times out (terminal count reached). To reset this bit, write a 
1 to its location. 

Writing a 1 is the only way to reset the Terminal Count 
status condition. Reset this bit before using/enabling the 
counter/timers.

The first clock of T8 might not have complete clock width 
and can occur any time when enabled.

Take care when using the OR or AND commands to manipulate 
CTR0, bit 5 and CTR1, bits 0 and 1 (Demodulation Mode). 
These instructions use a Read-Modify-Write sequence in which 
the current status from the CTR0 and CTR1 registers is ORed 
or ANDed with the designated value and then written back into 
the registers.

T8 Clock
This bit defines the frequency of the input signal to T8. 

Counter_INT_Mask ------1- R/W 0**
1

Disable Time-Out Interrupt
Enable Time-Out Interrupt

P34_Out -------0 R/W  0*
1

P34 as Port Output
T8 Output on P34

Note: 
*Indicates the value upon Power-On Reset.
**Indicates the value upon Power-On Reset. Not reset with a Stop Mode recovery.

Table 15.CTR0(D)00H Counter/Timer8 Control Register  (Continued)

Field Bit Position Value Description

Caution:

Note:
PS023803-0305  Functional Description
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Capture_INT_Mask
Set this bit to allow an interrupt when data is captured into either LO8 or HI8 upon 
a positive or negative edge detection in demodulation mode.

Counter_INT_Mask
Set this bit to allow an interrupt when T8 has a timeout.

P34_Out
This bit defines whether P34 is used as a normal output pin or the T8 output.

T8 and T16 Common Functions—CTR1(0D)01H
This register controls the functions in common with the T8 and T16.

Table 16 lists and briefly describes the fields for this register.

Table 16.CTR1(0D)01H T8 and T16 Common Functions

Field Bit Position Value Description
Mode 7------- R/W 0* Transmit Mode

Demodulation Mode
P36_Out/
Demodulator_Input

-6------ R/W
0*
1

0*
1

Transmit Mode
Port Output
T8/T16 Output
Demodulation Mode
P31
P20

T8/T16_Logic/
Edge _Detect

--54---- R/W
00**
01
10
11

00**
01
10
11

Transmit Mode
AND
OR
NOR
NAND
Demodulation Mode
Falling Edge
Rising Edge
Both Edges
Reserved
PS023803-0305  Functional Description
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In Demodulation Mode, when set to 0, T16 captures and reloads on detection of 
all the edges. When set to 1, T16 captures and detects on the first edge but 
ignores the subsequent edges. For details, see the description of T16 Demodula-
tion Mode on page 47.

Time_Out
This bit is set when T16 times out (terminal count reached). To reset the bit, write 
a 1 to this location.

T16_Clock
This bit defines the frequency of the input signal to Counter/Timer16.

Capture_INT_Mask
This bit is set to allow an interrupt when data is captured into LO16 and HI16.

Counter_INT_Mask
Set this bit to allow an interrupt when T16 times out.

P35_Out
This bit defines whether P35 is used as a normal output pin or T16 output.

CTR3 T8/T16 Control Register—CTR3(D)03H
Table 18 lists and briefly describes the fields for this register. This register allows 
the T8 and T16 counters to be synchronized.

Table 18.CTR3 (D)03H: T8/T16 Control Register

Field Bit Position Value Description

T16 Enable 7------- R
R
W
W

0*
1
0
1

Counter Disabled
Counter Enabled
Stop Counter
Enable Counter

T8 Enable -6------ R
R
W
W

0*
1
0
1

Counter Disabled
Counter Enabled
Stop Counter
Enable Counter

Sync Mode --5----- R/W 0**
1

Disable Sync Mode
Enable Sync Mode
PS023803-0305  Functional Description
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Figure 24. Demodulation Mode Flowchart

T8 (8-Bit)
Demodulation Mode

T8 Enable
CTR0, D7No

Yes

FFH→ TC8

First
Edge Present

Enable TC8

T8_Enable
Bit Set

Edge Present

T8 Timeout
Set Edge Present Status

Bit and Trigger Data
Capture Int. If Enabled

Set Timeout Status
Bit and Trigger

Timeout Int. If Enabled

Continue Counting

Disable TC8

No

Yes

No

Yes

Yes

Yes

No

No
PS023803-0305  Functional Description



ZGP323H
Product Specification

46
T16 Transmit Mode
In NORMAL or PING-PONG mode, the output of T16 when not enabled, is depen-
dent on CTR1, D0. If it is a 0, T16_OUT is a 1; if it is a 1, T16_OUT is 0. You can 
force the output of T16 to either a 0 or 1 whether it is enabled or not by program-
ming CTR1 D3; D2 to a 10 or 11.

When T16 is enabled, TC16H * 256 + TC16L is loaded, and T16_OUT is switched 
to its initial value (CTR1, D0). When T16 counts down to 0, T16_OUT is toggled 
(in NORMAL or PING-PONG mode), an interrupt (CTR2, D1) is generated (if 
enabled), and a status bit (CTR2, D5) is set. See Figure 25.

Figure 25. 16-Bit Counter/Timer Circuits

Global interrupts override this function as described in 
“Interrupts” on page 50. 

If T16 is in SINGLE-PASS mode, it is stopped at this point (see Figure 26). If it is 
in Modulo-N Mode, it is loaded with TC16H * 256 + TC16L, and the counting con-
tinues (see Figure 27).

You can modify the values in TC16H and TC16L at any time. The new values take 
effect when they are loaded. 

CTR2 D1

Negative Edge

Positive Edge

Z8® Data Bus

IRQ3

CTR2 D2

SCLK

Z8® Data Bus

CTR2 D4, D3

Clock

T16_OUT

LO16

TC16H TC16L

Clock
Select

16-Bit 
Counter T16

HI16

Note:
PS023803-0305  Functional Description
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If D6 of CTR2 Is 1
T16 ignores the subsequent edges in the input signal and continues counting 
down. A timeout of T8 causes T16 to capture its current value and generate an 
interrupt if enabled (CTR2, D2). In this case, T16 does not reload and continues 
counting. If the D6 bit of CTR2 is toggled (by writing a 0 then a 1 to it), T16 cap-
tures and reloads on the next edge (rising, falling, or both depending on CTR1, 
D5; D4), continuing to ignore subsequent edges.

This T16 mode generally measures mark time, the length of an active carrier sig-
nal burst.

If T16 reaches 0, T16 continues counting from FFFFh. Meanwhile, a status bit 
(CTR2 D5) is set, and an interrupt timeout can be generated if enabled (CTR2 
D1).

Ping-Pong Mode
This operation mode is only valid in TRANSMIT Mode. T8 and T16 must be pro-
grammed in Single-Pass mode (CTR0, D6; CTR2, D6), and Ping-Pong mode 
must be programmed in CTR1, D3; D2. The user can begin the operation by 
enabling either T8 or T16 (CTR0, D7 or CTR2, D7). For example, if T8 is enabled, 
T8_OUT is set to this initial value (CTR1, D1). According to T8_OUT's level, 
TC8H or TC8L is loaded into T8. After the terminal count is reached, T8 is dis-
abled, and T16 is enabled. T16_OUT then switches to its initial value (CTR1, D0), 
data from TC16H and TC16L is loaded, and T16 starts to count. After T16 reaches 
the terminal count, it stops, T8 is enabled again, repeating the entire cycle. Inter-
rupts can be allowed when T8 or T16 reaches terminal control (CTR0, D1; CTR2, 
D1). To stop the ping-pong operation, write 00 to bits D3 and D2 of CTR1. See 
Figure 28.

Enabling ping-pong operation while the counter/timers are 
running might cause intermittent counter/timer function. Disable 
the counter/timers and reset the status flags before instituting 
this operation.

Note:
PS023803-0305  Functional Description
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 SMR(0F)0BH

Figure 33. STOP Mode Recovery Register

SCLK/TCLK Divide-by-16 Select (D0)
D0 of the SMR controls a divide-by-16 prescaler of SCLK/TCLK (Figure 34). This 
control selectively reduces device power consumption during normal processor 
execution (SCLK control) and/or Halt Mode (where TCLK sources interrupt logic). 
After Stop Mode Recovery, this bit is set to a 0.

D7 D6 D5 D4 D3 D2 D1 D0

SCLK/TCLK Divide-by-16
0 OFF * * 
1 ON
Reserved (Must be 0) 

Stop-Mode Recovery Source
000 POR Only *
001 Reserved
010 P31
011 P32
100 P33
101 P27
110 P2 NOR 0-3
111 P2 NOR 0-7
Stop Delay
0 OFF
1 ON * * * *
Stop Recovery Level * * *
0 Low *
1 High
Stop Flag
0 POR *
1 Stop Recovery * *

* Default after Power On Reset or Watch-Dog Reset
* * Default setting after Reset and Stop Mode Recovery
* * * At the XOR gate input
* * * * Default setting after reset. Must be 1 if using a crystal or resonator clock source.
PS023803-0305  Functional Description
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Take care in differentiating the Transmit Mode from 
Demodulation Mode. Depending on which of these two modes 
is operating, the CTR1 bit has different functions.

Changing from one mode to another cannot be performed 
without disabling the counter/timers.

Notes:
PS023803-0305  Expanded Register File Control Registers (0D)
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R247 P3M(F7H)

Figure 49. Port 3 Mode Register (F7H: Write Only)

D7 D6 D5 D4 D3 D2 D1 D0

0: Port 2 Open Drain *
1: Port 2 Push-Pull

0= P31, P32 Digital Mode*
1= P31, P32 Analog Mode

Reserved (Must be 0)

* Default setting after reset. Not reset with a Stop Mode recovery.
PS023803-0305  Standard Control Registers
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R252 Flags(FCH)

Figure 54. Flag Register (FCH: Read/Write)

R253 RP(FDH)

Figure 55. Register Pointer (FDH: Read/Write)

D7 D6 D5 D4 D3 D2 D1 D0

User Flag F1

User Flag F2

Half Carry Flag

Decimal Adjust Flag

Overflow Flag

Sign Tag

Zero Flag

Carry Flag

D7 D6 D5 D4 D3 D2 D1 D0

Expanded Register Bank Pointer

Working Register Pointer

Default setting after reset = 0000 0000
PS023803-0305  Standard Control Registers
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16KB Standard Temperature: 0° to +70°C

Part Number Description Part Number Description
ZGP323HSH4816C 48-pin SSOP 16K OTP ZGP323HSS2816C 28-pin SOIC 16K OTP

ZGP323HSP4016C 40-pin PDIP 16K OTP ZGP323HSH2016C 20-pin SSOP 16K OTP

ZGP323HSH2816C 28-pin SSOP 16K OTP ZGP323HSP2016C 20-pin PDIP 16K OTP

ZGP323HSP2816C 28-pin PDIP 16K OTP ZGP323HSS2016C 20-pin SOIC 16K OTP

16KB Extended Temperature: -40° to +105°C

Part Number Description Part Number Description
ZGP323HEH4816C 48-pin SSOP 16K OTP ZGP323HES2816C 28-pin SOIC 16K OTP

ZGP323HEP4016C 40-pin PDIP 16K OTP ZGP323HEH2016C 20-pin SSOP 16K OTP

ZGP323HEH2816C 28-pin SSOP 16K OTP ZGP323HEP2016C 20-pin PDIP 16K OTP

ZGP323HEP2816C 28-pin PDIP 16K OTP ZGP323HES2016C 20-pin SOIC 16K OTP

16KB Automotive Temperature: -40° to +125°C

Part Number Description Part Number Description
ZGP323HAH4816C 48-pin SSOP 16K OTP ZGP323HAS2816C 28-pin SOIC 16K OTP

ZGP323HAP4016C 40-pin PDIP 16K OTP ZGP323HAH2016C 20-pin SSOP 16K OTP

ZGP323HAH2816C 28-pin SSOP 16K OTP ZGP323HAP2016C 20-pin PDIP 16K OTP

ZGP323HAP2816C 28-pin PDIP 16K OTP ZGP323HAS2016C 20-pin SOIC 16K OTP

Replace C with G for Lead-Free Packaging
PS023803-0305  Ordering Information
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8KB Standard Temperature: 0° to +70°C

Part Number Description Part Number Description
ZGP323HSH4808C 48-pin SSOP 8K OTP ZGP323HSS2808C 28-pin SOIC 8K OTP

ZGP323HSP4008C 40-pin PDIP 8K OTP ZGP323HSH2008C 20-pin SSOP 8K OTP

ZGP323HSH2808C 28-pin SSOP 8K OTP ZGP323HSP2008C 20-pin PDIP 8K OTP

ZGP323HSP2808C 28-pin PDIP 8K OTP ZGP323HSS2008C 20-pin SOIC 8K OTP

8KB Extended Temperature: -40° to +105°C

Part Number Description Part Number Description
ZGP323HEH4808C 48-pin SSOP 8K OTP ZGP323HES2808C 28-pin SOIC 8K OTP

ZGP323HEP4008C 40-pin PDIP 8K OTP ZGP323HEH2008C 20-pin SSOP 8K OTP

ZGP323HEH2808C 28-pin SSOP 8K OTP ZGP323HEP2008C 20-pin PDIP 8K OTP

ZGP323HEP2808C 28-pin PDIP 8K OTP ZGP323HES2008C 20-pin SOIC 8K OTP

8KB Automotive Temperature: -40° to +125°C

Part Number Description Part Number Description
ZGP323HAH4808C 48-pin SSOP 8K OTP ZGP323HAS2808C 28-pin SOIC 8K OTP

ZGP323HAP4008C 40-pin PDIP 8K OTP ZGP323HAH2008C 20-pin SSOP 8K OTP

ZGP323HAH2808C 28-pin SSOP 8K OTP ZGP323HAP2008C 20-pin PDIP 8K OTP

ZGP323HAP2808C 28-pin PDIP 8K OTP ZGP323HAS2008C 20-pin SOIC 8K OTP

Replace C with G for Lead-Free Packaging
PS023803-0305  Ordering Information
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Example

ZG P 323 H T P 48 32 C

Molding Compound

Memory Size

Number of Pins

Package Type:
E = CDIP
P = PDIP
H = SSOP
S = SOIC
Temperature:
S = Standard
E = Extended
A = Automotive
Voltage:
H = High

Family Designation

OTP

ZiLOG General-Purpose Family
PS023803-0305  Ordering Information


