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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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ERF (Expanded Register File). Bits 7–4 of register RP select the working register 
group. Bits 3–0 of register RP select the expanded register file bank. 

An expanded register bank is also referred to as an expanded 
register group (see Figure 15). 

Note:
PS023803-0305  Functional Description
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T8 Enable
This field enables T8 when set (written) to 1.

Single/Modulo-N
When set to 0 (Modulo-N), the counter reloads the initial value when the terminal 
count is reached. When set to 1 (single-pass), the counter stops when the termi-
nal count is reached.

Timeout
This bit is set when T8 times out (terminal count reached). To reset this bit, write a 
1 to its location. 

Writing a 1 is the only way to reset the Terminal Count 
status condition. Reset this bit before using/enabling the 
counter/timers.

The first clock of T8 might not have complete clock width 
and can occur any time when enabled.

Take care when using the OR or AND commands to manipulate 
CTR0, bit 5 and CTR1, bits 0 and 1 (Demodulation Mode). 
These instructions use a Read-Modify-Write sequence in which 
the current status from the CTR0 and CTR1 registers is ORed 
or ANDed with the designated value and then written back into 
the registers.

T8 Clock
This bit defines the frequency of the input signal to T8. 

Counter_INT_Mask ------1- R/W 0**
1

Disable Time-Out Interrupt
Enable Time-Out Interrupt

P34_Out -------0 R/W  0*
1

P34 as Port Output
T8 Output on P34

Note: 
*Indicates the value upon Power-On Reset.
**Indicates the value upon Power-On Reset. Not reset with a Stop Mode recovery.

Table 15.CTR0(D)00H Counter/Timer8 Control Register  (Continued)

Field Bit Position Value Description

Caution:

Note:
PS023803-0305  Functional Description
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If D6 of CTR2 Is 1

T16 ignores the subsequent edges in the input signal and continues counting 
down. A timeout of T8 causes T16 to capture its current value and generate an 
interrupt if enabled (CTR2, D2). In this case, T16 does not reload and continues 
counting. If the D6 bit of CTR2 is toggled (by writing a 0 then a 1 to it), T16 cap-
tures and reloads on the next edge (rising, falling, or both depending on CTR1, 
D5; D4), continuing to ignore subsequent edges.

This T16 mode generally measures mark time, the length of an active carrier sig-
nal burst.

If T16 reaches 0, T16 continues counting from FFFFh. Meanwhile, a status bit 
(CTR2 D5) is set, and an interrupt timeout can be generated if enabled (CTR2 
D1).

Ping-Pong Mode

This operation mode is only valid in TRANSMIT Mode. T8 and T16 must be pro-
grammed in Single-Pass mode (CTR0, D6; CTR2, D6), and Ping-Pong mode 
must be programmed in CTR1, D3; D2. The user can begin the operation by 
enabling either T8 or T16 (CTR0, D7 or CTR2, D7). For example, if T8 is enabled, 
T8_OUT is set to this initial value (CTR1, D1). According to T8_OUT's level, 
TC8H or TC8L is loaded into T8. After the terminal count is reached, T8 is dis-
abled, and T16 is enabled. T16_OUT then switches to its initial value (CTR1, D0), 
data from TC16H and TC16L is loaded, and T16 starts to count. After T16 reaches 
the terminal count, it stops, T8 is enabled again, repeating the entire cycle. Inter-
rupts can be allowed when T8 or T16 reaches terminal control (CTR0, D1; CTR2, 
PS023803-0305  Functional Description
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During PING-PONG Mode
The enable bits of T8 and T16 (CTR0, D7; CTR2, D7) are set and cleared alter-
nately by hardware. The timeout bits (CTR0, D5; CTR2, D5) are set every time the 
counter/timers reach the terminal count. 

Interrupts
The ZGP323H features six different interrupts (Table 19). The interrupts are 
maskable and prioritized (Figure 30). The six sources are divided as follows: three 
sources are claimed by Port 3 lines P33–P31, two by the counter/timers 
(Table 19) and one for low voltage detection. The Interrupt Mask Register (globally 
or individually) enables or disables the six interrupt requests.

The source for IRQ is determined by bit 1 of the Port 3 mode register (P3M). 
When in digital mode, Pin P33 is the source. When in analog mode the output of 
the Stop mode recovery source logic is used as the source for the interrupt. See 
Figure 35, Stop Mode Recovery Source, on page 59.
PS023803-0305  Functional Description
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Any Port 2 bit defined as an output drives the corresponding 
input to the default state. This condition allows the remaining 
inputs to control the AND/OR function. Refer to SMR2 register 
on page 61 for other recover sources.

Stop Mode Recovery Delay Select (D5)
This bit, if Low, disables the TPOR delay after Stop Mode Recovery. The default 
configuration of this bit is 1. If the “fast” wake up is selected, the Stop Mode 
Recovery source must be kept active for at least 5 TpC.

This bit must be set to 1 if using a crystal or resonator clock 
source. The TPOR delay allows the clock source to stabilize 
before executing instructions.

Stop Mode Recovery Edge Select (D6)
A 1 in this bit position indicates that a High level on any one of the recovery 
sources wakes the device from Stop Mode. A 0 indicates Low level recovery. The 
default is 0 on POR.

Cold or Warm Start (D7)
This bit is read only. It is set to 1 when the device is recovered from Stop Mode. 
The bit is set to 0 when the device reset is other than Stop Mode Recovery (SMR).

Table 22.Stop Mode Recovery Source

SMR:432 Operation 

D4 D3 D2 Description of Action

0 0 0 POR and/or external reset recovery

0 0 1 Reserved

0 1 0 P31 transition

0 1 1 P32 transition

1 0 0 P33 transition

1 0 1 P27 transition

1 1 0 Logical NOR of P20 through P23

1 1 1 Logical NOR of P20 through P27

Note:

Note:
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Stop Mode Recovery Register 2 (SMR2)
This register determines the mode of Stop Mode Recovery for SMR2 (Figure 36).

SMR2(0F)DH

Figure 36. Stop Mode Recovery Register 2 ((0F)DH:D2–D4, D6 Write Only)

If SMR2 is used in conjunction with SMR, either of the specified events causes a 
Stop Mode Recovery.

Port pins configured as outputs are ignored as an SMR or 
SMR2 recovery source. For example, if the NAND or P23–P20 
is selected as the recovery source and P20 is configured as an 
output, the remaining SMR pins (P23–P21) form the NAND 
equation.

D7 D6 D5 D4 D3 D2 D1 D0

Reserved (Must be 0)

Reserved (Must be 0)

Stop-Mode Recovery Source 2
000 POR Only *
001 NAND P20, P21, P22, P23
010 NAND P20, P21, P22, P23, P24, P25, P26, P27
011 NOR P31, P32, P33
100 NAND P31, P32, P33
101 NOR P31, P32, P33, P00, P07
110 NAND P31, P32, P33, P00, P07
111 NAND P31, P32, P33, P20, P21, P22

Reserved (Must be 0)

Recovery Level * *
0 Low *
1 High

Reserved (Must be 0)
Note: If used in conjunction with SMR, either of the two specified events causes a Stop-Mode Recovery.
* Default setting after reset
* * At the XOR gate input

Note:
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For fast results, contact your local ZiLOG sales office for assistance in ordering 
the part desired.

Codes
ZG = ZiLOG General Purpose Family

P = OTP

323 = Family Designation

H = High Voltage

T = Temparature
S = Standard 0° to +70°C
E = Extended -40° to +105°C
A = Automotive -40° to +125°C

P = Package Type:
K = CDIP
P = PDIP
H = SSOP
S = SOIC

## = Number of Pins

CC = Memory Size

M = Molding Compound       

C = Standard Plastic Packaging Molding Compound
G = Green Plastic Molding Compound
E = Standard Cer Dip flow
PS023803-0305  Ordering Information


