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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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Two external ceramic capacitors should be connected on VCAP_1 & VCAP_2 pin. Refer to 
Figure 21: Power supply scheme and Figure 16: VCAP_1/VCAP_2 operating conditions.

All packages have regulator ON feature.

Regulator OFF

This feature is available only on packages featuring the BYPASS_REG pin. The regulator is 
disabled by holding BYPASS_REG high. The regulator OFF mode allows to supply 
externally a V12 voltage source through VCAP_1 and VCAP_2 pins.

Since the internal voltage scaling is not manage internally, the external voltage value must 
be aligned with the targeted maximum frequency. Refer to Table 14: General operating 
conditions.

The two 2.2 µF ceramic capacitors should be replaced by two 100 nF decoupling 
capacitors.

Refer to Figure 21: Power supply scheme

When the regulator is OFF, there is no more internal monitoring on V12. An external power 
supply supervisor should be used to monitor the V12 of the logic power domain. PA0 pin 
should be used for this purpose, and act as power-on reset on V12 power domain.

In regulator OFF mode the following features are no more supported:

• PA0 cannot be used as a GPIO pin since it allows to reset a part of the V12 logic power 
domain which is not reset by the NRST pin.

• As long as PA0 is kept low, the debug mode cannot be used under power-on reset. As 
a consequence, PA0 and NRST pins must be managed separately if the debug 
connection under reset or pre-reset is required.

• The standby mode is not available

Figure 9. Regulator OFF
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Advanced-control timers (TIM1, TIM8)

The advanced-control timers (TIM1, TIM8) can be seen as three-phase PWM generators 
multiplexed on 6 channels. They have complementary PWM outputs with programmable 
inserted dead times. They can also be considered as complete general-purpose timers. 
Their 4 independent channels can be used for:

• Input capture

• Output compare

• PWM generation (edge- or center-aligned modes)

• One-pulse mode output

If configured as standard 16-bit timers, they have the same features as the general-purpose 
TIMx timers. If configured as 16-bit PWM generators, they have full modulation capability (0-
100%).

The advanced-control timer can work together with the TIMx timers via the Timer Link 
feature for synchronization or event chaining.

TIM1 and TIM8 support independent DMA request generation.

General 
purpose

TIM2, 
TIM5

32-bit
Up, 

Down, 
Up/down

Any integer 
between 1 
and 65536

Yes 4 No 42 84

TIM3, 
TIM4

16-bit
Up, 

Down, 
Up/down

Any integer 
between 1 
and 65536

Yes 4 No 42 84

TIM9 16-bit Up
Any integer 
between 1 
and 65536

No 2 No 84 168

TIM10
, 

TIM11
16-bit Up

Any integer 
between 1 
and 65536

No 1 No 84 168

TIM12 16-bit Up
Any integer 
between 1 
and 65536

No 2 No 42 84

TIM13
, 

TIM14
16-bit Up

Any integer 
between 1 
and 65536

No 1 No 42 84

Basic
TIM6, 
TIM7

16-bit Up
Any integer 
between 1 
and 65536

Yes 0 No 42 84

Table 4. Timer feature comparison (continued)

Timer 
type

Timer
Counter 

resolution
Counter 

type
Prescaler 

factor

DMA 
request 

generation

Capture/
compare 
channels

Complemen-
tary output

Max 
interface 

clock 
(MHz)

Max 
timer 
clock 
(MHz)
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PG2 - A12 - - - -

PG3 - A13 - - - -

PG4 - A14 - - - -

PG5 - A15 - - - -

PG6 - - - INT2 - -

PG7 - - - INT3 - -

PD0 D2 D2 DA2 D2 Yes Yes

PD1 D3 D3 DA3 D3 Yes Yes

PD3 - CLK CLK - Yes -

PD4 NOE NOE NOE NOE Yes Yes

PD5 NWE NWE NWE NWE Yes Yes

PD6 NWAIT NWAIT NWAIT NWAIT Yes Yes

PD7 - NE1 NE1 NCE2 Yes Yes

PG9 - NE2 NE2 NCE3 - -

PG10 NCE4_1 NE3 NE3 - - -

PG11 NCE4_2 - - - - -

PG12 - NE4 NE4 - - -

PG13 - A24 A24 - - -

PG14 - A25 A25 - - -

PB7 - NADV NADV - Yes Yes

PE0 - NBL0 NBL0 - Yes -

PE1 - NBL1 NBL1 - Yes -

1. Full FSMC features are available on LQFP144, LQFP176, and UFBGA176. The features available on 
smaller packages are given in the dedicated package column. 

2. Ports F and G are not available in devices delivered in 100-pin packages.

Table 8. FSMC pin definition (continued)

Pins(1)

FSMC

LQFP100(2) WLCSP90
(2)

CF
NOR/PSRAM/

SRAM
NOR/PSRAM Mux NAND 16 bit
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Port B

PB0 - TIM1_CH2N TIM3_CH3 TIM8_CH2N - - - - - -
OTG_HS_ULPI_

D1 
ETH _MII_RXD2 - - - EVENTOUT

PB1 - TIM1_CH3N TIM3_CH4 TIM8_CH3N - - - - -
OTG_HS_ULPI_

D2 
ETH _MII_RXD3 - - - EVENTOUT

PB2 - - - - - - - - - - - - - - - EVENTOUT

PB3
JTDO/

TRACES
WO 

TIM2_CH2 - - - SPI1_SCK 
SPI3_SCK 
I2S3_CK 

- - - - - - - - EVENTOUT

PB4 NJTRST - TIM3_CH1 - SPI1_MISO SPI3_MISO I2S3ext_SD - - - - - - - EVENTOUT

PB5 - - TIM3_CH2 
I2C1_SMB

A
SPI1_MOSI 

SPI3_MOSI 
I2S3_SD 

- CAN2_RX 
OTG_HS_ULPI_

D7 
ETH _PPS_OUT - DCMI_D10 - EVENTOUT

PB6 - - TIM4_CH1 I2C1_SCL - - USART1_TX - CAN2_TX - - - DCMI_D5 - EVENTOUT

PB7 - - TIM4_CH2 I2C1_SDA - - USART1_RX - - - - FSMC_NL 
DCMI_VSYN

C 
- EVENTOUT

PB8 - - TIM4_CH3 TIM10_CH1 I2C1_SCL - - - - CAN1_RX - ETH _MII_TXD3 SDIO_D4 DCMI_D6 - EVENTOUT

PB9 - - TIM4_CH4 TIM11_CH1 I2C1_SDA 
SPI2_NSS

I2S2_WS 
- - - CAN1_TX - - SDIO_D5 DCMI_D7 - EVENTOUT

PB10 - TIM2_CH3 - - I2C2_SCL 
SPI2_SCK 
I2S2_CK 

- USART3_TX - -
OTG_HS_ULPI_

D3 
ETH_ MII_RX_ER - - - EVENTOUT

PB11 - TIM2_CH4 - - I2C2_SDA - - USART3_RX - -
OTG_HS_ULPI_

D4 

ETH _MII_TX_EN
ETH 

_RMII_TX_EN
- - - EVENTOUT

PB12 - TIM1_BKIN - -
I2C2_
SMBA

SPI2_NSS 
I2S2_WS 

- USART3_CK - CAN2_RX 
OTG_HS_ULPI_

D5 
ETH _MII_TXD0

ETH _RMII_TXD0
OTG_HS_ID - - EVENTOUT

PB13 - TIM1_CH1N - - -
SPI2_SCK 
I2S2_CK

- USART3_CTS - CAN2_TX 
OTG_HS_ULPI_

D6 
ETH _MII_TXD1 

ETH _RMII_TXD1
 - - - EVENTOUT

PB14 - TIM1_CH2N - TIM8_CH2N - SPI2_MISO I2S2ext_SD USART3_RTS - TIM12_CH1 - - OTG_HS_DM - - EVENTOUT

PB15
RTC_
REFIN

TIM1_CH3N - TIM8_CH3N -
SPI2_MOSI 

I2S2_SD
- - - TIM12_CH2 - - OTG_HS_DP - - EVENTOUT

Table 9. Alternate function mapping (continued)

Port

AF0 AF1 AF2 AF3 AF4 AF5 AF6 AF7 AF8 AF9 AF10 AF11 AF12 AF13

AF14 AF15

SYS TIM1/2 TIM3/4/5
TIM8/9/10

/11
I2C1/2/3

SPI1/SPI2/
I2S2/I2S2e

xt

SPI3/I2Sext
/I2S3

USART1/2/3/
I2S3ext

UART4/5/
USART6

CAN1/2
TIM12/13/

14

OTG_FS/ 
OTG_HS

ETH
FSMC/SDIO

/OTG_FS
DCMI
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Port D

PD0 - - - - - - - - - CAN1_RX - - FSMC_D2 - - EVENTOUT

PD1 - - - - - - - - - CAN1_TX - - FSMC_D3 - - EVENTOUT

PD2 - - TIM3_ETR - - - - - UART5_RX - - - SDIO_CMD DCMI_D11 - EVENTOUT

PD3 - - - - - - - USART2_CTS - - - - FSMC_CLK - - EVENTOUT

PD4 - - - - - - - USART2_RTS - - - - FSMC_NOE - - EVENTOUT

PD5 - - - - - - - USART2_TX - - - - FSMC_NWE - - EVENTOUT

PD6 - - - - - - - USART2_RX - - - - FSMC_NWAIT - - EVENTOUT

PD7 - - - - - - - USART2_CK - - - -
FSMC_NE1/
FSMC_NCE2 

- - EVENTOUT

PD8 - - - - - - - USART3_TX - - - - FSMC_D13 - - EVENTOUT

PD9 - - - - - - - USART3_RX - - - - FSMC_D14 - - EVENTOUT

PD10 - - - - - - - USART3_CK - - - - FSMC_D15 - - EVENTOUT

PD11 - - - - - - - USART3_CTS - - - - FSMC_A16 - - EVENTOUT

PD12 - - TIM4_CH1 - - - - USART3_RTS - - - - FSMC_A17 - - EVENTOUT

PD13 - - TIM4_CH2 - - - - - - - - - FSMC_A18 - - EVENTOUT

PD14 - - TIM4_CH3 - - - - - - - - - FSMC_D0 - - EVENTOUT

PD15 - - TIM4_CH4 - - - - - - - - - FSMC_D1 - - EVENTOUT

Table 9. Alternate function mapping (continued)

Port

AF0 AF1 AF2 AF3 AF4 AF5 AF6 AF7 AF8 AF9 AF10 AF11 AF12 AF13

AF14 AF15

SYS TIM1/2 TIM3/4/5
TIM8/9/10

/11
I2C1/2/3

SPI1/SPI2/
I2S2/I2S2e

xt

SPI3/I2Sext
/I2S3

USART1/2/3/
I2S3ext

UART4/5/
USART6

CAN1/2
TIM12/13/

14

OTG_FS/ 
OTG_HS

ETH
FSMC/SDIO

/OTG_FS
DCMI
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Table 20. Typical and maximum current consumption in Run mode, code with data processing
 running from Flash memory (ART accelerator enabled) or RAM (1)

Symbol Parameter Conditions fHCLK

Typ Max(2)

UnitTA = 
25 °C

TA = 
85 °C

TA = 
105 °C

IDD
Supply current in 
Run mode

External clock(3), all 
peripherals enabled(4)(5)

168 MHz 87 102 109

mA

144 MHz 67 80 86

120 MHz 56 69 75

90 MHz 44  56 62

60 MHz 30 42 49

30 MHz 16 28 35

25 MHz 12 24 31

16 MHz(6) 9 20 28

8 MHz 5 17 24

4 MHz 3 15 22

2 MHz 2  14 21

External clock(3), all 
peripherals disabled(4)(5)

168 MHz 40 54 61

144 MHz 31 43 50

120 MHz 26 38 45

90 MHz 20 32 39

60 MHz 14 26 33

30 MHz 8 20 27

25 MHz 6 18 25

16 MHz(6) 5 16 24

8 MHz 3 15 22

4 MHz 2 14 21

2 MHz 2 14 21

1. Code and data processing running from SRAM1 using boot pins.

2. Guaranteed by characterization, tested in production at VDD max and fHCLK max with peripherals enabled.

3. External clock is 4 MHz and PLL is on when fHCLK > 25 MHz.

4. When the ADC is ON (ADON bit set in the ADC_CR2 register), add an additional power consumption of 1.6 mA per ADC for 
the analog part. 

5. When analog peripheral blocks such as ADCs, DACs, HSE, LSE, HSI, or LSI are ON, an additional power consumption 
should be considered.

6. In this case HCLK = system clock/2.
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Jitter(3)

Cycle-to-cycle jitter

System clock 
120 MHz

RMS - 25 -

ps

peak 
to 
peak

- ±150 -

Period Jitter

RMS - 15 -

peak 
to 
peak

- ±200 -

Main clock output (MCO) for 
RMII Ethernet

Cycle to cycle at 50 MHz 
on 1000 samples

- 32 -

Main clock output (MCO) for MII 
Ethernet

Cycle to cycle at 25 MHz 
on 1000 samples

- 40 -

Bit Time CAN jitter
Cycle to cycle at 1 MHz 
on 1000 samples

- 330 -

IDD(PLL)
(4) PLL power consumption on VDD

VCO freq = 100 MHz

VCO freq = 432 MHz

0.15

0.45
-

0.40

0.75
mA

IDDA(PLL)
(4) PLL power consumption on 

VDDA
VCO freq = 100 MHz

VCO freq = 432 MHz

0.30

0.55
-

0.40

0.85
mA

1. Take care of using the appropriate division factor M to obtain the specified PLL input clock values. The M factor is shared 
between PLL and PLLI2S.

2. Guaranteed by design.

3. The use of 2 PLLs in parallel could degraded the Jitter up to +30%.

4. Guaranteed by characterization.

Table 36. Main PLL characteristics (continued)

Symbol Parameter Conditions Min Typ Max Unit

Table 37. PLLI2S (audio PLL) characteristics 

Symbol Parameter Conditions Min Typ Max Unit

fPLLI2S_IN PLLI2S input clock(1) - 0.95(2) 1 2.10 MHz

fPLLI2S_OUT PLLI2S multiplier output clock - - - 216 MHz

fVCO_OUT PLLI2S VCO output - 100 - 432 MHz

tLOCK PLLI2S lock time
VCO freq = 100 MHz 75 - 200

µs
VCO freq = 432 MHz 100 - 300

Jitter(3)

Master I2S clock jitter

Cycle to cycle at 
12.288 MHz on 
48KHz period, 
N=432, R=5

RMS - 90 -

 peak 
to 

peak
-  ±280 - ps

Average frequency of 
12.288 MHz 

N = 432, R = 5

on 1000 samples

- 90 - ps

WS I2S clock jitter
Cycle to cycle at 48 KHz

on 1000 samples
- 400 - ps
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tERASE128KB Sector (128 KB) erase time

Program/erase parallelism 
(PSIZE) = x 8

- 2 4

s
Program/erase parallelism 
(PSIZE) = x 16

- 1.3 2.6

Program/erase parallelism 
(PSIZE) = x 32

- 1 2

tME Mass erase time

Program/erase parallelism 
(PSIZE) = x 8

- 16 32

s
Program/erase parallelism 
(PSIZE) = x 16

- 11 22

Program/erase parallelism 
(PSIZE) = x 32

- 8 16

Vprog Programming voltage

32-bit program operation 2.7 - 3.6 V

16-bit program operation 2.1 - 3.6 V

8-bit program operation 1.8 - 3.6 V

1. Guaranteed by characterization.

2. The maximum programming time is measured after 100K erase operations.

Table 40. Flash memory programming (continued)

Symbol Parameter  Conditions Min(1) Typ Max(1) Unit
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Input/output AC characteristics

The definition and values of input/output AC characteristics are given in Figure 37 and 
Table 50, respectively.

Unless otherwise specified, the parameters given in Table 50 are derived from tests 
performed under the ambient temperature and VDD supply voltage conditions summarized 
in Table 14.

          

Table 50. I/O AC characteristics(1)(2) 

OSPEEDRy
[1:0] bit 
value(1)

Symbol Parameter Conditions Min Typ Max Unit

00

fmax(IO)out Maximum frequency(3)

CL = 50 pF, VDD > 2.70 V - - 4

MHz
CL = 50 pF, VDD > 1.8 V - - 2

CL = 10 pF, VDD > 2.70 V - - 8

CL = 10 pF, VDD > 1.8 V - - 4

tf(IO)out/
tr(IO)out

Output high to low level fall 
time and output low to high 
level rise time

CL = 50 pF, VDD = 1.8 V to 
3.6 V

- - 100 ns

01

fmax(IO)out Maximum frequency(3)

CL = 50 pF, VDD > 2.70 V - - 25

MHz
CL = 50 pF, VDD > 1.8 V - - 12.5

CL = 10 pF, VDD > 2.70 V - - 50(4)

CL = 10 pF, VDD > 1.8 V - - 20

tf(IO)out/
tr(IO)out

Output high to low level fall 
time and output low to high 
level rise time

CL = 50 pF, VDD >2.7 V - - 10

ns
CL = 50 pF, VDD > 1.8 V - - 20

CL = 10 pF, VDD > 2.70 V - - 6

CL = 10 pF, VDD > 1.8 V - - 10

10

fmax(IO)out Maximum frequency(3)

CL = 40 pF, VDD > 2.70 V - - 50(4)

MHz
CL = 40 pF, VDD > 1.8 V - - 25

CL = 10 pF, VDD > 2.70 V - - 100(4)

CL = 10 pF, VDD > 1.8 V - - 50(4)

tf(IO)out/
tr(IO)out

Output high to low level fall 
time and output low to high 
level rise time

CL = 40 pF, VDD > 2.70 V - - 6

ns
CL = 40 pF, VDD > 1.8 V - - 10

CL = 10 pF, VDD > 2.70 V - - 4

CL = 10 pF, VDD > 1.8 V - - 6
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Figure 42. I2S slave timing diagram (Philips protocol) 

1. LSB transmit/receive of the previously transmitted byte. No LSB transmit/receive is sent before the first 
byte.

Figure 43. I2S master timing diagram (Philips protocol)(1)

1. Guaranteed by characterization.

2. LSB transmit/receive of the previously transmitted byte. No LSB transmit/receive is sent before the first 
byte.
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Figure 55. Asynchronous non-multiplexed SRAM/PSRAM/NOR write waveforms

1. Mode 2/B, C and D only. In Mode 1, FSMC_NADV is not used.

          

Table 76. Asynchronous non-multiplexed SRAM/PSRAM/NOR write timings(1)(2)

1. CL = 30 pF.

2. Guaranteed by characterization.

Symbol Parameter Min Max Unit

tw(NE) FSMC_NE low time 3THCLK 3THCLK+ 4 ns

tv(NWE_NE) FSMC_NEx low to FSMC_NWE low THCLK–0.5 THCLK+0.5 ns

tw(NWE) FSMC_NWE low time THCLK–1 THCLK+2 ns

th(NE_NWE) FSMC_NWE high to FSMC_NE high hold time THCLK–1  - ns

tv(A_NE) FSMC_NEx low to FSMC_A valid  - 0 ns

th(A_NWE) Address hold time after FSMC_NWE high THCLK– 2  - ns

tv(BL_NE) FSMC_NEx low to FSMC_BL valid  - 1.5 ns

th(BL_NWE) FSMC_BL hold time after FSMC_NWE high THCLK– 1  - ns

tv(Data_NE) Data to FSMC_NEx low to Data valid  - THCLK+3 ns

th(Data_NWE) Data hold time after FSMC_NWE high THCLK–1  - ns

tv(NADV_NE) FSMC_NEx low to FSMC_NADV low  - 2 ns

tw(NADV) FSMC_NADV low time  - THCLK+0.5 ns
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Synchronous waveforms and timings

Figure 58 through Figure 61 represent synchronous waveforms and Table 80 through 
Table 82 provide the corresponding timings. The results shown in these tables are obtained 
with the following FSMC configuration:

• BurstAccessMode = FSMC_BurstAccessMode_Enable;

• MemoryType = FSMC_MemoryType_CRAM;

• WriteBurst = FSMC_WriteBurst_Enable;

• CLKDivision = 1; (0 is not supported, see the STM32F40xxx/41xxx reference manual)

• DataLatency = 1 for NOR Flash; DataLatency = 0 for PSRAM

In all timing tables, the THCLK is the HCLK clock period (with maximum 
FSMC_CLK = 60 MHz). 

Figure 58. Synchronous multiplexed NOR/PSRAM read timings

2. Guaranteed by characterization.
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IMPORTANT NOTICE – PLEASE READ CAREFULLY

STMicroelectronics NV and its subsidiaries (“ST”) reserve the right to make changes, corrections, enhancements, modifications, and 
improvements to ST products and/or to this document at any time without notice. Purchasers should obtain the latest relevant information on 
ST products before placing orders. ST products are sold pursuant to ST’s terms and conditions of sale in place at the time of order 
acknowledgement.

Purchasers are solely responsible for the choice, selection, and use of ST products and ST assumes no liability for application assistance or 
the design of Purchasers’ products.

No license, express or implied, to any intellectual property right is granted by ST herein.

Resale of ST products with provisions different from the information set forth herein shall void any warranty granted by ST for such product.

ST and the ST logo are trademarks of ST. All other product or service names are the property of their respective owners.

Information in this document supersedes and replaces information previously supplied in any prior versions of this document.
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