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1–2 Chapter 1: Device Datasheet for Arria II Devices
Electrical Characteristics
c Conditions beyond those listed in Table 1–1 and Table 1–2 may cause permanent 
damage to the device. Additionally, device operation at the absolute maximum 
ratings for extended periods of time may have adverse effects on the device.

Table 1–1 lists the absolute maximum ratings for Arria II GX devices.

Table 1–2 lists the absolute maximum ratings for Arria II GZ devices.

Table 1–1. Absolute Maximum Ratings for Arria II GX Devices 

Symbol Description Minimum Maximum Unit

VCC
Supplies power to the core, periphery, I/O registers, PCI Express® 
(PIPE) (PCIe) HIP block, and transceiver PCS –0.5 1.35 V

VCCCB Supplies power for the configuration RAM bits –0.5 1.8 V

VCCBAT Battery back-up power supply for design security volatile key register –0.5 3.75 V

VCCPD
Supplies power to the I/O pre-drivers, differential input buffers, and 
MSEL circuitry –0.5 3.75 V

VCCIO Supplies power to the I/O banks –0.5 3.9 V

VCCD_PLL Supplies power to the digital portions of the PLL –0.5 1.35 V

VCCA_PLL
Supplies power to the analog portions of the PLL and device-wide 
power management circuitry –0.5 3.75 V

VI DC input voltage –0.5 4.0 V

IOUT DC output current, per pin –25 40 mA

VCCA Supplies power to the transceiver PMA regulator — 3.75 V

VCCL_GXB Supplies power to the transceiver PMA TX, PMA RX, and clocking — 1.21 V

VCCH_GXB Supplies power to the transceiver PMA output (TX) buffer — 1.8 V

TJ Operating junction temperature –55 125 °C

TSTG Storage temperature (no bias) –65 150 °C

Table 1–2. Absolute Maximum Ratings for Arria II GZ Devices (Part 1 of 2)

Symbol Description Minimum Maximum Unit

VCC
Supplies power to the core, periphery, I/O registers, PCIe HIP block, and 
transceiver PCS -0.5 1.35 V

VCCCB Power supply to the configuration RAM bits -0.5 1.8 V

VCCPGM Supplies power to the configuration pins -0.5 3.75 V

VCCAUX Auxiliary supply -0.5 3.75 V

VCCBAT Supplies battery back-up power for design security volatile key register -0.5 3.75 V

VCCPD
Supplies power to the I/O pre-drivers, differential input buffers, and 
MSEL circuitry -0.5 3.75 V

VCCIO Supplies power to the I/O banks -0.5 3.9 V

VCC_CLKIN Supplies power to the differential clock input -0.5 3.75 V

VCCD_PLL Supplies power to the digital portions of the PLL -0.5 1.35 V

VCCA_PLL
Supplies power to the analog portions of the PLL and device-wide 
power management circuitry -0.5 3.75 V

VI DC input voltage -0.5 4.0 V

IOUT DC output current, per pin -25 40 mA
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Chapter 1: Device Datasheet for Arria II Devices 1–3
Electrical Characteristics
Maximum Allowed Overshoot and Undershoot Voltage

During transitions, input signals may overshoot to the voltage shown in Table 1–3 and 
undershoot to –2.0 V for magnitude of currents less than 100 mA and periods shorter 
than 20 ns.

Table 1–3 lists the Arria II GX and GZ maximum allowed input overshoot voltage and 
the duration of the overshoot voltage as a percentage over the device lifetime. The 
maximum allowed overshoot duration is specified as a percentage of high-time over 
the lifetime of the device. A DC signal is equivalent to 100% duty cycle. For example, 
a signal that overshoots to 4.3 V can only be at 4.3 V for 5.41% over the lifetime of the 
device; for a device lifetime of 10 years, this amounts to 5.41/10ths of a year. 

VCCA_L Supplies transceiver high voltage power (left side) -0.5 3.75 V

VCCA_R Supplies transceiver high voltage power (right side) -0.5 3.75 V

VCCHIP_L Supplies transceiver HIP digital power (left side) -0.5 1.35 V

VCCR_L Supplies receiver power (left side) -0.5 1.35 V

VCCR_R Supplies receiver power (right side) -0.5 1.35 V

VCCT_L Supplies transmitter power (left side) -0.5 1.35 V

VCCT_R Supplies transmitter power (right side) -0.5 1.35 V

VCCL_GXBLn 
(1)

Supplies power to the transceiver PMA TX, PMA RX, and clocking (left 
side) -0.5 1.35 V

VCCL_GXBRn 
(1)

Supplies power to the transceiver PMA TX, PMA RX, and clocking (right 
side) -0.5 1.35 V

VCCH_GXBLn 

(1) Supplies power to the transceiver PMA output (TX) buffer (left side) -0.5 1.8 V

VCCH_GXBRn 
(1) Supplies power to the transceiver PMA output (TX) buffer (right side) -0.5 1.8 V

TJ Operating junction temperature -55 125 °C

TSTG Storage temperature (no bias) -65 150 °C

Note to Table 1–2:

(1) n = 0, 1, or 2.

Table 1–2. Absolute Maximum Ratings for Arria II GZ Devices (Part 2 of 2)

Symbol Description Minimum Maximum Unit
December 2013 Altera Corporation Arria II Device Handbook Volume 3: Device Datasheet and Addendum
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Electrical Characteristics
Table 1–6 lists the recommended operating conditions for Arria II GZ devices.

tRAMP Power Supply Ramp time
Normal POR 0.05 — 100 ms

Fast POR 0.05 — 4 ms

Notes to Table 1–5: 

(1) For more information about supply pin connections, refer to the Arria II Device Family Pin Connection Guidelines.
(2) Altera recommends a 3.0-V nominal battery voltage when connecting VCCBAT to a battery for volatile key backup. If you do not use the volatile 

security key, you may connect the VCCBAT to either GND or a 3.0-V power supply.
(3) VCCPD must be 2.5-V for I/O banks with 2.5-V and lower VCCIO, 3.0-V for 3.0-V VCCIO, and 3.3-V for 3.3-V VCCIO.
(4) VCCIO for 3C and 8C I/O banks where the configuration pins reside only supports 3.3-, 3.0-, 2.5-, or 1.8-V voltage levels.

Table 1–5. Recommended Operating Conditions for Arria II GX Devices (Note 1) (Part 2 of 2)

Symbol Description Condition Minimum Typical Maximum Unit

Table 1–6. Recommended Operating Conditions for Arria II GZ Devices (Note 6) (Part 1 of 2)

Symbol Description Condition Minimum Typical Maximum Unit

VCC Core voltage and periphery circuitry power 
supply — 0.87 0.90 0.93 V

VCCCB
Supplies power for the configuration RAM 
bits — 1.45 1.50 1.55 V

VCCAUX Auxiliary supply — 2.375 2.5 2.625 V

VCCPD (2)
I/O pre-driver (3.0 V) power supply — 2.85 3.0 3.15 V

I/O pre-driver (2.5 V) power supply — 2.375 2.5 2.625 V

VCCIO

I/O buffers (3.0 V) power supply — 2.85 3.0 3.15 V

I/O buffers (2.5 V) power supply — 2.375 2.5 2.625 V

I/O buffers (1.8 V) power supply — 1.71 1.8 1.89 V

I/O buffers (1.5 V) power supply — 1.425 1.5 1.575 V

I/O buffers (1.2 V) power supply — 1.14 1.2 1.26 V

VCCPGM

Configuration pins (3.0 V) power supply — 2.85 3.0 3.15 V

Configuration pins (2.5 V) power supply — 2.375 2.5 2.625 V

Configuration pins (1.8 V) power supply — 1.71 1.8 1.89 V

VCCA_PLL PLL analog voltage regulator power supply — 2.375 2.5 2.625 V

VCCD_PLL PLL digital voltage regulator power supply — 0.87 0.90 0.93 V

VCC_CLKIN Differential clock input power supply — 2.375 2.5 2.625 V

VCCBAT (1) Battery back-up power supply (For design 
security volatile key register) — 1.2 — 3.3 V

VI DC input voltage — –0.5 — 3.6 V

VO Output voltage — 0 — VCCIO V

VCCA_L Transceiver high voltage power (left side) —
2.85/2.375 3.0/2.5 (4) 3.15/2.625 V

VCCA_R Transceiver high voltage power (right side) —

VCCHIP_L Transceiver HIP digital power (left side) — 0.87 0.9 0.93 V

VCCR_L Receiver power (left side) — 1.05 1.1 1.15 V

VCCR_R Receiver power (right side) — 1.05 1.1 1.15 V

VCCT_L Transmitter power (left side) — 1.05 1.1 1.15 V

VCCT_R Transmitter power (right side) — 1.05 1.1 1.15 V
Arria II Device Handbook Volume 3: Device Datasheet and Addendum December 2013 Altera Corporation

http://www.altera.com/literature/dp/arria-ii-gx/PCG-01007.pdf
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Electrical Characteristics
DC Characteristics
This section lists the supply current, I/O pin leakage current, on-chip termination 
(OCT) accuracy and variation, input pin capacitance, internal weak pull-up and 
pull-down resistance, hot socketing, and Schmitt trigger input specifications.

Supply Current 

Standby current is the current the device draws after the device is configured with no 
inputs or outputs toggling and no activity in the device. Because these currents vary 
largely with the resources used, use the Microsoft Excel-based Early Power Estimator 
(EPE) to get supply current estimates for your design. 

f For more information about power estimation tools, refer to the PowerPlay Early Power 
Estimator User Guide and the PowerPlay Power Analysis chapter.

VCCL_GXBLn 
(3) Transceiver clock power (left side) — 1.05 1.1 1.15 V

VCCL_GXBRn 

(3) Transceiver clock power (right side) — 1.05 1.1 1.15 V

VCCH_GXBLn 
(3) Transmitter output buffer power (left side) —

1.33/1.425 1.4/1.5 (5) 1.575 V
VCCH_GXBRn 
(3) Transmitter output buffer power (right side) —

TJ Operating junction temperature
Commercial 0 — 85 °C

Industrial –40 — 100 °C

tRAMP Power supply ramp time

Normal POR 
(PORSEL=0) 0.05 — 100 ms

Fast POR 
(PORSEL=1) 0.05 — 4 ms

Notes to Table 1–6: 

(1) Altera recommends a 3.0-V nominal battery voltage when connecting VCCBAT to a battery for volatile key backup. If you do not use the volatile 
security key, you may connect the VCCBAT to either GND or a 3.0-V power supply.

(2) VCCPD must be 2.5 V when VCCIO is 2.5, 1.8, 1.5, or 1.2 V. VCCPD must be 3.0 V when VCCIO is 3.0 V.
(3) n = 0, 1, or 2.
(4) VCCA_L/R must be connected to a 3.0-V supply if the clock multiplier unit (CMU) phase-locked loop (PLL), receiver clock data recovery (CDR), or 

both, are configured at a base data rate > 4.25 Gbps. For data rates up to 4.25 Gbps, you can connect VCCA_L/R to either 3.0 V or 2.5 V.
(5) VCCH_GXBL/R must be connected to a 1.4-V supply if the transmitter channel data rate is > 6.5 Gbps. For data rates up to 6.5 Gbps, you can connect 

VCCH_GXBL/R to either 1.4 V or 1.5 V.
(6) Transceiver power supplies do not have power-on-reset (POR) circuitry. After initial power-up, violating the transceiver power supply operating 

conditions could lead to unpredictable link behavior. 

Table 1–6. Recommended Operating Conditions for Arria II GZ Devices (Note 6) (Part 2 of 2)

Symbol Description Condition Minimum Typical Maximum Unit
December 2013 Altera Corporation Arria II Device Handbook Volume 3: Device Datasheet and Addendum
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Table 1–12 lists the OCT termination calibration accuracy specifications for 
Arria II GZ devices.

50- RS 
3.0, 2.5, 1.8, 1.5, 
1.2

50- series OCT 
with calibration

VCCIO = 3.0, 2.5, 
1.8, 1.5, 1.2 ± 10 ± 10 %

100- RD 
2.5

100- differential 
OCT without 
calibration

VCCIO = 2.5 ± 30 ± 30 %

Note to Table 1–11:

(1) OCT with calibration accuracy is valid at the time of calibration only.

Table 1–11. OCT With and Without Calibration Specification for Arria II GX Device I/Os (Note 1) (Part 2 of 2)

Symbol Description Conditions (V)
Calibration Accuracy

Unit
Commercial Industrial

Table 1–12. OCT with Calibration Accuracy Specifications for Arria II GZ Devices  (Note 1)

Symbol Description Conditions (V)
Calibration Accuracy

Unit
C2 C3,I3 C4,I4

25- RS 
3.0, 2.5, 1.8, 1.5, 
1.2 (2)

25- series OCT 
with calibration

VCCIO = 3.0, 2.5, 
1.8, 1.5, 1.2 ± 8 ± 8 ± 8 %

50- RS 
3.0, 2.5, 1.8, 1.5, 
1.2

50-internal series 
OCT with calibration

VCCIO = 3.0, 2.5, 
1.8, 1.5, 1.2 ± 8 ± 8 ± 8 %

50- RT 
2.5, 1.8, 1.5, 1.2

50- internal parallel 
OCT with calibration 

VCCIO = 2.5, 1.8, 
1.5, 1.2 ± 10 ± 10 ± 10 %

20- , 40- , and 
60- RS 
3.0, 2.5, 1.8, 1.5, 
1.2 (3)

20- , 40- and 
60- RS expanded 
range for internal 
series OCT with 

calibration

VCCIO = 3.0, 2.5, 
1.8, 1.5, 1.2 ± 10 ± 10 ± 10 %

25- RS_left_shift
3.0, 2.5, 1.8, 1.5, 
1.2

25- RS_left_shift 
internal left shift 
series OCT with 

calibration

VCCIO = 3.0, 2.5, 
1.8, 1.5, 1.2 ± 10 ± 10 ± 10 %

Notes to Table 1–12:

(1) OCT calibration accuracy is valid at the time of calibration only.
(2) 25- RS is not supported for 1.5 V and 1.2 V in Row I/O.
(3) 20- RS is not supported for 1.5 V and 1.2 V in Row I/O.
Arria II Device Handbook Volume 3: Device Datasheet and Addendum December 2013 Altera Corporation
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Electrical Characteristics
Table 1–17 lists the pin capacitance for Arria II GZ devices.

Internal Weak Pull-Up and Weak Pull-Down Resistors

Table 1–18 lists the weak pull-up and pull-down resistor values for Arria II GX 
devices.

Table 1–17. Pin Capacitance for Arria II GZ Devices 

Symbol Description Typical Unit

CIOTB Input capacitance on the top and bottom I/O pins 4 pF

CIOLR Input capacitance on the left and right I/O pins 4 pF

CCLKTB Input capacitance on the top and bottom non-dedicated clock input pins 4 pF

CCLKLR Input capacitance on the left and right non-dedicated clock input pins 4 pF

COUTFB Input capacitance on the dual-purpose clock output and feedback pins 5 pF

CCLK1, CCLK3, CCLK8, 
and CCLK10

Input capacitance for dedicated clock input pins 2 pF

Table 1–18. Internal Weak Pull-up and Weak Pull-Down Resistors for Arria II GX Devices (Note 1) 

Symbol Description Conditions Min Typ Max Unit

RPU

Value of I/O pin pull-up resistor 
before and during configuration, 
as well as user mode if the 
programmable pull-up resistor 
option is enabled.

VCCIO = 3.3 V ±5% (2) 7 25 41 k

VCCIO = 3.0 V ±5% (2) 7 28 47 k

VCCIO = 2.5 V ±5% (2) 8 35 61 k

VCCIO = 1.8 V ±5% (2) 10 57 108 k

VCCIO = 1.5 V ±5% (2) 13 82 163 k

VCCIO = 1.2 V ±5% (2) 19 143 351 k

RPD
Value of TCK pin pull-down 
resistor

VCCIO = 3.3 V ±5% 6 19 29 k

VCCIO = 3.0 V ±5% 6 22 32 k

VCCIO = 2.5 V ±5% 6 25 42 k

VCCIO = 1.8 V ±5% 7 35 70 k

VCCIO = 1.5 V ±5% 8 50 112 k

Notes to Table 1–18:

(1) All I/O pins have an option to enable weak pull-up except configuration, test, and JTAG pins. The weak pull-down feature is only available for 
JTAG TCK.

(2) Pin pull-up resistance values may be lower if an external source drives the pin higher than VCCIO.
December 2013 Altera Corporation Arria II Device Handbook Volume 3: Device Datasheet and Addendum
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Table 1–30 lists the HSTL I/O standards for Arria II GX devices.

Table 1–31 lists the HSTL I/O standards for Arria II GZ devices.

Table 1–32 lists the differential I/O standard specifications for Arria II GX devices.

Table 1–30. Differential HSTL I/O Standards for Arria II GX Devices

I/O Standard
VCCIO (V) VDIF(DC) (V) VX(AC) (V) VCM(DC) (V) VDIF(AC) (V)

Min Typ Max Min Max Min Typ Max Min Typ Max Min Max

HSTL-18 Class I 1.71 1.8 1.89 0.2 — 0.85 — 0.95 0.88 — 0.95 0.4 —

HSTL-15 Class I, II 1.425 1.5 1.575 0.2 — 0.71 — 0.79 0.71 — 0.79 0.4 —

HSTL-12 Class I, II 1.14 1.2 1.26 0.16 — — 0.5 × 
VCCIO

—
0.48 

× 
VCCIO

0.5 × 
VCCIO

0.52 × 
VCCIO

0.3 —

Table 1–31. Differential HSTL I/O Standards for Arria II GZ Devices

I/O Standard
VCCIO (V) VDIF(DC) (V) VX(AC) (V) VCM(DC) (V) VDIF(AC) (V

Min Typ Max Min Max Min Typ Max Min Typ Max Min Ma

HSTL-18 Class I 1.71 1.8 1.89 0.2 — 0.78 — 1.12 0.78 — 1.12 0.4 —

HSTL-15 Class I, II 1.425 1.5 1.575 0.2 — 0.68 — 0.9 0.68 — 0.9 0.4 —

HSTL-12 Class I, II 1.14 1.2 1.26 0.16 VCCIO 
+ 0.3 — 0.5 × 

VCCIO
— 0.4 × 

VCCIO

0.5 × 
VCCIO

0.6 × 
VCCIO

0.3
VCC

+ 
0.4

Table 1–32. Differential I/O Standard Specifications for Arria II GX Devices (Note 1)

I/O 
Standard

VCCIO (V) VID (mV) VICM (V) (2) VOD (V) (3) VOCM (V) 

Min Typ Max Min Cond. Max Min Max Min Typ Max Min Typ Max

2.5 V 
LVDS 2.375 2.5 2.625 100 VCM = 

1.25 V — 0.05 1.80 0.247 — 0.6 1.125 1.25 1.375

RSDS (4) 2.375 2.5 2.625 — — — — — 0.1 0.2 0.6 0.5 1.2 1.4

Mini-LVDS 
(4) 2.375 2.5 2.625 — — — — — 0.25 — 0.6 1 1.2 1.4

LVPECL 
(5) 2.375 2.5 2.625 300 — — 0.6 1.8 — — — — — —

BLVDS (6) 2.375 2.5 2.625 100 — — — — — — — — — —

Notes to Table 1–32:

(1) The 1.5 V PCML transceiver I/O standard specifications are described in “Transceiver Performance Specifications” on page 1–21.
(2) VIN range: 0 <= VIN <= 1.85 V.
(3) RL range: 90 <= RL <= 110  .
(4) The RSDS and mini-LVDS I/O standards are only supported for differential outputs.
(5) The LVPECL input standard is supported at the dedicated clock input pins (GCLK) only.
(6) There are no fixed VICM, VOD, and VOCM specifications for BLVDS. These specifications depend on the system topology.
December 2013 Altera Corporation Arria II Device Handbook Volume 3: Device Datasheet and Addendum
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— 100 — — mV

— — 820 — mV

— — 1100 — mV

— — 100 — 

z: –10dB

z: –10dB

Hz: –6dB

Hz: –6dB

ppm

— — 80 — UI

7 — — 7 dB

75 65 — 175 mV

75 — — 75 µs

— 15 — — µs

C6
Unit

ax Min Typ Max
Minimum 
peak-to-peak 
differential input 
voltage VID (diff 
p-p)

— 100 — — 100 — — 100 —

VICM 

VICM = 0.82 V 
setting — 820 — — 820 — — 820

VICM =1.1 V 
setting (7) — 1100 — — 1100 — — 1100

Differential 
on-chip 
termination 
resistors

100 
setting — 100 — — 100 — — 100

Return loss 
differential mode

PCIe 50 MHz to 1.25 GH

XAUI 100 MHz to 2.5 GH

Return loss 
common mode

PCIe 50 MHz to 1.25 G

XAUI 100 MHz to 2.5 G

Programmable 
PPM detector 
(8)

—
± 62.5, 100, 125, 200,

250, 300, 500, 1000

Run length — — 80 — — 80 — — 80

Programmable 
equalization — — — 7 — — 7 — —

Signal 
detect/loss 
threshold

PCIe Mode 65 — 175 65 — 175 65 — 1

CDR LTR time 
(9) — — — 75 — — 75 — —

CDR minimum 
T1b (10) — 15 — — 15 — 15 —

Table 1–34. Transceiver Specifications for Arria II GX Devices (Note 1) (Part 4 of 7)

Symbol/
Description Condition

I3 C4 C5 and I5

Min Typ Max Min Typ Max Min Typ M
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Transceiver Clocks

Calibration block clock 
frequency (cal_blk_clk) — 10 — 125 10 — 125 MHz

fixedclk clock frequency PCIe Receiver 
Detect — 125 — — 125 — MHz

reconfig_clk clock 
frequency

Dynamic 
reconfiguration 
clock frequency

2.5/ 
37.5 
(4)

— 50
2.5/ 
37.5 
(4)

— 50 MHz

Delta time between 
reconfig_clks (5) — — — 2 — — 2 ms

Transceiver block minimum 
power-down 
(gxb_powerdown) pulse 
width

— 1 — — 1 — — µs

Receiver

Supported I/O Standards 1.4-V PCML, 1.5-V PCML, 2.5-V PCML, LVPECL, and LVDS

Data rate (16) — 600 — 6375 600 — 3750 Mbps

Absolute VMAX for a receiver 
pin (6) — — — 1.6 — — 1.6 V

Operational VMAX for a 
receiver pin — — — 1.5 — — 1.5 V

Absolute VMIN for a receiver 
pin — -0.4 — — -0.4 — — V

Maximum peak-to-peak 
differential input voltage VID 
(diff p-p) before device 
configuration

— — — 1.6 — — 1.6 V

Maximum peak-to-peak 
differential input voltage VID 
(diff p-p) after device 
configuration

VICM = 0.82 V 
setting — — 2.7 — — 2.7 V

VICM =1.1 V setting 
(7) — — 1.6 — — 1.6 V

Minimum differential eye 
opening at receiver serial 
input pins (8)

Data Rate = 
600 Mbps to 

5 Gbps

Equalization = 0 

DC gain = 0 dB

100 — — 165 — — mV

Data Rate > 5 Gbps

Equalization = 0 

DC gain = 0 dB

165 — — 165 — — mV

VICM 

VICM = 0.82 V 
setting 820 ± 10% 820 ± 10% mV

VICM = 1.1 V setting 
(7) 1100 ± 10% 1100 ± 10% mV

Table 1–35. Transceiver Specifications for Arria II GZ Devices (Part 2 of 5)

Symbol/
Description Conditions

–C3 and –I3 (1) –C4 and –I4 
Unit

Min Typ Max Min Typ Max
December 2013 Altera Corporation Arria II Device Handbook Volume 3: Device Datasheet and Addendum
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Table 1–39 lists typical transmitter pre-emphasis levels for Arria II GZ devices (in dB) 
for the first post tap under the following conditions (low-frequency data pattern [five 
1s and five 0s] at 6.25 Gbps). The levels listed in Table 1–39 are a representation of 
possible pre-emphasis levels under the specified conditions only and that the pre-
emphasis levels may change with data pattern and data rate. 

f To predict the pre-emphasis level for your specific data rate and pattern, run 
simulations using the Arria II HSSI HSPICE models.

Table 1–39. Transmitter Pre-Emphasis Levels for Arria II GZ Devices (Part 1 of 2)

Pre-
Emphasis 

1st 
Post-Tap 
Setting

VOD Setting

0 1 2 3 4 5 6 7

0 0 0 0 0 0 0 0 0

1 N/A 0.7 0 0 0 0 0 0

2 N/A 1 0.3 0 0 0 0 0

3 N/A 1.5 0.6 0 0 0 0 0

4 N/A 2 0.7 0.3 0 0 0 0

5 N/A 2.7 1.2 0.5 0.3 0 0 0

6 N/A 3.1 1.3 0.8 0.5 0.2 0 0

7 N/A 3.7 1.8 1.1 0.7 0.4 0.2 0

8 N/A 4.2 2.1 1.3 0.9 0.6 0.3 0

9 N/A 4.9 2.4 1.6 1.2 0.8 0.5 0.2

10 N/A 5.4 2.8 1.9 1.4 1 0.7 0.3

11 N/A 6 3.2 2.2 1.7 1.2 0.9 0.4

12 N/A 6.8 3.5 2.6 1.9 1.4 1.1 0.6

13 N/A 7.5 3.8 2.8 2.1 1.6 1.2 0.6

14 N/A 8.1 4.2 3.1 2.3 1.7 1.3 0.7

15 N/A 8.8 4.5 3.4 2.6 1.9 1.5 0.8

16 N/A N/A 4.9 3.7 2.9 2.2 1.7 0.9

17 N/A N/A 5.3 4 3.1 2.4 1.8 1.1

18 N/A N/A 5.7 4.4 3.4 2.6 2 1.2

19 N/A N/A 6.1 4.7 3.6 2.8 2.2 1.4

20 N/A N/A 6.6 5.1 4 3.1 2.4 1.5

21 N/A N/A 7 5.4 4.3 3.3 2.7 1.7

22 N/A N/A 8 6.1 4.8 3.8 3 2

23 N/A N/A 9 6.8 5.4 4.3 3.4 2.3

24 N/A N/A 10 7.6 6 4.8 3.9 2.6

25 N/A N/A 11.4 8.4 6.8 5.4 4.4 3

26 N/A N/A 12.6 9.4 7.4 5.9 4.9 3.3

27 N/A N/A N/A 10.3 8.1 6.4 5.3 3.6

28 N/A N/A N/A 11.3 8.8 7.1 5.8 4
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Switching Characteristics

9 UI

UI

UI

UI

UI

UI

UI

UI

UI

UI

Unit
Total jitter 

(peak-to-peak)
Pattern = CRPAT — — 0.27

9 — — 0.279 — — 0.279 — — 0.27

GIGE Receiver Jitter Tolerance (6)

Deterministic 
jitter tolerance 
(peak-to-peak)

Pattern = CJPAT > 0.4 > 0.4 > 0.4 > 0.4

Combined 
deterministic and 
random jitter 
tolerance 
(peak-to-peak)

Pattern = CJPAT > 0.66 > 0.66 > 0.66 > 0.66

HiGig Transmit Jitter Generation (7)

Deterministic 
jitter 
(peak-to-peak)

Data rate = 
3.75 Gbps 

Pattern = CJPAT
— — 0.17 — — 0.17 — — — — — —

Total jitter
(peak-to-peak)

Data rate = 
3.75 Gbps 

Pattern = CJPAT
— — 0.35 — — 0.35 — — — — — —

HiGig Receiver Jitter Tolerance (7)

Deterministic 
jitter tolerance 
(peak-to-peak)

Data rate = 
3.75 Gbps 

Pattern = CJPAT
> 0.37 > 0.37 — — — — — —

Combined 
deterministic and 
random jitter 
tolerance 
(peak-to-peak)

Data rate = 
3.75 Gbps 

Pattern = CJPAT
> 0.65 > 0.65 — — — — — —

Sinusoidal jitter 
tolerance 
(peak-to-peak)

Jitter frequency = 
22.1 KHz

Data rate = 
3.75 Gbps 

Pattern = CJPAT

> 8.5 > 8.5 — — — — — —

Jitter frequency = 
1.875MHz

Data rate = 
3.75 Gbps 

Pattern = CJPAT

> 0.1 > 0.1 — — — — — —

Jitter frequency = 
20 MHz

Data rate = 
3.75 Gbps 

Pattern = CJPAT

> 0.1 > 0.1 — — — — — —

Table 1–40. Transceiver Block Jitter Specifications for Arria II GX Devices (Note 1) (Part 4 of 10)

Symbol/
Description Conditions

I3 C4 C5, I5 C6

Min Typ Max Min Typ Max Min Typ Max Min Typ Max
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Switching Characteristics

UI

UI

UI

UI

UI

Unit
SDI Transmitter Jitter Generation (8)

Alignment jitter 
(peak-to-peak)

Data rate = 
1.485 Gbps (HD) 
pattern = Color 

Bar Low-
frequency Roll-off 

= 100 KHz

0.2 — — 0.2 — — 0.2 — — 0.2 — —

Data rate = 
2.97 Gbps (3G) 
pattern = Color 

bar Low-
frequency Roll-off 

= 100 KHz

0.3 — — 0.3 — — 0.3 — — 0.3 — —

SDI Receiver Jitter Tolerance (8)

Sinusoidal jitter 
tolerance 
(peak-to-peak)

Jitter frequency = 
15 KHz 

Data rate = 
2.97 Gbps (3G) 
Pattern = single 
line scramble 

color bar

> 2 > 2 > 2 > 2

Jitter frequency = 
100 KHz 

Data rate = 
2.97 Gbps (3G) 
Pattern = single 
line scramble 

color bar

> 0.3 > 0.3 > 0.3 > 0.3

Jitter frequency = 
148.5 MHz 

Data rate = 
2.97 Gbps (3G) 
Pattern = single 
line scramble 

color bar

> 0.3 > 0.3 > 0.3 > 0.3

Table 1–40. Transceiver Block Jitter Specifications for Arria II GX Devices (Note 1) (Part 5 of 10)

Symbol/
Description Conditions

I3 C4 C5, I5 C6

Min Typ Max Min Typ Max Min Typ Max Min Typ Max
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Switching Characteristics

ppm

ps

mV

UI

UI

kHz

ppm

ps

mV

UI

UI

kHz

ppm

ps

mV

Unit
SSC modulation 
deviation at 
1.5 Gbps (G1)

Compliance 
pattern 5700 5700 5700 5700

RX differential 
skew at 1.5 Gbps 
(G1)

Compliance 
pattern 80 80 80 80

RX AC common 
mode voltage at 
1.5 Gbps (G1)

Compliance 
pattern 150 150 150 150

Total jitter 
tolerance at 
3.0 Gbps (G2) 

Compliance 
pattern > 0.65 > 0.65 > 0.65 > 0.65

Deterministic 
jitter tolerance at 
3.0 Gbps (G2) 

Compliance 
pattern > 0.35 > 0.35 > 0.35 > 0.35

SSC modulation 
frequency at 
3.0 Gbps (G2)

Compliance 
pattern 33 33 33 33

SSC modulation 
deviation at 
3.0 Gbps (G2)

Compliance 
pattern 5700 5700 5700 5700

RX differential 
skew at 3.0 Gbps 
(G2)

Compliance 
pattern 75 75 75 75

RX AC common 
mode voltage at 
3.0 Gbps (G2)

Compliance 
pattern 150 150 150 150

Total jitter 
tolerance at 
6.0 Gbps (G3) 

Compliance 
pattern > 0.60 > 0.60 > 0.60 > 0.60

Random jitter 
tolerance at 
6.0 Gbps (G3) 

Compliance 
pattern > 0.18 > 0.18 > 0.18 > 0.18

SSC modulation 
frequency at 
6.0 Gbps (G3)

Compliance 
pattern 33 33 33 33

SSC modulation 
deviation at 
6.0 Gbps (G3)

Compliance 
pattern 5700 5700 5700 5700

RX differential 
skew at 6.0 Gbps 
(G3)

Compliance 
pattern 30 30 30 30

RX AC common 
mode voltage at 
6.0 Gbps (G3)

Compliance 
pattern 100 100 100 100

Table 1–40. Transceiver Block Jitter Specifications for Arria II GX Devices (Note 1) (Part 7 of 10)

Symbol/
Description Conditions

I3 C4 C5, I5 C6

Min Typ Max Min Typ Max Min Typ Max Min Typ Max
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UI

UI

UI

UI

UI

UI

UI

UI

UI

UI

UI

UI

UI

UI

UI

UI

UI

Unit
Peak-to-peak jitter Jitter frequency = 22.1 KHz > 8.5 > 8.5

Peak-to-peak jitter Jitter frequency = 
1.875 MHz > 0.1 > 0.1

Peak-to-peak jitter Jitter frequency = 20 MHz > 0.1 > 0.1

PCIe Transmit Jitter Generation (8)

Total jitter at 2.5 Gbps (Gen1)—
x1, x4, and x8 Compliance pattern — — 0.25 — — 0.25

Total jitter at 5 Gbps (Gen2)—
x1, x4, and x8 Compliance pattern — — 0.25 — — —

PCIe Receiver Jitter Tolerance (8)

Total jitter at 2.5 Gbps (Gen1) Compliance pattern > 0.6 > 0.6

Total jitter at 5 Gbps (Gen2) Compliance pattern Not supported Not supported

PCIe (Gen 1) Electrical Idle Detect Threshold

VRX-IDLE-DETDIFFp-p (9) Compliance pattern 65 — 175 65 — 175

SRIO Transmit Jitter Generation (10)

Deterministic jitter 

(peak-to-peak)

Data rate = 1.25, 2.5, 3.125 Gbps

Pattern = CJPAT
— — 0.17 — — 0.17

Total jitter (peak-to-peak)
Data rate = 1.25, 2.5, 3.125 Gbps

Pattern = CJPAT
— — 0.35 — — 0.35

SRIO Receiver Jitter Tolerance (10)

Deterministic jitter tolerance 
(peak-to-peak)

Data rate = 1.25, 2.5, 3.125 Gbps

Pattern = CJPAT
> 0.37 > 0.37

Combined deterministic and 
random jitter tolerance (peak-to-
peak)

Data rate = 1.25, 2.5, 3.125 Gbps

Pattern = CJPAT
> 0.55 > 0.55

Sinusoidal jitter tolerance (peak-
to-peak)

Jitter frequency = 22.1 KHz 

Data rate = 1.25, 2.5, 3.125 Gbps

Pattern = CJPAT

> 8.5 > 8.5

Jitter frequency = 1.875 MHz

Data rate = 1.25, 2.5, 3.125 Gbps

Pattern = CJPAT

> 0.1 > 0.1

Jitter frequency = 20 MHz

Data rate = 1.25, 2.5, 3.125 Gbps

Pattern = CJPAT

> 0.1 > 0.1

GIGE Transmit Jitter Generation (11)

Deterministic jitter 
(peak-to-peak) Pattern = CRPAT — — 0.14 — — 0.14

Total jitter (peak-to-peak) Pattern = CRPAT — — 0.279 — — 0.279

Table 1–41. Transceiver Block Jitter Specifications for Arria II GZ Devices (Note 1), (2) (Part 3 of 7)

Symbol/
Description Conditions

–C3 and –I3 –C4 and –I4

Min Typ Max Min Typ Max
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Switching Characteristics

UI

UI

UI

UI

UI

UI

UI

UI

UI

UI

UI

UI

Unit
GIGE Receiver Jitter Tolerance (11)

Deterministic jitter tolerance 
(peak-to-peak) Pattern = CJPAT > 0.4 > 0.4

Combined deterministic and 
random jitter tolerance (peak-to-
peak)

Pattern = CJPAT > 0.66 > 0.66

HiGig Transmit Jitter Generation

Deterministic jitter 
(peak-to-peak)

Data rate = 3.75 Gbps

Pattern = CJPAT
— — 0.17 — — —

Total jitter (peak-to-peak)
Data rate = 3.75 Gbps

Pattern = CJPAT
— — 0.35 — — —

HiGig Receiver Jitter Tolerance

Deterministic jitter tolerance
(peak-to-peak)

Data rate = 3.75 Gbps

Pattern = CJPAT
> 0.37 — — —

Combined deterministic and 
random jitter tolerance (peak-to-
peak)

Data rate = 3.75 Gbps

Pattern = CJPAT
> 0.65 — — —

Sinusoidal jitter tolerance (peak-
to-peak)

Jitter frequency = 22.1 KHz

Data rate = 3.75 Gbps

Pattern = CJPAT

> 8.5 — — —

Jitter frequency = 22.1 KHz

Data rate = 3.75 Gbps

Pattern = CJPAT

> 0.1 — — —

Jitter frequency = 22.1 KHz

Data rate = 3.75 Gbps

Pattern = CJPAT

> 0.1 — — —

(OIF) CEI Transmitter Jitter Generation

Total jitter (peak-to-peak)
Data rate = 6.375 Gbps

Pattern = PRBS15 BER = 10-12
— — 0.3 — — 0.3

(OIF) CEI Receiver Jitter Tolerance

Deterministic jitter tolerance 
(peak-to-peak)

Data rate = 6.375 Gbps

Pattern = PRBS31 BER = 10-12
> 0.675 — — —

Combined deterministic and 
random jitter tolerance (peak-to-
peak)

Data rate = 6.375 Gbps

Pattern = PRBS31 BER = 10-12
> 0.988 — — —

Table 1–41. Transceiver Block Jitter Specifications for Arria II GZ Devices (Note 1), (2) (Part 4 of 7)

Symbol/
Description Conditions

–C3 and –I3 –C4 and –I4

Min Typ Max Min Typ Max
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Switching Characteristics

UI

UI

UI

UI

UI

UI

UI

UI

UI

UI

UI

UI

UI

UI

UI

UI

UI

Unit
Deterministic jitter at 3.0 Gbps 
(G2) Pattern = CJPAT — — 0.35 — — 0.35

Total jitter at 6.0 Gbps (G3) Pattern = CJPAT — — 0.25 — — 0.25

Random jitter at 6.0 Gbps (G3) Pattern = CJPAT — — 0.15 — — 0.15

SAS Receiver Jitter Tolerance (13)

Total jitter tolerance at 1.5 Gbps 
(G1) Pattern = CJPAT — — 0.65 — — 0.65

Deterministic jitter tolerance at 
1.5 Gbps (G1) Pattern = CJPAT — — 0.35 — — 0.35

Sinusoidal jitter tolerance at 1.5 
Gbps (G1)

Jitter frequency = 900 KHz to 5 
MHz

Pattern = CJTPAT BER = 1E-12
> 0.1 > 0.1

CPRI Transmit Jitter Generation (14)

Total jitter

E.6.HV, E.12.HV

Pattern = CJPAT
— — 0.279 — — 0.279

E.6.LV, E.12.LV, E.24.LV, E.30.LV

Pattern = CJPAT
— — 0.35 — — 0.35

Deterministic jitter

E.6.HV, E.12.HV

Pattern = CJPAT
— — 0.14 — — 0.14

E.6.LV, E.12.LV, E.24.LV, E.30.LV

Pattern = CJPAT
— — 0.17 — — 0.17

CPRI Receiver Jitter Tolerance (14)

Total jitter tolerance
E.6.HV, E.12.HV

Pattern = CJPAT
> 0.66 > 0.66

Deterministic jitter tolerance
E.6.HV, E.12.HV

Pattern = CJPAT
> 0.4 > 0.4

Total jitter tolerance
E.6.LV, E.12.LV, E.24.LV, E.30.LV

Pattern = CJPAT
> 0.65 > 0.65

Deterministic jitter tolerance
E.6.LV, E.12.LV, E.24.LV, E.30.LV

Pattern = CJPAT
> 0.37 > 0.37

Combined deterministic and 
random jitter tolerance

E.6.LV, E.12.LV, E.24.LV, E.30.LV

Pattern = CJPAT
> 0.55 > 0.55

OBSAI Transmit Jitter Generation (15)

Total jitter at 768 Mbps, 1536 
Mbps, and 3072 Mbps

REFCLK = 153.6 MHz

Pattern CJPAT
— — 0.35 — — 0.35

Deterministic jitter at 768 MBps, 
1536 Mbps, and 3072 Mbps

REFCLK = 153.6 MHz

Pattern CJPAT
— — 0.17 — — 0.17

Table 1–41. Transceiver Block Jitter Specifications for Arria II GZ Devices (Note 1), (2) (Part 6 of 7)

Symbol/
Description Conditions

–C3 and –I3 –C4 and –I4

Min Typ Max Min Typ Max
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Switching Characteristics
Table 1–45 lists the PLL specifications for Arria II GZ devices when operating in both 
the commercial junction temperature range (0° to 85°C) and the industrial junction 
temperature range (-40° to 100°C). 

tCASC_

OUTJITTER_

PERIOD_

DEDCLK 
(6), (7)

Period Jitter for dedicated clock output in cascaded PLLs 
(FOUT  100 MHz) — — 425 ps (p-p)

Period Jitter for dedicated clock output in cascaded PLLs 
(FOUT  100 MHz) — — 42.5 mUI (p-p)

Notes to Table 1–44:

(1) fIN is limited by the I/O fMAX. 
(2) The VCO frequency reported by the Quartus II software in the PLL summary section of the compilation report takes into consideration the VCO 

post-scale counter K value. Therefore, if the counter K has a value of 2, the frequency reported can be lower than the fVCO specification.
(3) A high-input jitter directly affects the PLL output jitter. To have low PLL output clock jitter, you must provide a clean-clock source, which is 

less than 200 ps.
(4) FREF is fIN/N when N = 1.
(5) This specification is limited by the lower of the two: I/O fMAX or fOUT of the PLL.
(6) Peak-to-peak jitter with a probability level of 10–12 (14 sigma, 99.99999999974404% confidence level). The output jitter specification applies 

to the intrinsic jitter of the PLL, when an input jitter of 30 ps is applied. The external memory interface clock output jitter specifications use a 
different measurement method and are available in Table 1–62 on page 1–70.

(7) The cascaded PLL specification is only applicable with the following condition:
a. Upstream PLL: 0.59 Mhz Upstream PLL BW < 1 MHz
b. Downstream PLL: Downstream PLL BW > 2 MHz

Table 1–44. PLL Specifications for Arria II GX Devices (Part 3 of 3)

Symbol Description Min Typ Max Unit

Table 1–45. PLL Specifications for Arria II GZ Devices (Part 1 of 2)

Symbol Parameter Min Typ Max Unit

fIN
Input clock frequency (–3 speed grade) 5 — 717 (1) MHz

Input clock frequency (–4 speed grade) 5 — 717 (1) MHz

fINPFD Input frequency to the PFD 5 — 325 MHz

fVCO
PLL VCO operating range (–3 speed grade) 600 — 1,300 MHz

PLL VCO operating range (–4 speed grade) 600 — 1,300 MHz

tEINDUTY Input clock or external feedback clock input duty cycle 40 — 60 %

fOUT

Output frequency for internal global or regional clock 
(–3 speed grade) — — 700 (2) MHz

Output frequency for internal global or regional clock 
(–4 speed grade) — — 500 (2) MHz

fOUT_EXT
Output frequency for external clock output (–3 speed grade) — — 717 (2) MHz

Output frequency for external clock output (–4 speed grade) — — 717 (2) MHz

tOUTDUTY Duty cycle for external clock output (when set to 50%) 45 50 55 %

tFCOMP External feedback clock compensation time — — 10 ns

tCONFIGPLL Time required to reconfigure scan chain — 3.5 — scanclk 
cycles

tCONFIGPHASE Time required to reconfigure phase shift — 1 — scanclk 
cycles

fSCANCLK scanclk frequency — — 100 MHz

tLOCK
Time required to lock from end-of-device configuration or 
de-assertion of areset — — 1 ms
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Switching Characteristics
Table 1–54 lists the high-speed I/O timing for Arria II GZ devices.

fHSDR (data rate)

SERDES factor 
J = 3 to 10 (3) 945 

(7) (3) 945
(7) (3) 740 

(7) (3) 640 
(7) Mbps

SERDES factor 
J = 2 (using 

DDR registers)
(3) (7) (3) (7) (3) (7) (3) (7) Mbps

SERDES factor 
J = 1 (using 

SDR registers)
(3) (7) (3) (7) (3) (7) (3) (7) Mbps

Soft-CDR PPM 
tolerance

Soft-CDR 
mode — 300 — 300 — 300 — 300 PPM

DPA run length DPA mode — 10,000 — 10,000 — 10,000 — 10,000 UI

Sampling 
window (SW)

Non-DPA mode 
(5) — 300 — 300 — 350 — 400 ps

Notes to Table 1–53:

(1) fHSCLK_IN = fHSDR / W. Use W to determine the supported selection of input reference clock frequencies for the desired data rate.
(2) Applicable for interfacing with DPA receivers only. For interfacing with non-DPA receivers, you must calculate the leftover timing margin in the 

receiver by performing link timing closure analysis. For Arria II GX transmitter to Arria II GX non-DPA receiver, the maximum supported data 
rate is 945 Mbps. For data rates above 840 Mbps, perform PCB trace compensation by adjusting the PCB trace length for LVDS channels to 
improve channel-to-channel skews.

(3) The minimum and maximum specification depends on the clock source (for example, PLL and clock pin) and the clock routing resource you 
use (global, regional, or local). The I/O differential buffer and input register do not have a minimum toggle rate.

(4) The specification is only applicable under the influence of core noise.
(5) Applicable for true LVDS using dedicated SERDES only.
(6) Dedicated SERDES and DPA features are only available on the right banks.
(7) You must calculate the leftover timing margin in the receiver by performing link timing closure analysis. You must consider the board skew 

margin, transmitter channel-to-channel skew, and the receiver sampling margin to determine the leftover timing margin.

Table 1–53. High-Speed I/O Specifications for Arria II GX Devices (Part 4 of 4)

Symbol Conditions
I3 C4 C5,I5 C6

Unit
Min Max Min Max Min Max Min Max

Table 1–54. High-Speed I/O Specifications for Arria II GZ Devices (Note 1), (2), (10) (Part 1 of 3)

Symbol Conditions
C3, I3 C4, I4

Unit
Min Typ Max Min Typ Max

Clock

fHSCLK_in (input clock 
frequency) true 
differential I/O 
standards

Clock boost factor 
W = 1 to 40 (3) 5 — 717 5 — 717 MHz

fHSCLK_in (input clock 
frequency) single 
ended I/O standards 
(9)

Clock boost factor 
W = 1 to 40 (3) 5 — 717 5 — 717 MHz

fHSCLK_in (input clock 
frequency) single 
ended I/O standards 
(10)

Clock boost factor 
W = 1 to 40 (3) 5 — 420 5 — 420 MHz
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Figure 1–6 shows the LVDS soft-CDR/DPA sinusoidal jitter tolerance specification for 
Arria II GZ devices at 1.25 Gbps data rate. 

Table 1–56 lists the LVDS soft-CDR/DPA sinusoidal jitter tolerance specification for 
Arria II GZ devices at 1.25 Gbps data rate.

External Memory Interface Specifications 

f For the maximum clock rate supported for Arria II GX and GZ device family, refer to 
the External Memory Interface Spec Estimator page on the Altera website.

Table 1–57 lists the external memory interface specifications for Arria II GX devices.

Figure 1–6. LVDS Soft-CDR/DPA Sinusoidal Jitter Tolerance Specification for Arria II GZ Devices at a 1.25 Gbps Data Rate

Jitter Frequency (Hz)

Sinusoidal Jitter Amplitude (UI)

25

8.5

0.35

0.1

10,000 (F1) 17,565 (F2) 1,493,000 (F3) 50,000,000 (F4)

Table 1–56. LVDS Soft-CDR/DPA Sinusoidal Jitter Mask Values for Arria II GZ Devices at 
1.25 Gbps Data Rate

Jitter Frequency (Hz) Sinusoidal Jitter (UI)

F1 10,000 25.000

F2 17,565 25.000

F3 1,493,000 0.350

F4 50,000,000 0.350

Table 1–57. External Memory Interface Specifications for Arria II GX Devices (Part 1 of 2)

Frequency 
Mode

Frequency Range (MHz) Resolution 
(°)

DQS Delay 
Buffer Mode 

(1)

Number of 
Delay ChainsC4 I3, C5, I5 C6

0 90-140 90-130 90-110 22.5 Low 16

1 110-180 110-170 110-150 30 Low 12

2 140-220 140-210 140-180 36 Low 10

3 170-270 170-260 170-220 45 Low 8

4 220-340 220-310 220-270 30 High 12
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Document Revision History
Document Revision History
Table 1–69 lists the revision history for this chapter.

U,

V

VCM(DC) DC common mode input voltage.

VICM Input common mode voltage: The common mode of the differential signal at the receiver.

VID
Input differential voltage swing: The difference in voltage between the positive and 
complementary conductors of a differential transmission at the receiver.

VDIF(AC) AC differential input voltage: Minimum AC input differential voltage required for switching.

VDIF(DC) DC differential input voltage: Minimum DC input differential voltage required for switching.

VIH
Voltage input high: The minimum positive voltage applied to the input which is accepted by the 
device as a logic high.

VIH(AC) High-level AC input voltage.

VIH(DC) High-level DC input voltage.

VIL
Voltage input low: The maximum positive voltage applied to the input which is accepted by the 
device as a logic low.

VIL(AC) Low-level AC input voltage.

VIL(DC) Low-level DC input voltage.

VOCM Output common mode voltage: The common mode of the differential signal at the transmitter.

VOD
Output differential voltage swing: The difference in voltage between the positive and 
complementary conductors of a differential transmission at the transmitter.

W,

X,

Y,

Z

W High-speed I/O block: The clock boost factor.
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Letter Subject Definitions

Table 1–69. Document Revision History (Part 1 of 2)

Date Version Changes

December 2013 4.4 Updated Table 1–34 and Table 1–35.

July 2012 4.3

■ Updated the VCCH_GXBL/R operating conditions in Table 1–6.

■ Finalized Arria II GZ information in Table 1–20.

■ Added BLVDS specification in Table 1–32 and Table 1–33.

■ Updated input and output waveforms in Table 1–68.

December 2011 4.2
■ Updated Table 1–32, Table 1–33, Table 1–34, Table 1–35, Table 1–40, Table 1–41, 

Table 1–54, and Table 1–67.

■ Minor text edits.

June 2011 4.1

■ Added Table 1–60.

■ Updated Table 1–32, Table 1–33, Table 1–38, Table 1–41, and Table 1–61.

■ Updated the “Switching Characteristics” section introduction.

■ Minor text edits.
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