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Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.
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Instruction Set
The Virtex-E series Boundary Scan instruction set also
includes instructions to configure the device and read back
configuration data (CFG_IN, CFG_OUT, and JSTART). The
complete instruction set is coded as shown in Table 6.. 

Figure 11:  Virtex-E Family Boundary Scan Logic
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Table  6:  Boundary Scan Instructions

Boundary Scan 
Command 

Binary 
Code(4:0) Description

EXTEST 00000 Enables Boundary Scan 
EXTEST operation

SAMPLE/ 
PRELOAD

00001 Enables Boundary Scan 
SAMPLE/PRELOAD 
operation

USER1 00010 Access user-defined 
register 1

USER2 00011 Access user-defined 
register 2

CFG_OUT 00100 Access the 
configuration bus for 
read operations.

CFG_IN 00101 Access the 
configuration bus for 
write operations.

INTEST 00111 Enables Boundary Scan 
INTEST operation

USERCODE 01000 Enables shifting out 
USER code

IDCODE 01001 Enables shifting out of 
ID Code

HIGHZ 01010 3-states output pins 
while enabling the 
Bypass Register

JSTART 01100 Clock the start-up 
sequence when 
StartupClk is TCK

BYPASS 11111 Enables BYPASS

RESERVED All other 
codes

Xilinx reserved 
instructions

Table  6:  Boundary Scan Instructions (Continued)

Boundary Scan 
Command 

Binary 
Code(4:0) Description
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DLL Properties

Properties provide access to some of the Virtex-E series
DLL features, (for example, clock division and duty cycle
correction).

Duty Cycle Correction Property
The 1x clock outputs, CLK0, CLK90, CLK180, and CLK270,
use the duty-cycle corrected default, exhibiting a 50/50 duty
cycle. The DUTY_CYCLE_CORRECTION property (by
default TRUE) controls this feature. To deactivate the DLL
duty-cycle correction for the 1x clock outputs, attach the
DUTY_CYCLE_CORRECTION=FALSE property to the
DLL symbol. 

Clock Divide Property 
The CLKDV_DIVIDE property specifies how the signal on
the CLKDV pin is frequency divided with respect to the
CLK0 pin. The values allowed for this property are 1.5, 2,
2.5, 3, 4, 5, 8, or 16; the default value is 2. 

Startup Delay Property 

This property, STARTUP_WAIT, takes on a value of TRUE
or FALSE (the default value). When TRUE the device con-
figuration DONE signal waits until the DLL locks before
going to High.

Virtex-E DLL Location Constraints
As shown in Figure 26, there are four additional DLLs in the
Virtex-E devices, for a total of eight per Virtex-E device.
These DLLs are located in silicon, at the top and bottom of
the two innermost block SelectRAM columns. The location
constraint LOC, attached to the DLL symbol with the identi-
fier DLL0S, DLL0P, DLL1S, DLL1P, DLL2S, DLL2P, DLL3S,
or DLL3P, controls the DLL location.

The LOC property uses the following form:

LOC = DLL0P
 

Design Factors
Use the following design considerations to avoid pitfalls and
improve success designing with Xilinx devices.

Input Clock

The output clock signal of a DLL, essentially a delayed ver-
sion of the input clock signal, reflects any instability on the
input clock in the output waveform. For this reason the qual-
ity of the DLL input clock relates directly to the quality of the
output clock waveforms generated by the DLL. The DLL
input clock requirements are specified in the data sheet. 

In most systems a crystal oscillator generates the system
clock. The DLL can be used with any commercially available
quartz crystal oscillator. For example, most crystal oscilla-
tors produce an output waveform with a frequency tolerance
of 100 PPM, meaning 0.01 percent change in the clock
period. The DLL operates reliably on an input waveform with
a frequency drift of up to 1 ns — orders of magnitude in
excess of that needed to support any crystal oscillator in the
industry. However, the cycle-to-cycle jitter must be kept to
less than 300 ps in the low frequencies and 150 ps for the
high frequencies.

Input Clock Changes

Changing the period of the input clock beyond the maximum
drift amount requires a manual reset of the CLKDLL. Failure
to reset the DLL produces an unreliable lock signal and out-
put clock.

It is possible to stop the input clock with little impact to the
DLL. Stopping the clock should be limited to less than 
100 μs to keep device cooling to a minimum. The clock
should be stopped during a Low phase, and when restored
the full High period should be seen. During this time,
LOCKED stays High and remains High when the clock is
restored.

When the clock is stopped, one to four more clocks are still
observed as the delay line is flushed. When the clock is
restarted, the output clocks are not observed for one to four
clocks as the delay line is filled. The most common case is
two or three clocks.

In a similar manner, a phase shift of the input clock is also
possible. The phase shift propagates to the output one to
four clocks after the original shift, with no disruption to the
CLKDLL control.

Output Clocks
As mentioned earlier in the DLL pin descriptions, some
restrictions apply regarding the connectivity of the output
pins. The DLL clock outputs can drive an OBUF, a global
clock buffer BUFG, or they can route directly to destination
clock pins. The only BUFGs that the DLL clock outputs can
drive are the two on the same edge of the device (top or bot-
tom). In addition, the CLK2X output of the secondary DLL
can connect directly to the CLKIN of the primary DLL in the
same quadrant.

Do not use the DLL output clock signals until after activation
of the LOCKED signal. Prior to the activation of the
LOCKED signal, the DLL output clocks are not valid and
can exhibit glitches, spikes, or other spurious movement.

Figure 26:   Virtex Series DLLs
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The voltage reference signal is “banked” within the Virtex-E
device on a half-edge basis such that for all packages there
are eight independent VREF banks internally. See Figure 38
for a representation of the Virtex-E I/O banks. Within each
bank approximately one of every six I/O pins is automati-
cally configured as a VREF input. After placing a differential
amplifier input signal within a given VREF bank, the same
external source must drive all I/O pins configured as a VREF
input.

IBUF placement restrictions require that any differential
amplifier input signals within a bank be of the same stan-
dard. How to specify a specific location for the IBUF via the
LOC property is described below. Table 19 summarizes the
Virtex-E input standards compatibility requirements.

An optional delay element is associated with each IBUF.
When the IBUF drives a flip-flop within the IOB, the delay
element by default activates to ensure a zero hold-time
requirement. The NODELAY=TRUE property overrides this
default.

When the IBUF does not drive a flip-flop within the IOB, the
delay element de-activates by default to provide higher per-
formance. To delay the input signal, activate the delay ele-
ment with the DELAY=TRUE property. 

 

IBUFG

Signals used as high fanout clock inputs to the Virtex-E
device should drive a global clock input buffer (IBUFG) via
an external input port in order to take advantage of one of
the four dedicated global clock distribution networks. The
output of the IBUFG should only drive a CLKDLL,

CLKDLLHF, or BUFG symbol. The generic Virtex-E IBUFG
symbol appears in Figure 39. 

The extension to the base name determines which I/O stan-
dard is used by the IBUFG. With no extension specified for
the generic IBUFG symbol, the assumed standard is
LVTTL.

The following list details variations of the IBUFG symbol.

• IBUFG 
• IBUFG_LVCMOS2
• IBUFG_PCI33_3
• IBUFG_PCI66_3
• IBUFG_GTL
• IBUFG_GTLP
• IBUFG_HSTL_I
• IBUFG_HSTL_III
• IBUFG_HSTL_IV
• IBUFG_SSTL3_I
• IBUFG_SSTL3_II
• IBUFG_SSTL2_I
• IBUFG_SSTL2_II
• IBUFG_CTT
• IBUFG_AGP
• IBUFG_LVCMOS18
• IBUFG_LVDS
• IBUFG_LVPECL

When the IBUFG symbol supports an I/O standard that
requires a differential amplifier input, the IBUFG automati-
cally configures as a differential amplifier input buffer. The
low-voltage I/O standards with a differential amplifier input
require an external reference voltage input VREF. 

The voltage reference signal is “banked” within the Virtex-E
device on a half-edge basis such that for all packages there
are eight independent VREF banks internally. See Figure 38
for a representation of the Virtex-E I/O banks. Within each
bank approximately one of every six I/O pins is automati-
cally configured as a VREF input. After placing a differential
amplifier input signal within a given VREF bank, the same
external source must drive all I/O pins configured as a VREF
input. 

IBUFG placement restrictions require any differential ampli-
fier input signals within a bank be of the same standard. The
LOC property can specify a location for the IBUFG.

As an added convenience, the BUFGP can be used to
instantiate a high fanout clock input. The BUFGP symbol

Table  19:  Xilinx Input Standards Compatibility 
Requirements

Rule 1 Standards with the same input VCCO, output VCCO, 
and VREF can be placed within the same bank.

Figure 38:   Virtex-E I/O Banks
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IOB Flip-Flop/Latch Property

The Virtex-E series I/O Block (IOB) includes an optional
register on the input path, an optional register on the output
path, and an optional register on the 3-state control pin. The
design implementation software automatically takes advan-
tage of these registers when the following option for the Map
program is specified.

map –pr b <filename>

Alternatively, the IOB = TRUE property can be placed on a
register to force the mapper to place the register in an IOB.

Location Constraints
Specify the location of each SelectI/O symbol with the loca-
tion constraint LOC attached to the SelectI/O symbol. The
external port identifier indicates the value of the location
constrain. The format of the port identifier depends on the
package chosen for the specific design.

The LOC properties use the following form:

LOC=A42

LOC=P37

Output Slew Rate Property
As mentioned above, a variety of symbol names provide the
option of choosing the desired slew rate for the output buff-
ers. In the case of the LVTTL output buffers (OBUF, OBUFT,
and IOBUF), slew rate control can be alternatively pro-
gramed with the SLEW= property. By default, the slew rate
for each output buffer is reduced to minimize power bus
transients when switching non-critical signals. The SLEW=
property has one of the two following values.

SLEW=SLOW 

SLEW=FAST

Output Drive Strength Property
The desired output drive strength can be additionally speci-
fied by choosing the appropriate library symbol. The Xilinx
library also provides an alternative method for specifying
this feature. For the LVTTL output buffers (OBUF, OBUFT,
and IOBUF, the desired drive strength can be specified with
the DRIVE= property. This property could have one of the
following seven values.

DRIVE=2
DRIVE=4
DRIVE=6
DRIVE=8
DRIVE=12 (Default)
DRIVE=16
DRIVE=24

Design Considerations

Reference Voltage (VREF) Pins
Low-voltage I/O standards with a differential amplifier input
buffer require an input reference voltage (VREF). Provide the
VREF as an external signal to the device.

The voltage reference signal is “banked” within the device on
a half-edge basis such that for all packages there are eight
independent VREF banks internally. See Figure 38 for a rep-
resentation of the Virtex-E I/O banks. Within each bank
approximately one of every six I/O pins is automatically con-
figured as a VREF input. After placing a differential amplifier
input signal within a given VREF bank, the same external
source must drive all I/O pins configured as a VREF input. 

Within each VREF bank, any input buffers that require a
VREF signal must be of the same type. Output buffers of any
type and input buffers can be placed without requiring a ref-
erence voltage within the same VREF bank.

Output Drive Source Voltage (VCCO) Pins

Many of the low voltage I/O standards supported by
SelectI/O devices require a different output drive source
voltage (VCCO). As a result each device can often have to
support multiple output drive source voltages. 

The Virtex-E series supports eight banks for the HQ and PQ
packages. The CS package supports four VCCO banks.

Output buffers within a given VCCO bank must share the
same output drive source voltage. Input buffers for LVTTL,
LVCMOS2, LVCMOS18, PCI33_3, and PCI 66_3 use the
VCCO voltage for Input VCCO voltage.

Transmission Line Effects
The delay of an electrical signal along a wire is dominated
by the rise and fall times when the signal travels a short dis-
tance. Transmission line delays vary with inductance and
capacitance, but a well-designed board can experience
delays of approximately 180 ps per inch.

Transmission line effects, or reflections, typically start at
1.5" for fast (1.5 ns) rise and fall times. Poor (or non-exis-
tent) termination or changes in the transmission line imped-
ance cause these reflections and can cause additional
delay in longer traces. As system speeds continue to
increase, the effect of I/O delays can become a limiting fac-
tor and therefore transmission line termination becomes
increasingly more important. 

Termination Techniques

A variety of termination techniques reduce the impact of
transmission line effects.

The following are output termination techniques:

• None
• Series
• Parallel (Shunt)
• Series and Parallel (Series-Shunt)
Module 2 of 4 www.xilinx.com DS022-2 (v2.8) January 16, 2006
38 Production Product Specification

http://www.xilinx.com


Virtex™-E 1.8 V Field Programmable Gate Arrays
R

DC Characteristics
Absolute Maximum Ratings

Recommended Operating Conditions

Symbol Description(1) Units

VCCINT Internal Supply voltage relative to GND –0.5 to 2.0 V

VCCO Supply voltage relative to GND –0.5 to 4.0 V

VREF Input Reference Voltage –0.5 to 4.0 V

VIN 
(3) Input voltage relative to GND –0.5 to VCCO +0.5 V

VTS Voltage applied to 3-state output –0.5 to 4.0 V

VCC Longest Supply Voltage Rise Time from 0 V - 1.71 V 50 ms

TSTG Storage temperature (ambient) –65 to +150 °C

TJ Junction temperature (2) Plastic packages +125 °C

Notes: 
1. Stresses beyond those listed under Absolute Maximum Ratings can cause permanent damage to the device. These are stress 

ratings only, and functional operation of the device at these or any other conditions beyond those listed under Operating Conditions 
is not implied. Exposure to Absolute Maximum Ratings conditions for extended periods of time can affect device reliability.

2. For soldering guidelines and thermal considerations, see the device packaging information on www.xilinx.com.
3. Inputs configured as PCI are fully PCI compliant. This statement takes precedence over any specification that would imply that the 

device is not PCI compliant.

Symbol Description Min Max Units

VCCINT
Internal Supply voltage relative to GND, TJ = 0 °C to +85 °C Commercial 1.8 – 5% 1.8 + 5% V

Internal Supply voltage relative to GND, TJ = –40 °C to +100 °C Industrial 1.8 – 5% 1.8 + 5% V

VCCO 
Supply voltage relative to GND, TJ = 0 °C to +85 °C Commercial 1.2 3.6 V

Supply voltage relative to GND, TJ = –40 °C to +100 °C Industrial 1.2 3.6 V

TIN Input signal transition time 250 ns
Module 3 of 4 www.xilinx.com DS022-3 (v2.9.2) March 14, 2003
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IOB Output Switching Characteristics Standard Adjustments

Output delays terminating at a pad are specified for LVTTL with 12 mA drive and fast slew rate. For other standards, adjust
the delays by the values shown. 

 Speed Grade

UnitsDescription Symbol Standard Min -8 -7 -6

Output Delay Adjustments

Standard-specific adjustments for output 
delays terminating at pads (based on 
standard capacitive load, Csl)

TOLVTTL_S2 LVTTL, Slow, 2 mA 4.2 +14.7 +14.7 +14.7 ns

TOLVTTL_S4 4 mA 2.5 +7.5 +7.5 +7.5 ns

TOLVTTL_S6 6 mA 1.8 +4.8 +4.8 +4.8 ns

TOLVTTL_S8 8 mA 1.2 +3.0 +3.0 +3.0 ns

TOLVTTL_S12 12 mA 1.0 +1.9 +1.9 +1.9 ns

TOLVTTL_S16 16 mA 0.9 +1.7 +1.7 +1.7 ns

TOLVTTL_S24 24 mA 0.8 +1.3 +1.3 +1.3 ns

TOLVTTL_F2 LVTTL, Fast, 2 mA 1.9 +13.1 +13.1 +13.1 ns

TOLVTTL_F4 4 mA 0.7 +5.3 +5.3 +5.3 ns

TOLVTTL_F6 6 mA 0.20 +3.1 +3.1 +3.1 ns

TOLVTTL_F8 8 mA 0.10 +1.0 +1.0 +1.0 ns

TOLVTTL_F12 12 mA 0.0 0.0 0.0 0.0 ns

TOLVTTL_F16 16 mA –0.10 –0.05 –0.05 –0.05 ns

TOLVTTL_F24 24 mA –0.10 –0.20 –0.20 –0.20 ns

TOLVCMOS_2 LVCMOS2 0.10 +0.09 +0.09 +0.09 ns

TOLVCMOS_18 LVCMOS18 0.10 +0.7 +0.7 +0.7 ns

TOLVDS LVDS –0.39 –1.2 –1.2 –1.2 ns

TOLVPECL LVPECL –0.20 –0.41 –0.41 –0.41 ns

TOPCI33_3 PCI, 33 MHz, 3.3 V 0.50 +2.3 +2.3 +2.3 ns

TOPCI66_3 PCI, 66 MHz, 3.3 V 0.10 –0.41 –0.41 –0.41 ns

TOGTL GTL 0.6 +0.49 +0.49 +0.49 ns

TOGTLP GTL+ 0.7 +0.8 +0.8 +0.8 ns

TOHSTL_I HSTL I 0.10 –0.51 –0.51 –0.51 ns

TOHSTL_III HSTL III –0.10 –0.91 –0.91 –0.91 ns

TOHSTL_IV HSTL IV –0.20 –1.01 –1.01 –1.01 ns

TOSSTL2_I SSTL2 I –0.10 –0.51 –0.51 –0.51 ns

TOSSTL2_II SSTL2 II –0.20 –0.91 –0.91 –0.91 ns

TOSSTL3_I SSTL3 I –0.20 –0.51 –0.51 –0.51 ns

TOSSTL3_II SSTL3 II –0.30 –1.01 –1.01 –1.01 ns

TOCTT CTT 0.0 –0.61 –0.61 –0.61 ns

TOAGP AGP –0.1 –0.91 –0.91 –0.91 ns
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CLB Switching Characteristics

Delays originating at F/G inputs vary slightly according to the input used, see Figure 2. The values listed below are
worst-case. Precise values are provided by the timing analyzer.

Speed Grade(1)

UnitsDescription Symbol Min -8 -7 -6

Combinatorial Delays

4-input function: F/G inputs to X/Y outputs TILO 0.19 0.40 0.42 0.47 ns, max

5-input function: F/G inputs to F5 output TIF5 0.36 0.76 0.8 0.9 ns, max

5-input function: F/G inputs to X output TIF5X 0.35 0.74 0.8 0.9 ns, max

6-input function: F/G inputs to Y output via F6 MUX TIF6Y 0.35 0.74 0.9 1.0 ns, max

6-input function: F5IN input to Y output TF5INY 0.04 0.11 0.20 0.22 ns, max

Incremental delay routing through transparent latch to 
XQ/YQ outputs

TIFNCTL 0.27 0.63 0.7 0.8 ns, max

BY input to YB output TBYYB 0.19 0.38 0.46 0.51 ns, max

Sequential Delays

FF Clock CLK to XQ/YQ outputs TCKO 0.34 0.78 0.9 1.0 ns, max

Latch Clock CLK to XQ/YQ outputs TCKLO 0.40 0.77 0.9 1.0 ns, max

Setup and Hold Times before/after Clock CLK

4-input function: F/G Inputs TICK / 
TCKI

0.39 / 0 0.9 / 0 1.0 / 0 1.1 / 0 ns, min

5-input function: F/G inputs TIF5CK / 
TCKIF5

0.55 / 0 1.3 / 0 1.4 / 0 1.5 / 0 ns, min

6-input function: F5IN input TF5INCK / 
TCKF5IN

0.27 / 0 0.6 / 0 0.8 / 0 0.8 / 0 ns, min

6-input function: F/G inputs via F6 MUX TIF6CK / 
TCKIF6

0.58 / 0 1.3 / 0 1.5 / 0 1.6 / 0 ns, min

BX/BY inputs TDICK / 
TCKDI

0.25 / 0 0.6 / 0 0.7 / 0 0.8 / 0 ns, min

CE input TCECK / 
TCKCE

0.28 / 0 0.55 / 0 0.7 / 0 0.7 / 0 ns, min

SR/BY inputs (synchronous) TRCK / 
TCKR

0.24 / 0 0.46 / 0 0.52 / 0 0.6 / 0 ns, min

Clock CLK

Minimum Pulse Width, High TCH 0.56 1.2 1.3 1.4 ns, min

Minimum Pulse Width, Low TCL 0.56 1.2 1.3 1.4 ns, min

Set/Reset

Minimum Pulse Width, SR/BY inputs TRPW 0.94 1.9 2.1 2.4 ns, min

Delay from SR/BY inputs to XQ/YQ outputs 
(asynchronous)

TRQ 0.39 0.8 0.9 1.0 ns, max

Toggle Frequency (MHz) (for export control) FTOG - 416 400 357 MHz

Notes: 
1. A Zero “0” Hold Time listing indicates no hold time or a negative hold time. Negative values can not be guaranteed “best-case”, but 

if a “0” is listed, there is no positive hold time.
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CLB Distributed RAM Switching Characteristics 

 

Speed Grade(1)

UnitsDescription Symbol Min -8 -7 -6

Sequential Delays

Clock CLK to X/Y outputs (WE active) 16 x 1 mode TSHCKO16 0.67 1.38 1.5 1.7 ns, max

Clock CLK to X/Y outputs (WE active) 32 x 1 mode TSHCKO32 0.84 1.66 1.9 2.1 ns, max

Shift-Register Mode

Clock CLK to X/Y outputs TREG 1.25 2.39 2.9 3.2 ns, max

Setup and Hold Times before/after Clock CLK

F/G address inputs TAS/TAH 0.19 / 0 0.38 / 0 0.42 / 0 0.47 / 0 ns, min

BX/BY data inputs (DIN) TDS/TDH 0.44 / 0 0.87 / 0 0.97 / 0 1.09 / 0 ns, min

SR input (WE) TWS/TWH 0.29 / 0 0.57 / 0 0.7 / 0 0.8 / 0 ns, min

Clock CLK

Minimum Pulse Width, High TWPH 0.96 1.9 2.1 2.4 ns, min

Minimum Pulse Width, Low TWPL 0.96 1.9 2.1 2.4 ns, min

Minimum clock period to meet address write cycle time TWC 1.92 3.8 4.2 4.8 ns, min

Shift-Register Mode

Minimum Pulse Width, High TSRPH 1.0 1.9 2.1 2.4 ns, min

Minimum Pulse Width, Low TSRPL 1.0 1.9 2.1 2.4 ns, min

Notes: 
1. A Zero “0” Hold Time listing indicates no hold time or a negative hold time. Negative values can not be guaranteed “best-case”, but 

if a “0” is listed, there is no positive hold time.

Figure 3:   Dual-Port Block SelectRAM

WEB
ENB
RSTB
  CLKB
ADDRB[#:0]
DIB[#:0]

WEA
ENA
RSTA
  CLKA
ADDRA[#:0]
DIA[#:0]

DOA[#:0]

DOB[#:0]

RAMB4_S#_S#

ds022_06_121699
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HQ240 High-Heat Quad Flat-Pack Packages
XCV600E and XCV1000E devices in High-heat dissipation
Quad Flat-pack packages have footprint compatibility. Pins
labeled I0_VREF can be used as either in all parts unless
device-dependent as indicated in the footnotes. If the pin is
not used as VREF, it can be used as general I/O. Immedi-
ately following Table 8, see Table 9 for Differential Pair infor-
mation.

48 6 P56 P57 √ -

49 6 P52 P53 2 -

50 6 P49 P50 3 VREF

51 6 P46 P47 4 VREF

52 6 P41 P42 √ -

53 6 P38 P39 2 -

54 6 P35 P36 4 VREF

55 6 P33 P34 5 VREF

56 7 P27 P28 √ -

57 7 P23 P24 4 VREF

58 7 P20 P21 2 -

59 7 P17 P18 √ -

60 7 P12 P13 4 VREF

61 7 P9 P10 3 VREF

62 7 P6 P7 2 -

63 7 P4 P5 6 VREF

Notes: 
1. AO in the XCV50E.
2. AO in the XCV50E, 100E, 200E, 300E.
3. AO in the XCV50E, 200E, 300E, 400E.
4. AO in the XCV50E, 300E, 400E.
5. AO in the XCV100E, 200E, 400E.
6. AO in the XCV100E, 400E.
7. AO in the XCV50E, 200E, 400E.
8. AO in the XCV100E.

Table  7:  PQ240 Differential Pin Pair Summary
XCV50E, XCV100E, XCV200E, XCV300E, XCV400E

Pair Bank P Pin N Pin AO

Other

Functions

Table  8:  HQ240 — XCV600E, XCV1000E

Pin # Pin Description Bank

P240 VCCO 7

P239 TCK NA

P238 IO 0

P237 IO_L0N 0

P236 IO_VREF_L0P 0

P235 IO_L1N_YY 0

P234 IO_L1P_YY 0

P233 GND NA

P232 VCCO 0

P231 IO_VREF 0

P230 IO_VREF 0

P229 IO_VREF_L2N_YY 0

P228 IO_L2P_YY 0

P227 GND NA

P226 VCCO 0

P225 VCCINT NA

P224 IO_L3N_YY 0

P223 IO_L3P_YY 0

P222 IO_VREF 01

P221 IO_L4N_Y 0

P220 IO_L4P_Y 0

P219 GND NA

P218 IO_VREF_L5N_Y 0

P217 IO_L5P_Y 0

P216 IO_VREF 0

P215 IO_LVDS_DLL_L6N 0

P214 VCCINT NA

P213 GCK3 0

P212 VCCO 0

P211 GND NA
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0  IO  C15

0  IO  B151

0  IO_LVDS_DLL_L9N  A15

0  GCK3  D14

1  GCK2  B14

1  IO_LVDS_DLL_L9P  A13

1  IO  B131

1  IO_L10N  C13

1  IO_L10P  A12

1  IO_L11N_Y  B12

1  IO_VREF_1_L11P_Y  C12

1  IO_L12N_Y  A11

1  IO_L12P_Y  B11

1  IO  B101

1  IO_L13N  C11

1  IO_L13P  D11

1  IO  A91

1  IO_L14N_YY  B9

1  IO_L14P_YY  C10

1  IO_L15N_YY  B8

1  IO_VREF_1_L15P_YY  C9

1  IO_L16N _Y  D9

1  IO_L16P _Y  A7

1  IO  B7

1  IO  C81

1  IO  D81

1  IO_L17N_YY  A6

1  IO_VREF_1_L17P_YY  B6

1  IO_L18N_YY  C7

1  IO_L18P_YY  A4

1  IO  B51

1  IO_L19N_YY  C6

1  IO_VREF_1_L19P_YY  D62

Table  10:  BG352 — XCV100E, XCV200E, XCV300E

Bank Pin Description Pin #

1  IO  B4

1  IO  C51

1  IO  A31

1  IO_WRITE_L20N_YY  D5

1  IO_CS_L20P_YY  C4

2  IO_DOUT_BUSY_L21P_YY  E4

2  IO_DIN_D0_L21N_YY  D3

2  IO  C21

2  IO  E31

2  IO  F4

2  IO_VREF_2_L22P_YY  D22

2  IO_L22N_YY  C1

2  IO  D11

2  IO_L23P_YY  G4

2  IO_L23N_YY  F3

2  IO_VREF_2_L24P_Y  E2

2  IO_L24N_Y  F2

2  IO  G31

2  IO  G21

2  IO_L25P  F1

2  IO_L25N  J4

2  IO  H3

2  IO_VREF_2_L26P _Y  H2

2  IO_D1_L26N _Y  G1

2  IO_D2_L27P_YY  J3

2  IO_L27N_YY  J2

2  IO  K31

2  IO_L28P  J1

2  IO_L28N  L4

2  IO  K21

2  IO_L29P_YY  L3

2  IO_L29N_YY  L2

2  IO_VREF_2_L30P _Y  M4

Table  10:  BG352 — XCV100E, XCV200E, XCV300E

Bank Pin Description Pin #
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2  IO_D3_L30N _Y  M3

2  IO_L31P  M2

2  IO_L31N  M1

2  IO  N31

2  IO_L32P_YY  N4

2  IO_L32N_YY  N2

3  IO  P1

3  IO  P31

3  IO_L33P  R1

3  IO_L33N  R2

3  IO_D4_L34P _Y  R3

3  IO_VREF_3_L34N _Y  R4

3  IO_L35P_YY  T2

3  IO_L35N_YY  U2

3  IO  T31

3  IO_L36P  T4

3  IO_L36N  V1

3  IO  V21

3  IO_L37P_YY  U3

3  IO_D5_L37N_YY  U4

3  IO_D6_L38P _Y  V3

3  IO_VREF_3_L38N _Y  V4

3  IO_L39P _Y  Y1

3  IO_L39N _Y  Y2

3  IO  W3

3  IO  W41

3  IO  AA11

3  IO_L40P_Y  AA2

3  IO_VREF_3_L40N_Y  Y3

3  IO_L41P_YY  AC1

3  IO_L41N_YY  AB2

3  IO  AA31

3  IO_L42P_YY  AA4

Table  10:  BG352 — XCV100E, XCV200E, XCV300E

Bank Pin Description Pin #

3  IO_VREF_3_L42N_YY  AC22

3  IO  AB3

3  IO  AD11

3  IO  AB41

3  IO_D7_L43P_YY  AC3

3  IO_INIT_L43N_YY  AD2

4  IO_L44P_YY  AC5

4  IO_L44N_YY  AD4

4  IO  AE31

4  IO  AD51

4  IO  AC6

4  IO_VREF_4_L45P_YY  AE42

4  IO_L45N_YY  AF3

4  IO  AF41

4  IO_L46P_YY  AC7

4  IO_L46N_YY  AD6

4  IO_VREF_4_L47P_YY  AE5

4  IO_L47N_YY  AE6

4  IO  AD71

4  IO  AE71

4  IO_L48P  AF6

4  IO_L48N  AC9

4  IO  AD8

4  IO_VREF_4_L49P_YY  AE8

4  IO_L49N_YY  AF7

4  IO_L50P_YY  AD9

4  IO_L50N_YY  AE9

4  IO  AD101

4  IO_L51P  AF9

4  IO_L51N  AC11

4  IO  AE101

4  IO_L52P_Y  AD11

4  IO_L52N_Y  AE11

Table  10:  BG352 — XCV100E, XCV200E, XCV300E

Bank Pin Description Pin #
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4  IO_VREF_4_L53P_Y  AC12

4  IO_L53N_Y  AD12

4  IO_L54P  AE12

4  IO_L54N  AF12

4  IO  AD131

4  IO_LVDS_DLL_L55P  AC13

4  GCK0  AE13

5  GCK1  AF14

5  IO_LVDS_DLL_L55N  AD14

5  IO  AF151

5  IO  AE15

5  IO_L56P_Y  AD15

5  IO_VREF_5_L56N_Y  AC15

5  IO_L57P_Y  AE16

5  IO_L57N_Y  AE17

5  IO  AD161

5  IO_L58P  AC16

5  IO_L58N  AF18

5  IO  AE181

5  IO_L59P_YY  AD17

5  IO_L59N_YY  AC17

5  IO_L60P_YY  AD18

5  IO_VREF_5_L60N_YY  AC18

5  IO_L61P _Y  AF20

5  IO_L61N _Y  AE20

5  IO  AD19

5  IO  AC191

5  IO  AF211

5  IO_L62P_YY  AE21

5  IO_VREF_5_L62N_YY  AD20

5  IO_L63P_YY  AF23

5  IO_L63N_YY  AE22

5  IO  AD211

Table  10:  BG352 — XCV100E, XCV200E, XCV300E

Bank Pin Description Pin #

5  IO_L64P_YY  AC21

5  IO_VREF_5_L64N_YY  AE232

5  IO  AD22

5  IO  AF241

5  IO  AC221

6  IO_L65N_YY  AC24

6  IO_L65P_YY  AD25

6  IO  AB241

6  IO  AA231

6  IO  AC25

6  IO_VREF_6_L66N_YY  AD262

6  IO_L66P_YY  AC26

6  IO  Y231

6  IO_L67N_YY  AA24

6  IO_L67P_YY  AB25

6  IO_VREF_6_L68N_Y  AA25

6  IO_L68P_Y  Y24

6  IO  Y251

6  IO  AA261

6  IO_L69N  V23

6  IO_L69P  W24

6  IO  W25

6  IO_VREF_6_L70N _Y  Y26

6  IO_L70P _Y  U23

6  IO_L71N_YY  V25

6  IO_L71P_YY  U24

6  IO  V261

6  IO_L72N  T23

6  IO_L72P  U25

6  IO  T241

6  IO_L73N_YY  T25

6  IO_L73P_YY  T26

6  IO_VREF_6_L74N _Y  R24

Table  10:  BG352 — XCV100E, XCV200E, XCV300E

Bank Pin Description Pin #
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FG456 Fine-Pitch Ball Grid Array Packages
XCV200E and XCV300E devices in FG456 fine-pitch Ball
Grid Array packages have footprint compatibility. Pins
labeled I0_VREF can be used as either in both devices pro-
vided in this package. If the pin is not used as VREF, it can be
used as general I/O. Immediately following Table 18, see
Table 19 for Differential Pair information.

Table  18:  FG456 — XCV200E and XCV300E

Bank Pin Description Pin #

0 GCK3 C11

0 IO A21

0 IO A3

0 IO A61

0 IO A10

0 IO B5

0 IO B9

0 IO C5

0 IO D8

0 IO D10

0 IO E111

0 IO_L0N D5

0 IO_L0P B3

0 IO_VREF_L1N_YY B4

0 IO_L1P_YY E6

0 IO_L2N A4

0 IO_L2P E7

0 IO_VREF_L3N_YY C6

0 IO_L3P_YY D6

0 IO_L4N_Y A5

0 IO_L4P_Y B6

0 IO_L5N_Y D7

0 IO_L5P_Y C7

0 IO_VREF_L6N_YY E8

0 IO_L6P_YY B7

0 IO_L7N_YY A7

0 IO_L7P_YY E9

0 IO_L8N_Y C8

0 IO_L8P_Y B8

0 IO_L9N_Y D9

0 IO_L9P_Y A8

0 IO_L10N C9

0 IO_L10P E10

0 IO_VREF_L11N_YY A9

0 IO_L11P_YY C10

0 IO_L12N_Y F11

0 IO_L12P_Y B10

0 IO_LVDS_DLL_L13N B11

1 GCK2 A11

1 IO A121

1 IO A14

1 IO B161

1 IO B19

1 IO E13

1 IO E15

1 IO E16

1 IO E171

1 IO_LVDS_DLL_L13P D11

1 IO_L14N_Y C12

1 IO_L14P_Y D12

1 IO_L15N_Y B12

1 IO_L15P_Y A13

1 IO_L16N_YY E12

1 IO_VREF_L16P_YY B13

1 IO_L17N_YY C13

1 IO_L17P_YY D13

1 IO_L18N_Y B14

1 IO_L18P_Y C14

1 IO_L19N_Y F12

1 IO_L19P_Y A15

1 IO_L20N_YY B15

1 IO_L20P_YY C15

1 IO_L21N_YY A16

1 IO_VREF_L21P_YY E14

1 IO_L22N_Y D14

1 IO_L22P_Y C16

1 IO_L23N_Y D15

Table  18:  FG456 — XCV200E and XCV300E

Bank Pin Description Pin #
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1 IO_L23P_Y A17

1 IO_L24N_YY B17

1 IO_VREF_L24P_YY A18

1 IO_L25N_YY D16

1 IO_L25P_YY C17

1 IO_L26N_YY B18

1 IO_VREF_L26P_YY A19

1 IO_L27N_YY D17

1 IO_L27P_YY C18

1 IO_WRITE_L28N_YY A20

1 IO_CS_L28P_YY C19

2 IO D181

2 IO E191

2 IO E20

2 IO F20

2 IO G21

2 IO G221

2 IO J22

2 IO L191

2 IO_D3 K20

2 IO_DOUT_BUSY_L29P_YY C21

2 IO_DIN_D0_L29N_YY D20

2 IO_L30P_YY C22

2 IO_L30N_YY D21

2 IO_VREF_L31P_YY D22

2 IO_L31N_YY E21

2 IO_L32P_YY E22

2 IO_L32N_YY F18

2 IO_VREF_L33P_YY F21

2 IO_L33N_YY F19

2 IO_L34P_Y F22

2 IO_L34N_Y G19

2 IO_L35P_Y G20

2 IO_L35N_Y G18

2 IO_VREF_L36P_Y H18

2 IO_D1_L36N_Y H22

Table  18:  FG456 — XCV200E and XCV300E

Bank Pin Description Pin #

2 IO_D2_L37P_YY H20

2 IO_L37N_YY H19

2 IO_L38P_YY H21

2 IO_L38N_YY J19

2 IO_L39P_YY J18

2 IO_L39N_YY J20

2 IO_L40P_Y K18

2 IO_L40N_Y J21

2 IO_L41P K22

2 IO_VREF_L41N K21

2 IO_L42P_Y K19

2 IO_L42N_Y L22

2 IO_L43P_YY L21

2 IO_L43N_YY L18

2 IO_L44P_YY L17

2 IO_L44N_YY L20

3 IO M211

3 IO P22

3 IO R201

3 IO R22

3 IO T19

3 IO U181

3 IO V20

3 IO V21

3 IO Y221

3 IO_L45P_YY M18

3 IO_L45N_YY M20

3 IO_L46P_Y M19

3 IO_L46N_Y M17

3 IO_D4_L47P_Y N22

3 IO_VREF_L47N_Y N21

3 IO_L48P_YY N20

3 IO_L48N_YY N18

3 IO_L49P_YY N19

3 IO_L49N_YY P21

3 IO_L50P_YY P20

Table  18:  FG456 — XCV200E and XCV300E

Bank Pin Description Pin #
Module 4 of 4 www.xilinx.com DS022-4 (v2.5) March 14, 2003
52 1-800-255-7778 Production Product Specification

http://www.xilinx.com


Virtex™-E 1.8 V Field Programmable Gate Arrays
R

5 IO_L76N_Y W11

5 IO_L77P_YY V11

5 IO_VREF_L77N_YY Y10

5 IO_L78P_YY AB10

5 IO_L78N_YY W10

5 IO_L79P_Y V10

5 IO_L79N_Y Y9

5 IO_L80P_Y AB9

5 IO_L80N_Y W9

5 IO_L81P_YY V9

5 IO_L81N_YY AA8

5 IO_L82P_YY Y8

5 IO_VREF_L82N_YY W8

5 IO_L83P_Y W7

5 IO_L83N_Y AA7

5 IO_L84P_Y AB6

5 IO_L84N_Y AA6

5 IO_L85P_YY AB5

5 IO_VREF_L85N_YY AA5

5 IO_L86P_YY Y7

5 IO_L86N_YY W6

5 IO_L87P_YY AA4

5 IO_VREF_L87N_YY Y6

5 IO_L88P_YY V7

5 IO_L88N_YY AB3

6 IO M21

6 IO M5

6 IO P4

6 IO R31

6 IO T2

6 IO T4

6 IO U31

6 IO W2

6 IO AA11

6 IO_L89N_YY W3

6 IO_L89P_YY Y2

Table  18:  FG456 — XCV200E and XCV300E

Bank Pin Description Pin #

6 IO_L90N_YY V4

6 IO_L90P_YY V3

6 IO_VREF_L91N_YY Y1

6 IO_L91P_YY U4

6 IO_L92N_YY V2

6 IO_L92P_YY W1

6 IO_VREF_L93N_YY T3

6 IO_L93P_YY U2

6 IO_L94N_Y T5

6 IO_L94P_Y V1

6 IO_L95N_Y R5

6 IO_L95P_Y U1

6 IO_VREF_L96N_Y R4

6 IO_L96P_Y T1

6 IO_L97N_YY R2

6 IO_L97P_YY P3

6 IO_L98N_YY P5

6 IO_L98P_YY R1

6 IO_L99N_YY P2

6 IO_L99P_YY N5

6 IO_L100N_Y P1

6 IO_L100P_Y N4

6 IO_L101N N3

6 IO_VREF_L101P N2

6 IO_L102N_Y N1

6 IO_L102P_Y M4

6 IO_L103N_YY M3

6 IO_L103P_YY M6

6 IO M1

7 IO B1

7 IO C21

7 IO D11

7 IO E4

7 IO F4

7 IO G21

7 IO G4

Table  18:  FG456 — XCV200E and XCV300E

Bank Pin Description Pin #
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2 IO_L63N G4

2 IO_L64P G3

2 IO_L64N E2

2 IO_VREF_L65P_Y H4

2 IO_L65N_Y E1

2 IO_L66P_YY H3

2 IO_L66N_YY F2

2 IO_L67P J4

2 IO_L67N F1

2 IO_L68P_Y J3

2 IO_L68N_Y G2

2 IO_VREF_L69P_YY G1

2 IO_L69N_YY K4

2 IO_L70P_YY H2

2 IO_L70N_YY K3

2 IO_VREF_L71P H13

2 IO_L71N L4

2 IO_L72P J2

2 IO_L72N L3

2 IO_VREF_L73P_YY J1

2 IO_L73N_YY M3

2 IO_L74P_YY K2

2 IO_L74N_YY N4

2 IO_L75P K1

2 IO_L75N N3

2 IO_VREF_L76P_YY L2

2 IO_D1_L76N_YY P4

2 IO_D2_L77P_YY P3

2 IO_L77N_YY L1

2 IO_L78P_Y R4

2 IO_L78N_Y M2

2 IO_L79P R3

2 IO_L79N M1

2 IO_L80P T4

2 IO_L80N N2

2 IO_VREF_L81P_Y N11

Table  22:  FG680 - XCV600E, XCV1000E, XCV1600E, XCV2000E

Bank Pin Description Pin #

2 IO_L81N_Y T3

2 IO_L82P_YY P2

2 IO_L82N_YY U5

2 IO_L83P P1

2 IO_L83N U4

2 IO_L84P_Y R2

2 IO_L84N_Y U3

2 IO_VREF_L85P_YY V5

2 IO_D3_L85N_YY R1

2 IO_L86P_YY V4

2 IO_L86N_YY T2

2 IO_L87P V3

2 IO_L87N T1

2 IO_L88P W4

2 IO_L88N U2

2 IO_VREF_L89P_YY W3

2 IO_L89N_YY U1

2 IO_L90P_YY AA3

2 IO_L90N_YY V2

2 IO_VREF_L91P AA42

2 IO_L91N V1

2 IO_L92P_YY AB2

2 IO_L92N_YY W2

3 IO AP3

3 IO AT3

3 IO AB3

3 IO_L93P AB4

3 IO_VREF_L93N W12

3 IO_L94P_YY AB5

3 IO_L94N_YY Y2

3 IO_L95P_YY AC2

3 IO_VREF_L95N_YY Y1

3 IO_L96P AC3

3 IO_L96N AA1

3 IO_L97P AC4

Table  22:  FG680 - XCV600E, XCV1000E, XCV1600E, XCV2000E

Bank Pin Description Pin #
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R

3 IO_L97N AA2

3 IO_L98P_YY AC5

3 IO_L98N_YY AB1

3 IO_D4_L99P_YY AD3

3 IO_VREF_L99N_YY AC1

3 IO_L100P_Y AD1

3 IO_L100N_Y AD4

3 IO_L101P AD2

3 IO_L101N AE3

3 IO_L102P_YY AE1

3 IO_L102N_YY AE4

3 IO_L103P_Y AE2

3 IO_VREF_L103N_Y AF31

3 IO_L104P AF4

3 IO_L104N AF1

3 IO_L105P AG3

3 IO_L105N AF2

3 IO_L106P_Y AG4

3 IO_L106N_Y AG1

3 IO_L107P_YY AH3

3 IO_D5_L107N_YY AG2

3 IO_D6_L108P_YY AH1

3 IO_VREF_L108N_YY AJ2

3 IO_L109P AH2

3 IO_L109N AJ3

3 IO_L110P_YY AJ1

3 IO_L110N_YY AJ4

3 IO_L111P_YY AK1

3 IO_VREF_L111N_YY AK3

3 IO_L112P AK2

3 IO_L112N AK4

3 IO_L113P AL1

3 IO_VREF_L113N AL23

3 IO_L114P_YY AM1

3 IO_L114N_YY AL3

3 IO_L115P_YY AM2

Table  22:  FG680 - XCV600E, XCV1000E, XCV1600E, XCV2000E

Bank Pin Description Pin #

3 IO_VREF_L115N_YY AL4

3 IO_L116P_Y AM3

3 IO_L116N_Y AN1

3 IO_L117P AM4

3 IO_L117N AP1

3 IO_L118P_YY AN2

3 IO_L118N_YY AP2

3 IO_L119P_Y AN3

3 IO_VREF_L119N_Y AR1

3 IO_L120P AN4

3 IO_L120N AT1

3 IO_L121P AR2

3 IO_VREF_L121N AP41

3 IO_L122P_Y AT2

3 IO_L122N_Y AR3

3 IO_D7_L123P_YY AR4

3 IO_INIT_L123N_YY AU2

4 GCK0 AW19

4 IO AV3

4 IO_L124P_YY AU4

4 IO_L124N_YY AV5

4 IO_L125P_Y AT6

4 IO_L125N_Y AV4

4 IO_VREF_L126P_Y AU61

4 IO_L126N_Y AW4

4 IO_L127P_YY AT7

4 IO_L127N_YY AW5

4 IO_VREF_L128P_YY AU7

4 IO_L128N_YY AV6

4 IO_L129P_Y AT8

4 IO_L129N_Y AW6

4 IO_L130P_Y AU8

4 IO_L130N_Y AV7

4 IO_L131P_YY AT9

4 IO_L131N_YY AW7
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Bank Pin Description Pin #
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Virtex™-E 1.8 V Field Programmable Gate Arrays
R

2 IO_L99P_YY N26

2 IO_L99N_YY P28

2 IO_L100P P29

2 IO_L100N N24

2 IO_L101P_YY P22

2 IO_L101N_YY R26

2 IO_VREF_L102P_YY P25

2 IO_L102N_YY R29

2 IO_L103P_YY R214

2 IO_L103N_YY R283

2 IO_VREF_L104P_YY R252

2 IO_L104N_YY T30

2 IO_L105P_YY P244

2 IO_L105N_YY R273

2 IO_L106P R24

3 IO T224

3 IO T244

3 IO T264

3 IO T294

3 IO U265

3 IO V234

3 IO V254

3 IO V305

3 IO Y214

3 IO AA264

3 IO AA234

3 IO AB274

3 IO AB294

3 IO AC285

3 IO AD264

3 IO AD295

3 IO AE275

3 IO_L106N U29

3 IO_L107P_YY R22

3 IO_VREF_L107N_YY T272

3 IO_L108P_YY R23

Table  26:  FG900 — XCV600E, XCV1000E, XCV1600E

Bank Pin Description Pin #

3 IO_L108N_YY T28

3 IO_L109P_YY T21

3 IO_VREF_L109N_YY T25

3 IO_L110P_YY U28

3 IO_L110N_YY U30

3 IO_L111P T23

3 IO_L111N U27

3 IO_L112P_YY U25

3 IO_L112N_YY V27

3 IO_D4_L113P_YY U24

3 IO_VREF_L113N_YY V29

3 IO_L114P W30

3 IO_L114N U22

3 IO_L115P_YY U21

3 IO_L115N_YY W29

3 IO_L116P_YY V26

3 IO_L116N_YY W27

3 IO_L117P W26

3 IO_VREF_L117N Y291

3 IO_L118P_YY W25

3 IO_L118N_YY Y30

3 IO_L119P_Y V244

3 IO_L119N_Y Y284

3 IO_L120P_YY AA30

3 IO_L120N_YY W24

3 IO_L121P AA29

3 IO_L121N V20

3 IO_L122P Y274

3 IO_L122N W234

3 IO_L123P_YY Y26

3 IO_D5_L123N_YY AB30

3 IO_D6_L124P_YY V21

3 IO_VREF_L124N_YY AA28

3 IO_L125P_YY Y25

3 IO_L125N_YY AA27

3 IO_L126P_YY W22

3 IO_L126N_YY Y23

Table  26:  FG900 — XCV600E, XCV1000E, XCV1600E

Bank Pin Description Pin #
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Virtex™-E 1.8 V Field Programmable Gate Arrays
R

7 IO_L324P_Y L4

7 IO_L325N_YY J1

7 IO_L325P_YY L5

7 IO_L326N_YY J2

7 IO_VREF_L326P_YY K3

7 IO_L327N_Y L7

7 IO_L327P_Y J3

7 IO_L328N_Y M95

7 IO_L328P_Y H24

7 IO_L329N_Y J4

7 IO_VREF_L329P_Y K62

7 IO_L330N_YY L8

7 IO_L330P_YY G2

7 IO_L331N_YY H35

7 IO_L331P_YY K74

7 IO_L332N_YY G3

7 IO_VREF_L332P_YY J5

7 IO_L333N_Y L9

7 IO_L333P_Y H5

7 IO_L334N_Y J65

7 IO_L334P_Y H44

7 IO_L335N_Y G4

7 IO_L335P_Y K8

7 IO_L336N_YY J7

7 IO_L336P_YY F2

7 IO_L337N_YY F35

7 IO_L337P_YY L104

7 IO_L338N_Y E1

7 IO_VREF_L338P_Y_Y H6

7 IO_L339N_Y G5

7 IO_L339P_Y E2

7 IO_L340N K9

7 IO_L340P D1

7 IO_L341N_Y E3

Table  28:  FG1156 — XCV1000E, XCV1600E, XCV2000E, 
XCV2600E, XCV3200E

Bank Pin Description Pin #

7 IO_VREF_L341P_Y J8

7 IO_L342N_Y E4

7 IO_L342P_Y D2

7 IO_L343N_Y F4

7 IO_L343P_Y D3

2 CCLK C31

3 DONE AM31

NA DXN AJ5

NA DXP AL5

NA M0 AK4

NA M1 AG7

NA M2 AL3

NA PROGRAM AG28

NA TCK D5

NA TDI C30

2 TDO K26

NA TMS C4

NA VCCINT K10

NA VCCINT K17

NA VCCINT K18

NA VCCINT K25

NA VCCINT L11

NA VCCINT L24

NA VCCINT M12

NA VCCINT M23

NA VCCINT N13

NA VCCINT N14

NA VCCINT N15

NA VCCINT N16

NA VCCINT N19

NA VCCINT N20

NA VCCINT N21

Table  28:  FG1156 — XCV1000E, XCV1600E, XCV2000E, 
XCV2600E, XCV3200E

Bank Pin Description Pin #
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