
Intel - 5SGSMD6K2F40I3LN Datasheet

Welcome to E-XFL.COM

Understanding Embedded - FPGAs (Field
Programmable Gate Array)

Embedded - FPGAs, or Field Programmable Gate Arrays,
are advanced integrated circuits that offer unparalleled
flexibility and performance for digital systems. Unlike
traditional fixed-function logic devices, FPGAs can be
programmed and reprogrammed to execute a wide array
of logical operations, enabling customized functionality
tailored to specific applications. This reprogrammability
allows developers to iterate designs quickly and implement
complex functions without the need for custom hardware.

Applications of Embedded - FPGAs

The versatility of Embedded - FPGAs makes them
indispensable in numerous fields. In telecommunications,
FPGAs are used for high-speed data processing and
network infrastructure. In the automotive industry, they
support advanced driver-assistance systems (ADAS) and
infotainment solutions. Consumer electronics benefit from
FPGAs in devices requiring high performance and
adaptability, such as smart TVs and gaming consoles.
Industrial automation relies on FPGAs for real-time control
and processing in machinery and robotics. Additionally,
FPGAs play a crucial role in aerospace and defense, where
their reliability and ability to handle complex algorithms
are essential.

Common Subcategories of Embedded -
FPGAs

Within the realm of Embedded - FPGAs, several
subcategories address different needs and applications.
General-purpose FPGAs are the most widely used, offering
a balance of performance and flexibility for a broad range
of applications. High-performance FPGAs are designed for
applications requiring exceptional speed and
computational power, such as data centers and high-
frequency trading systems. Low-power FPGAs cater to
battery-operated and portable devices where energy
efficiency is paramount. Lastly, automotive-grade FPGAs
meet the stringent standards of the automotive industry,
ensuring reliability and performance in vehicle systems.

Types of Embedded - FPGAs

Embedded - FPGAs can be classified into several types
based on their architecture and specific capabilities. SRAM-
based FPGAs are prevalent due to their high speed and
ability to support complex designs, making them suitable
for performance-critical applications. Flash-based FPGAs
offer non-volatile storage, retaining their configuration
without power and enabling faster start-up times. Antifuse-
based FPGAs provide a permanent, one-time
programmable solution, ensuring robust security and
reliability for critical systems. Each type of FPGA brings
distinct advantages, making the choice dependent on the
specific needs of the application.

Details

Product Status Obsolete

Number of LABs/CLBs 220000

Number of Logic Elements/Cells 583000

Total RAM Bits 46080000

Number of I/O 696

Number of Gates -

Voltage - Supply 0.82V ~ 0.88V

Mounting Type Surface Mount

Operating Temperature -40°C ~ 100°C (TJ)

Package / Case 1517-BBGA, FCBGA

Supplier Device Package 1517-FBGA (40x40)

Purchase URL https://www.e-xfl.com/product-detail/intel/5sgsmd6k2f40i3ln

Email: info@E-XFL.COM Address: Room A, 16/F, Full Win Commercial Centre, 573 Nathan Road, Mongkok, Hong Kong

https://www.e-xfl.com/product/pdf/5sgsmd6k2f40i3ln-4498055
https://www.e-xfl.com
https://www.e-xfl.com/product/filter/embedded-fpgas-field-programmable-gate-array


Electrical Characteristics Page 3
Table 4 lists the absolute conditions for the transceiver power supply for Stratix V GX, 
GS, and GT devices.

Maximum Allowed Overshoot and Undershoot Voltage

During transitions, input signals may overshoot to the voltage shown in Table 5 and 
undershoot to –2.0 V for input currents less than 100 mA and periods shorter than 
20 ns.

VCCD_FPLL PLL digital power supply –0.5 1.8 V

VCCA_FPLL PLL analog power supply –0.5 3.4 V

VI DC input voltage –0.5 3.8 V

TJ Operating junction temperature –55 125 °C

TSTG Storage temperature (No bias) –65 150 °C

IOUT DC output current per pin –25 40 mA

Table 3. Absolute Maximum Ratings for Stratix V Devices (Part 2 of 2)

Symbol Description Minimum Maximum Unit

Table 4. Transceiver Power Supply Absolute Conditions for Stratix V GX, GS, and GT Devices

Symbol Description Devices Minimum Maximum Unit

VCCA_GXBL Transceiver channel PLL power supply (left side) GX, GS, GT –0.5 3.75 V

VCCA_GXBR Transceiver channel PLL power supply (right side) GX, GS –0.5 3.75 V

VCCA_GTBR Transceiver channel PLL power supply (right side) GT –0.5 3.75 V

VCCHIP_L Transceiver hard IP power supply (left side) GX, GS, GT –0.5 1.35 V

VCCHIP_R Transceiver hard IP power supply (right side) GX, GS, GT –0.5 1.35 V

VCCHSSI_L Transceiver PCS power supply (left side) GX, GS, GT –0.5 1.35 V

VCCHSSI_R Transceiver PCS power supply (right side) GX, GS, GT –0.5 1.35 V

VCCR_GXBL Receiver analog power supply (left side) GX, GS, GT –0.5 1.35 V

VCCR_GXBR Receiver analog power supply (right side) GX, GS, GT –0.5 1.35 V

VCCR_GTBR Receiver analog power supply for GT channels (right side) GT –0.5 1.35 V

VCCT_GXBL Transmitter analog power supply (left side) GX, GS, GT –0.5 1.35 V

VCCT_GXBR Transmitter analog power supply (right side) GX, GS, GT –0.5 1.35 V

VCCT_GTBR Transmitter analog power supply for GT channels (right side) GT –0.5 1.35 V

VCCL_GTBR Transmitter clock network power supply (right side) GT –0.5 1.35 V

VCCH_GXBL Transmitter output buffer power supply (left side) GX, GS, GT –0.5 1.8 V

VCCH_GXBR Transmitter output buffer power supply (right side) GX, GS, GT –0.5 1.8 V
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Recommended Operating Conditions
This section lists the functional operating limits for the AC and DC parameters for 
Stratix V devices. Table 6 lists the steady-state voltage and current values expected 
from Stratix V devices. Power supply ramps must all be strictly monotonic, without 
plateaus.

Table 6. Recommended Operating Conditions for Stratix V Devices (Part 1 of 2)

Symbol Description Condition Min (4) Typ Max (4) Unit

VCC

Core voltage and periphery circuitry power 
supply (C1, C2, I2, and I3YY speed grades) — 0.87 0.9 0.93 V

Core voltage and periphery circuitry power 
supply (C2L, C3, C4, I2L, I3, I3L, and I4 
speed grades) (3)

— 0.82 0.85 0.88 V

VCCPT
Power supply for programmable power 
technology — 1.45 1.50 1.55 V

VCC_AUX
Auxiliary supply for the programmable 
power technology — 2.375 2.5 2.625 V

VCCPD
(1)

I/O pre-driver (3.0 V) power supply — 2.85 3.0 3.15 V

I/O pre-driver (2.5 V) power supply — 2.375 2.5 2.625 V

VCCIO

I/O buffers (3.0 V) power supply — 2.85 3.0 3.15 V

I/O buffers (2.5 V) power supply — 2.375 2.5 2.625 V

I/O buffers (1.8 V) power supply — 1.71 1.8 1.89 V

I/O buffers (1.5 V) power supply — 1.425 1.5 1.575 V

I/O buffers (1.35 V) power supply — 1.283 1.35 1.45 V

I/O buffers (1.25 V) power supply — 1.19 1.25 1.31 V

I/O buffers (1.2 V) power supply — 1.14 1.2 1.26 V

VCCPGM

Configuration pins (3.0 V) power supply — 2.85 3.0 3.15 V

Configuration pins (2.5 V) power supply — 2.375 2.5 2.625 V

Configuration pins (1.8 V) power supply — 1.71 1.8 1.89 V

VCCA_FPLL PLL analog voltage regulator power supply — 2.375 2.5 2.625 V

VCCD_FPLL PLL digital voltage regulator power supply — 1.45 1.5 1.55 V

VCCBAT (2) Battery back-up power supply (For design 
security volatile key register) — 1.2 — 3.0 V

VI DC input voltage — –0.5 — 3.6 V

VO Output voltage — 0 — VCCIO V

TJ Operating junction temperature
Commercial 0 — 85 °C

Industrial –40 — 100 °C
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Table 18. Single-Ended SSTL, HSTL, and HSUL I/O Reference Voltage Specifications for Stratix V Devices

I/O Standard
VCCIO (V) VREF (V) VTT (V)

Min Typ Max Min Typ Max Min Typ Max

SSTL-2 
Class I, II 2.375 2.5 2.625 0.49 * 

VCCIO
0.5 * VCCIO

0.51 * 
VCCIO

VREF – 
0.04 VREF

VREF + 
0.04

SSTL-18 
Class I, II 1.71 1.8 1.89 0.833 0.9 0.969 VREF – 

0.04 VREF
VREF + 
0.04

SSTL-15 
Class I, II 1.425 1.5 1.575 0.49 * 

VCCIO
0.5 * VCCIO

0.51 * 
VCCIO

0.49 * 
VCCIO

0.5 * 
VCCIO

0.51 * 
VCCIO

SSTL-135 
Class I, II 1.283 1.35 1.418 0.49 * 

VCCIO
0.5 * VCCIO 

0.51 * 
VCCIO

0.49 * 
VCCIO

0.5 * 
VCCIO 

0.51 * 
VCCIO

SSTL-125 
Class I, II 1.19 1.25 1.26 0.49 * 

VCCIO
0.5 * VCCIO

0.51 * 
VCCIO

0.49 * 
VCCIO

0.5 * 
VCCIO

0.51 * 
VCCIO

SSTL-12 
Class I, II 1.14 1.20 1.26 0.49 * 

VCCIO
0.5 * VCCIO

0.51 * 
VCCIO

0.49 * 
VCCIO

0.5 * 
VCCIO

0.51 * 
VCCIO

HSTL-18 
Class I, II 1.71 1.8 1.89 0.85 0.9 0.95 — VCCIO/2 —

HSTL-15 
Class I, II 1.425 1.5 1.575 0.68 0.75 0.9 — VCCIO/2 —

HSTL-12 
Class I, II 1.14 1.2 1.26 0.47 * 

VCCIO
0.5 * VCCIO

0.53 * 
VCCIO

— VCCIO/2 —

HSUL-12 1.14 1.2 1.3 0.49 * 
VCCIO

0.5 * VCCIO
0.51 * 
VCCIO

— — —

Table 19. Single-Ended SSTL, HSTL, and HSUL I/O Standards Signal Specifications for Stratix V Devices (Part 1 of 2)

I/O Standard
VIL(DC) (V) VIH(DC) (V) VIL(AC) (V) VIH(AC) (V) VOL (V) VOH (V)

Iol (mA) Ioh 
(mA)Min Max Min Max Max Min Max Min

SSTL-2 
Class I –0.3 VREF – 

0.15
VREF + 
0.15

VCCIO + 
0.3

VREF – 
0.31 VREF + 0.31 VTT – 

0.608
VTT + 
0.608 8.1 –8.1

SSTL-2 
Class II –0.3 VREF – 

0.15
VREF + 
0.15

VCCIO + 
0.3

VREF – 
0.31 VREF + 0.31 VTT – 

0.81
VTT + 
0.81 16.2 –16.2

SSTL-18 
Class I –0.3 VREF – 

0.125
VREF + 
0.125

VCCIO + 
0.3

VREF – 
0.25 VREF + 0.25 VTT – 

0.603
VTT + 
0.603 6.7 –6.7

SSTL-18 
Class II –0.3 VREF – 

0.125
VREF + 
0.125

VCCIO + 
0.3

VREF – 
0.25 VREF + 0.25 0.28 VCCIO – 

0.28 13.4 –13.4

SSTL-15 
Class I — VREF – 

0.1
VREF + 

0.1 — VREF – 
0.175

VREF + 
0.175

0.2 * 
VCCIO

0.8 * 
VCCIO

8 –8

SSTL-15 
Class II — VREF – 

0.1
VREF + 

0.1 — VREF – 
0.175

VREF + 
0.175

0.2 * 
VCCIO

0.8 * 
VCCIO

16 –16

SSTL-135 
Class I, II — VREF – 

0.09
VREF + 
0.09 — VREF – 

0.16 VREF + 0.16 0.2 * 
VCCIO

0.8 * 
VCCIO

— —

SSTL-125 
Class I, II — VREF – 

0.85
VREF + 
0.85 — VREF – 

0.15 VREF + 0.15 0.2 * 
VCCIO

0.8 * 
VCCIO

— —

SSTL-12 
Class I, II — VREF – 

0.1
VREF + 

0.1 — VREF – 
0.15 VREF + 0.15 0.2 * 

VCCIO

0.8 * 
VCCIO

— —
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)

ax
HSTL-18 
Class I — VREF – 

0.1
VREF + 

0.1 — VREF – 0.2 VREF + 0.2 0.4 VCCIO – 
0.4 8 –8

HSTL-18 
Class II — VREF – 

0.1
VREF + 

0.1 — VREF – 0.2 VREF + 0.2 0.4 VCCIO – 
0.4 16 –16

HSTL-15 
Class I — VREF – 

0.1
VREF + 

0.1 — VREF – 0.2 VREF + 0.2 0.4 VCCIO – 
0.4 8 –8

HSTL-15 
Class II — VREF – 

0.1
VREF + 

0.1 — VREF – 0.2 VREF + 0.2 0.4 VCCIO – 
0.4 16 –16

HSTL-12 
Class I –0.15 VREF – 

0.08
VREF + 
0.08

VCCIO + 
0.15

VREF – 
0.15 VREF + 0.15 0.25* 

VCCIO

0.75* 
VCCIO

8 –8

HSTL-12 
Class II –0.15 VREF – 

0.08
VREF + 
0.08

VCCIO + 
0.15

VREF – 
0.15 VREF + 0.15 0.25* 

VCCIO

0.75* 
VCCIO

16 –16

HSUL-12 — VREF – 
0.13

VREF + 
0.13 — VREF – 

0.22 VREF + 0.22 0.1* 
VCCIO

0.9* 
VCCIO

— —

Table 19. Single-Ended SSTL, HSTL, and HSUL I/O Standards Signal Specifications for Stratix V Devices (Part 2 of 2)

I/O Standard
VIL(DC) (V) VIH(DC) (V) VIL(AC) (V) VIH(AC) (V) VOL (V) VOH (V)

Iol (mA) Ioh 
(mA)Min Max Min Max Max Min Max Min

Table 20. Differential SSTL I/O Standards for Stratix V Devices

I/O Standard
VCCIO (V) VSWING(DC) (V) VX(AC) (V) VSWING(AC) (V)

Min Typ Max Min Max Min Typ Max Min Max

SSTL-2 Class 
I, II 2.375 2.5 2.625 0.3 VCCIO + 

0.6
VCCIO/2 – 

0.2 — VCCIO/2 + 
0.2 0.62 VCCIO + 

0.6

SSTL-18 Class 
I, II 1.71 1.8 1.89 0.25 VCCIO + 

0.6
VCCIO/2 – 

0.175 — VCCIO/2 + 
0.175 0.5 VCCIO + 

0.6

SSTL-15 Class 
I, II 1.425 1.5 1.575 0.2 (1) VCCIO/2 – 

0.15 — VCCIO/2 + 
0.15 0.35 —

SSTL-135 
Class I, II 1.283 1.35 1.45 0.2 (1) VCCIO/2 – 

0.15 VCCIO/2 VCCIO/2 + 
0.15

2(VIH(AC) - 
VREF)

2(VIL(AC) 
- VREF)

SSTL-125 
Class I, II 1.19 1.25 1.31 0.18 (1) VCCIO/2 – 

0.15 VCCIO/2 VCCIO/2 + 
0.15

2(VIH(AC) - 
VREF)

—

SSTL-12 
Class I, II 1.14 1.2 1.26 0.18 — VREF 

–0.15 VCCIO/2 VREF + 
0.15 –0.30 0.30

Note to Table 20:

(1) The maximum value for VSWING(DC) is not defined. However, each single-ended signal needs to be within the respective single-ended limits 
(VIH(DC) and VIL(DC)).

Table 21. Differential HSTL and HSUL I/O Standards for Stratix V Devices (Part 1 of 2)

I/O 
Standard

VCCIO (V) VDIF(DC) (V) VX(AC) (V) VCM(DC) (V) VDIF(AC) (V

Min Typ Max Min Max Min Typ Max Min Typ Max Min M

HSTL-18 
Class I, II 1.71 1.8 1.89 0.2 — 0.78 — 1.12 0.78 — 1.12 0.4 —

HSTL-15 
Class I, II 1.425 1.5 1.575 0.2 — 0.68 — 0.9 0.68 — 0.9 0.4 —
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Switching Characteristics
This section provides performance characteristics of the Stratix V core and periphery 
blocks. 

These characteristics can be designated as Preliminary or Final. 

■ Preliminary characteristics are created using simulation results, process data, and 
other known parameters. The title of these tables show the designation as 
“Preliminary.” 

■ Final numbers are based on actual silicon characterization and testing. The 
numbers reflect the actual performance of the device under worst-case silicon 
process, voltage, and junction temperature conditions. There are no designations 
on finalized tables.

Transceiver Performance Specifications
This section describes transceiver performance specifications.

Table 23 lists the Stratix V GX and GS transceiver specifications.

Table 23. Transceiver Specifications for Stratix V GX and GS Devices (1) (Part 1 of 7)

Symbol/
Description Conditions

Transceiver Speed 
Grade 1

Transceiver Speed 
Grade 2

Transceiver Speed 
Grade 3 Unit

Min Typ Max Min Typ Max Min Typ Max

Reference Clock

Supported I/O 
Standards

Dedicated 
reference 
clock pin

1.2-V PCML, 1.4-V PCML, 1.5-V PCML, 2.5-V PCML, Differential LVPECL, LVDS, and 
HCSL

RX reference 
clock pin 1.4-V PCML, 1.5-V PCML, 2.5-V PCML, LVPECL, and LVDS

Input Reference 
Clock Frequency
(CMU PLL) (8) 

— 40 — 710 40 — 710 40 — 710 MHz

Input Reference 
Clock Frequency
(ATX PLL) (8) 

— 100 — 710 100 — 710 100 — 710 MHz

Rise time

Measure at 
±60 mV of 
differential 
signal (26)

— — 400 — — 400 — — 400

ps

Fall time

Measure at 
±60 mV of 
differential 
signal (26)

— — 400 — — 400 — — 400

Duty cycle — 45 — 55 45 — 55 45 — 55 %

Spread-spectrum 
modulating clock 
frequency

PCI Express® 
(PCIe®) 30 — 33 30 — 33 30 — 33 kHz
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Inter-transceiver 
block transmitter 
channel-to-
channel skew

xN PMA 
bonded mode — — 500 — — 500 — — 500 ps

CMU PLL

Supported Data 
Range — 600 — 12500 600 — 12500 600 —

8500/
10312.5 

(24)
Mbps

tpll_powerdown
(15) — 1 — — 1 — — 1 — — µs

tpll_lock
(16) — — — 10 — — 10 — — 10 µs

ATX PLL

Supported Data 
Rate Range

VCO 
post-divider

L=2
8000 — 14100 8000 — 12500 8000 —

8500/
10312.5

(24)
Mbps

L=4 4000 — 7050 4000 — 6600 4000 — 6600 Mbps

L=8 2000 — 3525 2000 — 3300 2000 — 3300 Mbps

L=8, 
Local/Central 
Clock Divider 

=2

1000 — 1762.5 1000 — 1762.5 1000 — 1762.5 Mbps

tpll_powerdown 
(15) — 1 — — 1 — — 1 — — µs

tpll_lock 
(16) — — — 10 — — 10 — — 10 µs

fPLL

Supported Data 
Range — 600 — 3250/

3125 (25) 600 — 3250/
3125 (25) 600 — 3250/

3125 (25) Mbps

tpll_powerdown
(15) — 1 — — 1 — — 1 — — µs

Table 23. Transceiver Specifications for Stratix V GX and GS Devices (1) (Part 6 of 7)

Symbol/
Description Conditions

Transceiver Speed 
Grade 1

Transceiver Speed 
Grade 2

Transceiver Speed 
Grade 3 Unit

Min Typ Max Min Typ Max Min Typ Max
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Table 24 shows the maximum transmitter data rate for the clock network.

Table 24. Clock Network Maximum Data Rate Transmitter Specifications (1)

Clock Network

ATX PLL CMU PLL (2) fPLL

Non-
bonded 
Mode 
(Gbps)

Bonded 
Mode 
(Gbps)

Channel 
Span

Non-
bonded 
Mode 
(Gbps)

Bonded 
Mode 
(Gbps)

Channel 
Span

Non-
bonded 
Mode 
(Gbps)

Bonded 
Mode 
(Gbps)

Channel 
Span

x1 (3) 14.1 — 6 12.5 — 6 3.125 — 3

x6 (3) — 14.1 6 — 12.5 6 — 3.125 6

x6 PLL 
Feedback (4) — 14.1 Side-

wide — 12.5 Side-
wide — — —

xN (PCIe) — 8.0 8 — 5.0 8 — — —

xN (Native PHY IP)

8.0 8.0

Up to 13 
channels 

above 
and 

below 
PLL

7.99 7.99

Up to 13 
channels 

above 
and 

below 
PLL

3.125 3.125

Up to 13 
channels 

above 
and 

below 
PLL

— 8.01 to 
9.8304

Up to 7 
channels 

above 
and 

below 
PLL

Notes to Table 24:

(1) Valid data rates below the maximum specified in this table depend on the reference clock frequency and the PLL counter settings. Check the 
MegaWizard message during the PHY IP instantiation.

(2) ATX PLL is recommended at 8 Gbps and above data rates for improved jitter performance.
(3) Channel span is within a transceiver bank.
(4) Side-wide channel bonding is allowed up to the maximum supported by the PHY IP.
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Table 25 shows the approximate maximum data rate using the standard PCS.

Table 25. Stratix V Standard PCS Approximate Maximum Date Rate (1), (3)

Mode (2) Transceiver
Speed Grade

PMA Width 20 20 16 16 10 10 8 8

PCS/Core Width 40 20 32 16 20 10 16 8

FIFO

1 C1, C2, C2L, I2, I2L
core speed grade 12.2 11.4 9.76 9.12 6.5 5.8 5.2 4.72

2

C1, C2, C2L, I2, I2L
core speed grade 12.2 11.4 9.76 9.12 6.5 5.8 5.2 4.72

C3, I3, I3L
core speed grade 9.8 9.0 7.84 7.2 5.3 4.7 4.24 3.76

3

C1, C2, C2L, I2, I2L
core speed grade 8.5 8.5 8.5 8.5 6.5 5.8 5.2 4.72

I3YY
core speed grade 10.3125 10.3125 7.84 7.2 5.3 4.7 4.24 3.76

C3, I3, I3L
core speed grade 8.5 8.5 7.84 7.2 5.3 4.7 4.24 3.76

C4, I4
core speed grade 8.5 8.2 7.04 6.56 4.8 4.2 3.84 3.44

Register

1 C1, C2, C2L, I2, I2L
core speed grade 12.2 11.4 9.76 9.12 6.1 5.7 4.88 4.56

2

C1, C2, C2L, I2, I2L
core speed grade 12.2 11.4 9.76 9.12 6.1 5.7 4.88 4.56

C3, I3, I3L
core speed grade 9.8 9.0 7.92 7.2 4.9 4.5 3.96 3.6

3

C1, C2, C2L, I2, I2L
core speed grade 10.3125 10.3125 10.3125 10.3125 6.1 5.7 4.88 4.56

I3YY
core speed grade 10.3125 10.3125 7.92 7.2 4.9 4.5 3.96 3.6

C3, I3, I3L
core speed grade 8.5 8.5 7.92 7.2 4.9 4.5 3.96 3.6

C4, I4
core speed grade 8.5 8.2 7.04 6.56 4.4 4.1 3.52 3.28

Notes to Table 25:

(1) The maximum data rate is in Gbps.
(2) The Phase Compensation FIFO can be configured in FIFO mode or register mode. In the FIFO mode, the pointers are not fixed, and the latency 

can vary. In the register mode the pointers are fixed for low latency.
(3) The maximum data rate is also constrained by the transceiver speed grade. Refer to Table 1 for the transceiver speed grade.
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Table 28. Transceiver Specifications for Stratix V GT Devices (Part 1 of 5) (1)

Symbol/
Description Conditions

Transceiver 
Speed Grade 2

Transceiver
Speed Grade 3 Unit

Min Typ Max Min Typ Max

Reference Clock 

Supported I/O 
Standards

Dedicated 
reference 
clock pin

1.2-V PCML, 1.4-V PCML, 1.5-V PCML, 2.5-V PCML, Differential LVPECL, LVDS, 
and HCSL

RX reference 
clock pin 1.4-V PCML, 1.5-V PCML, 2.5-V PCML, LVPECL, and LVDS 

Input Reference Clock 
Frequency (CMU 
PLL) (6)

— 40 — 710 40 — 710 MHz

Input Reference Clock 
Frequency (ATX PLL) (6) — 100 — 710 100 — 710 MHz

Rise time 20% to 80% — — 400 — — 400
ps

Fall time 80% to 20% — — 400 — — 400

Duty cycle — 45 — 55 45 — 55 %

Spread-spectrum 
modulating clock 
frequency

PCI Express 
(PCIe) 30 — 33 30 — 33 kHz

Spread-spectrum 
downspread PCIe — 0 to –0.5 — — 0 to –0.5 — %

On-chip termination 
resistors (19) — — 100 — — 100 — 

Absolute VMAX (3)

Dedicated 
reference 
clock pin

— — 1.6 — — 1.6
V

RX reference 
clock pin — — 1.2 — — 1.2

Absolute VMIN — -0.4 — — -0.4 — — V

Peak-to-peak 
differential input 
voltage

— 200 — 1600 200 — 1600 mV

VICM (AC coupled)

Dedicated 
reference 
clock pin

1050/1000 (2) 1050/1000 (2) mV

RX reference 
clock pin 1.0/0.9/0.85 (22) 1.0/0.9/0.85 (22) V

VICM (DC coupled)

HCSL I/O 
standard for 

PCIe 
reference 

clock 

250 — 550 250 — 550 mV
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Table 29 shows the VOD settings for the GT channel.

Table 29. Typical VOD Setting for GT Channel, TX Termination = 100 

Symbol VOD Setting VOD Value (mV)

VOD differential peak to peak typical (1)

0 0

1 200

2 400

3 600

4 800

5 1000

Note:

(1) Refer to Figure 4.
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Figure 4 shows the differential transmitter output waveform.

Figure 5 shows the Stratix V AC gain curves for GT channels.

Figure 4. Differential Transmitter/Receiver Output/Input Waveform

Single-Ended Waveform

Differential Waveform VOD/VID (differential peak to peak typical) =  2  x  VOD/VID (single-ended)

Positive Channel (p) 

Negative Channel (n) 

Ground

VODVOD/VID (single-ended)

VCM

VOD/VID (single-ended)

VOD/VID (single-ended)

Figure 5. AC Gain Curves for GT Channels
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Memory Block Specifications
Table 33 lists the Stratix V memory block specifications. 

Modes using Three DSPs

One complex 18 x 25 425 425 415 340 340 275 265 MHz

Modes using Four DSPs

One complex 27 x 27 465 465 465 380 380 300 290 MHz

Table 32. Block Performance Specifications for Stratix V DSP Devices (Part 2 of 2)

Mode

Peformance

Unit
C1 C2, C2L I2, I2L C3 I3, I3L, 

I3YY C4 I4

Table 33.  Memory Block Performance Specifications for Stratix V Devices (1), (2) (Part 1 of 2)

Memory Mode

Resources Used Performance

Unit
ALUTs Memory C1 C2, 

C2L C3 C4 I2, I2L
I3, 
I3L, 
I3YY

I4

MLAB 

Single port, all 
supported widths 0 1 450 450 400 315 450 400 315 MHz

Simple dual-port, 
x32/x64 depth 0 1 450 450 400 315 450 400 315 MHz

Simple dual-port, x16 
depth (3) 0 1 675 675 533 400 675 533 400 MHz

ROM, all supported 
widths 0 1 600 600 500 450 600 500 450 MHz
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Temperature Sensing Diode Specifications
Table 34 lists the internal TSD specification.

Table 35 lists the specifications for the Stratix V external temperature sensing diode.

M20K 
Block

Single-port, all 
supported widths 0 1 700 700 650 550 700 500 450 MHz

Simple dual-port, all 
supported widths 0 1 700 700 650 550 700 500 450 MHz

Simple dual-port with 
the read-during-write 
option set to Old Data, 
all supported widths

0 1 525 525 455 400 525 455 400 MHz

Simple dual-port with 
ECC enabled, 512 × 32 0 1 450 450 400 350 450 400 350 MHz

Simple dual-port with 
ECC and optional 
pipeline registers 
enabled, 512 × 32

0 1 600 600 500 450 600 500 450 MHz

True dual port, all 
supported widths 0 1 700 700 650 550 700 500 450 MHz

ROM, all supported 
widths 0 1 700 700 650 550 700 500 450 MHz

Notes to Table 33:

(1) To achieve the maximum memory block performance, use a memory block clock that comes through global clock routing from an on-chip PLL 
set to 50% output duty cycle. Use the Quartus II software to report timing for this and other memory block clocking schemes.

(2) When you use the error detection cyclical redundancy check (CRC) feature, there is no degradation in FMAX.
(3) The FMAX specification is only achievable with Fitter options, MLAB Implementation In 16-Bit Deep Mode enabled.

Table 33.  Memory Block Performance Specifications for Stratix V Devices (1), (2) (Part 2 of 2)

Memory Mode

Resources Used Performance

Unit
ALUTs Memory C1 C2, 

C2L C3 C4 I2, I2L
I3, 
I3L, 
I3YY

I4

Table 34. Internal Temperature Sensing Diode Specification

Temperature 
Range Accuracy

Offset 
Calibrated 

Option
Sampling Rate Conversion 

Time Resolution

Minimum 
Resolution 

with no 
Missing Codes

–40°C to 100°C ±8°C No 1 MHz, 500 KHz < 100 ms 8 bits 8 bits

Table 35. External Temperature Sensing Diode Specifications for Stratix V Devices

Description Min Typ Max Unit

Ibias, diode source current 8 — 200 A

Vbias, voltage across diode 0.3 — 0.9 V

Series resistance — — < 1 

Diode ideality factor 1.006 1.008 1.010 —
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Periphery Performance
This section describes periphery performance, including high-speed I/O and external 
memory interface.

I/O performance supports several system interfaces, such as the LVDS high-speed 
I/O interface, external memory interface, and the PCI/PCI-X bus interface. 
General-purpose I/O standards such as 3.3-, 2.5-, 1.8-, and 1.5-LVTTL/LVCMOS are 
capable of a typical 167 MHz and 1.2-LVCMOS at 100 MHz interfacing frequency 
with a 10 pF load.

1 The actual achievable frequency depends on design- and system-specific factors. 
Ensure proper timing closure in your design and perform HSPICE/IBIS simulations 
based on your specific design and system setup to determine the maximum 
achievable frequency in your system.

High-Speed I/O Specification
Table 36 lists high-speed I/O timing for Stratix V devices.

Table 36. High-Speed I/O Specifications for Stratix V Devices (1), (2) (Part 1 of 4)

Symbol Conditions
C1 C2, C2L, I2, I2L C3, I3, I3L, I3YY C4,I4

Unit
Min Typ Max Min Typ Max Min Typ Max Min Typ Max

fHSCLK_in (input 
clock 
frequency) 
True 
Differential 
I/O Standards

Clock boost factor
W = 1 to 40 (4) 5 — 800 5 — 800 5 — 625 5 — 525 MHz

fHSCLK_in (input 
clock 
frequency) 
Single Ended 
I/O 
Standards (3) 

Clock boost factor 
W = 1 to 40 (4) 5 — 800 5 — 800 5 — 625 5 — 525 MHz

fHSCLK_in (input 
clock 
frequency) 
Single Ended 
I/O Standards 

Clock boost factor 
W = 1 to 40 (4) 5 — 520 5 — 520 5 — 420 5 — 420 MHz

fHSCLK_OUT 
(output clock 
frequency)

— 5 — 800 5 — 800 5 — 625 
(5) 5 — 525 

(5) MHz
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tDUTY

Transmitter 
output clock duty 

cycle for both 
True and 
Emulated 

Differential I/O 
Standards

45 50 55 45 50 55 45 50 55 45 50 55 %

tRISE & tFALL

True Differential 
I/O Standards — — 160 — — 160 — — 200 — — 200 ps

Emulated 
Differential I/O 
Standards with 
three external 
output resistor 

networks

— — 250 — — 250 — — 250 — — 300 ps

TCCS

True Differential 
I/O Standards — — 150 — — 150 — — 150 — — 150 ps

Emulated 
Differential I/O 

Standards
— — 300 — — 300 — — 300 — — 300 ps

Receiver 

True 
Differential 
I/O Standards 
- fHSDRDPA 
(data rate) 

SERDES factor J 
= 3 to 10 (11), (12), 

(13), (14), (15), (16)
150 — 1434 150 — 1434 150 — 1250 150 — 1050 Mbps

SERDES factor J 
 4 

LVDS RX with 
DPA (12), (14), (15), 

(16)

150 — 1600 150 — 1600 150 — 1600 150 — 1250 Mbps

SERDES factor J 
= 2, 

uses DDR 
Registers

(6) — (7) (6) — (7) (6) — (7) (6) — (7) Mbps

SERDES factor J 
= 1, 

uses SDR 
Register

(6) — (7) (6) — (7) (6) — (7) (6) — (7) Mbps

Table 36. High-Speed I/O Specifications for Stratix V Devices (1), (2) (Part 3 of 4)

Symbol Conditions
C1 C2, C2L, I2, I2L C3, I3, I3L, I3YY C4,I4

Unit
Min Typ Max Min Typ Max Min Typ Max Min Typ Max
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Figure 7 shows the dynamic phase alignment (DPA) lock time specifications with the 
DPA PLL calibration option enabled.

Table 37 lists the DPA lock time specifications for Stratix V devices.

Figure 8 shows the LVDS soft-clock data recovery (CDR)/DPA sinusoidal jitter 
tolerance specification for a data rate  1.25 Gbps. Table 38 lists the LVDS 
soft-CDR/DPA sinusoidal jitter tolerance specification for a data rate  1.25 Gbps.

Figure 7. DPA Lock Time Specification with DPA PLL Calibration Enabled

rx_dpa_locked

rx_reset
DPA Lock Time

256 data
transitions

96 slow
clock cycles

256 data
transitions

256 data
transitions

96 slow
clock cycles

Table 37. DPA Lock Time Specifications for Stratix V GX Devices Only (1), (2), (3)

Standard Training Pattern

Number of Data 
Transitions in One 
Repetition of the 
Training Pattern

Number of 
Repetitions per 256 
Data Transitions (4)

Maximum

SPI-4 00000000001111111111 2 128 640 data transitions

Parallel Rapid I/O
00001111 2 128 640 data transitions

10010000 4 64 640 data transitions

Miscellaneous
10101010 8 32 640 data transitions

01010101 8 32 640 data transitions

Notes to Table 37:

(1) The DPA lock time is for one channel.
(2) One data transition is defined as a 0-to-1 or 1-to-0 transition.
(3) The DPA lock time stated in this table applies to both commercial and industrial grade.
(4) This is the number of repetitions for the stated training pattern to achieve the 256 data transitions.

Figure 8. LVDS Soft-CDR/DPA Sinusoidal Jitter Tolerance Specification for a Data Rate  1.25 Gbps

LVDS Soft-CDR/DPA Sinusoidal Jitter Tolerance Specification
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Fast Passive Parallel Configuration Timing
This section describes the fast passive parallel (FPP) configuration timing parameters 
for Stratix V devices. 

DCLK-to-DATA[] Ratio for FPP Configuration
FPP configuration requires a different DCLK-to-DATA[]ratio when you enable the 
design security, decompression, or both features. Table 49 lists the DCLK-to-DATA[]ratio 
for each combination.

GS

D3 4 100 0.344 32 100 0.043

D4
4 100 0.534 32 100 0.067

4 100 0.344 32 100 0.043

D5 4 100 0.534 32 100 0.067

D6 4 100 0.741 32 100 0.093

D8 4 100 0.741 32 100 0.093

E
E9 4 100 0.857 32 100 0.107

EB 4 100 0.857 32 100 0.107

Notes to Table 48:

(1) DCLK frequency of 100 MHz using external CLKUSR.
(2) Max FPGA FPP bandwidth may exceed bandwidth available from some external storage or control logic.

Table 48. Minimum Configuration Time Estimation for Stratix V Devices

Variant Member 
Code

Active Serial (1) Fast Passive Parallel (2)

Width DCLK (MHz) Min Config 
Time (s) Width DCLK (MHz) Min Config 

Time (s)

Table 49. DCLK-to-DATA[] Ratio (1) (Part 1 of 2)

Configuration 
Scheme Decompression Design Security DCLK-to-DATA[] 

Ratio

FPP ×8

Disabled Disabled 1

Disabled Enabled 1

Enabled Disabled 2

Enabled Enabled 2

FPP ×16

Disabled Disabled 1

Disabled Enabled 2

Enabled Disabled 4

Enabled Enabled 4
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Active Serial Configuration Timing
Table 52 lists the DCLK frequency specification in the AS configuration scheme.

Figure 14 shows the single-device configuration setup for an AS ×1 mode.

Table 53 lists the timing parameters for AS 1 and AS 4 configurations in Stratix V 
devices.

Table 52. DCLK Frequency Specification in the AS Configuration Scheme (1), (2)

Minimum Typical Maximum Unit

5.3 7.9 12.5 MHz

10.6 15.7 25.0 MHz

21.3 31.4 50.0 MHz

42.6 62.9 100.0 MHz

Notes to Table 52:

(1) This applies to the DCLK frequency specification when using the internal oscillator as the configuration clock 
source.

(2) The AS multi-device configuration scheme does not support DCLK frequency of 100 MHz.

Figure 14. AS Configuration Timing

Notes to Figure 14:

(1) If you are using AS ×4 mode, this signal represents the AS_DATA[3..0] and EPCQ sends in 4-bits of data for each DCLK cycle.
(2) The initialization clock can be from internal oscillator or CLKUSR pin.
(3) After the option bit to enable the INIT_DONE pin is configured into the device, the INIT_DONE goes low.

Read Address

bit 1bit 0 bit (n − 2) bit (n − 1)

tCD2UM

nSTATUS

nCONFIG

CONF_DONE

nCSO

DCLK

AS_DATA0/ASDO

AS_DATA1 (1)

INIT_DONE (3)

User I/O User Mode 

tCF2ST1

tDH

tSU

tCO

(2)

Table 53. AS Timing Parameters for AS 1 and AS 4 Configurations in Stratix V Devices (1), (2) (Part 1 of 2)

Symbol Parameter Minimum Maximum Units

tCO DCLK falling edge to AS_DATA0/ASDO output — 2 ns

tSU Data setup time before falling edge on DCLK 1.5 — ns

tH Data hold time after falling edge on DCLK 0 — ns
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V

VCM(DC) DC common mode input voltage.

VICM Input common mode voltage—The common mode of the differential signal at the receiver.

VID
Input differential voltage swing—The difference in voltage between the positive and 
complementary conductors of a differential transmission at the receiver.

VDIF(AC) AC differential input voltage—Minimum AC input differential voltage required for switching.

VDIF(DC) DC differential input voltage— Minimum DC input differential voltage required for switching.

VIH
Voltage input high—The minimum positive voltage applied to the input which is accepted by 
the device as a logic high.

VIH(AC) High-level AC input voltage 

VIH(DC) High-level DC input voltage 

VIL
Voltage input low—The maximum positive voltage applied to the input which is accepted by 
the device as a logic low.

VIL(AC) Low-level AC input voltage 

VIL(DC) Low-level DC input voltage 

VOCM
Output common mode voltage—The common mode of the differential signal at the 
transmitter.

VOD
Output differential voltage swing—The difference in voltage between the positive and 
complementary conductors of a differential transmission at the transmitter.

VSWING Differential input voltage

VX Input differential cross point voltage 

VOX Output differential cross point voltage 

W W High-speed I/O block—clock boost factor

X

Y

Z

— —

Table 60. Glossary (Part 4 of 4)

Letter Subject Definitions
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