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VCCR_GXBR 
(2) Receiver analog power supply (right side) GX, GS, GT

0.82 0.85 0.88

V
0.87 0.90 0.93

0.97 1.0 1.03

1.03 1.05 1.07

VCCR_GTBR
Receiver analog power supply for GT 
channels (right side) GT 1.02 1.05 1.08 V

VCCT_GXBL 
(2) Transmitter analog power supply (left side) GX, GS, GT

0.82 0.85 0.88

V
0.87 0.90 0.93

0.97 1.0 1.03

1.03 1.05 1.07

VCCT_GXBR 
(2) Transmitter analog power supply (right side) GX, GS, GT

0.82 0.85 0.88

V
0.87 0.90 0.93

0.97 1.0 1.03

1.03 1.05 1.07

VCCT_GTBR
Transmitter analog power supply for GT 
channels (right side) GT 1.02 1.05 1.08 V

VCCL_GTBR Transmitter clock network power supply GT 1.02 1.05 1.08 V

VCCH_GXBL 
Transmitter output buffer power supply (left 
side) GX, GS, GT 1.425 1.5 1.575 V

VCCH_GXBR 
Transmitter output buffer power supply 
(right side) GX, GS, GT 1.425 1.5 1.575 V

Notes to Table 7:

(1) This supply must be connected to 3.0 V if the CMU PLL, receiver CDR, or both, are configured at a base data rate > 6.5 Gbps. Up to 6.5 Gbps, 
you can connect this supply to either 3.0 V or 2.5 V.

(2) Refer to Table 8 to select the correct power supply level for your design.
(3) When using ATX PLLs, the supply must be 3.0 V.
(4) This value describes the budget for the DC (static) power supply tolerance and does not include the dynamic tolerance requirements. Refer to 

the PDN tool for the additional budget for the dynamic tolerance requirements.

Table 7. Recommended Transceiver Power Supply Operating Conditions for Stratix V GX, GS, and GT Devices
(Part 2 of 2) 

Symbol Description Devices Minimum (4) Typical Maximum (4) Unit
Stratix V Device DatasheetJune 2018 Altera Corporation



Page 8 Electrical Characteristics
Table 8 shows the transceiver power supply voltage requirements for various 
conditions.

DC Characteristics
This section lists the supply current, I/O pin leakage current, input pin capacitance, 
on-chip termination tolerance, and hot socketing specifications.

Supply Current 

Supply current is the current drawn from the respective power rails used for power 
budgeting. Use the Excel-based Early Power Estimator (EPE) to get supply current 
estimates for your design because these currents vary greatly with the resources you 
use. 

f For more information about power estimation tools, refer to the PowerPlay Early Power 
Estimator User Guide and the PowerPlay Power Analysis chapter in the Quartus II 
Handbook.

Table 8. Transceiver Power Supply Voltage Requirements  

Conditions Core Speed Grade VCCR_GXB & 
VCCT_GXB (2) VCCA_GXB VCCH_GXB Unit

If BOTH of the following 
conditions are true:

■ Data rate > 10.3 Gbps.

■ DFE is used.

All 1.05

3.0

1.5 V

If ANY of the following 
conditions are true (1):

■ ATX PLL is used.

■ Data rate > 6.5Gbps.

■ DFE (data rate  
10.3 Gbps), AEQ, or 
EyeQ feature is used.

All 1.0

If ALL of the following 
conditions are true:

■ ATX PLL is not used.

■ Data rate  6.5Gbps.

■ DFE, AEQ, and EyeQ are 
not used.

C1, C2, I2, and I3YY 0.90 2.5

C2L, C3, C4, I2L, I3, I3L, and I4 0.85 2.5

Notes to Table 8:

(1) Choose this power supply voltage requirement option if you plan to upgrade your design later with any of the listed conditions.
(2) If the VCCR_GXB and VCCT_GXB supplies are set to 1.0 V or 1.05 V, they cannot be shared with the VCC core supply. If the VCCR_GXB and 

VCCT_GXB are set to either 0.90 V or 0.85 V, they can be shared with the VCC core supply.
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Table 18. Single-Ended SSTL, HSTL, and HSUL I/O Reference Voltage Specifications for Stratix V Devices

I/O Standard
VCCIO (V) VREF (V) VTT (V)

Min Typ Max Min Typ Max Min Typ Max

SSTL-2 
Class I, II 2.375 2.5 2.625 0.49 * 

VCCIO
0.5 * VCCIO

0.51 * 
VCCIO

VREF – 
0.04 VREF

VREF + 
0.04

SSTL-18 
Class I, II 1.71 1.8 1.89 0.833 0.9 0.969 VREF – 

0.04 VREF
VREF + 
0.04

SSTL-15 
Class I, II 1.425 1.5 1.575 0.49 * 

VCCIO
0.5 * VCCIO

0.51 * 
VCCIO

0.49 * 
VCCIO

0.5 * 
VCCIO

0.51 * 
VCCIO

SSTL-135 
Class I, II 1.283 1.35 1.418 0.49 * 

VCCIO
0.5 * VCCIO 

0.51 * 
VCCIO

0.49 * 
VCCIO

0.5 * 
VCCIO 

0.51 * 
VCCIO

SSTL-125 
Class I, II 1.19 1.25 1.26 0.49 * 

VCCIO
0.5 * VCCIO

0.51 * 
VCCIO

0.49 * 
VCCIO

0.5 * 
VCCIO

0.51 * 
VCCIO

SSTL-12 
Class I, II 1.14 1.20 1.26 0.49 * 

VCCIO
0.5 * VCCIO

0.51 * 
VCCIO

0.49 * 
VCCIO

0.5 * 
VCCIO

0.51 * 
VCCIO

HSTL-18 
Class I, II 1.71 1.8 1.89 0.85 0.9 0.95 — VCCIO/2 —

HSTL-15 
Class I, II 1.425 1.5 1.575 0.68 0.75 0.9 — VCCIO/2 —

HSTL-12 
Class I, II 1.14 1.2 1.26 0.47 * 

VCCIO
0.5 * VCCIO

0.53 * 
VCCIO

— VCCIO/2 —

HSUL-12 1.14 1.2 1.3 0.49 * 
VCCIO

0.5 * VCCIO
0.51 * 
VCCIO

— — —

Table 19. Single-Ended SSTL, HSTL, and HSUL I/O Standards Signal Specifications for Stratix V Devices (Part 1 of 2)

I/O Standard
VIL(DC) (V) VIH(DC) (V) VIL(AC) (V) VIH(AC) (V) VOL (V) VOH (V)

Iol (mA) Ioh 
(mA)Min Max Min Max Max Min Max Min

SSTL-2 
Class I –0.3 VREF – 

0.15
VREF + 
0.15

VCCIO + 
0.3

VREF – 
0.31 VREF + 0.31 VTT – 

0.608
VTT + 
0.608 8.1 –8.1

SSTL-2 
Class II –0.3 VREF – 

0.15
VREF + 
0.15

VCCIO + 
0.3

VREF – 
0.31 VREF + 0.31 VTT – 

0.81
VTT + 
0.81 16.2 –16.2

SSTL-18 
Class I –0.3 VREF – 

0.125
VREF + 
0.125

VCCIO + 
0.3

VREF – 
0.25 VREF + 0.25 VTT – 

0.603
VTT + 
0.603 6.7 –6.7

SSTL-18 
Class II –0.3 VREF – 

0.125
VREF + 
0.125

VCCIO + 
0.3

VREF – 
0.25 VREF + 0.25 0.28 VCCIO – 

0.28 13.4 –13.4

SSTL-15 
Class I — VREF – 

0.1
VREF + 

0.1 — VREF – 
0.175

VREF + 
0.175

0.2 * 
VCCIO

0.8 * 
VCCIO

8 –8

SSTL-15 
Class II — VREF – 

0.1
VREF + 

0.1 — VREF – 
0.175

VREF + 
0.175

0.2 * 
VCCIO

0.8 * 
VCCIO

16 –16

SSTL-135 
Class I, II — VREF – 

0.09
VREF + 
0.09 — VREF – 

0.16 VREF + 0.16 0.2 * 
VCCIO

0.8 * 
VCCIO

— —

SSTL-125 
Class I, II — VREF – 

0.85
VREF + 
0.85 — VREF – 

0.15 VREF + 0.15 0.2 * 
VCCIO

0.8 * 
VCCIO

— —

SSTL-12 
Class I, II — VREF – 

0.1
VREF + 

0.1 — VREF – 
0.15 VREF + 0.15 0.2 * 

VCCIO

0.8 * 
VCCIO

— —
Stratix V Device Datasheet June 2018 Altera Corporation
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CIO 
.48

.44

)

ax

)

Max

For 

1.375

1.375

—

1.4

1.4

—

—

to 1.85 

 0.45 V 
Power Consumption
Altera offers two ways to estimate power consumption for a design—the Excel-based 
Early Power Estimator and the Quartus® II PowerPlay Power Analyzer feature. 

HSTL-12 
Class I, II 1.14 1.2 1.26 0.16 VCCIO 

+ 0.3 — 0.5* 
VCCIO

— 0.4* 
VCCIO

0.5* 
VCCIO

0.6* 
VCCIO

0.3 VC
+ 0

HSUL-12 1.14 1.2 1.3 0.26 0.26 0.5*VCCIO 
– 0.12

0.5* 
VCCIO

0.5*VCCIO 
+ 0.12

0.4* 
VCCIO

0.5* 
VCCIO

0.6* 
VCCIO

0.44 0

Table 21. Differential HSTL and HSUL I/O Standards for Stratix V Devices (Part 2 of 2)

I/O 
Standard

VCCIO (V) VDIF(DC) (V) VX(AC) (V) VCM(DC) (V) VDIF(AC) (V

Min Typ Max Min Max Min Typ Max Min Typ Max Min M

Table 22. Differential I/O Standard Specifications for Stratix V Devices (7)

I/O 
Standard

VCCIO (V) (10) VID (mV) (8) VICM(DC) (V) VOD (V) (6) VOCM (V) (6

Min Typ Max Min Condition Max Min Condition Max Min Typ Max Min Typ

PCML Transmitter, receiver, and input reference clock pins of the high-speed transceivers use the PCML I/O standard. 
transmitter, receiver, and reference clock I/O pin specifications, refer to Table 23 on page 18.

2.5 V 
LVDS (1) 2.375 2.5 2.625 100 VCM = 

1.25 V

— 0.05 DMAX  
700 Mbps 1.8 0.247 — 0.6 1.125 1.25

— 1.05 DMAX > 
700 Mbps 1.55 0.247 — 0.6 1.125 1.25

BLVDS (5) 2.375 2.5 2.625 100 — — — — — — — — — —

RSDS 
(HIO) (2) 2.375 2.5 2.625 100 VCM = 

1.25 V — 0.3 — 1.4 0.1 0.2 0.6 0.5 1.2

Mini-
LVDS 
(HIO) (3)

2.375 2.5 2.625 200 — 600 0.4 — 1.325 0.25 — 0.6 1 1.2

LVPECL (4

), (9)

— — — 300 — — 0.6 DMAX  
700 Mbps 1.8 — — — — —

— — — 300 — — 1 DMAX > 
700 Mbps 1.6 — — — — —

Notes to Table 22:

(1) For optimized LVDS receiver performance, the receiver voltage input range must be between 1.0 V to 1.6 V for data rates above 700 Mbps, and 0 V 
V for data rates below 700 Mbps.

(2) For optimized RSDS receiver performance, the receiver voltage input range must be between 0.25 V to 1.45 V.
(3) For optimized Mini-LVDS receiver performance, the receiver voltage input range must be between 0.3 V to 1.425 V.
(4) For optimized LVPECL receiver performance, the receiver voltage input range must be between 0.85 V to 1.75 V for data rate above 700 Mbps and

to 1.95 V for data rate below 700 Mbps.
(5) There are no fixed VICM, VOD, and VOCM specifications for BLVDS. They depend on the system topology.
(6) RL range: 90  RL  110  .
(7) The 1.4-V and 1.5-V PCML transceiver I/O standard specifications are described in “Transceiver Performance Specifications” on page 18. 
(8) The minimum VID value is applicable over the entire common mode range, VCM.
(9) LVPECL is only supported on dedicated clock input pins.
(10) Differential inputs are powered by VCCPD which requires 2.5 V. 
Stratix V Device Datasheet June 2018 Altera Corporation
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Table 29 shows the VOD settings for the GT channel.

Table 29. Typical VOD Setting for GT Channel, TX Termination = 100 

Symbol VOD Setting VOD Value (mV)

VOD differential peak to peak typical (1)

0 0

1 200

2 400

3 600

4 800

5 1000

Note:

(1) Refer to Figure 4.
Stratix V Device DatasheetJune 2018 Altera Corporation
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■ XFI   

■ ASI   

■ HiGig/HiGig+   

■ HiGig2/HiGig2+   

■ Serial Data Converter (SDC)   

■ GPON   

■ SDI   

■ SONET   

■ Fibre Channel (FC)   

■ PCIe   

■ QPI   

■ SFF-8431

Download the Stratix V Characterization Report Tool to view the characterization 
report summary for these protocols.

Core Performance Specifications
This section describes the clock tree, phase-locked loop (PLL), digital signal 
processing (DSP), memory blocks, configuration, and JTAG specifications.

Clock Tree Specifications
Table 30 lists the clock tree specifications for Stratix V devices.

Table 30. Clock Tree Performance for Stratix V Devices (1)

Symbol

Performance

UnitC1, C2, C2L, I2, and 
I2L

C3, I3, I3L, and 
I3YY C4, I4

Global and 
Regional Clock 717 650 580 MHz

Periphery Clock 550 500 500 MHz

Note to Table 30:

(1) The Stratix V ES devices are limited to 600 MHz core clock tree performance.
Stratix V Device Datasheet June 2018 Altera Corporation
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PLL Specifications
Table 31 lists the Stratix V PLL specifications when operating in both the commercial 
junction temperature range (0° to 85°C) and the industrial junction temperature range 
(–40° to 100°C). 

Table 31. PLL Specifications for Stratix V Devices (Part 1 of 3)

Symbol Parameter Min Typ Max Unit

fIN

Input clock frequency (C1, C2, C2L, I2, and I2L speed 
grades) 5 — 800 (1) MHz

Input clock frequency (C3, I3, I3L, and I3YY speed 
grades) 5 — 800 (1) MHz

Input clock frequency (C4, I4 speed grades) 5 — 650 (1) MHz

fINPFD Input frequency to the PFD 5 — 325 MHz

fFINPFD Fractional Input clock frequency to the PFD 50 — 160 MHz

fVCO
(9)

PLL VCO operating range (C1, C2, C2L, I2, I2L speed 
grades) 600 — 1600 MHz

PLL VCO operating range (C3, I3, I3L, I3YY speed 
grades) 600 — 1600 MHz

PLL VCO operating range (C4, I4 speed grades) 600 — 1300 MHz

tEINDUTY Input clock or external feedback clock input duty cycle 40 — 60 %

fOUT

Output frequency for an internal global or regional 
clock (C1, C2, C2L, I2, I2L speed grades) — — 717 (2) MHz

Output frequency for an internal global or regional 
clock (C3, I3, I3L speed grades) — — 650 (2) MHz

Output frequency for an internal global or regional 
clock (C4, I4 speed grades) — — 580 (2) MHz

fOUT_EXT

Output frequency for an external clock output (C1, C2, 
C2L, I2, I2L speed grades) — — 800 (2) MHz

Output frequency for an external clock output (C3, I3, 
I3L speed grades) — — 667 (2) MHz

Output frequency for an external clock output (C4, I4 
speed grades) — — 553 (2) MHz

tOUTDUTY
Duty cycle for a dedicated external clock output (when 
set to 50%) 45 50 55 %

tFCOMP External feedback clock compensation time — — 10 ns

fDYCONFIGCLK
Dynamic Configuration Clock used for mgmt_clk and 
scanclk

— — 100 MHz

tLOCK
Time required to lock from the end-of-device 
configuration or deassertion of areset — — 1 ms

tDLOCK
Time required to lock dynamically (after switchover or 
reconfiguring any non-post-scale counters/delays) — — 1 ms

fCLBW

PLL closed-loop low bandwidth — 0.3 — MHz

PLL closed-loop medium bandwidth — 1.5 — MHz

PLL closed-loop high bandwidth (7) — 4 — MHz

tPLL_PSERR Accuracy of PLL phase shift — — ±50 ps

tARESET Minimum pulse width on the areset signal 10 — — ns
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Figure 7 shows the dynamic phase alignment (DPA) lock time specifications with the 
DPA PLL calibration option enabled.

Table 37 lists the DPA lock time specifications for Stratix V devices.

Figure 8 shows the LVDS  soft-clock data recovery (CDR)/DPA sinusoidal jitter 
tolerance specification for a data rate  1.25 Gbps. Table 38 lists the LVDS  
soft-CDR/DPA sinusoidal jitter tolerance specification for a data rate  1.25 Gbps.

Figure 7. DPA Lock Time Specification with DPA PLL Calibration Enabled

rx_dpa_locked

rx_reset
DPA Lock Time

256 data
transitions

96 slow
clock cycles

256 data
transitions

256 data
transitions

96 slow
clock cycles

Table 37. DPA Lock Time Specifications for Stratix V GX Devices Only (1), (2), (3)

Standard Training Pattern

Number of Data 
Transitions in One 
Repetition of the 
Training Pattern

Number of 
Repetitions per 256 
Data Transitions (4)

Maximum

SPI-4 00000000001111111111 2 128 640 data transitions

Parallel Rapid I/O
00001111 2 128 640 data transitions

10010000 4 64 640 data transitions

Miscellaneous
10101010 8 32 640 data transitions

01010101 8 32 640 data transitions

Notes to Table 37:

(1) The DPA lock time is for one channel.
(2) One data transition is defined as a 0-to-1 or 1-to-0 transition.
(3) The DPA lock time stated in this table applies to both commercial and industrial grade.
(4) This is the number of repetitions for the stated training pattern to achieve the 256 data transitions.

Figure 8. LVDS Soft-CDR/DPA Sinusoidal Jitter Tolerance Specification for a Data Rate  1.25 Gbps

LVDS Soft-CDR/DPA Sinusoidal Jitter Tolerance Specification

F1 F2 F3 F4

Jitter Frequency (Hz)

Ji
tte

r 
A

m
ph

lit
ud

e 
(U

I)

0.1

0.35

8.5

25
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Figure 9 shows the LVDS  soft-CDR/DPA sinusoidal jitter tolerance specification for a 
data rate < 1.25 Gbps.

DLL Range, DQS Logic Block, and Memory Output Clock Jitter Specifications
Table 39 lists the DLL range specification for Stratix V devices. The DLL is always in 
8-tap mode in Stratix V devices.

Table 40 lists the DQS phase offset delay per stage for Stratix V devices.

Table 38. LVDS Soft-CDR/DPA Sinusoidal Jitter Mask Values for a Data Rate  1.25 Gbps

Jitter Frequency (Hz) Sinusoidal Jitter (UI)

F1 10,000 25.000

F2 17,565 25.000

F3 1,493,000 0.350

F4 50,000,000 0.350

Figure 9. LVDS Soft-CDR/DPA Sinusoidal Jitter Tolerance Specification for a Data Rate < 1.25 Gbps

0.1 UI
P-P

baud/1667 20 MHz
Frequency

Sinusoidal Jitter Amplitude

20db/dec

Table 39. DLL Range Specifications for Stratix V Devices (1)

C1 C2, C2L, I2, I2L C3, I3, I3L, I3YY C4,I4 Unit

300-933 300-933 300-890 300-890 MHz

Note to Table 39:

(1) Stratix V devices support memory interface frequencies lower than 300 MHz, although the reference clock that feeds the DLL must be at least 
300 MHz. To support interfaces below 300 MHz, multiply the reference clock feeding the DLL to ensure the frequency is within the supported 
range of the DLL.

Table 40. DQS Phase Offset Delay Per Setting for Stratix V Devices (1), (2) (Part 1 of 2)

Speed Grade Min Max Unit

C1 8 14 ps

C2, C2L, I2, I2L 8 14 ps

C3,I3, I3L, I3YY 8 15 ps
Stratix V Device DatasheetJune 2018 Altera Corporation
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Table 41 lists the DQS phase shift error for Stratix V devices.

Table 42 lists the memory output clock jitter specifications for Stratix V devices.

C4,I4 8 16 ps

Notes to Table 40:

(1) The typical value equals the average of the minimum and maximum values.
(2) The delay settings are linear with a cumulative delay variation of 40 ps for all speed grades. For example, when 

using a –2 speed grade and applying a 10-phase offset setting to a 90° phase shift at 400 MHz, the expected 
average cumulative delay is [625 ps + (10 × 10 ps) ± 20 ps] = 725 ps ± 20 ps.

Table 40. DQS Phase Offset Delay Per Setting for Stratix V Devices (1), (2) (Part 2 of 2)

Speed Grade Min Max Unit

Table 41. DQS Phase Shift Error Specification for DLL-Delayed Clock (tDQS_PSERR) for Stratix V Devices (1)

Number of DQS Delay 
Buffers C1 C2, C2L, I2, I2L C3, I3, I3L, I3YY C4,I4 Unit

1 28 28 30 32 ps

2 56 56 60 64 ps

3 84 84 90 96 ps

4 112 112 120 128 ps

Notes to Table 41:

(1) This error specification is the absolute maximum and minimum error. For example, skew on three DQS delay buffers in a –2 speed grade 
is ±78 ps or ±39 ps.

Table 42. Memory Output Clock Jitter Specification for Stratix V Devices (1), (Part 1 of 2) (2), (3)

Clock 
Network Parameter Symbol

C1 C2, C2L, I2, I2L C3, I3, I3L, 
I3YY C4,I4

Unit

Min Max Min Max Min Max Min Max

Regional

Clock period jitter tJIT(per) –50 50 –50 50 –55 55 –55 55 ps

Cycle-to-cycle period 
jitter tJIT(cc) –100 100 –100 100 –110 110 –110 110 ps

Duty cycle jitter tJIT(duty) –50 50 –50 50 –82.5 82.5 –82.5 82.5 ps

Global

Clock period jitter tJIT(per) –75 75 –75 75 –82.5 82.5 –82.5 82.5 ps

Cycle-to-cycle period 
jitter tJIT(cc) –150 150 –150 150 –165 165 –165 165 ps

Duty cycle jitter tJIT(duty) –75 75 –75 75 –90 90 –90 90 ps
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Raw Binary File Size
For the POR delay specification, refer to the “POR Delay Specification” section of the 
“Configuration, Design Security, and Remote System Upgrades in Stratix V Devices”.

Table 47 lists the uncompressed raw binary file (.rbf ) sizes for Stratix V devices.

tJPH JTAG port hold time 5 — ns

tJPCO JTAG port clock to output — 11 (1) ns

tJPZX JTAG port high impedance to valid output — 14 (1) ns

tJPXZ JTAG port valid output to high impedance — 14 (1) ns

Notes to Table 46:

(1) A 1 ns adder is required for each VCCIO voltage step down from 3.0 V. For example, tJPCO = 12 ns if VCCIO of the TDO 
I/O bank = 2.5 V, or 13 ns if it equals 1.8 V. 

(2) The minimum TCK clock period is 167 ns if VCCBAT is within the range 1.2V-1.5V when you perform the volatile 
key programming.

Table 46. JTAG Timing Parameters and Values for Stratix V Devices

Symbol Description Min Max Unit

Table 47. Uncompressed .rbf Sizes for Stratix V Devices

Family Device Package Configuration .rbf Size (bits) IOCSR .rbf Size (bits) (4), (5)

Stratix V GX

5SGXA3
H35, F40, F35 (2) 213,798,880  562,392

H29, F35 (3) 137,598,880 564,504

5SGXA4 — 213,798,880 563,672

5SGXA5 — 269,979,008 562,392

5SGXA7 — 269,979,008 562,392

5SGXA9 — 342,742,976 700,888

5SGXAB — 342,742,976 700,888

5SGXB5 — 270,528,640 584,344

5SGXB6 — 270,528,640 584,344

5SGXB9 — 342,742,976 700,888

5SGXBB — 342,742,976 700,888

Stratix V GT
5SGTC5 — 269,979,008 562,392

5SGTC7 — 269,979,008 562,392

Stratix V GS

5SGSD3 — 137,598,880 564,504

5SGSD4
F1517 213,798,880 563,672

— 137,598,880 564,504

5SGSD5 — 213,798,880 563,672

5SGSD6 — 293,441,888 565,528

5SGSD8 — 293,441,888 565,528
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Fast Passive Parallel Configuration Timing
This section describes the fast passive parallel (FPP) configuration timing parameters 
for Stratix V devices. 

DCLK-to-DATA[] Ratio for FPP Configuration
FPP configuration requires a different DCLK-to-DATA[]ratio when you enable the 
design security, decompression, or both features. Table 49 lists the DCLK-to-DATA[]ratio 
for each combination.

GS

D3 4 100 0.344 32 100 0.043

D4
4 100 0.534 32 100 0.067

4 100 0.344 32 100 0.043

D5 4 100 0.534 32 100 0.067

D6 4 100 0.741 32 100 0.093

D8 4 100 0.741 32 100 0.093

E
E9 4 100 0.857 32 100 0.107

EB 4 100 0.857 32 100 0.107

Notes to Table 48:

(1) DCLK frequency of 100 MHz using external CLKUSR.
(2) Max FPGA FPP bandwidth may exceed bandwidth available from some external storage or control logic.

Table 48. Minimum Configuration Time Estimation for Stratix V Devices

Variant Member 
Code

Active Serial (1) Fast Passive Parallel (2)

Width DCLK (MHz) Min Config 
Time (s) Width DCLK (MHz) Min Config 

Time (s)

Table 49. DCLK-to-DATA[] Ratio (1) (Part 1 of 2)

Configuration 
Scheme Decompression Design Security DCLK-to-DATA[] 

Ratio

FPP ×8

Disabled Disabled 1

Disabled Enabled 1

Enabled Disabled 2

Enabled Enabled 2

FPP ×16

Disabled Disabled 1

Disabled Enabled 2

Enabled Disabled 4

Enabled Enabled 4
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1 If the DCLK-to-DATA[] ratio is greater than 1, at the end of configuration, you can only 
stop the DCLK (DCLK-to-DATA[] ratio – 1) clock cycles after the last data is latched into 
the Stratix V device. 

Figure 11 shows the configuration interface connections between the Stratix V device 
and a MAX II or MAX V device for single device configuration. 

FPP ×32

Disabled Disabled 1

Disabled Enabled 4

Enabled Disabled 8

Enabled Enabled 8

Note to Table 49:

(1) Depending on the DCLK-to-DATA[] ratio, the host must send a DCLK frequency that is r times the data rate in bytes 
per second (Bps), or words per second (Wps). For example, in FPP ×16 when the DCLK-to-DATA[] ratio is 2, the 
DCLK frequency must be 2 times the data rate in Wps. Stratix V devices use the additional clock cycles to decrypt 
and decompress the configuration data.

Table 49. DCLK-to-DATA[] Ratio (1) (Part 2 of 2)

Configuration 
Scheme Decompression Design Security DCLK-to-DATA[] 

Ratio

Figure 11. Single Device FPP Configuration Using an External Host

Notes to Figure 11:

(1) Connect the resistor to a supply that provides an acceptable input signal for the Stratix V device. VCCPGM must be high 
enough to meet the VIH specification of the I/O on the device and the external host. Altera recommends powering up 
all configuration system I/Os with VCCPGM. 

(2) You can leave the nCEO pin unconnected or use it as a user I/O pin when it does not feed another device's nCE pin.
(3) The MSEL pin settings vary for different data width, configuration voltage standards, and POR delay. To connect MSEL, 

refer to the MSEL Pin Settings section of the “Configuration, Design Security, and Remote System Upgrades in Stratix 
V Devices” chapter.

(4) If you use FPP ×8, use DATA[7..0]. If you use FPP ×16, use DATA[15..0].

External Host
(MAX II Device,
MAX V Device, or
Microprocessor)

CONF_DONE

nSTATUS

nCE

DATA[31..0]

nCONFIG

Stratix V Device

Memory

ADDR DATA[7..0]

GND

MSEL[4..0]

VCCPGM (1) VCCPGM (1)

DCLK

nCEO N.C. (2)

(3)

(4)
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G

H

I

— —

J

J High-speed I/O block—Deserialization factor (width of parallel data bus).

JTAG Timing 
Specifications

JTAG Timing Specifications:

K

L

M

N

O

— —

P PLL 
Specifications

Diagram of PLL Specifications (1)

Note:

(1) Core Clock can only be fed by dedicated clock input pins or PLL outputs.

Q — —

R RL Receiver differential input discrete resistor (external to the Stratix V device).

Table 60. Glossary (Part 2 of 4)

Letter Subject Definitions

TDO

TCK

tJPZX tJPCO

tJPH

t JPXZ

 tJCP

 tJPSU t JCL tJCH

TDI

TMS

 

Core Clock

External FeedbackReconfigurable in User Mode

Key

CLK

N
PFD

Switchover

Delta Sigma 
Modulator

VCOCP LF

CLKOUT Pins

GCLK

RCLK

fINPFDfIN
fVCO fOUT

fOUT_EXT

Counters 
C0..C17

4
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Document Revision History
Table 61 lists the revision history for this chapter.

Table 61. Document Revision History (Part 1 of 3)

Date Version Changes

June 2018 3.9 ■ Added the “Stratix V Device Overshoot Duration” figure.

April 2017 3.8

■ Added a footnote to the “High-Speed I/O Specifications for Stratix V Devices” table.

■ Changed the minimum value for tCD2UMC in the “PS Timing Parameters for Stratix V 
Devices” table.

■ Changed the condition for 100-  RD in the “OCT Without Calibration Resistance 
Tolerance Specifications for Stratix V Devices” table.

■ Changed the minimum value for tCD2UMC in the “AS Timing Parameters for AS ́ 1 and AS ́ 4 
Configurations in Stratix V Devices” table

■ Changed the minimum value for tCD2UMC in the “FPP Timing Parameters for Stratix V 
Devices When the DCLK-to-DATA[] Ratio is >1” table.

■ Changed the minimum value for tCD2UMC in the “FPP Timing Parameters for Stratix V 
Devices When the DCLK-to-DATA[] Ratio is >1” table.

■ Changed the minimum number of clock cycles value in the “Initialization Clock Source 
Option and the Maximum Frequency” table.

June 2016 3.7

■ Added the VID minimum specification for LVPECL in the “Differential I/O Standard 
Specifications for Stratix V Devices” table

■ Added the IOUT specification to the “Absolute Maximum Ratings for Stratix V Devices” 
table.

December 2015 3.6 ■ Added a footnote to the “High-Speed I/O Specifications for Stratix V Devices” table.

December 2015 3.5

■ Changed the transmitter, receiver, and ATX PLL data rate specifications in the 
“Transceiver Specifications for Stratix V GX and GS Devices” table.

■ Changed the configuration .rbf sizes in the “Uncompressed .rbf Sizes for Stratix V 
Devices” table.

July 2015 3.4

■ Changed the data rate specification for transceiver speed grade 3 in the following tables:

■ “Transceiver Specifications for Stratix V GX and GS Devices”

■ “Stratix V Standard PCS Approximate Maximum Date Rate”

■ “Stratix V 10G PCS Approximate Maximum Data Rate” 

■ Changed the conditions for reference clock rise and fall time, and added a note to the 
“Transceiver Specifications for Stratix V GX and GS Devices” table. 

■ Added a note to the “Minimum differential eye opening at receiver serial input pins” 
specification in the “Transceiver Specifications for Stratix V GX and GS Devices” table. 

■ Changed the tCO maximum value in the “AS Timing Parameters for AS ´1 and AS ´4 
Configurations in Stratix V Devices” table.

■ Removed the CDR ppm tolerance specification from the “Transceiver Specifications for 
Stratix V GX and GS Devices” table.
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