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Page 2 Electrical Characteristics
Table 2 lists the industrial and commercial speed grades for the Stratix V GT devices.

Absolute Maximum Ratings
Absolute maximum ratings define the maximum operating conditions for Stratix V 
devices. The values are based on experiments conducted with the devices and 
theoretical modeling of breakdown and damage mechanisms. The functional 
operation of the device is not implied for these conditions.

c Conditions other than those listed in Table 3 may cause permanent damage to the 
device. Additionally, device operation at the absolute maximum ratings for extended 
periods of time may have adverse effects on the device.

3

GX channel—8.5 Gbps
— Yes Yes Yes — Yes Yes (4) Yes

Notes to Table 1:

(1) C = Commercial temperature grade; I = Industrial temperature grade.
(2) Lower number refers to faster speed grade.
(3) C2L, I2L, and I3L speed grades are for low-power devices.
(4) I3YY speed grades can achieve up to 10.3125 Gbps.

Table 1. Stratix V GX and GS Commercial and Industrial Speed Grade Offering (1), (2), (3) (Part 2 of 2)

Transceiver Speed 
Grade

Core Speed Grade

C1 C2, C2L C3 C4 I2, I2L I3, I3L I3YY I4

Table 2. Stratix V GT Commercial and Industrial Speed Grade Offering (1), (2)

Transceiver Speed Grade
Core Speed Grade

C1 C2 I2 I3

2

GX channel—12.5 Gbps
GT channel—28.05 Gbps

Yes Yes — —

3

GX channel—12.5 Gbps
GT channel—25.78 Gbps

Yes Yes Yes Yes

Notes to Table 2:

(1) C = Commercial temperature grade; I = Industrial temperature grade.
(2) Lower number refers to faster speed grade.

Table 3. Absolute Maximum Ratings for Stratix V Devices (Part 1 of 2)

Symbol Description Minimum Maximum Unit

VCC Power supply for core voltage and periphery circuitry –0.5 1.35 V

VCCPT Power supply for programmable power technology –0.5 1.8 V

VCCPGM Power supply for configuration pins –0.5 3.9 V

VCC_AUX Auxiliary supply for the programmable power technology –0.5 3.4 V

VCCBAT Battery back-up power supply for design security volatile key register –0.5 3.9 V

VCCPD I/O pre-driver power supply –0.5 3.9 V

VCCIO I/O power supply –0.5 3.9 V
Stratix V Device Datasheet June 2018 Altera Corporation
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I/O Pin Leakage Current

Table 9 lists the Stratix V I/O pin leakage current specifications.

Bus Hold Specifications

Table 10 lists the Stratix V device family bus hold specifications.

On-Chip Termination (OCT) Specifications

If you enable OCT calibration, calibration is automatically performed at power-up for 
I/Os connected to the calibration block. Table 11 lists the Stratix V OCT termination 
calibration accuracy specifications.

Table 9. I/O Pin Leakage Current for Stratix V Devices (1)

Symbol Description Conditions Min Typ Max Unit

II Input pin VI = 0 V to VCCIOMAX –30 — 30 µA

IOZ Tri-stated I/O pin VO = 0 V to VCCIOMAX –30 — 30 µA

Note to Table 9:

(1) If VO = VCCIO to VCCIOMax, 100 µA of leakage current per I/O is expected.

Table 10. Bus Hold Parameters for Stratix V Devices

Parameter Symbol Conditions

VCCIO

Unit1.2 V 1.5 V 1.8 V 2.5 V 3.0 V

Min Max Min Max Min Max Min Max Min Max

Low 
sustaining 
current

ISUSL
VIN > VIL

(maximum)
22.5 — 25.0 — 30.0 — 50.0 — 70.0 — µA

High 
sustaining 
current

ISUSH
VIN < VIH

(minimum)
–22.5 — –25.0 — –30.0 — –50.0 — –70.0 — µA

Low 
overdrive 
current

IODL
0V < VIN < 

VCCIO
— 120 — 160 — 200 — 300 — 500 µA

High 
overdrive 
current

IODH
0V < VIN < 

VCCIO
— –120 — –160 — –200 — –300 — –500 µA

Bus-hold 
trip point VTRIP — 0.45 0.95 0.50 1.00 0.68 1.07 0.70 1.70 0.80 2.00 V

Table 11. OCT Calibration Accuracy Specifications for Stratix V Devices (1) (Part 1 of 2)

Symbol Description Conditions

Calibration Accuracy

Unit
C1 C2,I2 C3,I3, 

I3YY C4,I4

25- RS 
Internal series termination 
with calibration (25- 
setting)

VCCIO = 3.0, 2.5, 
1.8, 1.5, 1.2 V ±15 ±15 ±15 ±15 %
Stratix V Device DatasheetJune 2018 Altera Corporation
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Internal Weak Pull-Up Resistor
Table 16 lists the weak pull-up resistor values for Stratix V devices.

I/O Standard Specifications
Table 17 through Table 22 list the input voltage (VIH and VIL), output voltage (VOH and 
VOL), and current drive characteristics (IOH and IOL) for various I/O standards 
supported by Stratix V devices. These tables also show the Stratix V device family I/O 
standard specifications. The VOL and VOH values are valid at the corresponding IOH 
and IOL, respectively. 

For an explanation of the terms used in Table 17 through Table 22, refer to “Glossary” 
on page 65. For tolerance calculations across all SSTL and HSTL I/O standards, refer 
to Altera knowledge base solution rd07262012_486.

Table 16. Internal Weak Pull-Up Resistor for Stratix V Devices (1), (2)

Symbol Description VCCIO Conditions 
(V) (3) Value (4) Unit

RPU

Value of the I/O pin pull-up resistor before 
and during configuration, as well as user 
mode if you enable the programmable 
pull-up resistor option.

3.0 ±5% 25 k

2.5 ±5% 25 k

1.8 ±5% 25 k

1.5 ±5% 25 k

1.35 ±5% 25 k

1.25 ±5% 25 k

1.2 ±5% 25 k

Notes to Table 16:

(1) All I/O pins have an option to enable the weak pull-up resistor except the configuration, test, and JTAG pins.
(2) The internal weak pull-down feature is only available for the JTAG TCK pin. The typical value for this internal weak 

pull-down resistor is approximately 25 k
(3) The pin pull-up resistance values may be lower if an external source drives the pin higher than VCCIO.
(4) These specifications are valid with a ±10% tolerance to cover changes over PVT.

Table 17. Single-Ended I/O Standards for Stratix V Devices

I/O 
Standard

VCCIO (V) VIL (V) VIH (V) VOL (V) VOH (V) IOL 
(mA)

IOH 
(mA)Min Typ Max Min Max Min Max Max Min

LVTTL 2.85 3 3.15 –0.3 0.8 1.7 3.6 0.4 2.4 2 –2

LVCMOS 2.85 3 3.15 –0.3 0.8 1.7 3.6 0.2 VCCIO – 0.2 0.1 –0.1

2.5 V 2.375 2.5 2.625 –0.3 0.7 1.7 3.6 0.4 2 1 –1

1.8 V 1.71 1.8 1.89 –0.3 0.35 * 
VCCIO

0.65 * 
VCCIO

VCCIO + 
0.3 0.45 VCCIO – 

0.45 2 –2

1.5 V 1.425 1.5 1.575 –0.3 0.35 * 
VCCIO

0.65 * 
VCCIO

VCCIO + 
0.3

0.25 * 
VCCIO

0.75 * 
VCCIO

2 –2

1.2 V 1.14 1.2 1.26 –0.3 0.35 * 
VCCIO

0.65 * 
VCCIO

VCCIO + 
0.3

0.25 * 
VCCIO

0.75 * 
VCCIO

2 –2
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Switching Characteristics
This section provides performance characteristics of the Stratix V core and periphery 
blocks. 

These characteristics can be designated as Preliminary or Final. 

■ Preliminary characteristics are created using simulation results, process data, and 
other known parameters. The title of these tables show the designation as 
“Preliminary.” 

■ Final numbers are based on actual silicon characterization and testing. The 
numbers reflect the actual performance of the device under worst-case silicon 
process, voltage, and junction temperature conditions. There are no designations 
on finalized tables.

Transceiver Performance Specifications
This section describes transceiver performance specifications.

Table 23 lists the Stratix V GX and GS transceiver specifications.

Table 23. Transceiver Specifications for Stratix V GX and GS Devices (1) (Part 1 of 7)

Symbol/
Description Conditions

Transceiver Speed 
Grade 1

Transceiver Speed 
Grade 2

Transceiver Speed 
Grade 3 Unit

Min Typ Max Min Typ Max Min Typ Max

Reference Clock

Supported I/O 
Standards

Dedicated 
reference 
clock pin

1.2-V PCML, 1.4-V PCML, 1.5-V PCML, 2.5-V PCML, Differential LVPECL, LVDS, and 
HCSL

RX reference 
clock pin 1.4-V PCML, 1.5-V PCML, 2.5-V PCML, LVPECL, and LVDS

Input Reference 
Clock Frequency
(CMU PLL) (8) 

— 40 — 710 40 — 710 40 — 710 MHz

Input Reference 
Clock Frequency
(ATX PLL) (8) 

— 100 — 710 100 — 710 100 — 710 MHz

Rise time

Measure at 
±60 mV of 
differential 
signal (26)

— — 400 — — 400 — — 400

ps

Fall time

Measure at 
±60 mV of 
differential 
signal (26)

— — 400 — — 400 — — 400

Duty cycle — 45 — 55 45 — 55 45 — 55 %

Spread-spectrum 
modulating clock 
frequency

PCI Express® 
(PCIe®) 30 — 33 30 — 33 30 — 33 kHz
Stratix V Device Datasheet June 2018 Altera Corporation
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Reconfiguration 
clock 
(mgmt_clk_clk) 
frequency

— 100 — 125 100 — 125 100 — 125 MHz

Receiver

Supported I/O 
Standards — 1.4-V PCML, 1.5-V PCML, 2.5-V PCML, LVPECL, and LVDS

Data rate 
(Standard PCS) 
(9), (23)

— 600 — 12200 600 — 12200 600 —
8500/

10312.5
(24)

Mbps

Data rate
(10G PCS) (9), (23) — 600 — 14100 600 — 12500 600 —

8500/
10312.5

(24)
Mbps

Absolute VMAX for 
a receiver pin (5) — — — 1.2 — — 1.2 — — 1.2 V

Absolute VMIN for 
a receiver pin — –0.4 — — –0.4 — — –0.4 — — V

Maximum peak-
to-peak 
differential input 
voltage VID (diff p-
p) before device 
configuration (22)

— — — 1.6 — — 1.6 — — 1.6 V

Maximum peak-
to-peak 
differential input 
voltage VID (diff p-
p) after device 
configuration (18), 
(22)

VCCR_GXB = 
1.0 V/1.05 V

(VICM = 
0.70 V)

— — 2.0 — — 2.0 — — 2.0 V

VCCR_GXB = 
0.90 V

(VICM = 0.6 V)
— — 2.4 — — 2.4 — — 2.4 V

VCCR_GXB = 
0.85 V

(VICM = 0.6 V)
— — 2.4 — — 2.4 — — 2.4 V

Minimum 
differential eye 
opening at 
receiver serial 
input pins (6), (22), 

(27)

— 85 — — 85 — — 85 — — mV

Table 23. Transceiver Specifications for Stratix V GX and GS Devices (1) (Part 3 of 7)

Symbol/
Description Conditions

Transceiver Speed 
Grade 1

Transceiver Speed 
Grade 2

Transceiver Speed 
Grade 3 Unit

Min Typ Max Min Typ Max Min Typ Max
Stratix V Device Datasheet June 2018 Altera Corporation
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Inter-transceiver 
block transmitter 
channel-to-
channel skew

xN PMA 
bonded mode — — 500 — — 500 — — 500 ps

CMU PLL

Supported Data 
Range — 600 — 12500 600 — 12500 600 —

8500/
10312.5 

(24)
Mbps

tpll_powerdown
(15) — 1 — — 1 — — 1 — — µs

tpll_lock
(16) — — — 10 — — 10 — — 10 µs

ATX PLL

Supported Data 
Rate Range

VCO 
post-divider

L=2
8000 — 14100 8000 — 12500 8000 —

8500/
10312.5

(24)
Mbps

L=4 4000 — 7050 4000 — 6600 4000 — 6600 Mbps

L=8 2000 — 3525 2000 — 3300 2000 — 3300 Mbps

L=8, 
Local/Central 
Clock Divider 

=2

1000 — 1762.5 1000 — 1762.5 1000 — 1762.5 Mbps

tpll_powerdown 
(15) — 1 — — 1 — — 1 — — µs

tpll_lock 
(16) — — — 10 — — 10 — — 10 µs

fPLL

Supported Data 
Range — 600 — 3250/

3125 (25) 600 — 3250/
3125 (25) 600 — 3250/

3125 (25) Mbps

tpll_powerdown
(15) — 1 — — 1 — — 1 — — µs

Table 23. Transceiver Specifications for Stratix V GX and GS Devices (1) (Part 6 of 7)

Symbol/
Description Conditions

Transceiver Speed 
Grade 1

Transceiver Speed 
Grade 2

Transceiver Speed 
Grade 3 Unit

Min Typ Max Min Typ Max Min Typ Max
Stratix V Device DatasheetJune 2018 Altera Corporation
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Differential on-chip 
termination resistors (7) GT channels — 100 — — 100 — 

Differential on-chip 
termination resistors 
for GX channels (19)

85-setting — 85 ± 30% — — 85 
± 30% — 

100-
setting — 100 

± 30% — — 100 
± 30% — 

120-
setting — 120 

± 30% — — 120 
± 30% — 

150-
setting — 150 

± 30% — — 150 
± 30% — 

VICM (AC coupled) GT channels — 650 — — 650 — mV

VICM (AC and DC 
coupled) for GX 
Channels

VCCR_GXB = 
0.85 V or 

0.9 V
— 600 — — 600 — mV

VCCR_GXB = 
1.0 V full 

bandwidth
— 700 — — 700 — mV

VCCR_GXB = 
1.0 V half 
bandwidth 

— 750 — — 750 — mV

tLTR
(9) — — — 10 — — 10 µs

tLTD
(10) — 4 — — 4 — — µs

tLTD_manual
(11) — 4 — — 4 — — µs

tLTR_LTD_manual
(12) — 15 — — 15 — — µs

Run Length
GT channels — — 72 — — 72 CID

GX channels (8)

CDR PPM
GT channels — — 1000 — — 1000 ± PPM

GX channels (8)

Programmable 
equalization
(AC Gain) (5)

GT channels — — 14 — — 14 dB

GX channels (8)

Programmable 
DC gain (6)

GT channels — — 7.5 — — 7.5 dB

GX channels (8)

Differential on-chip 
termination resistors (7) GT channels — 100 — — 100 — 

Transmitter 

Supported I/O 
Standards — 1.4-V and 1.5-V PCML 

Data rate 
(Standard PCS) GX channels 600 — 8500 600 — 8500 Mbps

Data rate
(10G PCS) GX channels 600 — 12,500 600 — 12,500 Mbps

Table 28. Transceiver Specifications for Stratix V GT Devices (Part 3 of 5) (1)

Symbol/
Description Conditions

Transceiver 
Speed Grade 2

Transceiver
Speed Grade 3 Unit

Min Typ Max Min Typ Max
Stratix V Device Datasheet June 2018 Altera Corporation
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tpll_lock
(14) — — — 10 — — 10 µs

Notes to Table 28:

(1) Speed grades shown refer to the PMA Speed Grade in the device ordering code. The maximum data rate could be restricted by the Core/PCS 
speed grade. Contact your Altera Sales Representative for the maximum data rate specifications in each speed grade combination offered. For 
more information about device ordering codes, refer to the Stratix V Device Overview. 

(2) The reference clock common mode voltage is equal to the VCCR_GXB power supply level.
(3) The device cannot tolerate prolonged operation at this absolute maximum.
(4) The differential eye opening specification at the receiver input pins assumes that receiver equalization is disabled. If you enable receiver 

equalization, the receiver circuitry can tolerate a lower minimum eye opening, depending on the equalization level.
(5) Refer to Figure 5 for the GT channel AC gain curves. The total effective AC gain is the AC gain minus the DC gain.
(6) Refer to Figure 6 for the GT channel DC gain curves.
(7) CFP2 optical modules require the host interface to have the receiver data pins differentially terminated with 100 . The internal OCT feature is 

available after the Stratix V FPGA configuration is completed. Altera recommends that FPGA configuration is completed before inserting the 
optical module. Otherwise, minimize unnecessary removal and insertion with unconfigured devices.

(8) Specifications for this parameter are the same as for Stratix V GX and GS devices. See Table 23 for specifications.
(9) tLTR is the time required for the receive CDR to lock to the input reference clock frequency after coming out of reset.
(10) tLTD is time required for the receiver CDR to start recovering valid data after the rx_is_lockedtodata signal goes high. 
(11) tLTD_manual is the time required for the receiver CDR to start recovering valid data after the rx_is_lockedtodata signal goes high when the 

CDR is functioning in the manual mode. 
(12) tLTR_LTD_manual is the time the receiver CDR must be kept in lock to reference (LTR) mode after the rx_is_lockedtoref signal goes high when 

the CDR is functioning in the manual mode. 
(13) tpll_powerdown is the PLL powerdown minimum pulse width.
(14) tpll_lock is the time required for the transmitter CMU/ATX PLL to lock to the input reference clock frequency after coming out of reset.
(15) To calculate the REFCLK rms phase jitter requirement for PCIe at reference clock frequencies other than 100 MHz, use the following formula: 

REFCLK rms phase jitter at f(MHz) = REFCLK rms phase jitter at 100 MHz × 100/f.
(16) The maximum peak to peak differential input voltage VID after device configuration is equal to 4 × (absolute VMAX for receiver pin - VICM).
(17) For ES devices, RREF is 2000 ±1%.
(18) To calculate the REFCLK phase noise requirement at frequencies other than 622 MHz, use the following formula: REFCLK phase noise at f(MHz) 

= REFCLK phase noise at 622 MHz + 20*log(f/622). 
(19) SFP/+ optical modules require the host interface to have RD+/- differentially terminated with 100 . The internal OCT feature is available after 

the Stratix V FPGA configuration is completed. Altera recommends that FPGA configuration is completed before inserting the optical module. 
Otherwise, minimize unnecessary removal and insertion with unconfigured devices.

(20) Refer to Figure 4.
(21) For oversampling design to support data rates less than the minimum specification, the CDR needs to be in LTR mode only.
(22) This supply follows VCCR_GXB for both GX and GT channels.
(23) When you use fPLL as a TXPLL of the transceiver.

Table 28. Transceiver Specifications for Stratix V GT Devices (Part 5 of 5) (1)

Symbol/
Description Conditions

Transceiver 
Speed Grade 2

Transceiver
Speed Grade 3 Unit

Min Typ Max Min Typ Max
Stratix V Device Datasheet June 2018 Altera Corporation
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Table 29 shows the VOD settings for the GT channel.

Table 29. Typical VOD Setting for GT Channel, TX Termination = 100 

Symbol VOD Setting VOD Value (mV)

VOD differential peak to peak typical (1)

0 0

1 200

2 400

3 600

4 800

5 1000

Note:

(1) Refer to Figure 4.
Stratix V Device DatasheetJune 2018 Altera Corporation
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■ XFI   

■ ASI   

■ HiGig/HiGig+   

■ HiGig2/HiGig2+   

■ Serial Data Converter (SDC)   

■ GPON   

■ SDI   

■ SONET   

■ Fibre Channel (FC)   

■ PCIe   

■ QPI   

■ SFF-8431

Download the Stratix V Characterization Report Tool to view the characterization 
report summary for these protocols.

Core Performance Specifications
This section describes the clock tree, phase-locked loop (PLL), digital signal 
processing (DSP), memory blocks, configuration, and JTAG specifications.

Clock Tree Specifications
Table 30 lists the clock tree specifications for Stratix V devices.

Table 30. Clock Tree Performance for Stratix V Devices (1)

Symbol

Performance

UnitC1, C2, C2L, I2, and 
I2L

C3, I3, I3L, and 
I3YY C4, I4

Global and 
Regional Clock 717 650 580 MHz

Periphery Clock 550 500 500 MHz

Note to Table 30:

(1) The Stratix V ES devices are limited to 600 MHz core clock tree performance.
Stratix V Device Datasheet June 2018 Altera Corporation
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PLL Specifications
Table 31 lists the Stratix V PLL specifications when operating in both the commercial 
junction temperature range (0° to 85°C) and the industrial junction temperature range 
(–40° to 100°C). 

Table 31. PLL Specifications for Stratix V Devices (Part 1 of 3)

Symbol Parameter Min Typ Max Unit

fIN

Input clock frequency (C1, C2, C2L, I2, and I2L speed 
grades) 5 — 800 (1) MHz

Input clock frequency (C3, I3, I3L, and I3YY speed 
grades) 5 — 800 (1) MHz

Input clock frequency (C4, I4 speed grades) 5 — 650 (1) MHz

fINPFD Input frequency to the PFD 5 — 325 MHz

fFINPFD Fractional Input clock frequency to the PFD 50 — 160 MHz

fVCO
(9)

PLL VCO operating range (C1, C2, C2L, I2, I2L speed 
grades) 600 — 1600 MHz

PLL VCO operating range (C3, I3, I3L, I3YY speed 
grades) 600 — 1600 MHz

PLL VCO operating range (C4, I4 speed grades) 600 — 1300 MHz

tEINDUTY Input clock or external feedback clock input duty cycle 40 — 60 %

fOUT

Output frequency for an internal global or regional 
clock (C1, C2, C2L, I2, I2L speed grades) — — 717 (2) MHz

Output frequency for an internal global or regional 
clock (C3, I3, I3L speed grades) — — 650 (2) MHz

Output frequency for an internal global or regional 
clock (C4, I4 speed grades) — — 580 (2) MHz

fOUT_EXT

Output frequency for an external clock output (C1, C2, 
C2L, I2, I2L speed grades) — — 800 (2) MHz

Output frequency for an external clock output (C3, I3, 
I3L speed grades) — — 667 (2) MHz

Output frequency for an external clock output (C4, I4 
speed grades) — — 553 (2) MHz

tOUTDUTY
Duty cycle for a dedicated external clock output (when 
set to 50%) 45 50 55 %

tFCOMP External feedback clock compensation time — — 10 ns

fDYCONFIGCLK
Dynamic Configuration Clock used for mgmt_clk and 
scanclk

— — 100 MHz

tLOCK
Time required to lock from the end-of-device 
configuration or deassertion of areset — — 1 ms

tDLOCK
Time required to lock dynamically (after switchover or 
reconfiguring any non-post-scale counters/delays) — — 1 ms

fCLBW

PLL closed-loop low bandwidth — 0.3 — MHz

PLL closed-loop medium bandwidth — 1.5 — MHz

PLL closed-loop high bandwidth (7) — 4 — MHz

tPLL_PSERR Accuracy of PLL phase shift — — ±50 ps

tARESET Minimum pulse width on the areset signal 10 — — ns
Stratix V Device DatasheetJune 2018 Altera Corporation
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tDUTY

Transmitter 
output clock duty 

cycle for both 
True and 
Emulated 

Differential I/O 
Standards

45 50 55 45 50 55 45 50 55 45 50 55 %

tRISE & tFALL

True Differential 
I/O Standards — — 160 — — 160 — — 200 — — 200 ps

Emulated 
Differential I/O 
Standards with 
three external 
output resistor 

networks

— — 250 — — 250 — — 250 — — 300 ps

TCCS

True Differential 
I/O Standards — — 150 — — 150 — — 150 — — 150 ps

Emulated 
Differential I/O 

Standards
— — 300 — — 300 — — 300 — — 300 ps

Receiver 

True 
Differential 
I/O Standards 
- fHSDRDPA 
(data rate) 

SERDES factor J 
= 3 to 10 (11), (12), 

(13), (14), (15), (16)
150 — 1434 150 — 1434 150 — 1250 150 — 1050 Mbps

SERDES factor J 
 4 

LVDS RX with 
DPA (12), (14), (15), 

(16)

150 — 1600 150 — 1600 150 — 1600 150 — 1250 Mbps

SERDES factor J 
= 2, 

uses DDR 
Registers

(6) — (7) (6) — (7) (6) — (7) (6) — (7) Mbps

SERDES factor J 
= 1, 

uses SDR 
Register

(6) — (7) (6) — (7) (6) — (7) (6) — (7) Mbps

Table 36. High-Speed I/O Specifications for Stratix V Devices (1), (2) (Part 3 of 4)

Symbol Conditions
C1 C2, C2L, I2, I2L C3, I3, I3L, I3YY C4,I4

Unit
Min Typ Max Min Typ Max Min Typ Max Min Typ Max
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Figure 7 shows the dynamic phase alignment (DPA) lock time specifications with the 
DPA PLL calibration option enabled.

Table 37 lists the DPA lock time specifications for Stratix V devices.

Figure 8 shows the LVDS soft-clock data recovery (CDR)/DPA sinusoidal jitter 
tolerance specification for a data rate  1.25 Gbps. Table 38 lists the LVDS 
soft-CDR/DPA sinusoidal jitter tolerance specification for a data rate  1.25 Gbps.

Figure 7. DPA Lock Time Specification with DPA PLL Calibration Enabled

rx_dpa_locked

rx_reset
DPA Lock Time

256 data
transitions

96 slow
clock cycles

256 data
transitions

256 data
transitions

96 slow
clock cycles

Table 37. DPA Lock Time Specifications for Stratix V GX Devices Only (1), (2), (3)

Standard Training Pattern

Number of Data 
Transitions in One 
Repetition of the 
Training Pattern

Number of 
Repetitions per 256 
Data Transitions (4)

Maximum

SPI-4 00000000001111111111 2 128 640 data transitions

Parallel Rapid I/O
00001111 2 128 640 data transitions

10010000 4 64 640 data transitions

Miscellaneous
10101010 8 32 640 data transitions

01010101 8 32 640 data transitions

Notes to Table 37:

(1) The DPA lock time is for one channel.
(2) One data transition is defined as a 0-to-1 or 1-to-0 transition.
(3) The DPA lock time stated in this table applies to both commercial and industrial grade.
(4) This is the number of repetitions for the stated training pattern to achieve the 256 data transitions.

Figure 8. LVDS Soft-CDR/DPA Sinusoidal Jitter Tolerance Specification for a Data Rate  1.25 Gbps

LVDS Soft-CDR/DPA Sinusoidal Jitter Tolerance Specification
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Duty Cycle Distortion (DCD) Specifications
Table 44 lists the worst-case DCD for Stratix V devices. 

Configuration Specification

POR Delay Specification
Power-on reset (POR) delay is defined as the delay between the time when all the 
power supplies monitored by the POR circuitry reach the minimum recommended 
operating voltage to the time when the nSTATUS is released high and your device is 
ready to begin configuration.

f For more information about the POR delay, refer to the Hot Socketing and Power-On 
Reset in Stratix V Devices chapter.

Table 45 lists the fast and standard POR delay specification. 

JTAG Configuration Specifications
Table 46 lists the JTAG timing parameters and values for Stratix V devices. 

Table 44. Worst-Case DCD on Stratix V I/O Pins (1)

Symbol
C1 C2, C2L, I2, I2L C3, I3, I3L, 

I3YY C4,I4
Unit

Min Max Min Max Min Max Min Max

Output Duty Cycle 45 55 45 55 45 55 45 55 %

Note to Table 44:

(1) The DCD numbers do not cover the core clock network.

Table 45. Fast and Standard POR Delay Specification (1)

POR Delay Minimum Maximum

Fast 4 ms 12 ms

Standard 100 ms 300 ms

Note to Table 45:

(1) You can select the POR delay based on the MSEL settings as described in the MSEL Pin Settings section of the 
“Configuration, Design Security, and Remote System Upgrades in Stratix V Devices” chapter.

Table 46. JTAG Timing Parameters and Values for Stratix V Devices

Symbol Description Min Max Unit

tJCP TCK clock period (2) 30 — ns

tJCP TCK clock period (2) 167 — ns

tJCH TCK clock high time (2) 14 — ns

tJCL TCK clock low time (2) 14 — ns

tJPSU (TDI) TDI JTAG port setup time 2 — ns

tJPSU (TMS) TMS JTAG port setup time 3 — ns
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Fast Passive Parallel Configuration Timing
This section describes the fast passive parallel (FPP) configuration timing parameters 
for Stratix V devices. 

DCLK-to-DATA[] Ratio for FPP Configuration
FPP configuration requires a different DCLK-to-DATA[]ratio when you enable the 
design security, decompression, or both features. Table 49 lists the DCLK-to-DATA[]ratio 
for each combination.

GS

D3 4 100 0.344 32 100 0.043

D4
4 100 0.534 32 100 0.067

4 100 0.344 32 100 0.043

D5 4 100 0.534 32 100 0.067

D6 4 100 0.741 32 100 0.093

D8 4 100 0.741 32 100 0.093

E
E9 4 100 0.857 32 100 0.107

EB 4 100 0.857 32 100 0.107

Notes to Table 48:

(1) DCLK frequency of 100 MHz using external CLKUSR.
(2) Max FPGA FPP bandwidth may exceed bandwidth available from some external storage or control logic.

Table 48. Minimum Configuration Time Estimation for Stratix V Devices

Variant Member 
Code

Active Serial (1) Fast Passive Parallel (2)

Width DCLK (MHz) Min Config 
Time (s) Width DCLK (MHz) Min Config 

Time (s)

Table 49. DCLK-to-DATA[] Ratio (1) (Part 1 of 2)

Configuration 
Scheme Decompression Design Security DCLK-to-DATA[] 

Ratio

FPP ×8

Disabled Disabled 1

Disabled Enabled 1

Enabled Disabled 2

Enabled Enabled 2

FPP ×16

Disabled Disabled 1

Disabled Enabled 2

Enabled Disabled 4

Enabled Enabled 4
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FPP Configuration Timing when DCLK-to-DATA [] = 1
Figure 12 shows the timing waveform for FPP configuration when using a MAX II or 
MAX V device as an external host. This waveform shows timing when the DCLK-to-
DATA[] ratio is 1.

Figure 12. FPP Configuration Timing Waveform When the DCLK-to-DATA[] Ratio is 1 (1), (2)

Notes to Figure 12:

(1) Use this timing waveform when the DCLK-to-DATA[] ratio is 1.
(2) The beginning of this waveform shows the device in user mode. In user mode, nCONFIG, nSTATUS, and CONF_DONE are at logic-high levels. When 

nCONFIG is pulled low, a reconfiguration cycle begins.
(3) After power-up, the Stratix V device holds nSTATUS low for the time of the POR delay.
(4) After power-up, before and during configuration, CONF_DONE is low.
(5) Do not leave DCLK floating after configuration. DCLK is ignored after configuration is complete. It can toggle high or low if required.
(6) For FPP ×16, use DATA[15..0]. For FPP ×8, use DATA[7..0]. DATA[31..0] are available as a user I/O pin after configuration. The state of this 

pin depends on the dual-purpose pin settings.
(7) To ensure a successful configuration, send the entire configuration data to the Stratix V device. CONF_DONE is released high when the Stratix V 

device receives all the configuration data successfully. After CONF_DONE goes high, send two additional falling edges on DCLK to begin initialization 
and enter user mode.

(8) After the option bit to enable the INIT_DONE pin is configured into the device, the INIT_DONE goes low.

nCONFIG

nSTATUS (3)

CONF_DONE (4)

DCLK

DATA[31..0]

User I/O

INIT_DONE

Word 0 Word 1 Word 2 Word 3

tCD2UM

tCF2ST1

tCF2CD

tCFG

tCH tCL

tDH

tDSU

tCF2CK

tSTATUS

tCLK
tCF2ST0

tST2CK

High-Z User Mode

(6)

(8)

(5)

User ModeWord n-2 Word n-1

(7)
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S

SW (sampling 
window) 

Timing Diagram—the period of time during which the data must be valid in order to capture 
it correctly. The setup and hold times determine the ideal strobe position within the sampling 
window, as shown:

Single-ended 
voltage 
referenced I/O 
standard

The JEDEC standard for SSTL and HSTL I/O defines both the AC and DC input signal values. 
The AC values indicate the voltage levels at which the receiver must meet its timing 
specifications. The DC values indicate the voltage levels at which the final logic state of the 
receiver is unambiguously defined. After the receiver input has crossed the AC value, the 
receiver changes to the new logic state. 

The new logic state is then maintained as long as the input stays beyond the DC threshold. 
This approach is intended to provide predictable receiver timing in the presence of input 
waveform ringing:

Single-Ended Voltage Referenced I/O Standard

T

tC High-speed receiver and transmitter input and output clock period.

TCCS (channel-
to-channel-skew) 

The timing difference between the fastest and slowest output edges, including tCO variation 
and clock skew, across channels driven by the same PLL. The clock is included in the TCCS 
measurement (refer to the Timing Diagram figure under SW in this table).

tDUTY

High-speed I/O block—Duty cycle on the high-speed transmitter output clock.

Timing Unit Interval (TUI) 

The timing budget allowed for skew, propagation delays, and the data sampling window.
(TUI = 1/(receiver input clock frequency multiplication factor) = tC/w)

tFALL Signal high-to-low transition time (80-20%)

tINCCJ Cycle-to-cycle jitter tolerance on the PLL clock input.

tOUTPJ_IO Period jitter on the general purpose I/O driven by a PLL.

tOUTPJ_DC Period jitter on the dedicated clock output driven by a PLL.

tRISE Signal low-to-high transition time (20-80%)

U — —

Table 60. Glossary (Part 3 of 4)

Letter Subject Definitions

Bit Time

0.5 x TCCS RSKM Sampling Window
        (SW)

RSKM 0.5 x TCCS

 

VIH(AC)

VIH(DC)

VREF
VIL(DC)

VIL(AC)

VOH

VOL

VCCIO

VSS
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