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Recommended Operating Conditions

This section lists the functional operating limits for the AC and DC parameters for
Stratix V devices. Table 6 lists the steady-state voltage and current values expected
from Stratix V devices. Power supply ramps must all be strictly monotonic, without

plateaus.

Table 6. Recommended Operating Conditions for Stratix V Devices (Part 1 of 2)

Symbol Description Condition Min 4 Typ Max 4 Unit
oy | — | 0w | os | om | v
Vee Core voltage and periphery circuitry power
supply (C2L, C3, C4, I12L, 13, 13L, and 14 — 0.82 0.85 0.88 v
speed grades) (%
Voot ;c():\gﬁglséugp;ply for programmable power . 145 150 155 Y
Voo aux nggﬁigcshunpoﬂg/g;or the programmable . 9 375 95 9 625 Y
Vegeo (! I/0 pre-driver (3.0 V) power supply — 2.85 3.0 3.15 v
I/0 pre-driver (2.5 V) power supply — 2.375 2.5 2.625 v
I/0 buffers (3.0 V) power supply — 2.85 3.0 3.15 v
I/0 buffers (2.5 V) power supply — 2.375 2.5 2.625 v
I/0 buffers (1.8 V) power supply — 1.71 1.8 1.89 v
Veeio I/0 buffers (1.5 V) power supply — 1.425 1.5 1.575 vV
I/0 buffers (1.35 V) power supply — 1.283 1.35 1.45 V
I/0 buffers (1.25 V) power supply — 1.19 1.25 1.31 v
I/0 buffers (1.2 V) power supply — 1.14 1.2 1.26 v
Configuration pins (3.0 V) power supply — 2.85 3.0 3.15 v
Vecram Configuration pins (2.5 V) power supply — 2.375 2.5 2.625 Y
Configuration pins (1.8 V) power supply — 1.71 1.8 1.89 v
Veca epLL PLL analog voltage regulator power supply — 2.375 2.5 2.625 v
Veen FpLL PLL digital voltage regulator power supply — 1.45 15 1.55 v
o 0| ey teckuppove sy G [z [ [ e |
Vv, DC input voltage — -0.5 — 3.6 v
Vo Output voltage — 0 — Veeio v
o Commercial 0 — 85 °C
Ty Operating junction temperature :
Industrial -40 — 100 °C
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Table 11. OCT Calibration Accuracy Specifications for Stratix V Devices () (Part 2 of 2)

Calibration Accuracy
Symbol Description Conditions c3.13 Unit
C1 C2,12 v C4,14
13YY
Internal series termination Ve 23025
50-Q Rg with calibration (50-Q 1008'01‘ 519V +15 +15 +15 +15 %
setting) A
Internal series termination
igg ;”d with calibration (34-C and VCC1'°2‘51 '15’21\)35’ 415 +15 415 S5 | %
s 40-Q setting) e
Internal series termination
ggg a | with clibration (48-2 Vogp =12V 415 +15 +15 A5 | %
240-0 R 60-02, 80-02, and 240-Q celo = = B B B B
S setting)
Internal parallel Ve =25 1.8
50-Q Ry termination with 001'05‘1'2’\/" -10t0 +40 | 10 to +40 | 10 to +40 | —10 to +40 | %
calibration (50-Q setting) B
90-0. 30-0 Internal parallel
' * | termination with
40-0,60-0, | - libration (20-0, 30-q, | Voo =19135 1} 1645140 | =10 10440 [ ~10 t0 +40 | —10 10 +40 | %
and 1.25V
120-O R 40-9, 60-Q2, and 120-Q
T setting)
Internal parallel
?gﬁ;’;‘d LZ“E':;’;‘:(‘)?}”(EVJB g Vego=12 | 10 t0+40 | —10 to +40 | <10 to +40 | ~10 to +40 | %
-Q Ry ,
120-Q setting)
Internal left shift series
25-Q termination with Veeio = 3.0, 2.5, o
Rs et snit | calibration (25-Q 1.8,15,1.2V +15 £15 +15 +15 &
Rs_eft_snirt Setting)

Note to Table 11:
(1) OCT calibration accuracy is valid at the time of calibration only.

Table 12 lists the Stratix V OCT without calibration resistance tolerance to PVT

changes.

Table 12. OCT Without Calibration Resistance Tolerance Specifications for Stratix V Devices (Part 1 of 2)

Resistance Tolerance
Symbol Description Conditions C3. 13 Unit
C1 C2,12 I3’YY’ C4, 14

Internal series termination

25-Q R, 50-Q Rg | without calibration (25-Q Veco=3.0and 25V +30 +30 +40 +40 %
setting)
Internal series termination

25-Q Rg without calibration (25-Q Vecio=1.8and 1.5V +30 +30 +40 +40 %
setting)
Internal series termination

25-Q Rg without calibration (25-Q Veeo=1.2V +35 +35 +50 +50 %
setting)

Stratix V Device Datasheet
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Table 19. Single-Ended SSTL, HSTL, and HSUL 1/0 Standards Signal Specifications for Stratix V Devices (Part 2 of 2)

Vitoe) (V) Vinoe) (V) Vitag) (V) | Vinaey (V) | Vo (V) | Vou(V) b
1/0 Standard - - - - Iy (MA) ( n:A
Min Max Min Max Max Min Max Min
HSTL-18 Vege— |V Veeio —
st | ||| 02| veoz | 0e | VRT) s | s
HSTL-18 Vege—= |V Veeio =
e R L L e R
HSTL-15 Vege— |V Veeio —
st | ||| 0z veroz | 0e | VR s | s
HSTL-15 Vege—= |V Veeio =
e R L L e R
HSTL-12 _ VREF_ VREF + VCClO + VREF - 0.25* 0.75* _
Class | 015 1 008 | 008 | 015 | 045 |VRertO15 1 v ol Vo |8 8
HSTL'1 2 _ VREF_ VREF + VCCIO + VREF - 025* 075* _
Class Il 015 1 008 | 008 | 015 | 045 |VRert015 1y v | 18 16
_ - VREF_ VREF + _ VREF - 0.1~ 0.9* . -
H8UL-12 013 | 013 022 | VRt 02yl Vo
Table 20. Differential SSTL 1/0 Standards for Stratix V Devices
Veeio (V) Vswing(og) (V) Vyag) (V) Vswingac) (V)
1/0 Standard
Min Typ Max Min Max Min Typ Max Min Max
|SS”TL'2 Class | 5375 | 25 | 2625 | 03 ch'g * VCC(')OQZ N VCC(')OQZ 1062 VCOC'g *
SSTL-18Class VCCIO + VCC|0/2 - _ VCC|0/2 + VCCIO +
Ll Lt 18 ) 189 1 025 | e | 75 0175 05 06
SSTL-15Class Veeio/2 - Vecio/2 +
(1) CClo _ CClo _
Ll 1.425 1.5 1.575 0.2 0.15 0.15 0.35
e[ 1288 | 135 | a5 | o2 | o | VemoRT | yggp | Vonoe | (e ) 2a
y . . REF ~ VREF
gi&ﬂ 2|;5 119 | 125 | 131 | 018 (1) ch'ﬂ/ 52 | Veeo2 VCS"}%Z ¥ 2(\\/,'““‘)“) B
; . . REF
SSTL'1 2 _ VREF VREF + _
Class |, I 1.14 1.2 1.26 0.18 015 Vecio/2 015 0.30 0.30

Note to Table 20:

(1) The maximum value for Vswing(oc) is not defined. However, each single-ended signal needs to be within the respective single-ended limits
(Viney and Viog))-

Table 21. Differential HSTL and HSUL 1/0 Standards for Stratix V Devices (Part 1 of 2)

/0 Veeio (V) Voirg) (V) Vg (V) Vemoe) (V) Voirac) (V)
Standard | Mip | Typ | Max | Min | Max | Min | Typ | Max | Min | Typ | Max | Min | Max
HSTL-18
Coss i | 171 | 18 | 188 |02 | — | 078 — 112 | 078 | — | 112 | 04 | —
HSTLS 1y 405 | 15 | 1575 | 02 | — | o088 | — 09 | 068 | — | 09 | 04 | —
Class I, 1l

June 2018  Altera Corporation
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['=" You typically use the interactive Excel-based Early Power Estimator before designing
the FPGA to get a magnitude estimate of the device power. The Quartus Il PowerPlay
Power Analyzer provides better quality estimates based on the specifics of the design
after you complete place-and-route. The PowerPlay Power Analyzer can apply a
combination of user-entered, simulation-derived, and estimated signal activities that,
when combined with detailed circuit models, yields very accurate power estimates.
“ e For more information about power estimation tools, refer to the PowerPlay Early Power
Estimator User Guide and the PowerPlay Power Analysis chapter in the Quartus 11
Handbook.

June 2018 Altera Corporation Stratix V Device Datasheet
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Table 23. Transceiver Specifications for Stratix V GX and GS Devices (") (Part 2 of 7)

Transceiver Speed Transceiver Speed Transceiver Speed
Symbol/ e Grade 1 Grade 2 Grade 3 .
Description Conditions Unit
Min | Typ Max Min | Typ Max Min | Typ Max
- 0to 0to 0to
Spread-spectrum PCle . . . . . . o
downspread -05 -0.5 -0.5
On-chip
termination — — | 100 — — | 100 — — | 100 — Q
resistors (27
Dedicated
reference — — 1.6 — — 1.6 — — 1.6
Absolute Vyay ¥ clock pin V
RXreference | _ | __ 190 o 19 I 19
clock pin
Absolute Vyy — 04| — — -04 | — — 04 | — — V
Peak-to-peak
differential input — 200 | — 1600 200 | — 1600 200 | — 1600 mV
voltage
Dedicated
reference 1050/1000/900/850 @ | 1050/1000/900/850 2 | 1050/1000/900/850 (2 mV
Vicm (AC clock pin
coupled) ¥ X ref
reference
4) 4) 4)
clock pin 1.0/0.9/0.85 1.0/0.9/0.85 1.0/0.9/0.85 V
HCSL 1/0
standard for
Viem (DC coupled) PCle 250 | — 550 250 | — 550 250 | — 550 mV
reference
clock
100 Hz — — -70 — — -70 — | — -70 dBc/Hz
Transmitter 1 kHz — — -90 — — -90 — | — -90 dBc/Hz
EEIFS %LK Phase 10kiz | — | — | 1400 | — | — | 400 | — | — | 100 | dBoHz
(622 MHz) (20 100 kHz — — -110 — — -110 — — -110 dBc/Hz
>1 MHz — — -120 — — -120 — | — -120 dBc/Hz
Transmitter
10 kHz to
REFCLK Phase 15 MHz o 3 o 3 o 3 ps
Jitter (PCle) (rms)
(100 MHz) (17)
180
1800 1800
Rrgr (17 - Tlww | T T s T | T2 T Q
- - t1 %
Transceiver Clocks
fixedclk clock PC!e 100 100 100
frequenc Receiver — or — — or — — or — MHz
quency Detect 125 125 125
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Table 24 shows the maximum transmitter da ta rate for the clock network.
Table 24. Clock Network Maximum Data Rate Transmitter Specificati®ns
ATX PLL CMU PEL fPLL
Non- Non- Non-
Clock Network bonded Bﬁggzd Channel bonded Bﬁggzd Channel bonded B,\(A)ggzd Channel
Mode Span Mode Span Mode Span
(Gbps) (Gbps) (Gbps) (Gbps) (Gbps) (Gbps)
x13 14.1 — 6 12.5 — 6 3.125 —
x6G3) — 14.1 6 — 12.5 6 — 3.125 6
x6 PLL Side- Side-
Feedbac#) T 141 wide T 12.5 wide T T o
XN (PCle) — 8.0 8 — 5.0 8 — — —
Upto 13
channels
8.0 8.0 above
and Up to 13 Upto 13
below channels channels
PLL
N (Native PHY IP) 7.99 799 AOVE 5.5 gqp5 ADOVE
Upto7 and and
channels below below
. 8.01to  above PLL PLL
9.8304 and
below
PLL

Notes toTable 24

(1) Valid data rates below theximum specified ithis table depend on the referenaeklfrequency and the PLL counter sg#ti Check the

MegaWizard message during

June 2018 Altera Corporation
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Table 25 shows the approximate maximum data rate using the standard PCS.

Table 25. Stratix V Standard PCS Approximate Maximum Date Rate () 4

o | Transceiver | PMA Width 20 20 16 6 | 10|10/ 8 |8
Mode
Speed Grade |  ppg/core Width 40 20 32 16 | 20|10 | 16 | 8
1 €1,02,C2L,12,12L 1455 | 494 | 976 | 912 | 65 | 58 | 52 | 472
core speed grade
C1, 02, CaL, 12, 12L
: e onde | 122 | 114 | 978 | 912 |65 |58 | 52 |472
G3, 13, 131 9.8 9.0 7.84 72 | 53| 47 | 424|376
core speed grade
C1, 2, CaL, 12, 12L
FIFO o coeed g | 83 85 85 85 | 65 | 58 | 52 |472
13YY
103125 | 103125 | 7.84 72 | 53| 47 | 424|376
3 core speed grade
0313, 13L
coreopesd grace | 83 85 7.84 72 | 53| 47 | 424|376
G4, 14 85 82 704 | 656 | 48 | 42 | 384|344
core speed grade
C1, 2, CaL, 12, 12L
1 e onde | 122 | 114 | 976 | 912 | 61|57 |488 | 456
C1,02,C2L,12,12L 1455 | 494 | 976 | o912 | 61 | 57 | 488|456
5 core speed grade
0313, 13L
coreopesd grace | 08 9.0 7.92 72 | 49 | 45 |39 | 36
Register C1,02,C2L, 12, 12L |y 155 | 103125 | 103125 | 103125 | 6.1 | 5.7 | 4.88 | 4.56
core speed grade
I3YY 103125 | 103125 | 7.92 72 | 49 | 45 |39 | 36
3 core speed grade ' ' ’ | ' ’ ’ '
G3, 13, 131 85 85 7.92 72 | 49 | 45 | 396 | 36
core speed grade
Ca 14
core speed grace | 83 82 704 | 656 | 44 | 41 | 352|328

Notes to Table 25:
(1) The maximum data rate is in Gbps.

(2) The Phase Compensation FIFO can be configured in FIFO mode or register mode. In the FIFO mode, the pointers are not fixed, and the latency
can vary. In the register mode the pointers are fixed for low latency.

(3) The maximum data rate is also constrained by the transceiver speed grade. Refer to Table 1 for the transceiver speed grade.

Stratix V Device Datasheet June 2018 Altera Corporation
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Table 28. Transceiver Specifications for Stratix V GT Devices (Part 4 of 5) (")

Transceiver Transceiver
Symbol/ . Speed Grade 2 Speed Grade 3 .
Description Conditions Unit
Min Typ Max Min Typ Max
Data rate GT channels | 19,600 — 28,050 19,600 — 25,780 Mbps
Differential on-chip GT channels — 100 — — 100 — Q
termination resistors GX channels (8)
Voo (AC coupld) GT channels — | s0 | — — | s0 | — | mv
ocu P GX channels (6
) ) GT channels — | 15 ‘ — — | 15 | — | ps
Rise/Fall time
GX channels (6
Intra-differential pair GX channels ®
skew
Intra-transceiver block
transmitter channel-to- | GX channels (6
channel skew
Inter-transceiver block
transmitter channel-to- | GX channels @)
channel skew
CMU PLL
Supported Data Range — 600 — 12500 600 — 8500 Mbps
thLpowerdown (13) - 1 - - 1 - - us
toi_tock (' — — — 10 — — 10 1]
ATX PLL
VGO post-
divider L=2 8000 — 12500 8000 — 8500 Mbps
L=4 4000 — 6600 4000 — 6600 Mbps
Supported Data Rate L=8 2000 — 3300 2000 — 3300 Mbps
Range for GX Channels =8
Local/Central
Clock Divider 1000 — 1762.5 1000 — 1762.5 Mbps
=2
Supported Data Rate VGO post- . .
Range for GT Channels | divider L=2 9800 14025 9800 12890 Mbps
thLpowerdown (13 - 1 - - 1 - - us
toin_tock (' — — — 10 — — 10 Hs
fPLL
3250/ 3250/
Supported Data Range — 600 — 3195 (23) 600 — 3125 (239) Mbps
J[pll_povverdown (13) - 1 - - 1 - - us

June 2018  Altera Corporation
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Table 29shows the Vgp settings for the GT channel.
Table 29. Typical ¥pSetting for GT Channel, TX Termination = 200

Symbol \%

June 2018 Altera Corporation Stratix V Device Datasheet
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Figure 4 shows the differential transmitter output waveform.

Figure 4. Differential Transmitter/Receiver Output/Input Waveform

Single-Ended Waveform

Positive Channel (p)
------------- Vop/Vp (single-ended) ><
Negative Channel (n)
Vem
Ground
Differential Waveform Vop/Vp (differential peak to peak typical) = 2 x Vgp/V|p (single-ended)

Vop/Vp (single-ended)

Vop/Vp (single-ended)

Figure 5 shows the Stratix V AC gain curves for GT channels.

Figure 5. AC Gain Curves for GT Channels

150
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Table 31. PLL Specifications for Stratix V Devices (Part 2 of 3)

Symbol Parameter Min Typ Max Unit
; @ @ Input clock cycle-to-cycle jitter (frer > 100 MHz) — — 0.15 Ul (p-p)
INCC) Input clock cycle-to-cycle jitter (fagr < 100 MH2) ~750 — +750 ps (p-p)
Period Jitter for dedicated clock output (foyr > . . ) i
100 MHz) 175 bs (p-p)
foutea_oc Period Jitter for dedicated clock output (foyt <
out — — (1) -
100 MHz) 17.5 mUl (p-p)
Period Jitter for dedicated clock output in fractional L L 250 (17), s (0-D)
t 4 | PLL (four > 100 MHy) 17502 | PSP
FouTP.DC Period Jitter for dedicated clock output in fractional . . 25 (17), mUI (p-p)
PLL (fyyr < 100 MHz) 17.5(12) PP
Cycle-to-Cycle Jitter for a dedicated clock output . . i
(four > 100 MHz) 175 bs (p-p)
tources_oc ¥/
- Cycle-to-Cycle Jitter for a dedicated clock output . . 175 mUl (p-p)
(four < 100 MH2) ' PP
Cycle-to-cycle Jitter for a dedicated clock output in L L 250 (17), s (0-D)
t 4| ractional PLL (four > 100 MHz) 17502 | PSP
FouTee..oe Cycle-to-cycle Jitter for a dedicated clock output in . . 25 (17), mUl (p-p)
fractional PLL (foyr < 100 MHz)+ 17.5(12) PP
Period Jitter for a clock output on a regular 1/0 in . . i
toutes 1o @ | integer PLL (four > 100 MHz) 600 Ps (p-p)
© Period Jitter for a clock output on a regular 1/0
(four < 100 MH2) - - 60 mul (p-p)
Period Jitter for a clock output on a regular 1/0 in . . (10) i
teoutey 1o @ | fractional PLL (four = 100 MHz) 000 Ps (pP)
® (1) Period Jitter for a clock output on a regular 1/0 in . . 60 (10) mUl (p-p)
fractional PLL (foyr < 100 MHz) PP
Cycle-to-cycle Jitter for a clock output on a regular 1/0 o . i
tourecy 1o @ | in integer PLL (four > 100 MHz) 600 Ps (p-p)
®) Cycle-to-cycle Jitter for a clock output on a regular 1/0 . . 60 (10) mUl (p-p)
in integer PLL (foyr < 100 MHz) PP
Cycle-to-cycle Jitter for a clock output on a regular I/0 . . 600 (10) s (p-p)
teourecy 1o @ | iN fractional PLL (four > 100 MHz) PS PP
@, (1) Cycle-to-cycle Jitter for a clock output onaregular 1/0 | . 60 mUl (p-p)
in fractional PLL (foyr < 100 MHz) PP
Period Jitter for a dedicated clock output in cascaded . . 175 0s (p-p)
teasc outpy oc | PLLS (four = 100 MHz)
(9.0 Period Jitter for a dedicated clock output in cascaded . - 175 mUl (p-p)
PLLS (four < 100 MHz) : p-p
f Frequency drift after PFDENA is disabled for a duration . . +10 o
DRIFT of 100 ps B ’
dKgt Bit number of Delta Sigma Modulator (DSM) 8 24 32 Bits
KvaLue Numerator of Fraction 128 8388608 | 2147483648 —
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Tahle 40. DQS Phase Offset Delay Per Setting for Stratix V Devices (: 2/ (Part 2 of 2)

Speed Grade Min Max Unit

C4,14 8 16 ps

Notes to Table 40:
(1) The typical value equals the average of the minimum and maximum values.

(2) The delay settings are linear with a cumulative delay variation of 40 ps for all speed grades. For example, when
using a —2 speed grade and applying a 10-phase offset setting to a 90° phase shift at 400 MHz, the expected
average cumulative delay is [625 ps + (10 x 10 ps) + 20 ps] = 725 ps + 20 ps.

Table 41 lists the DQS phase shift error for Stratix V devices.

Table 41. DQS Phase Shift Error Specification for DLL-Delayed CGlock (tpqs pserp) for Stratix V Devices (7

Nemibot of 005 Dolay c1 €2, C2L, 12, I2L | €3, 13, I3L, 13YY c4,14 Unit
1 28 28 30 32 bs
0 56 56 60 64 ps
3 84 84 90 % ps
4 112 112 120 128 ps

Notes to Table 41:
(1) This error specification is the absolute maximum and minimum error. For example, skew on three DQS delay buffers in a =2 speed grade
is +78 ps or £39 ps.
Table 42 lists the memory output clock jitter specifications for Stratix V devices.

Table 42. Memory Output Clock Jitter Specification for Stratix V Devices (" (Part 1 of 2) (2> (3

Clock Parameter | Symbol ‘ T S8 it
Network
Min Max Min Max Min Max Min Max
Clock period jitter tyrpey | 50 | 50 | -50 | 50 | -55 | 55 | 55 | 55 | ps
Regional ﬁg{g're'to'cyc'e period |y o | =100 | 100 | —100 | 100 | 110 | 110 | -110 | 110 | ps
Duty cycle jitter irr(auty) -50 50 -50 50 -82.5 825 | -825 82.5 ps
Clock period jitter tomoen) 75 75 75 75 -825 | 825 | -825 | 825 ps
Global ﬁg{g're'to'cyc'e period |y o | =150 | 150 | -150 | 150 | —165 | 165 | -165 | 165 | ps
Duty cycle jitter iir(auty) =75 75 =75 75 -90 90 -90 90 ps
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Duty Cycle Distortion (DCD) Specifications
Table 44 lists the worst-case DCD for Stratix V devices.

Table 44. Worst-Case DCD on Stratix V 1/0 Pins (7

¢l 62,62t 12,12 | O33R C4,14
Symbol Unit
Min Max Min Max Min Max Min Max
Output Duty Cycle 45 55 45 55 45 55 45 55 %

Note to Table 44:
(1) The DCD numbers do not cover the core clock network.

Configuration Specification

POR Delay Specification

Power-on reset (POR) delay is defined as the delay between the time when all the
power supplies monitored by the POR circuitry reach the minimum recommended
operating voltage to the time when the nSTATUS is released high and your device is
ready to begin configuration.
“%e For more information about the POR delay, refer to the Hot Socketing and Power-On
Reset in Stratix V Devices chapter.

Table 45 lists the fast and standard POR delay specification.

Table 45. Fast and Standard POR Delay Specification ("

POR Delay Minimum Maximum
Fast 4 ms 12 ms
Standard 100 ms 300 ms

Note to Table 45:

(1) You can select the POR delay based on the MSEL settings as described in the MSEL Pin Settings section of the
“Configuration, Design Security, and Remote System Upgrades in Stratix VV Devices” chapter.

JTAG Configuration Specifications
Table 46 lists the JTAG timing parameters and values for Stratix V devices.

Table 46. JTAG Timing Parameters and Values for Stratix V Devices

Symbol Description Min Max Unit
tice TCK clock period 2/ 30 — ns
ticp TCK clock period 2 167 — ns
ticw TCK clock high time 2/ 14 — ns
tyoL TCK clock low time 2/ 14 — ns
typsu (roi) TDI JTAG port setup time 2 — ns
typsu (Tms) TMS JTAG port setup time 3 — ns

Stratix V Device Datasheet June 2018 Altera Corporation
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Table 47. Uncompressed .rbf Sizes for Stratix V Devices

Family Device Package Configuration .rbf Size (bits) | I0CSR .rbf Size (bits) 4
) 5SEE9 — 342,742,976 700,888
Stratix V E ()
5SEEB — 342,742,976 700,888

Notes to Table 47:

Stratix V E devices do not have PCI Express® (PCle®) hard IP. Stratix V E devices do not support the CvP configuration scheme.
36-transceiver devices.

24-transceiver devices.

File size for the periphery image.

The IOCSR .rbf size is specifically for the CvP feature.

Use the data in Table 47 to estimate the file size before design compilation. Different
configuration file formats, such as a hexadecimal (.hex) or tabular text file (.ttf)
format, have different file sizes. For the different types of configuration file and file
sizes, refer to the Quartus Il software. However, for a specific version of the Quartus II
software, any design targeted for the same device has the same uncompressed
configuration file size. If you are using compression, the file size can vary after each
compilation because the compression ratio depends on your design.

For more information about setting device configuration options, refer to
Configuration, Design Security, and Remote System Upgrades in Stratix V Devices. For

creating configuration files, refer to the Quartus II Help.

Table 48 lists the minimum configuration time estimates for Stratix V devices.

Table 48. Minimum Configuration Time Estimation for Stratix V Devices

Active Serial (" Fast Passive Parallel @
Variant | VoTUS Min Config Min Config
Width DCLK (MHz) Time (s) Width DCLK (MHz) Time (s)

A3 4 100 0.534 32 100 0.067

4 100 0.344 32 100 0.043

A4 4 100 0.534 32 100 0.067

A5 4 100 0.675 32 100 0.084

A7 4 100 0.675 32 100 0.084

GX A9 4 100 0.857 32 100 0.107
AB 4 100 0.857 32 100 0.107

B5 4 100 0.676 32 100 0.085

B6 4 100 0.676 32 100 0.085

B9 4 100 0.857 32 100 0.107

BB 4 100 0.857 32 100 0.107

aT C5 4 100 0.675 32 100 0.084
C7 4 100 0.675 32 100 0.084
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Table 49. DCLK-to-DATA[] Ratio (" (Part 2 of 2)

Configuration . . . DCLK-to-DATA[]
Scheme Decompression Design Security Ratio
Disabled Disabled 1
Disabled Enabled 4
FPP x32 -
Enabled Disabled 8
Enabled Enabled 8

Note to Table 49:

(1) Depending on the DcLK-to-DATA [] ratio, the host must send a DCLK frequency that is r times the data rate in bytes
per second (Bps), or words per second (Wps). For example, in FPP x16 when the DCLK-to-DATA[] ratio is 2, the
DCLK frequency must be 2 times the data rate in Wps. Stratix V devices use the additional clock cycles to decrypt
and decompress the configuration data.

If the DCLK-to-DATA [] ratio is greater than 1, at the end of configuration, you can only
stop the DCLK (DCLK-to-DATA [] ratio — 1) clock cycles after the last data is latched into
the Stratix V device.

Figure 11 shows the configuration interface connections between the Stratix V device
and a MAX II or MAX V device for single device configuration.

Figure 11. Single Device FPP Configuration Using an External Host

Memory
Veeram (1) Vecpam (1)

$|ADDR DATA[7..0]
10 kQ ;0 kQ Stratix V Device
MSEL[4..0] == (3)

CONF_DONE
nSTATUS

nCE nCEO [—N.C. (2)

A A

External Host
(MAX 1l Device,
MAX V Device, or
Microprocessor)

4—‘ vy

GND

DATA[31..0] (4)

nCONFIG
DCLK

Yvy

Notes to Figure 11:

(1) Connect the resistor to a supply that provides an acceptable input signal for the Stratix V device. Vgcpgy must be high
enough to meet the Vy specification of the I/0 on the device and the external host. Altera recommends powering up
all configuration system 1/0s with Vgepgm-

(2) You can leave the ncEO pin unconnected or use it as a user 1/0 pin when it does not feed another device's nCE pin.

(3) TheMsEL pin settings vary for different data width, configuration voltage standards, and POR delay. To connect MSEL,
refer to the MSEL Pin Settings section of the “Configuration, Design Security, and Remote System Upgrades in Stratix
V/ Devices” chapter.

(4) Ifyou use FPP x8, use DATA[7..0]. If you use FPP x16, use DATA[15..0].
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Figure 13. FPP Configuration Timing Waveform When the DCLK-to-DATA[] Ratio is >1 () 2

terosti
lorg i+
— XX eee
nCONFIG lorack
— : eoe eoe
NSTATUS (8) | b terarus
e toposto eoe
CONF_DONE (4)  iv_s; T eoe =
CF2cD f.sr SOK twﬁ 8)
i e
DCLK (6) 1 2| eee | 1 2| eee |y (7) 1 XX r eee (9)
Llowk,:
DATA[31..0] (8) — —— Word 0 ( Word 1 L X Word 3 eee Word (n-1) > ooe User Mod
4{DSU foH ) Iy ‘
User I/O High-Z xXx) oo X User Mod
INIT_DONE (9) L oo eoo
tepzum

Notes to Figure 13:

M
(2)

Use this timing waveform and parameters when the DCLK-to-DATA [] ratio is >1. To find out the DcLK-to-DATA [] ratio for your system, refer
to Table 49 on page 55.

The beginning of this waveform shows the device in user mode. In user mode, nCONFIG, nSTATUS, and CONF_DONE are at logic high levels.
When ncoNFIG is pulled low, a reconfiguration cycle begins.

After power-up, the Stratix V device holds nsTATUS low for the time as specified by the POR delay.

After power-up, before and during configuration, CONF_DONE is low.

Do not leave DCLK floating after configuration. You can drive it high or low, whichever is more convenient.

I

r’ denotes the DCLK-to-DATA [] ratio. For the DCLK-to-DATA [] ratio based on the decompression and the design security feature enable
settings, refer to Table 49 on page 55.

If needed, pause DCLK by holding it low. When DCLK restarts, the external host must provide data on the DATA [31. . 0] pins prior to sending
the first DCLK rising edge.

To ensure a successful configuration, send the entire configuration data to the Stratix V device. CONF DONE is released high after the Stratix V/
device receives all the configuration data successfully. After CONF_DONE goes high, send two additional falling edges on DCLX to begin
initialization and enter user mode.

After the option bit to enable the INIT DONE pin is configured into the device, the INIT DONE goes low.

June 2018 Altera Corporation Stratix V Device Datasheet



Page 60 Configuration Specification

Table 51 lists the timing parameters for Stratix V devices for FPP configuration when
the DCLK-to-DATA [] ratio is more than 1.

Table 51. FPP Timing Parameters for Stratix V Devices When the DCLK-to-DATA[] Ratio is >1 (7

Symbol Parameter Minimum Maximum Units
terocn nCONFIG low to CONF_DONE low — 600 ns
terostg | NCONFIG low t0 nSTATUS low — 600 ns
tere nCONFIG low pulse width 2 — us
tstatus | nSTATUS low pulse width 268 1,506 @ us
torsTy | nCONFIG high to nSTATUS high — 1,506 (2 us
terock ® | ncoNFIG high to first rising edge on DCLK 1,506 — us
tgrock @ | nSTATUS high to first rising edge of DcLk 2 — us
tosu DATA [] setup time before rising edge on DCLK 55 — ns
ton DATA [] hold time after rising edge on DCLK N-1/fpok @ — s
teH DCLK high time 0.45 x 1/fyax — S
toL DCLK low time 0.45 x 1/fyax — S
tok DCLK period 1/fuax — S
o DCLK frequency (FPP x8/x16) — 125 MHz
DCLK frequency (FPP x32) — 100 MHz
tr Input rise time — 40 ns
tr Input fall time — 40 ns
tepoum | CONF_DONE high to user mode 4/ 175 437 us
tcpocy | CONF_DONE high to CLKUSR enabled 4}322:{3;;?321 — —
tepacu +
tcooumc | CONF_DONE high to user mode with CLKUSR option on (8576 x CLKUSR — —
period) (4

Notes to Table 51:

(1) Use these timing parameters when you use the decompression and design security features.

(2) You can obtain this value if you do not delay configuration by extending the nCONFIG or nSTATUS low pulse width.

(3) The minimum and maximum numbers apply only if you use the internal oscillator as the clock source for initializing the device.
(4)

4) To enable the CLKUSR pin as the initialization clock source and to obtain the maximum frequency specification on these pins, refer to the
Initialization section of the “Configuration, Design Security, and Remote System Upgrades in Stratix VV Devices” chapter.

(5) N is the DcLK-to-DATA ratio and fpg i is the DCLK frequency the system is operating.
(6) If nsTATUS is monitored, follow the tsrock Specification. If nSTATUS is not monitored, follow the tgrock Specification.
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Table 58. 10E Programmable Delay for Stratix V Devices (Part 2 of 2)

Min Fast Model Slow Model
Parameter | Available

1 Settings Offset I3

g 2) | Industrial | Commercial | C1 G2 Cc3 C4 12 I3Y’Y 14 | Unit
D3 8 0 1.587 1.699 2.793 | 2.793 | 2.992 | 3.192 | 2.811 | 3.047 | 3.257 | ns
D4 64 0 0.464 0.492 0.838 | 0.838 | 0.924 | 1.011 | 0.843 | 0.920 | 1.006 | ns
D5 64 0 0.464 0.493 0.838 | 0.838 | 0.924 | 1.011|0.844 | 0.921 | 1.006 | ns
D6 32 0 0.229 0.244 0.415 | 0.415 | 0.458 | 0.503 | 0.418 | 0.456 | 0.499 | ns

Notes to Tahle 58:

(1) You can set this value in the Quartus I software by selecting D1, D2, D3, D5, and D6 in the Assignment Name column of Assignment Editor.
(2) Minimum offset does not include the intrinsic delay.

Programmable Output Buffer Delay

Table 59 lists the delay chain settings that control the rising and falling edge delays of
the output buffer. The default delay is O ps.

Tahle 59. Programmable Output Buffer Delay for Stratix V Devices (7

Symbol Parameter Typical Unit
0 (default) ps
D Rising and/or falling edge 25 ps
OUTBUF delay 50 oS
75 ps

Note to Table 59:

(1) You can set the programmable output buffer delay in the Quartus Il software by setting the Output Buffer Delay
Control assignment to either positive, negative, or both edges, with the specific values stated here (in ps) for the
OQutput Buffer Delay assignment.

Glossary
Table 60 lists the glossary for this chapter.

Table 60. Glossary (Part 1 of 4)

Letter Subject Definitions
A
B J— I
C
D J— R
E — —
fuscLx Left and right PLL input clock frequency.
f High-speed 1/0 block—Maximum and minimum LVDS data transfer rate
F HSDR (fhspr = 1/TUI), non-DPA.
fusoroPa High-speed 1/0 block—Maximum and minimum LVDS data transfer rate
(fuspropa = 1/TUI), DPA.
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Table 60. Glossary (Part 3 of 4)

Letter Subject Definitions
Timing Diagram—the period of time during which the data must be valid in order to capture
it correctly. The setup and hold times determine the ideal strobe position within the sampling
. window, as shown:
SW (sampling Bit Time
window) < >
0.5x TCCS RSKM Sampling Window RSKM 0.5x TCCS
(sw)
The JEDEC standard for SSTL and HSTL 1/0 defines both the AC and DC input signal values.
The AC values indicate the voltage levels at which the receiver must meet its timing
specifications. The DC values indicate the voltage levels at which the final logic state of the
receiver is unambiguously defined. After the receiver input has crossed the AC value, the
receiver changes to the new logic state.
The new logic state is then maintained as long as the input stays beyond the DC threshold.
This approach is intended to provide predictable receiver timing in the presence of input
S waveform ringing:

Single-Ended Voltage Referenced I/0 Standard

Single-ended

voltage

referenced 1/0

standard

ic High-speed receiver and transmitter input and output clock period.

TCCS (channel- The timing difference between the fastest and slowest output edges, including tgq variation

to-channel-skew)

and clock skew, across channels driven by the same PLL. The clock is included in the TCCS
measurement (refer to the Timing Diagram figure under SW in this table).

High-speed 1/0 block—Duty cycle on the high-speed transmitter output clock.
Timing Unit Interval (TUI)

toury
T The timing budget allowed for skew, propagation delays, and the data sampling window.
(TUI = 1/(receiver input clock frequency multiplication factor) = t/w)
tralL Signal high-to-low transition time (80-20%)
tincey Cycle-to-cycle jitter tolerance on the PLL clock input.
toutrs 10 Period jitter on the general purpose 1/0 driven by a PLL.
toutry pC Period jitter on the dedicated clock output driven by a PLL.
trise Signal low-to-high transition time (20-80%)
U J— J—
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