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Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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About this Document
This Data Sheet is addressed to embedded hardware and software developers. It
provides the reader with detailed descriptions about the ordering designations, available
features, electrical and physical characteristics of the XMC1300 series devices.
The document describes the characteristics of a superset of the XMC1300 series
devices. For simplicity, the various device types are referred to by the collective term
XMC1300 throughout this document.

XMC1000 Family User Documentation
The set of user documentation includes:
• Reference Manual

– decribes the functionality of the superset of devices.
• Data Sheets

– list the complete ordering designations, available features and electrical
characteristics of derivative devices.

• Errata Sheets
– list deviations from the specifications given in the related Reference Manual or

Data Sheets. Errata Sheets are provided for the superset of devices.
Attention: Please consult all parts of the documentation set to attain consolidated

knowledge about your device.

Application related guidance is provided by Users Guides and Application Notes.
Please refer to http://www.infineon.com/xmc1000 to get access to the latest versions
of those documents.

Subject to Agreement on the Use of Product Information
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1.3 Device Type Features
The following table lists the available features per device type.

1.4 Chip Identification Number
The Chip Identification Number allows software to identify the marking. It is a 8 words
value with the most significant 7 words stored in Flash configuration sector 0 (CS0) at
address location : 1000 0F00H (MSB) - 1000 0F1BH (LSB). The least significant word and
most significant word of the Chip Identification Number are the value of registers
DBGROMID and IDCHIP, respectively.

Table 2 Features of XMC1300 Device Types1)

1) Features that are not included in this table are available in all the derivatives

Derivative ADC channel ACMP BCCU MATH
XMC1301-T016 11 2 - -
XMC1302-T016 11 2 1 1
XMC1302-T028 14 3 1 1
XMC1301-T038 16 3 - -
XMC1302-T038 16 3 1 1
XMC1301-Q024 13 3 - -
XMC1302-Q024 13 3 1 1
XMC1301-Q040 16 3 - -
XMC1302-Q040 16 3 1 1

Table 3 ADC Channels 1)

1) Some pins in a package may be connected to more than one channel. For the detailed mapping see the Port
I/O Function table.

Package VADC0 G0 VADC0 G1
PG-TSSOP-16 CH0..CH5 CH0..CH4
PG-TSSOP-28 CH0..CH7 CH0 .. CH4, CH7
PG-TSSOP-38 CH0..CH7 CH0..CH7
PG-VQFN-24 CH0..CH7 CH0..CH4
PG-VQFN-40 CH0..CH7 CH0..CH7

Subject to Agreement on the Use of Product Information
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Table 4 XMC1300 Chip Identification Number 
Derivative Value Marking
XMC1301-T016F0008 00013032 01CF00FF 00001FF7 0000100F 

00000C00 00001000 00003000 201ED083H

AB

XMC1301-T016F0016 00013032 01CF00FF 00001FF7 0000100F 
00000C00 00001000 00005000 201ED083H

AB

XMC1301-T016F0032 00013032 01CF00FF 00001FF7 0000100F 
00000C00 00001000 00009000 201ED083H

AB

XMC1301-T016X0008 00013033 01CF00FF 00001FF7 0000100F 
00000C00 00001000 00003000 201ED083H

AB

XMC1301-T016X0016 00013033 01CF00FF 00001FF7 0000100F 
00000C00 00001000 00005000 201ED083H

AB

XMC1302-T016X0008 00013033 01FF00FF 00001FF7 0000900F 
00000C00 00001000 00003000 201ED083H

AB

XMC1302-T016X0016 00013033 01FF00FF 00001FF7 0000900F 
00000C00 00001000 00005000 201ED083H

AB

XMC1302-T016X0032 00013033 01FF00FF 00001FF7 0000900F 
00000C00 00001000 00009000 201ED083H

AB

XMC1302-T028X0016 00013023 01FF00FF 00001FF7 0000900F 
00000C00 00001000 00005000 201ED083H

AB

XMC1301-T038F0008 00013012 01CF00FF 00001FF7 0000100F 
00000C00 00001000 00003000 201ED083H

AB

XMC1301-T038F0016 00013012 01CF00FF 00001FF7 0000100F 
00000C00 00001000 00005000 201ED083H

AB

XMC1301-T038F0032 00013012 01CF00FF 00001FF7 0000100F 
00000C00 00001000 00009000 201ED083H

AB

XMC1301-T038X0032 00013013 01CF00FF 00001FF7 0000100F 
00000C00 00001000 00009000 201ED083H

AB

XMC1301-T038F0064 00013012 01CF00FF 00001FF7 0000100F 
00000C00 00001000 00011000 201ED083H

AB

XMC1302-T038X0016 00013013 01FF00FF 00001FF7 0000900F 
00000C00 00001000 00005000 201ED083H

AB

XMC1302-T038X0032 00013013 01FF00FF 00001FF7 0000900F 
00000C00 00001000 00009000 201ED083H

AB

XMC1302-T038X0064 00013013 01FF00FF 00001FF7 0000900F 
00000C00 00001000 00011000 201ED083H

AB

Subject to Agreement on the Use of Product Information
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XMC1302-T038X0128 00013013 01FF00FF 00001FF7 0000900F 
00000C00 00001000 00021000 201ED083H

AB

XMC1302-T038X0200 00013013 01FF00FF 00001FF7 0000900F 
00000C00 00001000 00033000 201ED083H

AB

XMC1301-Q024F0008 00013062 01CF00FF 00001FF7 0000100F 
00000C00 00001000 00003000 201ED083H

AB

XMC1301-Q024F0016 00013062 01CF00FF 00001FF7 0000100F 
00000C00 00001000 00005000 201ED083H

AB

XMC1302-Q024F0016 00013062 01FF00FF 00001FF7 0000900F 
00000C00 00001000 00005000 201ED083H

AB

XMC1302-Q024F0032 00013062 01FF00FF 00001FF7 0000900F 
00000C00 00001000 00009000 201ED083H

AB

XMC1302-Q024F0064 00013062 01FF00FF 00001FF7 0000900F 
00000C00 00001000 00011000 201ED083H

AB

XMC1302-Q024X0016 00013063 01FF00FF 00001FF7 0000900F 
00000C00 00001000 00005000 201ED083H

AB

XMC1302-Q024X0032 00013063 01FF00FF 00001FF7 0000900F 
00000C00 00001000 00009000 201ED083H

AB

XMC1302-Q024X0064 00013063 01FF00FF 00001FF7 0000900F 
00000C00 00001000 00011000 201ED083H

AB

XMC1301-Q040F0008 00013042 01CF00FF 00001FF7 0000100F 
00000C00 00001000 00003000 201ED083H

AB

XMC1301-Q040F0016 00013042 01CF00FF 00001FF7 0000100F 
00000C00 00001000 00005000 201ED083H

AB

XMC1301-Q040F0032 00013042 01CF00FF 00001FF7 0000100F 
00000C00 00001000 00009000 201ED083H

AB

XMC1302-Q040X0016 00013043 01FF00FF 00001FF7 0000900F 
00000C00 00001000 00005000 201ED083H

AB

XMC1302-Q040X0032 00013043 01FF00FF 00001FF7 0000900F 
00000C00 00001000 00009000 201ED083H

AB

XMC1302-Q040X0064 00013043 01FF00FF 00001FF7 0000900F 
00000C00 00001000 00011000 201ED083H

AB

Table 4 XMC1300 Chip Identification Number  (cont’d)

Derivative Value Marking

Subject to Agreement on the Use of Product Information
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Figure 7 XMC1300 PG-VQFN-24 Pin Configuration (top view)
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Figure 8 XMC1300 PG-VQFN-40 Pin Configuration (top view)
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P2.6 ACMP1.I
NN

VADC0. 
G0CH0

ERU0.2A
1

USIC0_C
H0.DX3E

USIC0_C
H0.DX4E

USIC0_C
H1.DX5D

ORC4.AI
N

P2.7 ACMP1.I
NP

VADC0. 
G1CH1

ERU0.3A
1

USIC0_C
H0.DX5C

USIC0_C
H1.DX3D

USIC0_C
H1.DX4D

ORC5.AI
N

P2.8 ACMP0.I
NN

VADC0. 
G0CH1

VADC0. 
G1CH0

ERU0.3B
1

USIC0_C
H0.DX3D

USIC0_C
H0.DX4D

USIC0_C
H1.DX5C

ORC6.AI
N

P2.9 ACMP0.I
NP

VADC0. 
G0CH2

VADC0. 
G1CH4

ERU0.3B
0

USIC0_C
H0.DX5A

USIC0_C
H1.DX3B

USIC0_C
H1.DX4B

ORC7.AI
N

P2.10 ERU0. 
PDOUT1

CCU40. 
OUT2

ERU0. 
GOUT1

CCU80. 
OUT30

ACMP0. 
OUT

USIC0_C
H1.DOUT
0

VADC0. 
G0CH3

VADC0. 
G1CH2

ERU0.2B
0

USIC0_C
H0.DX3C

USIC0_C
H0.DX4C

USIC0_C
H1.DX0F

P2.11 ERU0. 
PDOUT0

CCU40. 
OUT3

ERU0. 
GOUT0

CCU80. 
OUT31

USIC0_C
H1.SCLK
OUT

USIC0_C
H1.DOUT
0

ACMP.RE
F

VADC0. 
G0CH4

VADC0. 
G1CH3

ERU0.2B
1

USIC0_C
H1.DX0E

USIC0_C
H1.DX1E

Table 9 Port I/O Functions (cont’d)
Function Outputs Inputs

ALT1 ALT2 ALT3 ALT4 ALT5 ALT6 ALT7 Input Input Input Input Input Input Input Input Input Input
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3 Electrical Parameters
This section provides the electrical parameters which are implementation-specific for the
XMC1300.

3.1 General Parameters
 

3.1.1 Parameter Interpretation
The parameters listed in this section represent partly the characteristics of the XMC1300
and partly its requirements on the system. To aid interpreting the parameters easily
when evaluating them for a design, they are indicated by the abbreviations in the
“Symbol” column:
• CC

Such parameters indicate Controller Characteristics, which are distinctive feature of
the XMC1300 and must be regarded for a system design.

• SR
Such parameters indicate System Requirements, which must be provided by the
application system in which the XMC1300 is designed in.

Subject to Agreement on the Use of Product Information
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3.1.3 Pin Reliability in Overload
When receiving signals from higher voltage devices, low-voltage devices experience
overload currents and voltages that go beyond their own IO power supplies specification.
Table 12 defines overload conditions that will not cause any negative reliability impact if
all the following conditions are met:
• full operation life-time is not exceeded
• Operating Conditions are met for

– pad supply levels (VDDP)
– temperature

If a pin current is outside of the Operating Conditions but within the overload
conditions, then the parameters of this pin as stated in the Operating Conditions can no
longer be guaranteed. Operation is still possible in most cases but with relaxed
parameters.
Note: An overload condition on one or more pins does not require a reset.

Note: A series resistor at the pin to limit the current to the maximum permitted overload
current is sufficient to handle failure situations like short to battery.

Figure 10 shows the path of the input currents during overload via the ESD protection
structures. The diodes against VDDP and ground are a simplified representation of these
ESD protection structures.

Table 12 Overload Parameters
Parameter Symbol Values Unit Note / 

Test ConditionMin. Typ. Max.
Input current on any port pin 
during overload condition

IOV SR -5 – 5 mA

Absolute sum of all input 
circuit currents during 
overload condition

IOVS SR – – 25 mA

Subject to Agreement on the Use of Product Information
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Figure 10 Input Overload Current via ESD structures

Table 13 and Table 14 list input voltages that can be reached under overload conditions.
Note that the absolute maximum input voltages as defined in the Absolute Maximum
Ratings must not be exceeded during overload.

Table 13 PN-Junction Characterisitics for positive Overload
Pad Type IOV = 5 mA
Standard, High-current, 
AN/DIG_IN

VIN = VDDP + 0.5 V
VAIN = VDDP + 0.5 V
VAREF = VDDP + 0.5 V

P2.[1,2,6:9,11] VINP2 = VDDP + 0.3 V

Table 14 PN-Junction Characterisitics for negative Overload
Pad Type IOV = 5 mA
Standard, High-current, 
AN/DIG_IN

VIN = VSS - 0.5 V
VAIN = VSS - 0.5 V
VAREF = VSS - 0.5 V

P2.[1,2,6:9,11] VINP2 = VSS - 0.3 V

Pn.y IOVx

GND
ESD Pad

GND

VDDPVDDP

Subject to Agreement on the Use of Product Information
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Input Hysteresis8) HYS CC 0.08 × 
VDDP

– V CMOS Mode (5 V), 
Standard Hysteresis

0.03 × 
VDDP

– V CMOS Mode (3.3 V), 
Standard Hysteresis

0.02 × 
VDDP

– V CMOS Mode (2.2 V), 
Standard Hysteresis

0.5 × 
VDDP

0.75 × 
VDDP

V CMOS Mode(5 V),
Large Hysteresis

0.4 × 
VDDP

0.75 × 
VDDP

V CMOS Mode(3.3 V),
Large Hysteresis

0.2 × 
VDDP

0.65 × 
VDDP

V CMOS Mode(2.2 V),
Large Hysteresis

Pin capacitance (digital 
inputs/outputs)

CIO CC – 10 pF

Pull-up resistor on port 
pins

RPUP CC 20 50 kohm VIN = VSSP

Pull-down resistor on 
port pins

RPDP CC 20 50 kohm VIN = VDDP

Input leakage current9) IOZP CC -1 1 μA 0 < VIN < VDDP,
TA ≤ 105 °C

Voltage on any pin 
during VDDP power off

VPO SR – 0.3 V 10)

Maximum current per 
pin (excluding P1, VDDP 
and VSS)

IMP SR -10 11 mA –

Maximum current per 
high currrent pins

IMP1A SR -10 50 mA –

Maximum current into 
VDDP (TSSOP16, 
VQFN24)

IMVDD1 SR – 130 mA 18)

Maximum current into 
VDDP (TSSOP38, 
VQFN40)

IMVDD2 SR – 260 mA 18)

Table 16 Input/Output Characteristics (Operating Conditions apply) (cont’d)

Parameter Symbol Limit Values Unit Test Conditions
Min. Max.

Subject to Agreement on the Use of Product Information
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Maximum current out of 
VSS (TSSOP16, 
VQFN24)

IMVSS1 SR – 130 mA 18)

Maximum current out of 
VSS (TSSOP38, 
VQFN40)

IMVSS2 SR – 260 mA 18)

1) Rise/Fall time parameters are taken with 10% - 90% of supply.
2) Additional rise/fall time valid for CL = 50 pF - CL = 100 pF @ 0.150 ns/pF at 5 V supply voltage.
3) Additional rise/fall time valid for CL = 50 pF - CL = 100 pF @ 0.205 ns/pF at 3.3 V supply voltage.
4) Additional rise/fall time valid for CL = 50 pF - CL = 100 pF @ 0.445 ns/pF at 1.8 V supply voltage.
5) Additional rise/fall time valid for CL = 50 pF - CL = 100 pF @ 0.225 ns/pF at 5 V supply voltage.
6) Additional rise/fall time valid for CL = 50 pF - CL = 100 pF @ 0.288 ns/pF at 3.3 V supply voltage.
7) Additional rise/fall time valid for CL = 50 pF - CL = 100 pF @ 0.588 ns/pF at 1.8 V supply voltage.
8) Hysteresis is implemented to avoid meta stable states and switching due to internal ground bounce. It cannot

be guaranteed that it suppresses switching due to external system noise.
9) An additional error current (IINJ) will flow if an overload current flows through an adjacent pin.
10) However, for applications with strict low power-down current requirements, it is mandatory that no active

voltage source is supplied at any GPIO pin when VDDP is powered off.

Table 16 Input/Output Characteristics (Operating Conditions apply) (cont’d)

Parameter Symbol Limit Values Unit Test Conditions
Min. Max.

Subject to Agreement on the Use of Product Information
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Gain settings GIN CC 1 – GNCTRxz.GAINy = 00B 
(unity gain)

3 – GNCTRxz.GAINy = 01B 
(gain g1)

6 – GNCTRxz.GAINy = 10B 
(gain g2)

12 – GNCTRxz.GAINy = 11B 
(gain g3)

Sample Time tsample CC 3 – – 1 / 
fADC

VDD = 5.0 V

3 – – 1 / 
fADC

VDD = 3.3 V

30 – – 1 / 
fADC

VDD = 2.0 V 

Sigma delta loop hold 
time

tSD_hold 
CC

20 – – μs Residual charge stored 
in an active sigma delta 
loop remains available

Conversion time
in fast compare mode

tCF CC 9 1 / 
fADC

2)

Conversion time
in 12-bit mode

tC12 CC 20 1 / 
fADC

2)

Maximum sample rate 
in 12-bit mode 3)

fC12 CC – – fADC / 
42.5

– 1 sample
pending

– – fADC / 
62.5

– 2 samples
pending

Conversion time
in 10-bit mode

tC10 CC 18 1 / 
fADC

2)

Maximum sample rate 
in 10-bit mode 3)

fC10 CC – – fADC / 
40.5

– 1 sample
pending

– – fADC / 
58.5

– 2 samples
pending

Conversion time
in 8-bit mode

tC8 CC 16 1 / 
fADC

2)

Table 17 ADC Characteristics (Operating Conditions apply)1) (cont’d)

Parameter Symbol Values Unit Note / Test Condition
Min. Typ. Max.

Subject to Agreement on the Use of Product Information
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Maximum sample rate 
in 8-bit mode 3)

fC8 CC – – fADC / 
38.5

– 1 sample
pending

– – fADC / 
54.5

– 2 samples
pending

RMS noise 4) ENRMS 
CC

– 1.5 – LSB
12

DC input, 
VDD = 5.0 V,
VAIN = 2.5 V,
25°C

DNL error EADNL CC – ±2.0 – LSB
12

INL error EAINL CC – ±4.0 – LSB
12

Gain error with 
external reference

EAGAIN 
CC

– ±0.5 – % SHSCFG.AREF = 00B 
(calibrated)

Gain error with internal 
reference 5)

EAGAIN 
CC

– ±3.6 – % SHSCFG.AREF = 1XB 
(calibrated),
-40°C - 105°C

– ±2.0 – % SHSCFG.AREF = 1XB 
(calibrated),
0°C - 85°C

Offset error EAOFF CC – ±8.0 – mV Calibrated,
VDD = 5.0 V 

1) The parameters are defined for ADC clock frequency fSH = 32MHz, SHSCFG.DIVS = 0000B. Usage of any
other frequencies may affect the ADC performance. 

2) No pending samples assumed, excluding sampling time and calibration.
3) Includes synchronization and calibration (average of gain and offset calibration).
4) This parameter can also be defined as an SNR value: SNR[dB] = 20 × log(AMAXeff / NRMS).

With AMAXeff = 2N / 2, SNR[dB] = 20 × log ( 2048 / NRMS) [N = 12].
NRMS = 1.5 LSB12, therefore, equals SNR = 20 × log (2048 / 1.5) = 62.7 dB.

5) Includes error from the reference voltage.

Table 17 ADC Characteristics (Operating Conditions apply)1) (cont’d)

Parameter Symbol Values Unit Note / Test Condition
Min. Typ. Max.

Subject to Agreement on the Use of Product Information
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3.2.6 Power Supply Current 
The total power supply current defined below consists of a leakage and a switching
component.
Application relevant values are typically lower than those given in the following tables,
and depend on the customer's system operating conditions (e.g. thermal connection or
used application configurations).
Note: These parameters are not subject to production test, but verified by design and/or

characterization.

Table 21 Power Supply Parameters; VDDP = 5V
Parameter Symbol Values Unit Note / 

Test ConditionMin
.

Typ.1) Max.

Active mode current
Peripherals enabled
fMCLK / fPCLK in MHz2)

IDDPAE CC − 9.2 12 mA 32 / 64 
− 8.1 - mA 24 / 48
− 6.6 - mA 16 / 32
− 5.5 - mA 8 / 16
− 4 - mA 1 / 1

Active mode current
Peripherals disabled
fMCLK / fPCLK in MHz3)

IDDPAD CC − 4.8 - mA 32 / 64 
− 4.1 - mA 24 / 48
− 3.3 - mA 16 / 32
− 2.7 - mA 8 / 16
− 1.5 - mA 1 / 1

Active mode current
Code execution from RAM
Flash is powered down
fMCLK / fPCLK in MHz

IDDPAR CC − 7.3 - mA 32 / 64 
− 6.3 - mA 24 / 48
− 5.2 - mA 16 / 32
− 4.2 - mA 8 / 16
− 3.3 - mA 1 / 1

Sleep mode current
Peripherals clock enabled
fMCLK / fPCLK in MHz4)

IDDPSE CC − 6.6 - mA 32 / 64 
5.8 - mA 24 / 48
5.1 - mA 16 / 32
4.4 - mA 8 / 16
3.7 - mA 1 / 1
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Figure 23 USIC IIC Stand and Fast Mode Timing

3.3.6.3 Inter-IC Sound (IIS) Interface Timing 
The following parameters are applicable for a USIC channel operated in IIS mode.
Note: Operating Conditions apply.

Table 33 USIC IIS Master Transmitter Timing
Parameter Symbol Values Unit Note / 

Test ConditionMin. Typ. Max.
Clock period t1 CC 2/fMCLK - - ns VDDP ≥ 3 V

4/fMCLK - - ns VDDP < 3 V
Clock HIGH t2 CC 0.35 x 

t1min

- - ns

Clock Low t3 CC 0.35 x 
t1min

- - ns

Hold time t4 CC 0 - - ns
Clock rise time t5 CC - - 0.15 x 

t1min

ns

SCL

SDA

SCL

SDA

t1 t2

t1 t2

t10

t9t7t8

t7

t3

t4

t5

t6

P SSr

S

70%

30%

9th

clock

9th

clock
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4.2 Package Outlines

Figure 26 PG-TSSOP-38-9
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Figure 28 PG-TSSOP-16-8
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Figure 30 PG-VQFN-40-13

All dimensions in mm.

Subject to Agreement on the Use of Product Information


