
STMicroelectronics - STM32F401CCY6TT Datasheet

Welcome to E-XFL.COM

What is "Embedded - Microcontrollers"?

"Embedded - Microcontrollers" refer to small, integrated
circuits designed to perform specific tasks within larger
systems. These microcontrollers are essentially compact
computers on a single chip, containing a processor core,
memory, and programmable input/output peripherals.
They are called "embedded" because they are embedded
within electronic devices to control various functions,
rather than serving as standalone computers.
Microcontrollers are crucial in modern electronics,
providing the intelligence and control needed for a wide
range of applications.

Applications of "Embedded -
Microcontrollers"

Embedded microcontrollers are used in virtually every
sector of electronics, providing the necessary control and
processing power for a multitude of applications. In
consumer electronics, they manage the operations of
smartphones, home appliances, and wearable devices. In
automotive systems, microcontrollers control engine
functions, safety features, and infotainment systems.
Industrial applications rely on microcontrollers for
automation, robotics, and process control. Additionally,
microcontrollers are integral in medical devices, handling
functions such as monitoring, diagnostics, and control of
therapeutic equipment. Their versatility and
programmability make them essential components in
creating efficient, responsive, and intelligent electronic
systems.

Common Subcategories of "Embedded -
Microcontrollers"

Embedded microcontrollers can be categorized based on
their architecture, performance, and application focus.
Common subcategories include 8-bit, 16-bit, and 32-bit
microcontrollers, differentiated by their processing power
and memory capacity. 8-bit microcontrollers are typically
used in simple applications like basic control systems and
small devices. 16-bit microcontrollers offer a balance
between performance and complexity, suitable for
medium-scale applications like industrial automation. 32-
bit microcontrollers provide high performance and are
used in complex applications requiring advanced
processing, such as automotive systems and sophisticated
consumer electronics. Each subcategory serves a specific
range of applications, providing tailored solutions for
different performance and complexity needs.

Types of "Embedded - Microcontrollers"

There are various types of embedded microcontrollers,
each designed to meet specific application requirements.
General-purpose microcontrollers are versatile and used in
a wide range of applications, offering a balance of
performance, memory, and peripheral options. Special-
purpose microcontrollers are tailored for specific tasks,
such as automotive controllers, which include features like
built-in motor control peripherals and automotive-grade
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2 Description

The STM32F401XB/STM32F401XC devices are based on the high-performance 
ARM® Cortex® -M4 32-bit RISC core operating at a frequency of up to 84 MHz. The 
Cortex®-M4 core features a Floating point unit (FPU) single precision which supports all 
ARM single-precision data-processing instructions and data types. It also implements a full 
set of DSP instructions and a memory protection unit (MPU) which enhances application 
security. 

The STM32F401xB/STM32F401xC incorporate high-speed embedded memories (up to 
256 Kbytes of Flash memory, up to 64 Kbytes of SRAM), and an extensive range of 
enhanced I/Os and peripherals connected to two APB buses, two AHB buses and a 32-bit 
multi-AHB bus matrix.

All devices offer one 12-bit ADC, a low-power RTC, six general-purpose 16-bit timers 
including one PWM timer for motor control, two general-purpose 32-bit timers. They also 
feature standard and advanced communication interfaces. 

• Up to three I2Cs

• Up to four SPIs

• Two full duplex I2Ss. To achieve audio class accuracy, the I2S peripherals can be 
clocked via a dedicated internal audio PLL or via an external clock to allow 
synchronization.

• Three USARTs

• SDIO interface

• USB 2.0 OTG full speed interface

Refer to Table 2: STM32F401xB/C features and peripheral counts for the peripherals 
available for each part number. 

The STM32F401xB/STM32F401xC operate in the –40 to +105 °C temperature range from a 
1.7 (PDR OFF) to 3.6 V power supply. A comprehensive set of power-saving mode allows 
the design of low-power applications.

These features make the STM32F401xB/STM32F401xC microcontrollers suitable for a 
wide range of applications:

• Motor drive and application control

• Medical equipment

• Industrial applications: PLC, inverters, circuit breakers

• Printers, and scanners

• Alarm systems, video intercom, and HVAC

• Home audio appliances

• Mobile phone sensor hub

Figure 3 shows the general block diagram of the devices.
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3.22 Serial peripheral interface (SPI)

The devices feature up to four SPIs in slave and master modes in full-duplex and simplex 
communication modes. SPI1 and SPI4  can communicate at up to 42 Mbit/s, SPI2 and SPI3 
can communicate at up to 21 Mbit/s. The 3-bit prescaler gives 8 master mode frequencies 
and the frame is configurable to 8 bits or 16 bits. The hardware CRC generation/verification 
supports basic SD Card/MMC modes. All SPIs can be served by the DMA controller.

The SPI interface can be configured to operate in TI mode for communications in master 
mode and slave mode.

3.23 Inter-integrated sound (I2S)

 Two standard I2S interfaces (multiplexed with SPI2 and SPI3) are available. They can be 
operated in master or slave mode, in full duplex and simplex communication modes  and 
can be configured to operate with a 16-/32-bit resolution as an input or output channel. 
Audio sampling frequencies from 8 kHz up to 192 kHz are supported. When either or both of 
the I2S interfaces is/are configured in master mode, the master clock can be output to the 
external DAC/CODEC at 256 times the sampling frequency. 

All I2Sx can be served by the DMA controller.

3.24 Audio PLL (PLLI2S)

The devices feature an additional dedicated PLL for audio I2S application. It allows to 
achieve error-free I2S sampling clock accuracy without compromising on the CPU 
performance. 

The PLLI2S configuration can be modified to manage an I2S sample rate change without 
disabling the main PLL (PLL) used for the CPU.

The audio PLL can be programmed with very low error to obtain sampling rates ranging 
from 8 kHz to 192 kHz. 

In addition to the audio PLL, a master clock input pin can be used to synchronize the I2S 
flow with an external PLL (or Codec output). 

Table 6. USART feature comparison

USART 
name

Standard 
features

Modem 
(RTS/CTS)

LIN
SPI 

master
irDA

Smartcard 
(ISO 7816)

Max. baud 
rate in Mbit/s 

(oversampling 
by 16)

Max. baud 
rate in Mbit/s 

(oversampling 
by 8)

APB 
mapping

USART1 X X X X X X 5.25 10.5
APB2 
(max. 

84 MHz)

USART2 X X X X X X 2.62 5.25
APB1 
(max. 

42 MHz)

USART6 X N.A X X X X 5.25 10.5
APB2 
(max. 

84 MHz)
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4 Pinouts and pin description

Figure 10. STM32F401xB/STM32F401xC WLCSP49 pinout

1. The above figure shows the package top view.
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6 Electrical characteristics

6.1 Parameter conditions

Unless otherwise specified, all voltages are referenced to VSS.

6.1.1 Minimum and maximum values

Unless otherwise specified the minimum and maximum values are guaranteed in the worst 
conditions of ambient temperature, supply voltage and frequencies by tests in production on 
100% of the devices with an ambient temperature at TA = 25 °C and TA = TAmax (given by 
the selected temperature range).

Data based on characterization results, design simulation and/or technology characteristics 
are indicated in the table footnotes and are not tested in production. Based on 
characterization, the minimum and maximum values refer to sample tests and represent the 
mean value plus or minus three times the standard deviation (mean ±3 σ).

6.1.2 Typical values

Unless otherwise specified, typical data are based on TA = 25 °C, VDD = 3.3 V (for the 
1.7 V ≤VDD ≤3.6 V voltage range). They are given only as design guidelines and are not 
tested.

Typical ADC accuracy values are determined by characterization of a batch of samples from 
a standard diffusion lot over the full temperature range, where 95% of the devices have an 
error less than or equal to the value indicated (mean ±2 σ).

6.1.3 Typical curves

Unless otherwise specified, all typical curves are given only as design guidelines and are 
not tested.

6.1.4 Loading capacitor

The loading conditions used for pin parameter measurement are shown in Figure 16.

Figure 16. Pin loading conditions
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6.1.6 Power supply scheme

Figure 18. Power supply scheme 

1. To connect PDR_ON pin, refer to Section 3.14: Power supply supervisor.

2. The 4.7 µF ceramic capacitor must be connected to one of the VDD pin.

3. VCAP_2 pad is only available on LQFP100 and UFBGA100 packages.

4. VDDA=VDD and VSSA=VSS.

Caution: Each power supply pair (VDD/VSS, VDDA/VSSA ...) must be decoupled with filtering ceramic 
capacitors as shown above. These capacitors must be placed as close as possible to, or 
below, the appropriate pins on the underside of the PCB to ensure good operation of the 
device. It is not recommended to remove filtering capacitors to reduce PCB size or cost. 
This might cause incorrect operation of the device.
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6.3.6 Supply current characteristics

The current consumption is a function of several parameters and factors such as the 
operating voltage, ambient temperature, I/O pin loading, device software configuration, 
operating frequencies, I/O pin switching rate, program location in memory and executed 
binary code.
The current consumption is measured as described in Figure 19: Current consumption 
measurement scheme.

All the run-mode current consumption measurements given in this section are performed 
with a reduced code that gives a consumption equivalent to CoreMark code.

VPDRhyst
(2) PDR hysteresis - 40 - mV

VBOR1
Brownout level 1 
threshold

Falling edge 2.13 2.19 2.24

V

Rising edge 2.23 2.29 2.33

VBOR2
Brownout level 2 
threshold

Falling edge 2.44 2.50 2.56

Rising edge 2.53 2.59 2.63

VBOR3
Brownout level 3 
threshold

Falling edge 2.75 2.83 2.88

Rising edge 2.85 2.92 2.97

VBORhyst
(2) BOR hysteresis - 100 - mV

TRSTTEMPO
(2)(3) POR reset timing 0.5 1.5 3.0 ms

IRUSH
(2)

InRush current on 
voltage regulator power-
on (POR or wakeup from 
Standby)

- 160 200 mA

ERUSH
(2)

InRush energy on 
voltage regulator power-
on (POR or wakeup from 
Standby)

VDD = 1.7 V, TA = 105 °C, 

IRUSH = 171 mA for 31 µs
- - 5.4 µC

1. The product behavior is guaranteed by design down to the minimum VPOR/PDR value.

2. Guaranteed by design.

3. The reset timing is measured from the power-on (POR reset or wakeup from VBAT) to the instant when first 
instruction is fetched by the user application code.

Table 19. Embedded reset and power control block characteristics (continued)

Symbol Parameter Conditions Min Typ Max Unit
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6.3.7 Wakeup time from low-power modes

The wakeup times given in Table 34 are measured starting from the wakeup event trigger up 
to the first instruction executed by the CPU:

• For Stop or Sleep modes: the wakeup event is WFE.

• WKUP (PA0) pin is used to wakeup from Standby, Stop and Sleep modes.

All timings are derived from tests performed under ambient temperature and VDD=3.3 V.

         

APB2

(up to 84MHz)

TIM1 5.71

µA/MHz

TIM9 2.86

TIM10 1.79

TIM11 2.02

ADC1(2) 2.98

SPI1 1.19

USART1 3.10

USART6 2.86

SDIO 5.95

SPI4 1.31

SYSCFG 0.71

1. I2SMOD bit set in SPI_I2SCFGR register, and then the I2SE bit set to enable I2S peripheral.

2. When the ADC is ON (ADON bit set in the ADC_CR2 register), add an additional power consumption of 1.6 
mA for the analog part.

Table 33. Peripheral current consumption (continued)

Peripheral  IDD (typ) Unit

Table 34. Low-power mode wakeup timings(1)

Symbol Parameter Min(1) Typ(1) Max(1) Unit

tWUSLEEP
(2) Wakeup from Sleep mode - 4 6

CPU 
clock 
cycle

tWUSTOP
(2)

Wakeup from Stop mode, usage of main regulator - 13.5 14.5

µs

Wakeup from Stop mode, usage of main regulator, Flash 
memory in Deep power down mode

- 105 111

Wakeup from Stop mode, regulator in low power mode - 21 33

Wakeup from Stop mode, regulator in low power mode, 
Flash memory in Deep power down mode

- 113 130

tWUSTDBY
(2)(3) Wakeup from Standby mode - 314 407 µs

1. Guaranteed by characterization.

2. The wakeup times are measured from the wakeup event to the point in which the application code reads the first instruction.
3. tWUSTDBY maximum value is given at –40 °C.
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Figure 22. High-speed external clock source AC timing diagram

Table 36. Low-speed external user clock characteristics

Symbol Parameter Conditions Min Typ Max Unit

fLSE_ext
User External clock source 
frequency(1) - 32.768 1000 kHz

VLSEH
OSC32_IN input pin high level 
voltage

0.7VDD - VDD
V

VLSEL OSC32_IN input pin low level voltage VSS - 0.3VDD

tw(LSE)
tf(LSE)

OSC32_IN high or low time(1) 450 - -

ns
tr(LSE)
tf(LSE)

OSC32_IN rise or fall time(1) - - 50

Cin(LSE) OSC32_IN input capacitance(1) - 5 - pF

DuCy(LSE) Duty cycle 30 - 70 %

IL OSC32_IN Input leakage current VSS ≤ VIN ≤ VDD - - ±1 µA

1. Guaranteed by design.
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IDD(PLL)
(4) PLL power consumption on VDD

VCO freq = 192 MHz

VCO freq = 432 MHz

0.15

0.45
-

0.40

0.75
mA

IDDA(PLL)
(4) PLL power consumption on 

VDDA
VCO freq = 192 MHz

VCO freq = 432 MHz

0.30

0.55
-

0.40

0.85

1. Take care of using the appropriate division factor M to obtain the specified PLL input clock values. The M factor is shared 
between PLL and PLLI2S.

2. Guaranteed by design.

3. The use of 2 PLLs in parallel could degraded the Jitter up to +30%.

4. Guaranteed by characterization.

Table 41. Main PLL characteristics (continued)

Symbol Parameter Conditions Min Typ Max Unit

Table 42. PLLI2S (audio PLL) characteristics

Symbol Parameter Conditions Min Typ Max Unit

fPLLI2S_IN PLLI2S input clock(1) 0.95(2) 1 2.10

MHzfPLLI2S_OUT PLLI2S multiplier output clock - - 216

fVCO_OUT PLLI2S VCO output 192 - 432

tLOCK PLLI2S lock time
VCO freq = 192 MHz 75 - 200

µs
VCO freq = 432 MHz 100 - 300

Jitter(3)

Master I2S clock jitter

Cycle to cycle at 
12.288 MHz on 
48 KHz period, 
N=432, R=5

RMS - 90 -

 peak 
to 

peak
-  ±280 -

ps

Average frequency of 
12.288 MHz 

N = 432, R = 5

on 1000 samples

- 90 -

WS I2S clock jitter
Cycle to cycle at 48 KHz

on 1000 samples
- 400 -

IDD(PLLI2S)
(4) PLLI2S power consumption on 

VDD

VCO freq = 192 MHz

VCO freq = 432 MHz

0.15

0.45
-

0.40

0.75
mA

IDDA(PLLI2S)
(4) PLLI2S power consumption on 

VDDA

VCO freq = 192 MHz

VCO freq = 432 MHz

0.30

0.55
-

0.40

0.85

1. Take care of using the appropriate division factor M to have the specified PLL input clock values.

2. Guaranteed by design.

3. Value given with main PLL running.

4. Guaranteed by characterization.
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6.3.11 PLL spread spectrum clock generation (SSCG) characteristics

The spread spectrum clock generation (SSCG) feature allows to reduce electromagnetic 
interferences (see Table 49: EMI characteristics for WLCSP49). It is available only on the 
main PLL. 

         

Equation 1

The frequency modulation period (MODEPER) is given by the equation below:

fPLL_IN and fMod must be expressed in Hz. 

As an example: 

If fPLL_IN = 1 MHz, and fMOD = 1 kHz, the modulation depth (MODEPER) is given by 
equation 1: 

Equation 2

Equation 2 allows to calculate the increment step (INCSTEP):

fVCO_OUT must be expressed in MHz.

With a modulation depth (md) = ±2 % (4 % peak to peak), and PLLN = 240 (in MHz): 

An amplitude quantization error may be generated because the linear modulation profile is 
obtained by taking the quantized values (rounded to the nearest integer) of MODPER and 
INCSTEP. As a result, the achieved modulation depth is quantized. The percentage 
quantized modulation depth is given by the following formula:

As a result: 

Table 43. SSCG parameters constraint

Symbol Parameter Min Typ Max(1) Unit

fMod Modulation frequency - - 10 KHz

md Peak modulation depth 0.25 - 2 %

MODEPER * INCSTEP - - 215-1 -

1. Guaranteed by design.

MODEPER round fPLL_IN 4 fMod×( )⁄[ ]=

MODEPER round 10
6

4 10
3×( )⁄[ ] 250= =

INCSTEP round 2
15

1–( ) md PLLN××( ) 100 5× MODEPER×( )⁄[ ]=

INCSTEP round 2
15

1–( ) 2 240××( ) 100 5× 250×( )⁄[ ] 126md(quantitazed)%= =

mdquantized% MODEPER INCSTEP× 100× 5×( ) 2
15

1–( ) PLLN×( )⁄=

mdquantized% 250 126× 100× 5×( ) 2
15

1–( ) 240×( )⁄ 2.002%(peak)= =
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Table 47. Flash memory endurance and data retention

6.3.13 EMC characteristics

Susceptibility tests are performed on a sample basis during device characterization.

Functional EMS (electromagnetic susceptibility)

While a simple application is executed on the device (toggling 2 LEDs through I/O ports). 
the device is stressed by two electromagnetic events until a failure occurs. The failure is 
indicated by the LEDs:

• Electrostatic discharge (ESD) (positive and negative) is applied to all device pins until 
a functional disturbance occurs. This test is compliant with the IEC 61000-4-2 standard.

• FTB: A burst of fast transient voltage (positive and negative) is applied to VDD and VSS 
through a 100 pF capacitor, until a functional disturbance occurs. This test is compliant 
with the IEC 61000-4-4 standard.

A device reset allows normal operations to be resumed. 

The test results are given in Table 48. They are based on the EMS levels and classes 
defined in application note AN1709.

Vprog Programming voltage 2.7 - 3.6 V

VPP VPP voltage range 7 - 9 V

IPP
Minimum current sunk on 
the VPP pin

10 - - mA

tVPP
(3) Cumulative time during 

which VPP is applied
- - 1 hour

1. Guaranteed by design.

2. The maximum programming time is measured after 100K erase operations.

3. VPP should only be connected during programming/erasing.

Symbol Parameter  Conditions
Value

Unit
Min(1)

1. Guaranteed by characterization.

NEND Endurance
TA = –40 to +85 °C (6 suffix versions)

TA = –40 to +105 °C (7 suffix versions)
10 kcycles

tRET Data retention

1 kcycle(2) at TA = 85 °C

2. Cycling performed over the whole temperature range.

30

Years1 kcycle(2) at TA = 105 °C 10

10 kcycles(2) at TA = 55 °C 20

Table 46. Flash memory programming with VPP voltage  (continued)

Symbol Parameter  Conditions Min(1) Typ Max(1) Unit
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Figure 30. FT I/O input characteristics

Output driving current

The GPIOs (general purpose input/outputs) can sink or source up to ±8 mA, and sink or 
source up to ±20 mA (with a relaxed VOL/VOH) except PC13, PC14 and PC15 which can 
sink or source up to ±3mA. When using the PC13 to PC15 GPIOs in output mode, the speed 
should not exceed 2 MHz with a maximum load of 30 pF.

In the user application, the number of I/O pins which can drive current must be limited to 
respect the absolute maximum rating specified in Section 6.2. In particular:

• The sum of the currents sourced by all the I/Os on VDD, plus the maximum Run 
consumption of the MCU sourced on VDD, cannot exceed the absolute maximum rating 
ΣIVDD (see Table 12). 

• The sum of the currents sunk by all the I/Os on VSS plus the maximum Run 
consumption of the MCU sunk on VSS cannot exceed the absolute maximum rating 
ΣIVSS (see Table 12). 

Output voltage levels

Unless otherwise specified, the parameters given in Table 55 are derived from tests 
performed under ambient temperature and VDD supply voltage conditions summarized in 
Table 14. All I/Os are CMOS and TTL compliant.
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Figure 31. I/O AC characteristics definition 

6.3.17 NRST pin characteristics

The NRST pin input driver uses CMOS technology. It is connected to a permanent pull-up 
resistor, RPU (see Table 54).

Unless otherwise specified, the parameters given in Table 57 are derived from tests 
performed under the ambient temperature and VDD supply voltage conditions summarized 
in Table 14. Refer to Table 54: I/O static characteristics for the values of VIH and VIL for 
NRST pin.

         

Table 57. NRST pin characteristics 

Symbol Parameter Conditions Min Typ Max Unit

RPU
Weak pull-up equivalent 
resistor(1) VIN = VSS 30 40 50 kΩ

VF(NRST)
(2) NRST Input filtered pulse - - 100 ns

VNF(NRST)
(2) NRST Input not filtered pulse VDD > 2.7 V 300 - - ns

TNRST_OUT Generated reset pulse duration
Internal Reset 

source
20 - - µs

1. The pull-up is designed with a true resistance in series with a switchable PMOS. This PMOS contribution to the series 
resistance must be minimum (~10% order).

2. Guaranteed by design.
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Equation 1: RAIN max formula

The formula above (Equation 1) is used to determine the maximum external impedance 
allowed for an error below 1/4 of LSB. N = 12 (from 12-bit resolution) and k is the number of 
sampling periods defined in the ADC_SMPR1 register.

         

         

         

Table 67. ADC accuracy at fADC = 18 MHz

Symbol Parameter Test conditions Typ Max(1)

1. Guaranteed by characterization.

Unit

ET Total unadjusted error

fADC =18 MHz

VDDA = 1.7 to 3.6 V

VREF = 1.7 to 3.6 V

VDDA − VREF < 1.2 V

±3 ±4

LSB
EO Offset error ±2 ±3

EG Gain error ±1 ±3

ED Differential linearity error ±1 ±2

EL Integral linearity error ±2 ±3

Table 68. ADC accuracy at fADC = 30 MHz

Symbol Parameter Test conditions Typ Max(1)

1. Guaranteed by characterization.

Unit

ET Total unadjusted error
fADC = 30 MHz, 
RAIN < 10 kΩ, 
VDDA = 2.4 to 3.6 V, 
VREF = 1.7 to 3.6 V, 
VDDA − VREF < 1.2 V

±2 ±5

LSB

EO Offset error ±1.5 ±2.5

EG Gain error ±1.5 ±3

ED Differential linearity error ±1 ±2

EL Integral linearity error ±1.5 ±3

Table 69. ADC accuracy at fADC = 36 MHz

Symbol Parameter Test conditions Typ Max(1)

1. Guaranteed by characterization.

Unit

ET Total unadjusted error

fADC =36 MHz,

VDDA = 2.4 to 3.6 V,

VREF = 1.7 to 3.6 V

VDDA − VREF < 1.2 V

±4 ±7

LSB

EO Offset error ±2 ±3

EG Gain error ±3 ±6

ED Differential linearity error ±2 ±3

EL Integral linearity error ±3 ±6

RAIN
k 0.5–( )

fADC CADC 2
N 2+( )ln××

---------------------------------------------------------------- RADC–=
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General PCB design guidelines

Power supply decoupling should be performed as shown in Figure 42 or Figure 43, 
depending on whether VREF+ is connected to VDDA or not. The 10 nF capacitors should be 
ceramic (good quality). They should be placed them as close as possible to the chip.

Figure 42. Power supply and reference decoupling (VREF+ not connected to VDDA)

1. VREF+ and VREF- inputs are both available on UFBGA100. VREF+ is also available on LQFP100. When 
VREF+ and VREF- are not available, they are internally connected to VDDA and VSSA.
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6.3.22 VBAT monitoring characteristics

         

6.3.23 Embedded reference voltage

The parameters given in Table 75 are derived from tests performed under ambient 
temperature and VDD supply voltage conditions summarized in Table 14.

          

         

6.3.24 SD/SDIO MMC card host interface (SDIO) characteristics

Unless otherwise specified, the parameters given in Table 77 for the SDIO/MMC interface 
are derived from tests performed under the ambient temperature, fPCLK2 frequency and VDD 
supply voltage conditions summarized in Table 14, with the following configuration: 

• Output speed is set to OSPEEDRy[1:0] = 10

• Capacitive load C = 30 pF

• Measurement points are done at CMOS levels: 0.5VDD

Table 74. VBAT monitoring characteristics

Symbol Parameter Min Typ Max Unit

R Resistor bridge for VBAT - 50 - KΩ 

Q Ratio on VBAT measurement - 4 -

Er(1) Error on Q –1 - +1 %

TS_vbat
(2)(2) ADC sampling time when reading the VBAT 

1 mV accuracy 
5 - - µs

1. Guaranteed by design.

2. Shortest sampling time can be determined in the application by multiple iterations.

Table 75. Embedded internal reference voltage

Symbol Parameter Conditions Min Typ Max Unit

VREFINT Internal reference voltage –40 °C < TA < +105 °C 1.18 1.21 1.24 V

TS_vrefint
(1) ADC sampling time when reading the 

internal reference voltage
- 10 - - µs

VRERINT_s
(2) Internal reference voltage spread over the 

temperature range
VDD = 3V ± 10mV - 3 5 mV

TCoeff
(2) Temperature coefficient - - 30 50 ppm/°C

tSTART
(2) Startup time - - 6 10 µs

1. Shortest sampling time can be determined in the application by multiple iterations.

2. Guaranteed by design.

Table 76. Internal reference voltage calibration values

Symbol Parameter Memory address

VREFIN_CAL
Raw data acquired at temperature of 

30 °C VDDA = 3.3 V
0x1FFF 7A2A - 0x1FFF 7A2B
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LQFP64 device marking

The following figure gives an example of topside marking orientation versus pin 1 identifier 
location.

Other optional marking or inset/upset marks, which depend on supply chain operations, are 
not indicated below.

Figure 54. LQFP64 marking example (top view) 

1. Parts marked as “ES”, “E” or accompanied by an Engineering Sample notification letter, are not yet 
qualified and therefore not yet ready to be used in production and any consequences deriving from such 
usage will not be at ST charge. In no event, ST will be liable for any customer usage of these engineering 
samples in production. ST Quality has to be contacted prior to any decision to use these Engineering 
samples to run qualification activity. 
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16-May-2014 4

Change VDD/VDDA minimum value to 1.7 V.

Changed number of EXTI lines in Section 3.10: External interrupt/event 
controller (EXTI).

Updated Figure 18: Power supply scheme.

Updated Table 11: Voltage characteristics, Table 12: Current 
characteristics andTable 14: General operating conditions.

Added note 4. in Table 26: Typical and maximum current consumption 
in Sleep mode. Updated typical values at TA = 25 °C in Table 27: 
Typical and maximum current consumptions in Stop mode - 
VDD=1.8 V. 

Updated SDIO current consumption in Table 33: Peripheral current 
consumption.

Updated Table 54: I/O static characteristics, Table 56: I/O AC 
characteristics and added Figure 30: FT I/O input characteristics. 
Updated Table 55: Output voltage characteristics. Updated Table 53: 
I/O current injection susceptibility and Table 57: NRST pin 
characteristics.

Updated Table 61: SPI dynamic characteristics.

Updated package dimensions in Section 7.1 title. Added note below 
engineering sample marking schematics. Updated UFBGA100 
Thermal resistance in Table 86: Package thermal characteristics.

Table 88. Document revision history (continued)

Date Revision Changes
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06-Aug-2015 5

Changed current consumption to 128 µA/MHz on cover page.

Updated Table 3: Regulator ON/OFF and internal power supply 
supervisor availability for UFQFPN48. 

Updated Figure 10: STM32F401xB/STM32F401xC WLCSP49 pinout 
to show top view instead of bump view. 

Renamed VCAP1/2 into VCAP_1/_2 in Figure 10: 
STM32F401xB/STM32F401xC WLCSP49 pinout, Figure 11: 
STM32F401xB/STM32F401xC UFQFPN48 pinout, Figure 13: 
STM32F401xB/STM32F401xC LQFP100 pinout and Figure 14: 
STM32F401xB/STM32F401xC UFBGA100 pinout.

In whole Section 6: Electrical characteristics, modified notes related to 
characteristics guaranteed by design and by tests during 
characterization. 

Updated PLS[2:0]=101 (falling edge) in Table 19: Embedded reset and 
power control block characteristics.

Updated Table 39: HSI oscillator characteristics.

Updated VHYS in Table 56: I/O AC characteristics.

Added tSP in Table 59: I2C characteristics.

Removed note 1 in Table 67: ADC accuracy at fADC = 18 MHz, 
Table 68: ADC accuracy at fADC = 30 MHz and Table 69: ADC 
accuracy at fADC = 36 MHz.

Added WLCSP49 Figure 47: WLCSP49 0.4 mm pitch wafer level chip 
scale recommended footprint and Table 80: WLCSP49 recommended 
PCB design rules (0.4 mm pitch). Added Section : WLCSP49 device 
marking.

Updated Section : UFQFPN48 device marking.

Updated Table 82: LQFP64 - 64-pin, 10 x 10 mm, 64-pin low-profile 
quad flat package mechanical data and Section : LQFP64 device 
marking.

Updated Section : LQFP64 device marking and Section : LQFP100 
device marking

Updated Table 84: UFBGA100 - 100-ball, 7 x 7 mm, 0.50 mm pitch, 
ultra fine pitch ball grid array package mechanical data, Figure 59: 
UFBGA100 - 100-ball, 7 x 7 mm, 0.50 mm pitch, ultra fine pitch ball 
grid array package recommended footprint. Added Table 85: 
UFBGA100 recommended PCB design rules (0.5 mm pitch BGA). 
updated Section : UFBGA100 device marking.

Added Temperature range 7 in Table 87: Ordering information scheme.

Table 88. Document revision history (continued)
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07-Sep-2016 6

Features: added dynamic efficiency, OTP memory and ECOPACK®2 
compliance, updated clock/reset and supply management features.

Updated signal corresponding to pin 21 in Figure 13: 
STM32F401xB/STM32F401xC LQFP100 pinout.

Updated PB11 alternate functions in Table 8: 
STM32F401xB/STM32F401xC pin definitions and Table 9: Alternate 
function mapping.

Added reference to VREF- for |VSSX −VSS| in Table 11: Voltage 
characteristics.

Updated Figure 26: ACCHSI versus temperature.

Updated VIL minimum value and note related to VIH minimum value in 
Table 54: I/O static characteristics.

Added note related to external capacitor below Figure 32: 
Recommended NRST pin protection.

Updated th(NSS) in Figure 34: SPI timing diagram - slave mode and 
CPHA = 0 and Figure 35: SPI timing diagram - slave mode and CPHA 
= 1(1).

Added VREF- in Table 66: ADC characteristics.

Section 7: Package information: 

– added note related to optional marking and inset/upset marks in all 
package marking sections. 

– updated b dimension in Table 84: UFBGA100 - 100-ball, 7 x 7 mm, 
0.50 mm pitch, ultra fine pitch ball grid array package mechanical 
data.

Added new TT packing in Section 8: Part numbering.

Table 88. Document revision history (continued)
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